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FOREWORD 

On  behalf  of  the  U.S.  Coast  Guard  I  wish  to  thank  Mr.  Willard  Flint  for 
permitting  the  Service  to  publish  this  work.  appropriately,  this  year  is  the 
200th  anniversary  of  the  federalization  of  lighthouses  and  next  year,  1990, 
is  the  200th  anniversary  of  the  Coast  Guard.  Contributions  to  our  history, 
such  as  this  being  made  by  Mr.  Flint,  are  the  foundation  of  preserving  much 
of  history  of  the  Coast  Guard  and  its  forefathers. 

If  one  does  no  more  than  leaf  through  this  book,  one  can  not  help  but  be 
overwhelmed  with  the  dedication  to  detail.   This  is  truly  a  labor  of  love  and 
a  work  that  will  became  a  hallmark  in  the  study  of  lightships. 

R.  L.  Scheina 
Historian,  U.  S.  Coast  Guard 
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This  represents  the  result  of  an  effort  to  establish  a  data  file  of  reference 
material  for  U.S.  lightships  using  a  microcomputer.  It  is  not  a  story  per  se, 
but  rather  a  collection  of  formatted  data  outlining  the  description. service  and 
history  of  our  lightships  and  their  stations.  The  real  story  of  lightships  is 
not  found  in  facts,  figures  and  dates;  but  in  the  Intangibles  of  individuality, 
character,  and  tradition  that  shaped  the  service.  However,  these  data  could 
well  serve  as  the  framework  for  many  stories,  and  hopefully  encourage  a  basis  of 
fact  rather  than  fancy. 

Only  those  lightvessels  and  stations  authorized  and  maintained  by  the  United 
States  Government  have  been  included;  omitting  entirely  the  plethora  of  private 
"floating  lights"  of  various  types  that  existed  over  the  years. 

The  material  consists  of  two  major  components  -  the  first  deal:-,  with  the  light 
vessels  themselves,  and  the  second  covers  the  lightship  stations.  Although 
there  is  some  redundance  between  these  two  major  components,  each  is  mutually 
supportive.  To  familiarize  the  user  with  the  format  and  content,  pertinent 
explanatory  remarks  are  included  separately  within  each  major  component  . 

The  information  presented  is  largely  a  compendium  of  the  work  of  others  and  no 
claim  is  made  for  01  iginaiity.  Neither  is  it  claimed  that  all  possible  sources 
have  been  fully  investigated. 

Objectives 

Contribute  to  preservation  of  information  concerning  our  country's 
lightships,  and  hopefully  prevent  the  tragedy  of  oblivion. 

Through  use  of  a  computer,  provide  means  for  conveniently  entering, 
changing  and  updating  data,  and  means  for  selectively  sorting,  displaying  or 
printing  the  information. 

Achieve  a  high  degree  of  accuracy  and  completeness  in  keeping  with 
available  and  reliable  source  material.  Every  effort  has  been  made  to  eliminate 
hearsay,  rumor,  legend,  guesswork,  and  the  like  by  placing  primary  reliance  on 
official  Government  records,  although  recognizing  that  these  are  sometimes 
incomplete  or  in  conflict. 


Acknowledgement 

Many  people  assisted  in  the  development  of  this  information.  In  the  fore  are 
Robert  N.  Fraser  of  Cohasset  Massachusetts,  and  CWO-4  Ken  Black,  USCG  (ret), 
Director  of  the  Shore  Village  Museum  at  Rockland  Maine.  William  F.  Sherman  and 
others  at  the  National  Archives  were  most  cooperative  and  helpful.  A  high  order 
of  accuracy  could  not  have  been  achieved  without  the  cooperation  and  assistance 
of  Mary  McKenzie,  Head  of  Public  Services  at  the  Coast  Guard  Academy  Library, 
and  Kevin  Shaw  at  the  National  Ocean  Survey.  A  considerable  number  of  Coast 
Guard  personnel,  both  active  and  retired,  contributed  a  wealth  of  first-hand 
knowledge.  Many  unknown  and  long-gone  members  of  the  former  U.S.  Lighthouse 
Service,  through  their  accomplishments,  and  by  means  of  their  interesting  but 
sometimes  frustrating  records  and  reports, provided  both  incentive  and  valuable 
information.  My  sincere  thanks  to  all. 

Villard  Flint 
Rockville,  Maryland 
1986 

Revised  1988 


L  IGHTSH  IPS  —  H  ISTOR  ICAL  BACKGROUND 


To  provide  a  setting,  significant  historical  events  directly  related  to 
development  and  use  of  lightships  in  this  country  have  been  briefly  summarized 
below. 

During  the  period  1820-1983,  one  hundred  sixteen  lightship  stations  were 
established  by  the  Federal  government  at  one  time  or  another.  This  figure 
includes  those  stations  which  were  renamed  and  moved  to  a  different  position  to 
better  serve  the  same  purpose,  and  also  includes  those  later  taken  over  by 
Canada.  The  number  of  stations  existing  at  any  one  time  reached  maximum  in  1909 
when  56  were  maintained.  By  1927,  68  stations  had  been  discontinued  -  replaced 
by  lighthouses  or  buoys,  taken  over  by  Canada,  or  considered  unnecessary.  In 
1939,  when  the  Coast  Guard  assumed  responsibility  for  aids  to  navigation,  the 
number  of  stations  had  been  reduced  to  30,  and  although  three  additional 
stations  were  established  during  the  1954-1965  period,  the  total  number  of 
lightship  stations  continued  to  decline  steadily  until  1983  when  replacement  of 
the  Nantucket  Shoals  lightship  with  a  large  navigational  buoy  marked  the  end  of 
lightship  usage  in  this  country. 

As  a  seamark,  the  lightship  satisfied  multiple  requirements.  It  could  be  moored 
near  shifting  shoals  where  no  fixed  structure  could  be  placed;  stationed  in  deep 
water  many  miles  from  shore  to  serve  as  a  landfall  or  point  of  departure  for 
trans-oceanic  traffic;  and  could  be  readily  repositioned  to  suit  changing 
needs.  In  these  roles,  the  lightship  served  as  a  daybeacon,  a  light  platform  by 
night,  a  sound  signal  station  in  times  of  reduced  visibility,  and  around  the 
clock  as  a  transmitter  of  electronic  signals  for  bearings  and  distance  finding. 
Outages  or  difficulties  with  any  of  its  systems  and  equipment  could  be 
immediately  detected,  and  corrected  on  the  spot  by  the  crew.  During  their  era, 
lightships  evolved  into  highly  sophisticated  and  efficient  aids  to  navigation. 

Although  there  is  mention  of  "floating  lights"  being  used  in  this  country  in  the 
1790s,  lightships  of  the  sort  we  remember  today  came  into  being  with  an  1819 
Congressional  authorization  for  construction  of  three  light  vessels.  This  was 
far  behind  Britain  where  lightships  had  been  put  in  service  in  1731,  with 
development  there  and  in  European  countries  being  well  along  by  the  early 
1800s. 

Our  first  lightship,  placed  temporarily  off  Villoughby  Spit  in  the  lower 
Chesapeake  Bay  during  the  summer  of  1820,  was  unable  to  withstand  sea  conditions 
at  that  location,  and  was  soon  moved  to  a  more  sheltered  location  in  the 
Elizabeth  River.  This  position,  near  Craney  Island,  was  the  first  lightship 
station  formally  established,  and  marked  the  approaches  to  the  ports  of  Norfolk 
and  Portsmouth  VA. 

Progress  and  development  in  these  early  years  was  woefully  inadequate,  due 
primarily  to  organizational  and  management  deficiencies  which  were  allowed  to 
persist  for  many  years.  Initially,  little  consideration  was  given  to  suitable 
design  and  construction  characteristics  for  the  lightships.  Early  light  vessels 
were  largely  a  product  of  opinion  and  arbitrary  judgment  on  the  part  of  builders 
who  were  often  ignorant  of  the  true  purpose  of  the  vessel  or  its  harsh  operating 
environment.  For  30  to  40  years,  therefore,  the  lightships  were  exceedingly 
poor  light  platforms;  their  full  body,  shoal  draft,  and  light,  displacement 


combined  to  cause  undue  rolling  and  violent  pitching,  which  in  turn  resulted  in 
frequent  loss  of  moorings  and  breakage  or  damage  to  the  lanterns.  By  present 
day  standards,  crew  accomodations  would  be  judged  uninhabitable.  Ultimately, 
scientific  advances  in '  hull  design;  the  use  of  bilge  keels,  and  adoption  of 
improved  ballasting  techniques  produced  more  stable  vessels. 

Supervisory  responsibility  for  lightships,  as  well  as  all  other  navigational 
aids  was  assigned  in  1820  to  the;  Fifth  Auditor  of  the  Treasury  Department,  with 
control  being  exercised  through  what  was  known  as  the  Lighthouse  Establishment  - 
a  loosely  structured  organization  administered  at  the  local  level  by  the 
Collectors  of  Customs.  These  individuals  operated  independently,  deciding  on 
their  own  what  requirements  were  to  be  satisfied,  acquiring  material  and 
equipment,  and  contracting  for  construction  of  lighthouses  and  lightships.  They 
also  hired  and  fired  personnel,  paid  their  wages,  and  either  carried  out  or 
arranged  for  annual  inspection  of  existing  aids  to  navigation.  Inspection 
reports, together  with  recommendations  based  largely  on  personal  preference  and 
opinion,  were  then  forwarded  to  the  Fifth  Auditor. 

Stephen  Pleasonton,  the  Fifth  Auditor,  had  no  familiarity  with  the  nature  of  his 
maritime  involvement,  and  little  interest  in  requirements  for  assisting 
mariners;  distancing  himself  entirely  from  the  events  in  progress.  Control  was 
exercised  in  single-handed  fashion  by  arbitrary  findings  based  on  review  of  the 
inspection  reports,  and  by  miserly  control  of  the  purse  strings.  This  resulted 
in  a  host  of  misguided  decisions,  shoddy  and  unsafe  construction,  and  a  system 
of  navigatonal  aids  which  was  inadequate  to  the  need,  behind  the  times,  and 
technically  inefficient. 

In  1838  the  situation  was  improved  somewhat  when  Congress  divided  the  the 
Atlantic  Coast  into  six  Lighthouse  Districts  and  the  Great  Lakes  into  two,  with 
a  Navy  officer  assigned  to  each  District,  and  a  revenue  cutter  or  leased  vessel 
made  available  for  conducting  inspections.  The  reports  generated  by  this 
organization  structure  gave  evidence  of  large  scale  mismanagement,  low  morale, 
incompetence  among  personnel,  and  irresponsible  performance  by  contractors.  The 
final  summary  report  document  for  1838  was  extremely  critical,  point ing  out  that 
many  of  the  lightships  were  extensively  rotted  and  poorly  maintained;  that  their 
lighting  equipment  was  inadequate;  and  that  entire  crew  complements  were  often 
absent  for  lengthy  periods.  Also  criticized  was  the  practice  of  hiring  farmers 
and  other  landsmen  as  officers  and  crew  members,  who  in  some  cases  hired 
stand-ins  to  perform  their  duty.  Much  was  made  of  the  fact  that  the  published 
range  of  visibility  for  all  lights  was  erroneous;  that  there  was  no  uniform 
system  for  coloring,  numbering  or  otherwise  identifying  floating  aids;  that  the 
positions  of  many  lightships  had  been  poorly  selected;  and  that  additional  light 
vessels  were  required.  Pleasonton,  understandably,  was  displeased.  Although 
making  a  few  minor  concessions,  he  continued  to  side-step  any  worthwhile 
remedies,  and  remained  unduly  concerned  with  the  costs  for  improving  the 
situation. 

Due  largely  to  the  meager  funds  made  available,  lightship  development  continued 
to  lag  far  behind  progress  being  made  in  Europe.  Although  some  standardization 
had  been  achieved,  by  1842  the  30  lightships  in  service  ranged  from  40  to  230 
tons  burden,  constructed  entirely  of  wood,  poorly  rigged  in  many  cases,  and 
seldom  with  any  means  at  all  for  propulsion.  Illuminating  apparatus  was  limited 
to  multiple-wick  sperm  oil  lamps  of  poor  visibility,  and  mounted  in  lanterns 
which  had  to  be  raised  and  lowered  to  the  deck  for  servicing.  Ground  tackle  was 


inadequate,  and  hull  design  still  had  failed  to  consider  the  weather  and  sea 
conditions  encountered  by  these  small  vessels.  Neither  tenders  nor  relief 
vessels  were  available  at  the  time,  and  as  a  consequence,  when  the  vessels  were 
frequently  blown  adrift,  stations  remained  unmarked  for  periods  measured  in 
weeks  and  months. 

Congress  eventually  became  aware  of  the  serious  disarray  and,  using  competent 
and  qualified  inspectors,  carried  out  an  investigation  in  1851.  A  voluminous 
but  meaningful  report  resulted;  highlighting  many  of  the  same  discrepancies 
reported  in  1338,  and  focusing  attention  on  managerial,  organisational,  and 
procedural  defects.  Adoption  of  the  report's  comprehensive  and  specific 
recommendations  led  to  formation  of  the  Lighthouse  Board  in  1852  as  a  separate 
Branch  of  the  Treasury  Department.  This  was  a  nine  member  committee  composed  of 
officers  of  the  Navy  and  Array  Corps  of  Engineers,  plus  several  civilian 
scientists. 

The  Board, guided  by  conclusions  and  recommendations  of  the  1851  investigation, 
acted  at  once  to  take  advantage  of  available  technology,  to  upgrade  equipment, 
and  to  revise  contracting  procedures.  The  District  structure  was  drastically 
overhauled  to  provide  seven  on  the  Atlantic  coast,  two  on  the  Gulf  coast,  two  on 
the  Lakes  and  one  on  the  Pacific  coast  -  each  with  a  Navy  officer  as  District 
Inspector.  Separate  subcommittees  were  established  to  address  all  requirements 
for  aids  to  navigation.  These  included  finance  and  contract  management,  design 
and  engineering,  light  vessels,  lighting,  and  a  subcommittee  to  test  and 
evaluate  new  equipment,  determine  requirements,  and  develop  maintenance 
procedures . 

By  1855,  this  had  led  to  construction  of  several  lightships  of  new  and  more  or 
iess  standard  design;  installation  of  new  and  more  efficient  illuminating 
apparatus  on  most  existing  vessels;  and  investigation  of  the  merits  of  various 
types  of  sound  signals,  illuminants,  and  methods  of  marking  or  otherwise 
distinguishing  one  lightship  from  another  . 

At  this  time  lightships  were  identified  only  by  the  name  of  the  station  which 
they  occupied,  and  no  specification  or  directive  existed  for  color  or  mai'king. 
Although  station  names  were  painted  on  the  sides  of  lightships  at  about  this 
time,  neither  numbers  nor  letters  were  used  to  identify  individual  vessels  until 
1867. 

As  progress  in  the  technical  area  continued,  so  did  efforts  to  upgrade  the 
caliber  and  competence  of  lightship  crews.  Wages,  benefits,  accomodations  and 
food  remained  rather  spartan,  however,  with  the  1852  ration  allowance  for 
lightship  crew  members  being  set  at  20  cents  per  day. 

At  the  District  level,  a  professional  engineer  was  assigned  to  assist  the 
Inspector  and,  as  time  progressed,  each  District  established  a  depot  for  supply 
and  maintenance  of  its  own  equipment.  Modern  equipment  continued  to  be 
introduced,  and  supervision  and  general  effectiveness  was  improved. 

There  is  little  question  that  the  Lighthouse  Board  caused  noteworthy  progress, 
however,  the  committee  organization  did  not  lend  itself  to  prompt  action  on  day 
to  day  operating  matters,  and  translating  plans  and  recommendations  into 
accomplishment  continued  to  be  a  cumbersome  and  diffuse  process. 


Congress  again  stepped  in,  considering  that  the  Board  structure  was  unweildy, 
and  hindered  by  undue  military  influence  and  bickering.  Feeling  the  need  for  an 
improved  command  structure  and  an  organization  capable  of  functioning  as  an 
entity  responsive  to  a  single  civilian  authority,  the  Lighthouse  Board  was 
disbanded  in  1910  and  a  Bureau  of  Lighthouses  was  established  in  the' Department 
of  Commerce,  having  as  its  operating  agency  the  United  States  Lighthouse 
Service.  Heading  up  the  Bureau,  a  Commissioner  of  Lighthouses  reported  directly 
to  the  Secretary  of  Commerce,  and  also  directly  controlled  the  day  to  day 
operations  of  the  Service.  For  the  first  time,  lightships  as  well  as  all  other 
aspects  of  aids  to  navigational  had  found  a  place  in  a  service-oriented  agency 
with  an  adequate  command  structure. 

Under  the  able  and  progressive  leadership  of  Commissioner  George  Putnam,  the 
Bureau  moved  rapidly  to  the  forefront  worldwide  among  agencies  engaged  in 
developing  and  maintaining  aids  to  navigation.  Although  technological  advances 
were  highlighted  during  Putnam's  tenure,  his  most  valuable  contribution  was 
probably  in  the  area  of  organization  and  personnel  administration  -  emphasizing 
competence,  demanding  professional  performance  from  all  employees,  and  remedying 
many  long  standing  problems  with  pay,  benefits,  living  conditions,  and  a  safe 
and  efficient  work  environment. 

This  organization  prospered  for  nearly  30  years,  developing  and  perfecting  the 
use  of  the  radiobeacon,  modernizing  illurainants  and  optical  equipment,  improving 
fog  signalling  methods,  advancing  the  use  of  automated  aids  ,  and  demonstrating 
the  feasibility  of  unattended  and  radiocontrolled  light  vessels  and 
lighthouses.  The  lightship  itself,  through  innovative  engineering  and  naval 
architecture,  was  developed  into  an  effective  vessel  specifically  built  to 
handle  its  environmental  requirements,  and  with  propulsion  and  auxiliary  systems 
adequate  to  its  needs.  Watertight  integrity  and  and  a  variety  of  other  safety 
features  were  also  highly  developed  in  lightships  of  the  late  1930s. 

In  1939  the  mission  of  the  Coast  Guard  was  expanded  to  include  responsibility 
for  aids  to  navigation,  and  resources  of  the  former  Lighthouse  Service  were 
transferred  at  that  time.  Lightship  officers  and  crews  as  well  as  other 
civilian  employees  were  offered  two  choices  -  integration  into  the  Coast  Guard 
with  military  rank  commensurate  with  existing  salary;  or  retention  of  civilian 
status  under  Coast  Guard  command.  Exercise  of  these  options  resulted  in  about  a 
50-50  split.  For  lightships,  many  operated  initially  with  either  an  all 
military  or  an  all  civilian  complement.  Later  this  gave  way  to  a  mix  of 
military  and  civilian  personnel.  The  mixed  crews  were  in  evidence  well  after 
World  War  II,  and  a  few  of  the  Lighthouse  Service  civilian  employees  were  still 
active  into  the  1970s.  In  1967,  the  Coast  Guard  became  part  of  the  Department 
of  Transportation. 

From  1939  until  the  end  of  the  lightship  era  in  1983,  the  high  standards  of 
professionalism  and  technology  introduced  by  the  Lighthouse  Service  were  carried 
forward  and  improved  upon  by  the  Coast  Guard  -  well  in  keeping  with  its  long 
history  of  dedication  to  the  interest  of  mariners. 

Life  aboard  the  lightships,  aside  from  being  viewed  as  monotonous  by  many,  was 
exposed  to  many  hazards.  The  Diamond  Shoals  lightship  was  sunk  by  surface 
gunfire  from  a  German  submarine  in  1918.  Dangers  posed  by  weather  and  collision 
were  ever — present.  The  records  contain  237  instances  of  lightships  being  blown 
adrift  or  dragged  off  station  in  severe  weather  or  moving  ice.   Five  lightships 


were  lost  under  such  conditions,  but  the  majority,  despite  heavy  damage  to  hull 
and  superstructure  on  many  of  these  occasions,  regained  station  unassisted. 
This  attests  to  a  high  order  of  seamanship,  and  commendations  for  bravery  and 
outstanding  ship  handling  often  resulted. 

Without  regard  to  frequent  minor  bumps,  sideswipes  and  near  misses,  150 
collisions  with  lightships  are  documented.  Most  of  these  involved  sailing 
vessels,  but  long  tows  of  multiple  barges  accounted  for  a  sizeable  number. 
Damage  ranged  from  superficial  to  severe.  In  at  least  one  case,  the  lightship 
came  out  unscathed,  with  the  colliding  vessel  going  down  nearby.  On  another 
occasion  when  a  lightship  was  struck  by  a  "passing"  vessel,  the  impact  was 
sufficient  to  knock  the  on-watch  lightship  crew  from  their  feet,  and  shatter  all 
16  lamp  chimneys  in  the  masthead  lanterns.  In  1909  a  lightship  was  dismasted 
when  rammed  by  a  four-masted  schooner.  Unfortunately,  five  lightships  were  sunk 
as  the  result  of  being  rammed,  with  injury  and  loss  of  life  involved  in  some 
cases.  Although  fog  was  a  factor  in  many  of  these  collisions,  most  occurred 
under  conditions  of  reasonably  good  visibility.  Attempting  to  cross  the  bow  of 
the  lightship  without  making  due  allowance  for  current  and  leeway  was  frequently 
found  to  be  the  cause. 

Although  improved  upon  to  some  extent  in  later  years,  a  variety  of  factors 
caused  the  lightships  to  be  veritable  targets  for  all  traffic.  Many  were 
positioned  in  mid-channel.  Early  charts  were  overprinted  with  dotted  lines 
running  from  lightship  to  lightship  giving  the  course  and  distance,  and  sailing 
directions  in  early  Coast  Pilots  openly  encouraged  passing  lightships  close 
aboard.  Ship's  officers  handling  coasters  during  the  1800s  were  by  and  large 
sadly  deficient  in  both  theory  and  practice  of  piloting  and  navigation.  Charts 
were  often  either  not  carried  at  all,  or  were  not  used  for  plotting.  Instead, 
reliance  was  placed  on  listings  of  courses,  bearings,  and  distances  found  in  a 
variety  of  government  and  commercial  publications,  or  simply  passed  on  by  word 
of  mouth.  Little  wonder  that  lightshipping  carried  with  it  a  large  measure  of 
apprehension . 

Most  of  our  decommissioned  lightships  are  long  gone.  Quite  a  few  were  sold  and 
served  in  coastwise  and  harbor  roles.  Two  provided  bonfires  at  Fourth  of  July 
celebrations,  and  several  were  used  as  target  ships  by  the  Navy.  A  few  were 
transferred  to  other  countries  for  use  as  lightships,  some  were  used  as  floating 
clubhouses  by  various  organizations,  but  the  majority  ended  up  in  a 
shopbreaker's  yard.  However,  16  surviving  lightships  remain  accessible  to  the 
public,  the  three  oldest  built  in  1904.  Fourteen  of  these  veterans  were 
restored  for  use  as  museums  or  exhibits,  two  served  as  floating  restaurants,  and 
one  has  been  used  in  the  charter  trade. 

This  brief  history  cannot  end  with  the  traditional  look  to  the  future  of 
lightships,  for  there  is  none.  However,  we  can  be  assured  that  the  vessels 
themselves  and  certainly  all  those  who  served  in  them  constitute  a  unique  and 
proud  segment  of  our  maritime  heritage  -  sometimes  overlooked  perhaps,  but  never 
to  be  forgotten. 


THE    L  IGHTVESSELS 


EXPLANATORY        NOTES  —  THE  VESSELS 

The  following  material  focuses  on  details  related  to  the  light  vessels.  The 
material  is  presented  in  three  separate  sections  -  Numbered  Lightships,  Navy 
Temorary  Lightships,  and  Early  Lightships.  The  first  section  consists  of  a  two 
page  formatted  record  for  each  of  120  lightships  known  to  have  been  identified 
by  a  number.  For  the  Navy  lightships  and  early  lightships,  the  format  was 
impractical  since  the  information  on  these  vessels  is  rather  fragmentary. 
Therefore, these  latter  two  categories  are  simply  appended  as  separate  listings 
together  with  their  own  introductory  comments. 

To  assist  the  user,  an  explanation  of  the  format  used  for  the  numbered 
lightships  is  provided  here.  The  layout  is  arbitrary, dictated  in  some  respects 
by  requirements  of  the  computer  software  used.  The  language  is  often 
telegraphic  to  conserve  space  and  memory.  Abbreviations  have  been  used 
liberally  for  the  same  reasons. 

DESIGNATION:  Serves  to  identify  a  particular  lightship.  This  item  may  consist 
of  letters,  numbers  or  both.  Prior  to  1867,  lightships  were  identified  only  by 
name  -  usually  that  of  the  station  or  hazard  where  they  were  positioned,  but 
occasionally  by  the  name  of  a  prominent  citizen.  In  18G7  the  Lighthouse  Board 
adopted  a  standard  numbering  scheme  and  assigned  numbers  to  all  existing  light 
vessels.  This  number  permanently  identified  the  vessel  regardless  of  station  or 
District  to  which  assigned,  and  provision  was  made  for  sequential  numbering  of 
all  lightships  subsequently  built.  The  "LV"  numbers  used  here  are  the  result  of 
that  action.  Where  applicable,  a  dual  designation  has  been  used,  showing  the 
original  U.S.  Lighthouse  Service  (USLHS)  number  followed  by  the  number  assigned 
after  the  lightships  were  acquired  by  the  U.S.  Coast  Guard  (USCG)  in  1939.  Such 
numbers  are  shown  thus  -  LV  112  /  WAL  534.  The  "WAL"  designation  and  numbers 
were  approved  and  adopted  in  February  1942,  but  apparently  were  not  disseminated 
at  that  time.  WAL  numbers  first  appeared  in  Standard  Distribution  Lists  (SDL) 
during  1947,  when  the  both  the  LV  and  VAL  designations  were  shown.  Commencing 
in  1950,  SDLs  carried  only  the  WAL  designation.  In  1965  the  Coast  Guard 
replaced  the  WAL  prefix  with  WLV,  and  applied  the  WLV  designation  to  all 
lightships. 

YEAR  BUILT,   BUILT  AT,     and  BUILDER,     are  self-explanatory  items. 

APPROPRIATION:  Congressional  appropriations  for  lightship  construction  were 
often  made  in  several  increments  over  a  two  or  three  year  period,  with  the  first 
covering  initial  construction,  followed  by  one  or  more  supplemental 
appropriations  needed  for  completion.  Amounts  shown  in  this  item  represent  the 
total  of  all  funds  appropriated. 

CONTRACT  PR  ICE :  most  entries  show  the  total  completed  cost  of  the  vessel.  In 
many  instances,  the  Lighthouse  Service  supplied  and  installed  specialized 
equipment  not  provided  in  the  construction  contract,  e.g.  illuminating 
apparatus,  fog  signal  gear,  and  in  some  cases  electronics. 

SISTER  VESSELS:  In  general  this  item  lists  those  lightships  built  to  the  same 
plans  and  specf ications,  and  usually,  but  not  always,  built  under  the  same 
contract  at  the  same  location.  Notwithstanding  this,  the  resulting  "class"  of 
vessels  although  similar,  frequently  differed  in  internal  arrangement,  fixtures 


and  fittings,  equipment  and  machinery  etc.  These  differences  ranged  in  degree 
from  superficial  to  rather  substantial. 

DESIGN:  This  item  is  intended  to  give  a  very  brief  structural  description  of 
the  vessel  and  its  external  features. 

LENGTH,  BEAM,  DRAFT,  and  TONNAGE  show  the  measurements  of  the  vessel.  These 
items  are  generally  self-explanatory,  but  have  been  qualified  where  necessary 
and  possible.  It  was  desired  to  list  overall  length  (loa)  throughout,  but  this 
was  not  possible  since  in  many  cases,  particularly  in  the  earlier  vessels,  the 
measurement  was  made  at  a  specified  water  line  or  at  the  so-called  "tonnage 
deck",  and  in  many  other  cases,  no  method  of  measurement  was  given.  For  these 
situations, length  between  perpendiculars  (lbp)  is  listed.  Similarly,  beam  was 
sometimes  measured  at  a  point  other  than  the  greatest  beam,  but  this  difference 
is  less  significant.  The  draft  shown  is  taken  aft  when  fully  loaded.  In  many 
cases,  no  draft  was  given,  and  instead,  depth  of  hold  is  shown.  Tonnages 
represent  a  mixture  of  gross  tons  and/or  displacement.  There  may  be  some 
inaccuracies  in  this  item  due  to  the  variety  of  mathmatical  methods  which  were 
used  over  the  years  to  arrive  at  this  parameter.  In  addition,  the  records 
contain  many  conflicts  and  contradictions  with  respect  to  tonnage. 

PROPULSION:  This  item  describes  the  propulsion  system,  if  any.  All  of  the 
earliest  lightships,  and  a  few  of  more  recent  vintage  had  no  means  at  all  for 
propulsion  and  had  to  be  towed  to  and  from  their  stations.  Later,  the  vessels 
were  provided  with  sails,  and  the  sails  were  still  carried  in  many  cases  even 
after  propelling  machinery  had  been  installed.  Propelling  machinery  did  give 
capability  for  proceeding  to  and  from  station,  but  it  is  probably  fair  to  say 
that  few  of  the  self-propelled  light  vessels  were  noteworthy  in  terms  of 
maneuverability.  Most  all  were  underpowered,  and  cumbersome  to  handle  in  close 
quarters . 

ILLUMINATING  APPARATUS:  briefly  describes  the  optic  and  type  of  illuminant 
used.  About  1864,  lard  oil  was  standardized  to  replace  earlier  animal  and 
vegetable  oils  until  about  1877  when  multiple  kerosene  lamps  with  parabolic 
reflectors  came  into  general  use.  About  1910,  lens  lanterns  having  lamps  using 
compressed  petroleum  gas  (called  oil-gas  or  Pintsch  gas),  and/or  acetylene  were 
introduced,  and  were  used  until  supplanted  by  electric  lighting  equipment.  Even 
after  electric  lamps  became  standard,  kerosene  and  acetylene  lamps  continued  in 
use  on  a  number  of  lightships  into  the  mid  1930s. 

FOG  SIGNAL:  lists  the  sound  producing  devices  provided.  Chronologically,  these 
consisted  of  bells  struck  by  hand,  small  cannon  (short-lived  due  to  the  hazards 
involved),  steam  and  air  operated  whistles  and  sirens,  steam  and  air  diaphones, 
and  steam,  air,  and  electric  diaphragm  horns.  Later,  these  devices  were 
supplemented  by  a  submarine  bell  signal.  Synchronization  of  the  sound  signal 
with  the  radiobeacon  for  distance  finding  purposes  became  standard  in  the 
1930s.  The  so-called  "radio  fog  signal"  is  not  listed  under  this  item  because 
it  is  synonymous  with  radiobeacon.  Initially,  radiobeacons  on  lightships 
transmitted  only  during  periods  of  restricted  visibility,  but  in  the  1920s  were 
upgraded  to  24  hour  transmission  either  continuously,  or  sequenced  with 
transmissions  among  a  group  of  lightships.  A  more  complete  description  of  the 
types  of  fog  signals  can  be  found  in  the  material  for  Lightship  Stations. 

MATERIAL  INCLUDED  IN  ALL  OF  THE  FOREGOING  DESCRIBES  THE  CAPABILITY  AND  CONDITION 


OF  THE  VESSEL  "AS  BUILT".  Changes  took  place  as  the  vessels  were  modified  and 
refitted  during  their  service  life. 

CONSTRUCTION  NOTES:  This  section  lists  significant  changes  to  the  "as  built" 
configuration  and  capability;,  including  major  repairs,  modifications,  system 
and  equipment  changes,  radio  call  signs  and  the  like.  Where  the  term  "rebuilt" 
appears,  it  applies  primarily  to  the  older  wooden  vessels.  The  term  covers  the 
operation  where  the  vessel  was  hauled  out  for  performance  of  the  following  kinds 
of  work:  replacement  of  major  structural  timbers,  replacement  of  hull  and  deck 
planking,  recaulking,  and  refelting  and  reinstallation  of  metal  sheathing  around 
the  stem  and  below-water  areas  of  the  hull.  Performance  of  a  substantial  amount 
of  such  work  falls  within  the  meaning  of  "rebuilt".  A  number  of  the  early 
lightships  were  enlarged  during  the  rebuilding  process.  Rot  was  always  a 
problem  with  the  wooden  lightships,  being  intensified  in  southern  waters  by 
ship-worms,  and  a  complete  rebuild,  although  not  always  done,  was  often 
necessary  at  intervals  of  three  to  five  years. 

STATION  ASSIGNMENTS:  Shows  inclusive  years  during  which  the  listed  vessel  was 
officially  assigned  to  mark  the  specified  station.  The  vessel  remained  assigned 
to  that  station  until  transferred  to  another  station  or  to  different  duty. 
Temporary  absences  requiring  substitution  of  a  Relief  or  other  lightship  did  not 
constitute  a  change  in  station  assignment.  The  periods  of  assignment  shown  do 
not,  therefore,  indicate  the  many  occasions  when  the  station  vessel  was 
withdrawn  and  replaced  by  a  Relief  vessel.  Such  periods  of  relief  in  the  early 
years  were  often  lengthy  due  to  the  complex  and  time  consuming  maintenance 
requirements  for  wooden  vessels.  It  was  not  unusual  to  find  that  a  station  was 
occupied  by  Relief  vessels  oftener  and  longer  than  by  the  assigned  vessel.  In 
recent  years,  the  lightships  were  usually  withdrawn  once  annually  for  a  three  or 
four  week  maintenance  period.  It  should  be  understood  that  the  Relief 
designation  applies  to  a  lightship  which  is  held  in  readiness,  and  capable  of 
replacing  an  assigned  vessel  for  maintenance,  in  an  emergency,  or  for  any  other 
purpose  involving  non-availability  of  the  assigned  vessel.  Relief  lightships 
were  occasionally  used  to  mark  a  new  station  when  construction  of  the  assigned 
vessel  was  delayed,  or  when  a  lighthouse  was  under  construction  or  being 
rebuilt.  An  effort  has  been  made  to  footnote  situations  where  Relief  vessels 
served  purposes  differing  from  their  normal  role.  Station  names  used  are  the 
officially  recorded  designation  for  the  station  itself,  which  does  not 
necessarily  coincide  with  the  name  painted  on  the  sides  of  the  lightship.  The 
earlier  practice  of  marking  lightships  with  lengthy  names  and  numbers  was 
simplified  in  1913  to  allow  use  of  larger,  more  visible  lettering. 

HISTORICAL  NOTES:  A  brief  chronological  record  of  events  pertaining  to  each 
vessel's  career.  Strangely  enough,  the  earlier  official  records  and  reports 
contained  a  wealth  of  detail  on  happenings  and  accomplishments  aboard  each 
lightship.  From  about  1907  onward,  the  material  thins  out  considerably  due  to  a 
change  to  tabular  as  opposed  to  narrative  report  format.  From  1939  onward, 
formal  historical  records  relating  to  lightships,  aside  from  a  few  random  facts, 
seem  to  be  either  non-existent  or  unobtainable. 

RETIRED:  The  year  when  the  vessel  was  removed  from  active  duty  as  a  lightship. 

AGE:  Years  of  active  service  as  a  lightship. 

SUBSEQUENT  D ISPOS  IT  ION :  Other  uses  of  the  vessel  after  retirement. 


COMMANDING  OFFICERS:  This  item  lists  assigned  Masters  and  Mates  for  the 
Lighthouse  Service,  and  Commanding  Officers  and  Of f icers-in-Charge  for  the  Coast 
Guard.  Both  individuals  are  shown,  since  each  relieved  the  other  and  normally 
only  one  of  them  was  aboard  while  the  lightship  was  on  station.  From  the  sparse 
data  shown,  it  is  obvious  that  sources  for  this  information  were  regrettably 
inadequate . 

Other  Information  and  Terminology 

The  Postal  Service  two-letter  abbreviation  for  States  was  used  for 
standardization  and  conservation  of  space. 

Where  Lighthouse  Service  or  Coast  Guard  Districts  are  mentioned,  their 
numbers  and  boundaries  are  those  which  existed  at  the  time  of  the  event 
reported.  There  were  many  changes  in  these  areas  of  responsibility  which  may 
differ  considerably  from  present  day  Coast  Guard  Districts. 

Relief  lightship  assignments  sometimes  show  a  District  location,  and  in 
other  cases  a  State  or  city.  When  a  State  is  shown,  it  indicates  where  the 
vessel  normally  was  based  or  held  in  readiness.  Locations  removed  from  the 
District  Headquarters  were  often  more  convenient  for  accessing  the  stations 
being  relieved. 

During  wartime,  lightships,  particularly  those  on  offshore  stations  were 
often  withdrawn  to  avoid  providing  navigational  assistance  to  enerny  vessels. 
Such  instances  are  listed  and  footnoted  in  the  STATION  ASSIGNMENT  item  and  may 
be  further  explained  in  HISTORICAL  NOTES.  During  the  Civil  War,  correspondence 
files  of  the  Lighthouse  Board  contain  the  following: 

"All  the  light- vessels  from  Cape  Henry  southward,  including  the  two  in 
the  Potomac  River  and  those  in  Chesapeake  Bay,  excluding  Hoopers  Straights  and 
Janes  Island  have  been  removed  and  sunk  or  destroyed  by  the  insurgents." 

The  Union  side  actively  pursued,  with  considerable  success,  efforts  to 
raise  or  otherwise  replace  these  missing  lightships.  While  absent,  from  their 
station, Light  Lists  of  the  period  showed  the  lightships  as  "extinguished." 

In  the  DESIGN  item,  the  term  "composite"  appears  for  some  vessels. 
Three  different  types  of  composite  hull  construction  were  used  for  light 
vessels. 

1.  Steel  or  iron  frame  members  covered  with  an  inner  wooden  skin 
(usually  hard  pine)  bolted  to  the  frame,  then  covered  by  an  outer  wooden  skin 
(usually  oak)  fastened  to  the  inner  planking  with  copper  clenched  nails, 
galvanized  bolts,  or  in  some  cases  with  spikes.  Each  layer  of  planking  was 
approximately  three  inches  thick.   (Examples  are  LV  47  -  50.) 

2.  Steel  framing  covered  completely  with  watertight  iron  or  steel  hull 
plating,  which  was  in  turn  completely  sheathed  with  wood  planking  from  keel  to 
sheer.   (LV  43,  45,  and  46  are  examples.) 

3.  Steel  framing  covered  in  part  by  wood  planking,  and  in  part  with 
steel  plating  i.e.,  a  wood  bottom  with  steel  topsides.   The  The  wood  plankng 


usually  extended  from  the  keel  to  well  above  water  level.   (LV  68  -  71  are 
examples.) 

Adoption  of  all-metal  hull  construction  for  lightships  lagged  far  behind 
the  widespread  use  in  military  and  commercial  applications.  This  was  due  to  a 
longstanding  belief  that  wood  construction  offered  advantages  in  withstanding 
the  shocks  and  impacts  of  heavy  seas  and  collisions  to  which  lightships  were 
constantly  subjected.  The  supposed  need  for  more  frequent  relief  from  station 
to  properly  maintain  the  metal  hull  also  acted  as  a  deterrent  to  its  adoption. 

All  magnetic  bearings  and  directions  using  compass  points  were  extracted 
as-is  from  reference  sources.  Bearings  shown  in  degrees  are  true  bearings. 

All  dates  given  are  calendar  dates.  However,  the  Annual  Reports  of 
various  Federal  agencies,  which  served  as  a  primary  reference  source,  are  based 
on  the  Fiscal  Year  which  commenced  on  July  1  of  the  calendar  year.  For  example 
Fiscal  Year  1950  includes  the  period  from  July  1,  1949  through  June  30,  1950. 
Because  of  this,  there  is  possibility  that  errors  were  made  in  translating 
fiscal  to  calendar  year  in  some  cases  where  a  specific  day  and  month  were  not 
given  for  an  event. 

Available  space  permitted  only  a  superficial  description  of  the  many 
interesting  devices  and  specialized  equipment  which  evolved  with  development  of 
the  lightship.  More  detailed  treatment  of  such  equipment  and  systems  can  be 
found  in  related  literature. 

As  a  companion  to  this  material  on  the  lightships  themselves,  reference 
material  for  all  U.S.  Lightship  Stations  has  been  included  later  as  a  separate 
compilation.  That  will  develop  a  more  complete  picture  of  the  total  lightship 
involvement  by  showing  geographical  information  for  the  station,  all  lightships 
marking  each  station,  and  the  recognition  features  and  characteristics  used  to 
distinguish  each  station  vessel  and  assist  mariners  in  fixing  their  position. 


JNTU^TBEREr)     L  IGHTSH  IFi 


VESSEL  DESIGNATION:  LV  1 

YEAR  BUILT:  1855 

BUILT  AT:  Kittery  (ME)  BUILDER:  Navy  Yard 

APPROPRIATION:  $30,000  CONTRACT  PRICE:  $48,000 

SISTER  VESSELS:  None 

DESIGN:  Wood  -white  &  live  oak;  copper  &  iron  fastened;  bowsprit;  2  masts; 
oval  daymarks  at  both  mastheads 

LENGTH:  103' 0"  (lbp)   BEAM:  24 ' 0"   DRAFT:   12 '6"   TONNAGE:  228  displ,275  gross 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps  &  reflectors 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -■  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  1 

-1860  Rebuilt 

-1881  Main  anchor  replaced  with  mushroom  (apparently  one  having  a  stock > 

-1883  Mooring  methods  evaluated  by  Lighthouse  Board.  All  alternatives  found 

unfeasible  due  to  strong  rotary  currents  in  the  area,  and  structure  of  ship 

unable  to  sustain  additional  chain  loading 

-1886  Lighthouse  Board  authorized  casting  an  "ordinary"  (stockless)  mushroom 

anchor.  With  this,  station  was  maintained  throughout  winter 

-1892  Boiler,  steam  pump,  steam  windlass,  12"  steam  fog  whistle  installed 

-1895  Rebuilt,  also  rebuilt  again  in  1902 

-1910  Submarine  bell  signal  installed 

-1915  Steam  fog  signal  replaced  with  oil  engine,  compressor,  and  air  siren 

-1919  Equipped  with  radio,  discontinued  1923 

-1925  1 1 lurainant  changed  from  oil  to  acetylene;  light  from  fixed  to  flashing 


STATION  ASSIGNMENTS:  LV  1 

1856-1892  Nantucket  New  South  Shoal  <  MA  > 
1892-1896  Martins  Industry  (SO 
1896-1911  Frying  Pan  Shoal  (NO 
1911-1922  Martins  Industry  'SO 
1922-1930  Savannah  (GA) 

(Prior  to  186?  when  No.  1  was  assigned,  official  records  identify  this  vessel 
"Nantucket"  or  "Nantucket  Light  Vessel") 


HISTORICAL  NOTES:  LV  1 

-1856  Jan,  placed  on  Nantucket  New  South  Shoal  station 

-During  heavy  gales,  parted  chain  and  went  adrift  12  times  while  on  Nantucket 

station,  being  off  station  for  periods  up  to  20  days  before  working  back  under 

sail  or  being  towed,   (records  are  incomplete  during  1856-1865) 

-1883  Slipped  chain  and  worked  under  sail  to  avoid  foundering  during  storm 

-1887  Picked  up  crew  of  foundered  British  steamer  CALEDONIA.  Accomodated  for 

12  days  until  taken  off  by  tender 

-1891  Lighthouse  Board  requested  $70,000  appropriation  for  a  "proper"  lightship 

to  be  steam  propelled  and  equipped  with  steam  fog  signal  -  approved  in  1892 

-1892  Jun  14,  relieved  by  LV  9,  refitted  and  towed  to  Charleston  (SO  by  AZALEA 

-1892  Nov  14,  placed  on  Martins  Industry  (SO  after  transfer  to  Charleston 

-1894  Parted  chain  and  adrift  twice  during  hurricanes,  boats  and  davits  carried 

away  both  times 

-1896  Nov  11,  placed  on  Frying  Pan  Shoal  (NO 

-1896-1907,  broke  adrift  on  5  occasions  during  the  period 

-1911  Placed  on  Martine  Industry  (SO  until  station  discontinued  in  1922 


More  notes: 

-1915  Steam  fog  signal  machinery  replaced  with  oil  engine  and  compressor;  the 
reduced  weight  was  reported  to  improve  stability,  buoyancy  and  handling 
-1922  Placed  on  Savannah  (GA);  withdrawn  1930 


RETIRED  FROM  LIGHTSHIP  DUTY:  1930      AGE:  75 

SUBSEQUENT  DISPOSITION:  Donated  1930,  towed  to  Haverhill  MA  for  Sea  Scout  use. 
Later  taken  over  by  Groveton  MA  Sea  Scouts;  moved  vicinity  of  Groveton  Bridge 
over  Merrimac  River.  Carried  downriver  in  1936  flood,  going  aground  on  north 
bank  opposite  Henderson  Farm.  Stripped  and  abandoned;  hull  still  remains  1986 


COMMANDING  OFFICERS:  LV  1 


1887-1893  Axel  Bergstrand,  Asst  Keeper 
1893-1897  Axel  Bergstrand,  Mate 

1897  Axel  Bergstrand,  Master 
1897-1911  Antoni  Neilson,  Master 
1911-1916  J.W.  Fullwood,  Mate 
1911-1924  Olai  M  Anderson,  Master 
1916-1917  M.E.  Slavich,  Mate 
1917-1913  John  Rees,  Mate 

1918  Arnold  Nielson,  Mate 
1921-      Richard  C  Gardner,  Mate 
1927-      John  L  McKelvin,  Mate 


VESSEL  DESIGNATION;  LV  2 

YEAR  BUILT:  1849 

BUILT  AT:  Records  show  "unknown"      BUILDER:  Records  show  "unknown" ■ 

APPROPRIATION:  $12,500  CONTRACT  PRICE:  $12,402 

SISTER  VESSELS:  None 

DESIGN:  Wood-  white  oak;  copper  &  locust  fastenings;  2  masts;  iron  hoop  daymark 
at  main  masthead 

LENGTH:  98' 0"  (lbp)    BEAM:  25' 0"   DRAFT:  9 ' 6"    TONNAGE:  210  gross 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  Single  lantern  on  main  with  8  oil  lamps  &  reflectors 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  2 

-1349  Said  to  have  been  named  GENERAL  TAYLOR  when  launched 

-1867  Rebuilt  -  $16,500 

-1882  Rebuilt  and  resalted  -  $22,000 

-1893  Recaulked,  recoppered,  stem  repaired 


STATION  ASSIGNMENTS:  LV  2 

1849-1875  Pollock  Rip  (MA) 

1875-1876  Winter  Quarter  Shoal  (VA) 

1877-1907  Hen  and  Chickens  <MA) 

1907-1910  Relief  (4th  District) 

1910-1921  Relief  (5th  District) 

(Prior  to  1867/68  when  No.  2  was  assigned,  official  records  identify  this 

vessel  as  "Pollock  Rip"  or  "the  Pollock  Rip") 


HISTORICAL  NOTES:  LV  2 

-While  on  Pollock  Rip,  broke  adrift  1868  &  1873;  carried  off  station  by  ice 

1871  &  1874;  rammed  during  1867  &  1873 

-1875  Sep,  transferred  to  4th  District 

-1875  Nov,  placed  on  Winter  Quarter  Shoal  (VA) 

-1877  Transferred  to  2d  District;  placed  on  Hen  and  Chickens  < MA )  Nov  1 

-1881  Reported  to  be  "in  bad  order  and  worn  out" 

-1883  Repainted  black 

-1897  Vessel's  liberty  boat  and  2  crewmen  lost  at  sea  while  attempting  passage 

from  New  Bedford  to  the  lightship 

-1889  Broke  adrift  in  gale  and  carried  to  sea.  Worked  into  Narragansett  Bay  and 

anchored  9  days  later.  Picked  up  and  towed  to  station  by  AZALEA 

-1905  Carried  off  station  by  ice 

-1905  Appropriation  bill  for  $90,000  introduced  in  Congress  for  replacement 

vessel 

-1907  Withdrawn  from  Hen  &  Chickens  and  transferred  to  4th  District  as  Relief, 

based  at  Edgeraoor,  DE 

>th  District  as  Relief 
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RETIRED  FROM  LIGHTSHIP  DUTY:  1922      AGE:  73 
SUBSEQUENT  DISPOSITION:  Sold  Mar  1, 


COMMANDING  OFFICERS:  LV  2 
1849-1852  Samuel  D  Clifford,  Master 

1879-1887  George  W  Thompson,  Asst  Keeper 

1892-1893  Albert  W  Matthews,  Asst  Keeper 

1893-1894  Albert  W  Matthews,  Mate 

1894-1901  Albert  W  Matthews,  Master 

1905-1906  James  B  Frizzel,  Mate 

1915-1916  A  T  Loss,  Mate 

1918  George  W  Hamilton,  Mate 


VESSEL  DESIGNATION:  LV  3 
YEAR  BUILT:  1852 
BUILT  AT:  Somerset  <MA) 
APPROPRIATION:  ? 
SISTER  VESSELS:  None 


BUILDER:  J.  M.  Hood 
CONTRACT  PRICE:  $12,000 


DESIGN:  Wood  -  oak  &  yellow  pine,  iron  fastened,  bowsprit,  2  masts,  oval  daymark 
on  mainmast  only 

LENGTH:  69'  4"  <lbp)    BEAM:  23' 0"   DRAFT:  8'1"    TONNAGE:  140  gross 

PROPULSION:  Sail-  schooner  rig 


ILLUMINATING  APPARATUS:  Single  lantern  on  main,  8  oil  lamps  with  reflectors 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  3 

-Said  to  have  been  named  OLD  HICKORY  when  launched 

-1868/69  Supplied  with  new  oil  lamps  and  reflectors 

-1875  Bottom  re-coppered;  1879  extensively  repaired  at  New  Bedford 

-1883  Interior  arrangement  changed  "for  greater  comfort  and  heathf ul lness" 

-Bowsprit  removed  between  1892  and  1895 

-1901  Aug,  white  stripe  repainted  to  have  lower  edge  flush  with  spar  deck; 

name  and  number  painted  in  black  on  white  stripe 

-1916  Masts  removed;  replaced  by  steel  skeleton  light  structure  on  deckhouse; 

oil  lamps  replaced  with  single  acetylene  lens  lantern 

-1917  Fog  bell  modified  to  strike  by  machinery 

-1919  Equipped  with  radio;  discontinued  1922 


STATION  ASSIGNMENTS:  LV  3 
1852-1916  Shovelful  Shoal  (MA) 
1916       Relief  (MA) 
1916-1923  Handkerchief  Shoal  (MA) 


(1877  Station  position  relocated  1/2  mi  southward) 

(1884  Jan  4,  station  position  moved  3/4  mi  northeasterly  due  to 

formation  of  shoal  spots  on  the  track  between  Shovelful  and  Pollock  Rip 

lightships) 

(Shovelful  station  discontinued  1916;  moved  and  renamed  Stonehorse) 

(Prior  to  1867  when  No.  3  was  assigned,  vessel  was  referred  to  in  offic 

records  as  "Shovelful"  or  "the  Shovelful") 


ial 


HISTORICAL  NOTES:  LV  3 

-1852  Placed  on  Shovelful  Shoal  (MA) 

-1872  Mar  7,  carried  off  station  by  moving  ice,  replaced  Mar  12 

-1875  Feb  14,  carried  off  station  by  ice,  dragged  over  shoal  damaging  sheathing 

-1879  Mar  31,  broke  adrift  in  storm,  returned  to  station  Apr  5 

-1899  Feb  13,  Dragged  eastward  by  ice,  returned  to  station  Apr  15 

-  Passing  vessels  collided  with  Shovelful  lightship  in  1884;  1889  Mar  27  0430; 

1892  Aug;  1893  Feb  23;  1896;  1898;  1899  Mar  22;  1900  Aug  28  &  Oct  21; 

1901  May  15  0400;  1902  Aug  10;  1904  Jan  8;  1905  Mar  7;  1906  Oct  8.  Except  for 

4  instances  of  coal  barges  under  tow,  all  collisions  involved  sailing  vessels. 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1924      AGE:  72 

SUBSEQUENT  DISPOSITION:  Condemned  and  sold  1924 

-1956  Was  observed  at  Boston  MA  in  use  as  floating  clubhouse 


COMMANDING  OFFICERS:  LV  3 
1852-      Samuel  D  Clifford,  Keeper 

1890-1893  Charles  L  Ireland,  Keeper 
1893-1900  Charles  L  Ireland,  Master 
1901-1902  Judah  Berry  Jr,  Mate 
1902-1904  Albert  W  Huntley,  Master 
1905-      Lucas  Robbins,  Mate 

-1914  Zemira  C  McDonald,  Mate 

1914-1915  F  H  Nickerson,  Mate 

-1916  Abram  E  Bearse,  Master 

1915-1917  Millard  F  Rogers,  Mate 

1917-1924  Edgar  F  Eldridge,  Mate 

1916-1918  J  B  Frizzell,  Master 

1918-  Ebenezer  F  Kelley,  Master 


VESSEL  DESIGNATION:  LV  4 

YEAR  BUILT:  1855 

BUILT  AT:  Boston  Navy  Yard  BUILDER:  same 

APPROPRIATION:  ?  CONTRACT  PRICE:  ? 

(Funds  appropriated  for  lightship  "for  Bishop  &  Clerks  in  the  Vineyard  Sound") 
SISTER  VESSELS:  None 

DESIGN:  Wood-  white  oak,  locust  &  yellow  pine;  copper,  iron,  and  locust  treenail 
fastenings;  2  masts;  daymarks  at  both  mastheads 

LENGTH:  77' 0"     <lbp)    BEAM:  20' 0"   DRAFT:  9 • 6"    TONNAGE:  104  gross 

PROPULSION:  Sail-  schooner  rie 


ILLUMINATING  APPARATUS:  Single  lantern  on  main,  8  Argand  fountain,  Funck  burner 

oil  lamps  with  reflectors 

FOG  SIGNAL:  Hand  operated  978  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  4 

-Beached  at  Hyannis,  repaired/refitted  1868  Jul;  1871;  1885;  1888 

-Major  overhauls  at  New  Bedford  1872;  1876;  1893;  1899;  1900 

-1878  Rebuilt,  reported  "old  and  worn  out" 

-1879  "No  berths  are  on  this  vessels  berth  deck,  but  hammocks  are  used  instead, 

to  the  advantage  of  the  crew  and  cleanliness  of  the  vessel" 

-1919  Equipped  with  radio 

-1920  1 1 lurainant  changed  from  oil  to  acetylene 

-1920  Submarine  bell  signal  installed 


STATION  ASSIGNMENTS:  LV  4 
1856-1858  Bishop  and  Clerks  (MA) 
1858-1916  Handkerchief  Shoal  (MA) 
1916-1924  Relief  (MA) 

(1869  Station  moved  "short  distance  northward"  to  reduce  risk  of  collision) 
(1897  "Now  shows  2  lights") 

(Prior  to  1867  when  No.  4  was  assigned,  official  records  identify  this  vessel 
by  the  name  of  station  on  which  it  served) 


HISTORICAL  NOTES:  LV  4 

-1856  Jan  10,  placed  on  Bishop  &  Clerks  (MA)  until  lighthouse  activated  in  1858 
-1858  Oct  1,  placed  on  Handkerchief  Shoal  (MA) 

-Passing  vessels  collided  with  this  vessel  in  1874  Sep  6;  1876  Aug  &  Oct  10; 
1880;  1881;  1883  (2);  1885;  1887  Jul;  1890  Sep;  1899  Aug  15;  1899  Jun  6; 
1902  Jan  27, Mar  18;  1903  Sep  15;  1907  Mar  12.   Except  f or  3  instances  of  coal 
barges  under  tow,  all  involved  sailing  vessels.  In  1885,  records  state  "she  has 
suffered  more  from  collision  than  any  other  lightship  in  the  district".  Invest- 
igations concluded  these  accidents  were  "invariably"  caused  by  vessels  failing 
to  allow  for  tidal  current  while  attempting  to  cross  the  bow  of  the  lightship. 
-1874  Nov  17,  parted  chain,  sailed  to  Hyarmis  awaiting  replacement 
-1875  Carried  off  station  by  moving  ice,  slipped  chain  and  put  to  sea,  off 
station  12  days 

-1879  Jan  4,  broke  adrift  in  heavy  gale,  off  station  18  days 

-1884  Logged  21, 109  vessels  passing  station  during  the  year  -  4  full  rigged 
ships,  212  barks,  281  brigs,  18,221  schooners,  148  sloops  and  2,247  steamers 
-1898  Nov  27,  dragged  halfway  to  Cross  Rip  in  gale,  back  on  station  Dec  4 
-1899  Feb  13,  dragged  1  mile  southwest  of  station,  off  station  2  days 
-1916  Withdrawn  and  assigned  as  Relief  (MA)  until  1924 

Moi e  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1924      AGE:  33 

SUBSEQUENT  DISPOSITION:  Surveyed  and  condemned  1924;  sold  192 

-Said  to  have  been  burned  at  Boston  in  1940' s 


COMMANDING  OFFICERS:  LV  4 

-1884  Stephen  Howes,  Keeper 
1886-1890  A  L  Ellis,  Asst  Keeper 
1890-(1  mo.)  Charles  E  Ireland,  Asst  Keeper 
1890-1893  A  L  Ellis,  Keeper 
1893-1902  A  L  Ellis,  Master 

1903-1904  Theodore  B  Brown,  Mate 

1906-1907  James  B  Frizzel,  Mate 
1907-      Josiah  P  Hatch,  Mate 

-1914  Ebenezer  F  Kelley,  Mate 
1914-1915  Walter  D  Chase,  Mate 

1915  Seth  N  Baker,  Mate 

1915  M  F  Rogers,  Mate 
1915-1918  William  Kelley,  Mate 


VESSEL  DESIGNATION:  LV  5 

YEAR  BUILT:  1864 

BUILT  AT:  Williamsburg,  L.I.   (NY)     BUILDER:  Thomas  Stack 

APPROPRIATION:  $150,000         CONTRACT  PRICE:  ? 

SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak,  white  &  yellow  pine;  fastened  with  galvanized  iron 
&  locust  treenails;  2  masts;  dayraarks  on  both 

LENGTH:  80' 6"  <lbp)    BEAM:  21' 6"   DRAFT:  9 ' 0"    TONNAGE:  171  gross  (shows  104 

after  1914) 
PROPULSION:  Sail  -  schooner  rig;  fore  and  main  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  Single  lantern  on  main,  8  oil  lamps  w/reflectors 
FOG  SIGNAL:  Hand  operated  10001b  bell,  two  hand  operated  fog  horns 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  5 
Upon  opening  bids,  appropriation  found  sufficient  to  build  3  vessels 

-  Additional  contracts  awarded  -  1  earmarked  for  Frying  Pan,  others  unspecified 

-  1872  Rebuilt,  frame  and  planking  found  to  be  "very  rotten" 

-  1882  Recoppered  at  water line  due  to  ice  damage 

-  1883  Rebuilt  and  salted 

-  1911  Fog  signal  changed  from  bell  to  8"  air  whistle 

-  1919  Equipped  with  radio;  discontinued  1922 

-  1920  Illuminant  changed  from  oil  to  acetylene 

-  1923  Fog  signal  changed  to  "10"  air  whistle 

-  1925  Sails  and  associated  spars  apparently  removed;  listed  as  "no  means  of 
propulsion"  1925-1930 


STATION  ASSIGNMENTS:  LV  5 

1866-1867  Hen  and  Chickens  (MA) 

1867-1915  Cross  Rip  (MA) 

1916  Relief  (MA)  (awaiting  assignment) 

1916-1923  Stonehorse  Shoal  (MA> 

1923-1924  Handkerchief  Shoal  (MA) 

1925-1930  Relief  (MA) 


(Prior  to  1867  when  No.  5  was  assigned,  official  records  identify  this  vessel 
as  "Hen  and  Chickens" 

(Items  in  various  Notices  to  Mariners  indicate  that  LV  5  may  have  been  used  as  a 
Relief  vessel  during  the  period  she  was  assigned  to  Cross  Rip) 


HISTORICAL  NOTES:  LV  5 

-  1867  Oct  14,  placed  on  Hen  and  Chickens  <MA) 

-  1883  Reported  20,000  vessels  passing  Cross  Rip  station  during  the  year 

-  "Passing"  vessels  collided  with  the  lightship  in  1874, 1885 <2) , 1888, 1890 , 
1893(2) , 1895(2) , 1897, 1899<2) , 1900, 1901 (2) , 1902(2) , 1903(2) , 1904  and  1906.  Many 
involved  extensive  damage  to  lightship 

-  Parted  chain  and  went  adrift  1877,1885,1889 

-  Carried  off  station  by  ice  1875,1888,1904 

-1912  Mar  24,  in  collision  with  steamer  MILLINOCKET 

-1915  Oct/Nov,  withdrawn  from  Cross  Rip,  assigned  Relief  temporarily 

-1916  Jun/Jul,  assigned  to  new  Stonehorse  station,  fixed  white  light/air  whistle 

-1923/24  Assigned  to  Handkerchief  station 

-1925-1930  Assigned  Relief  duty;  seldom  used  during  the  period 


Mare  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1930      AGE:  65 
SUBSEQUENT  DISPOSITION:  Sold  1930 


COMMANDING  OFFICERS:  LV  5 


1890-1891  James  Jorgensen,  Keeper 
1893-1894  Judah  Berry  Jr.,  Master 

1894  David  E  Ray,  Master 
1893-1894  Gustav  Shringer,  Mate 
1894-1895  Alexander  F  Snow,  Master 
1895-      Gustav  Shringer,  Master 
1894-      James  G  Remsen,  Mate 

-1915  R  E  B  Phillips,  Master 
-1915  C  C  Nickerson,  Mate 
1916-1919  Abram  E  Bearse,  Master 
1916-1918  Zamera  C  McDonald,  Mate 
1918-1922  Zamera  C  McDonald,  Master 
1919-      J  Geer,  Mate 
1922-1924  William  Kelley,  Master 


VESSEL  DESIGNATION:  LV  6 
YEAR  BUILT:   1855 
BUILT  AT:  Somerset  (MA) 
APPROPRIATION:  ? 
SISTER  VESSELS:  None 


BUILDER:  J.  M.  Hood 
CONTRACT  PRICE:  ? 


DESIGN:  Oak  framed  and  planked,  bowsprit,  2  masts,  single  daymark  at  main 
masthead 

LENGTH:  80' 0"  (lbp)    BEAM:  24'      DRAFT:  10*6"   TONNAGE:  140  gross 

(listed  120  after  1914) 
PROPULSION:  Sail-  schooner  rig 


ILLUMINATING  APPARATUS:  Single  lantern  on  main  -  8  oil  lamps  w/ref lectors 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  6 

-  1871,72  Extensive  repairs  $4707.63,  daymark  added  on  foremast;  removed  1882 

-  1885  Beached,  for  repair  of  bottom  sheathing 

-  1887  Recaulked  and  recoppered 

-  1893  Repairs  to  stem  and  copper  sheathing  due  to  ice  damage 

-  1898  Rerigged  with  steel  shrouds  and  stays  replacing  hemp 

-  1899  Windlass  and  riding  bitts  torn  from  deck  planking,  repaired 

-  1900  Hauled  and  extensively  repaired 

-  1914  Masts  removed,  steel  skeleton  light  structure  installed  on  deckhouse 
amidships,  acetylene  lens  lantern  installed;  8"  air  fog  whistle  and  associated 
equipment  installed 


STATION  ASSIGNMENTS:  LV  6 
1862-1912  Succonnesset  Shoal  (MA) 
1912-1915  Relief  (MA) 
1915-1918  Cross  Rip  (MA) 


(During  period  1862-1912,  believed  to  have  been  withdrawn  occasionally  from 
Succonnesset  to  relieve  the  Cross  Rip  station) 

(Prior  to  1867  when  No.  6  was  assigned,  official  records  identify  this  vessel 
as  "Succonnessett" ) 


HISTORICAL  NOTES:  LV  6 

-1869  Reported  by  USLHS  as  oldest  lightship  in  the  District  at  this  time 

-1871  Dec,  reported  in  bad  condition;  relieved  by  LV  24  from  4th  District 

and  hauled  for  repairs 

-1873  Replaced  on  station,  repairs  completed 

-1875  Carried  off  station  by  ice,  losing  chain  and  anchor 

-1890  August,  parted  chain  and  went  adrift 

-1896  Dragged  off  station  in  gale 

-1912  Assigned  to  Relief  duty 

-1915  Oct/Nov  Assigned  to  Cross  Rip  station;  illuminant  changed  to  acetylene 

-1917  Oct  24,  during  80  mph  winds,  dragged  off  station  then  parted  chain  and 

drifted  2  1/2  miles  Vest  and  dropped  spare  anchor;  tender  AZALEA  responded, 

recovered  the  moorings  and  repositioned  vessel  on  station  Oct  27 

-1918  Feb  4,  vessel  was  reported  drifting  slowly  eastward  in  moving  ice. 

Feb  5,  sighted  by  keeper  of  Great  Point  Light  in  heavy  ice  east  of  the  Great 

Round  Shoal  lightship.  Tender  AZALEA,  Relief  LV  90,  and  naval  vessels  were 

dispatched  to  the  area  to  search  but  nothing  found;  lost  with  6  men  aboard. 

Based  on  wind  and  tide  conditions  at  the  time,  many  later  searches  were 

conducted  for  wreckage,  but  all  were  inconclusive. 

More  notes: 

-In  1933  Government  dredge  V  L  MARSHALL  found  parts  of  frame,  planking  and 

windlass  believed  to  be  from  LV  6 

-In  1957  wreckage  and  artifacts  found  on  West  Dennis  beach  were  thought  to  be 

from  the  lightship. 

-Neither  of  the  foregoing  reports  were  officially  confirmed 

-1987,  as  the  result  of  a  lightship  bell  being  recovered  off  Nauset  Beach, 
a  sonar  search  was  planned  for  the  summer  of  1988  in  an  attempt  to  discover 
the  presence  of  wreckage  possibly  from  LV  6 


RETIRED  FROM  LIGHTSHIP  DUTY:   (1918)    AGE:  63 
SUBSEQUENT  DISPOSITION: 

(Dragged  off  station  in  moving  ice  Feb  4,  1918,  last  seen  moving  out  the 
eastern  entrance  to  Nantucket  Sound;  lost  with  all  hands) 


COMMANDING  OFFICERS:  LV  6 


1885-1893  George  W  Rogers,  Asst  Keeper 
1893-1898  George  V  Rogers,  Mate 
1898-1901  George  W  Rogers,  Master 
1901-1902  Albert  V  Matthews,  Master 
1902-1903  Judah  Berry  Jr. ,  Master 
1903-      Joseph  V  Nickerson,  Master 
1904-1906  Richard  E  B  Phillips,  Mate 
1906-      Zemira  C  McDonald,  Mate 

1915-1918  R  E  B  Phillips,  Master 
1915-1917  C  C  Nickerson,  Mate 
1917-1918  Henry  F  Joy,  Mate 


VESSEL  DESIGNATION:  LV  7 

YEAR  BUILT:  1854 

BUILT  AT:  Somerset  <MA)  BUILDER:  J.  M.  Hood 

APPROPRIATION:  $22,000  CONTRACT  PRICE:  $18,304 

(Approp.  for  lightship  for  Minots  Ledge  (MA) 
SISTER  VESSELS:  None 

DFSIGN:  Wood-  live  oak  and  hard  pine;  copper  and  iron  fastened;  2  masts  with 
oval  daymarks  at  both  mastheads 

LENGTH:  98' 5"  (lbp)    BEAK:  22' 5"   DRAFT:  10' 0"   TONNAGE:  142  gross 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  2  lanterns  each  having  8  oil  lamps  w/12"  reflectors 
FOG  SIGNAL:  Hand  operated  500  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  7 
-1854  Oct  16  Notice  to  Mariners  -  initially  painted  cream  color  w/black  letters 
mastheads  white  w/red  daymarks,  shows  2  lights  41 '6"  above  sea  level 
-Extensive  repairs  1866,1871,1874 

-1866  &  1869,  hauled  both  years  for  repair  of  rot  involving  hull  and  spars 
-1879/80 , "now  at  Gildersleeve  &  Sons  shipyard  (CT)  ,  slow  progress  on  repairs" 
-1894  Aug  7-31,  withdrawn  for  installation  of  experimental  telephone  equipment. 
Telephone  cable  installed  from  Sandy  Hook  to  within  "a  few  hundred  feet  of  the 
lightship  mooring",  Feb  23.  Experiments  with  signalling  and  alarm  devices  con- 
tinued until  July  31,  1895  and  "were  then  suspended".   No  indication  that  this 
system  was  ever  put  to  any  operational  use. 

-Repair  of  leaks  1896  Aug  16-Nov  30;  and  again  1899  Aug  23-Oct  19 
-1905  Jul  15-Sep  30,  collision  damage  repaired  at  Portsmouth  (VA) 
-1906  Sep  9,  taken  to  Baltimore  (MD)  for  "extensive  repairs" 


STATION  ASSIGNMENTS:  LV  7 

1854-1860  Minots  Ledge  (MA) 

1861-1875  Vineyard  Sound  <MA> 

1875-1876  Relief  (MA) 

1876-1881  Relief  (Third  District) 

1881-1902  Wreck  of  Scotland/Scotland  (NJ ) 

1902-1904  Relief  (NY) 

1904-1909  Relief  (Fifth  District) 

(1877-1881  In  shipyard  undergoing  repairs  during  most  of  this  period) 
(1891  May  15,  station  moved  1/2  mi  NE  3/4  N  and  renamed  Scotland) 
(Official  records  identify  this  vessel  as  "Minots  Ledge  Light  Vessel"  until 
1861.  When  placed  on  Vineyard  Sound  in  1861,  vessel  was  designated 
"Lightship  7"  and  this  number  remained  assigned  thereafter) 


HISTORICAL  NOTES:  LV  7 

-  (When  Minots  Ledge  Light  iron  skeleton  tower  was  destroyed  in  1851, 

a  lightship  station  was  established  in  the  vicinity.   Lightship  " N"  manned 

the  station  from  1851-1854  then  replaced  by  LV  7) 

-1854  Nov  3,  placed  on  Minots  Ledge  station,  replacing  of  lightship  "N" 

-1860  Nov  15,  withdrawn  when  new  (present)  granite  lighthouse  activated 

-1861  Feb  27,  Placed  on  Vineyard  Sound  (MA) 

-1866  Jun  18,  driven  from  station,  proceeded  to  New  Bedford 

-1866  Aug  28,  fouled  by  lumber  schooner;  lightship  severely  damaged 

-1866  Dec,  Dragged  off  station  in  gale 

-1874  Carried  off  station  by  moving  ice  once  during  winter 

-1875  Oct  30,  parted  chain,  arrived  at  New  Bedford  next  day;  held  for  repair 

and  assigned  as  Relief  (MA)  (Replaced  on  station  Nov  16  by  LV  39) 

-1867  Transferred  to  3d  District  as  Relief;  relieved  Five  Fathom  Bank  (NJ), 

then  brought  in  for  overhaul 

-1877  "Is  now  at  Staten  Island  as  Relief;  "in  poor  condition  due  to 

extensive  rot";  repair  costs  estimated  at  $18,000 

-1879/1880  Under  repair;  "progress  slower  than  anticipated" 

-1881  Placed  on  Wreck  of  Scotland  (NJ)  replacing  LV  20 

More  notes:  LV  7 

-1887  Mar,  parted  chain  and  adrift;  returned  to  station  next  day 

-1892  Dec  29,  in  collision  with  Italian  bark  CHIARINA  being  towed 

-1894  Feb  23  -  Jul  31,  1895,  experiments  conducted  with  telephone  cable 

installed  between  Sandy  Hook  and  the  lightship,   (see  Construction  Notes) 

-1900  In  collision  with  British  schooner  GOLDSEEKER 

-1902  "Now  shows  2  fixed  red  lights" 

-1904  Oct  23,  transferred  to  5th  District  and  assigned  as  Relief  (VA) 

-1905  In  collision  with  tug  EDGAR  F  CONEY 

-Remained  in  Relief  status  until  retired 


RETIRED  FROM  LIGHTSHIP  DUTY:  1909      AGE:  55 
SUBSEQUENT  DISPOSITION:  Sold  May  29,  1909  -  $155 


COMMANDING  OFFICERS:  LV  7 
-During  the  period  1854-1860 

Capt  Henry  Studley,  Cohasset  (MA) 
Capt  Joseph  Battles,  Cohasset  (MA) 
Capt  John  Litchfield,  Scituate  (MA) 

1892-1896  Nelson  J  Huntley,  Master 
1896-1902  Henry  Harrison,  Master 


VESSEL  DESIGNATION:  LV  8 

YEAR  BUILT:  1853-55 

BUILT  AT:  see  construction  notes      BUILDER:  see  construction  notes 

APPROPRIATION:  None  CONTRACT  PRICE:   ($10,000  purchase  from  USN) 

SISTER  VESSELS:  None 

DESIGN:  Wood  framed  and  planked;  former  US  Navy  steam  brig  ARCTIC  rerigged  and 
fitted  for  lightship  use  in  1859 

LENGTH:  98'0"(lbp)     BEAM:  23' 6"   DRAFT:  1 1 ' 6"   TONNAGE:  232  gross 

PROPULSION:  Steam  propulsion  system  removed  by  USN  prior  to  sale  to  USLHS. 
Converted  to  schooner  rig  when  modified  for  lightship  service. 

ILLUMINATING  APPARATUS:  Single  lantern  on  main  -  8  lard  oil  lamps  w/ref lectors 
FOG  SIGNAL:  Hand  operated  bell  and  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  8 

-  USLHS  records  allude  to  construction  at  Philadelphia  Navy  Yard  1854-55 

-  Navy  records  show  built  as  merchantman  Thomas  G  Haight,  NJ  1853,  and  that 
the  vessel  subsequently  was  used  to  carry  out  polar  rescue  operations 
-1859  lightship  conversion  and  repairs  completed  at  Norfolk  VA,  $12,500 
(Government  records  gave  no  measurements  except  draft.  Other  measurements 
and  tonnage  shown  are  from  records  of  Confederate  Naval  Museum) 


STATION  ASSIGNMENTS:  LV  8 
1860       Frying  Pan  Shoal  (NO 
1867-1877  Hen  and  Chickens  (MA) 
1877-1879  Relief  (MA) 

(1860  Assigned  to  Frying  Pan  but  prior  to  being  placed  on  station,  was 
seized  and  sunk  in  Cape  Fear  River  by  Confederate  forces;  later  raised, 
repaired  and  towed  north  by  tender  IRIS  in  1866 

(Prior  to  1867  when  No.  8  was  assigned,  official  records  identify  this  vessel 
as  ARCTIC  > 


HISTORICAL  NOTES:  LV  8 

-1855  Named  ARCTIC  by  USN,  and  in  company  with  the  bark  Release,  went  north  to 

78  degrees,  rescuing  the  missing  polar  exploration  party  of  Dr.  Elisha  Kent  Kane 

then  after  return  was  stripped  of  machinery  and  sold  to  Lighthouse  Establishment 

for  lightship  use. 

-1860  May  14,  arrived  Smithville  NC  for  use  as  relief  vessel 

-1860  Seized  and  sunk  in  Cape  Fear  River  by  Confederate  forces 

-1866  Raised,  repaired  and  transferred  to  2d  District;  towed  north  by  Iris 

-1867  May  4,  placed  on  Hen  and  Chickens  MA 

-1875  Dragged  off  station  by  ice 

-1876  Apr,  broke  adrift  in  heavy  gale,  brought  up  with  spare  anchor  1  mi  from 

station 

-1877  Nov,  assigned  as  Relief  at  Woods  Hole  MA,  considered  "unseaworthy" 

-1878  Declared  "old  and  worthless" 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1878      AGE:  25 

SUBSEQUENT  DISPOSITION:  LV  8  Sold  at  public  auction  Apr  16,  1879 


COMMANDING  OFFICERS:  LV  8 


VESSEL  DESIGNATION:  LV  9 

YEAR  BUILT:  1857 

BUILT  AT:  Philadelphia  Navy  Yard      BUILDER:  same 

APPROPRIATION:  ?  CONTRACT  PRICE:  $19,883 

SISTER  VESSELS:  None 

DESIGN:  Wood-  oak,  yellow  pine  and  locust;  fastened  with  iron  and  treenails 

LENGTH:  81" 2"  (lbp)    BEAM:  28' 2"   DRAFT:  9' 6"    TONNAGE:  181  gross  (shows  104 

after  1912) 
PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  Two  lanterns  -  each  with  8  oil  lamps  &  reflectors 
FOG  SIGNAL:  Hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  9 

-1867  Recaulked,  refitted 

-1882  Rebuilt,  resalted 

-1901  Rebuilt 

-1901  Daymark  added  to  jackstay  between  masts,  later  removed 

-1910  Fog  signal  changed  to  8"  air  whistle 

-1912  Gross  tonnage  listed  as  104  1912-1925 

-1916  Equipped  with  submarine  bell  signal 

-1923  Fog  signal  changed  to  10"  air  whistle 


STATION  ASSIGNMENTS:  LV  9 

1858-1862  Relief  (4th  District) 

1862-1915  Relief  (2d  District) 

1915-1925  Hedge  Fence  (MA) 

(Records  show  this  vessel  designated  as  Relief  continuously  from  1858-1915) 

(Temporary  station  duty  as  Relief  lightship  during  the  following  periods: 

-1890  Oct  10-1891  Jul  28,  Great  Round  Shoal  (MA)  -  station  established  bu1 

new  vessel  not  completed  and  available  until  1891 
-1892  Jun  14-Nov  13,  Nantucket  New  South  Shoal  (MA)  -  Relieved  LV  1  for 

refit  and  transfer,  and  until  new   LV  54   ready  to  go  on  station 
-1895  Jul-Dec,  Winter  Quarter  Shoal  (VA>  -  relieved  LV  45  to  allow 
replacement  of  inoperable  fog  signal  machinery) 
(Prior  to  1867  when  No.  9  was  assigned,  official  records  identify  this  vessel 
as  "the  Relief  Vessel") 


HISTORICAL  NOTES:  LV  9 

-1858  Kept  at  Wilmington  (NO  to  relieve  Five  Fathom  Bank.  This  vessel  was  used 
as  Relief  until  Apr  1862;  remaining  unnumbered  until  1867 

-1861  Lighthouse  Board  directed  vessel  be  prepared  for  transfer  to  2d  District; 
offer  obtained  for  tow  to  New  Bedford  (MA)  <2  4700 

-1862  Instructions  from  Lighthouse  Board  to  pay  off  master  and  crew  upon 
arrival  at  Woods  Hole  (MA),  and  that  "some  competent,  careful  and  honest"  man 
be  placed  in  charge  "he  to  give  receipts  and  account  for  all  articles  on  board 
and  to  remain  on  the  vessel  at  all  times  and  at  each  station" 
-1862  Apr  4,  arrived  at  Woods  Hole  (MA) 

-1867  Lighthouse  Board  directed  2d  District  to  number  all  light  vessels  consec- 
utively from  East  to  West;  number  to  be  painted  in  large  figures  on  the  stern; 
and  numbers  to  remain  permanent  regardless  of  station  occupied.   Number  9  was 
specifically  assigned  to  this  Relief  vessel  on  Oct  18,  1867 

-1895  Jan  6,  towed  to  4th  District,  temporary  duty  on  Winter  Quarter  Shoal  (VA) ; 
towed  back  to  NY  Oct  18;  thence  to  2d  District,  relieving  Cross  Rip  Dec  20 
-1899  While  relieving  Shovelful  Shoal  (MA),  rammed  by  passing  schooner 
-Continued  to  perform  routine  relief  duty  until  1915  relieving  lightships  at 
Boston,  Pollock  Rip,  Pollock  Rip  Shoal,  Shovelful,  Handkerchief,  Great  Round, 

More  notes:  LV  9 

Cross  Rip,  Vineyard  Sound,  and  Nantucket  Shoals 

-1915  Placed  on  Hedge  Fence  (MA),  the  first  station  assignment  for  this  vessel, 

serving  there  until  1925 


RETIRED  FROM  LIGHTSHIP  DUTY:  1925      AGE:  58 

SUBSEQUENT  DISPOSITION:  Condemned  and  sold  1925;  said  to  have  been  used  later 

as  gasoline  barge  in  Boston  Harbor 


COMMANDING  OFFICERS:  LV  9 

1897-      Jacob  C  Flinkfelt,  Master 

1905-      James  Jorgensen  appointed  "ship  keeper"  for  the  vessel  during  the 

times  she  was  docked  at  Woods  Hole  between  Relief  assignments.  Capt . 
Jorgensen  was  also  detailed  to  "care  for  the  Beacons  in  Woods  Hole 
Passage .  " 

1915-1918  Simeon  C  Studley  Jr,  Master 
1915-1917  Walter  D  Chase,  Mate 
1917-      Albert  R  Wixon,  Mate 
1918-1925  J  B  Frizzell,  Master 


VESSEL  DESIGNATION:  LV  10 

YEAR  BUILT:  1878 

BUILT  AT:  Detroit  (MI)  BUILDER:  ? 

APPROPRIATION:  None  CONTRACT  PRICE:   ($3,000  conversion  to  lightship) 

SISTER  VESSELS:  None 

DESIGN:  Wood  scow,  oak  framed  and  planked;  single  mast  amidships;  deckhouse  aft; 
daymark  at  masthead  -  (Built  as  stone  barge  and  used  1878-1882  during 
construction  of  Stannard  Rock  Lighthouse;  converted  for  lightship  use  1882) 
LENGTH:  38'   (loa)       BEAM:  21' 8"   DRAFT:  4 ' 6"    TONNAGE:   170 

PROPULSION.  None 

ILLUMINATING  APPARATUS:  Single  lantern  -  8  oil  lamps, Funck  type 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  10 
-1882  Former  stone  barge  converted  for  use  as  lightship 
-1892  Extensive  overhaul,  "rotten  wood  in  her  ends" 
-1899  Reported  "old  and  not  worth  repair" 
-1901  Drydocked  and  refastened 


STATION  ASSIGNMENTS:  LV  10 
1887-1902  Grosse  Pointe  (MI) 


(1887  position  stated  as  "upper  end  of  twenty  foot  dredged  channel") 
(1888  position  changed  slightly  to  form  range  with  Belle  Isle  Light, 
distant  5.5  miles) 
(1902  station  discontinued  -moved  and  renamed  Lake  St  Clair) 


HISTORICAL  NOTES:  LV  10 

-(1878-1882),  Built  for  and  used  as  stone  barge  during  construction  of  Stannard 

Rock  Lighthouse 

-1887  Station  location  stated  as  "upper  end  of  20  ft  dredged  channel,  Lake 

St  Clair" 

-1888  Slight  position  change  to  form  range  with  Belle  Isle  Light,  distant  5.5  mi 

-1888  Lightship  logged  6,657  passing  vessels  during  the  year 

-1901  A  $15,000  appropriation  for  new  Poe  Reef  lightship  was  reappr opr iated  for 

replacement  of  LV  10 

-1902  New  160  ton  steam  replacement  vessel  "expected  to  be  ready  by  August" 

(Great  Lakes  lightships  were  routinely  withdrawn  every  year  while  the  Lakes 

were  closed  to  navigation  by  ice;  usually  Nov  -  Apr) 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1902      AGE:  24 
SUBSEQUENT  DISPOSITION:  Records  show  "dismantled  1902' 


COMMANDING  OFFICERS:  LV  10 


1890-1893  John  T  Murray,  Asst  Keeper 
1893-1902  John  T  Murray,  Master 


VESSEL  DESIGNATION:  LV  11 

YEAR  BUILT:  1853 

BUILT  AT:  Baltimore  (MD) 


BUILDER:  Tardy  &  Auld 


APPROPRIATION:  $15,000  CONTRACT  PRICE:  $13,462 

(Approp.  for  a  lightship  "for  Nantucket  Shoals") 
SISTER  VESSELS:  None 


DESIGN:  Wood-  white  oak;  copper  &  iron  fastened;  2  masts  with  daymarks  at 
both  mastheads 

LENGTH:  104' 0"  (lbp)   BEAM:  24 ' 8"   DRAFT:  9' 10"   TONNAGE:  320  gross 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  Lanterns,  each  having  8  constant  level  oil  lamps 
FOG  SIGNAL:  Hand  operated  1050  lb  bell,  plus  "horn  and  gong" 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  1 1 

-1855  Rebuilt  at  New  York  Navy  Yard  $11,000  after  being  blown  ashore 

-1856  Lamps  fitted  with  reflectors 

-1865  Repairs  after  being  driven  on  rocks;  new  false  keel,  part  of  main  keel  and 

bottom  planks  replaced,  forefoot  and  rudder  repaired,  recaulked  and  coppered, 

both  masts  repaired  -  $8,000 

-1870  Standing  rigging  replaced  with  iron  wire  -  $1,040 

-1876  Rebuilt  and  rerigged,  "frame  and  planking  decayed"  -  $21,620.76 

-1891  and  1905,  repairs  for  collision  damage 

-1912  Illuminant  changed  from  oil  to  oil-gas 

-1919  Equipped  with  radio;  discontinued  1922 

-1920  Lanterns,  lantern  houses  and  spencer  masts  removed;  equipped  with  lens 

lanterns  capable  of  using  either  oil  or  acetylene 


STATION  ASSIGNMENTS 


LV  11 


1854-1855  Nantucket  New  South  Shoal  (MA) 
1856-1897  Brenton  Reef  CRD 
1897-1902  Relief  (3d  District? 
1902-1925  Scotland  (NJ) 


(1901  Jul  3-Dec  19,  sent  to  4th  District  for  "temporary  service  as  Relief") 
(Prior  to  1867  when  No.  11  was  assigned,  official  records  identify  this  vessel 
by  the  name  of  the  station  on  which  it  was  serving) 


HISTORICAL  NOTES:  LV  11 

-1854  Jun  15,  placed  on  Nantucket  New  South  Shoal  (MA)- (1st  Nantucket  lightship) 

-1855  Feb,  broke  adrift  and  blown  ashore  at  Montauk  NY,  salvaged  &  repaired 

-1856  Placed  on  Brenton  Reef  (RI) 

-1865  Oct  19,  parted  chain  and  blown  ashore  on  rocks  during  westerly  gale, 

reported  "badly  injured" 

-1890  Nov  26,  in  collision  with  British  steamer  CURLEW 

-1891  Nov  23,  fog  bell  characteristic  changed  to  ring  10  sec,  silent  30  sec 

-1897  Nov  4,  Withdrawn  (replaced  by  LV  39)  and  transferred  to  3d  District  as 

Relief 

-1901  Jun  30,  towed  to  4th  District  for  "temporary  service  as  Relief" 

-1901  Dec  19,  returned  to  3d  District,  still  in  Relief  status 

-1902  Dec  2,  placed  on  Scotland  (NJ ) 

-1903  Mar  10,  in  collision  with  schooner 

-1905  Mar  14,  Apr  12,  May  29,  in  collision  with  scows  under  tow 

-1912  Apr  10,  in  collision  with  mud  scows  under  tow 


More  notes:  LV  11 

-1925  Oct  30,  when  removed  from  Scotland  station,  was  reported  to  be  the  oldest 
vessel  (72  years)  in  the  Lighthouse  Service  and  possibly  the  oldest  vessel  in 
any  US  Government  agency  at  that  time 


RETIRED  FROM  LIGHTSHIP  DUTY:  1925      AGE:  72 
SUBSEQUENT  DISPOSITION:  LV  1 1 
-  Sold  1927? 


COMMANDING  OFFICERS:  LV  1 1 

1854-1855  Samuel  D  Bunker,  Keeper 

1886-1888  David  H  Caulkins,  Keeper 
1888-1893  Edward  Fogarty,  Keeper 
1893-1898  Edward  Fogarty,  Master 

1905-      Thor  Olsen,  Mate 

1916-1918  Emil  C  Ness,  Mate 

-1916  John  N  Veseth,  Mate 

-1917  Ernest  V  Borgstrom,  Master 
1918-1919  Uno  Taplo,  Mate 
1918-1920  John  Anderson,  Mate 
1920-1925  John  N  Veseth,  Mate 


VESSEL  DESIGNATION:  LV  12  (1> 

YEAR  BUILT:  1835? 

BUILT  AT:  ?  BUILDER:  ? 

APPROPRIATION:  None  CONTRACT  PRICE:  Purchase/conversion  costs  unknown 

SISTER  VESSELS:  None 

DESIGN:  Wood  framed  &  planked  -  (Built  as  the  supply  vessel  GUTHRIE  and  later 
converted  for  use  as  a  lightship 

LENGTH:  64'  BEAM:  20'      DRAFT:  8 ' 6"    TONNAGE:  "about  150" 

PROPULSION:  Sail? 

ILLUMINATING  APPARATUS:  Single  lantern  with  8  lard  oil  lamps 
FOG  SIGNAL:  Hand  operated  bell  and  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV12  <1> 
-Former  supply  vessel  GUTHRIE;  converted  for  use  as  lightship 


STATION  ASSIGNMENTS:  LV  12  (1) 
?    -1871  Eel  Grass  Shoal  <CT) 

(Prior  to  186?  when  No.  12  was  assigned,  limited  references  available  identify 
this  vessel  as  "Guthrie"  or  "old  Guthrie") 


HISTORICAL  NOTES:  LV  12  (1)  -  GUTHRIE 

-Prior  to  1871  occupied  Eel  Grass  Shoal  fCT) 

-1871  withdrawn  and  replaced  by  "new"  LV  12 

(The  former  supply  ship  GUTHRIE  was  converted  to  lightship  use  and  later 

designated  #12.   She  was  replaced  by  a  second  lightship  numbered  12  which  had 

originally  been  numbered  22) 

(See  LV  12  (2)  i or  further  information) 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1871      AGE:  64? 
SUBSEQUENT  DISPOSITION:  Sold  during  1871  -  $322.87 


COMMANDING  OFFICERS: 


VESSEL  DESIGNATION:  LV  12  (2) 

YEAR  BUILT:  1846 

BUILT  AT:  Philadelphia  (PA)  BUILDER:  ? 

APPROPRIATION:  ?  CONTRACT  PRICE:  ? 

SISTER  VESSELS:  None 


DESIGN:  Wood  -  white  oak  &  locust;  copper  &  galvanized  iron  fastenings; 
2  masts;  lantern  and  square  daymark  on  foremast  only 

LENGTH:  72'   <lbp>       BEAM:  20' 6"   DRAFT:  9 '  7"    TONNAGE:  159  gross 

PROPULSION:  Sail-  schooner  rig 

ILLUMINATING  APPARATUS:  Single  lantern  on  foremast,  8  oil  lamps  w/reflectors 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  12(2) 

-1867  Metal  sheathing  repaired  due  to  ice  damage,  broken  fog  bell  replaced 

-1868/69  Dec  1896-Feb  24  1869,  major  overhaul  at  Norfolk  (VA) ;  supplied  with  1 

2800  lb  mushroom  &  90  fathoms  1  3/4"  chain  for  use  "in  case  of  emergency" 

-1871  Repairs  at  Staten  Island  (NY)  upon  transfer  to  3d  District 

-1874  Extensive  repairs  ($16,488);  fitted  with  2  new  mushroom  anchors  &  185 

fathoms  chain 

-1880  July,  extensive  hull  repairs,  new  lantern  mast,  rerigged 

-1883  General  overhaul 

-1891  Reported  in  poor  condition,  structurally  weak  from  rot 


STATION  ASSIGNMENTS:  LV  12  (2) 

1846-   ?   Relief  5th  District 

1863-1864  York  Spit  (VA) 

1864-1870  Wolf  Trap  Shoal  (VA)  -(NUMBERED  22  in  1867) 

1871-1872  Eel  Grass  Shoal  (CT)  -(RENUMBERED  12  in  1871) 

1872-1882  Cornfield  Point  cCT) 

1882-1884  Eel  Grass  Shoal  (CT) 

1884-1885  Relief  (CT) 

1885-1901  Hog  Island  Shoal  CRD 

1901-1903  Relief  (CT)-laid  up 


(1884  Eel  Grass  Shoal  station  discontinued;  replaced  by  lighthouse) 

(1901  Hog  Island  Shoal  station  discontinued  Nov  4,  1901,  replaced  by  buoy) 

(1901  LV  12  designated  Relief  but  was  actually  laid  up  at  New  London  until  1903) 

("No  number  cut  in  main  beam";  vessel  was  identified  only  as  "Relief"  by  5th 

District  until  1867  when  No.  22  was  assigned.  Renumbered  12  in  1871  and 

retained  this  number  thereafter. ) 


HISTORICAL  NOTES:  LV  12  (2) 

-1846  Identified  as  "Relief"  until  No.  22  assigned  in  1867  while  on  Wolf  Trap 

-1864  On  York  Spit  (VA)  during  Civil  War  "facilitating  Army  transport  movement' 

-1864  Aug  2,  removed  from  York  Spit  &  placed  on  Wolf  Trap  Shoal  (VA) 

-1871  Jun,  lightship  station  discontinued  upon  activation  of  Wolf  Trap  Light; 

LV  12  transferred  to  3d  District  for  Relief  duty 

-1871  Placed  on  Eel  Grass  Shoal  <CT) ,  replacing  "old"  LV  12  /GUTHRIE;  and  was 

RENUMBERED  from  22  to  12  by  the  Lighthouse  Board  at  this  time 

-1872  Moved  to  Cornfield  Point  (CT) 

-Carried  off  station  by  ice  <1871)<1875) 

-1882  Moved  to  Eel  Grass  Shoal  (CT) 

-1884  Station  discontinued  upon  activation  of  Latimers  Reef  Light,  LV  12  then 

assigned  Relief  duty  stationed  at  New  London  (CT) 

-1886  Aug  14,  placed  on  Hog  Island  Shoal  (RI),  replacing  private  aid 

-1898  In  collision  with  passing  vessel 

-1901  Nov  4,  Hog  Island  Light  (RI)  activated,  lightship  station  discontinued, 

vessel  withdrawn  and  laid  up  at  New  London  (CT) 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1903      AGE:  57 

SUBSEQUENT  DISPOSITION:  -  1903  Feb  9,  sold  at  public  auction,  New  London  (CT) 


COMMANDING  OFFICERS: 

1877-1893  John  A  Beebe,  Keeper 

1895-1900  Wainwright  B  Cummings,  Master 
1896-1897  William  Walin,  Master 


VESSEL  DESIGNATION:  LV  IS 

YEAR  BUILT:  1854 

BUILT  AT:  Somerset  (MA)  BUILDER:  J.  M.  Hood 

APPROPRIATION:  $12,000  (1852)  CONTRACT  PRICE:  $12,000 
(Approp.  for  lightship  for  Succonnessett  Shoal) 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak  &  chestnut;  fastened  with  copper  &  locust  treenails 
below  water,  iron  fastened  above  water;  2  masts,  daymarks  on  both 

LENGTH:  79 ' 8"  (lbp)    BEAM:  21' 8"   DRAFT:  9*9"    TONNAGE:  155  gross 

PROPULSION:  Sail-  schooner  rig 

ILLUMINATING  APPARATUS:  Single  lantern  on  foremast,  8  oil  lamps  w/ref lectors 
FOG  SIGNAL:  Bell  and  horn,  hand  operated 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  13 

-1854  One  of  5  lightships  contracted  from  J. Hood;   (Minots  Ledge  #7,  Sandy  Hook 

#16,  Succonnessett  #13,  Rattlesnake  Shoal,  and  Kill  Pond  Bar).  Contract  for  5th 

vessel  was  "annulled"  for  "failure  to  construct  on  time" 

-1862  Jun,  second  lantern  installed  on  mainmast 

-1864/65  Rebuilt  by  Geo.T  Marshall,  New  London  (CT),  $17,857 

-1877  Rebuilt  by  David  Carll,  City  Island  (NY)  $14,119 

-1894  May-Jul,  "extensive  repairs" 

-1920  Fog  signal  upgraded  to  10"  air  whistle,  iilurainant  changed  to  acetylene 


STATION  ASSIGNMENTS:  LV  13 
1854-1855  Relief  (MA) 
1855-1862  Succonnessett  Shoal  (MA) 
1862-1867  Relief  (3d  District) 
1867-1933  Bartlett  Reef  (CT) 
1933-1934  Relief  (laid  up) 

(Bartlett  Reef  station  discontinued  May  19,  1933) 

("No  number  cut  in  main  beam  or  otherwise".  Until  1867  when  No.  13  was  assigned, 
official  records  identify  this  vessel  as  "Relief  Succonnessett"  and/or 
"Succonnesset"  regardless  of  its  location) 


HISTORICAL  NOTES:  LV  13 

-1854  Aug  19,  received  from  builder;  relieved  various  Nantucket  Sound  stations 

-1855  Jun  17,  placed  on  Succonnessett  Shoal  (MA) 

-1862  Jul,  repaired  and  sent  to  3d  District;  relieving  Sandy  Hook  Jul-Oct;  Bart- 

letts  Reef  Nov  62-Jul  63;  Stratford  Shoal  Oct  63-May  64 

-1864/65  Rebuilt 

-1866/67  No  activity  shown  in  records 

-1867  Jul  30,  Assigned  to  and  placed  on  Bartletts  Reef  (CT) 

-1875  Carried  off  station  by  ice 

-1877  Towed  to  City  Island  (NY)  and  rebuilt 

-1888  Collision  with  passing  coal  barge,  leaking  badly,  slipped  chain  and  sailed 

to  New  London 

-1889  Leaking,  withdrawn  for  repairs 

-1894  May-Jul,  extensive  hull  repairs 

-1899  Can ied  off  station  by  ice 

-1903  Color  changed  from  straw  to  black;  off  station  4  days  due  to  ice 

-1904  Carried  off  station  by  ice  3  times  during  the  winter 

-1918  Feb,  parted  chain  in  gale  and  grounded  on  ledge  off  Fishers  Island;  hauled 

off  and  towed  in  by  MISTLETOE 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1933      AGE:  79 

SUBSEQUENT  DISPOSITION:  Taken  out  of  service  and  laid  up  May  19,1933;  Sold 

Dec  13,  1934 


COMMANDING  OFFICERS:  LV  13 


1880-1893  Daniel  G  Tinker,  Keeper 
1893-      Daniel  G  Tinker,  Master 

-1913  C  H  Lowenheim,  Master 
1913-1915  Arthur  Daunt,  Master 
-1914  James  McAuley,  Mate 

1914  Clark  E  Smith,  Mate 
1914-1915  Andrew  J  Clay,  Mate 

1915  William  Hunt',  Mate 
1915-1924  Clark  E  Smith,  Master 
1915-1916  Charles  T  DeRose,  Mate 

1916  Emil  Ness,  Mate 
1916-1920  John  A  Veseth,  Mate 
1920-      John  Anderson,  Mate 
1924-1933  John  S  Gunderson,  Master 


VESSEL  DESIGNATION:  LV  14 

YEAR  BUILT:  1852 

BUILT  AT:  Newport  (EI)  BUILDER:  ? 

APPROPRIATION:  $15,000  (1851)  CONTRACT  PRICE:  ? 

(Approp.  made  for  "light-boat  off  Brenton' s  Reef") 
SISTER  VESSELS:  None 


DESIGN:  Wood  -  white  oak  &  yellow  pine;  copper  &  iron  fastened;  2  masts 
(foremast  higher)  daymarks  on  both 

LENGTH:  91'   (lbp)       BEAM:  22'      DRAFT:  9'       TONNAGE:  159  gross 

PROPULSION:  Sail-  "sloop  rigged" 


ILLUMINATING  APPARATUS:  Single  lantern  with  8  lard  oil  lamps 
FOG  SIGNAL:  Bell  and  horn,  hand  operated 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  14 

-1852  Said  to  have  been  named  LEDYARD  when  launched 

-1856  Third  Inspector  Ludlow  stated  "very  slightly  built  and  will  answer  best 

for  use  on  an  inside  station" 

-1856  Rebuilt  $11,000 

-185?  Second  lantern  installed  (apparently  on  jigger  mast) 


STATION  ASSIGNMENTS:  LV  14 
1853-1856  Brenton  Reef  (Rl) 
1856-1872  Cornfield  Point  (CT) 
1872       Relief  (CD  -  laid  up 

(Prior  to  1867  when  No.  14  was  assigned,  official  records  identify  this  vessel 
as  "Brentons  Reef"  or  "Cornfield  Point  Light  Vessel") 


HISTORICAL  NOTES:  LV  14 

-1853  Mar,  placed  on  Brenton  Reef  <RI) 

-1856  Dec,  placed  on  Cornfield  Point  <CT)  after  rebuild 

-1866  Rammed  by  a  New  London  steamer  in  heavy  fog;  considerable  damage 

-1868  Mar  18,  broke  adrift,  towed  to  New  London,  resumed  station  Mar  20 

-1872  Withdrawn  from  station  -  condition  "so  bad  as  to  render  her  unworthy  of 

further  repair";  placed  in  Relief  status  and  laid  up 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1872      AGE:  20 

SUBSEQUENT  DISPOSITION:  Sold  at  public  auction,  New  London  CCT)  1872  -  $615 


COMMAND  IMG  OFFICERS:  LV  14 


VESSEL  DESIGNATION:  LV  15 

YEAR  BUILT:  1837 

BUILT  AT:  Norfolk  fVA)  BUILDER:  ? 

APPROPRIATION:  $10,000  CONTRACT  PRICE:  ? 

(Approp.  lor  "floating  light  for  Middle  Ground,  Long  Island  Sound" 
SISTER  VESSELS:  None 

DESIGN:  Wood-  white  oak  framed  and  planked;  capper,  iron  and  locust  treenail 
fastenings;  2  masts 

LENGTH:  73'   (Ibp)       BEAM:  19' 4"   DRAFT:  8'  TONNAGE:  100  ("old  measure") 

PROPULSION:  Sail 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  lard  oil  compass  lamps  having 

10  wicks 

FOG  SIGNAL:  Hand  operated  bell,  and  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  15 

-Reported  to  be  smallest  light  vessel  in  the  3d  District;  "altogether  too  small" 

-1856  Repaired  at  New  York  Navy  Yard  $10,876.61,  "should  be  rebuilt  or  replaced" 

-1856  Fitted  with  new  reflector — type  lamps 

-1863  Oct  22-May  10  1864,  repaired  $3,872.15 

-1864  Congress  failed  to  grant  appropriation  for  rebuild 

-1871  Aug,  repaired  $1,421.73 

-1874  Repairs  for  ice  damage  $449.30 


STATION  ASSIGNMENTS:  LV  15 
1838-1877  Stratford  Shoal  <CT) 
1877-1879  Relief  <CT)  -  (laid  up) 

(Stratford  Shoal  station  discontinued  Dec  1877) 

(Prior  to  1867  when  No.  15  was  assigned,  official  records  identify  this  vessel 
as  "Middle  Ground  floating  light",  "Stratford  Point  Light  Vessel"  or  "Stratford 
Shoal  Light  Vessel") 


HISTORICAL  NOTES:  LV  15 

-1838  Jan  12,  placed  on  Stratford  Shoal  CCT) 

-1838  Frequent  problems  with  "drifting"  i.e.  dragging  off  station;  moored  with 

2  anchors  Jul  10,  but  did  not  provide  improvement 

-1856  Reported  as  "smallest  vessel  in  3d  District",  "altogether  too  small" 

-1857  Feb,  broke  adrift;  cost  of  tow  back  to  station  $5, 100 

-1864  Funds  requested  for  rebuild,  but  Congress  made  no  appropriation 

-1865  "Slipped  chain  under  heavy  pressure  of  ice" 

-1867  Dragged  from  station  by  moving  ice,  once  in  Feb,  and  twice  in  March 

-1874  Dragged  from  station  by  moving  ice 

-1875  Carried  off  station  by  ice  and  grounded  near  Orient,  Long  Island.  Towed 

to  New  London  -  "in  poor  condition,  much  decayed" 

-1877  Dec,  withdrawn  and  station  discontinued  upon  activation  of  Stratford 

Shoal  Lighthouse 

-1879  Laid  up  at  Staten  Island,  "not  worth  the  cost  of  repair" 

-1880  Sold  and  afterwards  anchored  in  Raritan  Bay  (NJ  )  for  use  as  a  floating 

barracks  during  construction  of  Great  Beds  Licrhthouse 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1877      AGE:  40 

SUBSEQUENT  DISPOSITION:  Sold  at  public  auction  Dec  16,  1880  -  SI, 010.   Purchased 
by  the  contractor  for  Great  Beds  Lighthouse  and  used  there  as  a  floating 
barracks  during  lighthouse  construction 


COMMANDING  OFFICERS:  LV  15 


VESSEL  DESIGNATION:  LV  16 

YEAR  BUILT:  1854 

BUILT  AT:  Somerset  (MA)  BUILDER:  J.  M.  Hood 

APPROPRIATION:  $22,000  CONTRACT  PRICE:  $28,084 

SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak;  copper  &  iron  fastened;  bowsprit;  2  masts  with  oval 
daymarks  at  both  mastheads 

LENGTH:  125' 8"  (loa)   BEAM:  22' 6"   DRAFT:  10' 4"   TONNAGE:  250  gross 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  2  lanterns,  each  having  8  oil  lamps  &  reflectors 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  16 

-1862  Jul-Oct,  rebuilt  below  water  line  -  $10,000 

-1871  May  24-Nov  29,  rebuilt  above  water  &  refitted  -  $18,084 

-1872  "Thiers  automatic  fog  signal,  bilge  pump  &  ventilator"  installed  for  test; 

fog  signal  found  unsatisfactory;  pump  &  ventilator  were  retained 

-1883  Sep  20-Jun  1884,  rebuilt  at  New  Bedford  (MA) 

-1892  Aug,  equipped  with  English  revolving  (flashing)  apparatus  rotated  by  two 

small  steam  winch  engines,  also  fitted  with  boiler  and  steam  fog  whistle 

-1905  10"  air  fog  whistle  installed  with  2  oil  engines  and  compressor 

-1910  Equipped  with  submarine  bell  signal 

-1912  Fog  signal  changed  to  air  siren,  whistle  retained 

-1919  Equipped  with  radio;  discontinued  1922 

-1920  liluminant  changed  from  oil  to  acetylene 


STATION  ASSIGNMENTS:  LV  16 
1854-1891  Sandy  Hook  (NY) 
1891-1935  Relief  (NY.) 

(1891  May  15,  position  moved  2  1/4  mi  NE  x  N) 

(1899  Apr-Jun,  loaned  to  5th  District  for  Relief  duty) 

(1899  Jun-Dec,  loaned  to  4th  District  for  Relief  duty) 

(1903  Jul  20-1904  Jul  24,  loaned  to  4th  District  for  Relief  duty) 

(1906  Jul-Oct,  loaned  to  4th  District  for  Relief  duty) 

(1932-1935  laid  up) 

("No  number  cut  in  main  beam  or  otherwise".  Prior  to  1867  when  No.  16  was 
assigned,  official  records  identify  this  vessel  as  "Sandy  Hook") 


HISTORICAL  NOTES:  LV  16 

-1854  Oct,  placed  on  Sandy  Hook  (NY) 

-1873  Feb  15,  lights  changed  from  white  to  red 

-1874  In  collision  with  steamer  CHARLESTON 

-1879  Appropriation  of  $50,000  requested  for  replacement  vessel 

-1883  Reported  "decayed  and  unserviceable",  estimate  $20,000  for  repair 

-1888  In  collision  with  British  bark  STAR  OF  THE  EAST 

-1888  Congress  passed  appropriation  bill  for  $60,000  but  failed  to  authorize 

expenditure  of  funds  for  replacement  vessel. 

-1892  Aug  1,  withdrawn  upon  arrival  of  replacement  (LV  48),  and  assigned  as 

Relief  (NY);  English  revolving  (flashing)  apparatus  and  steam  fog  signal  added 

-1899  Apr,  sent  to  5th  District  as  Relief;  Jun  30  sent  to  4th  District  as  Relief 

returning  to  3d  District  an  Dec  22 

-1904  Jul  20-Jul  24  1904,  sent  to  4th  District  as  Relief 

-1906  Jul-Oct  sent  to  4th  District  as  Relief 

-Removed  from  service  1932,  but  retained  Relief  status  until  1935.  When  removed 

from  service,  was  the  last  US  lightship  powered  by  sail  only 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1932      AGE:  78 
SUBSEQUENT  DISPOSITION:  Sold  1935  or  later 


COMMANDING  OFFICERS:  LV  16 

1882-1886  David  H  Caulkins,  Keeper 

1919-1926  Alexander  Olsen,  Master 
1926-1929  Harry  Elde,  Master 
1929-1932  Christophore  Lasdine,  Master 


VESSEL  DESIGNATION:  LV  17 

YEAR  BUILT:  1848 

BUILT  AT:  Stonington  <CT)  BUILDER:  Reuben  Hancox 

APPROPRIATION:  $12,000  CONTRACT  PRICE:  ? 

(Approp.  approved  Aug  14,  1848) 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak  &  locust;  copper  &  iron  fastened 

LENGTH:  78'   (lbp)       BEAM:  24'      DRAFT:  7'       TONNAGE:  150  gros 
PROPULSION:  Sail 


ILLUMINATING  APPARATUS:  2  Lanterns,  each  having  8  oil  lamps  (mult i-wick , bowl 

type ) 

FOG  SIGNAL:  Hand  operated  624  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  17 

-1862  Supplied  with  new  illuminating  apparatus  (unspecified)  but  probably  Argand 

type  lamps  with  reflectors 

-1862  Stated  to  be  "so  sharp  at  both  ends  that  there  is  little  storage  room" 

-1863  General  overhaul  -  $5726.90 

-  Frequent  repairs  throughout  service  due  to  extensive  &  recurring  rot 


STATION  ASSIGNMENTS:  LV  17 
1848-1867  Bartlett  Reef  <CT) 
1867-1877  Relief  <CT) 
1877-1882  Eel  Grass  Shoal  <CT) 
1882-1891  Relief  (CT) 

(Prior  to  1867  when  No.  17  was  assigned,  official  records  identify  this  vessel 
as  "Bartlett  Reef") 


HISTORICAL  NOTES:  LV  17   (Records  prior  to  1863  are  fragmentary  and  conflicting) 

-  Prior  1863,  believed  by  some  to  have  been  on  Succonnessett  Shoal  <  MA )  but. 

records  provide  no  support  for  this, (perhaps  confused  with  LV  1 3 » 

-1863  "Did  duty"  on  Bartletts  Reel  (CT)  per  records 

-1878  Stationed  on  Eel  Glass  Shoal  (CT) 

-1882  Dec  1,  withdrawn,  brought  in  for  repair,  reassigned  as  Relief 

-1890  "Unfit  for  service"  -  "too  old  and  rotten" 

-1891  Jun  22,  turned  over  to  USN  for  target  ship 

-1891  Oct.  15  -  Washington  Post  stated  that  despite  being  tired  on  and  being  bit 

repeatedly  "for  some  hoiirs"  by  the  Chicago,  Newark,  and  Vesuvius;  LV  17  remained 

afloat.  "It  was  not  until  a  boat  crew  fastened  a  torpedo  to  her  stem  post  that 

she  was  blown  to  smash  and  went  down  with  colors  flying" 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1891      AGE:  49 

SUBSEQUENT  DISPOSITION: 

-1891  Condemned  and  dismantled.  Delivered  Jun  2.'2    to  US  Naval  Station,  New  London 

(CT)  for  use  as  target.  Sunk  by  naval  gunfire  Oct  15,  1891 


COMMANDING  OFFICERS:  LV  17 


VESSEL  DESIGNATION:  LV  18 

YEAR  BUILT:  1339 

BUILT  AT:  Stonington  <CT)  BUILDER:  Benjamin  Pomeroy 

APPROPRIATION:  $15,000  CONTRACT  PRICE:  $14,584 

(Approp.  for  a  Five  Fathom  Bank  light  vessel) 
SISTER  VESSELS:  None 

DESIGN:  Wood-  white  oak;  copper  &  iron  fastened;  2  masts 

LENGTH:  90'   <lbp)       BEAM:  21'      DRAFT:   10'      TONNAGE:   195  gross 
PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns  each  with  8  lard  oil  lamps  having  12  cylin 

drical  wicks 

FOG  SIGNAL:  Hand  operated  be ] 1 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  18 

-1855  Lamps  replaced  with  Argand  type  with  12"  reflectors 

-1863  Extensive  repairs 

-1368  "Thoroughly  repaired  &  supplied" 


STATION  ASSIGNMENTS:  LV  18 
1839-1869  Five  Fathom  Bank  <NJ.) 
1869-1875  Relief  (4th  District) 

(Prior  to  186?  when  No.  18  was  assigned,  official  records  identity  this  vessel 
as  "Five  Fathom"  or  "Five  Fathom  light  vessel") 


HISTORICAL  NOTES:  LV  18 
-1839  Placed  on  Five  Fathom  Bank  (NJ) 

-1863  Apr,  blown  off  station,  taken  to  Wilmington  (DE)  for  new  anchor  &  chain 
-1867  Feb  21,  Driven  off  station  in  heavy  weather,  worked  under  sail  to  Del- 
aware Breakwater.  Returned  to  station  Mar  13 

-1867  Mar  22,  broke  adrift  in  gale,  reached  Hampton  <VA)  Mar  27,  returned  to 
station  Apr  28 

-1869  Dec,  withdrawn  upon  arrival  of  replacement  (LV  31);  assigned  Relief  duty 
-1875  Surveyed  and  found  "unworthy  of  repair" 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1875      AGE:  36 

SUBSEQUENT  DISPOSITION:  Sold  to  Navy  Department  -  S985.46;  "to  be  taken  to 

Newport  (Rl)  and  used  for  torpedo  practice" 


COMMANDING  OFFICERS:  LV  18 


VESSEL  DESIGNATION:  LV  19 

YEAR  BUILT:   1845 

BUILT  AT:  New  York  <NY)  BUILDER:  Henry  Eckford 

APPROPRIATION:  $20,000  CONTRACT  PRICE:  ? 

(Approp.  Mar  3,  1823  "for  2  It-vessels  for  Delaware  Bay") 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak  framed  and  planked;  double  ended  hull  with  bowsprit; 
2  masts,  oval  daymarks  at  both  mastheads 

LENGTH:  85'   (lbp)       BEAM:  25'      DRAFT:  9*       TONNAGE:  150  (enlarged  twice) 

PROPULSION:  Sail 


ILLUMINATING  APPARATUS:   1  lamp,  12  cylindrical  wicks 
FOG  SIGNAL:  900  lb  bell,  hand  operated 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  19 
-Records  are  not  conclusive  on  early  history  of  this  vessel.  It  appears  that  she 
may  have  been  first  built  at  120  tons  as  lightship  "X"  in  1823;  rebuilt  and 
enlarged  to  130  tons  in  1845  which  was  very  probably  a  rebuild  of  lightship  "X"j 
then  rebuilt  in  1854,  and  again  rebuilt  and  enlarged  to  150  tons  in  1876  at 
Wilmington  DE  at  a  cost  of  $11,000 

-1848  Second  lamp  added  with  12  cylindrical  wicks 
-1868  Lamps  converted  to  reflector  type 
-Extensive  repairs  1860,1863,  1868 


STATION  ASSIGNMENTS:  LV  19 

1845-1875  Cross  Ledge  (Upper  Middle)  (DE) 

1876-1886  Fourteen  Foot  Bank  (DE> 

1886-1894  Ram  Island  Reef  (CT) 

1894-1900  Relief  (CT)  -  laid  up  at  New  London  during  entire  period 

(Prior  to  1867  when  No.  19  was  assigned,  official  records  identify  this  vessel 
as  "Upper  Middle",  "Upper  Middle  No.  2",  and/or  "Cross  Ledge") 
(Cross  Ledge  station  discontinued  Dec  8,  1875) 
(Fourteen  Foot  Bank  station  established  Aug  22,  1876) 


HISTORICAL  NOTES:  LV  19 

-1875  Dec  9,  Withdrawn  from  Cross  Ledge;  station  discontinued  when  Cross  Ledge 

Lighthouse  activated 

-1875  Oct  29,  Mate  and  2  crewmembers  drowned  during  passage  in  liberty  boat  from 

Little  Creek  Landing  <DH)  to  the  lightship 

-1875  During  service  in  Delaware  Bay,  nearly  every  winter  moving  ice  caused 

LV  19  to  be  either  driven  off  or  withdrawn  from  station  for  several  months  at  a 

time  -  "such  absence  of  light  is  a  great  injury  to  commerce" 

-1876  Aug  :-;2,  reassigned  and  placed  on  Fourteen  Foot  Bank  (DE) 

-1886  Dec  1,  removed  from  Fourteen  Foot  Bank,  transferred  to  3d  District 

-1886  Dec  20,  stationed  on  Ram  Island  Reef  (CT) 

-1^94  Dec  8,  "permanently"  removed  from  Ram  Island  Reef  &  assigned  Relief  status 

-1895  "Rotten"  and  "weak  and  worn  in  every  part";  "unfit  for  economical  repair 

-1896,97  "occupies  needed  space"  and  "only  in  the  way"  at  New  London  dock 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1894      AGE:  49? 

SUBSEQUENT  D I SPOS IT ION ; 

-Turned  over  to  Navy  Department  Oct  31,  1900  for  use  as  target  ship 


COMMANDING  OFFICERS:  LV  19 
1893-1895  Nicolas  Nelson,  Mate 


VESSEL  DESIGNATION:  LV  20 

YEAR  BUILT:  1867 

BUILT  AT:  Greenpoint,  L.l.   (NY)       BUILDER:  W.  H.  Hathorn 

APPROPRIATION:  None  CONTRACT  PRICE:  $25,040 

(Used  funds  already  appropriated  for  a  Hen  &  Chickens  light  vessel 
SISTER  VESSELS:  None" 

DESIGN:  Wood  -  live  oak;  copper  &  iron  fastened;  bowsprit;  2  masts; 
dayraarks  on  both 

LENGTH:  81'6"  (lbp)    BEAM:  21'6"   DRAFT:  10'6"   TONNAGE:  165  gross 

PROPULSION:  Sail 


ILLUMINATING  APPARATUS:  2  lanterns,  each  having  8  oil  lamps,  Funck  type 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  20 

-1878  Declared  "rotten"  and  in  need  of  rebuild 

-1880  Rebuilt 

-1881  Lamps  converted  to  kerosene  operation 

-1895  Jan,  extensive  repairs 

-1918  Mainmast  removed;  equipped  with  single  acetylene  lens  lantern 

-1920  Equipped  with  radio 


STATION  ASSIGNMENTS:  LV  20 

1867-1868  Relief  (4th  District) 

1868-1870  Wreck  of  Scotland  (NJ) 

1870-1876  Relief  (NY) 

1876-1880  Wreck  of  Scotland  (NJ) 

1880-1886  Relief  (NY) 

1886  Wreck  of  Oregon  (NY) 

1886-1918  Relief  CCT) 

1918-1922  Cross  Rip  (MA1) 

1923  Relief  (laid  up) 

(During  1905  sent  to  4th  District  and  relieved  Fenwick  Island  Shoal  <DE)) 
(Vessel  was  assigned  No.  20  when  built) 


HISTORICAL  NOTES:  LV  20 

-1867  Nov  26,  Relief  duty  at  Cross  Ledge  (DE) 

-1868  Mar,  Transferred  from  4th  to  3d  District 

-1868  Apr  15,  Placed  on  Wreck  of  Scotland  (NJ)  per  Joint  Resolution  of  Congress 

-1870  Withdrawn  (approved  by  Congress)  when  wreck  no  longer  a  hazard 

-1870  Assigned  Relief  duty,  based  at  Staten  Island  (NY) 

-1876  Reassigned  to  former  Wreck  of  Scotland  position 

-1880  Reverted  to  Relief  status  after  extensive  and  lengthy  overhaul 

-1886  Apr  10-Nov  1,  placed  at  Wreck  of  Oregon  site,  off  Fire  Island  (NY) 

-1888  Involved  in  collision,  unspecified 

-1894  Boats  stove  in,  stem  twisted  after  collisions  with  3  sailing  vessels 

-1894  Nov  17,  broke  adrift  while  relieving  Cornfield  Pt  (CT),  put  into  New 

London  for  4  days 

-1900  Jun  23, "injured"  by  collision  with  barge  under  tow 

-1903  Only  kept  "for  relieving  vessels  not  equipped  with  steam  fog  signal  nor 

flashing  or  occulting  lights" 

-1905  Jul  27-Sep  15  relieved  Fenwick  Island  Shoal  (DE),  returned  to  New  London 

-1919  Mar,  transferred  to  2d  District  and  placed  on  Cross  Rip 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1923      AGE:  56 

SUBSEQUENT  DISPOSITION:  Sold  1923.  Said  to  have  been  used  later  as  warehouse  by 
rumrunners  during  Prohibition.  Still  later,  grounded  and  abandoned  at  Plymouth 
(MA).  Was  later  burned  as  Jul  4  bonfire 


COMMANDING  OFFICERS:  LV  20 
1895-      Nicolas  Nelson,  Master 

1918  John  Kinney,  Mate 
1918-1921  William  Kelley,  Mate 

1921  Francis  Begley,  Mate 
1921-1923  Joseph  Baxter,  Master 
1921-1922  Frank  W  Losinski,  Mate 

1923  Walter  B  Werner,  Mate 


VESSEL  DESIGNATION:  LV  21 

YEAR  BUILT:  1863 

BUILT  AT:  New  Bedford  (MA)  BUILDER:  Stephen  Andrews 

APPROPRIATION:  None  CONTRACT  PRICE:  $47,500  (for  3  vessels) 

Treasury  Dept  authorized  vessels  for  Upper  &  Lower  Cedar  Point  (MD)  &  Cross  Rip 

SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak;  copper  &  iron  fastened;  bowsprit;  2  masts 

LENGTH:  78'   <lbp)       BEAM:  21 '6"   DRAFT:   10'      TONNAGE:  150  gross 
PROPULSION:  Sail-  schooner  rig 

ILLUMINATING  APPARATUS:  2  lanterns  each  with  8  lard  oil  lamps 
FOG  SIGNAL:  Hand  operated  bell  and  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  21 
-1867  Hauled  at  Norfolk  (VA)  ;  sheathing  repaired;  painted  red 

-1868  Nov-Jan  1869,  found  leaking  and  rotten,  recaulked,  deck  planking  replaced 
-1875  Examined  and  "hull  is  quite  rotten" 


STATION  ASSIGNMENTS:  LV  21 
1864-1867  Upper  Cedar  Point  (MD) 
1867-1868  Villoughby  Spit  (VA) 
1869-1871  Relief  (VA) 
1871-1872  Wreck  of  Weehawken  (SO 
1872-1880  Tybee  Island  Knoll  (GA) 

(1869-1871  While  in  Relief  status,  performed  temporary  duty  marking  Wolf  Trap, 

Jan  8-Feb  24  1869;  Windmill  Point  Shoal,  Mar  8-Sepl  1869  during  lighthouse 

construction;  York  Spit,  Sep  1869) 

(1880  Tybee  Island  Knoll  station  discontinued) 

(Prior  to  1867  when  No.  21  was  assigned,  official  records  identify  this  vessel 

as  "Upper  Cedar  Point  Light  Vessel") 


HISTORICAL  NOTES:  LV  21 

-1864  Sep,  placed  on  Upper  Cedar  Point  (MD> 

-1867  Jul  20,  withdrawn;  station  discontinued  on  activation  of  Upper  Cedar  Point 

Lighthouse 

-1867  Aug  17,  placed  on  Willoaghby  Spit  (VA) 

-1867  Dec  6,  in  collision  with  steamer,  bowsprit  broken  off 

-1868  Jan  21,  parted  chain  due  to  defective  shackle,  returned  to  station  Jan  24 

-1868  Nov  4,  withdrawn  and  replaced  by  LV  23;  LV  21  assigned  Relief  duty 

-1869  Jan  8— Feb  24,  "temporarily"  occupied  Wolf  Trap  <VA) 

-1869  Mar  8-Sep  1,  "temporarily"  occupied  Windmill  Point  (VA)  during  lighthouse 

construction 

-1869  Sep,  temporarily  occupied  York  Spit  (VA) 

-1871  Jun,  transferred  to  6th  District,  placed  on  Wreck  of  Weehawken  (SO 

-1872  Jul  15,  withdrawn  upon  completion  of  range  beacons  for  Charleston  Harbor 

-1872  Sep  16,  placed  on  Tybee  Island  Knoll  (GA) 

-1879  Vessel  is  "old,  unseaworthy,  and  not  worth  repairing" 

-1880  Jan,  withdrawn,  station  discontinued,  "other  aids  being  substituted  in 

her  stead" 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1880      AGE:  17 

SUBSEQUENT  DISPOSITION:  1880  Jan  7,  sold  at  public  auction  $200;  net  S173.70 


COMMANDING  OFFICERS:  LV  21 


VESSEL  DES IGNAT  ION  :       LV  22 


REFER  TO  LV  12  (2)  FOR  H ISTORY  OF  LV  22 


VESSEL  DESIGNATION:  LV  23 

YEAR  BUILT:  1857 

BUILT  AT:  Dorchester  County  <MD)      BUILDER:  Unknown 

APPROPRIATION:  None  CONTRACT  PRICE:  $7,500  (repairs  to  former  brig) 

(Used  current  operating  funds  of  Lighthouse  Establishment) 
SISTER  VESSELS:  None 

DESIGN:  Wood-  oak  &  yellow  pine,  10  iron  knees  on  each  side;  bowsprit;  2  masts, 
daymarks  at  both  mastheads  -  (Documented  as  the  schooner  A.J.V.  APPLEGARTH, 
acquired  by  the  U.S. in  1862  and  converted  for  use  as  lightship) 
LENGTH:  94'6"  (lbp)    BEAM:  24' 11   DRAFT:  9 ' 6"    TONNAGE:  186  gross 

(203  tons  as  built) 
PROPULSION:  Sail-  schooner  rig,  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps 
FOG  SIGNAL:  Hand  operated  667  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  23 

-1862  Ex-schooner  converted  to  lightship  use-  $7,500  for  wages  and  materials 

-1873  "Thoroughly  repaired  and  refitted"  at  Norfolk  VA.  -  $1,800 

-1874  General  overhaul-$5 , 437 ,  prior  to  transfer  to  3d  District 

-1876  Hauled  and  recaulked 

-1880  Hauled  at  Greenport  (NY),  stern  repaired,  planking  replaced,  recaulked, 

running  rigging  replaced 

-1882  Rebuilt  -  $12,281.04 

-1895  May  15-Jun  14,  repair  and  refit 

-1901  Jun-Aug,  fitted  with  new  masts  and  spars,  sheathing  repaired 

-1918  Equipped  with  10"  air  fog  whistle  and  associated  machinery 

-1919  Equipped  with  radio;  discontinued  Aug  19,  same  year 

-1923  Fog  signal  changed  back  to  bell,  illuminant  changed  to  acetylene 


STATION  ASSIGNMENTS:  LV  23 

1862-1868  Smith  Point  (VA) 

1868-1872  Villoughby  Spit  (VA) 

1872-1874  Relief  (VA) 

1874-1876  Wreck  of  Scotland  (NJ) 

1876-1882  Relief  (3d  District) 

1882-1892  Cornfield  Point  (CT) 

1892-1894  Relief  (CT) 

1894-1925  Ram  Island  Reef  (CT) 


(Ram  Island  Reef  station  discontinued  Apr  4,  1925;  replaced  with  lighted 
bell  buoy  -  light  operated  by  acetylene;  bell  mechanically  operated  by 
carbon  dioxide  gas) 

(Prior  to  1867  when  No.  23  was  assigned,  official  records  identify  this  vessel 
as  "Smith  Point") 


HISTORICAL  NOTES:  LV  23 

-1862  Mar,  placed  on  Smith  Point  <VA)  replacing  vessel  sunk  by  "insurgents"; 

"a  competent  military  guard  has  been  detailed  for  duty"  aboard  the  lightship 

-1867  Jan  19,  caught  in  moving  ice,  slipped  chain  and  driited  for  2  days;  towed 

to  Great  Wicomico  (VA) ;  returned  to  station  Feb  23 

-1868  Withdrawn  when  Smith  Point  Lighthouse  completed 

-1868  Placed  on  Willoughby  Spit  (VA) 

-1872  Withdrawn  when  Thimble  Shoal  Lighthouse  completed.  Reported  as  "the  only 

lightship  in  the  5th  District" 

-1874  Sep  10,  Placed  on  Wreck  of  Scotland  <NJ ) 

-1876  "now  at  Staten  Island  (NY)";  "is  used  for  a  Relief  vessel" 

-1878  "now  at  New  London  (CT)  as  a  Relief-ship" 

-1882  Sep  6,  placed  on  Cornfield  Point  (CT) 

-1889  Appropriation  requested  for  replacement  vessel;  $70,000  approved  1890 

19,  in  collision  with  scow  under  tow;  withdrawn  and  returned  May  27 

15,  replaced  by  new  LV  51;  LV  23  assigned  Relief  duty 

8,  placed  on  Ram  Island  Reef  (CT) 

23-26,  withdrawn  to  avoid  moving  ice  fields 

4,  Ram  Island  Reef  station  discontinued  and  replaced  with  LBB 

More  notes: 


-1891 

Mar 

-1892 

Dec 

-1894 

Dec 

-1904 

Feb 

-1925 

Apr 

RETIRED  FROM  LIGHTSHIP  DUTY:  1925      AGE:  68 

SUBSEQUENT  DISPOSITION:  Annual  Report  FY  1924-25  states  "surveyed  and  condemned, 

to  be  sold"  .  No  later  reference  to  the  vessel  was  found 


COMMANDING  OFFICERS:  LV 

1896  (2  mo. )  Wainwright  B  Cummings,  Mate 

-1913  John  S  Gunderson,  Mate 
1913  Hugh  Donovan,  Mate 
1913-1914  N  D  Hooper,  Mate 
1914-1917  James  Quirk,  Mate 
1917-1921  John  Holmes,  Mate 
1921-1923  Arthur  Daunt,  Mate 

1923  Christofore  Lasdine,  Mate 
1923-1924  Alfred  M  Haynes,  Mate 


VESSEL  DESIGNATION:  LV  24 

YEAR  BUILT:  1863 

BUILT  AT:  New  Bedford  (MA)  BUILDER:  Stephen  Andrews 

APPROPRIATION:  None  needed     CONTRACT  PRICE:  $47,500  (for  3  vessels) 
(Contract  for  3  vessels  for  Upper  &  Lower  Cedar  Point   and  Cross  Rip 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak;  copper  &  iron  fastened;  2  roasts,  hoop  iron  daymark 
at  each  masthead 

LENGTH:  77'      Clbp)       BEAM:  21'      DRAFT:  10'      TONNAGE:  115 

PROPULSION:  Sail 


ILLUMINATING  APPARATUS:  2  lanterns,  each  having  8  oil  lamps 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  24 

-186?  Aug,  hauled  and  recaulked  at  Norfolk  (VA>;  repainted  yellow 

-1869  Sep,  New  lantern  mast  installed 

-1871  Repaired  at  New  York  -S2.658.57 

-1873  Repaired  at  2d  District 

-1874  Repaired  at  2d  District 

-187b  Nov,  new  lantern  installed  on  foremast 

-1877  Sep,  "hull  in  very  bad  condition",  "thoroughly  repaired" 

-1880  Recaulked  and  painted 

-1887  "Thoroughly  overhauled"  and  repainted 


STATION  ASSIGNMENTS:  LV  24 

1864-1867  Lower  Cedar  Point  (MD) 

1867-1870  York  Spit  (VA) 

1870-1871  Relief  (3d  District) 

1871-1874  Relief  <2d  District  &  3d  District) 

1874-1875  Winter  Quarter  Shoal  (VA) 

1875-1889  Relief  (4th  District) 


(1877  May  15-Aug  10,  temporary  duty  near  Ship  John  Shoal  (DE)  during  lighthouse 
construction) 

(Prior  to  1867  when  No.  24  was  assigned,  official  records  identify  this  vessel 
as  "Lower  Cedar  Point  Light  Vessel") 


HISTORICAL  NOTES:  LV  24 

-1864  Sep,  placed  on  Lower  Cedar  Point  (MD) 

-1867  Aug  6,  withdrawn  when  Lower  Cedar  Point  Lighthouse  completed 

-1867  Oct,  placed  on  York  Spit  <VA)-  (this  station  had  been  vacant  since  1861) 

-1871  Jun,  withdrawn,  transferred  to  3d  District  and  assigned  Relief  duty 

-1871-74  "used  as  Relief  in  both  2d  and  3d  Districts" 

-1872  3d  District  stated  "repaired  last  autumn  and  now  on  Succonnessett  Shoal" 

-1874  Nov  15,  moved  to  4th  District  and  placed  on  Winter  Quarter  Shoal  (VA) 

-1875  Nov,  withdrawn  and  assigned  as  Relief,  4th  District 

-1889  Sep  12,  while  relieving  Five  Fathom  Bank  <NJ),  found  to  be  leaking  during 

hurricane;  slipped  chain  and  made  sail  for  Delaware  Bay.  Picked  up  by  tender  and 

assisted  to  Delaware  Breakwater  Sep  13.  On  Sep  14  towed  to  Bdgemoor  <DE);  found 

to  be  badly  hogged,  seams  openod,  and  hawsepipe  damaged.  Reported  "unworthy  of 

further  repair"  and  condemned 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1889      AGE:  26 

SUBSEQUENT  DISPOSITION:   1890  May  16,  sold  at  public  auction    $200 


COMMAND IflG  OFFICERS:  LV  24 


VESSEL  DESIGNATION:  LV  25 

YEAR  BUILT:  1827 

BUILT  AT:   Chesapeake  Bay  BUILDER:  ? 

APPROPRIATION:  ?  CONTRACT  PRICE:  ? 

SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak  &  locust;  copper  &  iron  fastened;  2  masts 

LENGTH:  61'   (lbp)       BEAM:  16'      DRAFT:  6 '  6"    TONNAGE:  41 

(72. 5  "old  measure" ) 
PROPULSION:  Sail-  schooner  rig 

ILLUMINATING  APPARATUS:  Single  lantern,  oil  lamp  with  11  cylindrical  wicks(1845) 
FOG  SIGNAL:  Hand  operated  bell  and  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  25 

-1845  Rebuilt,  Alexandria  (VA) 

-1853  Jun,  "thoroughly  repaired"  in  Baltimore 

-1866  Reported  leaking 

-1869  Extensive  repairs 


STATION  ASSIGNMENTS:  LV  25 

1827-1867  Hooper  Straight  (MD) 

1867-1870  Relief  <VA) 

1870-1871  Choptank  River  entrance  <MD) 

1872-1877  Eel  Grass  Shoal  (CT) 

1877-1884  Relief  (CT) 


(1867  Hooper  Straight  station  discontinued  Sep  14,  1867) 

(1867-1868  While  in  Relief  status,  temporarily  marked  Deepwater  Shoal  (VA) 

during  lighthouse  rebuilding) 

(1870-1871  "placed  at  entrance  to  Choptank  River"  while  lighthouse  being  built) 

(1883  While  in  Relief  status,  placed  near  Robbins  Reef  off  Bayonne  NJ  in  New 

York  Harbor  during  lighthouse  reconstruction) 

(Deepwater  Shoal  (VA) ,  Choptank  River  (MD) ,  and  Robbins  Reef  (NY)  are  not  listed 

in  official  records  as  lightship  stations  maintained  by  the  US) 

(Prior  to  1867  when  No.  25  was  assigned,  official  records  identify  this  vessel 

as  "Hoopers"  or  "Hoopers  Straight") 


HISTORICAL  NOTES:  LV  25 

-  Only  fragmentary  data  1827-1845 

-  1845  "Serving  at  Hooper  Straight"  <MD) 

-  1862  Records  note  that  "all  the  light  vessels  from  Cape  Henry  southward 
including  the  two  in  Potomac  River  and  those  in  Chesapeake  Bay  (excluding 
Hoopers  Straight  and  Janes  Island)  have  been  removed  and  sunk  or  destroyed 
by  the  insurgents" 

-  1867  Sep,  withdrawn  from  Hoopers  Straight,  station  discontinued 

-  1867  Nov-Jan  1868,  temporary  duty  at  Deepwater  Shoal  (VA)  while  lighthouse 
being  rebuilt;  retained  Relief  status 

-  1870  Jan,  placed  at  entrance  to  Choptank  River  during  lighthouse  construction 

-  1872  Jun,  towed  to  NY  by  steamer  NETTIE;  Jul,  placed  on  Eel  Grass  Shoal  <CT) 

-  1874  Slightly  damaged  in  collision 

-  1877  Withdrawn,  considered  "small  and  not  suited  for  service  in  this  District" 
and  "too  old  for  rebuilding";  assigned  Relief  duty  at  New  London  (CT) 

-  1883  Placed  near  Robbins  Reef  (NY  Harbor)  while  lighthouse  being  built 

-  1883  Upon  return  to  New  London,  recommended  to  be  "stripped  and  sold"; 
thereafter  laid  up 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1885      AGE:  58 

SUBSEQUENT  DISPOSITION: 

-1885  Jan  1,  Sold  at  public  auction,  New  London  <CT)  -  $101.02 


COMMANDING  OFFICERS:  LV  25 


VESSEL  DES IGNAT  ION :       LV  26 


NUMBER  26  WAS  NOT  USED  TO  DESIGNATE  ANY  U.S.  LIGHTSHIP 


VESSEL  DES IGNAT  ION :       LV  27 


NUMBER  27  WAS  NOT  USED  TO  DESIGNATE  ANY  U.S.  LIGHTSHIP 


VESSEL  DESIGNATION:  LV  28 

YEAR  BUILT:  1864 

BUILT  AT:  Norfolk  <VA> 

APPROPRIATION:  ? 

SISTER  VESSELS:  None 

DESIGN:  Wood  framed  &    planked,  2  masts,  black  hoop-iron  daymark  on  mainmast  only 


BUILDER:  ? 
CONTRACT  PRICE:  $16,000 


LENGTH:  82'   (lbp)       BEAM:  22'      DRAFT:  9'       TONNAGE:  83  gross 
PROPULSION:  Sail 

ILLUMINATING  APPARATUS:  Single  lantern  having  8  oil  lamps 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  28 

-1880/81  Rebuilt  at  New  Orleans;  light  changed  to  red 

-1882  Light  list  states:  Straw  color  with  black  lettering;  showing  a  single 

red  light  48  feet  above  water,  visible  12  1/4  miles 

-1888  Rebuilt  and  enlarged  to  101  tons  gross  -  no  particulars  given 

-1892  New  lamps  with  reflectors  installed 

-1895  New  22  ft  "square  stern  sailboat  supplied" 

-1898  May,  major  hull  repairs 

-1903  May  22,  hauled  and  repaired 

-1904  May  18,  "now  being  repaired" 


STATION  ASSIGNMENTS:  LV  28 
1864-1868  Bowlers  Rock  (VA> 
1868-1869  Relief  <5th  District) 
1870-1906  Galveston  (TX) 


(1894  Position  moved  1  1/4  mi  eastward) 

(Galveston  station  discontinued  Apr  23,  1906) 

(Prior  to  1867  when  No.  28  was  assigned,  official  records  identify  this  vesse! 

as  "Bowlers  Rock  Light  Vessel") 


HISTORICAL  NOTES:  LV  28 

-1864  Placed  an  Bowlers  Rock  (VA),   (withdrawn  when  station  discontinued  1868) 

-1868/69  Relief  duty  (5th  District) 

-1869  Dec  20,  towed  to  New  Orleans  (LA)  by  tender  GERANIUM  arriving  Jan  11,1870; 

both  vessels  then  received  "some  repairs" 

-1870  Placed  on  Galveston  (TX),  replacing  lightship  called  "Galveston"  at  that 

time,  but  later  referred  to  as  "XX" 

-1892  Replaced  by  can  buoy  while  being  repaired 

-1892  Sep  25,  damaged  by  fire  caused  by  defective  lamp 

-1894  Position  moved  1  1/4  mi  eastward  so  that  lightship  fog  signal  would  be 

"nearer  the  end  of  the  jetties" 

-1898  May-Sep,  withdrawn  when  submarine  mines  were  laid  across  Galveston  Harbor 

entrance  during  Spanish- American  War 

-1900  Sep,  parted  chain  during  hurricane,  driven  into  Galveston  Bay  and 

anchored;  "sustained  severe  injury" 

-1906  Apr  23,  withdrawn;  station  discontinued 

-1907  "Laid  up  at  Galveston  with  a  master  and  cook  aboard" 

-1910  Out  of  commission  -  "not  used  as  an  aid  to  navigation" 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1906      AGE:  4i 
SUBSEQUENT  DISPOSITION:  Sold  May  22,  1911 


COMMANDING  OFFICERS:  LV  28 


1881-1893  Martin  Stocker,  Asst  Keeper 
1893-1899  Martin  Stocker,  Master 

1905-1907  Theodore  Colson,  Master 


VESSEL  DESIGNATION:  LV  29 

YEAR  BUILT:  1864 

BUILT  AT:  Philadelphia  (PA)  BUILDER:  Vaughn  &  Fisher 

APPROPRIATION:  $150,000         CONTRACT  PRICE:  $24,000  ($48,000  for  LV  29  8i  34 

(Approp.  1864  for  "construction  &  repair  of  light  boats") 
SISTER  VESSELS:  Hone 

DESIGN:  Wood  -  oak,  yellow  pine  &  locust;  copper  &  iron  fastened;  2  masts,  no 
daymarks 

LENGTH:  101"0'   (loa)   BEAM:  23 ' 6"   DRAFT:  10'6"   TONNAGE:  232  gross 

PROPULSION:  Sail 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps  w/reflectors 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANCES  &  IMPROVEMENTS:  LV  29 

-1878  Extensive  hull  repairs 

-1881  "Thorough"  repairs  following  damage  due  to  August  hurricane  &  grounding 

-1885  New  suit  of  sails  fitted,  awnings  replaced 

-1887  "Badly  worm  eaten",  stem  replaced,  replanked  and  coppered  below  water, 

new  mainmast,  new  water  tanks,  hawsepipes  replaced 

-1895  Major  overhaul 

-1897/98  Repairs,  refitted,  mainmast  replaced 

-1900  Hauled  for  major  repairs,  "as  she  has  not  been  out  of  the  water  for 

over  5  years" 

-1902  Hauled  for  major  structural  repairs  to  stem,  keel,  and  planking 


STATION  ASSIGNMENTS:  LV  29 
1865-1871  Frying  Pan  Shoal  (NO 
1871-1875  Martins  Industry  (SO 
1875-1877  Frying  Pan  Shoal  (NO 
1877-1880  Relief  (SO 
1880-1887  Martins  Industry  (SO 
1887-1888  Relief  (SO 
1888-1892  Frying  Pan  Shoal  (NO 
1893-1906  Relief  (SO 
1906-1911  Martins  Industry  (SO 
1911-1915  Relief  (SO 

(Prior  to  1867  when  No. 29  was  assigned,  official  records  identified  this  vessel 
as  "Frying  Pan") 


HISTORICAL  NOTES:  LV  29 

-1865  Dec  20,  placed  on  Frying  Pan  Shoal  <NC) 

-1866  Jan,  broke  adrift  in  gale 

-1866  Sep  28,  broke  adrift,  found  Oct  10  off  Tybee  (GA),  refitted  and  returned 

to  station  Nov  15 

-1871  Driven  from  station  in  heavy  weather,  taken  in  for  repairs 

-1871  Sep  1,  placed  on  Martins  Industry  (SO  from  which  LV  34  had  gone  adrift 

-1875  Jun  21,  placed  on  Frying  Pan  Shoal  (NO 

-1877  Dec  14,  reverted  to  Relief 

-1880  Apr  26,  placed  on  Martins  Industry  (SO 

-1881  Aug  27,  blown  off  station  in  hurricane;  aground  at  Tybee  Island  (GA); 

taken  in  for  repair  of  extensive  damage;  back  on  station  Feb  1,  1882 

-1887  Jul  23,  reverted  to  Relief  (SO  -  in  need  of  extensive  repairs 

-1888  Nov  27,  placed  on  Frying  Pan  Shoal  (NO,  withdrawn  Dec  1,  1892  &  repaired 

-1893  Jan  1,  reverted  to  Relief  (SO  -  "in  poor  condition" 

-1903  Mar  23,  parted  moorings  and  went  aground  in  Charleston  Harbor 

-1906  Feb  7,  placed  on  Martins  Industry  (SO 

-1911  Dec  16,  reverted  to  Relief  status,  kept  at  Charleston  (SO 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1915      AGE:  52 

SUBSEQUENT  DISPOSITION:  Surveyed,  condemned  and  sold  to  the  highest  bidder  at 

Charleston  (SO,  Sep  15,  1915-  $1667,67 


COMMANDING  OFFICERS:  LV  29 


1892-1893  Antoni  Neilson,  Asst  Keeper 

1893-1894  Antoni  Neilson,  Mate 

1894-1896  Carl  F  Kellin,  Master 

1896-1900  Andrew  Anderson,  Master 

-1913  Edgar  M  Cahoon,  Mate 
1914-1915  B  W  Diggs,  Mate 


VESSEL  DESIGNATION:  LV  30 

YEAR  BUILT:  1863 

BUILT  AT:  Philadelphia  (PA)  BUILDER:  Hillman  &  Streaker 

APPROPRIATION:  None  needed     CONTRACT  PRICE:  ? 

("to  be  paid  from  L  H  Establishment  approp.  for  current  expenses") 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak;  copper  &  iron  fastened;  2  masts 

LENGTH:  92'   (lbp)       BEAM:  23'      DRAFT:  10*6"   TONNAGE:  232  gross 
PROPULSION:  Sail 

ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps 
FOG  SIGNAL:  Hand  operated  bell  and  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  30 

-1864  Replaced  both  anchors  and  chains  lost  in  storm 

-1866  "Supplied  with  heavier  moorings" 

-1867  Jun  20-Aug  9,  hauled  and  repaired  at  Charleston  (SO 

-1868  Mar-Jul,  "thoroughly  repaired" 


STATION  ASSIGNMENTS:  LV  30 
1863-1871  Rattlesnake  Shoal  (SO 

(1865-1868  Position  relocated  temporarily  off  Charleston  Bar  for  evaluation 
as  a  new  and  better  position.  New  position  was  recommended  for  permanent 
use,  but  was  not  adopted  at  the  time) 

(Prior  to  1867  when  No.  30  was  assigned,  official  records  identify  this  vessel 
as  "Rattlesnake") 


HISTORICAL  NOTES:  LV  30 

-1863  Placed  on  Rattlesnake  Shoal  (SO 

-1864  Driven  from  station  by  "severe  storm";  lost  both  anchors  and  chain 
-186b  Relocated  off  Charleston  Bar  temporarily  for  evaluation  of  possible  new 
position,  and  "thus  answer  the  double  purpose  of  warning  vessels  from  Rattle- 
snake Shoal  and  at  the  same  time  form  a  channel  range  over  Main  Ship  Bar.  She 
will  also  serve  as  a  guide  for  vessels  approaching  from  southward  to  clear 
Stono  breakers".  Recommended  new  position  "be  made  permanent",  but  no  action 
-1868?  Moved  back  to  original  Rattlesnake  Shoal  station 
-1871  Aug,  withdrawn  and  "condemned  as  unfit  for  service" 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1871      AGE:  8 

SUBSEQUENT  DISPOSITION:  1872  Jul,  sold  at  public  auction,  Charleston  (SO-  $916 


COMMANDING  OFFICERS:  LV  30 


VESSEL  DESIGNATION:  LV  31 

YEAR  BUILT:  1858 

HO 1 LT  AT :  Ri chmond  <VA)?  BU I LDES :  ? 

APPROPRIATION:  None  CONTRACT  PRICE:  ? 

SISTER  VESSELS:  None 


DESIGN:   Iron  hull,  built  as  steam  tup;  JAMES  GRAY;   later  converted  to  Confederate 
gunboat  LADY  DAVIS;  later  acquired  by  U.S. ,  engines  removed  and  converted  for 
lightship  service 
LENGTH:  111'   (  1  oa )      BEAM:  25'6"   DRAFT:  7'       TONNAGE:  250  gross/with  engines 

PROPULSION:  Steam   (propulsion  machinery  removed  prior  to  use  as  lightship) 


ILLUMINATING  APPARATUS:  Single  lantern  with  3  lard  oil  lamps 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  KQUT PMFNT  CHANGES  &  IMPROVEMENTS:  LV  31 

-1863  "Equipped  as  a  lightship  using  materials  collected  from  Charleston  and 

Port  Royal";  supplied  with  8  tons  of  old  shells  for  ballast 

-1867  Sep,  hauled,  "bottom  very  thin  and  unsafe"  due  to  corrosion 

-1868  Original  deck  "being  too  old  to  admit  of  caulking"  was  sheathed  over  with 

new  planking;  leaking  around  stem  tube  tor  former  propeller  shaft 


STATION  ASSIGNMENTS:  LV  31 
1865-1871  Wreck  of  Weehawken  (SO 

(Prior  to  1867  when  No.  31  was  assigned,  official  records  identify  this  vessel 
as  "Weehawken"  and  "the  Weehawken") 


HISTORICAL  NOTES:  LV  31 

-1858  Built  as  steam  tug  JAMES  GRAY,  operating  at  Richmond  <VA) 

-1860/61  Converted  to  Confederate  gunboat  LADY  DAVIS;  moved  to  Charleston  CSC) 

-1862/63  Engines  removed  and  installed  in  Confederate  ram  PALMETTO  STATE;  vessel 

then  sold  to  "private  parties".  After  Federal  troops  re-occupied  Charleston, 

vessel  was  acquired  and  converted  to  lightship  service  in  1863 

-1865  May  17,  placed  on  Wreck  of  Weehawken,  Charleston  Harbor  (SO 

-1871  Withdrawn  and  later  sold 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1871      AGE:  13 

SUBSEQUENT  DISPOSITION:  1871  Aug,  sold  at  Charleston  CSC) 


COMMANDING  OFFICERS:  LV  31 


VESSEL  DESIGNATION:  LV  32 

YEAR  BUILT:  1862/63 

BUILT  AT:  Baltimore  (MD)  BUILDER:  J. A.  Robb 

APPROPRIATION:  Jun  24,1862     CONTRACT  PRICE:  $27,703  including  "add-ons") 
(Special  authorization,  Secretary  of  Treasury  for  a  Frying  Pan  Shoal  Lightship) 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak  &  chestnut;  iron  fastened;  2  masts 

LENGTH:  100'   (lbp)      BEAM:  24'      DRAFT:  10' 6"   TONNAGE:  ? 
PROPULSION:  Sail 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  lard  oil  lamps 
FOG  SIGNAL:  Hand  operated  bell  and  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  32 

-1863  Feb  18,  turned  over  to  Lighthouse  Board 

-1867  Frequent  problems  with  leaking  -  docked  and  repaired  twice 

-1869  Sails  repaired  and  vessel  painted 

-1873  Repaired  after  collision 

-1877  Extensive  repairs 

-1880  Recaulked 

-1883  Repairs  for  hurricane  damage 


STATION  ASSIGNMENTS:  LV  32 
1863-1864  Frying  Pan  Shoal  (NO 
1864-1871  Martins  Industry  (SO 
1871-1877  Relief  (SO 
1877-1883  Frying  Pan  Shoal  (NO 
1883-1886  Relief  (SO 
1886-1889  Rattlesnake  Shoal  (SO 
1889-1890  Relief  (SO 

(Prior  to  1867  when  No.  32  was  assigned,  official  records  identify  this  vessel 
as  "Frying  Pan"  and  later  as  "Martins  Industry") 


HISTORICAL  NOTES:  LV  32 

-1S63  Jul  4,  placed  on  Frying  Pan  Shoal  but,  in  accordance  with  instructions 

from  "naval  authorities",  no  lights  were  shown  initially 

-1864  Driven  off  station  by  storm;  put  in  to  Port  Royal  CSC) 

-1864  Aug  18,  placed  on  Martins  Industry  (SO 

-1873  May  6,  while  relieving  Frying  Pan  Shoal,  damaged  in  collision  with 

Norwegian  bark  MI  MI 

-1877  Dec  4,  placed  on  Frying  Pan  Shoal  (SO 

-1883  Sep  10,  parted  chain  and  driven  off  station  in  hurricane;  brought  into 

Charleston  far  repair;  completed  in  October;  reverted  to  Relief  status 

-1886  Jul  26,  placed  on  Rattlesnake  Shoal  (SO 

-1886  Annual  report  stated  that  wooden  lightships  were  unsuitable  for  use  in 

(6th)  District  due  to  "insidious"  action  of  Teredo  Naval  is  and  proposed 

that  iron  vessels  be  gradually  substituted. 

-1889  Dec  16,  removed  from  station  due  to  extensive  leaking  from  ship-worm 

damage;  later  "virtually  sank  into  the  mud"  while  docked  at  Charleston 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1889      AGE:  26 

SUBSEQUENT  DISPOSITION: 

-Jun  30,  1890,  sold  at  public  auction,  Charleston  (SO  -  $850 


COMMANDING  OFFICERS:  LV  32 


VESSEL  DESIGNATION:  LV  33 

YEAR  BUILT:  1857 

BUILT  AT:  Philadelphia  Navy  Yard      BUILDER:  same 

APPROPRIATION:  ?  CONTRACT  PRICE:  ? 

("probably  paid  from  appropriation  lor  Cornfield  Point  light-vessel") 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak  framed  and  planked,  yellow  pine  deck;  2  masts;  2  red 
hoop-iron  daymarks  "covered  v/ith  canvas  &  triced  up  during  day";  "painted  r«  ; 
with  RELIEF  in  white  letters";  4640  lb  mushroom  anchor  &    2  lighter  spares 
LENGTH:  81' 6"  BEAM:  22'      DRAFT:  8 ' 8"    TONNAGE:  "about  260" 

(also  listed  at  150) 
PROPULSION:  Sail-  schooner  rig 


ILLUMINATING  APPARATUS:  2  lanterns  each  with  8  oil  lamps  &  12"  reflectors 
FOG  SIGNAL:  Hand  operated  1000  lb  bell  and  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  33 

-1861  Dec,  repaired  at  New  Bedford  < MA > 

-1868  "Thoroughly  overhauled" 

-1869  "Thoroughly  repaired"  before  moving  to  Tybee  Island  Knoll  station 

-1872  "General  condition  is  very  bad";   (no  repairs  having  been  made  since  1869) 

"not  worth  repairs" 


STATION  ASSIGNMENTS:  LV  33 
1857-1861  Relief  (2d  District) 
1862-1864  Martins  Industry  (SO 
1864-1868  Relief  (6th  District) 
1868-1869  Fishing  Rip  (SO 
1869-1872  Tybee  Island  Knoll  (GA) 

(Fishing  Rip  station  discontinued  1869) 

(Prior  to  1867  when  No.  33  was  assigned,  official  records  identify  this  vessel 
as  "the  Relief",  and  later  as  "Martins  Industry") 


HISTORICAL  NOTES:  LV  33 

-1857  Jan  27,  delivered  to  New  Bedford  (MA);  "Relief  vessel  for  the  District' 

-1861  Dec,  moved  to  Port  Royal  (SO 

-1862  Placed  on  Martins  Industry  (SO  "to  facilitate  Naval  movements  at  Port 

Royal"  in  place  of  former  light  vessel  "destroyed  by  insurgents" 

-1864  Aug  17,  withdrawn  and  assigned  as  Relief  (6th  District) 

-1868  May  21,  Placed  on  Fishing  Rip  (SO  (replacing  LV  34) 

-1869  Withdrawn,  when  Fishing  Rip  station  discontinued,  then  placed  on 

Tybee  Island  Knoll  (GA) 

-1872  Sep  6,  withdrawn  (relieved  by  LV  21  which  remained  until  station  was 

discontinued);  LV  33  reported  to  be  "unfit  for  repairs"  and  was  sold  1873 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1872      AGE:  15 

SUBSEQUENT  DISPOSITION:  Sold  at  public  auction,  Charleston  (SO,  187C 


COMMANDING  OFFICERS:  LV  3'. 


VESSEL  DESIGNATION:  LV  34 

YEAR  BUILT:  1865 

BUILT  AT:  Philadelphia  (PA)  BUILDER:  Vaughn  &  Fisher 

APPROPRIATION:  $150,000         CONTRACT  PRICE:  $24,000  C$48,000  for  LV  29  &  34) 
(Jul  2,  1864  for  2  light-vessels,  unspecified) 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  live  oak,  white  oak  &  yellow  pine;  galvanized  iron,  copper  & 
treenail  fastenings 

LENGTH:  101' 10"  (loa)  BEAM:  23'      DRAFT:  11' 0"   TONNAGE:  218  displ,  150  gross 
PROPULSION:  Sail 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  fountain-burner  oil  lamps 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  34 

-1868  "Completely"  repaired  but  "defects"  found  in  mast 

-1872  Extensive  repairs  Jun  2  -  Oct  29,  Wilmington  (NO 

-1886  Jul,  badly  worm-eaten  on  both  sides;  repaired,  recaulked,  resheathed  and 

rolling  keels  replaced;  new  mainmast,  new  hawse  pipes  and  new  water  tanks 

-1894  Repaired  for  damage  by  2  hurricanes  -  $1,800 

-1898  Nov  16-Dec  27,  major  overhaul  and  refit 

-1900  May  IS,  hauled  for  replacement  of  hull  timbers 

-1901  Nov  7-Dec  10,  4HP  oil  engine,  compressor,  and  8"  chime  whistle  installed 

-1904  Wireless  equipment  and  operator  supplied  by  USN;  apparently  discontinued 

-1916  Feb,  fog  signal  changed  to  air  diaphone  (this  was  the  first  US  lightship 

to  be  equipped  with  a  diaphone) 

-1916  Feb,  Illuminant  changed  from  oil  to  acetylene 

-1919  Equipped  with  radio;  discontinued  1923 


STATION  ASSIGNMENTS:  LV  34 
1866-187b  Relief  (6th  District) 
1871-1875  Frying  Pan  Shoal  (NO 
1876-1880  Martins  Industry  (SO 
1880-1886  Rattlesnake  Shoal (SO 
1887-1892  Martins  Industry  (SO 
1892-1894  Rattlesnake  Shoal  (SO 
1894-1924  Charleston  (SO 

(1866  Mar  11  -  1868,  temporary  duty  at  Fishing  Rip  (SO 

(1894  May  31,  Rattlesnake  Shoal  station  moved  and  renamed  Charleston) 

(Prior  to  1867  when  No.  34  was  assigned,  official  records  identify  this  vessel 

as  "Relief") 


HISTORICAL  NOTES:  LV  34 

-1866  Mar  11,  Placed  " tempor ar 1 1 y"  on  Pishing  Rip  while  In  Relief  status 
lost  anchor  &    30  fathoms  chain  from  loose  shackle  pin 
Jul,  "accidentiy  sunk"  at  Wilmington  (NO  while  being  repaired 
i  Martins  Industry" 

withdrawn  for  repairs;  completed  Aug  1880  but  remained  unassigned 
placed  on  Rattlesnake  Shoal  (SO 

parted  chain  in  hurricane;  replaced  on  station  Aug;  31 
leaking;  withdrawn  for  repairs 
placed  on  Martins  Industry  (SO 
on  Rattlesnake  Shoal  (SO;  Aug  27/28  blown  off  station  by  hurricane 
parting  both  chains  and  losing  both  anchors.  Driven  ashore  at  Long  Island  Beach 
(SO,  40  feet  above  low  water  mark.  While  beached,  damaged  bv  a  2nd  hurricane  in 
Oct.  Hauled  off  in  1894  and  brought  to  Charleston  for  repairs 

-1894  May  31,  placed  on  Charleston  (SO  (Rattlesnake  Shoal  station  was  relocated 
and  renamed  Charleston  at  this  time) 

-1904  Nov,  wireless  telegraph  equipment  installed  and  operator  provided  by  Navy 
but  apparently  was  later  discontinued 

More  notes: 
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RETIRED  FROM  LIGHTSHIP  DUTY:  1924      AGE:  59 
SUBSEQUENT  DISPOSITION:  Condemned  and  sold  during  1924 


COMMANDING  OFFICERS:  LV  34 
1874-1893  John  McCormick,  Keeper 
1894-1896  Antoni  Neilson,  Master 
1896-1899  Carl  F  Kellin,  Master 

1906-      Carl  F  Kellin,  Master 

-1917  Antoni  Nielson,  Master 

1917-1919  John  W  Fuliwood,  Master 

1917  Mathew  Slavich,  Mate 

1917  Joseph  P  Francis,  Mate 
1917-1918  Charles  Rose,  Mate 

1918-1921  Victor  Karlson,  Mate 

1919  George  Larsen,  Master 

1919-1924  John  A  Jansson,  Master 


VESSEL  DESIGNATION:  LV  35 

YEAR  BUILT:  1855 

BUILT  A'l  :  Philadelphia  Navy  Yard      BUILDER:  same 

APPROPRIATION:  $100,000         CONTRACT  PRICE:  ? 

(Appiop.  far  "replacing  Martins  Industry  and  repairing  one  for  Claibouge  Sound") 
SISTER"  VESSELS:  None 

DESIGN:  Wood  trained  &  planked 

LENGTH:  ?  BEAM:  ?        DRAFT:  ?        TONNAGE:  ? 

PROPULSION:  Sail 

ILLUMINATING  APPARATUS:  ? 
EOG  SIGNAL:  ? 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  35 

-1857  "All  necessary  repairs"  made  and  "new  illuminating  apparatus  substituted" 

-1867  "Thoroughly  repaired" ,  refitted  and  supplied  after  being  raised,  but 
found  to  be  badly  rotted 


STATION  ASSIGNMENTS:  LV  35 
1856-1861  Martins  Industry  CSC) 


(1861  Seized  and  sunk  in  Savannah  River  by  Confederate  forces) 
(1867/1868  Raised  and  repaired,  but  badly  rotted;  surveyed  and  condemned) 
(Prior  to  1867  when  No.  35  was  assigned,  official  records  identify  this  vessel 
as  "Martins  Industry") 


HISTORICAL  NOTES:  LV  35 

-1856  Mar  1,  placed  on  Martins  Industry  (SO 

-1861?  "Seized  and  sunk  in  Savannah  River  by  rebels" 

-1867  Raised  and  taken  to  Savannah  for  repairs 

-1868  After  fitting  out,  "evidence  of  serious  decay  being  observed,  a  thorough 

survey  was  held  upon  her,  resulting  in  her  condemnation.  Nearly  every  part  of 

her  hull  was  pervaded  by  dry  rot.  She  was  accordingly  stripped  of  every 

appurtenance  which  could  be  of  service  to  the  lighthouse  establishment",  then 

sold 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1868      AGE:  13 

SUBSEQUENT  DISPOSITION:  1868  Sep  25,  sold  at  auction,  Savannah  <GA> 


COMMANDING  OFFICERS:  LV  35 


VESSEL  DES IGNAT  ION :   LV  36 


NUMBER  36  WAS  NOT  USED  TO  DESIGNATE  ANY  U.S.  LIGHTSHIP 


VESSEL  DESIGNATION:  LV  37 

YEAR  BUILT:  1869 

BUILT  AT:  Philadelphia  (PA)  BUILDER:  John  W.  Lynn 

APPROPRIATION:  $100,000         CONTRACT  PRICE:  ? 

(Approp.  Mar  3  1869  "for  constmction  oi  2  relief  vessels",  used  for  LV  37  &  38) 
SISTER  VESSELS:  None 

DESIGN:  Wood-live  oak,  white  oak  &  yellow  pine;  copper  &  galv.  iron  fastened; 
bowsprit;  2  masts;  daymark  on  main  only 

LENGTH:  98' 0"  (lbp)    BEAM:  23' 6"   DRAFT:  10' 6"   TONNAGE:  242  gross 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns  each  with  6  oil  lamps 
FOG  SIGNAL:  Hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  37 

-1872  Supplied  with  4000  lb  mushroom  &  chain  purchased  from  Navy  Dept 

-1875  Hauled  and  thoroughly  repaired  -  $2143.03 

-1876  Overhauled  and  repaired 

-1880  Apr  15-0ct  12,  hauled  and  found  in  bad  condition;  "not  a  timber  between 

wind  and  water  was  not  decayed"  -  Rebuilt 

-1881  Jul  28-0ct  6,  brought  to  Wilmington  <DE)  for  repairs 

-1883  Jul  8-Aug  1,  new  mainmast  &  rigging,  new  tiller  chains,  lantern  houses 

lined  with  tin  and  floored  with  copper 

-1885  Deck  recaulked  on  station,  2  new  boats  supplied 

-1890  Feb  12-Mar  6,  at  Wilmington  (DE),  new  rudder  and  mainmast,  galley  refitted 

-1892  Dec,  extensive  repair  &  refit  prior  to  Relief  duty  assignment 


STATION  ASSIGNMENTS:  LV  37 
1869-1876  Five  Fathom  Bank  (NJ> 
1876-1888  Winter  Quarter  Shoal  <VA) 
1888       Relief  (4th  District) 
1888-1892  Fenwick  Island  Shoal  (DE) 
1892-1893  Relief  (4th  District) 


HISTORICAL  NOTES:  LV  37 

-1869  Dec  15,  placed  on  Five  Fathom  Bank  (NJ  > 

-1872  Mar,  parted  chain  and  drifted;  picked  up  replaced  on  station  by  Revenue 

steamer  COLFAX 

-1874  Jan  16,  parted  chain  and  drifted  3/4  mi  E  x  S;  continued  to  show  lights 

until  Mar  2,  when  repositioned  by  tender 

-1874  Apr  22,  liberty  boat  capsized  while  crossing  Cold  Spring  bar;  4  crewmen 

lost , "keeper"  was  rescued  by  pilot  boat 

-1875   Dec  14,  parted  chain  and  anchored  1  mile  seaward  of  station;  continued  to 

show  lights  until  repositioned  Dec  20 

-1876  Oct  4,  placed  on  Winter  Quarter  Shoal  'VA' 

-1877  Apr  10,  broke  adrift  and  "took  refuge"  in  Hampton  Roads,  returning  to 

station  under  sail  Apr  17 

-1878  Jun  31,  shipped  a  heavy  sea  which  threw  the  3500  lb  spare  anchor  inboard 

onto  the  foredeck,  destroyed  forward  lantern  house  and  damaged  the  lantern 

-18HS  May  18,  withdrawn  and  assigned  Relief  duty;   (replaced  by  LV  45) 

-J  388  Oct  29,  placed  on  Fenwick  Island  Shoal  <DE> 

-1892  "Soon  to  be  replaced  by  a  steam  propelled  light  vessel" 

-1892  Withdrawn  and  brought  to  Edgemoor  Depot  "for  use  as  Relief  vessel" 

More  notes:  LV  37 

-1893  Aug  23/24,  while  relieving  Five  Fathom  Bank  <NJ)  hurricane  force  winds 
came  up  on  Aug  23.  Breaking  seas  boarded  the  vessel  frequently  and  she;  devel- 
oped a  list  to  port  believed  to  have  been  caused  by  spare  chain  ranged  on  deck 
which  had  slid  into  lee  scuppers.  During  a  lull,  vessel  was  struck  broadside  by 
4  successive  seas,  capsized,  and  sank  immediately  at  0147  Aug  24.  Four  of  six 
men  aboard  were  lost;  two  picked  up  by  pilot  boat.  Investigation  concluded  that 
the  main  hatch  cover  had  not  been  adequately  secured,  companionway  and  other 
deck  openings  had  not  been  closed,  and  chain  had  not  been  veered  to  full  scope 
as  required  by  regulations;  and  that  the  vessel  could  have  survived  "had  proper 
action  been  taken."  "If  the  Assistant  Keeper  had  been  a  man  of  larger  experience 
and  more  resources. . .water  could  have  been  kept  out".   Assistant  Keeper  went 
down  with  the  ship. 

RETIRED  FROM  LIGHTSHIP  DUTY:  1893      AGE:  24 

SUBSEQUENT  DISPOSITION:  First  US  lightship  sunk  on  station;  salvage  considered 
impractical,  therefore  wreck  was  "blown  up  and  destroyed"  by  the  USS  VESUVIUS 
Oct  16,  1893 


COMMANDING  OFFICERS:  LV  31 


HISTORICAL  NOTES:  LV  38 

-1870  Based  at  Woods  Hole  (MA)  as  Relief 

-1871  Towed  to  Charleston  <SC) ,  Sep  11  placed  on  Rattlesnake  Shoal  <SC) 

"temporarily"  while  assigned  vessel  under  repair,   (however,  remained  in  6th 

District  thereafter  until  retired) 

-1881  "Stationed  at  Charleston  (SO  as  Relief  vessel" 

-1883  Sep  14,  placed  on  Frying  Pan  Shoal  (NO 

-1886  Jan,  parted  chain  in  heavy  gale,  worked  back  to  station  but  leaking  so 

came  into  port  for  repair;  repositioned  on  station  Jan  24 

-1889  Reported  "moored  in  Charleston  Harbor  ready  for  immediate  service" 

-1889  Dec,  placed  on  Rattlesnake  Shoal  (SO 

-1891  Reported  in  "fair  condition",  "copper  sheathing  badly  worn" 

-1892  Reported  in  "poor  condition",  and  "in  need  of  extensive  repair" 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:   1892      AGE:  22 

SUBSEQUENT  DISPOSITION: 

-1892  Dec  5,  sold  at  public  auction,  Charleston  (SO  -  $300 


COMMANDING  OFFICERS:  LV  38 


VESSEL  DESIGNATION:  LV  38 

YEAR  BUILT:   1869/70 

BUILT  AT:  Boston  (MA)  BUILDER:  John  J  Curtis 

APPROPRIATION:  $100,000         CONTRACT  PRICE:  ? 

(Approp.  Mar  3,  1869  "for  construction  of  2  relief  vessels" -used  for  LV  37  &  38) 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  oak  &  yellow  pine;  copper  &  iron  fastened;  2  masts 

LENGTH:  92' 0"  (lbp)    BEAM:  22 ' 5"   DRAFT:  11'      TONNAGE:  232  gross 

(depth) 
PROPULSION:  Sail-  schooner  rig 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps  &  12"  reflectors 
FOG  SIGNAL:  Hand  operated  900  lb  bell  and  Anderson  hand  operated  fog  horn 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  38 

-1871  Recaulked  and  painted 

-1875  "undergoing  repairs  at  Charleston"  (SO;  returned  to  station  Sep  4 

-1881  Jun,  "Thoroughly  repaired" 

-1882  Mar,  repaired 

-1885  New  water  tanks  installed 

-1886>  Jan-Jun,  extensive  overhaul;  worm-eaten  stem  &  planking  repaired, 

recaulked  &  recoppered,  new  masts  and  hawsepipesj  fitted  -  $3084.66 


STATION  ASSIGNMENTS:  LV  38 

1870-1871  Relief  (MA) 

1873-1880  Rattlesnake  Shoal  (SO 

1881-1883  Relief  (SO 

1883-1888  Frying  Pan  Shoal  (NO 

1888-1809  Relief  (SO 

1889-1892  Rattlesnake  Shoal  (SO 


VESSEL  DESIGNATION:  LV  39 

YEAR  BUILT:  1875 

BUILT  AT:  Pelham  (NY)  (City  Island)   BUILDER:  David  Carl! 

APPROPRIATION:  $50,000  CONTRACT  PRICE:  $42,200 

CApprop.  "For  building  a  relief  light-ship  for  general  service" 
SISTER  VESSELS:  None 

DESIGN:  Wood-  white  oak  &  locust;  copper  &  galvanized  iron  fastened;  2  masts, 
daymarks  on  both;  smokestack  forward  of  mainmast;  2  aux.  steam  boilers,  steam 
pump  and  steam  fog  signal  machinery 
LENGTH:  119' 6"  (loa)   BEAM:  26' 9"   DRAFT:  12' 6"   TONNAGE:  387  gross 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  Argand  fountain  burner  oil  lamps 

FOG  SIGNAL:  12"  steam  whistle,  hand  operated  bell 

(First  US  lightship  to  be  equipped  with  steam  fog  signal  when  built) 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  39 

-1879  Recaulked  and  boilers  overhauled 

-1882  Hull  and  boiler  repairs  at  New  Bedford;  extensive  rot 

-1887  Rotten  timbers  replaced  at  New  Bedford;  also  repaired  1889,1891,1893 

-1897  Extensive  repairs  prior  to  being  transferred  to  3d  District 

-1899  Jul  25-Mar  8,  1900,  extensive  overhaul  and  refit 

-1905  Brought  in  for  repair,  having  been  continuously  on  station  since  1900 

-1909  6"  fog  whistle  added;  12"  whistle  retained 

-1911  Equipped  with  submarine  bell  signal 

-1919  Equipped  with  radio;  discontinued  1923 

-1921  Lanterns  &  lantern  houses  removed,  foremast  replaced  with  tall  steel 

skeleton  light  structure  with  acetylene  lamp,  no  light  installed  on  mainmast 


STATION  ASSIGNMENTS:  LV  39 
1875-1876  Vineyard  Sound  (MA) 
1876-1877  Five  Fathom  Bank  (NJ) 
1877-1897  Relief  (MA) 
1897       Relief  (NY) 
1897-1935  Brenton  Reef  (RI) 

(1876  Five  Fathom  Bank  station  moved  3  mi  South  due  to  discovery  of  shoaling  in 
the  vicinity  of  lightship) 


HISTORICAL  NOTES;  LV  39 

-187b  Nov  16,  stationed  on  Vineyard  Sound  (MA) 

-1376  Jun  14,  relieved  Five  Fathom  Bank  CNJ )  (replacing  LV  7    which  returned  to 

Staten  island  lor  repair) 

-1877  Jun  19,  returned  to  2d  District,  and  assigned  Relief  dutv 

-1879-1882  Remained  at  Woods  Hole  Depot  except  while  under  repair 

-1883  Nov— Feb,  relieved  Vineyard  Sound 

-1884/85  Remained  at  Woods  Hole  (apparently  seldom  used  due  to  rotten  condition) 

-1886  Aug  28-Oct  16,  relieved  Vineyard  Sound;  Dec  30-'JIar  11  1887,  relieved 

Pollock  Rip 

-1887  Extensive  overhaul,  rotten  timbers  and  planking  replaced 

-1888  Sep  18-?,  relieved  Pollock  Rip 

-1889  Jul  25-Qct  3,  relieved  Vineyard  Sound  and  "several"  lightships 

-1890  May  26— Jun  30,  relieved  Vineyard  Sound 

-1891  Apr  9-Jun  28,  relieved  Vineyard  Sound;  Jul,  boiler  &  machinery  repairs 

-1892/3  "supplied  with  new  riding  stopper  prior  to  going  on  Nantucket  New  South 

Shoal"  as  relief  -  no  dates  given 

-1894/96  Remained  at  Woods  Hole  during  both  years 

-1895  Oct  1-Jan  15  1896,  relieved  Great  Round  Shoal 

More  notes:  LV  39 

-1896  Jan  3 5-Feb  18,  relieved  Pollock  Rip;  May,  repaired;  Jul  5-Jul  30, 

relieved  Boston;  Aug  14-Jan  24  1897,  relieved  Vineyard  Sound 

-1897  Jun  12,  transferred  to  3d  District,  towed  to  Staten  Island  by  AZALEA; 

relieved  Fire  Island  LV  58  from  Jul  15  to  Sep  20;  then  assigned  to 

Brenton  Reef  (RI)  taking  station  Nov  4,  1897 

-1905  Relieved  for  repair  "having  been  continuously  on  station  since  1899" 

-1905  Aug,  struck  by  battleship  USS  i OWA ,  carrying  away  part  of  lightship's 

stem  and  causing  damage  to  headstays 

-Remained  assigned  to  Brenton  Reef  station  until  1936 


RETIRED  FROM  LIGHTSHIP  DUTY:  1935      AGE:  60 

SUBSEQUENT  DISPOSITION:  Reported  by  Boston  Globe  to  be  in  use  as  floating  rest- 
aurant at  Gloucester  (MA) in  1960's;  observed  in  use  as  Coast  Guard  Auxiliary 
clubhouse,  Boston  (MA)  in  1967;  sank  in  1975  <"age  100)  while  being  towed  to  a 
shipyard  at  Beverly  (MA);  not  salvaged 

COMMANDING  OFFICERS:  LV  39 

1897  (Jun-Aug)  Jacob  C  Flinkfelt,  Master 
1898-      Edward  Fogarty,  Master 

-1917  Charles  A  Hawkins, Mate 

1917-1919  Karl  M  Larsen,  Mate 

1919  Fred  J  Worth,  Mate 

1919-1922  Martin  Berg,  Mate 

1922-1923  Harold  White,  Mate 

1923-1927  Theodor  Anderson,  Mate 

-1927  Charles  Steijen,  Master 

1927-  Theodor  Anderson,  Master 
1927  John  B  Keiley,  Mate 

1927-1929  Frederic  Sundloff,  Mate 

1928-  August  E  Gustafson,  mate 


VESSEL  DESIGNATION:  LV  40 

YEAR  BUILT:  1875 

BUILT  AT:  Wilmington  <DE>  BUILDER:  Blythe,  Jackson  &  Sharp  Co. 

APPROPRIATION:  $50,000  CONTRACT  PRICE:  $39,200 

(Used  approp.  for  Winter  Quarter  Shoal  lightship) 
SISTER  VESSELS:  None 

DESIGN:  Wood  -  white  oak;  copper  &  iron  fastened;  2  masts  with  daymarks;  smoke- 
stack ahead  of  mainmast;  2  aux.  steam  boilers  and  steam  pump 

LENGTH:  114' 5"  (loa)   BEAM:  27*      DRAFT:   14'      TONNAGE:  349  ("old  measure") 

PROPULSION:  Sail-  schooner  rig,  fore  and  main  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps 
FOG  SIGNAL:  12"  steam  whistle,  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  40 

-1876  Supplied  with  new  5,700  lb  mushroom  anchor 

-1878  Overhauled  and  resalted 

-1880  Jul  17-Sep  26,  extensive  repairs 

-1882  Jul,  repairs  following  storm  damage 

-1883  Aug  2,  boilers  replaced;  spencer  masts  replaced  -  $4556.22 

-1889  Sep,  hurricane  damage  repaired 

-1891  Apr,  repairs  to  fog  signal  machinery 

-1893  Jul  6-Sep  13,  hauled  &  recoppered;  extensive  refit 

-1897  Jun,  refitted  &  resupplied 

-1899  Jul  15-Aug  21,  "general  overhaul",  boilers  replaced 

-1901  Oct4-Nov  16,  found  in  poor  condition,  leaking  and  in  need  of  rebuild 


STATION  ASSIGNMENTS:  LV  4  0 
1875-1877  Pollock  Rip  <MA> 
1877-1904  Five  Fathom  Bank  (NJ ) 

(1894  Sep  1,  Five  Fathom  station  moved  1  5/8  mi  SSE  1/2  E 


HISTORICAL  NOTES:  LV  40 

-1875  Sep,  placed  on  Pollock  Rip  (MA),  withdrawn  1877;  overhauled  for  transfer 

-1877  Jim,  transferred  to  4th  District;  placed  on  Five  Fathom  Bank  CNJ) 

-1880  Dec  26,  boarding  seas  flooded  forecastle  and  cabin,  stove  in  boats  and 

parted  chain;  worked  in  to  Delaware  Breakwater  Jan  2,  1881 

-1889  Mar  16,  broke  adrift;  again  on  Apr  7;  and  again  Sep  10,  in  hurricane 

-1891  Apr,  fog  signal  machinery  failed;  replaced  by  C&GS  schooner  DRIFT  and  a 

whistle  buoy;  brought  in  for  repairs 

-1894  Sep  1,  station  position  moved  1  5/8  mi  SSE  1/2  E 

-1897  Jun  5-29,  replaced  by  whistle  buoy  while  being  repaired 

-1901  Vessel  in  poor  condition,  $90,000  appropriation  requested  for  replacement 

-1903  Appropriation  approved  and  bids  advertised  for  steam  propelled  vessel 

-1904  Dec  4,  withdrawn  and  condemned  Dec  12 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1904      AGE:  29 

SUBSEQUENT  DISPOSITION:  Oct  10,  1905  -  Sold  at  public  auction,  Edgemoor  Light- 
house Depot  CDE) 


COMMANDING  OFFICERS:  LV  4  0 


1897-1898  Frederick  H  Sparling,  Master 
1898-1904  Horatiow  S  Pierson,  Master 


VESSEL  DESIGNATION:  LV  41 

YEAR  BUILT:  1876 

BUILT  AT:  Portland  (CT) 


BUILDER:  S.  Gildersleeve  &  Sons 


APPROPRIATION:  $50,000  CONTRACT  PRICE:  $33,000 

(Approp.  Jan  23,1874  "for  fog  signals  on  It-ships  at  entrance  to  Vineyard  Sound' 
SISTER  VESSELS:  None 

DESIGN:  Wood-  white  oak  &  locust;  copper  &  galv.  iron  fastened;  bowsprit; 
2  masts  with  daymarks;  stack  forward  of  mainmast;  2  aux.  steam  boilers 

LENGTH:  120*6"  (loa)   BEAM:  26' 9"   DRAFT:   11"0" 

PROPULSION:  Sail-  schooner  rig,  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  having  8  oil  lamps 

FOG  SIGNAL:  "Browns  fog  siren",  operated  by  compressed  air  supplied  by  a 
caloric  engine;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  41 

-1877  Dec,  new  "trumpet"  supplied,  hull  resalted 

-1882  Steam  fog  signal  machinery  substituted  for  hot  air  system 

-188?  Bowsprit  removed 

-1910  Equipped  with  submarine  bell  signal 

-1911  Compressed  air  fog  signal  machinery  and  12"  whistle  replaced  steam  siren 

-1913  Fog  signal  changed  to  air  siren 

-1919  Equipped  with  radio;  discontinued  1923 

-1920  Illuminant  changed  from  oil  to  acetylene;  light  characteristic  from  2 

fixed  red  to  1  flashing  white;  forward  lantern  house  and  spencer  mast  removed; 

acetylene  lens  lanterns  installed  at  both  mastheads 

-1929  Submarine  bell  signal  discontinued 


STATION  ASSIGNMENTS:  LV  41 
1876-1910  Vineyard  Sound  (MA) 
1910-1915  Hedge  Fence  (MA) 
1915-1924  Vineyard  Sound  (MA) 
1924-1930  Handkerchief  Shoal  (MA) 
1930-1933  Hedge  Fence  (MA) 

(Records  for  1881  state  "she  is  moored  NNE  and  SSV"  with  two  7b  fathom  chains 
leading  to  a  swivel  and  thence  with  60  fathoms  of  chain  leading  inboard) 
(1933  Jun  12,  Hedge  Fence  station  discontinued) 


HISTORICAL  MOTES:  LV  41 

-1876  Mov  13,  stationed  on  Vineyard  Sound  <MA>,  replacing  LV  39 

-1379  Appropriation  requested  far  replacement  of  "unsuitable"  fog  signal 

-Broke  adrift  1879  Feb  21  and  once  in  1881 

-1883  Nov,  parted  chain,  came  to  anchor  In  Tarpaulin  Cove  but  fouled  a  schooner 

"doing  much  damage  to  both";  returned  to  station  Feb  2,  1884 

-1386  Jan  9,  broke  adrift,  replaced  on  station  Jan  12  using  a  single  anchor 

-1889  Oct,  parted  chain  and  went  adrift.  Apr  19  in  collision  with  steamer 

-1890  May  10-11,  parted  chain  and  adrift 

-1891  Feb  15-19,  adrift  and  replaced  on  station  by  tender  GERANIUM  from  Boston; 

again  broke  adrift  Mar  4,  in  NV  gale,  coming  to  anchor  off  East  Chop  Light 

-1891  "lights  shown  were  changed  from  fixed  white  to  fixed  red";  fog  signal 

operated  1,134  hours  during  the  year  using  62  tons  of  coal  out  of  103  tons 

total  coal  consumption 

-1893  In  collision  with  barges  Jan  1  and  Oct  23 

-1904  In  collision  with  tug  AARON  M  BANGS 

-1915  Jun  10,  placed  on  Vineyard  Sound,  withdrawn   1924,  Oct  7 


More  notes: 

-1923  Apr  29,  took  aboard  21  survivors  from  SS  SEACONNET  which  sank  1  mi 
south  of  lightship  with  loss  of  7  crew.  Lightship  provided  food  and  dry 
clothing  until  survivors  removed  by  tender  ANEMONE  and  taken  to  New  Bedford 
-1924  Oct  28,  placed  on  Handkerchief  Shoal,  withdrawn  1930,  Aug  28 
-1930  Oct  19,  placed  on  Hedge  Fence 

-1933  Jun  12,  withdrawn  when  Hedge  Fence  station  discontinued  and  assigned 
as  Relief;  laid  up  and  out  of  commission  Jul  1,  1933 


RETIRED  FROM  LIGHTSHIP  DUTY:  1933      AGE:  41 
SUBSEQUENT  DISPOSITION:  Sold  Oct  29,  1934 


COMMANDING  OFFICFRS:  LV  41 


1887-1893  George  W  Thompson,  Keeper 
1894-1897  George  W  Thompson,  Master 
1897-1899  Francis  Hallett,  Master 
1899-1903  George  V  Thompson,  Master 
1903-1913  Ernest  Vest,  Master 
1913-1921  Joseph  F  Baxter,  Master 

-1914  J  aim  Hansen,  Mate 
1914-1915  Zemira  C  McDonald,  Mate 
1915-1922  Frank  H  Nickerson,  Mate 
1921-1930  R  E  B  Phillips,  Master 
1925-1927  Ernest  L  Snow,  Mate 
1927-1928  John  B  Dupre,  Mate 
1928-1933  Louie  V  Veeder ,  Mate 
1930-1931  J  B  Frizzel,  Master 


VESSEL  DESIGNATION:  LV  42 

YEAR  BUILT:  1877 

BUILT  AT:  Brooklyn  (NY)  BUILDER:  J.D.  Learv 

(Approp.  1876  Jul  31,  "lightship  with  steam  fog  signal  for  an  outside  station") 
APPROPRIATION:  $50,000  CONTRACT  PRICE:  $40,796 

SISTER  VESSELS:  None 

DESIGN:  Wood-  white  oak  &  locust;  copper  &  galv.  iron  fastened;  2  masts  with 

daymarks  on  both;  small  stack  ahead  of  mainmast;  2  aux.  steam  boilers  &  steam 

pump 

LENGTH:   121 '7"  (loa)   BEAM:  26 ' 6"   DRAFT:  10' 6"  TONNAGE:  410  gross 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps 

FOG  SIGNAL:  "Siren  operated  by  hot-air  engine";  hand  operated  bell 


2  and  May  3- J 
of  the  govern 


CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV 

-Underwent  extensive  repairs  1887  Sep  18-Apr  4  1888;  1891  Mav  19-Jun  31; 

1898  Nov  23- Jan  3  1899;  1900  Aug  28-Oct  1 

-Other  repairs  and  refits  1886  Dec-Mar  1887;  1895  Oct  1-Nov 

1901  Sep  2-0ct  7;  1904  Nov  6-29 

-1877  Reported  "largest  &  strongest  lightship  in  possession 

-1878  Hot-air  driven  fog  signal  reported  "wholly  unsuitable' 

-1880  Mushroom  replaced  with  3  "ordinary"  anchors  placed  N,E,  &  SV  of  pos: 

-1882  12"  whistle  and  steam  fog  signal  machinery  replaced  hot  air  system 

-1895  Hornsby-Ackr oyd  oil  engine  and  compressor  replaced  steam  fog  signal 

-1910  Equipped  with  submarine  bell  signal;  fog  signal  changed  to  10"  air  whistle 

-1919  Equipped  with  radio;  discontinued  1923 

-1926  Masts  removed  &  replaced  with  steel  lattice  light  structure  amidships; 

equipped  with  acetylene  lens  lantern;  light  changed  from  fixed  to  flashing 


42 

un  1  ; 
merit" 
i  t  ion 


STATION  ASSIGNMENTS:  LV  42 
1377-1892  Pollock  Rip  (MA) 
1892-1913  Great  Round  Shoal  (MA) 
1913-1932  Hen  and  Chickens  (MA) 

(1883  Position  moved  3/4  mi  NW) 

(188G  "If  Northeast  Slue  Channel  continues  to  change. . . .may  be  necessary  to 

put  the  ship  on  range  with  Sankaty  Head  Light  and  abandon  the  Slue  Channel") 


HISTORICAL  NOTES:  LV  42 

-1877  Dec  1,  placed  on  Pollock  Rip  <MA) 

-1880  Dec  26,  parted  chain  and  adrift 

-1881  In  collision  once  during  year;  colliding  vessel  sank  near  station 

-1882  Broke  adrift  once  during  year 

-1884  In  collision  twice  during  the  year 

-1885  In  collision  twice  during  the  yesar 

-1886  Dec  26,  broke  adrift  in  gale;  taken  to  New  Bedford  for  repair;  returned 

to  station  Mar  1887 

-1887  Apr  2,  broke  adrift  in  gale  and  blown  60  miles  to  sea,  returned  to  station 

under  sail  Apr  15 

-1887  In  collision  twice  during  the  year 

-1888  Nov  26,  broke  adrift;  returned  to  station  by  chartered  tug  Dec  29 

-1889  In  collision  Mar  28  and  Mar  31 

-1891  Oct  4,  broke  adrift;  picked  up  by  AZALEA  and  towed  to  Hyannis  Oct  15; 

repositioned  on  station  Oct  16 

-1892  Mar  1,  parted  chain;  anchored  SW  of  Great  Point;  replaced  on  station  Mar  6 

-1892  Fog  signal  operated  1146  hours  during  year,  consuming  59  tons  of  coal 

More  notes:  LV  42 

-1892  Nov  1,  placed  on  Great  Round  Shoal;  with  LV  47  being  simultaneously 

transferred  to  Pollock  Rip 

-1893/94  Remained  on  station  continuously  during  both  years 

-1895  Jul  1,  fog  signal  discontinued  due  to  boiler  failure,  bell  used  until 

vessel  brought  in  for  repairs  Oct  1 

-1896  Dec  16,  broke  adrift  and  assisted  back  to  station  by  Azalea 

-1900  Jun  15,  fire  damage  due  to  explosion  of  vaporizer  lamp  used  to  start 

kerosene  fog  signal  engines 

-1900  Aug  28-0ct  21,  relieved  for  extensive  rearrangement  of  interior  spaces 

-1901  Sep  2-0ct  7,  relieved  for  repairs  to  fog  signal  machinery 

-1903  Remained  on  station  during  entire  year 

-1904  Nov  6-29,  relieved  for  repairs  at  New  Bedford 

-1913  Placed  on  Hen  and  Chickens  station 

RETIRED  FROM  LIGHTSHIP  DUTY:  1931      AGE:  54 

SUBSEQUENT  DISPOSITION:  Sold  1932;  burned  at  Apple  Island,  Boston  Harbor  as  part 

of  July  4  celebration  in  1940 


COMMANDING  OFFICERS:  LV  42 


1883-1890  James  Jorgensen,  Asst  Keeper 
1891-1893  James  Jorgensen,  Keeper 
1893-      Joseph  Allen  Jr,  Master 

-1914  Joshua  Richardson,  Master 

-1914  John  J  Cary,  Mate 
1914-1919  John  J  Gary,  Master 
1914-1918  E  F  Kelley,  Mate 

1918  Daniel  H  Nicker son,  Mate 
1918-1919  William  R  Chase,  Mate 
1919-1921  Arthur  F  Wade,  Mate 
1919-1922  Josiah  P  Hatch,  Master 
1921-1927  John  Kinney,  Mate 

1927  Edgar  F  EJdrege,  Mate 
1927-1931  Frank  P  Bellevue,  Mate 


VESSEL  DESIGNATION:  LV  43 

YEAR  BUILT:  1881 

BUILT  AT:  Wilmington  (DE)  BUILDER:  Pusey  &  Jones  Co. 

APPROPRIATION:  $65,000  CONTRACT  PRICE:  $50,000 

(Approp.  "for  light-ship  &  fog  signal  at  Trinity  Shoal  La.") 
SISTER  VESSELS:  None 

DESIGN:  Composite-  iron  hull  sheathed  with  yellow  pine,  iron  &  bronze  fastened; 

2  masts  with  daymarks;  stack  ahead  of  mainmast;  2  aux.  steam  boilers  and  steam 

pump 

LENGTH:  118' 0"  (loa)   BEAN:  25'      DRAFT:  12' 6"   TONNAGE:  191  gross 

PROPULSION:  Sail-  schooner  rig,  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  oil  lamps  &  reflectors 
FOG  SIGNAL:  12"steara  whistle;  hand  operated   1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  43 

-1882  Port  boiler  "giving  out",  6  tubes  plugged  on  station 

-1885  May-Jul  31,  hauled  after  being  on  station  since  1881;  painted  "inside 

and  out";  boilers  repaired;  refitted 

-1888  Jul— Oct  8,  towed  to  New  Orleans,  new  boilers  installed,  new  deckhouse 

built,  deck  recaulked,  new  spencer  mast  installed 

-1892  74  boiler  tubes  installed  on  station;  hauled  in  May,  hull  strainers  found 

clogged  with  oysters 

-1894  Aug-Nov,  extensive  hull  repairs;  recoppered  &  rerigged;  new  lamps  supplied 

-1896  Two  new  locomotive-type  boilers  installed 

-1898  Extensive  repairs  to  hull  and  upperworks 

-1898-1904  Repaired  as  needed  during  months  while  withdrawn  from  station 

-1905  Extensive  repairs  and  both  boilers  replaced  at  Port  Eads  (LA) 

-1910  Equipped  with  submarine  bell  signal 


STATION  ASSIGNMENTS:  LV  43 
1881-1894  Trinity  Shoal  (LA) 
1894-1912  South  Pass  (LA) 
1912-1917  Southwest  Pass  (LA) 
1917-1920  Relief  (laid  up) 

(1881  "Inside  Trinity  Shoal  in  20  f eet .  .  . be  1 ieve  she  will  ride  out  any  gale 

without  touching  bottom,  as  the  sea  will  break  before  reaching  her"  -  position 

reported  as  29-12  N,  92-16  W) 

(1894  Aug  15,  Trinity  Shoal  station  discontinued) 

(1894  South  Pass  position  given  as  28-58-42  N,  89-07-40  W  in  72  feet  approx. 

1  mile  SSE  of  South  Pass  East  Jetty  Light) 

(Use  of  Southwest  Pass  was  stopped  in  1918  due  to  heavy  silting) 


HISTORICAL  NOTES:  LV  44 

-1882  Jun  1,  placed  on  Northeast  End  <NJ ) 

-1883  Jun  14,  parted  chain  while  sighting  the  anchor,  losing  anchor  and  chain 

-1884  May  10-Jun  24  relieved  for  repair  after  2  years  on  station.  Pitted  plates 

and  corroded  rivets  indicated  need  for  annual  painting.  "Cost  of  taking  her  from 

station  so  frequently. . .having  a  relief  lightship  during  her  absence. . .and  rapid 

deterioration  of  the  iron  raise  question  as  to  the  wisdom  of  building  more  iron 

lightships  without  (wood)  sheathing" 

-1889  Aug  8-Sep  18,  relieved  for  painting  and  boiler  repairs  (by  LV  24) 

-1890  Sep,  both  boilers  failed,  whistle  disabled,  bell  used  for  fog  signal 

-1890  Dec  10-Feb  15  1891,  withdrawn  for  installation  of  new  boilers  and 

repainting;  initially  replaced  by  whistle  buoy,  then  schooner  S.S.  HUDSON 

placed  on  station  as  temporary  lightship 

-1893  May  3-Jun  13,  relieved  (by  LV  37)  for  boiler  repairs  and  repainting 

-1894  Jul  25-Aug  5,  relieved  by  whistle  buoy  for  repainting 

-1894  Sep  1,  position  moved  2  mi  E  1/2  S  in  84  ft 

-1895  Jul  29-Aug  15,  withdrawn  for  painting;  whistle  buoy  substituted 

-1896  Jul  20-?,  withdrawn  for  repair,  painting  &  installation  of  new  stack 

-1897  Jul  15-?,  withdrawn  for  installation  of  automatic  steam  whistle 

More  notes:  LV  44 

-1899  Aug  1-Sep  28,  relieved  (by  LV  16)  for  boiler  repairs  and  installation 

of  2  new  masts 

-1901  Aug  24-Oct  3,  relieved  (by  LV  11)  for  boiler  repairs  and  repainting 

-1904  May  8-  Jun  24,  relieved  (by  LV  16)  for  repairs 

-1906  Aug,  relieved  (by  LV  16)  for  repairs 

-1918  Aug  14,  crew  placed  lantern  in  rigging  of  5  masted  schooner  sunk  nearby 

-1926  Placed  on  Cornfield  Point  (CT) 

-1936  During  severe  winter  storms,  dragged  off  station  by  moving  ice  on  4 

occasions;  ice  from  4  to  15  inches  thick  collected  on  the  vessel  in  one  storm 

-1938  Badly  strained  during  hurricane,  and  withdrawn  for  retirement 

-This  was  the  last  lightship  in  service  without  propelling  machinery,  except  for 

the  radio  controlled  LV  75  on  the  Great  Lakes 

RETIRED  FROM  LIGHTSHIP  DUTY:  1938      AGE:  56 
SUBSEQUENT  DISPOSITION:  ? 


COMMANDING  OFFICERS:  LV  44 
1881-1884  Josiah  C  Falkinburg,  Asst  Keeper 
1884-1915  Josiah  C  Falkinburg,  Master 
1893-1897  Horatiow  C  Pierson,  Mate 
1897-1915  Ingvald  Pedersen,  Mate 
1915-1922  Ingvald  Pedersen,  Master 
1915-1920  John  Carr,  Mate 
1920-1921  Charles  Peterson,  Mate 
1921-1922  Andrew  Tarr,  Mate 
1922-1924  Martin  Berg,  Master 
1923-1924  Peter  Shea,  Mate 

1924  Alfred  M  Haynes,  Mate 
1924-1925  Alfred  M  Haynes,  Master 

1925  Carl  Lindberg,  Mate 
1925-1929  Hugh  Donovan,  Master 

1936-1937  Justin  C  Luick,  Mate 
1937-1938  George  W  Oat,  Mate 


VESSEL  DESIGNATION:  LV  45 

YEAR  BUILT:  1887 

BUILT  AT:  Linwood  (PA)  BUILDER:  Houston  &  Woodbridge 

APPROPRIATION:  Sfc>0,000  CONTRACT  PRICE:  458,500 

(Approp.  1885  &  1886  "for  completing  It-ship  (iron)  with  fog  signal") 
SISTER  VESSELS:  LV  46 

DESIGN:  Composite-  steel  frame,  iron  hull  sheathed  with  yellow  pine;  fastened 
with  iron  rivets  and  screw  bolts;  2  masts,  daymark  on  main;  stack  ahead  of  main; 
2  aux.  boilers  and  steam  pump 
LENGTH:  124' 6"  <loa)   BEAM:  27 • 6"   DRAFT:  12'      TONNAGE:  401  displ 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  having  8  oil  lamps  w/ref lectors 
FOG  SIGNAL:  12"  steam  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  45 

-1887  Sep,  received  from  contractor;  hull  leaking;  hauled  at  Wilmington  DE  and 

hull  stripped,  outer  hull  caulked  and  resheathed;  deck  recaulked 

-1890  Deck  recaulked  on  station  by  shipyard  crew 

-1891  Boilers  retubed  on  station  by  engineers  of  the  vessel 

-1891  Aug  29-Oct  22,  hauled  for  repairs  to  hull,  boilers,  and  standing  rig 

-1895  Jan  17-Oct  18,  compressed  air  fog  signal  installed  using  12"  Crosby  chime 

whistle,  2  Hornsby-Ackroyd  3  1/2  HP  oil  engines,  and  air  compressor 

-1906  Sep  15,  submarine  bell  signal  installed  for  test;  operational  May  29,  190' 

-1908  Fog  whistle  changed  to  8" 


STATION  ASSIGNMENTS:  LV  45 
1888-1908  Winter  Quarter  Shoal  <VA) 
1908-1918  Thirty  Five  Foot  Channel  <VA) 

(Thirty  Five  Foot  station  marked  by  buoy  Jul  1918  when  LV  45  partially 
destroyed  by  fire;  station  discontinued  1919,  replaced  by  lighted  buoy) 


HISTORICAL  NOT  Kb-:  LV  45 

-1888  Mar  18,  placed  on  Winter  Quarter  Shoal  fVA> 

-1889  Apr  7,  parted  chain,  picked  up  38  miles  off  Hatteras  by  British  steamer 
VIOLA  &  towed  to  Portsmouth  (VA);  then  towed  to  Delaware  Breakwater  for  replace- 
ment of  anchor  &  chain;  resumed  station  Apr  29.  British  salvage  claim  for 
$10,000  resulted  in  an  award  of  .$900 

-1891  Aug  29-0ct  Z2 ,  relieved  by  C&GS  schooner  DRIFT  while  being  repaired 
-1894  Apr  20,  steam  fog  signal  discontinued  due  to  boiler  failure;  bell  used 
until  withdrawn  lor  repair  Jan  1895.   ("relieved  by  LV  9"  from  V.ri    District) 
-1896  Dec  15,  parted  chain  &  driven  to  sea;  picked  up  Dec  30  by  British  steamer 
BIRDOSWALD  and  towed  to  Hampton  Roads;  returned  to  station  Jan  8,  1897 

5-Dec  14,  relieved  for  repair  by  LV  16 

17-Dec  10,  relieved  lor  repair  by  LV  11 

28,  in  collision  with  schooner 

29-Jun  15,  relieved  for  repair  by  LV  71,  repaired  at  Philadelphia 

28,  in  collision  with  schooner 

15,  submarine  bell  signal  installed  for  test;  placed  in  regular 
operation  May  29,  1907 
-1908  Jan  4,  damaged  in  gale;  brought  in  for  survey.   (Relieved  by  LV  91) 

More  notes:  LV  45 

-1908  Mar,  surveyed  and  considered  unsuitable  for  further  use  on  exposed 

stations;  reassigned  to  Thirty  Five  Foot  Channel  <VA> 

-1918  Mar  3,  while  being  repaired  in  shipyard,  another  ship  caught  fire  and 

drifted  against  LV  45  starting  a  fire  aboard;  damage  estimated  at  $28,875  plus 

loss  of  mess  stores  and  crew's  personal  effects;  considered  uneconomical 

to  repair  vessel;  station  marked  bv  buoy 

-1918  Oct  26,  surveyed,  condemned  and  laid  up 


-1899 

Nov 

-1901 

Nov 

-1903 

Jan 

-1903 

Apr 

-1903 

Jan 

-1906 

Sep 

RETIRED  FROM  LIGHTSHIP  DUTY:   1918      AGE:  31 

SUBSEQUENT  DISPOSITION:   1918  Oct  26,  surveyed  and  condemned 

1920  Apr  27,  sold 


COMMANDING  OFFICERS:  LV  45 


1888-1893  James  H  Mason,  Asst  Keeper 
1893-1898  James  H  Mason,  Mate 
1898-1913  James  H  Mason,  Master 
1898-1913  Harry  H  Vaughn,  Mate 

1913  Anelius  Anderson,  Mate 
1913-1914  Robert  H  Bertram,  Master 
1913-1915  A  T  Loss,  Mate 
1914-1917  John  B  Johnson,  Master 
1915-1916  Gus  Montague,  Mate 

1916  C  E  0' Deal,  Mate 
1917-1918  Robert  A  Dixon,  Mate 
1917-1918  Arthur  M  Hudson,  Master 


VESSEL  DESIGNATION:  LV  46 

YEAR  BUILT:  1887 

BUILT  AT:  Linwood  (PA)  BUILDER:  Houston  &  Woodbridge 

APPROPRIATION:  $60,000  CONTRACT  PRICE:  $60,000 

(Approp.  Aug  4,  1886  "for  Cape  Charles  It-ship  station") 
SISTER  VESSELS:  LV  45 

DESIGN:  Composite-  steel  frame,  iron  hull  sheathed  w/yellow  pine;  fastened  with 
iron  rivets  and  screw  bolts;  2  masts,  daymarks  on  both;  stack  ahead  of  mainmast; 
2  aux.  steam  boilers;  steam  pump 
LENGTH:  124 ' 6"  (loa)   BEAM:  27' 0    DRAFT:   1 1 ' 6"   TONNAGE:  401  displ 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  having  8  oil  lamps  with  reflectors 
FOG  SIGNAL:   12"  steam  whistle;  hand  operated  1010  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  46 

-1899  Jun  4-24,  Boiler  repairs  at  Portsmouth  <VA> 

-1891  Jun  25-Jui  16,  brought  in  for  "general  repair" 

-1893  Dec  10-Mar  16  1894,  boilers  repaired 

-1895  Both  boilers  replaced  prior  to  transfer  to  Smith  Point 

-1896  Jun  19-Jul  16,  major  overhaul  at  Baltimore  (MD) 

-1898  Overhauled  and  refitted  at  4th  District 

-1901  Mar  1,  repairs  for  collision  damage  (relieved  by  LV  69) 

-1903  Apr  10-Jun  3,  brought  in  for  repairs  (station  marked  by  lighted  bell  buoy) 

-1904  Oct  23-Mar  22  1905,  repaired  and  refitted 

-1910  Equipped  with  submarine  bell  signal 

-1919  Equipped  with  radio 


STATION  ASSIGNMENTS:  LV  46 

1888-1891  Cape  Charles  (VA)  -  (station  locally  called  Smiths  Island  Shoal) 

1891-1893  Bush  Bluff  (VA) 

1893-1895  Wolf  Trap  (VA) 

1895-1897  Smith  Point  (VA) 

1897-1898  (laid  up  at  Portsmouth  VA) 

1898-1901  Overfalls  CDE) 

1901-1922  Tail  of  Horseshoe  (VA) 

1923  Relief  (laid  up) 


(During  1893-1895  the  tender  Holly,  the  C&GS  schooner  Drift,  and  LV  46  were 
used  interchangeably  to  mark  Bush  Bluff  and  Wolf  Trap,  however  LV  46  remained 
assigned  to  Wolf  Trap  during  this  period.  Station  was  reactivated  while  a  new 
light  was  being  constructed  to  replace  earlier  one  destroyed  by  ice) 
(Tail  of  Horseshoe  station  discontinued  1922) 


HISTORICAL  NOTES:  LV  46 

-1888  Feb  17  placed  on  Cape  Charles  <VA) 

-Parted  chain  and  off  station  1888  Mar  16-28;  again  in  1889  Oct  23-Nov  5 

-1891  Jul  16,  placed  on  Bush  Bluff  (VA) 

-1893  Jun  7-Jul  5,  "relieved"  Cape  Charles  LV  49;   (C&GS  schooner  Drift  marked 

Bush  Bluff  during  this  period) 

-1893  Jul  31,  "moored  off  Wolf  Trap"  (VA)  during  lighthouse  reconstruction 

-1893  Aug  28,  boiler  explosion  killed  engineer  and  seaman;  fog  signal  disabled 

-1893  Dec  10-Mar  16  1894,  withdrawn  for  repair;  relieved  by  schooner  Drift 

-1895  Feb  14,  placed  at  Smith  Point  (VA) ,  marking  Lighthouse  carried  away  by  ice 

-1897  Sep  17,  in  collision  with  barges  under  tow 

-1897  Oct  15-Sep  15  1898,  laid  up  in  charge  of  watchman  at  Portsmouth  (VA) 

-1898  Sep  15,  transferred  and  towed  to  4th  District,  then  overhauled 

-1898  Dec  2,  placed  on  Overfalls  (DE) 

-1899  Feb  11-Mar  14,  carried  off  station  by  ice 

-1901  Transferred  to  5th  District;  Jun,  placed  on  Tail  of  Horseshoe  (VA) 

-1904  Oct  23-Mar  22  1905,  withdrawn  for  repairs;  relieved  by  LV  7 

-1918  Jan  4,  carried  off  station  by  ice  moving  out  entrance  to  Chesapeake  Bay 

into  shoal  water  off  Cape  Henry;  picked  up  and  towed  in  by  ORCHID  Jan  6 

More  notes:  LV  46 

-1922  Withdrawn  from  Tail  of  Horseshoe;  station  discontinued 

-1923  Designated  Relief  and  laid  up 


RETIRED  FROM  LIGHTSHIP  DUTY:  1923      AGE:  36 

SUBSEQUENT  DISPOSITION:  Not  listed  after  1923,  probably  sold  that  year 


COMMANDING  OFFICERS:  LV  46 
1899-1901  Samuel  S  Baxter,  Master 

1906-1913  Walter  S  Barnett,  Mate 

1913  William  Mullen,  Mate 
1913-1915  Anelius  Anderson,  Mate 
1915-1922  Anelius  Anderson,  Master 

1915  George  B  Reynolds,  Mate 
1915-1917  Benjamin  L  Harris,  Mate 
1917-1918  Ernst  Brownley,  Mate 
1918-1919  Robert  A  Dixon,  Mate 

1919  Luther  Muse,  Mate 
1919-1920  George  K  Rollinson,  Mate 
1920-1922  James  Lufton,  Mate 


VESSEL  DESIGNATION:  LV  47 

YEAR  BUILT:  1891 

BUILT  AT:  South  Boston  (MA)  BUILDER:  Harrison  &  Loring 

APPROPRIATION:  $60,000  CONTRACT  PRICE:  $52,780 

(Approp.  approved  Mar  2,  1889; 
SISTER  VESSELS:  LV  48,49,50 

DESIGN:  Composite-  Framed  in  steel  angle;  planked  w/Georgia  pine,  sheathed  with 
white  oak;  fastened  w/steel  rivets  &  galv.  iron  bolts;  2  masts  w/  daymarks; 
stack  ahead  of  mainmast;  2  boilers;  steam  pumps  and  steam  windlass 
LENGTH:   120'  10"  a oa)   BEAM:  26' 6"   DRAFT:  1 1 ' 5"   TONNAGE:  4Y0  dispi 

PROPULSION:  Sail-  schooner  rig,  fore  and  man  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  having  8  oil  lamps  with  reflectors 
FOG  SIGNAL:  12"  steam  bell  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  47 

-LV  47,48  &  49  were  first  to  be  equipped  with  steam  windlass  when  built 

-1901  Mooring  overhauled,  one  of  3  anchors  found  to  have  both  flukes  sheared  off 

-1909  Extensive  repairs  after  being  dismasted  and  damaged  by  collision  Dec  1 

-1910  Equipped  with  submarine  bell  signal 

-1912  Fog  signal  changed  to  12"  chime  whistle 

-1919  Equipped  with  radio;  discontinued  1924 

-1924  Illurainant  changed  from  oil  to  acetylene 


STATION  ASSIGNMENTS:  LV  47 
1891-1892  Great  Round  Shoal  (MA) 
1892-1923  Pollock  Rip  (MA) 
1923       Cross  Rip  (MA) 
1924-1934  Stonehorse  Shoal  (MA) 


(1891  Temporarily  marked  Pollock  Rip  briefly  while  LV  42  under  repair) 

(1897  Aug  18,  Pollock  Rip  position  moved  1/2  mi  ESE) 

(1923  Jul  30  -  Dec  22,  stationed  on  Cross  Rip) 

(1924  Jan  28,  placed  on  Stonehorse  Shoal) 


HISTORICAL  NOTES:  LV  47 

-1891  May  10,  temporarily  placed  on  Pollock:  Pip  since  no  relief  vessel  available 

-1891  Jul  28,  placed  on  Great  Round  Shoal 

-1891  Fog  signal  used  856  hours  during  year,  using  65  tons  of  coal 

-1892  Struck  by  schooners  Oct  1  and  22 

-1892  Nov  1,  Replaced  by  LV  42  and  transferred  to  Pollock  Rip  same  day 

-1895  Broke  adrift  twice  in  Nov;  in  collision  Nov  3 

-1896  Ian  1-Feb  18,  relieved  for  repair  by  Relief  LV  39 

-1896  Sep  6,  in  collision;  Oct  12-16,  broke  adrift  and  anchored  off  Great  Point; 

Dec  16,  broke  adrift  and  anchored  off  Handkerchief  lightship. 

-1897  In  collision  with  schooners  Apr  2  and  Apr  30 

-1898  Jul  23,  struck  by  scow  under  tow 

-1898  Nov  27,  broke  adrift,  striking  on  Stone  Horse  shoal;  drifted  south  being 

picked  up  by  steamer  on  Nov  30  and  towed  into  Delaware  Bay,  towed  back  Dec  13 

-1899  Jan  10,  in  collision  with  barge 

-1899  Nov  23,  fouled  chain  and  dragged;  Dec  5,  rammed  by  steamer,  with  impact 

shattering  all  lamp  chimneys  and  knocking  down  crew  on  deck 

-1900  Feb  4  and  May  15,  in  collision  witt.  coal  barges 

-1900  Jun  12-J ul  31,  relieved  for  repair  of  collision  damage 

More  notes:  LV  47 

-1901  Apr  6,  in  collision  with  2  barges  of  3-barge  tow;  stem  damaged 

-1901  Nov  15,  in  collision  with  schooner,  slight  damage 

-1902  Dec  5,  parted  chain,  made  sail  and  anchored  SSF  of  Handkerchief  lightship 

-1903  Apr  15,  dragged  NE  but  worked  back  on  station  unassisted 

-1904  Jan  3,  parted  chain  &  anchored  SSW  of  station;  repositioned  by  Azalea 

-1904  Jul  17,  heavily  damaged  by  collision  with  barges;  towed  to  New  Bedford 

-1906  Involved  in   collisions  Feb  26, Aug  3,  Nov  6,  and  Nov  7 

-1909  Dec  1,  damaged,  dismasted  and  dragged  off  station  by  collision  with 

four-masted  schooner  KATHER1NB  PERRY.  Withdrawn  from  station  Dec  3  for  repair 

-1914  Mar  27,  in  collision  with  barge  under  tow 

-1915  Jan  14,  blown  off  station  in  gale;  returned  unassisted  next  day 

-1915  Jun  8,  picked  up  6  men  lost  in  dense  fog  for  3  days  from  fishing  schooner 

WASHAKIE.   (More  men  from  same  schooner  also  picked  up  bv  Pollock  Rip  Slue  LV  73) 

RETIRED  FROM  LIGHTSHIP  DUTY:  1934      AGE:  43 

SUBSEQUENT  DISPOSITION:  Experimental  use  as  whaling  ship  in  1937  was  a  failure; 

later  used  as  coastal  freighter  and  abandoned  at  New  York  1954 


COMMANDING  OFFICERS:  LV  47 
1891-1893  Joseph  Allen  Jr,  Master 
1893-1894  James  Jorgensen,  Master 
1894-1901  Judah  Berry  Jr,  Master 
1904-1905  Theodore  B  Brown,  Mate 
1905-1906  Zemira  C  McDonald,  Mate 
1906-      Richard  E  B  Phillips,  Mate 

-1913  Joseph  F  Baxter,  Master 
1913-1914  Ernest  West,  Master 

-1914  Josiah  P  Hatch,  Mate 
1914-1919  Josiah  P  Hatch,  Master 
1914-1915  William  G  Collins,  Mate 

1919  James  B  Doane,  Mate 
1919-1927  Seth  N  Baker,  Master 

1927  Charles  M  Tobin,  Mate 
1927-1934  Joseph  F  Baxter,  Master 

1927  Stephen  Black,  Mate 

1927  George  Braithwaite,  Mate 
1927-      Arthur  F  Wade,  Mate 


VESSEL  DESIGNATION:  LV  48 

YEAR  BUILT:  1891 

BUILT  AT:  South  Boston  (MA) 


BUILDER:  Harrison  &  Lorine 


APPROPRIATION:  $60,000  CONTRACT  PRICE:  $57,280 

<Approp.  approved  Mar  2,  1889) 
SISTER  VESSELS:  LV  47,49,50 


DESIGN:  Composite-  framed  w/steel  angle,  planked  w/Georgia  pine,  sheathed  with 
white  oak;  2  masts  with  daymarks;  stack  ahead  of  mainmast;  2  boilers  6'6"dia  x 
71 3" long;  steam  pumps  and  steam  windlass 
LENGTH:  120'10"<loa)   BEAM:  27 ' 8"   DRAFT:  12'      TONNAGE:  470  displ 

(depth) 
PROPULSION:  Sail-  schooner  rig,  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  foremast  fitted  with  English  revolving  app- 
aratus to  produce  flash,  mainmast  with  conventional  lantern;  oil  illuminant 
FOG  SIGNAL:  12"  steam  bell  whistle;  hand  operated  1000  lb  bell 


CONSTRUCTION  NOTES  -  MODIFICATIONS 


EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  48 


-One  of  first  3  lightships  to  be  fitted  with  steam  windlass  when  built 
-First  US  lightship  with  capability  for  flashing  light  -  one  mast  fitted  with 
English  revolving  apparatus  consisting  of  3  groups  of  3  oil  lamps  mounted  on  a 
"chariot"  inside  the  lantern.  When  hoisted,  chariot  engaged  gear  system  on  shaft 
at  aft  side  of  mast.  This  drive  shaft  was  revolved  initially  by  a  weight  driven 
clockwork  system.  Found  too  cumbersone  and  replaced  in  1892  by  2  small  steam 
windlass  engines  to  revolve  the  drive  shaft.  During  this  period  vessel  showed 
1  flashing  red  and  one  fixed  red.   Entire  arrangement  later  discontinued 
-1907  Submarine  bell  signal  installed  -  coded  4-8 

-1911  Illuminant  changed  from  oil  to  acetylene;  oil  capability  retained 
-1913  Fog  signal  changed  to  air  siren 
-1919  Equipped  with  radio 


STATION  ASSIGNMENTS:  LV  48 
1891-1894  Sandy  Hook  (NY) 
1895-1925  Cornfield  Point  (CT) 


HISTORICAL  NOTES:  LV  48 

-1891  Delivered  May  25;  placed  on  Sandy  Hook  (NY)  Aug  1  (replacing  LV  16) 

-1892  Nov  16-Jan  16  1893,  withdrawn  for  repairs 

-1895  Jan  16,  placed  on  Cornfield  Point  (CT),  new  fog  whistle  installed 

-1896  May  20-Jul  2,  withdrawn  for  repair  (relieved  by  LV  20) 

-1898  Aug  29,  revolving  apparatus  disabled  during  collision,  fixed  light  shown 

-1898  Sep  1-Oct  12,  withdrawn  for  repair  of  collison  damage 

-1899  Feb  1-4,  carried  off  station  by  ice,  towed  back  by  tender  CACTUS 

-1899  Jun  2-Jul  15,  withdrawn  for  repair 

-1899  Oct  31,  parted  chain  and  off  station  2  days 

-1900  Feb  3,  struck  by  barge  under  tow 

-1900  Apr  5-May  28,  withdrawn  for  general  overhaul  at  Greenport  (NY) 

-1900  Oct  19,  accomodated  crew  of  schooner  sunk  5  mi  east  of  station 

-1900  Dec  24,  rescued  and  accomodated  crew  of  capsized  schooner  for  3  days 

-1903  Jun  8-Aug  25,  withdrawn  for  repair 

-1904  Feb  20-26,  off  station  in  moving  ice 

-1904  Jul  12-Sep  8,  withdrawn  for  repair 

-1905  Feb  6-?,  dragged  off  station  by  ice 

-1905  Feb  12,14,14,17;  Feb  18-19,  dragged  by  ice 

More  notes:  LV  48 

-1906  Oct  10-Nov  14,  withdrawn  for  repair 

-1907  Apr  26-Jun  17,  withdrawn  for  installation  of  submarine  bell  signal 

-1912  Apr  16,  struck  by  steamer  PEQUONNOCK 

-1920  Feb  18,  dragged  5  mi  in  moving  ice  3  ft  thick,  towed  to  New  London, 

repaired  and  replaced  on  station  Feb  20 


RETIRED  FROM  LIGHTSHIP  DUTY:  1925      AGE:  34 

SUBSEQUENT  DISPOSITION:  Surveyed  and  condemned;  sold  Aug  6,  1925 


COMMANDING  OFFICERS:  LV  48 


1892-1893  Henry  Harrison,  Asst  Keeper 
1893-1894  Henry  Harrison,  Mate 
1893-1894  David  H.  Caulkins,  Master 
1894-      John  A  Beebe,  Master 

-1913  Arthur  Daunt,  Mate 
1913-      Hugh  Donovan,  Mate 

1919-1922  Anthony  J  Silva,  Mate 
1922-1925  Harry  Elde,  Mate 


VESSEL  DESIGNATION:  LV  49 

YEAR  BUILT:  1891 

BUILT  AT:  South  Boston  (MA) 


BUILDER:  Harrison  &  Loring 


APPROPRIATION:  £60,000  CONTRACT  PRICE:  $57,900 

(Approp.  originally  for  Bush  Bluff  lightship) 
SISTER  VESSELS:  LV  47,48,50 


DESIGN:  Composite-  framed  with  steel  angle;  Georgia  pine  planking  sheathed  with 
white  oak;  fastened  w/steel  rivets  and  galv.  iron  bolts;  2  masts  with  daymarks; 
stack  ahead  of  mainmast;  2  aux.  boilers  6'6"dia  x  7'3"lg;  steam  pumps  &  windlass 
LENGTH:   120'10"(loa)   BEAM:  26 ' 9"   DRAFT:  14'0"   TONNAGE:  470  displ 

PROPULSION:  Sail-  schooner  rig;  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 


-  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  49 

hauled,  bottom  repaired;  topsides  and  deck  recaulked 
eceivers  on  both  boilers  replaced  on  station 
1,  repairs  for  storm  damage 
,  storm  damage  repairs 
,  major  overhaul  and  refit  at  Baltimore 

refastened  and  machinery  repaired  at  Baltimore 
,  routine  repairs  at  Baltimore 
,  repaired 

h  submarine  bell  signal 

hanged  from  oil  to  acetylene;  fog  signal  changed  to  air  siren 
h  radio;  discontinued  1923 

being  rammed  and  sunk;  repaired  and  returned  to  service 
s  lanterns  installed;  1935  equipped  with  radiobeacon 


CONSTRUCTION  NOTES 

-1893 

Jun  7- Jul  5, 

-1895 

Oct,  steam  r< 

-1896 

Oct  13-Nov  1 

-1898 

Apr  29-May  5 

-1899 

Apr  15-Jul  1 

-1901 

Aug  6-Sep  4, 

-1903 

Jul  22-Sep  6 

-1905 

May  1-Jul  15 

-1910 

Equipped  wib 

-1918 

1 1 iuminant  c 

-1919 

Equipped  wit 

-1925 

Raised  after 

-1931 

Electric  len 

STATION  ASSIGNMENTS:  LV  49 

1891-1916  Cape  Charles  <VA) 

1916-1925  Relief  (VA) 

1925-1930  Hedge  Fence  <MA) 

1930-1933  Relief  (MA> 

1933-1934  Hen  and  Chickens  <MA) 

1934-1941  Relief  (MA) 


(1925  Nov  11,  rammed  and  sunk  on  station;  replaced  by  Relief  LV  5  same  day, 
however  LV  49  remained  assigned  to  Hedge  Fence  until  raised,  repaired,  and 
returned  to  service) 


HISTORICAL  NOTES:  LV  49 

-1891  J  un  11,  delivered  by  contractor  to  Portsmouth  (VA> 
-1891  Jun  25,  placed  on  Cape  Charles  (VA) 
-1893  Jun  7-  Jul  5,  relieved  (by  LV  46)  for  repair 

-1894  Sept  27,  parted  both  chains  and  lost  both  anchors  in  gale;  sailed  into 
Hampton  Roads  and  resumed  station  Oct  14 

-18910  Oct  11,  parted  chain,  drifting  16  mi  SE  of  Cape  Henry;  picked  up  and  towed 
to  Hampton  koads  by  USS  COLUMBIA;  repaired  and  resumed  station  Nov  11 
-1898  Apr  27,  broke  adrift  in  NE  gale;  worked  in  and  anchored  SSE  of  Cape  Henry; 
again  parted  chain,  drifted  and  picked  up  off  Currituck  (NO.  lowed  to  forts- 
mouth,  repaired  then  towed  to  station  May  5 

-1898  During  the  year,  was  passed  by  3268  steamers,  10  ships,  45  barks,  8  brigs, 
7950  schooners 

-1899  Mar  7,  broke  adrift  and  made  sail  but  bottom  so  foul  no  headway  could  be 
made;  picked  up  near  Currituck  (NO  and  towed  to  Hampton  Roads,  lowed  back  to 
station  Mar  17 

-1899  Apr  14-Jul  1,  towed  to  Baltimore  and  underwent  major  overhaul 
-1899  Oct  31,  broke  adrift;  worked  into  Hampton  Roads  under  sail;  resupplied  and 
returned  to  station  Nov  12 

More  notes:  LV  49 

-1901  Aug  5-Sep  4,  relieved  (by  LV  71)  for  repairs 

-1903  Jul  21-Sep  6,  relieved  for  repairs 

-1903  Oct  11,  broke  adrift,  picked  up  at  sea  by  LV  71  and  towed  to  Portsmouth 

j-Jul  15,  relieved  (by  LV  7)  for  repairs 

15-Sep  26,  relieved  (by  LV  7)  for  repairs 

18,  in  collision  with  steamer  GRAYSON 

5,  broke  adrift;  towed  out  of  breakers  off  Cape  Henry  by  ORCHID 
signed  as  Relief  (VA)  until  1925;  then  transferred  to  Hedge  Fence  (MA) 
-1925  Nov  11,  rammed  and  sunk  on  Hedge  Fence  station  by  steamer  M  C  HOLM,  crew 
launched  boat,  and  landed  at  Vineyard  Haven;  Relief  LV  5  placed  on  station;  later 
raised,  repaired  and  returned  to  service  on  Hedge  Fence 

-1930/31  Assigned  as  Relief  (MA);  1933-34  assigned  to  Hen  &  Chickens  (MA) 
-1934  Assigned  as  Relief  (MA.)  until  1941,  based  at  Woods  Hole  (MA.) 

RETIRED  FROM  LIGHTSHIP  DUTY:   1941       AGE:  50 
SUBSEQUENT  DISPOSITION:  ? 


-1905 

May 

-1906 

Aug 

-1912 

Apr 

-1914 

Dec 

-1916 

Ass 

COMMANDING  OFFICERS:  LV  49 


1893  William  Moody,  Keeper 
1893-      William  Moodv ,  Master 

-1914  Alexander  Anderson,  Mate 
1914-1915  Gus  Montague,  Mate 

-1915  A  M  Thistel,  Master 
1915-1916  W  H  Harvey,  Mate 
1915-1917  C  H  Pertner,  Master 
1916-1917  Charles  H  Lowenh.ieim,  Mate 
1917-1925  Alexander  T  Loss,  Master 
1919-1920  Eddie  Mason,  Mate 
1920  James  Lupton,  Mate 
1920  L  R  Tillett,  Mate 
1920-1921  Charles  E  Tull,  Mate 
1921-1922  George  K  Roilinson,  Mate 
1925-1930  J  B  Frizzell,  Master 


VESSEL  DESIGNATION:  LV  50 

YEAR  BUILT:  1892 

BUILT  AT:  San  Francisco  <CA)  BUILDER:  Union  Iron  Works 

APPROPRIATION:  $70,000  CONTRACT  PRICE:  $61,150 

SISTER  VESSELS:  LV  47,43,49 

DESIGN:  Composite-  steel  frame  planked  with  Puget  Sound  pine,  sheathed  with 
white  oak;  fastened  with  galv.  iron  bolts;  2  masts  with  lattice  daymarks;  stack 
ahead  of  mainmast;  2  aux.  boilers  6'6"dia  x  7'3"lg;  steam  pumps  &  windlass 
LENGTH:   120 '  1 0"  ( loa )   BEAM:  26' 9"   DRAFT:  11' 3"   TONNAGE:  470  displ 

PROPULSION:  Sail-  schooner  rig,  fore  and  main  carried  on  spencer  masts 


ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps 
FOG  SIGNAL:  12"  steam  whistle;  hand  operated  bell 

CONSTRUCTION  BOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  50 

-1894  Aug  22-Sep  5,  "thoroughly  repaired"  at  Astoria  (OR) 

-1897  Boilers  retubed  on  station 

-1897  Sep  9-Jun  25,  extensive  hull  repairs  at  Astoria 

-1899  May  6-Jun  13,  boiler  and  machinery  repairs 

-1901  Mar-Aug  18,  relaunching  and  comprehensive  repairs  to  hull,  boilers  and 

machinery  following  the  grounding  on  Nov  29,  1899  -  $31,095 

-1902  May  26-Jun  4,  repaired  and  resupplied 

-1905  Jan  7-Mar  2,  routine  repair  and  refit 

-1905  Oct  6  -  Oct  9  1906,  off  station  for  extensive  repairs  after  second 

grounding:  completion  prolonged  by  contractual  difficulties 


STATION  ASSIGNMENTS:  LV  60 

1892-1909  Columbia  River  (OR) 

1909-1915  Unassigned  -  laid  up  at  Astoria  (OR) 


(1892  Jul  6.  position  moved  3  mi  SE) 

(1897-1898  Off  station  for  extensive  repairs;  station  marked  by  LV  67) 

(1899-1901  Off  station  undergoing  major  repairs  after  being  blown  ashore; 

station  marked  by  BlacK/White  can  buoy  during  this  period) 

(1905-1906  Off  station  for  major  repairs  following  second  grounding;  station 

marked  temporarily  by  LV  67,  diverted  irora  Umatilla  Reel) 


HISTORICAL  NOTES:  LV  50 

-1892  Mar  26,  launched  at  Potrero,  San  Francisco;  fitted  out  and  towed  to 
Astoria  (OR)  Apr  2-5  by  tender  MADRONO 

-1892  Apr  11,  placed  on  Columbia  River  station  by  tender  MANZANITA 
-1892  Jul  6,  position  moved  3  mi  SE 

-1894  Aug  22-Sep  5,  withdrawn  for  repair;  station  marked  by  mooring  buoy 
-1897  Sep  9-Jan  5  1898,  relieved  (by  LV  67)  for  repairs 
-1899  May  6-Jun  13,  withdrawn  for  repair;  replaced  by  mooring  buoy 
-1899  Nov  29,  broke  adrift  in  74  mph  gale,  stood  offshore  under  sail;  later 
while  attempts  were  made  to  tow,  went  aground  on  beach  easterly  of  Cape  Disap- 
pointment Light;  replaced  by  black  &  white  can  buoy.  Remained  stranded  on  beach 
for  16  months  during  unsuccessful  attempts  to  refloat.  Marine  railway  was  built 
and  ship  jacked  onto  a  cradle,  hauled  700  yards  overland  and  relaunched  into 
Bakers  Bay  <WA)  at  cost  of  $17,500.  Hull  repaired  at  Bakers  Bay  ($12,135),  then 
towed  to  Portland  (OR)  for  boiler  &  machinery  repairs  ($1,460).  Repairs  complete 
Aug  1901;  resupplied  and  replaced  on  station  Aug  18,  1901 

-1902  May  26-Jun  4,  withdrawn  for  repair;  replaced  by  fixed  white  lighted  buoy 
lettered  "light  vessel  moorings" 
-1905  Jan  7-Mar  2,  off  station  for  repair 

More  notes:  LV  50 

-1905  Oct  6,  parted  chain  in  SE  gale,  grounding  on  beach  1/4  mi  ENE  of  Cape 

Disappointment  Light.  Refloated  Oct  16;  towed  to  Tongue  Point  Depot  for  hull 

repairs.  Procedural  problems  with  bids  and  funding  caused  long  delays.  Funds 

for  constructing  a  new  lightship,  plus  supplementary  funds  were  used  and 

vessel  resumed  station  Oct  9,  1906.   (LV  67  had  manned  the  station  during  most 

of  this  period. ) 

-1907  Mar  4,  appropriation  approved  for  new  steam  driven  replacement  vessel 

-1907  May  9-May  13  broke  adrift;  towed  in  by  tug;  resupplied  and  returned 

-1909  Withdrawn  and  laid  up  at  Astoria  (OR)  pending  further  disposition 

-1915  Surveyed  and  condemned 


RETIRED  FROM  LIGHTSHIP  DUTY:  1909      AGE:  17 

SUBSEQUENT  DISPOSITION:  Sold  at  public  auction  Apr  27,  1915  -  $1,667.99 
Later  used  as  freighter  and  laid  up  in  Alaska  1925.   Said  to  have  been  still 
later  registered  as  SAN  COSMO  &  MARGARET  until  1935 


COMMANDING  OFFICERS:  LV  50 
1898-      Joseph  H  Harriman,  Master 


VESSEL  DESIGNATION:  LV  5 1 

YEAR  BUILT:  1892 

BUILT  Al :  Vest  Bay  City  (MI)  BUILDER:  ? 

APPROPRIATION:  $70,000  CONTRACT  PRICE:  $53,325  ($213,300  for  4  ships) 

SISTER  VESSELS:  LV  52,53,54 

DESIGN:  Steel  hull  &  fastenings;  2  masts  with  lantern  galleries;  stack  ahead  of 
mainmast;  forecastle  deck  extending  to  approx  amidships;  hawsepipe  thru  stem, 
aligned  with  centerline  of  vessel 
LENGTH:  US'  10"  (ioa)  BEAM:  26' 9"   DRAFT:  12'      TONNAGE:  375  displ 

PROPULSION:  Steam  screw-  single  compound  non-condensing  engine,  14"  &  24"  bores 
x  16"  stroke;  135  IHP;  2  scotch  boilers  8'dia  x  9'  lg;  max  speed  6  knots;  coal 
capacity  52  tons;  also  rigged  for  sail  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  2  lights;  each  a  cluster  of  4  gimballed  electric  lens 
lanterns;  each  cluster  rated  at  4000cp;  occulting;  backup  oil  lamps  also  fitted 
FOG  SIGNAL:  12"  steam  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  51 
-First  US  lightship  with  all-steel  hull  and  fastenings 

-First  US  lightship  built  with  electric  illuminating  apparatus.  Permanently 
fixed  at  each  masthead  was  a  cluster  of  4  gimballed  lens  lanterns,  each  lantern 
fitted  with  a  lOOcp  incandescent  lamp,  which  acting  thru  the  lenses,  gave  the 
cluster  a  combined  equivalent  of  4000cp.  Occulting  device  provided  a  12  second 
light  and  3  second  eclipse  repeated  4  times/minute.  Power  was  provided  by  two 
engine-driven  generators;  1  on  line,  1  standby.  Backup  oil  lamps  were  also 
installed  in  each  lantern  housing  to  show  a  fixed  white  light  of  lower  intensity 
in  the  event  of  electrical  failure 

-One  of  a  group  of  4  lightships  to  first  have  the  hawsepipe  through  the  stem  and 
aligned  with  the  centerline  of  the  vessel 
-1906  Equipped  with  submarine  bell  signal 


STATION  ASSIGNMENTS:  LV  51 
1892-1894  Cornfield  Point  (CT) 
1894-1908  Sandy  Hook  (NY) 
1908-1919  Relief  3d  District 

(1892  Dec  15,  Cornfield  Point  position  moved  5/8  mi,  S  5/8  V) 


HISTORICAL  NOTES:  LV  51 

-1892  Jul  26,  delivered  to  Staten  Island  (NY);  illuminating  apparatus  installed 

and  tested;  fitted  out  and  supplied 

-1892  Dec  15,  placed  on  Cornfield  Point  (CT) ,  positioned  5/8  mi,  S  5/8  V  of 

farmer  station  position 

-1393  CJct  20-Nov  1,  off  station  for  repairs 

-1894  Dec  6,  transferred  to  Sandy  Hook  (NY),  showing  a  single  white  light 

occulting  every  15  sec  <3sec  eclipse):  "in  marked  contrast  to  the  feeble  red 

rays  of  the  former  flashing  oil  light"  < by  LV  48).  It  was  reported  that  ocean 

steamers  could  now  sight  the  lightship  5  to  10  minutes  after  picking  up  the 

Naves  ink  Lights 

-1S96  May  10-Jul  8,  relieved  (by  LV  16)  for  repairs;  difficulties  anticipated 

with  corrosion  and  requirements  for  frequent  bottom  painting  "have  disappeared" 

-1897  Jun  15-Jul  10,  Relieved  (by  LV  16)  for  hull  painting  and  boiler  repairs. 

Coal  consumption  averaged  30  tons/month  and  was  cited  as  a  problem  in  scheduling 

tenders  for  resupply 

-1898  Jul  12-0ct  13,  withdrawn  for  extensive  overhaul 

-1899  Kay  15— Aug  ;-J3,  relieved  (by  LV  11)  for  replacement  of  generators  and  their 

driving  engines 

More  notes:  LV  51 

-1900  Sep  3-0ct  15,  relieved  (by  LV  16)  for  repairs;  hauled  &    painted 

-1901  Apr  30-0ct  15,  Relieved  (by  LV  16)  for  boiler  work;  smokestack  replaced; 

lightning  arrestors  installed 

-1902  Apr  7,  in  collision  with  scow  under  tow,  damaging  frame  and  plating  near 

starboard  bow;  relieved  (by  LV  16)  for  repairs  two  days  later 

-1903  Oct  17-Nov  19,  withdrawn  for  repairs 

-1904  Oct  27-Jan  4  1905,  withdrawn  for  repairs 

-1906  Jun  9 -Jul  25,  off  station  for  repairs;  "is  equipped  with  submarine  bell 

signal  sounding  number  22" 

-1903  Withdrawn  and  assigned  Relief  duty 

-1914  Sep,  transferred  temporarily  to  5th  District,  returning  Jan  1915 

-1916  Feb,  on  loan  to  5th  District  during  part  of  the  year 

-1919  Apr  24,  rammed  and  sunk  on  station  while  relieving  Cornfield  Point  station 

RETIRED  FROM  LIGHTSHIP  DUTY:   (1919)    AGE:  27 

SUBSEQUENT  DISPOSITION:  1919  Apr  24,  rammed  and  sunk  on  station  while  relieving 
Cornfield  Point  (CT) .  Struck  by  Standard  Oil  Co  barge  under  tow;  ship  went  down 
in  8  minutes;  crew  picked  up  by  tug,  saving  only  the  log  and  fog  signal  book. 
Damage  compensation  from  Standard  Oil  paid  for  later  construction  of  LV  111 

COMMANDING  OFFICERS:  LV  51 

1891-1892  Nelson  J  Huntley,  Asst  Keeper 

1893-1894  John  A.  Beebe,  Master 

1894-1896  David  H  Caulkins,  Master 

1894-1896  Henry  Harrison,  Mate 

1896-1907  Nelson  J  Huntley,  Master 

1905-  Frank  E  Seastedt,  Mate 

-1914  William  H  Hunt,  Mate 

1914-1915  William  H  Hunt,  Master 

1915-1918  Arthur  Daunt,  Master 

1917-1919  Eroil  C  Ness,  Mate 

1918-1919  Ernest  W  Borgstrom,  Master 

1918-1919  Paul  E  F  Overbeck,  Mate 


VESSEL  DESIGNATION:  LV  52 

YEAR  BUILT:  1892 

BUILT  AT:  Vest  Bay  City  (MI)  BUILDER:  ? 

APPROPRIATION:  $70,000  CONTRACT  PRICE:  $53,325  ($213,300  for  4  ships) 

SISTER  VESSELS:  LV  51,53,54 

DESIGN:  Iron  hull  &  fastenings;  2  masts  with  spencers,  daymark  on  foremast; 
stack  ahead  of  main;  flushdecked  aft  to  mainmast;  hawsepipe  thru  stem,  aligned 
with  center  line  of  vessel 
LENGTH:  118'10"(loa)   BEAM:  26 ' 6"   DRAFT:  12' 0"   TONNAGE:  375  disp,  310  gross 

PROPULSION:  Steam  screw-  single  compound  condensing  engine  14"  &  24"  bores  x 
16"  stroke;  180  IHP;  2  Scotch  boilers  8'dia  x  9'lg,  max  speed  6  knots;  coal 
capacity  52  tons;  also  rigged  for  sail  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  2  lanterns,  each  with  3  oil  lamps  and  reflectors 

FOG  SIGNAL:  12"  steam  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  52 

-One  of  the  first  4  lightships  to  have  the  hawsepipe  through  the  stem  and 

aligned  with  the  centerline  of  the  vessel 

-Hauled  for  bottom  painting  annually  for  the  first  5  years,  thereafter 

approximately  every  2  years.   General  repairs  to  hull,  machinery  and  boilers 

were  carried  out  as  needed  during  these  periods 

-1899  New  masts  and  spencers  installed 

-1906  Oct  24,  submarine  bell  signal  installed  for  test,  in  service  May  29,  1907 

-1912  Fog  signal  converted  to  air  siren 

-1916  I  1 luminant  changed  from  oil  to  oil-gas 

-1917  II luminant  changed  to  acetylene 

-1919  Equipped  with  radio 

-1923  Original  lanterns  and  lantern  houses  removed;  replaced  with  galleries  and 

500mm  electric  lens  lanterns  using  special  150  watt  lamps;  rated  at  5,500cp 


STATION  ASSIGNMENTS:  LV  52 
1892-1930  Fenwick  Island  Shoal  (DE) 
1930-1932  Relief  4th  District  (laid  up  1931) 


HISTORICAL  NOTES:  LV  52 

-1892  Sep  1,  delivered  to  Wilmington  (DE);  fitted  out  and  supplied  with  70  tons 

coal,  chandlery,  tools  and  rations 

-1892  Dec  15,  placed  on  Fenwick  Island  Shoal  <DE) 

-1893  Wood  stoves  supplied  to  avoid  using  coal  for  heating  crew  spaces 

-1894  Aug  5-12,  withdrawn  for  bottom  painting  and  repair 

-1895  Aug  5-15,  ditto 

-1896  Jul  13-?,  off  station  for  repairs 

-1897  Apr  12,  parted  chain  in  gale;  steamed  to  Edgemoor  Depot  for  replacement 

chain  and  anchor;  steamed  back  to  station  May  10 

-1897  Jul  28-?,  off  station  for  painting  and  repair 

-1899  Sep  28-Nov  22,  relieved  (by  LV  16)  for  replacement  of  both  masts,  and 

overhaul  of  boilers  and  machinery 

-1900  Mar  22,  fog  signal  characteristic  changed  to  give  8  sec  blasts  separated 

by  alternating  silent  intervals  of  32  and  72  seconds 

-1901  Jul  2-Aug  23,  relieved  (by  LV  11)  for  hull  and  machinery  repairs 

-1903  Jul  20-Sep  3,  relieved  (by  LV  16)  for  general  repairs 

-1906  Sep  19-0ct  24,  relieved  (by  LV  16)  for  repairs 

-1906  Oct  24,  submarine  bell  signal  installed  for  test  and  evaluation 

More  notes:  LV  52 

-1907  May  29,  submarine  bell  signal  placed  in  regular  operation 

-1918  Jun  4,  Master  and  2  seamen  launched  boat  and  assisted  disabled  airplane 

-1923  Sep,  electrified  using  500mm  lens  lanterns  and  special  150  watt  lamp 

-1928  Sep  18/19,  rode  out  hurricane  with  2  days  of  violent  cross  seas;  ship  was 

reported  to  have  worked  severely,  but  no  serious  leaks  and  remained  on  station 

-1930  Withdrawn  and  assigned  Relief  duty 

-1931  Laid  up 


RETIRED  FROM  LIGHTSHIP  DUTY:  1931      AGE:  39 
SUBSEQUENT  DISPOSITION:  Sold  1932 


COMMANDING  OFFICERS:  LV  52 


1888-1893  Arthur  M  Hudson,  Keeper 
1893-1917  Arthur  M  Hudson,  Master 

-1914  John  B  Johnson,  Mate 
1914-1915  Alexander  Anderson,  Mate 
1916-1917  Gus  Montague,  Mate 
1917-1926  Alexander  Anderson,  Master 
1917  Benjamin  L  Harris,  Mate 
1917  Charles  E  O'Neil,  Mate 
1917-1920  George  K  Rollinson,  Mate 
1920-1921  John  O  Callis,  Mate 
1921-1925  Robert  A  Dixon,  Mate 
1925-1926  Richard  J  Spencer,  Mate 
1926-1930  Richard  J  Spencer,  Master 
1926-1927  Samuel  F  Dowdy,  Mate 
1927-1929  Thomas  S  Simmons,  Mate 
1929-1930  Robert  E  Tillette,  Mate 


VESSEL  DESIGNATION:  LV  53  /  WAL  501 

YEAR  BUILT:  1892 

BUILT  AT:  West  Bay  City  (Ml)  BUILDER:  J  V  Wheelan  Co 

APPROPRIATION:  $70,000  CONTRACT  PRICE:  $53,325  ($213,300  for  4  ships) 

SISTER  VESSELS:  LV  51,52,54 

DESIGN:  Iron  hull  and  fastenings;  2  masts  with  spencers,  2  daymarks;  stack  ahead 

of  mainmast;  f lushdecked  aft  to  mainmast;  hawsepipe  thru  stem,  aligned  with 
center  line  of  vessel 

LENGTH:  119'  0"  ( I oa )   BEAM:  26*6"   DRAFT:  1 1 ' 6"   TONNAGE:  375  displ ,  310  gross 

PROPULSION:  Steam  screw-  single  compound  condensing  engine,  14"  &  24"  bores  x 
16"  stroke;  135  1HP;  2  scotch  boilers  8'dia  x  9'  Ig;  50  psi;  max  speed  6  knots; 
coal  capacity  52  tons;  also  rigged  for  sail  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps  w/ref lectors 

FOG  SIGNAL:  12"  steam  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  53 
-  During  1892-1907,  and  probably  thereafter,  ship  was  hauled  annually  for 
scraping  and  painting;  other  needed  repairs  to  hull,  topsides,  boilers  and  mach- 
inery being  performed  during  these  periods.  The  ship  remained  relatively  free  of 
any  major  maintenance  problems  throughout  her  career 

-1906  Propulsion  changed  from  steam  to  Murray-Tregurtha  kerosene  engine 
-1907  Submarine  bell  signal  placed  in  operation 
-1912  Equipped  with  radio 

-1914  Masts  replaced  with  single  large  diameter  lantern  mast  amidships, 
equipped  with  acetylene  lens  lantern;  pilot  house  added  at  foot  of  mast 
-1930  Lantern  converted  to  electric  operation 

-1932  Radiobeacon  installed   -1934  Fog  signal  changed  to  diaphragm  horn 
-1946  Jul  16-Oct  6,  extensive  overhaul  at  Curtis  Bay  MD,  repowered  with 
Superior  diesel  main  engine,  151  HP,  3' 10"  propeller,  max  speed  8  knots;  one 
375mm  lens  lantern;  F2T  diaphone;  cargo  doors  welded  shut  on  both  sides 


STATION  ASSIGNMENTS:  LV  53  /  WAL  501 


1892-1896  Frying  Pan  Shoal 
1896-1906  Martins  Industry 
1906-1923  Relief  (SO 
1924-1933  Charleston  (SO 

1933  Relief  (SO 
1934-1951  Stonehorse  Shoal 


(NO 
(SO 


(MA) 


(Aug  1906-Feb  1907,  performed  temporary  Relief  duty  in  1st  and  2d  Districts) 

(1933  Jun  30,  Charleston  station  discontinued) 

(1942-1945  During  WWII,  remained  on  Stonehorse  station;  no  armament  provided) 


HISTORICAL  NOTES:  LV  53  /  WAL  501 

-1892  Dec  1,  placed  on  Frying  Pan  Shoal  CNC)  (replacing  LV  29) 

-1893  Safely  rode  out  hurricanes  in  August  and  October,  although  boats  and 

davits  carried  away  and  deckhouse  demolished 

-1896  Kov  11,  withdrawn  (replaced  by  LV  1);  since  marine  railway  facilities  at 

nearby  Wilmington  KG  were  not  adequate,  decision  was  made  to  move  LV  53  to 

Martins  Industry  to  be  closer  t.o  maintenance  facilities  at  Charleston  SC 

-   1896  Dec  23,  placed  on  Martins  Industry 

-1901  Comparison  of  7  years  maintenance  costs  between  wooden  LV  1  and  iron  LV  53 

showed  metal  vessel  was  cheaper  to  maintain  despite  need  for  more  frequent 

hauling  for  chipping  and  painting 

-1906  Removed  from  Martins  Industry  and  assigned  to  Relief  duty 

-1900  Aug  16,  sent  to  1st  and  2d  Districts  for  temporary  Relief  assignments; 

engine  failed  Jan  20  1907  off  Sandy  Hook  while  returning  to  Charleston;  towed  in 

to  3d  District  for  repair;  departed  NY  Feb  2,  arriving  Charleston  Feb  7 

-1907  Feb  7,  retained  Relief  status  but  used  as  tender  until  Apr  5,  steaming 

2,860  miles;  then  resumed  normal  relief  missions 

-1924  Placed  on  Charleston  (SO 

-1934  Transferred  to  2d  District  and  placed  on  Stonehorse  Shoal  (MA) 

More  notes:  LV  53 

-1936  During  severe  winter  storm,  dragged  several  miles  off  station  in  moving 

ice  field,  regained  station  unassisted 

-1948  While  enroute  to  Boston,  became  caught  in  heavy  ice  in  Buzzards  Bay; 

later  broken  out  by  tender  Spar 

-Radio  &  visual  radio  call  for  the  vessel  listed  as  NMGA  (1940-1951) 


RETIRED  FROM  LIGHTSHIP  DUTY:   1951       AGE:  59 

SUBSEQUENT  DISPOSITION:  Decommissioned  Jun  15,  1951  at  Boston  then  towed  to 
Cape  May  NJ  for  final  disposition.  Sold  Sep  15,  1951.  The  lantern  mast  and 
large  diameter  lantern  housing  is  located  outside  Giovi's  Restaurant,  Yardville, 
NJ  (1988) 

COMMANDING  OFFICERS:  LV  53  /  WAL  501 

1896-1897  Anton i  Neilson,  Master 

1897-1899  Axel  Bergstrand,  Master 

1899-1906  Carl  F  Kellin,  Master 

1907  Henry  B  Foster,  2d  Mate  (additional  Mate  detailed  to  assist  during 
return  voyage  from  Portland  ME  to  Charleston  SC) 

1918-1919  Edward  Stanley,  Mate 

1919-1922  Sofus  Osmundsen,  Mate 

-1925  Arnold  Neilson,  Master 

1922-1924  Harold  T  Brett,  Mate 

1925-  George  McKecuen,  Master 

1924-1929  James  H  Haynsworth,  Mate 

1929-  Karl  J  Torstensen,  Mate 


1946-1951  BMC  Thurston  L  Peabody,  QIC 


VESSEL  DESIGNATION:  LV  54  /  WAL  502 

YEAR  BUILT:   1S92 

BUILT  AT:  West  Bay  City  (MI)  BUILDER:  ? 

APPROPRIATION:  $70,000  CONTRACT  PRICE:  $53,325  ($213,300  for  4  ships) 

SISTER  VESSELS:  LV  51,52,53 

DESIGN:  Iron  hull  and  fastenings;  2  masts  with  spencers,  2  daymarks;  stack  ahead 
of  mainmast;  flushdecked  aft  to  foremast;  hawsepipe  thru  stem,  aligned  with 
center line 
LENGTH:  119' 0"  (loa)   BEAM:  26'6"   DRAFT:  12' 0"   TONNAGE:  375  displ,  310  gross 

PROPULSION:  Steam  screw-  single  compound  condensing  engine,  14"  &  24"  bores  x 
16"  stroke;  150  IHP;  2  Scotch  boilers  8'dia  x  9'lg;  90  psi;  max  speed  6  knots; 
coal  capacity  52  tons;  also  rigged  for  sail  carried  on  spencer  masts 

ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps  and  reflectors 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  54 

-One  of  the  first  group  of  4  lightships  to  have  hawsepipe  through  the  stem 

-1893  25  tons  pig-iron  ballast  added 

-1910  Equipped  with  submarine  bell  signal 

-1914/15  Masts  removed;  replaced  with  single  short  lantern  mast  topped  with 

incandescent  oil-vapor  (IOV)  lens  lantern;  repowered  with  diesel  main  engine 

-1915  Fog  signal  changed  to  air  siren 

-1919  Equipped  with  radio 

-1921  Illuminant  changed  from  IOV  to  acetylene 

-1923  Equipped  with  radiobeacon  transmitting  Morse  "N"  every  15  seconds 

-1929  Acetylene  lens  lantern  converted  to  electric  operation 

-1945  Fitted  with  detection  radar 

-Radio  &  Visual  Call  Sign  NNGQ  (1940-1946) 


STATION  ASSIGNMENTS:  LV  54 

1892-1894  Nantucket  New  South  Shoal  (MA) 

1SQ4-1940  Boston  (MA) 

1940-1943  Relief  (MA) 

1943-1946  Boston  (MA) 

(1892  Nov  13,  Nantucket  position  moved  10  mi  SW  of  former  position) 

(1900  Boston  position  moved  1  mi  northerly  from  former  station) 

(During  the  period  1892-1894  some  sources  indicate  that  the  vessel  remained 

on  the  Nantucket  station  only  a  short  time,  and  that  Relief  LV  9  and/or 

Relief  LV  39  may  have  marked  the  station.   Since  no  conclusive  evidence  is 

available  showing  this,  dates  of  assignment  above  are  taken  from  the  Annual 

Reports) 

(1943-1946  Although  no  absolute  proof  has  been  found,  it  is  very  probable  that 

this  vessel  was  assigned  to  the  Boston  station  during  this  period.  Light  Lists 

of  the  time  give  information  in  line  with  the  characteristics  of  LV  54,  and  the 

vessel  regularly  assigned  to  Boston  station  < LV  81 /WAL  507)  was  in  the  Fifth 

District  during  1942-1945 


HISTORICAL  NOTES:  LV  54 

-1892  Oct  5,  delivered  to  Woods  Hole  MA  by  contractor;  "alterations"  made; 

fitted  out  and  supplied 

-1892  Nov  13,  placed  on  Nantucket  New  South  Shoal;  repositioned  10  mi  SW  of 

former  station.   (Relief  LV  9,  marking  former  station  since  Jun  14,  withdrawn) 

-1893  Api — Jun  21,  off  station  for  repairs;  25  tons  pig  iron  ballast  installed; 

new  propeller  installed;  considered  unsuitable  for  such  an  exposed  station 

-1894  Sep  15,  withdrawn  and  repaired  (replaced  by  LV  58) 

-1894  Oct  1,  placed  on  Boston  (MA)  showing  2  FR  lights;  42-19-23N  /  70-45-04W 

in  84  feet 

-1894/1895  Appropriations  totalling  $105,000  approved  for  new  vessel  for  the 

Boston  station;  contract  awarded 

-1896  Jul  15-29,  relieved  (by  LV  39)  for  bottom  painting  and  repair 

-1897  Dec  8-20,  ditto 

-1898  Nov  27,  dragged  off  station  in  gale;  steamed  back  to  station  2  days  later 

-1898  May  10-25,  hauled  for  bottom  work  and  engine  repairs 

-1900  Jan  9,  position  moved  1  mi  M  (6  mi  E  1/2  S  from  Boston  Light)  in  order  to 

better  mark  deeper  water  access  to  Boston  harbor 

-1901  May  31-Jun  25,  relieved  (by  LV  58)  for  boiler  work  and  engineroom  repairs. 

More  notes:  LV  54 

-1902  Aug  1-15,  relieved  (by  LV  58)  for  repair 

-  Same  entry  for  1903  May  11-20;  1904  May  8;  1905  Jun  14-30 

-1906  Aug  31-?,  Relieved  (by  LV  53)  for  repair  (LV  53  had  been  brought  from 

Charleston  SC  on  temporary  loan  to  1st  and  2d  Districts) 

-Up  until  1906  there  were  newspaper  accounts  of  the  lightship  being  bumped, 

butted  and  scraped  by  passing  vessels,  apparently  without  serious  damage 

-1915  Apr,  Rammed  by  steamer  QUANTICO 

-1935  Dec  20,  rammed  by  British  steamer  SEVEN  SEAS  SPRAY,  which  had  just  dropped 

the  pilot  and  when  800  feet  from  the  lightship,  steering  gear  jammed  causing 

collision.  LV  54  was  holed  at  water  line,  crew  stuffed  bags  of  coal  into  gash 

and  remained  afloat  until  towed  to  drydock  by  tender  ARBUTUS. 

-1940  Mar  8,  withdrawn  from  Boston  station  and  assigned  Relief  duty,  stationed 

at  Woods  Hole.  Served  again  on  Boston  station  1943-1946 

RETIRED  FROM  LIGHTSHIP  DUTY:  1946      AGE:  54 

SUBSEQUENT  DISPOSITION:  Decommissioned  Jul  23,  1946;  sold  Sep  15,  1947. 


COMMANDING  OFFICERS:  LV  54  /  WAL  502 

1892-1894  David  E  Ray,  Master 

1892-1894  James  G  Remsen,  Mate 

1894  James  Jorgensen,  Master  <Jan-Sep> 

1894  Albeit  W  Matthews,  Master  (Sep-Oct) 

1895  Alexander  F  Snow,  Mate  < Mar- Apr) 
1896-1897  Alexander  F  Snow,  Mate 

1897-  Alexander  F  Snow,  Master 

1906-1913  Charles  E  Acorn,  Mate 

1907-1913  Harry  D  Ulckerson,  Mate 

1913-1915  Manuel  T  Chantre,  Mate 

-1915  Hermann  Lack,  Master 

1915-  Walter  H  Warnock,  Master 

1915-1917  William  G  Collins,  Mate 

1917-1921  Benjamin  F  Chase,  Mate 

1921-1923  Lars  0  Johnson,  Mate 

1923-  Charles  S  Parsons,  Mate 

1937-  Lewis  E  Woodman,  Master 


VESSEL  DESIGNATION:  LV  55 

YEAR  BUILT:  1S91 

BUILT  AT:  Toledo  (OH)  BUILDER:  Blythe  Craig  Shipbuilding  Co 

APPROPRIATION:  $60,000  CONTRACT  PRICE:  $14,225  ($42,675  for  3  ships) 

(Approp  for  3  ships  -  Simmons  Reel,  White  Shoal,  and  Grays  Reef) 
SISTER  VESSELS:  LV  56,57 

DESIGN:  Wood  framed  &  planked;  white  oak  fastened  with  5/8"  square  iron  spikes; 
2  masts,  daymark  on  foremast;  spencer  mast  aft  of  main  for  riding  sail;  stack  on 
deckhouse  amidships 
LENGTH:   102' 8"  (loa)   BEAM :  20'      DRAFT:  8 • 9"    TONNAGE:   129  gross 

PROPULSION:  Steam  screw-  one  single  cylinder,  non-condensing  engine,  14"  bore  x 
16"  stroke,  100  1HP;  fire-tube  boiler  5'dla  x  9'lg  100  psi;  max  speed  8  knots 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  burning  lens  lanterns  hoisted  to  each 

masthead 

FOG  SIGNAL:  6"  steam  whistle,  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  55 

-One  of  three  vessels  designed  for  use  only  during  the  navigation  season  on  the 

Great  Lakes,  as  an  experiment  to  avoid  the  high  initial  and  recurring  costs  for 

a  permanent  lighthouse.  Maintenance  and  operating  cost  for  each  lightship  was 

estimated  at  $4,000  per  year.  Each  had  enough  power  for  getting  to  and  from 

station.  Mooring,  consisting  of  a  5  ton  sinker  and  15  fathoms  of  2  inch  chain 

was  preposit ioned  permanently  and  buoyed,  eliminating  the  need  (and  cost)  for 

the  lightship  to  carry  mushrooms  and  chain. 

-Upon  delivery,  many  construction  defects  were  found  during  sea  trials,  and 

many  interior  modifications  had  to  be  made  for  comfort  of  the  crew 

-This  and  2  sister  vessels  were  first  US  lightships  to  be  self-propelled  by 

machinery 

-1891  Masts  were  found  unnecessarily  long;  shortened  during  winter  layup 

-1893  Fog  bell  added 

-1906  Equipped  with  submarine  bell  signal 

STATION  ASSIGNMENTS:  LV  55 
1891-1900  Simmons  Reef  (MI) 
1901-1920  Lansing  Shoal  (MI) 

(Simmons  Reef  station  discontinued  Dec  10,  1900  at  close  of  navigation  season) 

10,  1901) 


HISTORICAL  NOTES:  LV  55 

-1891  Sep  14/15,  turned  over  to  Lighthouse  Establishment  at  Detroit  (MI) 

-1891  Oct  2,5,6,  sea  trials  conducted,  many  defects  noted 

-1891  Oct  19,  Departed  Detroit,  reaching  Port  Huron  in  evening 

-1891  Oct  20,  LV  55,56  &  57  using  their  own  power  to  assist  were  taken  in  tow 

by  tender  DAHLIA,  making  9  knots;  laid  over  at  Sand  Beach  Harbor  of  Refuge  due 

to  bad  weather 

-1891  Oct  24,  placed  on  Simmons  Reef  (MI),  northerly  end  of  Lake  Michigan 

-1891  Nov  17-20,  left  station  without  orders  and  put  into  Cheboygan  (MI);  crew 

discharged  for  dereliction  of  duty  and  replaced  with  others  "more  trustworthy"; 

replaced  by  tender  DAHLIA  Nov  22,  remaining  on  station  until  close  of  navigation 

at  which  time  went  into  winter  quarters,  at  Cheboygan.  Many  deficiencies  due  to 

missing,  incomplete  or  faulty  equipment  were  corrected  during  winter  and  masts 

were  shortened 

-1892  Apr  14,  picked  up  mooring  and  resumed  station 

-1892-1900,  Wintered  at  Cheboygan  (MI),  being  withdrawn  Dec  thru  Mar  then 

resuming  station  in  early  April  each  year.  Needed  repairs  were  made  while  in 

winter  quarters 

More  notes:  LV  55 

-1896  Fog  signal  characteristic  changed  to  give  5  sec  blasts  followed  by  55  sec 

silent  intervals 

-1898  Boiler  repairs  and  smokestack  replaced 

-1900  Dec  10,  withdrawn  from  Simmons  Reef;  station  discontinued 

-1901  Jul  10,  transferred  to  Lansing  Shoal  (MI)  by  joint  resolution  of  Congress 

-1901-1907,  Wintered  at  Cheboygan  (MI ), (Sturgeon  Bay  WI  in  1906)  during  the 

period,  being  on  station  from  Mar/Apr  through  Nov/Dec  each  year 

-1901  Extensive  rot  discovered  in  frames  and  planking;  all  unsound  timbers  and 

planking  replaced,  hull  recaulked  and  painted;  one  mast  replaced 

-Remained  assigned  to  Lansing  Shoal  until  1920  Sep  15,  then  laid  up 


RETIRED  FROM  LIGHTSHIP  DUTY:  1920      AGE:  29 
SUBSEQUENT  DISPOSITION:  Sold  Feb  15,  1922  -  $84  0 


COMMANDING  OFFICERS:  LV  55 

1893-1902  Michael  Mclntire,  Master 

-1913  Alfred  Hanson,  Mate 
1913-1914  Andrew  Gallagher,  Mate 
1915-1916  Olaf  K  Andersen,  Mate 
1916-1917  John  W  Barrand,  Mate 
1917-1918  Edward  A  Hansen,  Mate 

1918  Hugh  H  Boyle,  Mate 

1919  Elias  Garrett,  Mate 
1919-1920  Elias  Garrett,  Master 
1919-1920  Daniel  F  McCauley,  Mate 


VESSEL  DESIGNATION:  LV  56 

YEAR  BUILT:  1891 

BUILT  AT:  Toledo  (OH)  BUILDER:  Blythe  Craig  Shipbuilding  Co 

APPROPRIATION:  $60,000  CONTRACT  PRICE:  $14,225  ($42,675  for  3  ships) 

(Approp.  for  3  ships-  Simmons  Reef,  White  Shoal,  &  Grays  Reef) 
SISTER  VESSELS:  LV  55,57 

DESIGN:  Wood  framed  and  planked;  white  oak  fastened  with  5/8"  square  iron  spikes 
2  masts,  daymark  on  foremast;  spencer  mast  aft  of  main  for  riding  sail;  stack 
on  deckhouse  amidships 
LENGTH:  102' 8"  (loa)   BEAM:  20'      DRAFT:  8 ' 9"    TONNAGE:   130  gross 

PROPULSION:  Steam  screw-  one  single  cylinder  non-condensing  engine;  14"  bore  x 
16"  stroke,  100  IHP,  fire-tube  boiler  5'dia  x  9'lg;  max  speed  8  knots 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  burning  lens  lanterns  hoisted  to  each 

masthead 

FOG  SIGHAL:  6"  steam  whistle,  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  56 
-One  of  3  vessels  designed  for  use  only  during  the  navigation  season  on  the 
Great  Lakes,  as  an  experiment  to  avoid  the  high  initial  and  recurring  costs  for 
a  permanent  lighthouse.  Maintenance  and  operating  cost  for  each  lightship  was 
estimated  at  $4,000  per  year.  Each  had  enough  power  for  getting  to  and  from 
station.  Mooring,  consisting  of  a  5  ton  sinker  and  15  fathoms  of  2  inch  chain 
was  preposit ioned  permanently,  eliminating  the  need  (and  cost)  for  the  light- 
ship to  carry  mushrooms  and  chain  -  First  US  lightships  with  propelling  engine 
-Upon  delivery,  many  construction  defects  were  found  during  sea  trials,  and 
many  interior  modifications  had  to  be  made  for  comfort  of  the  crew 
-1891  Masts  found  uriviecesf.arily  long;  shortened  during  winter  layup 
-1893  Fag  bell  added 

-1910  Equipped  with  submarine  bell  signal 
-1913  After  spencer  mast  removed  1913/1914;  hull  lettering  shortened  to  MANITOU 


STATION  ASSIGNMENTS:  LV  56 
1891-1909  White  Shoal   (MI) 
1910-1926  North  Manitou  Shoal  (MI) 
1927-1923  Grays  Reef  (MI) 

(White  Shoal  station  discontinued  1909) 


HISTORICAL  NOTES:  LV  56 

-1891  Sep  14/15,  turned  over  to  Lighthouse  Establishment  at  Detroit  (MI) 

-1891  Oct  2,5,6,  sea  trials  conducted;  many  defects  noted;  fitted  out 

-1891  Oct  19,  departed  Detroit,  reaching  Port  Huron  in  evening 

-1891  Oct  20,  LV  55,56  &  57  using  their  own  power  to  assist  were  taken  in  tow 

by  tender  DAHLIA,  making  9  knots;  layed  over  at  Sand  Beach  Harbor  of  Refuge 

due  to  bad  weather 

-1891  Oct  24,  placed  on  White  Shoal  (MI),  northerly  end  of  Lake  Michigan 

-1891  Nov  17-20,  left  station  without  orders  and  put  into  Cheboygan;  crew 

discharged  for  dereliction  of  duty;  replaced  with  others  "more  trustworthy"; 

vessel  replaced  on  station  by  tender  DAHLIA  Nov  22,  remaining  until  close  of 

navigation  at  which  time  put  into  Cheboygan  winter  quarters.  Many  deficiencies 

due  to  missing,  incomplete  or  faulty  equipment  were  corrected  during  winter  and 

masts  were  shortened 

-1892  Apr  14,  resumed  station  until  Dec  7;  wintered  at  Cheboygan  (MI) 

-1892-1907,  maintained  station  Apr/May  to  Dec,  wintering  at  Cheboygan  (Sturgeon 

Bay  WI  in  1906).  Needed  repairs  carried  out  each  year  in  winter  quarters 

-1896  Fog  signal  in  operation  371  hours  consuming  17  tons  coal  &  2  1/2  cords 

wood 

More  notes:  LV  56 

-1897  Smokestack  replaced;  deck  houses  enlarged  and  improved 

-1898  Extensive  interior  modifications;  boiler  repairs 

-1900  Due  to  rot,  substantial  amount  of  hull  and  deck  planking  replaced 

-1902  Extensive  hull  repairs;  stateroom  built  for  Master 

-1906  Extensive  repairs  to  hull  and  machinery 

-1909  Dec,  withdrawn,  White  Shoal  station  discontinued 

-1910  Placed  on  North  Manitou  Shoal  (MI);  remaining  assigned  through  1926 

-1927  Placed  on  Grays  Reef  remaining  through  the  1928  season 


RETIRED  FROM  LIGHTSHIP  DUTY:  1928      AGE:  37 
SUBSEQUENT  DISPOSITION:  Sold  Dec  20,  1928 


COMMANDING  OFFICERS:  LV 


1892-1893  Samuel.  Dodd,  Keeper 
1893-      Samuel  Dodd,  Master 

-1915  Charles  E  Corlett,  Master 
1915-1916  Richard  D  Baxter,  Mate 
3  916-1917  Ervin  Hartung,  Mate 
1917-1918  Hubert  R  Benson,  Mate 
1918-1921  Charles  Cretean,  Mate 
1915-1918  Robert  Bruce,  Master 
1918-1919  Albert  F  Pitman,  Master 
1920-1927  Edward  A  Hansen,  Master 

1921  John  O'Ne-il  Jr,  Mate 

1922  Sigurd  frey,  Mate 
1922-1927  William  J  Stewart,  Mate 
1927-1928  William  J  Stewart,  Master 

1928  Louis  A  Anderson,  Mate 


VESSEL  DESIGNATION:  LV  57 

YEAR  BUILT:  1391 

BUILT'  AT:  Toledo  (OH)  BUILDER:  Blythe  Craig  Shipbuilding  Co 

APPROPRIATION:  $60,000  CONTRACT  PRICE:  $14,225  ($42,675  for  3  ships) 

SISTER  VESSELS:  LV  55,56 

DESIGN:  Wood  framed  &  planked;  white  oak  fastened  with  5/8"  square  iron  spikes; 
2  masts,  daymark  on  fore;  spencer  mast  aft  of  main  for  riding  sail;  stack  on 
deckhouse  amidships 
LENGTH:  102' 8"  (loa)   BEAM:  20'      DKAET:  8 ' 9"    TONNAGE:   130  gross 

PROPULSION:  Steam  screw-  one  single  cylinder  non-condensing  engine,  14"  bore   x 
16"  stroke,  100  1HP;  fire-tube  boiler  5'dia  x  9'lg;  max  speed  8  knots 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  burning  lens  lanterns  hoisted  to  each 

masthead 

EOG  SIGNAL:  6"  steam  whistle,  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  57 

-  One  of  3  vessels  designed  for  use  only  during  the  navigation  season  on  the 

Great  Lakes,  as  an  experiment  to  avoid  the  high  initial  and  recurring  costs 

for  a  permanent  lighthouse.  Maintenance  and  operating  cost  for  each  lightship 

was  estimated  at  $4,000  per  year.  Each  had  enough  power  for  getting  to  and  from 

station.  Mooring,  consisting  of  a  5  ton  sinker  and  15  fathoms  of  2  inch  chain 

was  preposit ioned  permanently  and  buoyed,  eliminating  the  need  (and  cost.'  for 

the  lightship  to  carry  mushrooms  and  chain 

-Upon  delivery  many  construction  defects  were  found  diiring  sea  trials,  and  many 

interior  modifications  had  to  be  made  for  comfort  of  the  crew 

-This  and  2  sister  vessels  were  first  US  lightships  to  be  propelled  by  machinery 

-1891  Masts  found  unnecessarily  long  and  were  shortened  during  winter  layup 

-1893  Fog  bell  added 

-1907  Equipped  with  submarine  bell 


STATION  ASSIGNMENTS:  LV  57 
1891-1923  Grays  Reef  (MI) 


(1896  Apr  26,  position  moved  3, 150  feet  SE  x  E) 


HISTORICAL  NOTES:  LV  57 

-1891  Sep  14/15,  turned  over  to  Lighthouse  Establishment  at  Detroit 

-1891  Oct  2,5,6,  sea  trials  conducted;  many  defects  noted;  fitted  out 

-1891  Oct  19,  departed  Detroit,  reaching  Port  Huron  in  evening 

-1891  Oct  20,  LV  55,56  &  57,  using  their  own  power  to  assist  were  taken  in  tow 

by  tender  DAHLIA,  making  9  knots,  laying  over  at  Sand  Beach  Harbor  of  Refuge 

due  to  bad  weather 

-1891  Oct  24,  placed  on  Grays  Reef  (MI),  northerly  end  of  Lake  Michigan 

-1891  Nov  17-20,  left  station  without  orders  and  put  in  to  Cheboygan  (MI ) ; 

crew  discharged  for  dereliction  of  duty;  replaced  by  others  "more  trustworthy"; 

replaced  on  station  by  tender  DAHLIA,  remaining  until  close  of  navigation  at 

which  time  went  into  winter  quarters  at  Cheboygan.  Many  deficiencies  due  to 

missing,  incomplete  or  faulty  equipment  were  corrected  during  winter  and  masts 

were  shortened 

-1892  Apr  14,  resumed  station  until  Dec  7,  then  wintered  at  Cheboygan 

-1892-1907,  maintained  station  Apr/May  to  Dec,  wintering  at  Cheboygan  (Sturgeon 

Bay  WI  in  1907).  Needed  repairs  carried  out  each  year  in  winter  quarters 

-1896  Fog  signal  characteristic  changed  to  sound  2  blasts  of  1  second  each; 

silent  20  seconds  then  1  blast  of  3  seconds;  silent  15  seconds 

More  notes:  LV  57 

-189b  Fog  signal  operated  353  hours,  consuming  15  tons  coal  &  2  cords  wood 

-1898  Boiler  retubed;  smokestack  replaced;  deck  houses  enlarged  and  improved 

-1899  Hull  recaulked  above  water  line 

-1900  Boiler  and  hull  repairs 

-1901  Extensive  rot  found  in  frames,  planking  and  deck;  unsound  timbers  and 

planking  replaced;  hull  recaulked  and  painted 

-1901  Apr  26,  position  moved  3,150  feet  SB  x  B  in  24  feet 

-Remained  assigned  to  Grays  Reef  through  1923 


RETIRED  FROM  LIGHTSHIP  DUTY:  1923      AGE:  32 

SUBSEQUENT  DISPOSITION:  Not  listed  in  records  after  FY  1924,  assume  sold 


COMMANDING  OFFICERS:  LV  57 

1892-      Maynard  S  Corlett,  Master 

-19  14  Peter  D  Ance,  Mate 
1914-      Peter  D  Ance,  Master 

1916  Thorwald  Berntsen,  Mate 
1916-1917  Olaf  J  Nelson,  Mate 

1917  Reinhart  Larsen,  Mate 
1917  Fred  P  Klaus,  Mate  (temp) 
1917  Lewis  N  Allard,  Mate  (temp) 


VESSEL  DESIGNATION:  LV  58 
YEAR  BUILT:  1894 
BUILT  AT:  Toledo  (OH) 
APPROPRIATION:  $70,000 
SISTER  VESSELS:  None 


BUILDER:  Craig  Shipbuilding  Co 
CONTRACT  PRICE:  $50,870 


DESIGN:  Steel  framed,  iron  plated  and  fastened;  2  steel  masts  w/wood  spencers;  2 
daymarks;  2  smokestacks  abreast;  flush  spai — deck  above  main  deck;  no  deckhouses 
or  lantern  houses 
LENGTH:  121'10"(loa)   BEAM:  28*6"   DRAFT:  12' 0"   TONNAGE:  449  gross 

PROPULSION:  Steam  screw  -  one  single  cylinder  condensing  engine, 18"  bore  x  20" 
stroke;  2  vertical  f ire-tube  boilers  12'  high  x  6'  dia,  90  psi;  four  bladed 
propeller  6' dia;  max  speed  apprx  7.5  knots;  also  rigged  for  sail 

ILLUMINATING  APPARATUS:  2  lanterns,  each  with  8  oil  lamps  and  reflectors 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  58 
-Although  a  few  earlier  vessels  were  built  up  forward  and  covered  by  a  fore- 
castle deck  to  protect  the  windlass  and  access  to  crew  quarters,  nearly  all  the 
early  lightships  were  single  deck  vessels  having  crew  quarters  on  a  platform 
below  water  line.  LV  58  was  first  lightship  built  with  a  complete  upper  deck 
above  the  main  deck,  allowing  placement  of  crew  quarters  in  a  better  environment 
and  the  higher  freeboard  added  stability  for  a  safer  and  drier  ship  -  a  fore- 
runner of  the  "modern"  lightship.  LV  58  also  unique  in  that  lanterns  were  housed 
on  spring  loaded  platforms  on  the  enclosed  main  deck,  being  raised  and  lowered 
entirely  from  below  thru  hatches  in  the  weather  deck,  giving  safety  and  conven- 
ience in  during  handling  and  servicing  the  lanterns 

-1901  Oct,  Marconi  wireless  telegraph  equipment  installed  for  evaluation 
-1903  Oct,  Electric  lighting  plant  installed  at  Boston,  lanterns  electrified 
-1904  Radio  placed  in  full  time  service,  following  its  adoption  and  use  aboard 
LV  66 


STATION  ASSIGNMENTS:  LV  58 
1894-1896  Nantucket  Mew  South 
1896-1897  Fire  island  (NY) 
1897-1905  Relief  (MA) 


Shoal  (MA) 


HISTORICAL  NOTES:  LV  58 

-1894  Sep  15,  placed  on  Nantucket  New  South  Shoal  replacing  LV  54 

-1895  Feb  1,  parted  chain  during  gale;  regained  station  under  own  power  Feb  3 

-1896  Jul  16,  placed  on  Fire  Island  <NY)  pending  completion  of  new  lightship  68 

-1897  Sep,  returned  to  New  Bedford,  repaired,  and  assigned  Relief  duty 

-1898-1905  Frequently  used  as  tender  during  the  period,  carrying  coal, supplies, 

mail  and  relief  crews  to  Nantucket  LV  66.  Otherwise  during  the  period,  annually 

relieved  lightships  assigned  to  Nantucket,  Great  Round  Shoal,  Pollock  Rip, 

Pollock  Rip  Shoals,  Vineyard  Sound,  Boston  and  Portland  stations. 

-1900  Dec  9,  while  relieving  Nantucket  LV  66,  parted  chain  and  drifted  70  miles 

off  station  in  heavy  gale;  towed  in  to  Edgemoor  Depot  (DE)  by  British  steamer 

LUCILINE  on  Dec  17;  returned  New  Bedford  Dec  21  for  extensive  repairs. 

-1901  Oct,  fitted  with  Marconi  wireless  equipment;  operators  furnished  by  USN 

-1903  Oct,  electric  lighting  plant  installed  and  lanterns  electrified 

-1904  Jul  19,  rammed  by  steamer  while  relieving  Pollock  Rip  LV  47;  minor  damage 

-1904  Radio  placed  in  full  time  operation;  following  adoption  of  radio  for  LV  66 

-1905  Feb  15,  while  relieving  Nantucket  LV  66,  broke  adrift  and  unable  to  regain 

station  against  gale;  headed  for  port  and  picked  up  off  Gay  Head  by  AZALEA  and 

towed  in  for  replacement  anchor  and  chain 

More  notes:  LV  58 

-1905  Dec  10,  during  heavy  gale,  while  relieving  Nantucket  LV  66,  serious  leak 

developed  in  fire-room  compartment;  pump  suctions  clogged  repeatedly;  distress 

messages  sent  by  radio  were  handled  by  Newport  Naval  Station  <RI).  Rising  water 

eventually  extinguished  boiler  furnaces  and  ship  was  then  bailed  by  hand  for  24 

hours.  Tender  AZALEA  responded,  arriving  0400  Dec  11  and  started  towing  about 

1100.  Heavy  cross  seas  hindered  the  operation  and  about  4  hours  later,  lightship 

signalled  "must  abandon".   Crew  safely  taken  aboard  AZALEA  and  10  minutes  later 

LV  58,  listing  heavily  to  starboard,  went  down  by  the  stern  in  25  fathoms  about 

18  miles  NV  of  station 

-First  US  vessel  of  any  type  to  transmit  a  distress  call  by  radio 


RETIRED  FROM  LIGHTSHIP  DUTY:   (1905)    AGE:   11 

SUBSEQUENT  DISPOSITION:  Leaking  badly,  and  while  being  towed  in  by  tender 
the  lightship  foundered  approx  18  miles  NV  of  station  at  1532  Dec  11,  190? 
Entire  crew  of  13  taken  off  safely  by  tender,  and  landed  at  New  Bedford 


AZALEA 


COMMANDING  OFFICERS:  LV  5S 


1893-1894  George  V  Thompson,  Master 
1894-1896  James  Joigensen,  Master 
1894-1905  Charles  E  Acorn,  Mate 
1896-1897  David  H  Caulkins,  Master 
1897-1899  George  V  Thompson,  Master 
1899-1903  Francis  Hallett,  Master 
1903-1905  James  Jorgensen,  Master 


VESSEL  DESIGNATION:  LV  59 

YEAR  BUILT:  1393 

BUILT  AT:  Toledo  (OH)  BUILDER:  Craig  Shipbuilding  Co 

APPROPRIATION:  $25,000  CONTRACT  PRICE:  $13,490 

(Approp.  for  a  lightship  lor  Bar  Point  (Ml)  to  replace  privately  owned  vessel) 

SISTER  VESSELS:  LV  60,61,62 

DESIGN:  Wood  framed  &  planked,  white  oak  fastened  with  3/4"  iron  bolts;  foremast 
with  spencer;  short  after  mast;  stack  amidships;  fog  signal  ahead  of  stack; 
daymark  on  foremast;  single  large  deckhouse;  hull  painted  black  initially 
LENGTH:  87' 2"  (loa)    BEAM:  21' 6"   DRAFT:  8'0"    TONNAGE:  160  displ (fresh  water) 

PROPULSION:  None  -  riding  sail  rigged  on  after  mast 


ILLUMINATING  APPARATUS:  Cluster  of  3  oil  burning  lens  lanterns  hoisted  to 

f  or emasthead 

FOG  SIGNAL:  6"  steam  whistle 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  59 
-Built  under  separate  contract,  but  otherwise  identical  to  LV  60,  61  and  62 
-Repairs  were  made  while  the  vessel  was  withdrawn  during  the  period  the  Lakes 
were  closed  to  navigation,  usually  Dec-Mar/Apr  each  year 
-1907  Mar,  submarine  bell  signal  installed  and  placed  in  operation 


STATION  ASSIGNMENTS:  LV  59 
1893-1910  Bar  Point  Shoal 
1911-1914  Poe  Reef  (MI) 

(Bar  Point  Shoal  lies  in  Canadian  waters  near  the  mouth  of  the  Detroit 
River,  Lake  Erie.  It  was  marked  by  the  US  with  permission  of  the  Canadian 
Government ) 


HISTORICAL  NOTES:  LV  59 

-1893  Sep  20,  placed  on  Bar  Point  Shoal,  mouth  of  Detroit  River,  Lake  Erie; 

black  hull,  white  lettering;  fog  signal  10  sec  blast,  30  sec  silent;  1  FW  light 

-1893  Dec  6,  withdrawn  for  winter  to  Detroit  Lighthouse  Depot 

-Typical  of  Great  Lakes  lightships,  the  vessel  was  withdrawn  from  station  during 

the  period  the  Lakes  were  closed  to  navigation,  usually  early  December  through 

March  or  April.  Necessary  repairs  and  refitting  were  performed  during  winter 

-1898  Dec  11,  carried  off  station  by  moving  ice,  drifting  in  western  end  of  Lake 

Erie  for  10  days,  when  picked  up  and  towed  to  Detroit  Dec  21 

-1399  Smokestack  replaced 

-1900  Boiler  repairs 

-1902  Under  repair  at  opening  of  navigation;  station  marked  by  lighted  buoy 

until  Apr  29  when  lightship  took  station 

-1906  Oct  17,  damaged  in  collision  with  barge  under  tow 

-1907  Mar ,  equipped  with  submarine  bell  signal 

-1911  Mar/Apr,  transferred  and  placed  on  Poe  Reef  (MI)  in  Lake  Huron 

-1914  Surveyed  Sep/Oct,  rated  unseaworthy  and  condemned 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY;  1914      AGE:  21 

SUBSEQUENT  DISPOSITION:  Oct  1,  1914  sold  at  public  auction  -  $314 

Said  to  have  been  later  registered  as  tug  LEATHEM  D  SMITH 


COMMANDING  OFFICERS:  LV  59 


1894-1897  Thomas  Cooney,  Master 
1897-1902  William  Wybrands,  Master 
1902-      Edwin  J  Wilkinson,  Master 

-1914  Martin  Tellefson,  Mate 

1914  Ernest  LeBahn,  Mate 
-1914  G  J  Navarre,  Master 


VESSEL  DESIGNATION:  LV  60 

YEAR  BUILT:  1393 

BUILT  AT:  Toledo  <OH)  BUILDER:  Craig  Shipbuilding  Co 

APPROPRIATION:  $60,000  CONTRACT  PRICE:  $13,990  ($41,970  LV  60,61,62) 

(Approp.for  Eleven  Font  Shoal  MI,  plus  "one  or  more"  other  lightships) 
SISTER  VESSELS:  LV  59,61,62 

DESIGN:  Wood  framed  &  planked,  white  oak  fastened  with  iron  bolts  and  spikes 
foremast  with  spencer,  short  after  mast;  stack  amidships;  fog  signal  ahead  of 
stack;  single  large  deckhouse;  daymark  on  foremast 
LENGTH:  87' 2"  (loa)    BEAM:  21' 6"   DRAFT:  8 ' 0"    TONNAGE:  160  displ (fresh  water) 

PROPULSION:  None-  riding  sail  carried  on  short  after  mast 


ILLUMINATING  APPARATUS:  Cluster  of  3  oil  burning  lens  lanterns  hoisted  to  fore 

masthead 

FOG  SIGNAL:  6"  steam  whistle;  hand  operated  800  lb  brass  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  60 
-Although  essentially  identical,  LV  60,61,  and  62  were  built  under  a  single 
contract  with  LV  59  built  by  separate  contract 
-1906  Equipped  with  submarine  bell  signal 
-1917  Fog  whistle  changed  to  10  inch 


STATION  ASSIGNMENTS:  LV  60 
1893-1925  Eleven  Foot  Shoal  (MI) 


HISTORICAL  NOTES:  LV  60 

-1893  Oct  6,  placed  on  Eleven  Foot  Shoal  <MI),  northern  end  of  Green  Bay,  Lake 

Michigan  to  mark  turn  for  entering  Little  Bay  de  Noquette.  Showed  single  FW 

light  40  feet  above  water,  visible  13  mi;  black  hull  with  white  lettering;  fog 

signal  5  sec  blast,  silent  10  sec 

-1893  Dec  6,  withdrawn  for  winter  to  Escanaba  (MI) 

-Typical  of  Great  Lakes  lightships,  vessel  was  withdrawn  from  station  during  the 

period  that  Lakes  were  closed  to  navigation,  usually  early  Dec  through  Mar/Apr 

each  year.  Necessary  repairs  were  performed  in  winter  quarters;  this  vessel 

wintered  at  Escanaba  each  year  except  1904  at  Sturgeon  Bay  <WI) 

-1894  Lost  mooring  in  fall  due  to  faulty  shackle  pin  and  went  adrift; 

repositioned  on  station  by  tender  DAHLIA 

-1897  Interior  layout  modified;  coal  bunkers  expanded 

-1900  Rotten  deck  planking  replaced 

-1901  New  deck  laid  both  sides  of  deckhouse 

-1902  Appropriation  of  $30,000  requested  for  a  relief  lightship  to  serve  9th 

and  11th  Districts 

-1904  Wintered  at  Sturgeon  Bay  (VI),  hauled  for  extensive  repairs 

More  notes:  LV  60 

-Remained  assigned  to  Eleven  Foot  Shoal  during  1925  navigation  season 


RETIRED  FROM  LIGHTSHIP  DUTY:  1926      AGE:  33 

SUBSEQUENT  DISPOSITION:  Sold  Jan  15,  1926;  said  to  have  been  used  later  as 

floating  clubhouse  at  Chicago  IL 


COMMANDING  OFFICERS:  LV  60 


1893-1913  Loren  Kristiansen,  Master 
1912-1916  William  Christensen,  Mate 
1913-1918  Thomas  D  Quinlan,  Master 
1916-1917  John  Barrand,  Mate 
1917-1918  Joseph  L  Wagner,  Mate 

1918  Robert  McDonald,  Mate  (temp) 
1918  Albert  M  Green,  Mate 
1918-1919  Adolph  Berry.  Mate 
1919-1925  Conrad  A  Strain,  Master 
1919-1924  Alfred  Hansen,  Mate 
1924-1925  Henry  Osby,  Mate 

19X5  Julius  Meyer,  Mate 


VESSEL  DESIGNATION:  LV  61 

YEAR  BUILT:  1893 

BUILT  AT:  Toledo  (OH)  BUILDER:  Craig  Shipbuilding  Co 

APPROPRIATION:  5.60,000  CONTRACT  PRICE:  $13,990  ($41,970  for  LV  60,61,62) 

(Approp.  for  Eleven  Root  Shoal  MI  plus,  "one  or  more  other  lightships) 
SISTER  VESSELS:  LV  59,60,62 

DESIGN:  Wood  framed  &  planked,  white  oak  fastened  with  iron  bolts  and  spikes; 
foremast  with  spencer,  short  after  mast;  stack  amidships;  fog  signal  ahead  of 
stack;  single  large  deckhouse;  daymark  on  foremast 
LENGTH:  87' 2"  (loa)    BEAM:  2 1 ' 6"   DRAFT:  8'0"    TONNAGE:   160  displ (fresh  water) 

PROPULSION:  None-  riding  sail  carried  on  short  after  mast 


ILLUMINATING  APPARATUS:  Cluster  of  3  oil  burning  lens  lanterns  hoisted  to  fore 

masthead 

FOG  SIGNAL:  6"  steam  whistle;  hand  operated  800  lb  brass  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &     IMPROVEMENTS:  LV  61 

-Although  essentially  identical,  LV  60,61  and  62  were  built  under  a  single 
contract  with  LV  59  built  under  a  separate  contract 
-1910  Equipped  with  submarine  bell  signal 


STATION  ASSIGNMENTS:  LV  61 

1893-1920  Lake  Huron  (MI)   (locally  called  Northwest  Shoal) 

1921       Relief  (condemned  and  laid  up) 


HISTORICAL  NOTES:  LV  61 

-1893  Sep  25,  placed  on  Lake  Huron  (MI),  at  foot  of  Lake  Huron  marking  shoal 
spot  of  11  feet  north  and  westward  of  Northwest  Shoal.  Vessels  passed  to  the 
west  and  close  aboard  the  lightship.  Straw  color  hull  with  black  letters  LAKE 
HURON;  black  daymark  at  both  mastheads;  single  FW  light  shown  on  foremast;  fog 
signal,  2  sec  blast,  10  sec  silent 

-Typical  of  Great  Lakes  lightships,  vessel  was  withdrawn  from  station  during  the 
period  the  Lakes  were  closed  to  navigation,  usually  early  Dec  through  Mar/Apr 
each  year.  Necessary  repairs  were  performed  while  in  winter  quarters.   This 
vessel  wintered  each  year  at  Detroit  Lighthouse  Depot 

-1896  Jun,  a  red  35  ft  spar  buoy  was  placed  west  of  the  lightship  "to  more  def- 
initely fix  the  limits  of  the  dredged  channel" 

-1901  May  19-Jul  3,  relieved  Poe  Reef  LV  62,  which  was  under  repair  when 
navigation  opened,  then  resumed  her  own  station  (which  apparently  remained 
unmarked  during  the  period) 

-1913  Aug,  Master  and  engineer  launched  boat  and  rescued  a  man  and  woman 
in  a  rowboat  in  danger  of  foundering  near  the  lightship 

-Remained  assigned  to  the  Lake  Huron  station  during  1920,  then  condemned 
and  laid  up 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1920      AGE:  27 

SUBSEQUENT  DISPOSITION:  Condemned  and  laid  up  1920;  sold  at  public  auction 

at  11th  District  Hq  Aug  8,  1921 


COMMANDING  OFFICERS:  LV  61 


1893-1903  Charles  Calnow,  Master 
1903-1915  James  M  Jones,  Master 
1915-1920  Frank  Leimbach,  Master 
1914-1915  R  H  Mosier.  Mate 
1915-1916  Ernest  LeBahn,  Mate 
1916-1920  John  A  Renehan,  Mate 


VESSEL  DESIGNATION:  LV  62 

YEAR  BUILT:  1893 

BUILT  AT:  Toledo  (OH)  BUILDER:  Craig  Shipbuilding  Co 

APPROPRIATION:  $60,000  CONTRACT  PRICE:  $13,990  ($41,970  for  LV  60,61,62) 

(Approp.  for  a  lighthouse  off  Pt  Peninsula  (MI),  used  for  "one  or  more"  ltships) 
SISTER  VESSELS:  LV  59,60,61 

DESIGN:  Wood  framed  &  planked,  white  oak  fastened  with  iron  bolts  and  spikes; 
foremast  with  spencer,  short  after  mast;  stack  amidships;  fog  signal  ahead  of 
stack;  single  large  deckhouse;  daymark  on  foremast 
LENGTH:  87 • 2"  (loa)    BEAM:  21 '6"   DRAFT:  8 ' 0"    TONNAGE:   160  displ-fresh  water 

PROPULSION:  None-  riding  sail  carried  on  short  after  mast 


ILLUMINATING  APPARATUS:  Cluster  of  3  oil  burning  lens  lanterns  hoisted  to  fore 

masthead 

FOG  SIGNAL:  6"  steam  whistle;  hand  operated  800  lb  brass  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  62 
-Although  essentially  identical,  LV  60,61,  and  62  were  built  under  a  single 
contract  with  LV  59  built  under  separate  contract 
-1910  Equipped  with  submarine  bell  signal 


STATION  ASSIGNMENTS:  LV  62 
1893-1910  Poe  Reef  (MI) 
1911-1919  Bar  Point  Shoal 

(Bar  Puint  Shoal  lies  in  Canadian  waters,  discontinued  by  the  US  in  1919, 
and  responsibility  for  marking  it  thereafter  was  assumed  by  Canadian 
Government ) 


HISTORICAL  NOTES:  LV  62 

-1893  Sep  29,  placed  on  Poe  Reef  (MI),  SE  of  Bols  Blank  Island  in  entrance  to 

South  Channel,  Straights  of  Mackinac.  Red  hull  with  white  letters  POE  REEF;  red 

daymark  at  fore  masthead;  showed  single  FW  light  from  foremast;  fog  signal, 

5  sec  blast,  10  sec  silent 

-Typical  of  Great  Lakes  lightships,  vessel  was  withdrawn  during  the  period  the 

Lakes  were  closed  to  navigation,  usually  early  Dec  through  Mar/Apr  each  year. 

Necessary  repairs  were  performed  while  in  winter  quarters.   This  vessel  wintered 

at  Cheboygan  (MI)  throughout  her  career 

-1896  Reported  in  "fair  condition,  and  not  appropriate  for  so  exposed  a  station" 

-1897  The  District  proposed  the  vessel  be  removed  and  used  for  Relief  duty,  and 

also  requested  a  $15,000  appropriation  for  a  suitable  replacement  vessel.  No 

action  was  taken  by  the  Lighthouse  Board 

-1901  Towed  by  tender  MARIGOLD  from  Cheboygan  to  Detroit  at  the  opening  of 

navigation;  extensively  repaired  then  towed  to  station  Jul  10. 

-  Remained  on  Poe  Reef  station  through  1910 

-1911  Stationed  on  Bar  Point  Shoal,  remaining  until  1919  when  the  station 

was  discontinued  by  the  U.S. 

More  notes:  LV  62 

-1919  Responsibility  for  the  Bar  Point  station  was  thereafter  assumed  by  the 

Canadian  Govt  who  placed  a  Canadian  lightship  on  the  station 

-LV  62  was  laid  up  following  the  1919  season  and  condemned  in  1920 


RETIRED  FROM  LIGHTSHIP  DUTY:  1919      AGE:  26 

SUBSEQUENT  DISPOSITION: 

Sold  at  public  auction,  11th  District  Hq,  Aug  8,  1921  -  $200 


COMMANDING  OFFICERS:  LV  62 
1895-      Walter  J  McGuin,  Master 

-1913  Thomas  Quinian,  Mate 
1913-1917  Richard  Tobin,  Mate 
1917-1918  Robert  Sawyer,  Mate 

1918  Arthur  Harris,  Mate  (temp) 
1918-1920  James  McGuire,  Mate 

-1920  Thomas  H  Ingersoll,  Master 


VESSEL  DESIGNATION:  LV  63 

YEAR  BUILT:   1S93 

BUILT  AT:  Wyandotte  (MI)  BUILDER:  ? 

APPROPRIATION:  $8,600  CONTRACT  PRICE:  $993  ($2,980  for  3  vessels) 

(Approp.  Aug  5,  1892  for  3  small  lightships,  Detroit  River) 
SISTER  VESSELS:  Lv  64,65 

DESIGN:  Square  ended  wood  scow;  oak  fastened  with  iron  bolts  and  spikes;  12  ft 
tripod  lantern  structure  on  foredeck;  deckhouse  aft 

LENGTH:  42'   (loa)       BEAM:  13' 7"   DRAFT:  2' 6"    TONNAGE:   16.7  gross 

PROPULSION:  None 


ILLUMINATING  APPARATUS:  Single  lantern  with  3  oil  lamps  shown  from  12  ft  tripod 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  63 

-One  of  3  small  vessels  "cheaply  built"  for  "temporary  service"  in  the  Detroit 

River;  built  in  part  to  eliminate  proliferation  of  existing  private  aids,  and 

in  part  to  serve  until  "Congress  makes  arrangements  for  lighting  this  important 

channel" 

-Although  differing  somewhat  in  both  measurements  and  details,  all  3  vessels 

were  built  to  the  same  design  and  specifications,  and  under  the  same  contract 


STATION  ASSIGNMENTS:  LV  63 

1893-1899  Ballard  Reef 

1900-1910  Relief  (Mi)  (used  only  to  relieve  LV  64  &  65) 

(Ballard  Reef  station  lies  in  Canadian  waters,  but  was  marked  by  the  US  with 
permission  of  the  Canadian  Government,  station  discontinued  1899) 


HISTORICAL  NOTES:  LV  63 

-In  1692  an  appropriation  of  $100,000  was  recommended  by  the  Lighthouse  Board 

for  construction  of  a  caisson  type  lighthouse  to  mark  Ballard  Reef  in  the 

Detroit  River.  LV  63  was  intended  for  temporary  use  to  replace  existing  private 

aids  until  that  construction  was  approved  and  completed.  Since  the  location  was 

in  Canadian  waters,  permission  was  obtained  from  Canada  to  establish  the  station 

-1893  Jul  1,  placed  on  Ballard  Reef;  painted  red  showing  a  fixed  red  light; 

withdrawn  for  winter  Dec  6 

-Thereafter,  vessel  was  withdrawn  from  station  while  the  Lakes  were  closed  to 

navigation,  usually  early  Dec  through  Mar/Apr  each  year.  Necessary  repairs  were 

performed  while  in  winter  quarters  at  Detroit 

-1899  Consumed  61  gallons  oil,  2  tons  coal  during  the  year 

-1899  Dec  13,  withdrawn,  station  discontinued 

-1899  Feb  23,  assigned  Relief  duty  (for  relieving  LV  64,65);  laid  up  ready  for 

service  with  shipkeeper  aboard 

-1902  Apr  30,  while  relieving  Limekiln  Crossing  North  LV  65,  struck  by  barge 

under  tow  -  damage  $482.50 

-1906  Aug  28-Dec  17,  relieved  Limekiln  Crossing  North  LV  65 

-Remained  in  Relief  assignment  until  1910 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1910      AGE:  17 
SUBSEQUENT  DISPOSITION:  Laid  up  1910;  Sold  May  22,  1911 


COMMANDING  OFFICERS:  LV  63 


1896-1899  John  Kean,  Master 
1899-1900  Elmer  Slyfield,  Master 


VESSEL  DESIGNATION:  LV  64 

YEAR  BUILT:  1893 

BUILT  AT:  Wyandotte  (MI) 


BUILDER: 


APPROPRIATION:  $8,600  CONTRACT  PRICE:  $993  ($2,980  for  3  vessels) 

(Approp.  Aug  5,  1892  for  3  small  lightships,  Detroit  River) 
SISTER  VESSELS:  LV  63,65 

DESIGN:  Square  ended  wood  scow;  oak  fastened  with  iron  bolts  and  spikes;  12  ft 
tripod  lantern  structure  on  foredeck;  deckhouse  aft 


LENGTH:  38'   (loa) 
PROPULSION:  None 


BEAM:  12' 2'   DRAFT:  2 ' 6' 


TONNAGE:  16. 7  gross 


ILLUMINATING  APPARATUS:  Single  lantern  with  3  oil  lamps  shown  from  12  ft  tripod 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  64 

-One  of  3  small  vessels  "cheaply  built"  for  "temporary"  service  in  the  Detroit 

River;  built  in  part  to  eliminate  proliferation  of  existing  private  aids,  and  in 

part  to  serve  until  "Congress  makes  arrangements  for  lighting  this  important 

channel" 

-Although  differing  somewhat  in  both  measurements  and  details,  all  3  vessels 

were  built  to  the  same  design  and  specifications,  and  under  the  same  contract 

-1895  Extensively  repaired  following  collision 

-1898  Aug  29-Sep  7,  repaired  for  collision  damage 

-1902  Sep,  extensive  repairs  for  collision  damage 


STATION  ASSIGNMENTS:  LV  64 
1893-1910  Limekiln  Crossing 


South 


(Station  discontinued  by  US  in  1910;  responsibility  tor  marking  station 
assumed  by  Canadian  Government  -  see  Historical  Notes) 


HISTORICAL  NOTES:  LV  64 

-During  1891/92  it  was  considered  desirable  for  the  Govt  to  mark  the  NW  and  SV 

corners  of  the  Limekiln  Crossing  (a  narrow  curved  cut  which  had  been  constructed 

by  the  U.S.  at  great  expense).  Providing  aids  "under  orders  and  discipline  of 

the  Lighthouse  Establishment"  would  eliminate  the  need  for  a  variety  of  private 

light  floats  and  other  private  aids,  and  provide  temporary,  inexpensive  service 

until  Congress  would  approve  permanent  lighting  arrangements  for  the  Detroit 

River.  Since  the  location  was  entirely  in  Canadian  waters,  permission  was 

obtained  from  Canada  to  establish  2  lightship  stations  and  2  vessels  were  built 

for  the  purpose 

-1893  Sep  15,  placed  on  Limekiln  Crossing  South;  painted  white  with  black 

lettering 

-Thereafter  was  withdrawn  from  station  during  the  period  the  Lakes  were  closed 

to  navigation,  usually  early  Dec  through  Mar/Apr  each  year.  Necessary  repairs 

were  performed  during  winter  layup  at  Detroit 

-1895  May,  in  collision  with  passing  vessel;  withdrawn  for  repair 

-1898  Consumed  29  gals  oil,  2  tons  coal  during  the  year 

-1898  Jul/Aug,  In  collision  3  times  with  passing  vessels;  withdrawn  for  repair 

Aug  29,  resumed  station  Sep  7 

More  notes:  LV  64 

-1899  Nov  23,  struck  and  damaged  by  schooner  THREE  BROTHERS 

-1901  Hull  found  to  be  rotten,  but  only  "urgent"  repairs  were  made 

-1901  May  19,  struck  by  Canadian  barge  under  tow;  kept  station 

-1902  Position  occasionally  shifted  due  to  dredging  operations  in  progress 

-1902  Sep  1,  rammed  by  downbound  steamer;  badly  damaged;  relieved  by  LV  63 

-1910  Decommissioned  by  US;  resonsibi 1 ity  for  the  station  was  thereafter 

assumed  by  Canada.  Former  LV  64  became  a  Canadian  lightship,  operated  and 

maintained  by  Canada  until  1913  when  replaced  by  lighted  buoys 


RETIRED  FROM  LIGHTSHIP  DUTY:  1910      AGE:   17 

SUBSEQUENT  DISPOSITION:  Decommissioned  by  U.S.  in  1910,  sold  to  Canada  and 

became  Canadian  lightship,  serving  on  same  station  until  1913 


COMMANDING  OFFICERS:  LV  64 
1895-1906  Conrad  Christiansen,  Master 


VESSEL  DESIGNATION:  LV  65 

YEAR  BUILT:   1893 

BUILT  AT:  Wyandotte  CMI )  BUILDER:  ? 

APPROPRIATION:  $8,600  CONTRACT  PRICE:  4993  ($2,980  for  3  vessels) 

(Approp.  Aug  5,  1892  for  3  small  lightships,  Detroit  River) 
SISTER  VESSELS:  LV  63,64 

DESIGN:  Square  ended  wood  scow;  oak  fastened  with  iron  bolts  and  spikes;  12  ft 
tripod  lantern  structure  on  foredeck;  deckhouse  aft 

LENGTH:  38'   <loa)       BEAM:  12' 2"   DRAFT:  2 ' 6"    TONNAGE:   16.7  gross 

PROPULSION:  None 


ILLUMINATING  APPARATUS:  Single  lantern  with  3  oil  lamps  shown  from  12  ft  tripod 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  65 
-One  of  3  small  vessels  "cheaply  built"  for  "temporary"  service  in  the  Detroit 
River;  built  in  part  to  eliminate  proliferation  of  existing  private  aids,  and 
in  part  to  serve  "until  Congress  makes  arrangements  for  lighting  this  important 
channel 

-Although  differing  somewhat  in  measurements  and  details,  all  3  vessels  were 
built  to  the  same  design  and  specifications,  and  under  the  same  contract 
-1902  Aug  27-Sep  15,  repaired  for  collision  damage 
-1906  Aug,  repaired  for  collision  damage 


STATION  ASSIGNMENTS:  LV  65 
1893-1910  Limekiln  Crossing  North 

(Station  discontinued  by  US  in  1910,  responsibility  for  marking  the  station 
assumed  by  Canadian  Government  -  see  Historical  Notes) 


HISTORICAL  NOTES:  LV  65 

-During  1891/92  it  was  considered  desirable  for  the  Govt  to  mark  the  NV  and  SV 

corners  of  the  Limekiln  Crossing  <a  narrow  curved  cut  which  had  been  constructed 

and  dredged  by  the  U.S.  at  great  expense).  Providing  aids  "under  orders  and 

discipline  of  the  Lighthouse  Establishment"  would  eliminate  need  for  a  variety 

of  private  light  floats,  and  other  private  aids,  and  provide  temporary  and 

inexpensive  service  until  Congress  would  aprove  permanent  lighting  arrangements 

for  the  Detroit  River.  Since  the  location  was  entirely  in  Canadian  waters, 

permission  of  Canada  was  obtained  to  establish  2  lightship  stations  and  2 

vessels  were  built  for  the  purpose 

-1893  Sep  15,  placed  on  Limekiln  Crossing  North;  painted  white  with  black 

lettering 

-Thereafter  withdrawn  from  station  during  the  period  the  Lakes  were  closed  to 

navigation,  usually  early  Dec  through  Mar/Apr  each  year.   Necessary  repairs  were 

performed  during  winter  layup  at  Detroit 

-1898  Consumed  26  gal  oil,  2  tons  coal  during  the  yeai 

-1900  .Tun  20,  in  collision  with  passing  barge,  slight  damage 

-1902  Position  occasionally  shifted  due  to  dredging  operations  in  progress 

-1906  Aug  25,  in  collision  with  barge;  relieved  for  repair  by  LV  63  until  Dec  7. 

More  notes:  LV  65 

-1907  May  10,  struck  by  steamer  but  remained  on  station 

-1910  Decommissioned  by  U.S.   Responsibility  for  station  was  assumed  by 

Canada  with  former  LV  65  being  operated  and  maintained  by  Canada  until 

1913  when  replaced  by  lighted  buoys 


RETIRED  FROM  LIGHTSHIP  DUTY:  1910      AGE:  17 

SUBSEQUENT  DISPOSITION:  Decommissioned  by  U.S.  in  1910,  sold  to  Canada  then 

became  Canadian  lightship  serving  on  same  station  until  1913 


COMMANDING  OFFICERS:  LV  65 
1897-1902  Thomas  Cooney,  Master 


VESSEL  DESIGNATION:  LV  66 
YEAR  BUILT:  1896 
BUILT  AT:  Bath  (ME) 


BUILDER:  Bath  Iron  Works 


APPROPRIATION:  $70,000  CONTRACT  PRICE:  $69,282 

(Approp.  for  a  Boston  lightvessel) 
SISTER  VESSELS:  None 


DESIGN:  Steam  screw;  composite  hull  (steel  sheathed  with  wood);  main  deck  fully 
enclosed  under  weather  deck;  2  masts  with  lantern  galleries;  stack  amidships 

LENGTH:  123' 0"  (loa)   BEAM:  28' 6"   DRAFT:  13' 0"   TONNAGE:  590  displ 

(depth) 
PROPULSION:  Steam-  one  single  cylinder  surface  condensing  engine,  20"bore  x  22" 
stroke,  350  IHP  @  150  rpm;  2  Vatkins-Dickerson  boilers  each  rated  300  hp; 
4  bladed  propeller;  also  rigged  for  sail 

ILLUMINATING  APPARATUS:  Cluster  of  4  electric  lens  lanterns  mounted  in  galleries 

at  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  66 

-1896  Sep,  Baird  evaporator  and  distilling  apparatus  installed 

-During  the  period  1896-1900,  breaking  adrift  required  replacement  of  7 

mushroom  anchors  and  565  fathoms  chain 

-1901  Aug,  Marconi  wireless  telegraph  equipment  installed  experimentally 

-1904  Radio  equipment  permanently  installed  and  placed  in  service;  first 

U.S.  lightship  permanently  equipped  with  this  capability  for  operational  use 

-1910  Equipped  with  submarine  bell  signal 

-1912  Provided  with  capability  for  showing  either  oil  or  electric  lights 

-1918  Illuminating  apparatus  converted  to  acetylene  operation 

-1923  Radio  discontinued 

-1931  Illuminating  apparatus  converted  to  electric  operation 


STATION  ASSIGNMENTS 


LV  66 


189b  Nantucket  New  South  Shoal 
1896-1907  Nantucket  Shoals  (MA) 
1908-1918  Relief  (MA) 
1918-1923  Great  Round  Shoal  (MA) 
1923-1934  Cross  Rip  (MA) 


(MA) 


(1896  Oct  17,  station  position  moved  17  1/4  mi  SE  and  station  name  changed  to 
Nantucket  Shoals) 


HISTORICAL  NOTES:  LV  66 

-1896  Jul  6,  placed  on  Nantucket  New  South  Shoal  replacing  LV  58;  Oct  11,  parted 

chain  and  adrift,  picked  up  by  AZALEA  and  replaced  on  station 

-1896  Oct  17,  station  position  moved  17  1/4  mi  southeastward  and  name  changed 

to  Nantucket  Shoals  -  repositioned  by  AZALEA 

-1896  Dec  16,  went  adrift  in  gale  losing  anchor  and  150  fathoms  chain;  anchored 

off  Gay  Head  until  weather  moderated  then  steamed  to  station  Dec  21 

-1897  Feb  3,  broke  from  mooring  drifting  65  miles;  came  in  and  anchored  off 

Falmouth,  then  coaled  at  New  Bedford  and  steamed  to  station  Feb  6 

-1898  Jan  23,  lost  anchor  and  chain  in  gale;  drifted  35  miles  then  steamed  to 

New  Bedford,  coaled  and  steamed  back  to  station  Jan  27 

-1898  Sep  26-Nov  3,  relieved  <by  LV  58)  for  repairs 

-1899  Feb  13,  broke  adrift  losing  anchor  and  chain;  steamed  to  New  Bedford 

Feb  16;  LV  58  then  relieved  the  station  Feb  17  until  return  of  LV  66  Feb  25 

-1899  Mar  29,  broke  adrift  losing  anchor  and  120  fathoms  chain,  drifting  35  mi 

eastward,  regained  station  May  31;  Sep  27,  relieved  by  LV  58  and  steamed  to 

New  Bedford  for  coal  and  rations;  resumed  station  Oct  8 

-1900  Jan  2,  broke  adrift  in  NW  gale;  steamed  to  New  Bedford  having  lost  both 

anchors  and  chain,  replaced  on  station  by  AZALEA  Jan  6 

More  notes:  LV  66 

-1900  Oct  26-Dec  25,  relieved  (by  LV  58)  for  extensive  underwater  and  machinery 

repairs;  1  propeller  blade  found  broken  off  and  since  no  spare  available, 

opposite  blade  was  removed  and  LV  66  returned  to  station  as  the  Relief  LV  58 

had  gone  adrift 

-1901  Aug,  Marconi  wireless  telegraph  equipment  "temporarily  and  experimentally 

installed";  Oct  17-Nov  17,  relieved  (by  LV  58)  for  repairs 

-1904  Radio  placed  in  service;  1st  US  lightship  permanently  equipped  with  radio 

-1906  Jan  18-Mar  7,  relieved  by  LV  71  (5th  District)  for  urgently  needed  repairs 

-1906  Nov  21-Jan  2  1907,  relieved  (by  LV  78  from  3d  District)  for  repairs 

-Assigned  Relief  duty  1908-1918 

-Assigned  Great  Round  Shoal  1918-1923;  Cross  Rip  1923,  Dec  22  -  1934 

-1928  Jan  25,  parted  chain  and  adrift;  ANEMONE  recovered  moorings  and 

repositioned  lightship  on  station  Jan  27 

RETIRED  FROM  LIGHTSHIP  DUTY:   1934      AGE:  38 
SUBSEQUENT  DISPOSITION:  Sold  1934 


COMMANDING  OFFICERS:  LV  66 

1896-1903  James  Jorgensen,  Master 
1904-1913  Frank  Doane,  Master 
1906-      Rufus  T  Chase,  Mate 

1917-      William  G  Collins,  Mate 

1918  Manuel  T  Chantre,  Mate 
1918-1925  Charles  L  Gage,  Mate 


VESSEL  DESIGNATION:  LV  67 
YEAR  BUILT:  1S97 
BUILT  AT:  Portland  (OR) 
APPROPRIATION:  £77,000 
SISTER  VESSELS:  None 


BUILDER:  Wolf  &  Zwicker  Iron  Works 
CONTRACT  PRICE:  $69,750 


DESIGN:  Steam  screw;  composite  hull,  (steel  sheathed  with  wood);  2  steel  masts 
with  spencers;  stack  amidships;  lantern  houses  on  deck 

LENGTH:  122'7"(loa)    BEAM:  28'6"   DRAFT:  13'      TONNAGE:  450  displ 

(depth) 
PROPULSION:  Steam-  200  IHP,   (details  not  found) 


ILLUMINATING  APPARATUS:  2  electrical Ly  powered  lanterns  at  each  masthead  as 
built;  later  converted  to  oil  operation  for  the  remainder  of  her  service 
FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  67 
-1900  May  8,  Illuminating  apparatus  converted  from  electric  to  oil  operation 
-1910  Equipped  with  submarine  bell  signal 
-1921  Equipped  with  radio 


STATION  ASSIGNMENTS:  LV  67 


1897-1898 
1898-1905 
1905-1906 
1906-1930 


Columbia 
Umatilla 
Columbia 
Umat i 1 la 


River  (OR) 
Reef  (WA) 
River  (OR) 
Reef  CWA) 


(1897-1898  Temporarily  used  to  mark  Columbia  River  while  LV  50  being  repaired) 
(1905-1906  Withdrawn  temporarily  from  Umatilla  and  used  to  mark  Columbia  River 
while  LV  50  undergoing  extensive  repairs  following  her  second  grounding) 


HISTORICAL  NOTES:  LV  67 

-Construct i oil  started  1895  but  contract  forfeited  Nov  12,  1896  when  original 

contractor  failed  to  perform.  Bids  re-advertised  and  vessel  completed 

Aug  10,  1897 

-1897  Sep  9,  placed  on  Columbia  River  "temporarily"  to  relieve  LV  50  for 

extensive  hull  repairs 

-1897  Nov  17  &  Dec  11,  broke  adrift  losing  2  anchors  and  300  fathoms  chain;  off 

station  "several  days"  in  each  case 

-1898  Jan  25,  withdrawn  from  Columbia  River  (replaced  by  LV  50)  and  was  returned 

to  builder  to  "remedy  certain  defects" 

-1898  May  22,  placed  on  Umatilla  Reef  (WA);  Aug  4,  broke  adrift,  remained  on 

station  using  harbor  anchor;  new  mushroom  &  chain  delivered  by  tender  May  25 

-1899  Nov  17-Dec  14,  broke  adrift  and  repositioned  by  tender 

-1900  May  18,  withdrawn,  station  being  marked  by  lighted  buoy  marked  "Lightship 

Moorings";  while  under  repair,  i 1 luminat ing  apparatus  was  converted  from 

electric  to  oil  operation  in  Aug;  returned  to  station  Sep  6;  Oct  23-Nov  16, 

broke  adrift  and  brought  up  in  Neah  Bay  (WA) 


More  notes;  LV  67 

-1901  Jan  10-28,  broke  adrift  and  brought  up  at  Port  Angeles,  then  taken  to 

Seattle  for  repairs 

-1903  Reported  as  showing  a  fixed  white  light  from  both  mastheads 

-1905  Jul  19,  relieved  (by  LV  76)  and  towed  to  Seattle  for  repairs 

-1905  Oct  25-0ct  9  1906,  "temporarily  placed"  on  Columbia  River  (OR)  during 

period  when  LV  50  had  been  again  blown  ashore  and  was  undergoing  repair 

-1906  Nov  2,  resumed  station  on  Umatilla  Reef,  remaining  assigned  to  that 

station  until  1930  when  she  was  laid  up 


RETIRED  FROM  LIGHTSHIP  DUTY:  1930      AGE:  33 
SUBSEQUENT  DISPOSITION:  Sold  1930 


COMMANDING  OFFICERS:  LV  &r< 


1897-1903  Charles  Hastorf,  Master 
1903-1917  Cyrus  Karr,  Master 
-1914  William  Tobin,  Mate 

1914  A  L  Lofstrora,  Mate 
1914-1915  Samuel  Atkinson,  Mate 
1915-1917  Erik  H  Lindraan,  Mate 
1917-1930  Erik  H  Lindraan,  Master 

1917  Gustave  E  Howe,  Mate 
1918-1921  Andrew  G  Anderson,  Mate 
1921-1925  Jacob  Nielsen,  Mate 
1925-1930  Ole  J  Lilleoren,  Mate 


VESSEL  DESIGNATION:  LV  68 

YEAR  BUILT:   1897 

BUILT  AT:  Bath  (ME)  BUILDER:  Bath  Iron  Works 

APPROPRIATION:  $80,000  CONTRACT  PRICE:  $74,750 

(Two  approp.  of  $40,000  Jun  11,1896  &  Jun  4  1897  for  Fire  Island  It  vessel) 
SISTER  VESSELS:  LV  69 

DESIGN:  Steam  screw;  composite  hull  (steel  frame,  wood  bottom  ,  steel  plated 
topsides) ;  2  masts  with  lantern  galleries;  stack  amidships 

LENGTH:  122' 10"  (loa)  BEAM:  28' 6"   DRAFT:  12' 6"   TONNAGE:  590  displ 

(depth) 
PROPULSION:  Steam  -  one  single  cylinder  surface  condensing  engine,  22"  bore  x 
20"  stroke,  350  IHP;  main  boiler  11" 3"  dia  x  12' 2"  long;  4  bladed  propeller 
8'  dia;  max  speed  8  1/2  knots;  also  rigged  for  sail 

ILLUMINATING  APPARATUS:  Cluster  of  three  lOOcp  electric  lens  lanterns 

permanently  mounted  in  galleries  at  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  68 

-Steel  frame,  keel,  and  bilge  strake,  reinforced  with  diagonal  steel  bracing 

from  keel  to  sheer;  wood  planked  from  keel  to  main  deck  level;  steel  plated 

from  main  deck  level  to  weather  deck 

-1897  Jun  17,  launched 

-1906  Equipped  with  submarine  fog  signal 

-1916  Equipped  with  radio;  call  sign  NLS 

-1920  Original  electric  illuminating  apparatus  replaced  with  single  acetylene 

lens  lantern  at  each  masthead 

-1921  Equipped  with  radio  beacon 

-1928  Acetylene  lights  replaced  with  375mm  electric  lens  lanterns 


STATION  ASSIGNMENTS:  LV  68 
1897-1930  Fire  Island  (NY) 
1930-1932  Relief  (3d  District) 


HISTORICAL  NOTES:  LV  68 

-1897  Sep  20,  placed  on  Fire  Island  (replacing  LV  39)  off  the  coast  of  Long 

Island  approx.  40  miles  eastward  of  Sandy  Hook;  shows  2  fixed  white  lights;  fog 

signal  3  sec  blast,  4  sec  silent;  3  sec  blast,  20  sec  silent 

-1900  Aug  1-21,  relieved  (by  LV  11)  for  overhaul 

-1902  Dec  5,  carried  off  station  in  squall,  losing  all  chain  and  mushroom; 

steamed  to  Staten  Island  for  replacement,  then  towed  back  to  station  Dec  6; 

original  chain  and  anchor  recovered  Apr  10  by  steamer  AMERIA  under  contract 

-1904  Jan  14,  parted  chain  in  westerly  gale;  steamed  to  Staten  Island  Jan  15; 

assisted  back  to  station  by  tender  LARKSPUR  Jan  16 

-1906  Jul  30-Aug  26,  off  station  for  repairs  and  installation  of  submarine  bell 

signal  coded  6-8 

-1907  Apr  1-Jul  11,  off  station  for  repairs  at  Brooklyn  Navy  Yard 

-1915  Tests  conducted  May  1  and  Jul  13  to  evaluate  results  of  synchronizing 

radio  fog  signal  (i.e.  radiobeacon)  with  the  steam  fog  whistle  and  submarine 

bell  for  distance  finding  purposes 

-1916  Radio  equipment  installed;  call  sign  NLS 


More  notes:  LV  68 

-1916  May  8,  rammed  by  SS  PH I LADELPHI AN  at  0500;  side  plating  cut  and  stove 
in  to  depth  of  2  feet;  crew  shifted  coal  and  swung  out  boats  filled  with  water 
to  heel  ship  and  reduce  leakage.  Towed  by  PHILADELPH I  AN  toward  Ambrose 
lightship,  then  picked  up  by  tender  PANSY  and  towed  to  Depot.  Station  marked 
by  tender  until  relief  vessel  arrived.  Mate,  Engineer,  3  firemen,  and  2  seamen 
were  commended  by  Secretary  of  Commerce  for  their  prompt  and  effective  action 
-1924  Mar  30,  rammed  by  SS  CASTILLIAN  opening  large  hole  in  port  quarter, 
temporarily  patched  with  tarps  and  planks  and  steamed  to  Depot;  new  LV  108, 
then  being  readied  for  Five  Fathom,  was  hurriedly  painted  and  placed  on 
station  temporarily  Mar  31  until  replaced  by  a  relief  vessel 
-1930  Assigned  Relief  duty 


RETIRED  FROM  LIGHTSHIP  DUTY:  1932      AGE:  35 
SUBSEQUENT  DISPOSITION:  Sold  Jan  1933 


COMMANDING  OFFICERS:  LV  68 

1897-1902  David  H  Caulkins,  Master 
1902-1903  Henry  Harrison,  Master 

-1913  Julius  Ortman,  Mate 
1918  Samuel  J  Muraford,  Mate  (temp) 
1918-1922  Arthur  Bruggeman,  Mate 
1922-      John  Gunderson,  Mate 
?   -   ?   Frank  E  Seastedt,  Master 


VESSEL  DESIGNATION:  LV  69 

YEAR  BUILT:  1897 

BUILT  AT:  Bath  <ME)  BUILDER:  Bath  Iron  Works 

APPROPRIATION:  $200,000        CONTRACT  PRICE:  $79,500 

(Used  18S9  appropriation  for  building  a  lighthouse  on  Outer  Diamond  Shoal) 
SISTER  VESSELS:  LV  68 

DESIGN:  Steam  screw  -  composite  hull  'steel  frame  with  wood  bottom  and  steel 
plated  topsides);  2  masts  with  lantern  galleries;  stack  amidships 

LENGTH:  122' 10"  (loa)  BEAM:  29'6"   DRAFT:  13'6"   TONNAGE:  590  displ 

(depth.) 
PROPULSION:  Steam  -  one  single  cylinder  surface  condensing  engine,  22"  bore  x 
20"  stroke,  350  I  HP ;  coal  fired  main  boiler  11' 3"  dia  x  12' 2"  long;  4  bladed 
propeller  8'  dia;  max  speed  8  1/2  knots;  also  rigged  for  sail 

ILLUMINATING  APPARATUS:  Cluster  of  three  lOOcp  electric  lens  lanterns 

permanently  mounted  in  gallery  at  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  69 

-Steel  stem,  keel,  framing,  and  bilge  strake  with  diagonal  steel  bracing  keel 

to  sheer;  wood  planked  from  keel  to  main  deck  level;  steel  plated  from  main 

deck  level  to  weather  deck 

-1897  Jun  17,  launched 

-1897  Equipped  with  special  submersible  mooring  buoy  to  relieve  strain  on  chain 

-1907  Equipped  with  submarine  bell  signal 

-1919  Equipped  with  radio 

-1920  Original  electric  illuminating  apparatus  replaced  with  single  acetylene 

lens  lantern  at  each  masthead 

-1932  Equipped  with  radiobeacon 


STATION  ASSIGNMENTS:  LV  69 
1897-1901  Diamond  Shoal  (NO 
1901-1925  Overfalls  (DE) 
1925-1936  Scotland  (NJ) 

(1898  May  3-Sep  18,  temporary  duty  as  lighthouse  tender  during  Spanish  American 
War.  LV  71  marked  the  Diamond  Shoal  station  during  this  period) 

(During  the  period  1898-1901,  LV  69  and  LV  71  alternately  relieved  each  other 
on  the  Diamond  Shoal  station) 


HISTORICAL  NOTES'.  LV  69 

-An  appropriation  of  $200,000  was  made  Mar  2,  1889  for  construction  of  a 
lighthouse  on  Outer  Diamond  Shoal  off  Cape  Hatteras.   Preliminary  efforts  were 
unsuccessful  and  the  appropriation  was  later  used  in  part  to  construct  LV  69 
-1897  Aug,  delivered  by  contractor  to  Staten  Island  Depot;  fitted  out  &  supplied 
then  towed  to  Portsmouth  VA  Sep  26  to  received  special  mooring  buoy;  towed  to 
Diamond  station  and  positioned  by  tender  MAPLE  about  midnight  Sep  29;  activated 
lights  at  0200  Sep  30  -  14  5/8  ran  SE  3/8  E  from  Cape  Hatteras  Light 
-Special  mooring  arrangement  described  as  having  the  chain  led  thru  center  of  a 
cubical  mooring  buoy  at  45  fathoms,  which  when  drawn  under  water  would  relieve 
the  anchor  from  direct  strain  by  the  vessel.  Found  unsatisfactory  Feb  26,  1S98 
when  chain  chafed  thru  hawsepipe  of  buoy  which  then  sank;  replaced  with  1st 
Class  can  buoy  shackled  on  at  45  fathoms  but  caused  problems  with  vessel  fouling 
chain  and  buoy.  Spherical  buoy  then  proposed  and  designed  -  no  results  recorded 
-1898  Construction  defects  discovered  -  deck  leaks  making  quarters  unusable; 
donkey  boilers  improperly  insulated  and  \jnusable  due  to  fire  hazard,  and  not 
adequate  to  power  the  fog  signal;  electric  plant  inadequate 
-189S  Mar  9,  relieved  (by  LV  71)  for  examination  &  repair;  3,878  vessels 
recorded  as  passing  the  station  since  LV  69  arrived 

More  notes:  LV  69 

-1898  May  23-Sep  18,  served  as  lighthouse  tender  during  Spanish  American  War 

(when  tender  MAPLE  taken  by  Navy),  steaming  3,400  miles  in  the  process;  Sep  18, 

towed  to  Baltimore  for  overhaul;  replaced  on  Diamond  Shoal  Nov  24 

-1899  Jan  6,  dragged  off  station  in  gales  Jan  6-12,  Feb  1,  Feb  14,  Apr  4,  Apr  10 

During  the  year  5,146  vessels  passed  the  station 

-1899  During  a  hurricane  commencing  Aug  15,  and  with  engine  full  ahead  during 

most  of  the  period,  vessel  driven  ashore  near  Creeds  Hill  Lifesaving  Station  NC 

Aug  18;  All  hands  landed  by  lifesaving  crew;  Sep  23,  refloated  and  repaired  in 

Baltimore;  extensive  repairs  to  underwater  planking,  boilers  &  machinery 

1900  Sep  2,  resumed  station,  replacing  LV  71  placed  there  after  hurricane 

1901  Feb  17,  withdrawn  &  replaced  by  LV  72;  transferred  to  4th  District  and 
hauled  for  repair  at  Portsmouth  VA 

(continued) 

RETIRED  FROM  LIGHTSHIP  DUTY:  1937?     AGE:  40 
SUBSEQUENT  DISPOSITION: 


COMMANDING  OFFICERS:  LV  69 
1897-1898  August  E  Blom,  Master  1918-1924  Andrew  J  Tarr,  Mate 

1898  Frederick  H  Sparling,  Master     1919-1924  Alfred  Johansen,  Master 
1898-1899  August  E  Blom,  Master  1921-1923  Frank  Tilghman,  Mate 

1900-1901  Joseph  Connor,  Master  1924-      Andrew  J  Tarr,  Mast.er 

1901-      Samuel  S  Baxter,  Master  1925-1927  Frank  J  Wynn,  Mate 

1927  Timothy  F  Lane,  Mate 
-1914  Alfred  Johansen,  Mate  1927  John  A  Veseth,  Mate 

1914  James  McAuiey,  Mate 
1914-1918  Frank  Tilghman,  Mate  1936-1937  Kolb  Skari,  Mate 

1937-      Ralph  S  Logan,  Master 

(notes  continued) 

-1901  Mar  1,  placed  on  Overfalls  (DE)  replacing  LV  46 

1904  Carried  off  station  or  withdrawn  due  to  moving  ice  Feb  17-29  and  Feb  11-26 
-1901  thru  1906,  relieved  periodically  (by  LV  72  &  78)  for  repairs 
-1907  Jan  15,  submarine  bell  signal  placed  in  operation 

-1916  Jun-Dec,  withdrawn;  replanked  and  recoppered;  new  tankage  installed; 
machinery  overhauled  -  $23,876.22 

-1925  Transferred  to  3d  District  and  placed  on  Scotland  (NJ ) ,  remaining  assigned 
there  until  1936 


VESSEL  DESIGNATION:  LV  70 

YEAR  BUILT:  1898 

BUILT  AT:  Portland  (OR)  BUILDER:  Wolff  &  Zwicker  Iron  Works 

APPROPRIATION:  480,000  CONTRACT  PRICE:  $73,000 

(Approp.  for  lightship  for  San  Francisco  harbor) 
SISTER  VESSELS:  None,  but  plans  &  specifications  same  as  for  LV  68  and  69 

DESIGN:  Steam  screw  -  composite  hull  (steel  frame  &  topsides,  wood  bottom) 
2  masts  with  lantern  galleries;  stack  amidships 

LENGTH:  122' 10  (loa)   BEAM:  28' 6"   DRAFT:  13' 9"   TONNAGE:  590  displ,  450  gross 

(depth) 
PROPULSION:  Steam  -  single  one  cylinder  surface  condensing  engine,  22"  bore  x 
20"  stroke,  350  IHP;  one  Scotch  main  boiler  11'3"  dia  x  12'2"  long;  4  bladed 
propeller  8'  dia;  max  speed  8  1/2  knots;  also  rigged  for  sail 

ILLUMINATING  APPARATUS:  Cluster  of  three  lOOcp  electric  lens  lanterns 

permanently  mounted  in  galleries  at  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  7  0 

-Steel  stem,  keel,  frame,  bilge  &  sheer  strakes  reinforced  with  diagonal  steel 

bracing  keel  to  sheer;  wood  planked  from  keel  to  main  deck  level;  steel  plated 

from  main  deck  level  to  weather  deck 

-1898  Apr,  fog  whistle  raised  to  smokestack  level  to  improve  audible  range 

-1899  Aug,  wireless  telegraph  equipment  installed  for  17  day  experimental  use 

-1900  Oil  lamps  were  installed  and  used  1900-1904  due  to  problems  with  boilers 

and  generating  equipment 

-1904  Oil  lamps  removed  and  replaced  by  single  electric  lens  lantern  at  each 

masthead 

-1910  Equipped  with  submarine  bell  signal 

-1918/19  Equipped  with  radio 

-1922  Equipped  with  radiobeacon 

-1929  Fog  signal  replaced  with  air  diaphone 


STATION  ASSIGNMENTS:  LV  70 
1898-1930  San  Francisco  (CA) 


HISTORICAL  NOTES:  LV  70 

-1898  Contract  called  for  delivery  1897  but  extended  to  1898;  Mar  11,  delivered 

to  Yerba  Buena  Depot;  shipped  officers  &  crew;  made  sea  trials  Mar  21;  supplied 

and  coaled  Apr  3 

-1898  Apr  7,  convoyed  by  tender  MADRONE  and  placed  on  San  Francisco  -  3  1/4  mi 

outside  the  bar  in  109  ft  on  range  marked  by  Alcatraz  -  Fort  Point  lighthouses; 

showed  2  occulting  white  lights 

-1898  Apr,  fog  signal  found  inaudible  more  than  1/2  mi  to  windward;  coal  was 

changed  and  whistle  raised  to  smokestack  level 

-1899  May  14,  lost  chain  shackle  and  broke  adrift;  steamed  to  Yerba  Buena  for 

replacement  anchor  and  chain;  on  station  May  16;  arrangements  made  to  have  gas 

schooner  IDA  A.  transport  crew,  mail  &  supplies  every  2  weeks;  Aug,  experiments 

conducted  for  17  days  with  wireless  telegraph  equipment  -  "not  entirely 

successful"-  log  indicates  6  carrier  pigeons  were  sent  ashore  with  messages 

during  test  period;  Sep  20-Oct  8,  withdrawn  for  major  overhaul,  station  marked 

first  by  black  can  buoy,  later  by  tender  MADRONE;  consumed  541  tons  coal  during 

year 

-1900  May  5-11,  oil  lamps  substituted  for  electric  due  to  boiler  problems; 

Jun  18-26,  fog  whistle  inoperative,  hand  bell  used  for  86  hours 

More  notes:  LV  70 

1900  Jul  25-29,  electric  lights  &  fog  signal  inoperative  due  to  boiler  trouble, 
oil  lamps  substituted;  Nov  5-Dec  10,  withdrawn  for  repair,  station  marked  by 
lighted  buoy 

-1901  Mar  4,  oil  lanterns  "permanently  substituted"  for  electric,  being 
suspended  below  the  galleries,  now  shows  2  fixed  white  lights  at  reduced  range" 
This  done  because  of  "expense  and  labor  for  maintenance"  of  electricity;  Apr  3- 
May  2,  withdrawn  for  repair;  Sep  15,  Master  reported  large  number  of  land  birds- 
owls,  cranes  and  hummingbirds  roosting  aboard,  apparently  became  lost  in  dense 
smoke  from  northern  forest  fires 

-1902  parted  chain  and  off  station  Feb  25-28,  Mar  27-Apr  1;  Apr  1-30,  withdrawn 
for  repair 

-1903  Feb  3,  in  collision  with  schooner  NOVELTY;  239  tons  coal  used  during  year 
-1904  Reverted  to  electric  operation  -  "now  showing  2  fixed  white  with  eclipses' 

RETIRED  FROM  LIGHTSHIP  DUTY:  1930      AGE:  32 

SUBSEQUENT  DISPOSITION:  Sold  May  21,  1930;  became  cannery  tender  TONDELAYO; 

wrecked  in  Clarance  Passage  Alaska,  1941 


COMMANDING  OFFICERS:  LV  70 
1897-1904  Julius  Huebner,  Mate        1918-1920  Peter  E  Henriksen,  Mate 
1898-1900  Abner  I  Lowell,  Master      1920-1927  Rudolph  Smith,  Mate 

1905  Henry  C  Pierotti,  Mate      1928-      Erich  R  C  Hesse,  Mate 
1906-1914  George  A  Murk,  Mate 
1914-1916  Harry  C  Grimm,  Mate 
1916-1917  John  B  Sorenson ,  Mate 
1917-1918  August  Nilson,  Mate 

1918  Owen  F  Fisher,  Mate 

(notes  continued) 

-1904  Nov  26,  fog  signal  characteristic  changed  to  2  sec  blast,  28  sec  silent 

-1905  Apr  2-24,  withdrawn  for  repairs,  station  marked  by  lighted  buoy;  5,258 

vessels  reported  passing  the  station  during  the  year 

-1906  Apr  18,  while  under  repair  in  shipyard,  vessel  was  moved  for  safety  to 

Yerba  Buena  Depot  during  earthquake  and  fire;  generator  and  parts  of  electric 

plant  ashore  in  shop  were  destroyed;  since  no  replacements  available,  vessel 

returned  to  station  Jun  2  showing  2  fixed  white  oil  lights  until  generator 

replaced  later  in  year 

-1907  Jan  2-Feb  11,  withdrawn  for  repair,  station  marked  by  Relief  LV  76 

-Remained  assigned  to  San  Francisco  station  until  1930 


VESSEL  DESIGNATION:  KEWAUNEE 

YEAR  BUILT:  1900 

BUILT  AT:  Kewaunee  (Wl)  BUILDER:  ? 

APPROPRIATION:  None  CONTRACT  PRICE:  None 

SISTER  VESSELS:   None 

DESIGN:  Steam  schooner;  wood  hull 


never  owned  by  US  Govt. 


LENGTH:  90' 
PROPULSION:  Steam 


BEAM:  24  ; 


DRAFT:  7' 


TONNAGE:   133  gross 


ILLUMINATING  APPARATUS:  Oil 
FOG  SIGNAL:  8"  steam  whistle 


CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &    IMPROVEMENTS: 

Owned  and  operated  by  the  Lakes  Carriers  Association,  hence  not  part  of 
the  USLHS  inventory,  and  not  numbered  as  a  US  lightship.  The  Lakes  Carrier 
Association  was  reimbursed  by  the  US  Government  1901-1910  for  operating 
and  maintaining  the  vessel. 


STATION  ASSIGNMENTS:  KEWAUNEE 

1901-1910  Southeast  Shoal  (OH) 
(1912  Wreck  of  Joliet  (OH)) 
(1912  Videl  Shoal  (OH)) 


(Southeast  Shoal  was  marked  by  the  Canadian  Government  1896-1901,  then 
discontinued.  The  Lakes  Carriers  Association  considered  the  location  should 
be  marked  and  placed  the  Kewaunee  on  station,  manning  and  maintaining  the 
vessel  1901-1910.  Operating  expenses  were  reimbursed  by  the  US  Government. 
In  1910,  the  Canadian  Government  assumed  responsibl ity  for  the  station. 
The  Canadian  Government  later  acquired  Kewaunee,  using  it  until  1927) 
(Wreck  of  Joliet  and  Videl  Shoal  stations  were  marked  independently  by  the 
Lakes  Carriers  Association.  There  is  no  indication  that  the  US  Government 
recognized,  sponsored  or  maintained  either  of  these  stations) 


HISTORICAL  MOTES:  KEWAUNEE 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1927      AGE:  27 

SUBSEQUENT  DISPOSITION:  Owned  by  Lakes  Carriers  Association  1900-1912,  then 

acquired  and  used  by  Canada  as  lightship  1912-1927 


COMMANDING  OFFICERS: 


VESSEL  DESIGNATION:  LV  71 

YEAR  BUILT:  1897 

BUILT  AT:  Bath  (ME)  BUILDER:  Bath  Iron  Works  Ltd 

APPROPRIATION:  $80,000  CONTRACT  PRICE:  $70,700 

(Approp.  Jun  4,  1897  for  a  "It-vessel  for  Overfalls  Shoal,  Delaware  Bay") 
SISTER  VESSELS:  LV  68,69 

DESIGN:  Steam  screw;  composite  hull  (steel  frame  &  topsides,  wood  bottom); 
2  masts  with  lantern  galleries;  stack  amidships 

LENGTH:  122' 10"  (loa)  BEAM:  28' 6"   DRAFT:  13' 6"   TONNAGE:  590  displ 

(depth) 
PROPULSION:  Steam  -  one  single  cylinder  surface  condensing  engine,  22"  bore  x 
20"  stroke,  350  IHP;  one  Scotch  main  boiler  1 1 ' 3"  dia  x  12' 2"  long;  4  bladed 
propeller  8'  dia;  design  max  speed  8  1/2  knots 

ILLUMINATING  APPARATUS:  Cluster  of  three  lOOcp  electric  lens  lanterns  mounted 

in  gallery  at  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  71 

-Steel  stem,  keel,  bilge  and  sheer  strakes  reinforced  with  diagonal  steel  brace; 

keel  to  sheer;  wood  planked  keel  to  main  deck  level;  steel  plated  from  main 

deck  level  to  weather  deck 

-1904  Jan,  supplied  with  wireless  telegraph  equipment  by  Navy  Dept 

-1904  Fitted  with  special  submersible  mooring  buoy  (See  LV  69  for  earlier  use) 

-1905  Equipped  with  18"  searchlight  maintained  in  southeasterly  direction  at 

45  degrees  to  horizon  while  on  Diamond  Shoal  station 

-1906  Cluster  lights  replaced  with  single  375mm  electric  lens  lantern  at  each 

masthead 

-1908  Converted  to  electric  arc  lights 

-1910  Converted  back  to  electric  incandescent 

-1910  Submarine  bell  signal  installed 

-1912  Equipped  with  radio  provided  by  USLHS 


STATION  ASSIGNMENTS:  LV  71 
1898-1918  Diamond  Shoal  (NO 

(From  1898-1900  LV  71  and  LV  69  alternately  relieved  each  other  on  Diamond 
Shoal  station) 

(From  1900-1918  LV  71  and  LV  72  alternately  relieved  each  other  on  Diamond 
Shoal  at  3  month  intervals.  When  not  on  Diamond  station,  LV  71  was  also 
used  to  relieve  other  stations  as  shown  below: 

-1900  May  ??-Jun  22,  1901,  temporary  duty  an  Tail  of  Horseshoe  (VA) 
-1903  Apr  29-Jun  15,  temporary  duty  on  Winter  Quarter  Shoal  (VA) 
-1903  Oct  14-Nov  29,  temporary  duty  on  Overfalls  Shoal  (DE) 
-1905  Aug  1-15,  temporary  duty  on  Cape  Lookout  Shoals  (NO 
-1906  Jan  19-Mar  7,  temporary  duty  on  Nantucket  Shoals  (MA) 
-1906  Sep  9-25,  temporary  duty  on  Cape  Charles  (VA) 
-1906  Dec  3-25,  temmporary  duty  on  Cape  Lookout  Shoals  (NO) 


HISTORICAL  NOTES:  LV  71 

-1898  Feb  14,  delivered  to  Edgemoor  Depot  <DE).  Although  built  for  Overfalls 

Shoal,  LV  69  on  Diamond  Shoals  needed  repair  so  LV  71  was  placed  there  Mar  9, 

then  alternated  with  LV  69 

-1899  Oct  7,  replaced  LV  69  which  had  blown  ashore  Aug  18;  station  apparently 

vacant  from  Aug  18-0ct  7 

-1900  Dragged  off  station  in  heavy  weather  9  times  during  the  year;  regained 

station  unassisted  on  each  occasion 

-1900  May-Jun  22,1901,  temporary  duty  on  Tail  of  Horseshoe  until  LV  45  arrived; 

showed  oil  lights  while  on  this  station 

-1905  While  on  Diamond  station,  showed  searchlight  with  beam  kept  southeasterly 

at  45  degrees  to  horizon  "to  provide  earlier  warning  than  masthead  lights" 

-1912  Jan  9,  rammed  by  schooner  JOHN  BOSSERT,  considerable  damage  to  starboard 

hull  plating  and  to  engine  room  machinery 

-1915  Dragged  off  station  during  severe  coastal  storm;  regained  station  Jan  14 

-1915  Apr  24,  took  aboard  the  Master,  his  wife  and  10  crew  from  wrecked  5  masted 

schooner  M  D  CRESSY;  provided  food  and  clothing  and  transferred  to  passing 

vessel 

More  notes:  LV  71 

-1917  Jul,  arrangements  made  with  USN  and  Weather  Bureau  for  provision  of 
meteorological  equipment  for  recording  and  reporting  weather  observations 
twice  daily  by  radio 


RETIRED  FROM  LIGHTSHIP  DUTY:   (1918)    AGE:  21 

SUBSEQUENT  DISPOSITION:  -1918  Aug  6,  LV  71  reported  by  radio  the  presence  of  a 
German  submarine  which  had  sunk  a  passing  freighter.  Message  was  intercepted  by 
the  submarine  U-104,  and  after  giving  the  crew  opportunity  to  abandon  ship  in 
the  boats,  LV  71  was  sunk  by  surface  gunfire 

COMMANDING  OFFICERS:  LV  71 

1898  August  E  Blom,  Master  (Mar-Nov) 
1907-      George  Selson,  Mate 

-1913  William  L  Montague,  Mate 

1913  John  M  Kendle,  Mate 

1913  A  T  Loss,  Mate 
1913-1915  C  H  Pertner,  Mate 

1914  Ole  Axdal,  Mate 
1915-1916  A  M  Thistel,  Master 
1914-1917  Thomas  Simmons,  Mate 

1917  Frederick  J  Pusey,  Mate 

1917  William  Harvey,  Master 
1917-1918  Edwin  H  Holm,  Mate 

1918  Walter  L  Barnett,  1st  Mate 


VESSEL  DESIGNATION:  LV  72 

YEAR  BUILT:   1900 

BUILT  AT:  Quincy  <MA)  BUILDER:  Fore  River  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $89,000 

SISTER  VESSELS:  None 

DESIGN:  Steam  screw;  steel  hull,  2  masts  with  lantern  galleries;  stack  amidships 

LENGTH:  123' 6"  (loa)   BEAM:  28 '  6"   DRAFT:  12' 6"   TONNAGE:  693  displ 

PROPULSION:  Steam  -  350  IHP  reciprocating  engine,  (builder  listed  speed  at 
6  1/2  knots) 

ILLUMINATING  APPARATUS:  Cluster  of  three  iOOcp  electric  lens  lanterns  mounted  in 

gallery  at  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle,  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  72 

-1904  Equipped  with  radio  telegraph  equipment  by  USN 

-1905  Equipped  with  18"  searchlight  with  beam  kept  southeasterly  at  45  degree 

angle  to  horizon  while  on  Diamond  Shoal 

-1906  Original  lights  replaced  by  single  375mm  electric  lens  lantern  at  each 

masthead 

-1910  Submarine  bell  signal  installed 

-1912  Equipped  with  radio  provided  by  USLHS 

-1922  Equipped  with  radiobeacon 

-1931  Fog  signal  changed  to  steam  diaphragm  horn  (Leslie  17"  Typhon) 


STATION  ASSIGNMENTS:  LV  72 
1900-1922  Diamond  Shoal  (NO 
1922-1927  Relief  (5th  District) 
1927-1928  Cape  Charles  (VA) 
1928-1933  Chesapeake  (VA) 
1934-1937  Cross  Rip  (MA) 

(From  1900-1918  LV  72  and  LV  71  alternately  relieved  each  other  at  3  month 

intervals  on  Diamond  station.  When  not  on  the  Diamond  station.  LV  72  was  also 

used  to  relieve  other  station  as  shown  below: 

-1903  Jul  1-Oct  1,  temporary  duty  on  Cape  Charles  (VA) 

-1904  Oct  1-Jan  1,  1905,  temporary  duty  on  Overfalls  (DE) 

-1906  Mar  31-Jul  1,  temporary  duty  on  Cape  Lookout  Shoals  (NO) 


(1928  Cape  Charles  station  moved  and  renamed  Chesapeake) 


HISTORICAL  NOTES:  LV  72 

-1900  Delivered  by  contractor  in  spring;  assigned  to  Diamond  Shoals  station 

-1905  While  on  Diamond  station,  showed  searchlight  in  southeasterly  direction 

and  45  degree  angle  to  horizon  "to  provide  earlier  warning  than  masthead  lights" 

-1907  Hay  21,  steamed  to  New  York,  picking  up  supplies  for  all  lighthouses  in 

5th  District,  returning  to  Portsmouth  VA  May  29 

-1915  Jan  26,  while  relieving  Fenwick  Island  Shoal,  picked  up  39  shipwrecked 

men  from  lifeboats  of  steamer  WASHINGTON;  later  transferred  to  passing  steamer 

HAMILTON 

-1924  Aug  25,  dragged  off  station  in  hurricane  force  winds  and  mountainous 

seas;  ship  completely  submerged  several  times  by  boarding  seas;  pumped  3000 

gallons  fresh  water  overboard  to  trim  ship  down  by  the  stern 

-1927  Mar  2,  while  on  Cape  Charles,  parted  chain  in  heavy  gale;  unable  to 

make  headway  under  power;  returned  to  station  Mar  4  when  weather  moderated 

-1927  Dec  4,  during  severe  NE  storm,  boarding  seas  broke  ports  in  after  house, 

flooding  radio  shack:  and  engine  room 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1937      AGE: 
SUBSEQUENT  DISPOSITION:  Sold  1937 


COMMANDING  OFFICERS:  LV  72 


1900-1905  Arthur  C  Vany,  Mate 
1905-1906  Robert  H  Bertram,  Mate 
1906-      Charles  S  Swanbers,  Mate 


-1915  John  Hanson,  Master 
1915  James  F  Mason,  Master 
1915-1925  Unaka  B  Jennet,  Master 

1917  Benjamin  Harris,  1st  Mate 
1918-1919  Charley  E  O'Neal,  Mate 
1919-1923  Walter  Barnett,  1st  Mate 
1925-      Anel ius  Anderson,  Master 
1925-      Robert  A  Dixon,  1st  Mate 
1920-1927  Frank  L  Dixon,  Mate 
1927-1928  August  Knipps,  Mate 
1929-      Dallas  K  Tillette,  Mate 
1928-1929  Thomas  S  Simmons,  Mate 
1929-      Bernard  W  Diggs,  Mate 

-1929  Charles  L  Swanberg,  Master 


VESSEL  DESIGNATION:  LV  73  /  VAL  503 

YEAR  BUILT:   1901 

BUILT  AT:  Baltimore  (MD)  BUILDER:  Spedden  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  £79,372 

SISTER  VESSELS:  Hull  plan  same  as  for  LV  72 

DESIGN:  Steam  screw;  steel  hull,  2  masts  with  spencers,  daymarks  at  both 
mastheads;  stack  amidships 

LENGTH:  123' 9"  (loa)   BEAM:  28 ' 6"   DRAFT:  14' 9"   TONNAGE:  693  displ 

(depth) 
PROPULSION:  Steam  -  one  compound  reciprocating  engine,  400  1HP;  also  rigged  for 
sail  when  built 

ILLUMINATING  APPARATUS:  2  lanterns,  each  having  8  oil  lamps  with  reflectors 
FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  73 

-1910  Submarine  bell  signal  installed 

-1919  Equipped  with  radio 

-1920  Original  illuminating  apparatus  replaced  with  a  cluster  of  three  oil  lens 

lanterns  hoisted  to  each  masthead;  spencer  masts  removed 

-1928  Equipped  with  radio  beacon 

-1929  375mm  electric  lens  lantern  installed  in  gallery  at  each  masthead;  oil 

lanterns  and  lantern  houses  removed 

-1931  Jul,  31  year  old  boilers  replaced  with  water-tube  type;  new  coal  bunkers 

installed;  compressors  driven  by  2  oil  engines  installed  -  $44,612 

-1931  Fog  signal  changed  from  steam  to  air  whistle 

-Radio  &  Visual  Call  Si^n  NMGB  (1940-1944) 


STATION  ASSIGNMENTS:  LV  73  /  WAL  503 
1902-1913  Pollock  Rip  Shoals  (MA) 
1913-1923  Pollock  Rip  Slue  (MA) 
1923-1924  Pollock  Rip  (MA) 
1924-1944  Vineyard  Sound  (MA) 


(Pollock  Rip  Shoals  renamed  Pollock  Rip  Slue) 

(Original  Pollock  Rip  station  discontinued  1923;  Pollock  Rip  Slue  station 
moved  1923  to  position  NE  of,  and  aligned  with  entrance  to  new  dredged  channel 
which  opened  Feb  17,  1923;  Slue  station  then  renamed  Pollock  Rip  in  1924) 
WWII  remained  on  Vineyard  Sound  station,  no  armament  provided) 


HISTORICAL  NOTES:  LV  73  /  WAL  503 

-Detailed  records  prior  to  1902  not  located 

-1902  Jun  20,  placed  on  Pollock  Rip  Shoals;  a  new  additional  station  located 

4  mi  due  north  of  Pollock  Rip  station 

-1903  Jun  2-14,  relieved  (by  LV  58)  for  repair  at  Boston 

-1904  May  7-  ?,  relieved  (by  LV  58)  for  repair  at  Boston 

-1905  Feb  1,  dragged  off  station  in  moving  ice,  regained  station  same  day; 

May  23-Jun  7,  relieved  (by  LV  58),  hauled  and  repaired  at  Boston 

-1906  Remained  on  station  entire  year;  Jul  17,  struck  by  barge  under  tow; 

Aug  14,  struck  by  2d  barge  in  tow  of  three;  Aug  15,  relieved  (by  LV  9)  and 

started  for  New  London  (CT) ,  boiler  problems  required  putting  in  to  Vineyard 

Haven;  then  towed  by  AZALEA  to  New  London  for  extensive  repairs;  returned  to 

station  Sep  18 

-1913  Aug  19,   Pollock  Rip  Shoals  station  renamed  Pollock  Rip  Slue 

-1913  Jun  8,  took  aboard  2  exhausted  men  who  had  been  adrift  and  lost  in  fog 

for  3  days  from  fishing  schooner  WASHAKIE 

-1916  Mar  3,  during  NE  gale  parted  chain,  drifting  1  1/4  mi  SV  from  station; 

replaced  on  station  by  AZALEA  Mar  5 

More  notes:  LV  73  /  WAL  503 

-1921  Feb  20,  during  NE  gale  gusting  to  75  mph,  boarding  seas  smashed  whaleboat 

and  after  skylight,  broke  steering  wheel  and  washed  binnacle  and  compass 

overboard 

-1923  Officers  and  crew  commended  for  rescuing  2  men  lost  and  adrift  from 

fishing  schooner  ROB  ROY,  Apr  30 

-1923  Pollock  Rip  Slue  and  original  Pollock  Rip  stations  discontinued  and  new 

Pollock  Rip  station  established  NE  of  entrance  to  dredged  channel  which  opened 

for  traffic  Feb  17,  1923 

-1924  Mar  11/12,  during  easterly  gale,  ship  thrown  on  beam  ends,  recovered  but 

continued  to  ship  heavy  seas  for  36  hours  with  engine  running  ahead;  starboard 

boat  crushed,  engine  room  ventilators  carried  away,  riding  gear  severely  sprung 

-1924  Assigned  to  Vineyard  Sound  (MA),  remaining  until  lost  in  1944  hurricane 

RETIRED  FROM  LIGHTSHIP  DUTY:   (1944)    AGE:  43 

SUBSEQUENT  DISPOSITION:  Carried  off  station  during  hurricane  and  sunk 

Sep  14,  1944  with  loss  of  all  hands.  Wreckage  was  later  located  and  inspected 

by  divers;  salvage  never  attempted 


COMMANDING  OFFICERS:  LV  73  /  WAL  503 

1901-      Joseph  Allen  Jr,  Master 

-1916  Lars  O  Johnson,  Mate 
1916-1917  William  W.  Crowell,  Mate 

1917  Frederick  W  Richardson,  Mate 
1917-1925  Walter  D  Chase,  Mate 
1902-1918  R  T  Chase,  Master 
1918-1924  Simeon  C  Studley,  Master 
1922-1923  Fritz  Schlamp,  Mate 
1923-1924  John  J  Brennan,  Mate 
1924-      David  J  Allen,  Mate 
1924-1937  Robert  Boman,  Master 
1937-1939  Frank  W  Losinski,  Master 
1937-1939  William  J  Collins,  Mate 
1939-1943  William  J  Collins,  Master 
1943-1944  WO  Edgar  Sevigny,  QIC  (lost  during  hurricane  1944) 


VESSEL  DESIGNATION:  LV  74 

YEAR  BUILT:  1902 

BUILT  AT:  Petersburg  <VA)  BUILDER:  Petersburg  Iron  Works 

APPROPRIATION:  ?  CONTRACT  PRICE:  $88,896 

SISTER  VESSELS:  Except  for  wood  hull,  used  same  lines  and  plan  as  LV  72 

DESIGN:  Steam  screw;  wood  hull;  2  masts  with  spencers,  daymarics  at  both  mast- 
heads; stack  amidships 

LENGTH:  129' 9"  (loa)   BEAM:  28' 6"   DRAFT:  13*0"   TONNAGE:  495  disp 

(depth) 
PROPULSION:  Single  one  cylinder  reciprocating  steam  engine,  380  IHP;  also  rigged 
for  sail  initially 

ILLUMINATING  APPARATUS:  Oil  lamps  at  each  masthead  (details  not  found) 
FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  74 

-Last  wood-hull  lightship  built  by  the  Lighthouse  Service 

-1907  Fitted  with  submarine  bell  signal 

-1912  Illuminating  apparatus  on  both  masts  replaced  with  acetylene  lens  lanterns 

-1919  Equipped  with  radio 

-1926  Aug  10,  equipped  with  radiobeacon 

-1932  Illuminating  apparatus  electrified;  fog  signal  changed  to  steam  typhon 


STATION  ASSIGNMENTS:  LV  74 
1903-1912  Cape  Elizabeth  (ME) 
1912-1931  Portland  (ME) 
1931-1932  Relief  (MA) 
1932-1933  Hen  and  Chickens  (MA) 

(1912  Cape  Elizabeth  station  renamed  Portland) 


-1903 

Jul 

-1904 

Jun 

-1905 

Sep 

-1905 

Dec 

-1906 

J  Ull 

station  4 

HISTORICAL  NOTES:  LV  74 

-1903  Mar  7,  placed  on  Cape  Elizabeth  (ME) 

1-Oct  6,  relieved  (by  LV  58  from  2d  District)  for  repair 
22,  broke  adrift;  replaced  on  station  Jun  27 
15-0ct  6,  relieved  (by  LV  58)  for  repair 

13,  parted  chain  and  drifted;  regained  station  unassisted  next  day 
26,  relieved  by  tender  LILAC,  steamed  to  Portland,  returned  to 
pra  same  day;  Jun  27,  again  relieved  by  tender  LILAC,  steamed  to 
Portland  and  hauled  for  hull  cleaning  returning  to  station  8  pin  Jun  28 
-1906  Dec  5-Jan  11,1907,  relieved  (by  LV  53);  boilers  retubed  at  Portland,  deck 
recaulked 

-1907  Jan  15,  submarine  bell  signal  placed  in  operation,  striking  7-4 
-1911  Feb  25,  fire  started  during  night  while  docked  for  repairs;  extinguished 
by  crew  of  tender  TULIP  and  others  under  direction  of  District  Superintendent 
-1912  Cape  Elizabeth  station  renamed  Portland 

-1916  May  17,  dragged  off  station  in  SE  gale;  returned  to  position  May  18 
-1916  Dec  15,  during  NE  gale,  dragged  SV  of  station,  returning  Dec  17 
-1918  Oct  30,  off  station  for  a  short  time  due  to  heavy  SE  gale;  replaced  on 
morning  of  Oct  31  when  weather  moderated 

More  notes:  LV  74 

-1920  Nov  8,  while  under  repair  at  Portland  ME,  fire  started  below  decks; 

extinguished  by  lightship  crew  assisted  by  crew  of  tender  SHRUB 


RETIRED  FROM  LIGHTSHIP  DUTY:  1933      AGE:  31 
SUBSEQUENT  DISPOSITION: 

Sold  1934 


COMMANDING  OFFICERS:  LV  74 
1903-1916  John  E  Ladd,  Master 
1903-1915  Harry  Huntley,  Mate 
1915-1916  Frank  A  Wilson,  Mate 
1916-1918  Arthur  S  Berry,  Master 
1916-1918  Rufus  K  Fossett,  Mate 

1918  Carl  A  Madsen,  Mate 

1918  Warren  Fossett,  Mate 
1918-1920  Warren  Fossett,  Master 
1918-1920  Adelbert  J  Kent,  Mate 
1920-1923  William  Leeman,  Mate 
1920-1923  Adelbert  J  Kent,  Master 
1923-1925  William  Leeman,  Master 
1923-1927  Asbury  A  Hannah,  Mate 
1925-1927  George  K  Martin,  Master 
1927-1931  Asbury  A  Hannah,  Master 


VESSEL  DESIGNATION:  LV  75 

YEAR  BUILT:  1902 

BUILT  AT:  Ferrysburg  (MI)  BUILDER:  Johnson  Boiler  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $14,998 

SISTER  VESSELS:  None 

DESIGN:  Steel  scow;  single  lantern  mast  forward;  large  wood  deckhouse 

LENGTH:  83' 9"  (loa)    BEAM:  23' 0"   DRAFT:  9 ' 6"    TONNAGE:  160  gross 

(depth) 
PROPULSION:  No  means  of  propulsion 

ILLUMINATING  APPARATUS:  Oil  illuminant,  other  details  not  found 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  75 

-1922  Illuminating  apparatus  converted  to  acetylene  operation 

-1926  Automated  for  unattended  operation 

-1934  Fitted  with  fog  bell  struck  automatically  by  mechanism  driven  by  carbon 

dioxide  gas 

-1935  Equipped  with  radiobeacon;  fog  signal  changed  to  air  whistle 

-1935  Radio  control  system  installed  to  control  light,  fog  signal  and  radio 

beacon  functions  from  ashore.  This  was  the  first  lightship  to  operate 

unattended,  and  the  first  to  have  provision  for  remote  control  of  its 

illuminating  and  signalling  systems 


STATION  ASSIGNMENTS:  LV  75 
1902-1911  Grosse  Pointe  (MI) 
1912-1939  Lake  St  Clair  (Ml) 

(Grosse  Pointe  station  discontinued  1911,  moved  and  renamed  Lake  St  Clair) 


HISTORICAL  NOTES:  LV  75 

-1902  Aug,  placed  on  Grosse  Pointe  station,  marking  the  upper  (northerly) 

end  of  the  20  foot  dredged  channel  in  Lake  St  Clair 

-Removed  from  station  during  the  period  the  Lakes  were  closed  to  navigation  - 

typically  early  Dec  -  Mar/Apr  each  year.  Maintenance  and  repairs  were  performed 

during  the  winter  lay-up  period 

-1911  Station  moved  and  renamed  Lake  St  Clair 

-1926  Equipped  for  unattended  operation 

-1935  Equipped  for  controlling  all  systems  by  radio  from  ashore 

-Remained  assigned  to  Lake  St  Clair  station  until  discontinued  in  1939 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1939      AGE:  37 

SUBSEQUENT  DISPOSITION:  Sold  1939 

Reported  later  to  have  been  used  as  a  lighter  in  New  York  Harbor;  1941 

registration  #175581.  Said  to  be  still  in  use  as  of  1983 


COMMAND  IMG  OFFICERS:  LV  75 


1902-1903  John  T  Murray,  Master 
1903-1906  Charles  Calnow,  Master 
1906-1915  Conrad  Christiansen,  Master 
1915-1921  James  Jones,  Master 

1915  Frank  Leirabach,  Mate 
1915-1916  Charles  Bernier.Mate 
1916-1922  Gustav  Affeldt,  Mate 

1921-  Charles  Bernier,  Master 

1922-  Ernest  LeBahn,  Mate 


VESSEL  DESIGNATION:  LV  76  /  WAL  504 

YEAR  BUILT:  1904 

BUILT  AT:  Port  Richmond  LI  (NY)       BUILDER:  Burlee  Drydock  Co 

APPROPRIATION:  $90,000  CONTRACT  PRICE:  $83,076 

SISTER  VESSELS:  Same  plans  and  specs  as  LV  78,79,80,81,83 

DESIGN:  Steam  screw;  steel  hull,  2  masts  (spencer  on  main);  dayraarfcs  on  both 
masts  and  on  jack  stay  between  masts;  lantern  houses  at  both  masts;  pilot  house; 
stack  amidships 
LENGTH:  129" 6"  (loa)   BEAM:  28 ' S"   DRAFT:  12' 6"   TONNAGE:  578  displ 

PROPULSION:  One  compound  reciprocating  steam  engine,  380  SHP;  2  Fostei — Wheeler 
watertube  boilers;  max  speed  10  knots 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 
FOG  SIGNAL:  12"  steam  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  76 

-1910  Equipped  with  submarine  bell  signal 

-1920  Equipped  with  radio 

-1922  Equipped  with  radiobeacon 

-1930  Fog  signal  changed  to  diaphone 

-1933  Fog  signal  changed  to  steam  diaphragm  horn  (Leslie  17"  typhon) 

-193?  Illuminating  apparatus  converted  to  electric 

-1945  Fitted  with  detection  radar 

-Radio  &  Visual  Call  Sign  NNGS  (1940-1960) 


STATION  ASSIGNMENTS:  LV  76 
1905-1942  Relief  (Vest  Coast) 
1942-1945  Examination  Vessel,  WWII 
1945-1960  Relief  (West  Coast) 


(1942-1945  during  WWII,  assigned  to  CG  Hq;  stationed  at  Alameda  CA  and  used 
as  training  vessel;  no  armament  provided) 


HISTORICAL  NOTES:  LV  76  /  WAL  504 

-1904  May  26,  delivered  by  contractor  to  Staten  Island  Depot  (NY);  tested 

during  special  trip  delivering  rations  to  various  light  stations  in  Long  Island 

Sound,  then  equipped  and  supplied  for  voyage  to  San  Francisco 

-1905  Feb  14,  cleared  NY  for  San  Francisco  in  company  with  LV  83.  Robert  Ouinton 

was  Master  of  LV  76;  E  M  Trott,  Senior  Master,  LV  83.  Each  Master  "was  furnished 

instructions,  credentials  and  means  for  prosecution  of  his  voyage  to  the  Pacific 

Coast"  via  Cape  Horn.   (Date  of  arrival  San  Francisco  not  found) 

-1905  After  layover  at  San  Francisco,  steamed  to  Astoria  (OR) 

-1905  Jul  17-Nov  2  1905,  relieved  Umatilla  Reef  LV  67,  then  remained  at  Astoria 

-1906  Dec  10-16,  steamed  to  San  Francisco 

-1907  Jan  2-Feb  11,  relieved  San  Francisco  LV  70;  Jan  12,  struck  by  barkentine 

causing  much  damage;  returned  to  San  Francisco  for  extensive  repairs  to  hull 

and  machinery;  Mar?  -Apr  26,  again  relieved  LV  70;  Mar  22-25,  dragged  off 

station  in  severe  storm;  Apr  26,  returned  to  San  Francisco  for  repair 

-1907  Jul  13,  left  for  Astoria  (OR)  to  relieved  Umatilla  Reef 

-1922  Jan  23,  while  relieving  San  Francisco,  parted  chain  in  gale  and  went 

adrift;  dropped  harbor  anchor;  tender  SEQUOIA  recovered  moorings  and  lightship 

regained  station  Jan  27 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1960      AGE:  56 

SUBSEQUENT  DISPOSITION:  Decommissioned  Sep  16,  1960;  sold  Oct  9,  1961  plans  for 
use  as  Seattle  museum  failed  and  vessel  became  coastel  freighter  CLAIRE  ANNE  at 
San  Francisco;  later  used  for  fishing  in  Alaska  in  1970s;  1987  in  use  as  museum 
at  Vancouver  B.C.  named  CLAIRE  ANNE.  One  of  3  oldest  lightships  still  existing 

COMMANDING  OFFICERS:  LV  76 

1904-1905  Robert  Quinton,  Master  (voyage  commander  New  York-San  Francisco  1905) 

1904-1915  Edward  Ward,  Mate 

1905  Arthur  T  Vany,   (Feb-Mar,  extra  Mate  detailed  for  voyage  to  west  coast) 

1905  Nicholas  Lawrence  (Feb-Jun,  2d  Mate  detailed  for  voyage  to  west  coast) 

1905-  Peter  Olson,  Mate 

1905-1915  Henry  C  Pierotti,  Master 

1915-1918  Owen  F  Fisher,  Master 

1918-  August  Nilson,  Mate 


VESSEL  DESIGNATION:  LV  77 

YEAR  BUILT:  1906 

BUILT  AT:  Ferrysburg  (MI)  BUILDER:  Johnson  Boiler  Co. 

APPROPRIATION:  $20,000  CONTRACT  PRICE:  $13,950 

SISTER  VESSELS:  None 

DESIGN:  Steel  scow;  tubular  steel  lantern  mast  forward,  with  daymark;  short  wood 
after  mast  with  flag  gaff;  large  wood  deckhouse  providing  all  accomodations 

LENGTH:  75' 0"  (loa)    BEAM:  21*6"   DRAFT:  9 ' 3"    TONNAGE:   155  disp  (fresh  water) 

(depth) 
PROPULSION:  None 


ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  on  foremast 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  77 
-1912  Air  operated  8"  chime  whistle  and  associated  machinery  installed 


STATION  ASSIGNMENTS:  LV  77 
1906-1935  Peshtigo  Reef  (VI) 
1935-1940  Relief" 


(Peshtigo  Reef  station  discontinued  1935  Aug  26) 


HISTORICAL  NOTES:  LV  77 

-1906  Apr  28,  placed  on  Peshtigo  Reef,  Green  Bay  (VI);  withdrawn  Nov  25  to 

winter  quarters  at  Sturgeon  Bay 

-1907  Apr  20,  towed  to  station  for  navigation  season 

-Thereafter  as  for  all  Great  Lakes  lightships,  was  withdrawn  from  station 

during  the  period  when  the  Lakes  were  closed  to  navigation,  typically  from 

early  December  through  Mar/Apr  each  year.  Necessary  repairs  were  performed 

during  the  winter  layup 

-Remained  assigned  to  Peshtigo  Reef  until  the  station  was  discontinued  1935, 

Aug  26,  thereafter  assigned  relief  duty 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1940      AGE:  36 
SUBSEQUENT  DISPOSITION:  Sold  Apr  1940 


COMMANDING  OFFICERS:  LV  77 

1905-1913  Peter  Knudsen,  Master  (appointed  while  vessel  under  construction) 
1913-1915  Albert  F  Pitman,  Master 

-1916  Reinhart  Larsen,  Mate 
1916-1917  Reinhart  Larsen,  Master 
1916-      Richard  D  Baxter,  Mate 
1917-1924  Thomas  Green,  Master 
1924-      Alfred  Hanson,  Master 


VESSEL  DESIGNATION:  LV  78  /  WAL  505 

YEAR  BUILT:   1904 

BUILT  AT:  Camden  (NJ  )  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  $90,000  CONTRACT  PRICE:  $89,030 

SISTER  VESSELS:  LV  79,80,81,83 

DESIGN:  Steam  screw;  steel  hull;  2  steel  masts  with  wood  spencers;  stack 
amidships;  small  wheelhouse  ahead  of  foremast 

LENGTH:  129' 0"  (loa)   BEAM:  28' 6"   DRAFT:  12' 6"   TONNAGE:  668  displ 

PROPULSION:  Steam  -  one  compound  surface  condensing  engine,  16  and  31"  bores  x 
24"  stroke,  325  IHP;  two  fire-tube  boilers  9'3"dia  x  16'4"long; 
propeller  7' 9"  dia;  max  speed  10  knots;  also  rigged  for  sail 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 

FOG  SIGNAL:  10"  steam  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  78 

-1905  Completed  vessel  delivered  by  contractor 

-1906  Submarine  bell  signal  installed 

-1906  Wireless  telegraph  equipment  supplied,  installed  and  operated  by  Navy 

-1915  Equipped  with  375mm  acetylene  lens  lanterns  mounted  at  each  masthead 

-1917  Radio  equipment  provided  and  installed  by  Lighthouse  Service 

-1919  Steam  siren  added  (original  10"  whistle  retained) 

-1922  Radiobeacon  installed 

-1926  Illuminating  apparatus  converted  to  electric  operation 

-1934/35  Repowered  with  600  HP  GM  geared  diesel,  7'  dia  propeller,  max  speed 

8  knots;  auxiliary  systems  converted  from  steam  to  diesel 

-1945  Fitted  with  search  radar 

-1954  Listed  with  2  500mm  lens  lanterns,  15,000cp;  air  diaphragm  horn  (Leslie 

17"  typhon)  and  AN/SPN-11  radar. 

-Radio  and  visual  call  sign  NNGT  (1940-1960) 

STATION  ASSIGNMENTS:  LV  78 
1905-1942  Relief  (3d  District) 
1942-1945  Examination  Vessel,  VVI I 
1945-1947  Scotland  (NJ) 
1947-1960  Relief  (3d  District) 


(1942-1945  Based  at  Staten  Island;  used  as  examination  vessel  in  1st  and 
3d  Coast  Guard  Districts;  no  armament  provided) 


HISTORICAL  NOTES:  LV  78 

-1905  Mar  2,  delivered  by  contractor  to  Staten  Island  Depot;  fitted  out  and 

supplied 

-1905  May  4-25,  relieved  Cornfield  Point;  May  27-Jul  5,  relieved  Brenton  Reef; 

Aug  1-Sep  16,  relieved  Fire  Island;  Sep  16-0ct  4,  relieved  Scotland;  Oct  9-28, 

relieved  Brenton  Reef 

-1906  Wireless  telegraph  equipment  supplied,  installed  and  operated  by  Navy 

Dept ;  submarine  bell  signal  also  installed  same  year 

-1906  Apr  16-May  23,  relieved  Overfalls  (DE);  Jun  9-Jul  25,  relieved  Sandy 

Hook;  Jul  30-Aug  28,  relieved  Fire  Island;  Oct  10-Nov  14,  relieved  Cornfield 

Point;  Nov  21-Jan  2,  1907,  relieved  Nantucket  Shoals 

-1907  Apr  1-Jul  11,  relieved  Fire  Island 

-1913  Jan,  while  relieving  Cape  Lookout,  parted  chain  and  adrift;  regained 

station  using  spare  anchor 

-1913  Jul,  while  attempting  to  transfer  mail  to  passing  steamer  CITY  OF 

ATLANTA,  the  5  lightship  crewmen  manning  the  whalebnat  were  drowned  when  run 

down  by  the  steamer 

-1915  Apr,  equipped  with  two  375mm  acetylene  lens  lanterns,  with  clock  and 

cam  controller  in  engine  room  which  in  turn  applied  battery  power  to  a 

More  notes:  LV  78  /  WAL  505 

solenoid  gas  valve  in  the  lantern  at  each  masthead.  This  arrangement  allowed 

setting  any  flash  characteristic  on  either  or  both  lanterns;  as  necessary  to 

relieve  any  station  in  the  "District 

-1960  Jun  24,  while  relieving  Ambrose  Channel  station,  was  rammed  and  sunk 

by  SS  GREEN  BAY 


RETIRED  FROM  LIGHTSHIP  DUTY:   C1960)    AGE:  56 

SUBSEQUENT  DISPOSITION: 

1960  Jun  24,  while  relieving  Ambrose  Channel  station;  rammed  and  sunk  on  station 

by  steamer  GREEN  BAY 


COMMANDING  OFFICERS:  LV  78  /  WAL  505 


1914-1918  Sidney  Ellis,  Master 
-1914  Frank  Tilghman,  Mate 
1918-      Harry  Hansen,  Master 
1919-1920  Hans  Swensen,  Mate 
1920-      Peter  M  Lied,  Mate 

1954  BMC  Maxwell  Fulcher,  OIC 


VESSEL  DESIGNATION:  LV  79  /  WAL  506 

YEAR  BUILT:   1904 

BUILT  AT:  Camden  <NJ )  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  $90,000  CONTRACT  PRICE:  $89,030 

SISTER  VESSELS:  LV  78,8  0,81,83 

DESIGN:  Steam  screw;  steel  hull,  2  steel  masts  with  wood  spencers;  stack 
amidships 

LENGTH:  129'  0"  (loa)   BEAM:  28' 6"   DRAFT:   12* 6"   TONNAGE:  668  displ 

PROPULSION:  Steam-  one  compound  surface  condensing  engine,  16"  and  31"  bores  x 
24"  stroke,  325  IHP;  2  boilers  9' 3"  dia  x  16' 4"  long,  100  psi ;  propeller  7' 9" 
dia;  max  speed  10  knots;  also  rigged  for  sail  initially 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  on  each  mast 

FOG  SIGNAL:  12"  steam  chime  whistle,  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  79 

-1910  Equipped  with  submarine  bell  signal 

-1918  Equipped  with  radio 

-1921  375mm  acetylene  lens  lanterns  mounted  at  mastheads;  lantern  houses  removed 

-1928  Illuminating  apparatus  converted  to  electric  operation 

-1930  Equipped  with  radiobeacon 

-1931  Jul,  repowered  with  Diesel;  Cooper-Bessemer  310  HP  main  engine,  5'  dia 

4  bladed  propeller,  max  speed  7  knots 

-1933  Fog  signal  changed  to  air  diaphragm  horn  <17"  Leslie  typhon) 

-1952  USCG  lists  the  vessel  with  1  375mm  15,000cp  lens  lantern  on  foremast  only; 

fog  signal  and  power  as  above 

-Radio  and  visual  call  sign  NMGC  (1940-1967) 


STATION  ASSIGNMENTS:  LV  79  /  WAL  506 
1904-1924  Five  Fathom  Bank  <NJ) 
1924-1926  Relief  (3d  District) 
1927-1942  Barnegat  (NJ  ) 
1942-1945  Examination  Vessel,  WWII 
1945-1967  Barnegat  (NJ) 

(Barnegat  station  established  about  Aug  15,  1927  apprx  8  mi  E  of  Barnegat  Light; 
occulting  white  showing  8  sec  out  of  every  10;  steam  chime  whistle,  1  blast 
every  20  sec,  submarine  bell;  station  established  to  provide  a  better  reference 
mark  for  the  course  change  required  by  coastwise  shipping) 
(1942-1945,  during  WWII  withdrawn  from  Barnegat  station  and  based  at 
Edgemoor  (DE)  for  use  as  examination  vessel;  no  armament  provided) 


HISTORICAL  NOTES:  LV  79 

-1904  Placed  on  Five  Fathom  Bank  (NJ) 

-1924  Assigned  to  Relief  duty  (3d  District)  until  1926 

-1927  Assigned  to  Barnegat  (NJ )  until  1967 

-Withdrawn  from  Barnegat  station  1942-1945  and  used  as  examination  vessel 

then  restationed  on  Barnegat  until  1967 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1967      AGE:  54 

SUBSEQUENT  DISPOSITION:  Decommissioned  Mar  3,  1967  then  donated  Oct  13,  1967 
to  Chesapeake  Maritime  Museum,  St  Michaels  (MD)  remaining  there  until  early 
1970' s,  then  sold  to  Heritage  Ship  Guild  for  floating  display  at  Perms  Landing, 
Philadelphia  PA.  One  of  3  oldest  lightships  still  in  existence 

COMMANDING  OFFICERS:  LV  79  /  WAL  506 

1904  Horiatiow  C  Pierson,  Master  (Aug-Sep) 

1904-1914  Oliver  Clark,  Master 

1914-1919  Alfred  Johansen,  Master 

-1918  H  Hansen,  Mate 

1918-  James  Keyes,  Mate 

1919-  John  Carr,  Master 
1929  William  Duggan,  Mate 

1929-      Wilton  S  Dwyer,  Mate 

-1937  Albert  A  Rogers,  Mate 
1937-1939  Joseph  Semon,  Master 

1948  BMC  Otto  E  Lange ,  CO 

1950  CWO  Caldwell  Davis,  CO 

1951  WO  Moses  McNure,  OIC 


VESSEL  DESIGNATION:  LV  SO 

YEAR  BUILT:  1904 

BUILT  AT:  Camden  (NJ i  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  $90,000  CONTRACT  PRICE:  $85,000 

SISTER  VESSELS:  LV  78,79,81,83 

DESIGN:  Steam  screw;  steel  hull;  2  steel  masts  with  wood  spencers;  stack 
amidships;  small  wheel house  forward 

LENGTH:  129' 0"  (loa)   BEAM:  28' 6"   DRAFT:   12' 6"   TONNAGE:  668  displ 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  350  IHP;  2  boilers  9' 3"  dia  x  16' 4"  long,  100  psi;  propeller  7 ' 9"  dia; 
max  speed  10  knots;  also  rigged  for  sail  initially 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  80 

-1910  Equipped  with  submarine  bell  signal 

-1918  Equipped  with  radio 

-1919  Radiobeacon  installed 

-1922  llluminant  changed  from  oil  to  acetylene 

-1924  Illuminant  changed  from  acetylene  to  electricity 

-1932  Fog  signal  changed  to  steam  diaphragm  horn  (Leslie  17"  typhon 

-1933  Fog  signal  changed  from  steam  to  air  operation 


STATION  ASSIGNMENTS:  LV  80 
1905-1924  Cape  Lookout  Shoals  (NO 
1924-1927  Cape  Charles  (VA) 
1927-1934  Relief  (VA) 


HISTORICAL  NOTES:  LV  8  0 

-1904  Dec  1,  Delivered  to  Lazaretto  Point  Depot,  Baltimore,  however  available 

funds  insufficient  to  place  on  station  so  was  laid  up  until  mid-March  1905 

-1905  Apr  1,  placed  on  Cape  Lookout  Shoals  (NO,  replacing  LV  40 

-1905  Aug  1-15,  relieved  (by  LV  71)  for  repair  at  Baltimore 

-1906  Apr  10,  parted  chain  and  adrift;  steamed  to  Beaufort  (NO,  took  on  coal 

and  resumed  station  Apr  13;  May  1-Jun  1,  relieved  (by  LV  72)  for  repair; 

Dec  ?-Dec  25,  relieved  (by  LV  71)  for  repair  at  Baltimore 

-1913  Sep  2/3  during  hurricane  force  winds,  unable  to  raise  lanterns  due  to 

severe  thrashing  of  hoist  wires;  hand  lanterns  rigged  and  hoisted  all  night; 

boarding  seas  caused  substantial  damage 

-1914  Feb  24,  during  NNE  gale,  increasing  to  hurricane  force  Feb  26,  parted 

chain;  with  engine  full  ahead  was  impossible  to  keep  head  to  sea;  next  morning 

Master  boarded  steamer  CRETAN  &  sent  radio  message  requesting  new  moorings,  then 

steamed  close  to  station  arid  showed  lights  that  night;  placed  ship  on  station 

0925  Feb  28,  having  steamed  41  miles  in  regaining  position 

-1915  Feb  18,  during  gale  parted  chain  losing  anchor  and  150  fathoms  chain; 

with  engine  full  ahead  maintained  approximate  position  until  wind  abated; 

repositioned  on  station  using  spare  anchor  Feb  20 

More  notes:  LV  80 

-1916  Oct  24,  blown  off  station  in  heavy  gale,  returning  Oct  26  when  weather 

moderated 

-1930  Oct  26,  took  aboard  25  men  adrift  for  2  days  in  disabled  fishing  party 

boat;  later  taken  ashore  by  Coast  Guard  patrol  boat 


RETIRED  FROM  LIGHTSHIP  DUTY:  1934      AGE:  30 
SUBSEQUENT  DISPOSITION:  Sold  Dec  13,  1934 


COMMANDING  OFFICERS:  LV  80 


1905-1913  Robert  Bertram,  Master 
1905-1913  Randall  Scarborough,  Mate 
1905-1906  Arthur  T  Vany,  Mate 
1913-1915  Randall  Scarborough,  Master 
1913-1917  C  H  Lowenhjelm,  Mate 
1915-1917  Alexander  Andersen,  Master 
1917  Thomas  Simmons,  Mate 
1917  George  C  Daniels,  Mate 
1917  Edwin  E  Holm,  Mate 
1917  Thomas  Hayman,  Mate 

1917  Thomas  Jacobsen,  Mate 
1917-      Thomas  Jacobsen,  Master 
1917-1918  Charley  E  O'Neal,  Mate 

1918  John  E  McCotter,  Mate 
1918  Charles  E  Tull,  Mate 
1918  Luther  Muse,  Mate 

1921-      Richard  J  Spencer,  Mate 


VESSEL  DESIGNATION:  LV  81  /  VAL  507 

YEAR  BUILT:  1904 

BUILT  AT:  Camden  (NJ)  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  $90,000  CONTRACT  PRICE:  $89,000 

(Approp.  approved  Mar  3,  1903) 
SISTER  VESSELS:  LV  78,79,80,83 

DESIGN:  Steam  screw;  steel  hull,  2  steel  masts  with  wood  spencers;  small  wood 
pilot  house;  smokestack  amidships 

LENGTH:  129' 0"  (loa)   BEAM:  28' 6"   DRAFT:  12' 6"   TONNAGE:  668  displ 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  325  IHP;  2  boilers  9'3"dia  x  16' 4"  long,  100  psi;  propeller  7 ' 9"  dia; 
max  speed  10  knots;  also  rigged  for  sail 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  81 

-1910  Submarine  bell  signal  installed 

-1915  Equipped  with  radio 

-1931  Illuminating  apparatus  changed  to  375mm  electric  lens  lantern  at  each 

masthead;  lantern  houses  and  spencer  masts  removed 

-1931  Fog  whistle  replaced  with  steam  diaphragm  horn  (Leslie  17"  typhon) 

-1936  Repowered;  Atlas  Imperial  diesel  375  HP,  max  speed  8  knots; 

auxiliary  machinery  replaced  with  Diesel;  fog  signal  changed  to  F2T  diaphone 

-1939  Radiobeacon  installed 

-1945  Fitted  with  detection  radar 

-1949  USCG  lists  the  vessel  with  2  500mm  13,000cp  lens  lanterns;  TB-144  radar; 

other  characteristics  as  above 

-Radio  and  visual  call  sign  NMGD  (1940-1951) 


STATION  ASSIGNMENTS:  LV  81 

1905-1936  Heald  Bank  (TX) 

1936-1938  Unassigned  (8th  District) 

1938-1940  Unassigned  (2nd  District) 

1940-1942  Boston  (MA) 

1942-1945  Examination  Vessel,  WWII 

1946-1951  Boston  (MA) 

(1936-1938  Converted  from  steam  to  diesel,  then  laid  up,  8th  District) 
(1938-1940  Unassigned,  undergoing  extensive  repairs,  Chelsea  MA) 
(1942-1945  During  WWII  withdrawn  from  Boston  station  and  assigned  to  5th 
District  at  Norfolk  (VA);  used  as  examination  vessel/guard  ship;  armed  with 
one  3"  srun) 


HISTORICAL  NOTES:  LV  81  /  WAL  507 

-1903  Oct  1,  bids  advertised,  estimating  completion  by  Dec  31,  1904 

-1905  Jun  11,  delivered  by  contractor  to  New  Orleans  (LA),  but  lack  of  operating 

funds  prevented  placing  vessel  on  station;  Mar  22,  steamed  to  Mobile  <AL), 

hauled  and  painted;  departed  Mobile  for  station  Mar  28 

-1905  Apr  3,  placed  on  Heald  Bank  <TX) ,  3/4  mi  SW  x  S  from  a  shoal  spot  of  4  1/2 

fathoms,  the  shoalest  part  of  the  bank  about  28  mi  off  Galveston  Harbor  entrance 

showing  2  fixed  white  lights 

-1906  Apr  25-May  17,  towed  to  Mobile  for  repair;  station  temporarily  marked  by 

lighted  buoy 

-1915  Sep  3/4,  during  hurricane,  hull  plates  damaged  by  dock  at  New  Orleans 

-1917  Meteorological  equipment  supplied  by  arrangement  with  USN  and  Weather 

Bureau  for  recording  and  reporting  weather  observations  twice  daily  by  radio 

-1919  Jun  14,  during  heavy  gale,  parted  chain  and  anchored  1  mi  SW  of  station; 

regained  station  Jun  17  when  weather  moderated 

-1926  Aug  18-21,  while  docked  at  Pensacola  for  repair,  during  hurricane  bow 

plating  severely  damaged  by  repeatedly  colliding  with  the  stern  of  LV  102  which 

was  tied  up  ahead;  both  vessels  hauled  for  repair 

More  notes:  LV  81  /  WAL  507 

-During  1930s  lightship  withdrawn  from  station  Jul  15-0ct  15  each  year 

-1936  Jul  15,  withdrawn  from  station  and  was  not  replaced  thereafter;  steam 

propulsion  and  auxiliary  machinery  replaced  with  Diesel,  then  laid  up. 

-1938  Notice  to  Mariners  -  lightship  will  not  be  replaced,  station  discontinued 

-1938  Jun,  transferred  to  2d  District;  departed  Mobile  AL  Jun  29,  arriving  at 

Chelsea  MA  Jul  13 

-1938/1940  Unassigned;  during  this  period,  major  overhaul  and  hull  repairs 

carried  out  at  Fore  River  Shipyard  followed  by  refit  and  equipment  changes 

and  repainting  inside  and  out  at  Chelsea  Depot  during  1939 

-1940  Placed  on  Boston  station 

-1942  Withdrawn  during  WWII  for  service  as  Examination  Vessel,  station  marked 

by  buoy  1942-43,  then  by  LV  54  pending  return  of  LV  81 

-1946  Restationed  on  Boston  until  1951 

RETIRED  FROM  LIGHTSHIP  DUTY:  1951      AGE:  47 

SUBSEQUENT  DISPOSITION:  Decommissioned  Apr  4,  1951;  sold  Jul  21,  1955 


COMMANDING  OFFICERS:  LV  81  /  WAL  507 

1905-1906  Fred  Tredup,  Master 

1905  Theodore  Colson,  Mate 
1905-1906  Elwood  C  Evans,  Mate 
1906-      Elwood  C  Evans,  Master 
1906-      Henry  Q  Austin,  Mate 

-1914  D  H  McCluskey,  Mate 
1914-1915  James  Heaney,  Mate 
1916-      Tonning  Torkildsen,  Mate 

-1916  Frederick  Skousgard,  Master 
1916-1917  David  H  McCluskey,  Master 

1917  Edward  Dorgan,  Mate 
1917-1919  Erail  C  Oxelgren,  Mate 
1919-      Charles  H  Donegal,  Mate 

-1938  Henry  Olsen,  Mate 

1949  BMC  Ralph  Joline,  QIC 


VESSEL  DESIGNATION:  LV  82 

YEAR  BUILT:  1912 

BUILT  AT:  Muskegon  (Ml) 


BUILDER:  Racine-Truscott-She 1 1  Lake  Boat  Co 


APPROPRIATION:  $50,000  CONTRACT  PRICE:  $42,910 

(Appropriations  Mar  3,  1903  and  May  14,  1908) 
SISTER  VESSELS:  None 


DESIGN:  Steam  screw;  steel  hull  with  whaleback  forecastle  deck;  single  lantern 
mast  forward,  short  jigger  mast  aft;  daymark  on  main;   stack  amidships 

LENGTH:  95'2"(loa)     BEAM:  21' 0"   DRAFT:  7 ' 6"    TONNAGE:  187  displ,  fresh  water 
(Records  also  show  draft  as  8' 10"  and  10'  and  show  displacement  as  209  in  1915) 
PROPULSION:  Steam  -  one  90  I  HP  reciprocating  engine;  main  boiler  14'  dia, 
120  psi ;  cast  iron  propeller  5'  dia  x  7' 2"  pitch 

ILLUMINATING  APPARATUS:  Cluster  of  three  200mm  oil  lens  lanterns  on  sleeve, 

hoisted  to  masthead;  each  lamp  rated  170cp 

FOG  SIGNAL:  10"  steam  whistle;  submarine  bell,  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  82 
-1915  Illuminating  apparatus  converted  to  acetylene 
-1931  Submarine  bell  discontinued 


STATION  ASSIGNMENTS:  LV  82 
1912-1913  Buffalo  (NY) 
1916       Relief  (laid  up) 
1917-1925  Relief  (10th  District) 
1926-1936  Eleven  Foot  Shoal  (MI) 


(1914-1915  In  process  of  being  located,  raised  and  repaired  after  having  sunk 

during  a  hurricane  on  Nov  10,  1913) 

(Eleven  Foot  Shoal  station  discontinued  1936;  replaced  by  Eleven  Foot  Shoal 

Lighthouse) 


HISTOHICAL  NOTES:  LV  82 

-1912  Jul  12,  delivered 

-1912  Aug  3,  placed  on  Buffalo  (NY),  13  miles  off  entrance  to  Buffalo  Harbor 

"temporarily  to  mark  approaches  to  Buffalo  pending  construction  of  LV  96" 

-1913  Nov  13,  sunk  during  hurricane  with  loss  of  all  6  personnel  aboard;  (station 

temporarily  marked  by  LV  9b  during  1914  then  LV  98  assigned  in  1915) 

-1914  May  9,  wreck  located  1  7/8  mi  NNE  from  station  in  63  feet;  diver  reported 

hull  intact  but  interior  wrecked,  and  no  bodies  found.  Contract  let  for  salvage. 

-1914  Oct,  new  contract  ($19,500)  awarded  for  raising  vessel  since  former 

contractor  had  failed  to  perform 

-1914  Oct  29,  body  of  C.W.  Butler,  Engineer  was  recovered  in  Niagara  River, 

at  Buffalo,  nearly  13  miles  from  where  the  lightship  went  down 

-1915  Sep  16,  vessel  raised  by  means  of  pontoons;  repaired  and  returned  to 

service 

-1920  Assigned  to  Relief  duty  until  1925,  then  laid  up  in  1926  at  Detroit 

-1926  Placed  on  Eleven  Foot  Shoal  (MI)  until  station  discontinued  in  1936 

-1936  Transferred  to  2d  District  Hq ,  Chelsea  MA 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1936      AGE:  24 

SUBSEQUENT  DISPOSITION:  1936  Jul,  acquired  by  Boston  VFV,  USS  Constitution  Post 
for  use  as  floating  Hq  in  the  Fort  Point  Channel,  South  Boston.   Said  to  have 
been  scrapped  in  1942;  also  said  to  have  been  sunk  by  vandals  in  1945 


COMMANDING  OFFICERS:  LV  82 

1912-1913  Hugh  M  Williams,  Master  (lost  in  sinking  Nov  10,  1913) 
1912-1913  Andrew  Leahy,  Mate  (lost  in  sinking  Nov  10,  1913) 
1916-      Conrad  Christiansen,  Master 
1916-1917  Thorwald  Berntsen,  Mate 
1917-1919  Richard  Tobin,  Mate 
1922-      Edwin  J  Wilkinson,  Mate 


VESSEL  DESIGNATION:  LV  83  /  WAL  508 

YEAR  BUILT:   1904 

BUILT  AT:  Camden  <NJ>  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  $90,000  CONTRACT  PRICE:  $85,000 

SISTER  VESSELS:  LV  78,79,80,81, 

DESIGN:  Steam  screw;  steel  hull;  2  steel  masts  with  wood  spencers;  stack 
amidships 

LENGTH:  129' 0"  (loa)   BEAM:  28 ' 6"   DRAFT:  12* 6"   TONNAGE:  668  displ 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  325  IHP;  2  boilers  9'3"  dia  x  16'4"  long,  100  psi;  propeller  7'9"  dia; 
max  speed  9  knots;  also  rigged  for  sail 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  83 

-1906  Submarine  bell  signal  installed 

-1906  Fitted  with  special  submersible  mooring  buoy  (see  LV  69  for  earlier  use) 

-1918  Equipped  with  radio 

-1922  Equipped  with  radiobeacon 

-1930  Illuminating  apparatus  converted  to  electric  operation 

-1930  Submarine  bell  discontinued 

-1932  Fog  signal  changed  to  steam  diaphragm  horn  (Leslie  17"  typhon) 

-1934  Fog  signal  changed  to  air  diaphone;  radiobeacon  synchronized  with  fog 

signal  for  distance  finding 

-1945  Fitted  with  detection  radar 

-Radio  and  visual  call  sign  NMGF  (1940-1960) 


STATION  ASSIGNMENTS:  LV  83  /  VAL  508 
1905-1930  Blunts  Reef  CCA) 
1930-1942  San  Francisco  (CA) 
1942-1945  Examination  Vessel,  WWII 
1945-1951  San  Francisco  (CA) 
1951-1960  Relief  (West  Coast) 

(1942-1945  during  WWII  withdrawn  from  station  and  based  at  San  Francisco 
as  examination  vessel;  no  armament  provided.  Classed  as  "YN"  -  net  tender 
during  the  period) 


HISTORICAL  NOTES:  LV  83 

-  Delivered  late  1904  or  early  1905  (date  not  found) 

-1905  Feb  14,  cleared  New  York  for  San  Francisco  in  company  with  LV  76.  Capt 

Robert  Quinton  commanded  LV  76,  Capt  E.M.  Trott  commanded  LV  83  and  designated 

senior  Master  for  the  voyage.  Each  Master  "was  furnished  instructions, 

credentials,  and  means  for  prosecution  of  his  voyage  to  the  Pacific  Coast." 

(Date  of  arrival  at  San  Francisco  not  found) 

-1906  Placed  on  Blunts  Reef  <CA)  off  Cape  Mendocino 

-1906  Dragged  off  station  in  heavy  storms  Nov  3-7,  Dec  9-11 

-1907  Dragged  off  station  in  heavy  storms  Jan  6-8,  Feb  24-27,  Mar  22-25, 

Jun  19-28;  off  station  for  repairs  during  April 

-1915  Jan,  during  a  storm  registering  110  mph  winds,  dragged  2  mi  off  station 

-1916  Jun  15,  between  0145  and  0330,  155  people  were  taken  aboard  the  lightship; 

being  the  passengers  and  crew  of  the  steamer  BEAR,  stranded  in  dense  fog  nearby; 

people  later  transferred  to  other  vessels  in  the  vicinity 

-Remained  assigned  to  Blunts  until  1929 

-1929  Assigned  to  San  Francisco  until  1942  when  withdrawn  during  WWII 

-1945  Reassigned  to  San  Francisco  station  until  1951,  then  assigned  Relief  duty 

until  1960 

More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1960      AGE:  54 

SUBSEQUENT  DISPOSITION:  Decommissioned  Jul  18,  1960;  donated  Oct  1,  1963  to 
Northwest  Seaport,  Seattle  WA  for  use  as  floating  museum,  marked  RELIEF; 
currently  being  restored;  one  of  3  oldest  surviving  lightships  and  the  oldest 
on  the  Vest  Coast;  retains   original  steam  propulsion  system 


LV  83  /  WAL  508 


1905-  E  M  Trott, Master 
1905-1906  Nicolas  Lawrence,  Mate 

1906-  Thomas  Jobson,  Mate 

-1915  Owen  F  Fisher,  Mate 
1915-1917  August  Nilson,  Mate 

-1917  Henry  C  Pierotti,  Master 
1917-1918  John  B  Sorensen,  Master 
1917-1918  John  J  Coleman,  Mate 

1918  Herman  Arendt,  Mate 
1918-1920  Herman  Arendt,  Master 
1918-1919  Ole  S  Christensen,  Mate 

1919  James  J  Kleher,  Mate 
1919-1920  William  Canrinus,  Mate 
1920-      Olaus  Strom,  Mate 

1920-      Peter  E  Henriksen,  Master 
1935-1941  Thomas  Curtis,  Master 


VESSEL  DESIGNATION:  LV  84  /  WAL  509 

YEAR  BUILT:  1907 

BUILT  AT:  Camden  <NJ >  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  $115,000         CONTRACT  PRICE:  $99,000 

SISTER  VESSELS:  LV  85,36,87,88 

DESIGN:  Steam  screw;  steel  hull,  wood  pilot  house  and  deckhouses,  2  steel  masts, 
wood  spencer  on  main  only;  smokestack  amidships 

LENGTH:  135' 5"  (loa)   BEAM:  29" 0"   DRAFT:   12' 9"   TONNAGE:  683  displ 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  325  IHPj  2  boilers  9' 3"  dia  x  16' 4"  long;  propeller  7' 9"  dia;  design 
max  speed  10  knots;  also  rigged  lor  sail  initially 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  84 

-1907  Equipped  with  submarine  bell  signal 

-1918  Equipped  with  radio 

-1920  Illuminant  converted  from  oil  to  acetylene 

-1929  Equipped  with  radiobeacon,  electric  lens  lanterns  installed 

-1934  Repowered;  Atlas  Imperial  375  HP  Diesel  main  engine;  5'  dia  4  blade  prop 

-1935  Fog  signal  changed  to  air  diaphragm  horn;  radio  beacon  synchronized  with 

fog  signal 

-1945  Fitted  with  detection  radar 

-1960  USCG  lists  the  vessel  with  two  375mm  13,000cp  lens  lanterns,  Bendix  MR3 

radar;  other  characteristics  as  above 

-Radio  and  visual  call  sien  NMGG  (1940-1965) 


STATION  ASSIGNMENTS:  LV  84 
1907-1929  Brunswick  <GA) 
1929-1954  St  Johns  River  (FL) 
1954-1960  Relief  (6th  District) 
1960-1965  Relief  (3d  District) 

(Brunswick  station  discontinued  1929) 

(1942-1945  During  WWII  remained  on  St  Johns  River  station;  no  armament 

provided) 


HISTORICAL  NOTES:  LV  84  /  VAL  509 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1965      AGE:  58 

SUBSEQUENT  DISPOSITION:  Decommissioned  Oct  26,  1965;  donated  Aug  7,  1968  then 
used  by  Harry  Lundeburg  School,  Seafarers  Int'l  Union,  Piney  Point  MD;  named 
Big  Red;  1987  sold  and  towed  to  Yonkers  NY  to  be  used  as  iloating  restaurant. 
Original  compar tmentat ion  and  interior  no  longer  intact. 

COMMANDING  OFFICERS:  LV  84  /  VAL  509 

-1916  George  Larsen,  Mate 

1916-1917  J  W  Fullwood,  Mate 

1917-1918  Joseph  P  Francis,  Mate 

1918-1919  William  Wurthman,  Mate 

1920-  Joseph  P  Francis,  Mate 

-1924  Henri k  Henri kson,  Master 

1924-1927  Hans  Math! sen,  Master 

-1929  Henry  Ulrich,  Mate 

1927-1929  John  A  Jansson,  Master 


1936  Timothy  A  Hurley,  Mate 
1936-1937  William  G  Maynardi,  Mate 
1937-      Oscar  D  Nelson,  Master 

1960  WO  A  J  Brovey,  OIC 


VESSEL  DESIGNATION:  LV  85  /  WAL  510 

YEAR  BUILT:  1907 

BUILT  AT:  Camden  (NJ  )  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $99,000 

SISTER  VESSELS:  LV  84,86,87,88 

DESIGN:  Steam  screw;  steel  hull,  wood  pilot  house  and  deckhouses;  2  steel  masts, 
wood  spencer  on  main  only;  smokestack  amidships 

LENGTH:  135' 5"  (loa)   BEAM:  29' 0"   DRAFT:  12' 9"   TONNAGE:  683  displ 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  325  IHP;  2  boilers  9' 3"  dia  x  16' 4"  long;  propeller  7' 9"  dia;  design 
max  speed  10  knots;  also  rigged  for  sail  initially 

ILLUMINATING  APPARATUS:  Cluster  of  3  electric  lens  lanterns  at  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  85 

-1907  Equipped  with  submarine  bell  signal 

-1907  Fitted  with  special  submersible  mooring  buoy  (See  LV  69  for  earlier  use) 

-1911  Equipped  with  radio 

-1916  Submarine  oscillator  installed;  first  US  lightship  so  equipped 

-192?  Single  375mm  electric  Lens  lantern  installed  at  each  masthead 

-1923  Equipped  with  radiobeacon 

-1930  Steam  siren  added;  12"  whistle  retained 

-193?  Original  boilers  replaced  with  Almy  water-tube  boilers 

-1932  Submarine  oscillator  discontinued 

-1943  Fitted  with  detection  radar 

-Radio  and  visual  call  sign  NNGU  (1940-1962) 


STATION  ASSIGNMENTS:  LV  85  /  WAL  510 

1907-1923  Nantucket  Shoals  (MA) 

1923-1942  Relief  (MA) 

1942-1944  Examination  Vessel,  WWII 

1944-1951  Relief  (MA.) 

1951-1962  Boston  (MA) 

(1942-1944  In  May/Jun  1942  escorted  freighter  convoy  from  Boston  to  Norfolk  VA, 
then  assigned  to  5th  District,  based  at  Norfolk  and  used  as  examination  vessel; 
armed  with  one  6  pounder. ) 

(Official  records  indicate  vessel  remained  assigned  to  1st  District  during 
WWII,  however  former  crewmember  confirms  that  vessel  was  based  at  Norfolk  and 
used  off  Cape  Henry  as  examination  vessel) 


HISTORICAL  NOTES:  LV  85  /  WAL  510 

-1912  Parted  chain  in  gale;  proceeded  to  Vineyard  Haven,  then  picked  up  by 

tender,  supplied  with  new  anchor  and  chain  and  replaced  on  station.  The  Master 

was  cautioned  of  the  need  to  remain  on  station,  it  being  considered  that  the 

vessel  should  have  remained  on  station  using  spare  headqear,  and  reported  by 

radio  the  need  for  replacement  anchor. 

-1914  Dec  6,  parted  chain  and  drifted  40  mi  VNW  of  station;  letting  go  harbor 

anchor  until  wind  abated,  then  proceeded  to  Woods  Hole  for  replacement  anchor 

and  chain;  returned  to  station  Dec  11 

-1916  Apr  14,  CO  of  USS  DUBUQUE  reported  sighting  the  light  when  33  miles 

distant  from  the  lightship  under  normal  weather  conditions 

-1916  Submarine  oscillator  installed;  first  US  lightship  so  equipped.  This 

represented  a  new  and  improved  method  of  underwater  signalling,  however  it 

required  specialized  receiving  equipment  and  for  that  reason,  the  system  never 

found  widespread  use 

-1916  Dec  22,  blown  20  mi  east  of  station  in  80  mph  winds;  unable  to  make 

headway  toward  station  so  returned  via  Pollock  Rip  Slue  and  Nantucket  Sound  to 

New  Bedford.  Replaced  anchor  and  chain;  returned  to  station  Dec  26 

More  notes:  LV  85  /  WAL  510 

-1917  Meteorological  equipment  supplied  by  arrangement  with  USN  and  Weather 
Bureau  for  recording  and  reporting  weather  observations  twice  daily  by  radio 
-1933  When  preparing  to  leave  station  after  relieving  Pollock  Rip,  an  overhand 
knot  was  discovered  in  the  anchor  chain  13  fathoms  from  the  anchor;  anchor  and 
chain  had  to  be  hoisted  aboard  a  tender  and  "untied" 


RETIRED  FROM  LIGHTSHIP  DUTY:  1962      AGE:  55 

SUBSEQUENT  DISPOSITION:  Decommissioned  Nov  15,  1962;  sold  Oct  17,  1963 

Listed  in  Merchant  Vessels  of  the  US  1970  as  owned  by  Oceanology  International, 

named  RECOVERER,  homeported  Chicago  IL 


COMMANDING  OFFICERS:  LV  85  /  WAL  510 

1907-1913  Frank  Doane,  Master  1937-1939  Norman  Gray,  Mate 

1907-1915  Walter  H  Warnock,  Mate       1939-      Augustave  LeBlanc,  Mate 
1915-1916  Arthur  S  Berry,  1st  Mate     1942-1943  CWO  Timothy  A  Hurley,  CO 
1916-1918  Lars  O  Johnson,  1st  Mate     1950-1951  BMC  Percy  Mayo,  OIC 

1918  William  Kelley,  1st  Mate     1952-1953  WO  Floyd  0  Reams,  OIC 
1918-1919  Alfred  Johnson,  1st  Mate  1953  CWO  Floyd  0  Reams,  CO 

1919  William  D  Poor,  1st  Mate 
1919-1920  Robert  Boman,  1st  Mate 
1920-1923  George  Harding,  1st  Mate 
1913-1923  David  B  Studley,  Master 
1923-1925  George  N  Harding,  Master 
1923-1924  Walter  B  Werner,  Mate 
1924-1928  Roger  W  Sears,  Mate 
1928-      Lewis  E  Woodaman,  Mate 
1925-1928  Walter  H  Warnock,  Master 


VESSEL  DESIGNATION:  LV  86  /  VAL  511 

YEAR  BUILT:  1907 

BUILT  AT:  Camden  CNJ)  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $99,000 

SISTER  VESSELS:  LV  84,85,87,88 

DESIGN:  Steam  screw;  steel  hull,  wood  pilothouse  and  deckhouses;  2  steel  roasts, 
wood  spencer  on  main  only;  smokestack  amidships 

LENGTH:  135*5"  (loa)   BEAM:  29 ' 0"   DRAFT:  12' 6"   TONNAGE:  683  displ 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke;  380  IHP;  2  boilers  9' 3"  dia  x  16' 4"  long;  propeller  7' 9"  dia;  design 
max  speed  10  knots;  also  rigged  for  sail  initially 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  86 

-1911  Submarine  bell  signal  installed 

-1918  Illuminant  changed  from  oil  to  acetylene 

-1919  Equipped  with  radio 

-1929  Acetylene  lanterns  replaced  with  electric  lens  lanterns  in  masthead 

galleries;  lantern  houses  removed 

-193?  Original  fire-tube  boilers  replaced  with  Alray  watei — tube  type 

-1934  Fog  signal  changed  to  air  diaphragm  horn 

-1943  Fitted  with  detection  radar  later  removed 

-194?  Repowered  with  diesel,  Coopei — Bessemer  600HP 

-1956  Nov,  Equipped  with  radar 

-Radio  and  visual  call  sign  NMGH  (1940-1959) 


STATION  ASSIGNMENTS:  LV  86  /  WAL  511 

1908-1913  Hen  and  Chickens  (MA) 

1913-1918  Great  Round  Shoal  (MA) 

1918-1923  Relief  (MA) 

1923-1932  Great  Round  Shoal  (MA) 

1932-1934  Relief  (MA) 

1934-1954  Hen  and  Chickens  (MA) 

1954-1959  Buzzards  Bay  (MA) 


(1942-1945  During  WWII,  remained  on  Hen  &  Chickens  station;  no  armament 

provided) 

(1954  Sep  1,  Hen  &  Chickens  and  Vineyard  Sound  stations  discontinued; 

new  Buzzards  Bay  station  established  to  replace  both  former  stations) 


HISTORICAL  NOTES:  LV  86  /  VAL  511 

195o  Nov?,  dragged  off  station  in  heavy  weather 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1959      AGE:  52 

SUBSEQUENT  DISPOSITION:  Decommissioned  Feb  28,  1959;  sold  Dec  30,  195? 


COMMANDING  OFFICERS:  LV  86  /  VAL  511 


1916-1922  Lucas  Robins,  Master 
1916-1917  William  D  Chase,  Mate 
1917-1922  William  Kelley,  Mate 
1922-1924  Edward  E  Farnham,  Master 
1924-1936  Simeon  C  Studley,  Master 
1928-1937  Lyman  J  Clark,  Mate 
1936-1939  William  G  Collins,  Master 
1937-1939  Victor  L  Rayan,  Mate 

1942-1944  Asbury  Hannah,  Master 

-1955  BMC  William  T  Burroughs,  OIC 
1955-1957  CWO  George  E  Rongner,  CO 
1957-      BMC  George  Sousa,  OIC 


VESSEL  DESIGNATION:  LV  87  /  WAL  512 

YEAR  BUILT:  1907 

BUILT  AT:  Camden  <NJ )  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  $115,000         CONTRACT  PRICE:  $99,000 

SISTER  VESSELS:  LV  84,85,86,88 

DESIGN:  Steam  screw;  steel  hull,  wood  pilothouse  and  deckhouses;  2  steel  masts, 
wood  spencer  on  main  only;  smokestack  amidships 

LENGTH:  135' 5"  (loa)   BEAM:  29' 0"   DRAFT:  12' 9"   TONNAGE:  083  displ 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  325  IHP;  2  boilers  9' 3"  dia  x  16' 4"  long;  propeller  7' 9"  dia;  design 
max  speed  10  knots;  also  rigged  for  sail  initially 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  87 

-1908/09  Oil  lens  lanterns  replaced  with  electric  incandescent 

-Converted  from  incandescent  to  arc  lights  several  times  during  the  period 

1909-1922;  incandescent  thereafter;  two  375mra  lens  lanterns  of  15,000cp 

-1918  Equipped  with  radio 

-1921  May,  radiobeacon  installed;  first  radio  beacon  in  the  US,  however  Fire 

Island  lightship  and  Sea  Girt  Light  were  similarly  equipped  and  placed  in 

operation  about  the  same  time 

-1924  Equipped  with  vacuum  tube  radiobeacon;  first  such  transmitter  to  be  used 

in  the  US 

-1932/33  Taken  out  of  service  Oct  10,  1932  for  extensive  overhaul  and  refitting; 

repowered  with  300  HP  Winton  diesel,  5'  dia  propeller;  fog  signal  to  air  typhon 

plus  10"  air  whistle;  all  steam  auxiliary  equipment  replaced  with  diesel 

-1934  Fog  signal  changed  to  air  diaphone;  10"  whistle  retained    (Call  sign  NMGI 

-1958  USCG  shows  4  way  diaphragm  horn,  TRSC-1  radar,  J -894  Lor  an.       1940-1966 > 

STATION  ASSIGNMENTS:  LV  87  /  WAL  512 

1908-1932  Ambrose  Channel  (NY) 

1932-1936  Relief  (NY) 

1936-1942  Scotland  (NJ ) 

1942-1944  Examination  Vessel,  WWII 

1944-1947  Vineyard  Sound  (MA) 

1947-1962  Scotland  (NJ) 

(1908  Sandy  Hook  station  moved  and  renamed  Ambrose  Channel) 

(1929  Dec  11,  Ambrose  station  moved  1  1/8  mile  148  degrees) 

(1932/1933  Out  of  service  for  lengthy  period  being  overhauled  and  refitted) 

(1942-1944  During  V/Wl  I  ,  assigned  to  3d"  District  Hq,  stationed  at  Fort  Hancock 

and  used  as  examination  vessel;  armed  with  single  1  pounder) 

(1944  Placed  on  Vineyard  Sound  < MA >  to  replace  LV  73  alter  it  was 

lost  during  a  hurricane  in  Sep. ) 


HISTORICAL  NOTES:  LV  87  /  WAL  512 

-1927  Feb  21,  dragged  1/2  ml  westerly  from  station  In  NE  gale;  replaced  on 

station  next  day 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1966      AGE:  59 

SUBSEQUENT  DISPOSITION:  Decommissioned  Mar  4,  1966;  donated  Aug  4,  1968  for  use 

as  floating  exhibit  at  South  Street  Seaport,  New  York  City 


COMMANDING  OFFICERS:  LV  87  /  VAL  512 
1908-1932  Gustave  Lange,  Master 
1908-1914  Sidney  Ellis,  Mate 

1914  Frank  Tilghman,  Mate 
1914-1915  Clark  Smith,  Mate 
1915-1918  Paul  E  F  Overbeck,  Mate 
1918-      Emil  C  Ness,  Mate 

1939-      John  Kruszewski,  Master 

1950-1951  BMC  Theodore  Kosowski,  OIC 
1958  BMC  Carrol  D  Nichols,  OIC 


1966  BMC  John  T  Taylor,  OIC 


VESSEL  DESIGNATION:  LV  88  /  WAL  513 

YEAR  BUILT:   1907 

BUILT  AT:  Camden  <NJ )  BUILDER:  New  York  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $90,000 

SISTER  VESSELS:  LV  84,85,86,87 

DESIGN:  Steam  screw;  steel  hull,  wood  pilothouse  and  deckhouses;  2  steel  masts, 
wood  spencer  on  main  only;  smokestack  amidships 

LENGTH:  135' 5"  (loa)   BEAM:  29' 0"   DRAFT:  12' 9"   TONNAGE:  683  displ 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  325  IHP;  2  boilers  9' 3"  dia  x  16' 4"  long;  propeller  7' 9"  dia;  design 
max  speed  10  knots;  also  rigged  for  sail  initially 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  88 

-1909  Equipped  with  submarine  bell  signal 

-1920  Equipped  with  radio 

-1924  Equipped  with  radiobeacon 

-1927  375mm  electric  lens  lanterns  installed  in  gallery  at  each  masthead 

-1933  Fog  signal  changed  to  steam  diaphragm  horn  (17"  Leslie  Typhon) 

-1934  Radiobeacon  synchronized  with  fog  signal  for  distance  finding 

-193?  Steam  propulsion  system  replaced  with  diesel-electric 

-1935  Fog  signal  changed  to  air  diaphragm  horn 

-1945  Fitted  with  detection  radar 

-Radio  and  visual  call  sign  NMGJ  (1940-1960) 


STATION  ASSIGNMENTS:  LV  88  /  WAL  513 
1909-1939  Columbia  River  (OR) 
1939-1942  Umatilla  Reef  (WA) 
1942-1945  Examination  Vessel,  WWII 
1945-1959  Umatilla  Reef  (WA) 
1959-1960  Relief  (West  Coast) 

(1942-1945  During  WWII,  withdrawn  from  Umatilla,  assigned  to  NOWESTSEAFRON, 
stationed  at  Seattle  WA  and  used  as  examination  vessel;  armed  with  one 
3"  gun  mounted  aft.  Classed  as  a  "YN"  -  net  tender  during  the  period) 


HISTORICAL  NOTES:  LV  88  /  WAL  513 

-1908  Having  been  assigned  duty  on  the  Vest  Coast,  LV  68  in  company  with  LV  92 
and  93;  and  three  lighthouse  tenders  SEQUOIA,  MANZANITA,  and  KUKU I  departed 
in  convoy  irom  New  York  and  made  the  voyage  to  San  Francisco  in  124  davs 
-1914  Jan  2,  during  SE  storm  after  steaming  ahead  tor  11  houis,  a  boarding 
sea  stove  in  the  pilot  house,  sheared  off  steering  compass,  bent  steering 
wheel  shaft  and  carried  away  bridge  binnacle.  Also  carried  away  ventilator  and 
galley  stack;  damaged  engine  room  skylight  flooding  engine  room;  smashed  ports 
in  after  house  and  carried  away  deck  stanchions;  2  crew  injured  by  flying  gla 


<=  c: 


Mare  note: 


(As  of  1986,  BELLE  BLONDE  was  tied  up  near  Maritime  Museum,  Halifax  Nova  Scotia 
apparently  abandoned  and  reportedly  seized  by  Canada  for  non-payment  of  fees) 

RETIRED  FROM  LIGHTSHIP  DUTY:  1960      AGE:  53 

SUBSEQUENT  DISPOSITION:  Decommissioned  Nov  23,  1960;  sold  to  scrapyard  .Jul  25, 
1962;  then  became  floating  exhibit  at  Columbia  River  Maritime  Museum  1963-1979 
then  sold.  Plans  for  floating  restaurant  failed  then  sold  in  1982  to  Claude 
Lacerte,  converted  to  half  brig  BELLE  BLONDE.  To  Quebec  1984  for  charter  use 

COMMANDING  OFFICERS:  LV  88  /  WAL  513 

1909-1918  J  Nielsen,  Master 

1909-1913  William  A  Steel,  Mate 

1918-  David  Ingram,  Master 

1918  Andrew  G  Anderson,  Mate 

1918  Gustav  E  Howe,  Mate 

1918-1919  Nils  S  Kroger,  Mate 

1919-1921  Andrew  G  Anderson,  Mate 

1925-  Jacob  Nielsen,  Mate 

1936-      Leslie  A  Leadbetter,  Master 

-1938  Robert  Barbel ,  Mate 
1938-      Henry  Hobson,  Mate 


VESSEL  DESIGNATION:  LV  89 

YEAR  BUILT:  1908 

BUILT  AT:  Muskegon  (MI) 

APPROPRIATION:  ? 

SISTER  VESSELS:  None 


BUILDER:  Rac i ne-Truscot t-She 1 1  Lake  Boat  Co 
CONTRACT  PRICE:  $37,500 


DESIGN:  Steam  screw;  steel  hull  with  whaleback  forecastle  deck;  single  lantern 

mast  forward,  jigger  mast  aft  for  riding  sail;  large  wood  deckhouse;  smokestack 

amidships 

LENGTH:  88' 3"  (loa)  BEAM:  21' 0"   DRAFT:  7'0"  TONNAGE:  205  displ,  fresh  water 

PROPULSION:  Steam  -  one  single  cylinder  reciprocating  engine,  14"  bore  x  16" 
stroke,  90  IHP;   one  boiler  5'  dia  x  9'3"  long,  120  psi 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  35'  above  water 
FOG  SIGNAL:  6"  steam  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  89 
-1915  Submarine  bell  signal  installed;  discontinued  1927 
-1930  Illuminating  apparatus  converted  to  acetylene 
-1933  Illuminating  apparatus  converted  to  electric 
-1935  Fog  whistle  discontinued;  changed  to  bell 


STATION  ASSIGNMENTS:  LV  89 
1909-1927  Martin  Reef  (Ml) 
1927-1933  North  Manitou  Shoal  (MI) 

1934  Relief  (10th  District) 

1935  Relief  (11th  District) 

(1927  Martin  Reef  station  discontinued  -  replaced  by  Lighthouse; 


HISTORICAL  NOTES:  LV  89 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1936?     AGE:  28 
SUBSEQUENT  DISPOSITION:   (Nothing  found) 


COMMANDING  OFFICERS:  LV  89 


1909-1913  George  T  Gunderson,  Mate 
1913-1914  Charles  I  Cayford,  Mate 

1914  John  S  Martina,  Mate 
1914-      G  J  Navarre,  Master 
1914-1919  Martin  Tellefson,  Mate 
1919-1926  George  R  McRae,  Mate 
1926-      Harry  McRae,  Mate 


VESSEL  DESIGNATION:  LV  90  /  VAL  514 

YEAR  BUILT:  1908 

BUILT  AT:  Ouincy  (MA)  BUILDER:  Fore  River  Shipbuilding  'Co. 

APPROPRIATION:  ?  CONTRACT  PRICE:  $107,213 

SISTER  VESSELS:  LV  91.92,93  (Plans  similar  to  LV  84  -  88; 

DESIGN:  Steam  screw;  steel  hull;  2  steel  masts,  wood  spencer  on  main  only;  wood 
deckhouses;  smokestack  amidships 

LENGTH:  135' 5"  <loa)   BEAM:  29*0"   DRAFT:  12.' 7"       TONNAGE:  685  displ,  478  gross 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  400  IHP;  2  Scotch  boilers  10' 6"  dia  x  11' 4"  long,  110  psi;  propeller 
8'0"  dia;  max  speed  9  knots 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead, 

local  plane  50'  above  water 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  90 

-1908  Submarine  bell  signal  installed 

-1918  Equipped  with  radio 

-1921  Equipped  with  both  oil  and  electric  illuminating  apparatus;  oil  cluster  on 

mainmast;  electric  lantern  on  foremast 

-1929  Radiobeacon  installed 

-1929  Oil  cluster  lanterns  on  mainmast  replaced  with  one  acetylene  lens  lantern 

-193?  Original  boilers  replaced  with  Almy  water-tube  boilers,  120  psi 

-1931  375mm  16,000cp  electric  lens  lanterns  installed  at  both  mastheads  at  70ft 

-1933  Fog  signal  changed  to  steam  diaphragm  horn 

-194?  Fog  signal  changed  to  air  diaphragm  horn 

-1952  Retained  steam  power  plant  until  decommissioned 

-Radio  and  visual  call  sign  NMGK  (1940-1952; 


STATION  ASSIGNMENTS:  LV  90  /  WAL  514 

1908-1910  Hedge  Fence  (MA) 

1910-1915  Vineyard  Sound  (MA.) 

1915-1930  Relief  (MA) 

1931-1942  Portland  (ME) 

1942-1944  Examination  Vessel,  WWII 

1944-1945  Relief  (MA) 

1945-1952  Portland  (ME) 

(1942-1944  During  WWII,  withdrawn  and  assigned  to  7th  District  Hq,  stationed 
at  Key  West  (FL)  and  used  as  examination  vessel;  armed  with  one  3"  gun 
mounted  aft;  then  returned  to  First  District) 

(1944-1945  After  completing  wartime  service  with  Navy,  vessel  was  returned  to 
Coast  Guard  control  and  brought  from  Key  West  FL  to  Chelsea  MA  under  command  of 
Capt  Asbury  Hanna  and  assigned  Relief  duty.  Vessel  replaced  on  Portland  Station 
Sept  29,  1945  when  the  station  was  reactivated) 


HISTORICAL  NOTES:  LV  90  /  VAL  514 

-1920  Dec  2,  during  heavy  gale  while  relieving  Nantucket,  parted  chain  and 
drifted  24  miles  east,  unable  to  make  headway  toward  station  so  steamed  to  New 
Bedford  via  Pollock  Rip  channel  and  Nantucket  Sound 

-1923  Mar  6,  Struck  a  rock  and  sunk  while  transiting  Quick's  Hole  < MA >  ;  later 
raised,  repaired  and  restored  to  service 

-1926  Fe  D  1,  while  relieving  Pollock  Rip,  diiring  ENE  gale,  boarding  seas 
demolished  port  and  starboard  boats,  ship  dragged  200  yards.  Feb  4,  gale  and 
snow  squalls  continued,  heavy  seas  stove  in  pilot  house  ports  and  sheathing, 
spare  anchor  rolled  off  rail  striking  hull  and  starting  rivets  causing  leaks; 
later  parted  chain,  could  not  make  headway  and  would  not  answer  helm;  blown 
broadside  through  Pollock  Rip  channel  and  anchored  SW  of  Stonehorse  LV;  tender 
supplied  new  chain  and  anchor;  regained  station  Feb  6.  On  Feb  10.  ENE  gale  with 
sleet  and  snow  caused  heavy  icing;  both  lights  extinguished  at  0300  and  fog 
signal  malfunctioned  due  to  icing;  heavy  cross  seas  boarding  ship  continuously 
and  dragged  Into  breakers  SW  of  station;  regained  station  when  wind  diminished 
at  2300 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1952      AGE:  44 

SUBSEQUENT  DISPOSITION:  Decommissioned  Sep  30,  1952;  sold  Jul  21,  1955 


COMMANDING  OFFICERS:  LV  90  /  WAL  514 

1908-1915  Simeon  C  Studley  Jr,  Mate 

1918-1921  Lars  0  Johnson,  Mate 
1908-1919  Joseph  Allen,  Master 
1920-1925  Arthur  S  Berry,  Master 
1921-1922  Benjamin  F  Chase,  Mate 
1922-1923  Carl  A  Madsen,  Mate 

1923  Charles  S  Parson,  Mate 
1923-      J  F  Baxter,  Mate 
1925-1931  H  I  Jamieson,  Master 

1931-1942  Asbury  A  Hanna,  Master 
1931-1937  Hubert  M  Paden,  Mate 
1937-1942  Raymond  Hamilton,  Mate 
1944-      Asbury  A  Hanna,  Master 

1950-1951  BMC  V.  Fernston,  OIC 
1951-1952  BMC  Roger  S  Watts,  OIC 


VESSEL  DESIGNATION:  LV  91  /  WAL  515 

YEAR  BUILT:  1908 

BUILT  AT:  Quincy  (MA)  BUILDER:  Fore  River  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  4107,213 

SISTER  VESSELS:  LV  90,92,93  (Same  general  plan  as  LV  84-88) 

DESIGN:  Steam  screw;  steel  hull,  wood  deckhouses;  2  steel  masts,  wood  spencer 
on  main  only;  smokestack  amidships 

LENGTH:  135' 5"  (loa)   BEAM:  29 ' 0"   DRAFT:  12' 7"   TONNAGE:  685  displ,  478  gross 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  400  IHP;  2  Scotch  bailers  10'6"  dia  x  11'4"  long,  110  psi;  propeller 
8'0"  dia,  design  max  speed  10  knots 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead; 

focal  plane  50  feet  above  water 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  91 

-1908  Submarine  bell  signal  installed 

-1915  Illuminating  apparatus  converted  to  acetylene  operation 

-1919  Equipped  with  radio 

-1924  375mm  electric  lens  lanterns  installed  at  both  mastheads 

-1927  Equipped  with  radiobeacon 

-1932  Fog  signal  changed  to  steam  diaphragm  horn  (17"  Leslie  typhon) 

-1934  Fog  signal  changed  to  air  diaphone 

-1945  Fitted  with  detection  radar 

-Radio  and  visual  call  sign  NNGV  (1940-1961) 


STATION  ASSIGNMENTS:  LV  91  /  WAL  515 

1908  Relief  (4th  District) 
1908-1934  Winter  Quarter  Shoal  (VA) 
1934-1942  Relief  (5th  District) 
1942-1945  WWII  duty  -  see  note 
1945-1961  Relief  (5th  District) 

(1908  Assigned  to  Relief  duty  briefly  before  being  placed  on  Winter  Quarter) 
(During  WWII  1942-43  assigned  to  CG  Hq,  stationed  at  Curtis  Bay  (MD)  and 
used  for  training;  1943-1945  assigned  to  7th  District  Hq ,  stationed  at  Key 
West  (FL)  and  used  as  examination  vessel;  armed  with  two  20  mm' s  on  bridge 
wings  and  one  3"  gun  mounted  aft) 


HISTORICAL  NOTES:  LV  91  /  VAL  515 

-1908  Assigned  Relief  duty  prior  to  being  placed  on  Winter  Quarter 

-1915  Jun  12,  during  severe  coastal  storm,  parted  mooring  losing  anchor  and 

90  fathoms  chain,  remained  on  station  using  harbor  anchor 

-1920  Feb  5,  parted  chain,  returned  to  Portsmouth  VA  for  new  moorings  and  coal; 

resumed  station  Feb  9 

-1922  Jan  8,  parted  chain  in  heavy  gale;  seas  breaking  completely  over  the  ship, 

unable  to  make  headway;  carried  135  mi  south  of  station;  returned  to  station 

Feb  1;  tender  waiting  at  station  with  replacement  chain  and  anchor 

-1927  Mar  2,  in  severely  northerly  storm,  parted  chain  and  headed  offshore  under 

power  until  weather  moderated;  returned  to  station  Mar  4 

-1930  Jun,  radiobeacon  sequenced  with  Five  Fathom  and  Overfalls  lightships 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1961      AGE:  53 

SUBSEQUENT  DISPOSITION:  Decommissioned  Nov  30,  1961;  sold  Mar  11,  1963 


COMMANDING  OFFICERS:  LV  91  /  VAL  515 


1908-1915  James  S  Mason,  Master 
1908-1913  Anelius  Anderson,  Mate 

1913  Charles  Pertner,  Mate 
1913-1922  Thomas  Simmons,  Mate 
1915-1919  John  Hanson,  Master 
1913-1917  William  Harvey,  Mate 

1917  Valin  G  Best,  Mate  (temp) 
1917-1920  William  H  Harvey,  Mate 

1920  Elijah  Brasure,  Mate 
1922-1929  Thomas  Simmons,  Master 
1929-      Robert  A  Dixon,  Master 


VESSEL  DESIGNATION:  LV  92  /  WAL  516 

YEAR  BUILT;   1908 

BUILT  AT:  Ouincy  <MA)  BUILDER:  Fore  River  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $107,213 

SISTER  VESSELS:  LV  90,91,93  (Built  to  same  general  plan  as  for  LV  84-88) 

DESIGN:  Steam  screw;  steel  hull;  2  steel  masts,  wood  spencer  on  main  only; 
wood  deckhouses;  smokestack  amidships 

LENGTH:  135' 5"  (loa)   BEAM:  29' 0"   DRAFT:  12' 7"   TONNAGE:  685  dispi ;  478  gross 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  400  IHP;  2  Scotch  boilers  10'6"  dia  x  11'4"  long,  110  psi;  propeller 
8 ' 0"  dia;  design  max  speed  10  knots 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead; 

focal  plane  50'  above  water 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  92 

-1909  Submarine  bell  signal  installed 

-1921  Equipped  with  radio 

-1924  Equipped  with  radiobeacon 

-1929  Illuminating  apparatus  changed  to  375mm,  13,000cp   electric  lens  lanterns 

-193?  Almy  water-tube  boilers  replaced  original  boilers 

-1933  Fog  signal  changed  to  steam  diaphragm  horn  (17"  Leslie  typhon) 

-1935  Fog  signal  synchronized  with  radiobeacon 

-1945  Fitted  with  detection  radar 

-1951  Retained  original  steam  power  plant  until  decommissioned 

-Radio  and  visual  call  sign  NNGW  (1940-1951) 


STATION  ASSIGNMENTS:  LV  92  /  WAL  516 
1909-1951  Relief  (West  Coast) 


(1942-1945  during  WWII  assigned  to  13th  District,  stationed  at  Seattle  (VA) 
and  continued  in  service  as  Relief  lightship;  no  armament  provided) 


HISTORICAL  NOTES:  LV  92  /  WAL  516 

-1908  Having  been  assigned  duty  on  the  West  Coast,   LV  92,  In  company  with 

LV  88,  LV  93  and  3  lighthouse  tenders  SEQUOIA,  MANZANITA,  and  KUKU1  departed 

from  New  York  in  convoy  and  made  the  voyage  to  San  Francisco  in  124  days 

-1914  Jan  2,  while  relieving  Umatilla  Reef,  parted  chain  during  SE  storm  losing 

anchor  and  95  fathoms  chain;  proceeded  to  Astoria.  The  assigned  vessel  LV  67 

was  enroute  at  the  time  and  took  station  Jan  5 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1951      AGE:  43 

SUBSEQUENT  DISPOSITION:  Decommissioned  Jun  28,  1951;  sold  Dec  7,  1954;  hulk 

reported  to  have  been  seen  at  Tacoma  (VA)  in  1956 


COMMANDING  OFFICERS:  LV  92  /  WAL  516 
1913-      W  J  Kenney,  Master 
1937-      Ludwig  Larson,  Master 


VESSEL  DESIGNATION:  LV  93  /  VAL  517 

YEAR  BUILT:  1908 

BUILT  AT:  Quincy  (MA)  BUILDER:  Fore  River  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  SI  07, 213 

SISTER  VESSELS:  LV  90,91,92   (Built  to  same  general  plan  as  for  LV  84-88) 

DESIGN:  Steam  screw;  steel  hull,  wood  deckhouses;  2  steel  masts  with  wood 
spencer  on  main  only;  smokestack  amidships 

LENGTH:  135" 5"  (loa)   BEAM:  29' 0"   DRAFT:  12' 7"   TONNAGE:  685  displ;  478  gross 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  400  IHP;  2  Scotch  boilers  10' 6"  dia  x  11' 4"  long,  110  psi;  propeller 
8'0"  dia;  max  speed  9.5  knots 

ILLUMINATING  APPARATUS:  Cluster  of  3  oil  lens  lanterns  raised  to  each  masthead; 

focal  plane  50'  above  water 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  93 

-1909  Submarine  bell  signal  installed 

-1920  Equipped  with  radio 

-1924  Equipped  with  radiobeacon 

-1930  Illuminating  apparatus  changed  to  375mm  electric  lens  lanterns,  13,000cp 

-1935  Original  main  boilers  replaced  with  Almy  water-tube  type 

-1932  Fog  signal  changed  to  steam  diaphragm  horn  (17"  Leslie  Typhon) 

-1951  Retained  original  steam  power  plant  until  decommissioned 

-Radio  and  visual  call  sign  NMGL  (1940-1951) 


STATION  ASSIGNMENTS:  LV  93  /  WAL  517 
1909-1930  Swiftsure  Bank  (WA) 
1930-1939  Umatilla  Reef  (WA) 
1939-1951  Columbia  River  (OR) 


(Swiftsure  station  established  1909  off  entrance  to  Straight  of  Juan  de  Fuca, 
vessel  painted  yellow) 

(1942-1945  during  WWII  remained  assigned  to  Columbia  River  station;  no 
armament  provided) 


HISTORICAL  NOTES:  LV  93  /  WAL  517 

-1908  Having  been  assigned  duty  on  the  Vest  Coast,  LV  °3  in  company  with 

LV  88,  LV  92  and  3  lighthouse  tenders  SEQUOIA,  MANZANITA  and  KUKUI  departed 

from  New  York  in  convoy  and  made  the  voyage  to  San  Francisco  in  124  days 

-1923  Dec  30,  during  strong  easterly  gale  increasing  to  Force  11,  steamed  ahead 

at  mooring,  shipping  heavy  cross  seas  on  starboard  side;  stove  in  2  ports, 

damaged  engine  room  skylight  and  caused  other  damage  to  on-deck  gear 

-1932  Dec  22,  parted  chain  during  severe  storm  and  unable  to  regain  station 

under  power;  ordered  to  Port  Angeles  Dec  23  for  replacement  chain  and  anchor; 

2  attempts  to  regain  station  were  unsuccessful  due  to  heavy  weather;  took 

station  Dec  26,  suffering  considerable  damage  in  the  process 

-1938  Dec  2,  during  a  severe  storm  with  winds  estimated  at  Force  12,  and  with 
engine  running  ahead,  vessel  shipped  a  heavy  sea  over  the  bow;  two  forward 
ports  stove  in,  starboard  tawsepipe  plug  stove  in;  galley  smokestack  sheared 
off,  and  as  the  sea  moved  aft,  deck  fittings  and  gear  were  broken  and  life 
raft  stowed  on  radio  house  was  carried  away 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1951      AGE:  43 

SUBSEQUENT  DISPOSITION:  Decommissioned  Apr  9,  1951;  sold  Nov  2,  1955 


COMMANDING  OFFICERS:  LV  93  /  WAL  51V 


-1913  E  H  Lindman,  Mate 

1915-1919  Samuel  Atkinson,  Mate 

1919-  Samuel  Atkinson,  Master 

1920-1921  Nils  Kroger,  Mate 

1921-  Robert  Barber,  Mate 

1936-      George  H  McNelley,  Mate 


VESSEL  DESIGNATION:  LV  94  /  WAL  518 

YEAR  BUILT:   1911 

BUILT  AT:  Muskegon  (Ml)  BUILDER:  Raclne-Tr uscott-Shel 1  Lake  Boat  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $104,604 

SISTER  VESSELS:  None 

DESIGN:  Steam  screw;  steel  hull,  wood  pilot/chart  house  forward,  wood  radio 
house  aft;  2 '  6"  dla  lantern  mast  forward,  conventional  mast  aft  funl ighted ) ; 
smokestack  amidships 
LENGTH:  13b' 9"  (loa)   BEAM:  29' 0"   DRAFT:   12' 9"   TONNAGE:  660  dicpl 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  16"  and  31"  bores  x  24" 
stroke,  380  IHP  max;  2  Scotch  boilers  10' 6"  dia  x  11 '4"  long,  110  psi;  4  bladed 
propeller  8'0"  dia;  during  trials  made  9.9  knots  -also  rigged  for  sail 

ILLUMINATING  APPARATUS:  6' 6"  dia  lantern  housing  a  4th  order  lens  carried  on  a 
compound  pendulum  mounted  in  gimbals;  2900  cp  IOV  lamp,  68'  above  water  level 
FOG  SIGNAL:  12"  steam  chime  whistle;  submarine  bell;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  94 
-When  built,  reported  as  the  "most  highly  developed"  lightship  in  the  fleet 
-1911  Equipped  with  radio  and  submarine  bell  when  placed  in  service 
-1920  Incandescent  Oil  Vapor  illuminant  changed  to  acetylene 
-1928  Equipped  with  radiobeacon 

1930  Illuminating  apparatus  changed  to  duplex  375mm  electric  lens  lantern  on 
foremast,  13,200cp;  fog  signal  changed  to  air  siren 
-1932  Fog  signal  changed  back  to  steam  whistle 
-1933  Fog  signal  changed  to  steam  diaphragm  horn 

-1936  Repowered  with  Atlas  Imperial  375  HP  main  engine,  6' 4"  propeller 
-1945  Fitted  with  detection  radar,  later  removed 

-1948  USCG  lists  vessel  with  triplex  air  diaphragm  horn;  other  characteristics 
in  line  with  above 
-Radio  and  visual  call  sign  NMGM  (1940-1954) 


STATION  ASSIGNMENTS:  LV  94  /  WAL  518 
1911-1930  Frying  Pan  Shoal  (NO 
1930-1954  Savannah  (GA) 

(1930  Jul  16,  Frying  Pan  position  moved  14  mi  SE  to  extremity  of  10  fathom 

curve) 

(1942-1945  During  VVI I  remained  assigned  to  Savannah  station;  no  armament 

provided) 


HISTORICAL  NOTES;  LV  94  /  WAL  518 

-1913  Apr  10,  parted  chain  and  drifted;  steering  gear  disabled;  picked  up  and 

towed  to  Southport  Nc  by  SS  GENERAL  GETTY;  returned  to  station  Apr  12 

-1915  Apr  2,  during  severe  storm,  parted  chain  and  drifted  SE;  let  go  spare 

anchor  but  dragged;  throughout  night,  made  periodic  radio  broadcasts  that  ship 

was  off  station;  next  day  hoisted  ''QE"  flag  signal  (lightship  off  station)  and 

attempted  to  steam  to  station  but  unable  to  make  headway  so  anchored;  when 

storm  abated,  regained  station  Apr  4 

-1917  Meteorological  equipment  supplied  by  arrangement  with  USM  and  Weather 

Bureau  for  reporting  weather  observations  twice  daily  by  radio 


More  notes; 


RETIRED  FROM  LIGHTSHIP  DUTY:  1954      AGE:  43 

SUBSEQUENT  DISPOSITION:  Decommissioned  Dec  15,  1954;  sold  Nov  16,  1955 


COMMANDING  OFFICERS:  LV  94  /  WAL  518 
1919-1921  Joseph  P  Francis,  Mate 
1921-1924  Frank  C  Girardeau,  Mate 

1924  Chester  H  Taylor,  Mate 
1924-1925  Oscar  D  Nelson,  Mate 
1925-1927  Hugh  O  Wiggins,  Mate 
1927-1928  Chester  H  Taylor,  Mate 
1927-      Hugh  O  Wiggins,  Master 
1928-1929  Andrew  J  Pollard,  Mate 

1936-1937  Oscar  D  Nelson,  Mate 

1939  Thomas  B  Christiansen,  Master 
1939-      Gavin  L  Field,  Master 


VESSEL  DESIGNATION:  LV  95  /  WAL  519 

YEAR  BUILT:   1912 

BUILT  AT:  Muskegon  (Ml)  BUILDER:  Racine-Truscott-Shel 1  Lake  Boat  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $74,558 

SISTER  VESSELS:  None 

DESIGN:  Steam  screw;  steel  hull;  large  dia.  tubular  lantern  mast  forward; 
conventional  steel  mast  aft  (unllghted);  pilot  house  at  foremast,  small 
deckhouse  aft;  smokestack  amidships 
LENGTH:  108'5"  (loa)   BEAM:  23 ' 0"   DRAFT:  11'6"   TONNAGE:  368  displ (fresh  water) 

PROPULSION:  Steam,  200  IHP  (no  details  found);  also  rigged  for  sail 


ILLUMINATING  APPARATUS:  Large  diameter  lantern  housing  with  revolving  parabolic 

reflector  and  electric  incandescent  lamp 

FOG  SIGNAL:  12"  steam  chime  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  95 

-1911  Dec  26,  sank  at  contractors  dock,  not  raised  until  Feb  20,  1912 

-1912  Nov,  completed 

-1916  Illuminating  apparatus  changed  to  duplex  375mm  electric  lens  iantern 

on  foremast,  13,200cp 

-1936  Repowered  with  Superior  6  cyl  4  cycle  diesel  main  engine,  200  HP  <2  400rpra; 

4'  6"  propeller,  max  speed  6  knots 

-193?  Fog  signal  changed  to  air  diaphragm  horn  (Leslie  17"  typhon) 

-1964  USCG  lists  CR-103  radar;  other  characteristics  in  line  with  above; 

-Radio  and  visual  call  sign  NNGX  (1940-1965) 


STATION  ASSIGNMENTS:  LV  95  /  WAL  519 
1912-1932  Milwaukee  <WI) 

1933  Relief  (11th  District) 

1934  Relief  (3d  District)  -  laid  up  Oct  8, 
1935-1965  Relief  (4th  District) 


1934 


(Milwaukee  station  discontinued  1932) 

(1935-1965  Details  of  usage  not  found,  but  known  to  have  been  assigned 
as  Relief  4th  District  from  1935  onward,  based  variously  at   Edgemoor  DE 
and  Cape  May  NJ ) 


HISTORICAL  NOTES:  LV  95  /  WAL  519 

-Assigned  to  Milwaukee  station  Nov  30,  1912 

-Transferred  to  3d  District  1934,  designated  Relief  and  laid  up  Oct  8,  1934 

-Apparently  transferred  to  4th  District  during  1935  and  used  as  Relief  vessel 

thereafter 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1965      AGE:  53 

SUBSEQUENT  DISPOSITION:  Decommissioned  Jan  15,  1965;  donated  May  21,  1966, 

however  records  do  not  indicate  where  used  after  donation 


COMMANDING  OFFICERS:  LV  95  /  VAL  519 
1912-1913  Albert  F  Pitman,  Mate 

1913  C  S  Carlson,  Mate 
1914-1915  L  P  Bolstad,  Mate 
1916-1925  Charles  Carlson,  Mate 

1918  Robert  McDonald,  Mate  (temp) 
1918-1919  Joseph  Frawiey,  Mate  (temp) 

1919  William  C  Young,  Mate  (temp) 

1920  Grant  Minor,  Mate  (temp) 
1920-1925  Thorwald  Berntsen,  Master 
1921-1928  Richard  D  Baxter,  Mate 
1925-      Charles  Carlson,  Master 
1928-      Peter  0  Gallagher,  Mate 

-1938  Christopher  Lasdine,  Master 
1938-      Frederick  J  Beiton,  Master 

1964  CWO  Richard  J  Kilroy,  CO 


VESSEL  DESIGNATION:  LV  96  /  WAL  520 

YEAR  BUILT:  1914 

BUILT  AT:  Muskegon  (MI)  BUILDER:  Rac ine-Truscott-Shel 1  Lake  Boat  Co 

APPROPRIATION:  $75,000  CONTRACT  PRICE:  $71,292 

(Approp.  Mar  4,  1911) 
SISTER  VESSELS:  LV  98  /  WAL  521 

DESIGN:  Non-propelling;  steel  whaleback  hull;  large  diameter  tubular  lantern 
mast  amidships;  steel  pilot/chart  house  forward 

LENGTH:  101'6"  Cloa)   BEAK:  23'6"   DRAFT:  1 1 ' 3"   TONNAGE:  170  displ,  fresh  water 

PROPULSION:  None  provided,  however  was  fitted  with  stern  tube  for  future  use 


ILLUMINATING  APPARATUS:  Large  cylindrical  lantern  housing  with  electric  lamp 
and  revolving  parabolic  reflector  giving  lOOOcp  flash  42  ft  above  water 
FOG  SIGNAL:  6"  air  siren,  submarine  bell,  hand  operated  bell;  siren  supplied  by- 
two  3  cylinder  compressors  driven  by  kerosene  engines 

CONSTRUCT  I  ON  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  96 

-When  built,  fitted  with  2  kerosene  engine-generator  sets  and  storage  batteries 

-1925  Equipped  with  radio,  discontinued  1927 

-1925  Equipped  with  radiobeacon 

-1932  Radiobeacon  synchronized  with  fog  signal  for  distance  finding 

-1933  Submarine  bell  discontinued 

-1936  Diesel  engine  installed,  175  IHP,  speed  approx  5  knots 

-1936  Cylindrical  lantern  housing  removed;  duplex  375mm  electric  lens  lantern 

installed  in  masthead  gallery,  17,000cp  each 

-1944  Repowered  with  Cooper-Bessemer  diesel  315HP  @  SOOrpm,  5' 6"  dia  3  bladed 

propeller,  max  speed  10.2  knots;  supplied  with  ABK  radar,  removed  1948 

-1954  USCG  lists  vessel  with  air  diaphragm  horn  (17"  Leslie  typhon);  other 

characteristics  as  above 

-Radio  and  visual  call  sign  NMGN  (1940-1954) 

STATION  ASSIGNMENTS:  LV  96  /  WAL  520 
1914       Buffalo  (NY) 
1915-1920  Poe  Reef  (MI) 
1921-1935  Lake  Huron  (MI) 
1937-1954  Cross  Rip  (MA) 

(1914  While  awaiting  assignment,  was  temporarily  used  to  mark  the  Buffalo 
station  following  the  sinking  of  LV  82  on  Nov  10,  1913) 

(1942-1945  During  WWII,  remained  on  Cross  Rip  station;  no  armament  provided) 


HISTORICAL  NOTES:  LV  96  /  WAL  520 

-1914  Oct  23,  delivered  by  contractor;  temporarily  marked  Buffalo  station 

-1915  Apr  24,  placed  on  Foe  Reef  (Ml),  southern  entrance  to  Straights  of 

Mackinac,  Lake  Huron;  red  hull  lettered  "FOE"  in  white,  showing  flashing  white 

light 

-As  with  all  Great  Lakes  lightships,  vessel  was  withdrawn  from  station  during 

the  period  the  Lakes  were  closed  to  navigation  usually  Nov/Dec  through  Mar/Apr 

each  year.  Necessary  repairs  were  performed  during  the  period  the  vessel  was 

in  winter  quarters 

-1934  Sep  20,  low  power  proximity  warning  radiobeacon  placed  in  service  for 

test;  providing  a  variable  tone  (warble)  signal  up  to  approximat e 1 y  10  miles 

and  operating  1  minute  out  of  every  3  diiring  the  test.  Vessels  reported 

receiving  the  signal  at  10-15  miles  with  noticeable  increase  in  loudness  as 

the  lightship  was  approached 


More  note' 


RETIRED  FROM  LIGHTSHIP  DUTY:  1955      AGE:  41 

SUBSEQUENT  DISPOSITION:  Decommissioned  Jan  18,  1955;  sold  Jul 


COMMANDING  OFFICERS:  LV  96  /  VAL  520 


1914-1915  G  J  Navarre,  Master 
1915-1916  Conrad  Christiansen,  Master 
1915-1916  William  C  Kane,  Mate 
1916-191?  Charles  Bernier,  Mate 
1916-1921  Ernest  LeBahn,  Master 
1921-      Frank  Leimbach,  Master 
1921-1925  Michael  D  Renehan,  Mate 

-1939  Ernest  L  Snow,  Master 
1939-      George;  F  Harrison,  Master 

1948-1951  CWO  Edward  Anclreason,  CO 

1961-1953  BMC  Frank  Masaschi,  OIC 

1953-1954  BM1  John  Milstead,  OIC 

1954  BMC  Leo  F.  Grade,  OIC 


VESSEL  DESIGNATION:  LV  97 
YEAR  BUILT:  1876 
BUILT  AT:  Baltimore  (MD> 
APPROPRIATION:  None 
SISTER  VESSELS:  None 


BU I LDER :  ? 

CONTRACT  PRICE:  Transferred  from  Coast  &  Geodetic 
Survey  to  USLHS  May  20,  1893 


DESIGN:  Two  masted  schooner  converted  for  lightship  use;  composite  hull,  single 
lantern  mast  amidships 

LENGTH:  80' 6"  (loa)    BEAM:  19*6"   DRAFT:   10' 8"   TONNAGE:  87  gross 

PROPULSION:  None 


ILLUMINATING  APPARATUS:  Single  lantern  having  8  oil  lamps  with  reflectors 
FOG  SIGNAL:  Hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  97 
-Formerly  the  2  masted  schooner  DRIFT,  built  for  and  used  by  the  Coast  and 
Geodetic  Survey  1876-1893,  then  modified  for  lightship  service 

-1913  Lighting  equipment  converted  to  electric  operation  using  a  30  cp  incan- 
descent lamp  with  a  motor  driven  revolving  reflector  mounted  on  a  compound 
pendulum.  The  arrangement  produced  a  flash  every  10  seconds  rated  at  80,000  cp. 
Both  lamp  and  drive  motor  were  powered  by  storage  batteries,  taken  ashore 
periodically  for  recharging.   Said  to  have  been  the  first  light  of  this  type  in 
the  world  (although  an  arrangement  similar  in  principle  was  used  on    LV  95  when 
built  in  1912). 

-1915  Following  evaluation  of  foregoing  illuminating  apparatus,  it  was  removed 
and  replaced  by  a  conventional  lens  lantern  using  oil-gas  illuminant  which 
remained  in  use  until  the  vessel  was.  retired 


STATION  ASSIGNMENTS:  LV  97 
1895-1911  Bush  Bluff  (VA> 
1912-1918  Bush  Bluff  <VA) 


(1911-1912,  station  replaced  by  lighted  buoy  April  17,  1911;  reestablished  1912) 
(Although  apparently  remaining  assigned  to  Bush  Bluff,  the  vessel  was  used 
extensively  to  marie  a  variety  of  other  stations  on  lower  Chesapeake  Bay) 
(1918  Bush  Bluff  station  discontinued,  replaced  with  lighted  buoy) 


HISTORICAL  NOTES:  LV  97 


More  nates: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1918      AGE:  42  (22  years  as  lightship) 
SUBSEQUENT  DISPOSITION:  Surveyed,  condemned  and  laid  up  Jan  1918; 

Sold  Apr  27,  1920 


COMMANDING  OFFICERS:  LV  91 
-1913  John  M  Kendley,  Mate 

1913  Thomas  Simonds,  Mate 
1913-1914  B  W  Diggs,  Mate 

1914  Gus  Montague,  Mate 
1914-1915  F  J  Pusey,  Mate 

1915  George  C  Daniels,  Mate 
1915-      James  F  Mason,  Mate 


VESSEL  DESIGNATION:  LV  98  /  WAL  521 

YEAR  BUILT:   1915 

BUILT  AT:  Muskegon  (MI) 


BUILDER:  Racine-Truscott-Shel 1  Lake  Boat  Co 


APPROPRIATION:  None  CONTRACT  PRICE:  $87,025 

(Paid  from  USLHS  general  appropriation  Aug  16,  1912) 
SISTER  VESSELS:  LV  96  /  WAL  520 


DESIGN:  Self-propelling;  steel  whaleback  hull;  one  large  diameter  tubular 
lantern  mast  amidships;  steel  pilot/chart  house  forward 

LENGTH:  101'  0"  floa)  BEAM:  23'6"   DRAFT:  11' 0"   TONNAGE:   195  displ,  fresh  water 

PROPULSION:  One  4-cylinder  Mietz  &  Weiss  kerosene  engine,  10"  bore  x  12"  stroke, 
100  IHP,  propeller  4'  dia;  speed  approx  5-6  knots 

ILLUMINATING  APPARATUS:  Large  cylindrical  lantern  housing  with  electric  lamp 
and  revolving  parabolic  reflector  giving  1000  cp  flash,  42  ft  above  water 
FOG  SIGNAL:  6"  air  siren;  hand  operated  bell;  siren  operated  by  two  3  cylinder 
compressors  driven  by  kerosene  engines 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  98 

-1915  When  built,  equipped  with  2  kerosene  engine-generator  sets  and  storage 

batteries  for  powering  the  light  and  motor  driven  reflector 

-1916  Submarine  bell  signal  added 

-192?  Equipped  with  radiobeacon 

-1930  Cylindrical  lantern  housing  removed,  replaced  with  duplex  375mm  electric 

lens  lantern  mounted  in  masthead  gallery,  13,000cp 

-193?  Fog  signal  changed  to  air  diaphragm  horn  (17"  Leslie  typhon) 

-1945  Repowered  with  Cooper-Bessemer  315HP  diesel,  5' 6"  dia  propeller,  max 

speed  6  knots 

-Radio  and  visual  call  sign  NMGO  (1940-1955) 


STATION  ASSIGNMENTS:  LV  98  /  WAL  521 

1915-1918  Buffalo  (NY) 

1919-1920  Relief  (12th  District) 

1920-1928  Lansing  Shoal  (MI) 

1929  Relief  (12th  District) 

1930-1951  Handkerchief  Shoal  (MA) 

1951-1955  Relief  (MA) 


(Buffalo  station  discontinued  1918) 

(Lansing  shoal  station  discontinued  1928  Oct  6) 

(1942-1945  During  WWII,  remained  on  Handkerchief  station 


no  armament  provided) 


HISTORICAL  NOTES:  LV  98  /  WAL  521 

-1914  Jun  9, launched  at  the  contractor's  yard 

-1915  Feb  8-12,  inspected  in  advance  of  sea  trials;  sea  trials  carried  out 

in  March,  final  tests  completed  and  delivered  by  contractor  Mar  29 

-1915  Jun  12,  placed  on  Buffalo  (NY)  station,  Lake  Erie,  13  miles  off  entrance 

to  Buffalo  Harbor;  red  hull  lettered  "Buffalo"  in  white,  showing  flashing  whitt 

light.  As  with  all  Great  Lakes  lightships,  vessel  was  withdrawn  from  station 

during  the  period  the  Lakes  were  closed  to  navigation,  usually  Nov/Dec  through 

Mar/Apr  each  year.  Necessary  repairs  were  performed  while  the  vessel  was  in 

in  winter  quarters 

-After  Relief  assignment  1919-1920,  placed  on  Lansing  Shoal  Sep  20,  1920 

-1928  Struck  by  passing  steamers  in  heavy  log  Jul  8  and  Aug  4 

-1928  Oct  6,  withdrawn  from  Lansing  Shoal,  station  discontinued 

-Thereafter  served  as  indicated  under  Station  Assignments 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1955      AGE:  4  0 

SUBSEQUENT  DISPOSITION:  Decommissioned  Jan  18,  1955;  sold  Jul  28,  1955 


COMMANDING  OFFICERS:  LV  98  /  VAL  521 
1915-1916  Melvin  Carpenter,  Master 

1915  John  Davis,  Mate 
1915-1916  George  Jackson,  Mate 
1916-1919  George  Jackson,  Master 
1917-1918  Joseph  Frawley,  Mate 
19  la- 19 19  Edward  A  Hansen,  Mate 
1919-1920  Edward  A  Hansen,  Master 

1919  Richard  D  Baxter,  Mate 
1920-      Elias  Garrett,  Master 
1920-      Daniel  A  Garrett,  Mate 

-1936  George  Braithwaite,  Master 
1936-1937  William  J  Collins,  Mate 
1937-1938  Clifford  Anderson,  Mate 

1947-1951  CWO  A  J  LeBlanc,  CO 
1951-1952  BMC  Gerald  Robinson,  OIC 


VESSEL  DESIGNATION:  LV  99  /  WAL  522 

YEAR  BUILT:   1920 

BUILT  AT:  Boothbay  Harbor  (ME)         BUILDER:  Rice  Brothers 

APPROPRIATION:  ?  CONTRACT  PRICE:  $97,220 

SISTER  VESSELS:  None 

DESIGN:  Steam  screw;  steel  hull;  single  tubular  lantern  mast  with  gallery,  short 
jigger  mast  aft  for  riding  sail;  steel  pilot  house  with  bridge;  smokestack  with 
fog  whistle 
LENGTH:  91' 8"  (ioa)    BEAM:  22' 0"   DRAFT:  10" 7"   TONNAGE:  215  displ,  fresh  water 

PROPULSION:  Steam  -  one  single  cylinder  engine,  125  IHP 


ILLUMINATING  APPARATUS:  Single  acetylene  lens  lantern 

FOG  SIGNAL:  10"  steam  whistle  mounted  on  stack;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  99 

-1916  Jun  29,  construction  started  but  hull  and  other  parts  of  vessel  destroyed 

by  fire  Jul  10  when  54%  complete.  New  materials  procured  and  vessel  completely 

rebui It 

-1919  Nov  7,  launched;  sea  trials  and  conditional  acceptance  Nov  8/9 

-1920  Dec  8,  delivered  by  contractor 

-1923  Equipped  with  submarine  bell 

-1930  Equipped  with  radiobeacon;  illuminating  apparatus  electrified 

-1931  Submarine  bell  discontinued 

-Radio  and  visual  call  sign  NNG I  assigned  1910-19?? 

-1949/50  At  USCG  Yard,  Curtis  Bay  Md ,  propulsion  and  auxiliary  machinery,  shaft 

and  propeller  removed;  vessel  than  refitted  and  equipped  lor  use  as  an  unmanned 

light  vessel  with  capability  for  being  remotely  controlled  by  radio  -  designated 

EXP-99 

(See  listing  for  EXP-99  for  further  details) 

STATION  ASSIGNMENTS;  LV  99  /  WAL  522 

1921-1929  Poe  Reef  (Ml) 

1929-1936  Grays  Reef  (Ml) 

1937-1942  ? 

1942-1943  Examination  Vessel,  WWII 

1943-1950  (located  at  Coast  Guard  Yard,  Curtis  Bay,  MD) 

1950  (Designated  EXP-99,  and  moved  to  3rd  District 

1950-1955  ? 

(Poe  Reel  station  discontinued  Aug  5,  1929) 

(Grays  Reel  station  discontinued  1936) 

(1937  Sept,  transferred  to  2d  District  and  towed  to  Boston) 

(1942-1943  During  WWII,  assigned  to  7th  District,  stationed  at  Post 
Everglades  (FL)  and  used  as  examination  vessel;  arjned  with  one  3"  gun  and  two 
2  0  mm ) 

(1943-1950  Arrived  Curtis  Bay  Yard    29  Mar  194?  and  commencing  in  1949  vessel 
was  extensively  modified  for  use  as  an  experimental,  radio  controlled  lightship 
designated  EXP-99,  later  referred  to  as  Sandy  Hook  Experimental  Lightship  EXP. 
Plans  tor  placing  it  near  Scotland  lightship  during  1950  were  indefinitely 
postponed  and  the  experimental  vessel  was  apparently  never  used) 


HISTORICAL  NOTES:  LV  99  /  VAL  522 

-1921  May  IS,  LV  99  and  LV  103  towed  from  Maine  to  St  Lawrence  River  entrance 
by  HIBISCUS;  lightships  then  proceeded  independently  to  Ogdensburg  NY,  met  by 
CROCUS  and  convoyed  to  Detroit.  LV  99  placed  in  commission  at  Detroit  Jul  21 
-1921  Jul,  placed  on  Poe  Reef  station 

-1929  Assigned  to  Grays  Reef  until  station  discontinued  in  1936 
-1937  Sep,  transferred  to  2nd  District  and  towed  by  tender  HIBISCUS  from 
Milwaukee  (WI)  via  St  Lawrence  River  to  Boston  (Chelsea  Depot) 
(Except  for  WWII  service  as  an  Examination  Vessel,  no  information  has  been 
found  covering  details  of  any  use  or  assignments  between  1937  and  1942. 
Standard  Distribution  Lists,  photos  and  correspondence  show  that  the  vessel  was 
at  the  Curtis  Bay  Yard  1943-1950  where  it  was  modified  and  refitted  as  an 
experimental,  radio  controlled  lightship  designated  EXP-99.  It  was  moved  to  the 
Third  District  in  1950  but  plans  for  placing  it  on  station  near  Scotland  light- 
ship did  not  materialize,  and  no  further  information  on  use  and  history  of  the 
could  be  found) 
(See  EXP-99  for  further  details) 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1956      AGE:  35 

SUBSEQUENT  DISPOSITION:  Decommissioned  May  24,  1956;  sold  Nov  5,  1956 


COMMANDING  OFFICERS:  LV  99  /  WAL  522 
1921-1929  Ernest  Lebahn,  Master 
1921  Charles  Bernier,  Mate 
1921-1928  Walter  McCash,  Mate 
1929-      John  A  Renehan,  Mate 
1929-      Harry  McRae,  Master 


VESSEL  DESIGNATION:  LV  100  /  VAL  523 

YEAR  BUILT:  1929 

BUILT  AT:  Portland  (OR)  BUILDER:  Albina  Marine  Iron  Works- 

APPROPRIATION:  ?  CONTRACT  PRICE:  4228, 121 

SISTER  VESSELS:  LV  113,114,115,116,117 

DESIGN:  Diesel-electric  screw;  steel  hull  and  deckhouses;  2  masts;  smokestack 
amidships 

LENGTH:  133" 3"  Cloa)   BEAM:  30' 0"   DRAFT:  13' 3"   TONNAGE:  630  displ 

PROPULSION:  Diesel-electric;  one  350  HP  electric  motor  driven  by  any  or  all  of 
four  75  KW  diesel  engine-generator  units;  350  SHP  at  300  rpm;  max  speed  10  knots 
average  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  with  1000  watt  lamp  at  each 

masthead 

FOG  SIGNAL:  Air  diaphone  via  4-way  cast  iron  horn;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  100 

-First  US  lightship  built  with  diesel-electr ic  propulsion  system;  reported  as 

representing  a  savings  of  100  tons  relative  to  a  similar  steam  propelled  vessel 

-Delivered  and  placed  in  commission  1930 

-1930  Equipped  with  radio  and  radiobeacon  when  built 

-1933  Radiobeacon  synchronized  with  fog  signal  for  distance  finding 

-1945  Fitted  with  detection  radar  and  sonar 

-Radio  and  visual  call  sign  NMGP  (1940-1971) 


STATION  ASSIGNMENTS:  LV  100  /  VAL  523 
1930-1942  Blunts  Reef  (CA) 
1942-1945  Examination  Vessel,  WWII 
1945-1969  Blunts  Reef  (CA) 
1959-1969  Relief  (West  Coast) 
1969-1971  San  Francisco  (CA) 


(1942-1945  During  WWII,  withdrawn  and  assigned  to  NOWESTSEAFRON ,  stationed  at 
Eureka  CA  and  used  as  examination  vessel;  no  armament  provided.  Classed  as  a 
"YN"  -  net  tender  during  the  period) 


HISTORICAL  NOTES:  LV  100  /  VAL  523 

-1929  Jun  17  launched  on  Portland  Oregon's  "Marine  Day"  with  large  celebration 

-1929  Oct  21/22,  builders  trials.;  Oct  23  departed  for  San  Francisco  in  advance 

of  being  assigned  to  duty  on  blunts  Reef 

-1930  Commissioned  at  San  Francisco  and  placed  on  Blunts  Reef  station  off 

Cape  Mendocino  <  CA  ) 


More  notes 


RETIRED  FROM  LIGHTSHIP  DUTY:  1971      AGE:  42 

SUBSEQUENT  DISPOSITION:  Decommissioned  May  12,  1971;  transferred  to  US  Navy 

Aug  6,  1971  for  further  transfer  to  Vietnam 


COMMANDING  OFFICERS:  LV  100  /  WAL  52.' 
1937-      Alfred  J  M  Prien,  Mate 


VESSEL  DESIGNATION:  LV  101  /  VAL  524 

YEAR  BUILT:  1916 

BUILT  AT:  Wilmington  (DE>  BUILDER:  Pusey  &  Jones 

APPROPRIATION:  ?  CONTRACT  PRICE:  $108,507 

SISTER  VESSELS:  LV  102  /  VAL  525 

DESIGN:  Self  propelled;  steel  whaleback  hull;  single  large  dia.  tubular  lantern 
mast  forward;  steel  pilot  house/bridge  at  foot  of  mast;  small  jigger  mast  aft 

LENGTH:  101' 10"  <loa)  BEAM:  25' 0"   DRAFT:   11' 4"   TONNAGE:  360  displ 

PROPULSION:  One  200  HP  Meitz  &  Weiss  4  cylinder  2  cycle  direct  reversing 
kerosene  engine;  4  bladed  propeller;  speed  8  knots 

ILLUMINATING  APPARATUS:  500mm  lens  with  6  flash  panels  revolved  by  weight  driven 
clockwork,  kerosene  lamp;  housed  in  cylindrical  lantern;  24,000  cp 
FOG  SIGNAL:  6"  air  siren;  mushroom  type  horn  on  deck;  compressor  driven  by  two 
40  HP  kerosene  engines;  submarine  bell;  hand  operated  1000  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  101 

-Launched  Jan  12,  1916;  completed  and  accepted  Sep  27,  1916 

-1917  Illuminant  changed  from  kerosene  to  acetylene 

-1919  Equipped  with  radio 

-1931  Equipped  with  radiobeacon 

-1931  Illuminating  apparatus  converted  to  duplex  375  mm  electric  lens  lantern, 

13,000cp  each  lamp,  original  cylindrical  lantern  housing  removed 

-1931  Fog  signal  changed  to  10"  air  whistle 

-1944  Repowered  with  Cooper -Bessemer  315HP  diesel,  5' 6"  dia  propeller,  max 

speed  8.2  knots 

-1963  USCG  lists  vessel  with  F2T  diaphone,  CR-103  radar;  max  draft  12" 2",  other 

character 1st ics  in  line  with  above 

-Radio  and  visual  call  si.irn  NMGO  (1940-1963) 


STATION  ASSIGNMENTS:  LV  101  /  WAL 
1916-1924  Cape  Charles- (VA) 
1925-1926  Relief  <VA)  -  Cnot  used 
1926-1951  Overfalls  (DE) 
1951-1963  Stonehorse  Shoal  (MA> 


524 

during  entire  year) 


C1942-1945  During  WWII 
provided ) 


remained  on  Overfalls  station;  no  armament 


HISTORICAL  NOTES:  LV  101  /  WAL  524 

-1916  Oct  4,  placed  on  Cape  Charles  <VA> 

-1920  Feb  4,  parted  chain  and  engine  broke  down;  anchored  until  engine  repaired 

then  regained  station  Feb  7 

-1930  Jun,  radiobeacon  of  Overfalls  LV  101  sequenced  with  Five  Fathom  and 

Winter  Quarter  stations 

-1951  Transferred  to  1st  District;  overhauled  at  Boston  then  placed  on 

Stonehorse  Shoal  <MA)  May  1951 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1964      AGE:  48 

SUBSEQUENT  DISPOSITION:  Decommissioned  Mar  23,  1964;  donated  Sep  3,  1964 

as  of  1986  was  dry  berthed  and  open  to  the  public  as  Portsmouth  Lightship  Museum 

Portsmouth  VA;  marked  with  pseudo  name  PORTSMOUTH 


COMMANDING  OFFICERS 


LV  101  /  WAL  624 


1916-1917  A  T  Loss,  Master 
1916-1917  William  H  Harvey,  Mate 
1917  Charley  E  O'Neal,  Mate 
1917  Benjamin  J  Harris,  Mate 
1917  George  Rollinson,  Mate 
1917-      Frank  L  Dixon,  Mate 
1917-1921  Thomas  S  Simmons,  Master 
1921-      Arthur  M  Hudson,  Master 


1947  BMC  Otto  E  Lange ,  CO 

1951  BMC  Thurston  L  Peabody,  CO 

1963  BMC  William  Gauthier,  QIC 


VESSEL  DESIGNATION:  LV  102  /  WAL  525 

YEAR  BUILT:  1916 

BUILT  AT:  Wilmington  (DE)  BUILDER:  Pusey  &  Jones 

APPROPRIATION:  $125,000         CONTRACT  PRICE:  $110,065 

(Approp.  Oct  22,  1913  for  Southwest  Pass  light  vessel) 
SISTER  VESSELS:  LV  101  /  VAL  524 

DESIGN:  Self  propelled;  steel  whaleback  hull;  single  large  dia.  tubular  lantern 
mast  forward;  steel  pilot  house/bridge  at  foot  of  mast;  small  jigger  inast  aft 

LENGTH:  101' 10"  (loa)  BEAM:  25' 0"   DRAFT:  11' 4"   TONNAGE:  360  displ 

PROPULSION:  One  200  HP  Mietz  &  Weiss  4  cylinder  2  cycle  direct  reversing 
kerosene  engine  driving  4  bladed  propeller;  speed  8  knots 

ILLUMINATING  APPARATUS:  500mm  5th  order  lens  with  6  flash  panels  and  kerosene 
lamp  revolved  by  weight  driven  clockwork;  large  cylindrical  lantern;  24,000cp 
FOG  SIGNAL:  6"  air  siren;  mushroom  type  horn  on  deck;  compressor  driven  by  two 
40  HP  kerosene  engines;  submarine  bell;  hand  operated  700  lb  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  102 

-Launched  Nov  27,  1915;  sea  trials  Dec  13,  1916;  delivered  Edgeraoor  DE  Jan  1917 

-1917  Lamp  changed  to  incandescent  oil  vapor  <I0V) 

-1919  Equipped  with  radio 

-1931  Equipped  with  radiobeacon 

-1932  Illuminating  apparatus  electrified 

-1935  Fog  signal  changed  to  10"  plus  6"  air  whistles 

-1945  Fitted  with  detection  radar 

-1944  Repowered  with  Cooper-Bessemer  315HP  diesel  engine 

-1955  Original  lantern  housing  and  5th  Order  lens  removed  and  replaced  with 

duplex  375mra  lens  lantern,  13,000cp 

-1963  USCG  lists  vessel  at  1 1 ' 9"  max  draft,  393.9  tons;  air  diaphragm  horn 

(Leslie  17"  typhon) ;  CR-103  radar;  other  characteristics  in  line  with  above 

-Radio  and  visual  call  sign  NMGR  (1940-1963) 


STATION  ASSIGNMENTS:  LV  102  /  WAL  525 
1917-1918  Southwest  Pass  (LA) 
1918-1933  South  Pass  (LA) 
1933-1934  Relief  (MA) 
1935-1962  Brenton  Reef  (RI) 
1962-1963  Cross  Rip  (MA) 


(1918  Southwest  Pass  unusable  due  to  silting;  station  discontinued  and  LV  102 

transferred  to  South  Pass) 

(1933  South  Pass  station  discontinued) 

(1942-1945  During  WWII,  remained  on  Brenton  Reef  station;  no  armament 

provided) 


HISTORICAL  NOTES:  LV  102  /  WAL  525 

-1917  Jan  10,  departed  Edgemoor  <DE)  Lighthouse  Depot  for  New  Orleans 

-1917  Feb  24,  placed  on  Southwest  Pass  (LA) 

-1918  Moved  to  South  Pass 

-1926  Apr  18-21,  while  docked  at  Pensacola,  during  hurricane,  stern  stove  in  and 

plating  severely  damaged  by  colliding  repeatedly  against  the  bow  of  LV  81  which 

was  tied  up  astern.  Both  vessels  hauled  and  repaired 

-1933  Transferred  to  2d  District;  assigned  as  Relief  while  being  overhauled 

-1935  Placed  on  Brenton  Reef  (RI)  until  1962,  then  moved  to  Cross  Rip  (MA) 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1963      AGE:  46 

SUBSEQUENT  DISPOSITION:  Decommissioned  at  Boston  Oct  25,  1963;  towed  to  Portland 
(ME)  for  storage  awaiting  final  disposition;  sold  Mar  2,  1965;  then  used  as 
crab  processing  ship  CROSS  RIP  in  Seattle  (WA).  Listed  in  Merchant  Vessels  of 
the  US  1970  as  fishing  out  of  Ketchican  AK,  named  BIG  DIPPER 


COMMANDING  OFFICERS:  LV  102  /  VAL  525 
1916-1918  Albert  C  Scull,  Master 
1917-1918  Henry  Olsen,  Mate 
1918-1919  Henry  Olsen,  Master 

1918  Horace  Gager,  Mate 
1919-1920  Dennis  Morrissey,  Mate 
1919-1922  Frank  Murphy,  Master 
1920-1921  Adolph  Nordberg,  Mate 

1922  Henry  Olsen,  Mate 
1922-1927  Henry  Olsen,  Master 
1922-1927  William  H  Clements,  Mate 
1927-      William  H  Clements,  Master 

1939-      Norman  Gray,  Master 

1962-1963  CWO  Edward  G  Godlewski ,  CO 


VESSHL  DESIGNATION:  LV  103  /  WAL  526 

YEAR  BUILT:  1920 

BUILT  AT:  Morris  Heights  (NY>         BUILDER:  Consol idated  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $161,074 

SISTER  VESSELS:  None 

DESIGN:  Steam  screw;  steel  hull;  tubular  lantern  mast  forward,  small  jigger  mast 
aft;  steel  pilothouse  at  foot  of  lantern  mast;  smokestack  amidships 

LENGTH:  96 ' 5"  daa)    BEAM:  24' 0"   DRAFT:  9 ' 6"    TONNAGE:  310  displ (fresh  water) 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  175  IHP;  2  coal  fired 
Scotch  boilers 

ILLUMINATING  APPARATUS:  One  acetylene  lens  lantern,  300mm 
FOG  SIGNAL:  10"  steam  whistle;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  103 

-1920  Dec  3/4,  sea  trials  and  conditional  acceptance 

-1921  Jun  9,  delivered  to  12th  District  Hq,  Milwaukee 

-1924  Submarine  bell  signal  installed;  discontinued  1931 

-1927  llluminant  changed  from  acetylene  to  electricity 

-1933  Fog  signal  changed  to  steam  diaphragm  horn  (17"  Leslie  typhon) 

-1934  Radiobeacon  installed 

-1934  Illuminating  apparatus  changed  back  to  acetylene  operation 

-1935  Radiobeacon  synchronized  with  fog  signal  for  distance  finding 

-193?  Illuminating  apparatus  converted  to  duplex  electric  375mm  lens  lantern, 

15, OOOcp 

-1948  Repowered  with  twin  in-line  GM  6-71  diesels  340HP,  max  speed  9  knots 

-1962  USCG  lists  F2T  air  diaphone,  CR-103  radar,  other  characteristics  as  above 

-Radio  and  visual  call  sign  NMGS  (1940-1970) 


STATION  ASSIGNMENTS:  LV  103  /  WAL  526 

1921-1923  Relief 

1924-1926  Grays  Reef  (Mi) 

1927-1928  Relief  (12th  District) 

1929  Grays  Reef  CMI) 

1929-19^3  Relief  (12th  District) 

1934-1935  North  Manitou  Shoal  (MI) 

1935  Relief  (11th  District) 

1936-1970  Lake  Huron  (MI) 


(Hull  color  changed  from  red  to  black  1936) 

(1942-1945  During  WWII  remained  assigned  to  Lake  Huron  station) 


HISTORICAL  NOTES:  LV  103  /  WAL  526 

-1920  Dec  3/4  sea  trials  completed  in  New  York,  conditionally  accepted 

-1921  steamed  to  Maine,  picked  up  by  HIBISCUS  May  18  and  towed  'with  LV  99)  to 

St  Lawrence  River  entrance;  both  lightships  then  steamed  to  Ogdensburg  NY,  met 

by  CROCUS  and  escorted  to  Detroit.  LV  103  then  steamed  to  Milwaukee  arriving 

Jun  9  and  assigned  Relief  duty 

-1936  Hull  color  changed  from  red  to  black  when  placed  on  Huron  station.  From 

1945  onward,  this  was  the  only  black  lightship  in  service 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1970      AGE:  50 

SUBSEQUENT  DISPOSITION:  Decommissioned  Aug  25,  1970;  donated  to  the  town  of 

Port  Huron  (MI),  Port  Huron  Marine  Museum;  marked  HURON;  dry  berthed  and  on 

display  in  park;  interior  not  accessible.  Last  surviving  lightship  on  the  Great 

Lakes 

COMMANDING  OFFICERS:  LV  103  /  WAL  526 
1920-      Hiram  S  Hill,  Master 
1962  BMC  Leon  DeRosia,  OIC 


VESSEL  DESIGNATION:   LV  104 


NUMBER  104  WAS  NOT  USED  TO  DESIGNATE  ANY  U.S.  LIGHTSHIP 


VESSEL  DESIGNATION:  LV  105  /  WAL  527 

YEAR  BUILT:   1922 

BUILT  AT:  Morris  Heights  (NY)         BUILDER:  Consolidated  Shipbuilding  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $437,404 

SISTER  VESSELS:  None 

DESIGN:  Steam  screw;  steel  hull,  2  steel  masts  w/lantern  galleries;  pilot  house,- 

chart  room  at  foot  of  foremast;  radio  house  aft  of  mainmast;  smokestack 

amidships 

LENGTH:  146' 3"  (loa)   BEAM:  30'0"   DRAFT:  12'7"   TONNAGE:  825  disp 

PROPULSION:  Steam  -  one  compound  reciprocating  engine,  475  IHP;  two  Scotch 
boilers;  max  speed  8  knots 

ILLUMINATING  APPARATUS:  375mm  acetylene  lens  lantern  at  each  masthead 
FOG  SIGNAL:  12"  steam  chime  whistle;  submarine  bell;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  105 

-When  built,  was  largest  lightship  in  the  US 

-1921  Nov  22,  launched;  completed  and  sea  trials  held  Mar  22,  1922 

-1922  Equipped  with  radio  and  radiobeacon  when  built 

-1923  Lights  electrified  using  special  150  watt  bulb  in  500mm  lens  lanterns 

-1932  Fog  signal  changed  to  steam  diaphragm  horn  (Leslie  17"  Typhon) 

-194?  Repowered  with  diesel  main  engine  and  auxiliary  machinery 

-Radio  and  visual  call  sign  NMGU  (1940-1944) 


STAT i ON  ASSIGNMENTS:  LV  105  /  WAL  527 
1922-  1942  Diamond  Shoal  (NO 
1942-1944  Examination  Vessel 

(1942-1944  during  WWII  stationed  at  Portsmouth  (VA)  and  used  as  examination 
vessel;  no  armament  provided  -  rammed  and  sunk  while  on  this  duty) 


HISTORICAL  NOTES:  LV  105  /  WAL  527 

-1922  Sep  1,  placed  on  Diamond  Shoal  station 

-During  a  period  of  several  years,  the  vessel  steamed  an  averaga  of  300  mi  per 

month  while  moored,  to  prevent  dragging 

-1925  Mar  1-8,  during  northerly  gales  lasting  a  week,  vessel  dragged  3  mi  SSE; 

impossible  to  heave  in  anchor  until  Mar  9  when  ship  returned  to  station 

-1927  Mar  2,  dragged  off  station  3  mi  in  severe  NW  gale;  unable  to  make  headway 

under  power;  regained  station  Mar  5  when  weather  moderated 

-1928  Feb  14,  Dragged  2  ml  NE  of  station  in  60-70  mph  winds;  returned  Feb  16 

-1928  Sep  18/19,  decks  awash  with  boarding  seas  for  2  days  in  southerly  gale 

-1928  Nov  11,  in  90  mph  winds  with  mountainous  seas  breaking  completely  over  the 

ship,  dragged  off  station;  searched  6  hours  for  station  buoy  in  heavy  seas 

-1932  Nov  26,  dragged  3  1/2  mi  off  station  in  gale  gusting  to  75  mph;  regained 

station  Nov  30  undamaged 

-1933  Sep  15/16,  during  hurricane  with  engine  full  ahead,  dragged  5  mi  into 

breakers  on  SW  part  of  Diamond  Shoal;  boats  and  ventilators  carried  away; 

water  above  floor  plates  in  fire  room;  antennas  blown  away.  When  wind  shifted, 

vessel  carried  from  breakers  to  60  mi  ENE  of  Cape  Hatteras;  steamed  to 

Portsmouth  (VA)  Sep  18  for  repair.  Officers  and  crew  commended  for  bravery  and 

More  notes:  LV  105  /  WAL  527 

high  order  of  seamanship  by  President  Roosevelt 

-1936  Sep  17/18,  in  track  of  hurricane  with  winds  over  100  mph,  dragged  off 

station  1  X/'A    mi;  riding  gear  severely  sprung,  one  boat  stove  in  and  cradle 

and  davits  carried  away;  engine  room  ventilators  damaged 

-1938  Sep,  blown  off  station  in  hurricane 

-1944  Jul  20,  rammed  and  sunk  at  Portsmouth  (VA)  while  serving  as  an  examination 

vessel 


RETIRED  FROM  LIGHTSHIP  DUTY:   (1944)    AGE:  22 

SUBSEQUENT  DISPOSITION:  Rammed  and  sunk  at  Portsmouth  (VA)  Jul  20,  1944 


COMMANDING  OFFICERS:  LV  105  /  WAL  527 


1922-1927  Charles  L  Swanberg,  Master 
1922-1923  Gus  Montague,  Mate 
1927-1937  Claudius  C  Austin,  Master 
1927-      James  A  Lupton,  Mate 

1937-1939  Robert  A  Dixon,  Master 
1939-      Willie  B  Hudgins,  Master 


VESSEL  DESIGNATION:  LV  106  /  WAL  528 

YEAR  BUILT:  1923 

BUILT  AT:  Bath  (ME)  BUILDER:  Bath  Iron  Works 

APPROPRIATION:  ?  CONTRACT  PRICE:  £200,000 

SISTER  VESSELS:  LV  107,108,109,110,111 

DESIGN:  Steam  screw;  steel  hull,  steel  pilot  house  and  deck  houses,  2  masts  with 
lantern  galleries,  smokestack  amidships 

LENGTH:  132' 4"  (loa)   BEAM:  30' 0"   DRAFT:  14' 7"   TONNAGE:  775  displ 

PROPULSION:  Steam  -  compound  reciprocating  engine,  400  IHP;  2  oil  fired  Scotch 
marine  boilers,  120  psi;  4  bladed  propeller;  max  speed  9  knots 

ILLUMINATING  APPARATUS:  375  mm  electric  lens  lantern  at  each  masthead 

FOG  SIGNAL:  12"  steam  chime  whistle,  submarine  bell,  submarine  oscillator,  hand 
operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  106 

-1923  Equipped  with  radio,  radiobeacon,  submarine  oscillator,  submarine  bell 

-1931  Submarine  oscillator  discontinued 

-1933  Repowered;  GM  diesel  450HP,  4'9"dia  propeller,  max  speed  7  knots 

-1935  Fog  signal  changed  to  air  whistle 

-1935  Supplied  with  new  cage  antenna  of  improved  design  to  improve  field  strengh 

and  coverage  of  radiobeacon 

-1961  USCG  lists  vessel  with  duplex  375mm  lens  lantern  16,000cp  each  lamp  on 

foremast;  F2T  air  diaphone;  other  characteristics  as  above 

-Radio  and  visual  call  sign  NNGY  (1940-1961) 


STATION  ASSIGNMENTS:  LV  106  /  VAL  528 

1923-1931  Nantucket  Shoals  (MA) 

1931-1934  Relief  (MA) 

1934-1936  Nantucket  Shoals  (MA) 

1936-1942  Relief  (MA) 

1942-1945  Examination  Vessel,  WWII 

1945-1967  Relief  (MA) 


(1942-1945  during  WWII  stationed  at  Woods  Hole  MA  and  used  as  an 
examination  vessel;  no  armament  provided) 


HISTORICAL  NOTES:  LV  106  /  WAL  528 

-1923  Aug  20,  placed  on  Nantucket  Shoals  station 

-1924  Oct  29,  for  test  and  evaluation,  radio  fog  signal  (i.e.  radiobeacon)  was 

operated  24  hours/day  on  the  first  15  minutes  of  each  hour  for  6  months.   (At 

this  time,  radlobeacons  normally  transmitted  only  during  poor  visibility) 

-1928  Jan  25,  during  gale,  dragged  4  mi  SE  of  station;  regained  station  same  day 

when  weather  moderated 

-1934  May  16,  placed  on  Nantucket  station  on  the  day  after  LV  11?  had  been 

rammed  and  sunk  on  that  station 

-1934  Sep  12,  low  power  proximity  warning  radiobeacon  placed  in  service  for 

test;  providing  a  variable  tone  signal  (warble),  and  operating  1  minute  out  of 

every  3  during  the  test;  vessels  reported  receiving  the  signal  at  10-15  mi. 

range  with  noticeable  increase  in  loudness  as  the  lightship  was  approached 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1967      AGE:  44 

SUBSEQUENT  DISPOSITION:  Decommissioned  Oct  17,  1967.  On  Jun  4,  1968,  transferred 
to  Agency  for  International  Development  (AID)  for  further  transfer  to  Surinam; 
still  in  use  in  Surinam  as  of  1973 


COMMANDING  OFFICERS:  LV  106  /  WAL  528 


1923-1931  David  B  Studley,  Master 
1923-1925  Lars  O.  Johnson,  1st  Mate 
1925-1926  Thomas  M  O'Brien,  1st  Mate 
1926-      Warren  W.  Eliot,  1st  Mate 

1936-1939  Edward  Andreason,  Mate 
1939-      Ernest  B  Waters,  Mate 

1961  WO  R  A  Jones,  OIC 
1966-1967  CWO  Edward  T  Kassick,  CO 
1967  CWO  David  N  Russell,  CO 


VESSEL  DESIGNATION:  LV  107  /  VAL  529 

YEAR  BUILT:  1923 

BUILT  AT:  Bath  (ME)  BUILDER:  Bath  Iron  Work;, 

APPROPRIATION:  ?  CONTRACT  PRICE:  1200,000 

S I STER  VESSELS :  LV  106,108,109,110,111 

DESIGN:  Steam  screw;  steel  hull,  steel  pilot  house  and  deck  houses,  2  masts  with 
lantern  galleries;  smokestack  amidships 

LENGTH:   132'4"  <ioa)   BEAM:  30' 0"   DRAFT:   14'7"   TONNAGE:  775  displ 

PPOPULSION:  Steam  -  compound  reciprocating  engine,  400  IHP;  2  oil  fired  Scotch 
marine  boilers,  120  psi;  4  bladed  propeller;  max  speed  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead 
FOG  SIGNAL:  12"  steam  chime  whistle,  submarine  bell,  hand  operated  bell 

CONSTRUCTION  MOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  107 

-Delivered  Feb  2,  1924 

-Equipped  with  radio  and  radiobeacon  when  built 

-1933  Fog  signal  changed  to  steam  diaphragm  horn  (Leslie  17"  Typhon) 

-194?  Repowered  with  GM  400HP  diesel,  4'9"dia  propeller,  max  speed  7.5  knots 

-1955  Fitted  with  TRSC-1  radar,  duplex  375mm  lens  lantern  on  foremast 

-1959  USCG  lists  vessel  with  F2T  air  diaphone;  other  characteristics  as  above 

-Radio  and  visual  call  sign  NMGV  (1940-1965) 


STATION  ASSIGNMENTS:  LV  107/  VAL  529 

1924-1933  Cape  Lookout  Shoals  (NO 

1934-1942  Winter  Quarter  Shoal  CVA) 

1942-1945  Examination  Vessel,  WWII 

1945-1960  Winter  Quarter  Shoal  (VA) 

1960-1965  Delaware  (DE) 

1965-1968  Relief  Third  District  (based  at  Cape  May  NJ ) 

(Cape  Lookout  station  discontinued  1933) 

(1942-1945  during  WWII,  withdrawn  from  Winter  Quarter,  assigned  to  5th  District 

stationed  at  Portsmouth  (VA)  and  used  as  examination  vessel;  no  armament) 


HISTORICAL  NOTES:  LV  107  /  VAL  529 

-1927  Mar  2,  parted  chain  and  off  station  in  severe  NW  storm;  regained  station 

next  day  when  weather  moderated 

-1928  Sep  18,  in  hurricane  force  winds,  parted  chain  and  unable  to  make  headway 

under  power;  steamed  inshore  and  anchored  until  weather  improved;  regained 

station  Sep  20 

-1930  Sep  12,  during  hurricane,  plating  buckled  on  starboard  bow;  deck 

stanchions  bent;  dragged  1  1/2  mi  north  of  station 

-1936  Sep  17/18,  in  track  of  hurricane,  barometer  28.30,  dragged  off  station; 

ship's  side  near  starboard  cargo  port  stove  in  by  heavy  seas;  radio  disabled 

due  to  water  damage;  generators  and  storage  batteries  broke  loose  from 

mountings;  motor  boat  demolished  by  boarding  seas;  regained  station  Sep  19 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1968      AGE:  45 

SUBSEQUENT  DISPOSITION:  Decommissioned  Apr  15,  1968;  transferred  to  Hampton  <VA> 
Nov  21,  1968  as  museum.  Hulk  said  to  have  been  seen  at  Hampton  1980.  Reported 
in  1984  to  be  at  Worth  American  Metals,  shipbreakers  yard  at  Bor dent own  NJ  and 
remained  there  as  of  1988 


COMMANDING  OFFICERS:  LV  107  /  WAL 


1924-1929  Arthur  M  Hudson,  Master 
1925-      Charles  E  full,  Mate 
1929-        ?      Barnette,  Master 

1938-      Samuel  F  Dowdy,  Mate 
-1959  CWO  M  N  Joynes,  CO 
-1966  WO  Theodore  Polgor,  QIC 
1966-1967  WO  Paul  Drumgoole,  OIC 
1967-1968  WO  Gary  Day,  OIC 


VESSEL  DESIGNATION:  LV  108  /  WAL  530 

YEAR  BUILT:  1923 

BUILT  AT:  Bath  (ME)  BUILDER:  Bath  Iron  Works 

APPROPRIATION:  ?  CONTRACT  PRICE:  $200,000 

SISTER  VESSELS:  LV  106,107,109,110,111 

DESIGN:  Steam  screw;  steel  hull,  steel  pilot  house  and  deckhouses;  2  masts  with 
lantern  galleries,  smokestack  amidships 

LENGTH:  132' 4"  (loa)   BEAM:  30' 0"   DRAFT:  14  "7"       TONNAGE:  775  displ 

PROPULSION:  Steam  -  compound  reciprocating  engine,  400  IHP;  2  oil  fired  Scotch 
marine  boilers,  120  psi;  4  bladed  propeller;  max  speed  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead 
FOG  SIGNAL:  12"  steam  chime  whistle,  submarine  bell,  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  108 

-Delivered  Sep  17,  1923 

-Equipped  with  radio  and  radiobeacon  when  built 

-1935  Fog  signal  changed  to  steam  diaphragm  horn 

-1945  Fitted  with  detection  radar 

-1959  Steam  power  plant  removed;  repowered  with  GM  268A  diesel  500HP,  4 ' 9"  dia 

propeller;  max  speed  listed  as  6  knots 

-1964  USCG  lists  vessel  with  duplex  375mm  lens  lantern  on  foremast,  15,000cp 

each  lamp;  F2T  air  diaphone;  CR-103  radar,  otherwise  as  shown  above 

-Radio  and  visual  call  sign  NMGV  (1940-1964) 


STATION  ASSIGNMENTS:  LV  108  /  WAL  530 

1923  Relief  (3d  District) 
1924-1942  Five  Fathom  Bank  (NJ) 
1942-1945  Examination  Vessel,  WWII 
1945-1970  Five  Fathom  Bank  (NJ ) 

(1942-1945  During  WWII,  withdrawn  from  Five  Fathom  and  stationed  at 
Edgemoor  Depot  (DE);  used  as  examination  vessel;  armed  with  one  6-pounder) 


HISTORICAL  NOTES:  LV  108  /  WAL  530 

-1929  Jun  8,  crew  rescued  USCG  warrant  officer,  pilot  of  amphibian  aircraft 

which  made  forced  landing  near  lightship;  plane  was  brought  alongside  and 

pumped  out;  later  picked  up  and  taken  ashore  by  tender 

-1930  Jun,  radiobeacon  of  Five  Fathom  LV  108  sequenced  with  Overfalls  and 

Winter  Quarter 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1970      AGE:  47 

SUBSEQUENT  DISPOSITION:  Decommissioned  Aug  31,  1970;  donated  Dec  29,  1971 

(recipient  not  shown)  .  Said  to  have  been  scrapped  at  Norfolk  (VA)  ,  1975 


COMMANDING  OFFICERS:  LV  108  /  VAL  530 
•1936  Theodore  P  Maffia,  Master 
1964  WO  David  L  Trax,  OIC 


VESSEL  DESIGNATION:  LV  109  /  VAL  531 

YEAR  BUILT:  1923 

BUILT  AT:  Bath  (ME>  BUILDER:  Bath  Iron  Works 

APPROPRIATION:  ?  CONTRACT  PRICE:  $200,000 

S I  STEP  V  ESSELS :  LV  106,107,108,110,111 

DESIGN:  Steam  screw;  steel  hull;  steel  pilot  house  and  deckhouses;  2  masts  with 
lantern  galleries,  smokestack  amidships 

LENGTH:  132'4"  (loa)   BEAM:  30'  0"   DRAFT:  14'7"   TONNAGE:  775  displ 

PRUPULSION:  Steam  -  compound  reciprocating  engine,  400  IHP;  2  oil  fired  Scotch 
marine  boilers,  120  psi;  4  bladed  propeller;  max  speed  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead 
FOG  SIGNAL:  12"  steam  chime  whistle;  submarine  bell,  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  109 

-1923  Aug  16,  launched  at  Bath  (ME);  christened  by  Miss  Elisabeth  Davies  of 

Portland 

-1923  Nov  10,  delivered 

-1923  Equipped  with  radio  when  built 

-1929  Equipped  with  radiobeacon 

-1935  Fog  signal  changed  to  steam  diaphragm  horn 

-1945  Fitted  with  detection  radar 

-195?  Repowered  with  GM  Scyl  diesel,  500HP,  4 ' 9"  dia  propeller,  max  speed  8  kts 

-1960  USCG  lists  vessel  with  duplex  375mm  lens  lantern  on  foremast,  13,000cp; 

air  diaphone;  Bendix  MR-3  radar;  other  characteristics  as  above 

-Radio  and  visual  call  sign  NNGZ  (1940-1966) 


STATION  ASSIGNMENTS:  LV  109  /  WAL  531 
1924-1954  Relief  (6th  District) 
1954-1964  Savannah  (GA) 
1965-1966  New  Orleans  (LA) 

(1942-1945  during  WWII,  continued  to  serve  as  Relief  lightship  stationed  at 
Charleston  (SO;  no  armament  provided) 
(New  Orleans  station  established  Mar  13,  1965) 


HISTORICAL  NOTES:  LV  109  /  VAL  531 

-1929  Oct  1/2,  while  relieving  Frying  Pan  Shoal,  rode  out  hurricane  with  minor 

damage,  but  decks  continuously  awash  with  boarding  seas  for  2  days 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1966      AGE:  43 

SUBSEQUENT  DISPOSITION:  Decommissioned  Dec  S,  1966;  transferred  to  Agency  for 
International  Development  Feb  20,  1967,  sold  to  Uraguay  and  served  as  Banco 
Ingles  lightship  for  several  years  until  retired  in  Uraguay 


COMMANDING  OFFICERS:  LV  109 


1923-      Arnold  Nielson,  Master 
1923-      Harold  T  Brett,  Mate 

1960  CWO  Cleo  Hack,  CO 


VESSEL  DESIGNATION:  LV  110  /  VAL  532 

YEAR  BUILT:  1923 

BUILT  AT:  Bath  (ME)  BUILDER:  Bath  Iron  Works 

APPROPRIATION:  ?  CONTRACT  PRICE:  $200,000 

SISTER  VESSELS:  LV  106,107,108,109,111 

DESIGN:  Steam  screw;  steel  hull;  steel  pilot  house  and  deck  houses;  2  masts 
with  lantern  galleries;  smokestack  amidships 

LENGTH:  132' 4"  (loa)   BEAM:  30' 0"   DRAFT:  14' 7    TONNAGE:  775  displ 

PROPULSION:  Steam  -  compound  reciprocating  engine,  400  IHP;  2  oil  fired  Scotch 
marine  boilers,  120  psi ;  4  bladed  propeller;  max  speed  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead 
FOG  SIGNAL:  12"  steam  chime  whistle,  submarine  bell,  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  110 

-Delivered  Jan  22,  1924 

-1924  Equipped  with  radio  when  built 

-1928  Equipped  with  radiobeacon 

-1943  Fitted  with  detection  radar 

-1947  Jan-Jul,  at  Curtis  Bay  for  overhaul 

-1958  Repowered  steam  to  Diesel,  GM  8  cyl  2  cycle  500HP,  4 ' 9"  propeller,  max 

speed  listed  8  knots;  original  stack  replaced  with  shorter  type;  duplex  375mm 

lens  lantern  installed  on  foremast,  15,000cp  each  light;  radorae  on  main 

-1960  USCG  lists  vessel  with  air  diaphragm  horn  (17"  Leslie  typhon) ;  TRSC- 1 

radar,  other  characteristics  as  above 

-Radio  and  visual  call  sign  NMGX  (.1940-1960) 


STATION  ASSIGNMENTS:  LV  110  /  WAL  532 
1924-1942  Pollock  Rip  (MA) 
1942-1945  Examination  Vessel,  WWII 
1945-1947  Pollock  Rip  (MA) 
1947-1954  Vineyard  Sound  (MA) 
1954-1958  Cross  Rip  (MA) 
1959-1961  Buzzards  Bay  (MA) 
1961-1967  Relief  (4th/5th  Districts) 
1967-1969  Barnegat  (NJ) 
1970-1971  Five  Fathom  Bank  (NJ ) 

(1942-1945  During  WWII,  withdrawn  from  Pollock  Rip  station  and  used  examination 
vessel  based  at  Woods  Hole  MA.  Classed  as  a  "YN"  -  net  tender  during  the  period) 
(1947   At  Curtis  Bay,  MD  for  overhaul  early  in  the  year,  then  placed  on  Vineyard 
station) 


HISTORICAL  NOTES:  LV  110  /  WAL  532 

-1924  Aug  26,  with  barometer  28.28  and  wind  Force  11,  rode  out  hurricane  with 

slight  damage  after  broaching  to,  and  being  completely  smothered  several  times 

in  boarding  seas 

-1927  Mar  4,  dragged  1  1/2  mi  southeasterly  from  station  in  heavy  gale;  regained 

station  later  same  day 

-1935  Sep  16,  Mate  Steven  Black  and  boat  crew  rescued  3  USCG  aviators  from 

amphibian  aircraft  which  crashed  attempting  to  land  in  heavy  seas  for  removal 

of  seriously  ill  lightship  crewman;  high  wind  and  seas  caused  the  plane  to  sink; 

injured  aviators  and  crew  member  taken  ashore  by  Coast  Guard;  tender  ANEMONE 

raised  and  salvaged  wrecked  aircraft  with  assistance  by  Coast  Guard  diver. 

-1935  Nov  18,  during  severe  storm,  blown  off  station;  unable  to  make  headway  to 

station;  one  fireman  seriously  injured  by  fall;  regained  station  next  day  when 

weather  moderated 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1971      AGE:  48 

SUBSEQUENT  DISPOSITION:  Decommissioned  Nov  3,  1971;  records  indicate  vessel  may 

have  been  donated  but  list  no  recipient;  scrapped  at  Dorchester  (MA)  1975 


COMMANDING  OFFICERS:  LV  110  /  WAL  532 

1924-1927  Dave  J  Allen,  Master 
1924-1925  George  K  Martin,  Mate 
1925-1926  John  J  Norton,  Mate 
1926-1927  Waiter  B  Werner,  Mate 

1927  Warren  W  Elliott,  Master 
1927-1935  Charles  M  Tobin,  Master 

1927-1935  Steven  Black,  Mate 

1935-1936  Steven  Black,  Master 

1936-194?  Guy  V  Emro,  Master  (later  integrated  into  USCG  as  CWO) 

1937-      Gordon  Hansen,  Mate 


1960  WO  Elmer  Lovan,  QIC 


VESSEL  DESIGNATION:  LV  111  /  WAL  533 

YEAR  BUILT:  1926 

BUILT  AT:  Bath  (ME)  BUILDER:  Bath  Iron  Works 

APPROPRIATION:  None  CONTRACT  PRICE:  4219,883 

(see  Const. Notes) 
.SISTER  VESSELS:  LV  106,107,106,109,110 

DESIGN:  Diesel  propelled;  steel  hull;  steel  pilot  house  and  deck  houses;  2  masts 
with  lantern  galleries;  stack  amidships 

LENGTH;  132'4"  Cloa)   BEAM;  30' 0"   DRAFT:  14*7"   TONNAGE;  775  displ 

PROPULSION:  Diesel  -  8  cylinder  full-diesel,  direct  reversing,  450  1HP; 
4  bladed  propeller;  ma:-:  speed  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  with  250  watt  lamp  at  each 
masthead;  each  rated  at  15,000  cp 

FOG  SIGNAL:  6"  air  siren  with  4-way  multiple  horns,  submarine  bell,  hand 
operated  bell 


CONSTRUCTION  NOTES  -  MODIFICATIONS  -■  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  111 

-First  US  lightship  built  with  full  Diesel  propulsion;  completed  Dec  20,  1926 

-Construction  cost  paid  by  Standard  Oil  as  reparation  for  sinking  of  LV  51,  1919 

-1926  Equipped  with  radio  when  built 

-1932  Equipped  with  radiobeacon 

-1934  Fog  signal  changed  to  air  diaphragm  horn  (17"  Leslie  typhon) 

-1945  Fitted  with  detection  radar 

-1963  USCG  lists  draft  at  15' 4",  tonnage  797,  max  speed  7  knots;  CR-103  radar; 

other  characteristics  as  above 

-Radio  and  visual  call  sien  NMGY  (1940-1963) 


STATION  ASSIGNMENTS:  LV  111  /  WAL  533 
1927-1932  Northeast  End  (Nl ) 
1932-1952  Ambrose  Channel  (NY) 
1952-1969  Portland  (ME) 

(Northeast  End  station  discontinued  A\ig  31,  1932) 

(1942-1945  During  WWII  remained  on  Ambrose  station;  no  armament  provided) 


HISTORICAL  NOTES:  LV  111  /  VAL  533 

-1927  Jan  6,  placed  on  Northeast  End  <NJ>,  replacing  Relief  LV  79;  remained 

assigned  until  station  discontinued  Aug  31,  1932 

-Thereafter  served  as  shown  under  Station  Assignments 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1969      AGE:  43 

SUBSEQUENT  DISPOSITION:  Decommissioned  and  transferred  to  USN  Jul  11,  1969;  sold 
to  private  owner,  being  displayed  at  Baltimore  Harbor  Place  1972-1979;  later  at 
Ocean  City  MD;  then  at  Toms  River  NJ .  Later  sold  for  scrap  and  was  in  19S4  at 
North  American  Metals,  a  shipbreakers  yard  at  Bordentown  NJ .  Still  there  1988 


COMMANDING  OFFICERS:  LV  1 1 1  /  WAL  533 

1927-      Oswald  Olsen,  Mate 

1932-1937  Gustave  A  Lange,  Master 
1937-      Kolb  Skari,  Master 

-1961  CVO  Zwailey,  CO 
1961-1963  CWO  Paul  Harp,  CO 
1961-1963  BMC  Joseph  Gelinas,  OIC 


VESSEL  DESIGNATION:  LV  112  /  WAL  534 

YEAR  BUILT:  1936 

BUILT  AT:  Wilmington  <DE)  BUILDER:  Pusey  &  Jones 

APPROPRIATION:  None  CONTRACT  PRICE:  $300,956 

(Paid  for  by  British  Government  -  reparation  for  sinking  of  LV  117  in  1934) 
SISTER  VESSELS:  None 

DESIGN:  Steam  screw;  steel  hull;  steel  pilot  house  and  deckhouses,  2  masts  with 
lantern  galleries;  smokestack  amidships;  high  degree  of  compar tmentat ion,  6 
exits  to  upper  deck  and  many  other  emergency  and  safety  features 
LENGTH:  148' 10"  (loa)  BEAM:  32' 0"   DRAFT:  16' 3"   TONNAGE:  1050  displ 

PROPULSION:  Steam  -  compound  reciprocating  engine,  600  IHP;  2  oil  fired 
Babcock-Wilcox  water  tube  boilers,  max  speed  12  knots 

ILLUMINATING  APPARATUS:  500mm  electric  lens  lantern  at  each  masthead 

FOG  SIGNAL:  2-tone  air  diaphone  synchronized  with  radio  beacon,  submarine 
oscillator,  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  112 

-Largest  lightship  ever  built 

-1936  Equipped  with  radio,  radiobeacon,  and  short  range  warning  radiobeacon 

when  built.  Also  equipped  with  submarine  oscillator  when  built,  however  it  was 

later  declared  obsolete  and  removed  1939 

-1943  Fitted  with  detection  radar 

-1960  Apr,  to  Curtis  Bay  Md  for  major  modifications,  modernization,  and  refit; 

stack  removed;  repowered  with  Coopei — Bessemer  900  HP  diesel  main  engine, 

being  until  this  time  the  last  steam  propelled  US  lightship.  Fitted  with  duplex 

500mm  lens  lantern  on  foremast;  mainmast  equipped  with  high  intensity  light 

consisting  of  24  locomotive  headlights  mounted  in  groups  of  6  on  each  face  of 

a  4-sided  revolving  lamp  housing 

-Radio  and  visual  call  sign  NMG2  (1940-1975) 


STATION  ASSIGNMENTS:  LV  112  /  VAL  534 
1936-1942  Nantucket  Shoals  (MA) 
1942-1945  Examination  Vessel,  WWII 
1945-1958  Nantucket  Shoals,   (MA) 
1958-1960  Relief  (1st  District) 
1960-1975  Nantucket  Shoals  (MA) 


(1942-1945  During  WWII,  withdrawn  from  station,  and  used  as  examination  vessel 
serving  at  Portland  ME;  armed  with  one  3"  gun) 

(1958-1960  During  most  of  this  period,  relieved  stations  throughout  First 
District  including  Portland,  Boston,  Pollock  Rip,  Stonehorse,  Cross  Rip 
Buzzards  Bay,  and  Brenton  Reef.  Commencing  in  Apr  1960,  major  modification, 
modernization  and  refit  was  carried  out  at  the  Coast  Guard  Yard,  Curtis  Bay  Md . 
then  reassigned  to  Nantucket  Shoals) 


HISTORICAL  NOTES:  LV  112  /  WAL  534 

-1943  Sep  1,  struck  by  barge  under  tow;  slight  damage 

-1954  Sep  14,  during  Hurricane  Hdna  in  70  ft  seas  and  110  mph  winds,  bow  plates 

damaged,  bridge  and  pilot  house  stove  in,  small  boats  demolished  and  rudder 

severely  damaged;  minor  injuries  to  several  crew  members 

-1956  July,  during  preparations  for  being  relieved,  an  overhand  knot  found  in 

the  chain  prevented  hoisting  anchor.  Relief  LV  114/WAL  532,  commanded  by  Ken 

Black,  was  unable  to  take  station  and  had  to  stand  by  until  the  tender  HORNBEAM 

arrived  from  Woods  Hole  and  cut  the  chain 

-1958-60  Withdrawn  and  assigned  to  Relief  duty,  First  District.  Replaced  by 

Relief  lightship  WLV  196  during  this  period 

-1959  Jan  5/6  blown  80  miles  off  station  in  hurricane  force  winds  with  50ft 

seas;  out  of  communication  for  several  days  due  to  water  damaged  electronics 

-1960  Apr,  to  Curtis  Bay  Yard  for  modernization,  then  reassigned  to  Nantucket 

station  later  in  1960 

-1975  Mar  21,  withdrawn  from  Nantucket  station,  replaced  by  WLV  612 


More  notes: 


Subsequent  Disposition  (cont'd) 

1986  Jul  3/4   Present  at  Statue  of  Liberty  rededication  ceremony  in 
New  York  Harbor 

1987  Toured  and  on  display  at  various  ports  in  Maine  during  the  summer 

1988  Remains  in  Maine,  based  at  Portland 

RETIRED  FROM  LIGHTSHIP  DUTY:  1975      AGE:  39 

SUBSEQUENT  DISPOSITION:  Decommissioned  Mar  28,  1975;  laid  up  at  Chelsea  (MA).  On 
Dec  6-7  1975,  delivered  from  Chelsea  to  Nantucket  by  volunteer  civilian  crew  of 
Nantucket  Islanders;  used  as  museum  until  1984;  sold  1986  to  Nantucket  Lightship 
Preservation  Inc.  ,  Boston.  Restored  for  use  as  mobile  floating  museum. 

COMMANDING  OFFICERS:  LV  112  /  WAL  534 
1936-1937  David  B.  Studley,  Master 

1954  BMC  John  C.  Corea,  QIC 
1956-1958  CWO  George  G.  Bannan,  CO 

1958  WO  Arthur  H  Cushing,  OIC 
1958-1960  CWO  Robert  J  W  Collins,  CO 

1960  CWO  Charles  J  J  McGrath,  CO 

1969-1970  CWO  R  E  Morong,  CO 

1970-1971  CWO  P  A  Brunk,  CO 

1971-1972  CWO  R  W  Johnson,  CO 

1972-1973  CWO  J  H  Perry,  CO 

1973-1975  CWO  Richard  E  Rainville,  CO 


VESSEL  DESIGNATION:  LV  113  /  WAL  535 

YEAR  BUILT:  1929 

BUILT  AT:  Portland  <OR)  BUILDER;  Albina  Marine  Works 

APPROPRIATION:  ?  CONTRACT  PRICE:  $228,121 

SISTER  VESSELS:  LV  100,  114,  lib,  116,  117 

DESIGN:  Diesel-electric  propelled;  steel  hull,  steel  deckhouses;  2  masts  with 
lantern  galleries;  smokestack  amidships 

LENGTH:  133' 3"  <loa)   BEAM:  30' 0"   DRAFT:  13' 3'   TONNAGE:  630  disp 

PROPULSION:  Diesel-electric  one  350  HP  electric  motor  driven  by  any  or  all  of 
four  75  KW  Diesel  engine/generator  units;  350  SHP  »  300  RPM:  max  speed  10  knots 
average  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead,  15, OOOcp 

FOG  SIGNAL:  Air  diaphone  using  4-way  multiple  horn;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  113 

-1929  Launched  Jul  1,  equipped  with  radio  and  radiobeacon  when  fitted  out 

-1935  Fog  signal  synchronized  with  radiobeacon  for  distance  finding 

-1945  Fitted  with  detection  radar 

-Radio  and  visual  call  si?;n  NMJA  (1940-1968) 


STATION  ASSIGNMENTS:  LV  113  /  WAL  535 
1930-ly42  Swiftsure  Bank  <WA) 
1942-1945  Examination  Vessel,  VVI I 
1945-1961  Swiftsure  Bank  (WA> 

1961  Umatilla  Reef  <WA) 
1961-1963  Relief  <WA> 

<194i;-1945  during  WWII,  withdrawn  from  Swiftsure  station  and  assigned  to 
ALASKASEAFRON  as  examination  vessel  stationed  at  Ketchikan  CAK) j  armed 
with  one  1  pounder.  Classed  as  a  "YN"  -  net  tender,  during  this  period) 


HISTORICAL  NOTES:  LV  113  /  WAL  535 

-1930  Jul  13,  assisted  disabled  purse  seiner  Tiger  by  repairing  and  replacing 

broken  clutch 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1968      AGE:  38 

SUBSEQUENl  DISPOSITION:  Decommissioned  Oct  1,  1968;  donated  to  Sea  Scouts; 
returned  to  USCG;  later  sold  for  scrap.  1982  sunk  at  shipyard  in  Willamette 
River,  Portland  OR.  Raised,  sold,  and  used  at  Newport  OR  as  floating  restaurant 
1983-1987.  Sold  1988,  sunk  Jun  16  in  590  feet  while  being  towed  to  Ketchikan  AK 

COMMANDING  OFFICERS:  LV  113  /  WAL  535 
1930-      Eric  Lindraan,  Master 
1961-1963  CWO  Herman  Schmidt,  CO 


VESSEL  DESIGNATION:  LV  114  /  WAL  536 

YEAR  BUILT:  1930 

BUILT  AT:  Portland  (OR)  BUILDER:  Albina  Iron  Works 

APPROPRIATION:  ?  CONTRACT  PRICE:  4228,121 

SISTER  VESSELS:  LV  100,  113,  115,  116,  117 

DESIGN:  Diesel-electric  propelled;  steel  hull  and  steel  deckhouses;  2  masts 
with  lantern  galleries;  smokestack  amidships 

LENGTH:  133'  3"  (loa)   BEAM:  30'  0"   DRAFT:  13' 3"   TONNAGE:  630  displ 

PROPULSION:  Diesel-electric  -  one  350  HP  electric  motor  driven  by  any  or  all  of 
four  75  KV  diesel  engine/generator  units;  350  SHP  @  300  RPM;  5' 10"  dia  propeller 
Max  speed  10  knots,  average  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead,  16,000cp 

FOG  SIGNAL:  Air  diaphone  using  4-way  multiple  horns;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  114 

-1930  Equipped  with  radio,  radiobeacon,  and  submarine  bell  when  built 

-1945  Fitted  with  detection  radar 

-1946?  Cargo  doors  welded  shut 

-1958  USCG  lists  vessel  with  air  diaphragm  horn  (17"  Leslie  typhon);  MB-3  radar; 

other  characteristics  as  above 

-Radio  and  visual  call  sign  NMJB  (1940-1971) 


STATION  ASSIGNMENTS:  LV  114  /  WAL  536 
1930-1942  Fire  Island  (NY) 
1942-1945  Examination  Vessel,  WWI  i 
1945-1947  Diamond  Shoal  (NO 
1947-1958  Relief  (1st  District) 
1958-1969  Pollock  Rip  (MA) 
1969-1971  Portland  (ME) 


(1942-1945  During  WWII,  assigned  to  3d  District  stationed  at  Bay  Shore  (NY); 
used  as  examination  vessel;  armed  with  one  6  pounder) 


HISTORICAL  NOTES:  LV  114  /  WAL  536 

-1930  Aug  b-Sep  20,  with  layovers  at  San  Francisco,  San  Pedro,  Balboa,  Navassa, 

Charleston,  and  Portsmouth  <VA) ;  made  the  5,892  mile  passage  from  Portland  (OR) 

to  New  York  via  Panama  Canal  -  first  US  lightship  to  make  a  West  to  East  Coast 

transit 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1971      AGE:  41 

SUBSEQUENT  DISPOSITION:  Decommissioned  Nov  5,  1971;  planned  to  be  used  as 
Coast  Guard  mobile  museum  but  not  so  used;  transferred  to  City  of  New  Bedford 
(MA);  afloat  and  on  display  marked  with  pseudo  name  NEW  BEDFORD 


COMMANDING  OFFICERS:  LV  114  /  WAL  536 
1930-1937  Kolb  Skari,  Mate 
1930-1937  Arthur  Bruggeman,  Master 

1956-1957  CWO  Ken  Black,  CO 
1957-1958  WO  Arthur  H  Gushing,  OIC 
1958-      CWO  Paul  F  Drumgoole,  CO 
1958  BMC  F  W  Snell,  OIC 
-1960  CWO  Samuel  N  Low,  CO 
1960-1963  CWO  Earl  A  Eriksen,  CO 
1963-1964  CWO  Kenneth  W  Cape  1, CO 
1964-1966  CWO  Oliver  W  Brannan,  CO 
1966-1969  CWO  Elbert  L  Roller,  CO 


VESSEL  DESIGNATION:  LV  115  /  VAL  537 

YEAR  BUILT;  1930 

BUIL'J  AI:  Charleston  (SO'  BUILDER:  Charleston  Drydock  &  Machine  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $274,434 

SISTER  VESSELS:   LV  100,   113,   114,   116,   117 

DESIGN;  Diesel-electric  propelled;  steel  hull;  steel  deckhouses:  2  masts  with 
lantern  galleries;  smokestack  amidships 

LENGTH:  133' 3"  Cloa)   BEAM:  30' 0"   DRAFT:  13' 3"   TONNAGE:  630  displ 

PROPULSION:  Diesel-electric  -  one  350  HP  electric  motor  driven  by  any  or  all  of 
lour  75  KV  Diesel  engine/generator  units;  350  SHP  @  300  RPM;  max  speed  10  knots 
averap;e  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead 

FOG  SIGNAL:  Electric  diaphragm  horn  using  mushroom  trumpet;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  115 

-Equipped  with  radio,  radiobeacon  and  submarine  bell  when  built 

-1945  Fitted  with  detection  radar 

-Radio  and  visual  call  sien  NMJC  (1940-1955) 


STATION  ASSIGNMENTS:  LV  115  /  VAL  537 

1930-1942  Frying  Pan  Shoal  (NO 

1942-1945  Examination  Vessel,  WWII 

1945-1964  Frying  Pan  Shoal  (NO 

1964-1965  Relief  (4th  District,  Cape  May  N J ) 

(During  WWII  -  1942-1944  assigned  to  15th  District  stationed  at  Cristobal   (CZ) 
and  used  as  an  examination  vessel.  Classed  as  a  "YN"  -  net  tender,  during  this 
period.   1944-45  assigned  to  6th  District  stationed  at  Charleston  SC  and  used 
as  an  examination  vessel;  no  armament  provided. ) 


HISTORICAL  NOTES:  LV  115  /  VAL  537 


Mare  notes: 


Subsequent  Disposition  (cont'd) 

replaced  with  small  engine.   Denied  passage  through  Chesapeake  &  Delaware 
Canal  due  to  inadequate  power  and  poor  overall  condition.   Towed  back  to  Deal 
Island.  Severely  damaged  during  an  engineroom  tire  in  summer  1988 


RETIRED  FROM  LIGHTSHIP  DUTY:  1965      AGE:  35 

SUBSEQUENT  DISPOSITION:  Decommissioned  Nov  4,  1965;  donated  Sep  5,  1967  for  use 
as  museum  at  Southport  (NO.  Sold  1984  and  moved  to  Whitehaven  MD  on  Wicomico 
Capsized  and  sunk  1986,  raised  1987  and  sold,  then  anchored  near  Deal  Island  MD. 
1988  painted  white,  mainmast  removed,  original  propulsion  system  (cont'd  above) 

COMMANDING  OFFICERS:  LV  115  /  VAL  537 
-1939  Carl  Lindberg,  Mate 


VESSEL  DESIGNATION:  LV  116  /  WAL  538 

YEAR  BUILT:   1930 

BUILT  AT:  Charleston  (SO  BUILDER:  Charleston  Drydock  &  Machine  Co 

APPROPRIATION:  ?  CONTRACT  PRICE:  $274,434 

SISTER  VESSELS:  LV  100,113,114,115,117 

DESIGN:  Diesel-electric  propelled;  steel  hull;  steel  deckhouses;  2  masts, 
smokestack  amidships 

LENGTH:  133' 3"  (loa)   BEAM:  30*0"   DRAFT:  13' 0"   TONNAGE:  630  displ 

PROPULSION:  Diesel-electric  -  one  350  HP  electric  motor  driven  by  any  or  all  of 
four  75  KV  diesel  engine/generator  units;  350  SHP  @  300  RPM;  5'9"dia  propeller; 
max  speed  10  knots,  average  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead 

FOG  SIGNAL:  Electric  diaphragm  born  using  4-way  multiple  horn;  hand  operated 
bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  116 

-Launched  Oct  22,  1929;  completed  Aug  14,1930 

-Equipped  with  radio  and  submarine  bell  when  built 

-1933  Equipped  with  radiobeacon 

-1935  Fog  signal  changed  to  air  diaphone  F2T 

-1945  Fitted  with  detection  radar 

-1964  USCG  lists  vessel  with  duplex  375mra  lens  lantern  on  foremast,  13,000cp 

each  lamp;  AN/SPN-11  radar;  other  characteristics  as  shown  above 

-Radio  and  visual  call  sign  NMJD  (1940-1970) 


STATION  ASSIGNMENTS:  LV  116  /  WAL  538 
1930-1933  Fenwick  Island  Shoal  (DE) 
1933-1942  Chesapeake  (VA) 
1942-1945  Examination  Vessel,  WWII 
1945-1965  Chesapeake  (VA) 
1965-1970  Delaware  (DE) 

(Fenwick  station  discontinued  Jun  30,  1933) 

(1942-1945  during  WWII,  withdrawn  from  Chesapeake  station,  assigned  to 

1st  District  based  at  Sandwich  (MA)  and  used  as  examination  vessel  off 

northern  entrance  to  Cape  Cod  Canal;  armed  with  two  20mm/80) 

(Chesapeake  station  discontinued  1965) 

(Delaware  station  discontinued  1970) 


HISTORICAL  NOTES:  LV  116  /  VAL  538 

-1936  Sepl7/lS,  in  track  of  hurricane,  parted  chain  and  adrift;  dropped  spare 
anchor  and  ran  full  ahead  for  10  hours  to  reduce  dragging;  motor  launch  and 
whaleboat  damaged,  dory  carried  away;  relieved  for  repair  Sep  19  and  took 
station  again  Sep  25 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1970      AGE:  40 

SUBSEQUENT  DISPOSITION:  Decommissioned  Aug  25,  1970;  transferred  to  National 
Park  Service  Aug  25,  1971  and  on  display  at  Hains  Point,  Washington  DC  until 
1980;  moved  in  1982  to  Baltimore  Harbor  Place,  Constellation  Dock;  afloat  and 
open  to  public.  Maintained  by  Coast  Guard  Reserve  unit.  Marked  CHESAPEAKE 


COMMANDING  OFFICERS:  LV  116  /  WAL  538 


1930-1937  Alexander  Andrews,  Master 
1937-      Robert  E  Tillette,  Mate 

1964  CWO  G  H  Yarrington,  CO 


VESSEL  DESIGNATION:  LV  117 

YEAR  BUILT;  1930 

BUILT  AT:  Charleston  CSC)  BUILDER:  Charleston  Drydnck  &  Machine  Co 

APPROPRIATION:  ?  CONTRA'  f  PRICE:  $274,434 

SISTER  VESSELS:  LV  100,113,114,115,116 

DESIGN:  Diesel— electric  propelled;  steel  hull;  steel  deckhouses;  2  masts; 
smokestack  amidships 

LENGTH:   133' 3"  (loa)   BEAM:  30'  0"   DRAFT:   13'  0"   TONNAGE:  630  displ 

PROPULSION:  Diesel-electric  -■  one  350  HP  electric  motor  driven  by  any  or  all  of 
four  75  KW  diesel  engine/generator  units;  350  SHP  @  300  RPM;  max  speed  10  knots 
average  9  knots 

ILLUMINATING  APPARATUS:  375mm  electric  lens  lantern  at  each  masthead 

FOG  SIGNAL:  Electric  diaphragm  horn  (bi-directional)  mounted  on  mainmast; 

hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  LV  117 
-Equipped  with  radio,  rad i obeacon ,  and  submarine  oscillator  when  built 


STATION  ASSIGNMENTS:  LV  117 

1931-1934  Nantucket  Shoals  (MA) 

(Rammed  and  sunk  on  station  May  15,   1934  ■■  see  Historical  Notes) 


HISTORICAL  MOTES:  LV  117 

-1931  Feb  8,  took  aboard  8  man  crew  of  fishing  schooner  ALOMA,  sunk  5  mi 

from  lightship;  taken  ashore  by  Coast  Guard  Feb  9 

-1933  J un  27,  parted  chain  in  gale,  drifting  32  miles  off  station  despite 

attempts  to  go  ahead  under  power;  regained  station  Jun  30  when  weather 

moderated 

-1934  Jan  6,  in  heavy  fog,  was  sideswiped  by  SS  WASHINGTON;  radio  antenna 

yards  carried  away  and  minor  damage  to  hull  plates 

-1934  May  15,  at  1006  in  dense  fog,  rammed  and  sunk  by  British  White  Star 

Line  SS  OLYMPIC  (sister  to  TITANIC)  with  loss  of  7  of  the  11  crew. 

Four  men  went  down  with  the  ship,  7  survivors  being  picked  up  by  OLYMPIC. 

Three  of  the  survivors  died  later  of  injuries  and  exposure.  British  Gov't 

later  paid  for  construction  of  LV  112  /  WAL  534  as  reparation  for  this  lot 


More  note-: 


RETIRED  FROM  LIGHTSHIP  DUTY:   (1934)    AGE:  4 

SUBSEQUEFI  DISPOSITION;  Rammed  and  sunk  on  station  May  15,  1934  with  loss  of 

7  at  the  11  crew  aboard 


COMMANDING  OFFICERS:  LV  117 
1931-1934  David  B  Stud  Joy,  Master   (ashore  when  vessel  was  sunk) 

-1934  George  Eraithwaite,  Mate  (in  commmand  when  vessel  was  sunk' 


VESSEL  DESIGNATION:  LV  118  /  WAL  539 

YEAR  BUILT:  1938 

BUILT  AT:  East  Boothbay  (ME)  BUILDER:  Rice  Brothers 

APPROPRIATION:  ?  CONTRACT  PRICE:  4223,900 

(Funds  appropriated  specifically  for  a  lightship  for  Cornfield  Point) 
SISTER  VESSELS:  None 

DESIGN:  Diesel  propelled;  steel  hull;  steel  deckhouses;  single  lantern  mast  with 
gallery  on  house  aft  of  pilot  house;  short  smokestack 

LENGTH:   114' 9"  (loa)   BEAM:  26' 0"   DRAFT:  13' 4"   TONNAGE:  412  displ 

PROPULSION:  Diesel  -  one  Cooper-Bessemer  8  cylinder  air-start  engine,  400  BHP, 
connected  to  shaft  through  reduction  gear;  7' 2"  dia  propeller;  max  speed  9  knots 

ILLUMINATING  APPARATUS:  Duplex  375mm  electric  lens  lantern,  each  rated  15, OOOcp 
FOG  SIGNAL:  Dual  air  diaphones,  switchable  to  single  horn;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  Si    IMPROVEMENTS:  LV  118 

-The  last  lightship  designed  and  built  by  the  Lighthouse  Service 

-Hull  design  patterned  after  LV  112  with  respect  to  compar tmentat i on,  watertight 

integrity  and  safety  features;  two  diesel  driven  compressors  powered  fog  signal, 

pumps,  windlass  and  boat  holsters.  Electric  power  by  two  diesel  driven  10  KW 

generators  and  storage  battery  bank.  Fitted  with  radio,  radiobeacon  synchronized 

with  fog  signal  when  built 

-1938  Jun  4,  launched;  sea  trials  Aug  24/25;  delivered  Staten  Island  NY  Sep  11, 

averaging  9.2  knots  on  the  run  from  Boothbay  to  NY. 

-1943  Fitted  with  detection  radar 

-1963  USCG  lists  vessel  with  displacement  449  tons;  duplex  300mm  lens  lantern, 

13, OOOcp  each  lantern,  AN/SPN-11  radar;  other  charaacter istics  as  shown  above 

Radio  and  visual  call  sisjn  NMJ  F  (1940-1972) 


STATION  ASSIGNMENTS:  LV  118  /  WAL  539 
1938-1957  Cornfield  Point  (CT) 
1958-1962  Cross  Rip  (MA) 
1962-1972  Boston  (MA) 

(1942-1945  during  WWJI,  remained  assigned  to  Cornfield  station;  no  armament 
provided  > 


HISTORICAL  NOTES:  LV  118  /  WAL  539 

-1939  Apr  2b,  placed  on  Cornfield  Point  <CT)  ,  serving  thereafter  on  the 

Cross  Kip  and  Boston  stations  until  withdrawn  Oct  8,  1972 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1972      AGE:  34 

SUBSEQUENT  DISPOSITION:  Decommissioned  Nov  7,  1972;  donated  to  Lewes  Historical 
Society  CDE)  Aug  9  1973;  afloat  and  on  display  at  Lewes;  marked  OVERFALLS 
(although  never  assigned  to  that  station") 


COMMANDING  OFFICERS:  LV  118  /  WAL  539 
1963  CVO  D  E  Dean,  CO 


VESSEL  DESIGNATION:   EXP-99 

YEAH  BUILT:   (see  also  LV  99/WAL  522  for  early  history  of  this  vessel 

BUILT  AT:  BUILDER: 

APPROPRIATION;  CONTRACT  PRICE: 

SISTER  VESSELS: 


DESIGN:  LV  99/WAL  522  was  moved  to  the  Curtis  Bay  Yavi    Api  29,  1943.  During 
1949/50  it  was  modified  and  refitted  to  serve  as  an  experimental,  unattended 
lightship  controlled  by  radio  from  ashore  and  designated  EXP-99 
LENGTH:  91 '8"  loa      BEAM:  22' 0"   DRAFT:  10' 7"   TONNAGE:  215  disp  ( fresh  water; 

PROPULSION:  Original  propulsion  and  auxiliary  machinery  removed;  shaft  and 
propeller  removed  and  stern  tube  welded  shut;  original  stack  removed 

ILLUMINATING  APPARATUS:  Duplex  500mm  lens  lantern  in  masthead  gallery  at  40  ft. 

(Em<  rgency  light  of  lower  intensity  mounted  above  main  lantern) 

FOG  SIGNAL:  Electronic  3-tone  chime  diaphragm  horn  using  180  individual  speakers 

in  a  five  sided  structure;  2  blast  every  10  seconds,  5,400  watt  powei  output 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:   EXP  <r< 
Modified  version  of  LV  99/WAL  522  -  Stern  modified  prior  to  1948,  stern  tube 
welded  shut,  and  ail  original  machinery  removed  to  accomodate  equipment  required 
f or  unattended  operation,  remotely  controlled  by  radio  from  ashore.   This 
included  three  20KW  engine-generator  sets  (one  operating,  2  standby),  automatic 
bilge  pumps,  automatic  lire  extinguishing  system,  and  two-way  FM  radio  equipment 
which  received  coded  radio  signals  from  ashore,  translating  them  to  electro- 
mechanical signals  for  starting,  stopping  and  timing  bhe  operation  of  all 
installed  equipment.   Provision  was  also  made  for  continuous  raonitoi  ing  of  all 
systems  and  transmission  of  status  data  to  the  shore  station,    In  addition  to 
the  illuminating  apparatus  and  fog  signal  mentioned  above,  there  were  2  sets  of 
beacon  gear  ( 1  operating,  1  standby),  an  automated  10001b  fog  bell,  and  an 
emergency  battery  power  supply.  The  control  system  was  developed  by  Vesting  - 
house,  the  fog  signal  by  RCA.  Savings  in  annual  operating  costs  were-  estimated 
at  $59,000  as  compared  to  a  conventional  crewed  lightship 

STAT  I  OB  ASS  I GNMENTS :   EX  P-99 

Called  SANDY  HOOK  EXPERIMENTAL  LIGHTSHIP  and  following  a  two  month  period  of 
continuous  trial  operation,  was  to  have  been  placed  near  Scotland  Lightship  for 
evaluation.  The  control  equipment  was  installed  at  the  Sandy  Hook  Light  Station, 
and  the  lightship  was  moved  from  Curtis  Bay  to  the  Third  District  at  Staten 
island  about  May  1950.  However,  establishment  of  the  lightship  station  was 
postponed  indefinitely,  and  no  further  reference  to  the  vessel  could  be  found. 

The  experimental  lightship  apparently  was  never  placed  in  service. 

CSee  Historical  Notes) 


HISTORICAL  NOTES:   EXP-99 

Notices  to  Mariners  contain  the  following: 

1949  -  New  York  Harbor,  South  Channel 

NM  Oct  S  -  "About  Jan  1,  1950  Sandy  Hook  Experimental  Lightship  EXP  will  be 
established  5850  yards,  94  degrees  30  minutes  from  Sandy  Hook  Light  -  red 
hull,  EXP  in  white  on  sides,  white  superstructure,  buff  mast  and  gallery. 
Flashing  red  light  every  6  seconds  (1  second  flash),  2000cp  light  at  40  feet 
visible  12  miles;  electric  chime  diaphragm  horn,  1  blast  every  10  seconds  (two 
second  blast).  Class  B  radiobeacon,  range  10  miles,  298kc,   C.  . . ),  60  seconds 
on,  120  seconds  off  during  1st  and  4th  ten  minute  period  of  each  hour  in  clear 
weather;  continuous  use  in  fog  or  low  visibility.  Note  -  lightship  is  unmanned 
and  controlled  from  ashore.  Position:  40  27.5  -  73  56.4."  (this  would  place  it 
about  1.3  mi  -  315  degrees  from  Scotland  Lightship) 

1950  -  New  York  Harbor,  South  Channel 

NM  Jan  7  -  "Establishment  of  Sandy  Hook  Experimental  Lightship  has  been 
postponed  indefinitely."   'No  further  reference  found  in  NMs  through  1955) 

More  notes: 

A  news  release  dated  April  29,  1950  describing  the  experimental  lightship  and 
stating  that  it  was  to  be  placed  on  station  during  the  summer  of  1950  was 
carried  by  the  New  York  'limes  and  other  newspapers.  A  similar  writeup  with 
photographs  appeared  in  the  Coast  Guard  Magazine,  and  descriptive  material  and 
drawings  appeared  in  Popular  Science  magazine 

In  the  light  of  all  the  advance  publicity,  it  is  indeed  peculiar  that  no 
follow-up  explanation  or  reason  for  the  postponement  was  presented  in  the  media, 
and  equally  peculiar  that  no  official  records  can  be  found  which  address  either 
the  undertaking  itself,  or  subsequent  events  and  disposition  of  the  vessel 

it  is  concluded  that  the  experimental  lightship  EXP-99  was  never  placed  on 
station,  and  later  history  of  the  vessel  is  either  non-existent  or  unavailable 


RETIRED  PROM  LIGHTSHIP  DUTY:  AGE: 

SUBSEQUENT  DISPOSITION:  Coast  Guard  records  show  only  that  LV  99/WAL  522  was 

decornissioned  May  4,  1956  and  sold  Nov  5,  1956 


CO  MMA  ND I NG  OFF  I CEES : 


VESSEL  DESIGNATION:  WLV  189 

YEAR  BUILT:  1946 

BUILT  AT:  Bay  City  (MI) 

APPROPRIATION:  ? 

SISTER  VESSELS:  WLV  196 


BUILDER:  Defoe  Shipbuilding  Co 
CONTRACT  PRICE:  ? 


DESIGN:  Diesel  propelled;  steel  hull  and  deckhouses;  breakwater  on  foredeck; 
2  masts,  stack  amidships 

LENGTH:  128' 0"  (loa)   BEAM:  30' 0"   DRAFT:  11' 0"   TONNAGE:  630  displ  (apprx) 

PROPULSION:  Diesel  -  one  GM  6-278A  6  cyl,  clutch  reversing;  reduction  gearing; 
closed  system  fresh  water  cooling;  500  SHP  @  250  RPM 

ILLUMINATING  APPARATUS:  Duplex  500mm  electric  lens  lantern  on  foremast  only; 

15,000cp  each  light,  5?  feet  above  water 

FOG  SIGNAL:  Twin  F2T  diaphones  aft  of  pilot  house;  hand  operated  bell 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  WLV  189 

-First  of  6  lightships  designed  and  built  for  USCG;  originally  designated 

VAL  189  when  built;  changed  to  VLV  in  1965 

-First  of  only  6  all-welded  lightships  ever  constructed 

-First  of  only  6  lightships  ever  designed  and  built  with  alternating  current 

electrical  system  throughout 

-High  degree  of  watertight  integrity  maintained  by  transverse  bulkheads  carried 

to  weather  deck  level;  hawsepipes  carried  to  weather  deck  before  leading  to 

chain  locker 

-Built  specifically  for  Diamond  Shoal  station 

-Launched  Oct  16,  1946;  commissioned  Nov  1946,  placed  on  station  during  1947 

-1966  High  intensity  light  installed  on  mainmast,  using  24  locomotive  headlights 

headlights  mounted  in  groups  of  6  on  each  face  of  a  4-sided 

revolving  lamp  housing;  duplex  lens  lantern  retained  on  foremast 

-Radio/visual  call  sign  NMJG  (1946-1975) 


STATION  ASSIGNMENTS:  VLV  189 
1947-1966  Diamond  Shoal  (NO 
1966-1971  New  Orleans  (LA) 
1971-1972  Five  Fathom  Bank  (NJ ) 
1972-1975  Boston  (MA) 


HISTORICAL  NOTES:  VLV  189 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1975      AGE:  24 

SUBSEQUENT  DISPOSITION:  Decommissioned  May  19,  1975  and  laid  up;  a  volunteer 
civilian  crew  of  12  Nantucket  Islanders  made  the  vessel  ready  for  sea  and 
delivered  her  from  Boston  to  Atlantic  City  NJ  Jul  14-19,  1975;  struck  by  tanker 
enroute;  donated  as  training  vessel;  converted  to  museum  19S0  at  Atlantic  City 


COMMANDING  OFFICERS:  VLV  189 


VESSEL  DESIGNATION:  WLV  196 

YEAR  BUILT:  1946 

BUILT  AT:  Bay  City  <Mi>  BUILDER:  Defoe  Shipbuilding  Co  . 

APPROPRIATION:  ?  CONTRACT  PRICE:  ? 

SISlbP  VESSELS:  WLV  189 

DESIGN:  Diesel  propelled;  steel  hull  and  deckhouses;  breakwater  on  foredeck; 
2  ma s t  s ;  stack  a ra i  d  sh  i  ps 

LENGTH:  1X0' 0"  (loa)   BHAM:  30' 0"   DRAFT:  11" 0"       TONNAGE:  630  displ  (apprx) 

PROPULSION:  Diesel   -  one  GJt  6-278A  6  cyl,  clutch  reversing;  reduction  searj:,;  ; 
closed  system  fresh  water  cooling;  500  SHP  »  250  RPM 

ILLUMINATING  APPARATUS:  Duplex  500mm  electric  lens;  lantern  on  foremast  only; 

15, OOOcp  each  light;  57  feet  above  water 

PUG  SIGNAL:  Twin  F2T  diaphones  aft  of  pilothouse;  hand  operated  bell 

CONSTRUCTION  NOTES    MODIFICATIONS  -  EQUIPMENT  CHANGES  3s  IMPROVEMENTS:  WLV  196 
-Used  all-welded  construction;  high  degree  of  watertight  integrity  maintained 
by  transverse  bulkheads  carried  to  weather  deck  level;  hawsepipes  carried  to 
weather  deck  before  leading  to  chain  locker;  alternating  current  electrical 
system  throughout;  designated  VAL  196  when  built,  then  changed  to  WLV  in  1965 
-Built  specifically  for  Pollock  Rip  station 

-Launched  (Jet  16,   194G;  commissioned  Nov  194G;  placed  on  Pollock  Rip  1947 
-1958  single  electric  lens  lanterns  installed  on  each  mast 

-1961  High  intensity  light  installed  on  mainmast;  used  24  locomotive  headlights 
mounted  in  groups  of  6  on  each  face  of  4-sided  revolving  lamp  housing;  original 
lens  lantern  retained  on  foremast 
-Radio/visual  call  si  an  NMJH  (1946-1971) 


STATION  ASSIGNMENTS:  WLV  196 
1947-19S8  Pollock  Rip  (MA) 
1958-1960  Nantucket  Shoals  (MA) 
1961-1971  Umatilla  Reef  (WA) 

(1958-1960  WlV  196  was  designated  (and  marked)  Relief  during  most  of  this 
period  while  LV  112/WAL534  was  undergoing  extensive  overhaul  and  modification) 


HISTORICAL  NOTES:  WLV  196 

-1961  Oct,  Departed  from  Curtis  Bay  MD, making  the  voyage  to  Seattle  VA  via 
Panama  Canal  with  stops  at  Miami,  Kingston,  Rodman  C2 ,  Acapulco,  San  Francisco, 
and  Coos  Bay.  Voyage  commander  Lt  John  C  Wirtz  then  turned  vessel  over  to  the 
regular  CO,  CVO  Herman  Schmidt  and  placed  on  Umatilla  Reef  station 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:   1971      AGE:  25 

SUBSEQUEN1  DISPOSITION:  Decommissioned  Sep  30,  1971;  reported  to  he  at  Seattle 

in  1980 


COMMAND  I  KG  OFFICERS:  WLV  196 
1946-1940  BMC  Leon  Singer,  QIC 
1947-1958  CWO  Guy  V  Emro,  CO 

1961  Lt  John  C  Wirtz,   (voyage  commander  Curtis  Bay  MD  ■■  Seattle  WA> 
1900-1901  CWO  Herman  Schmidt,  CO 


VESSEL  DESIGNATION:  WLV  604 

YEAR  BUILT:  1950 

BUILT  AT:  East  Boothbay  (ME) 

APPROPRIATION:  ? 

SISTER  VESSELS:  VLV  605 


BUILDER:  Rice  Brothers 
CONTRACT  PRICE:  $500,000 


DESIGN:  Diesel  propelled;  steel  hull  and  deckhouses;  breakwater  on  foredeck; 
2  masts;  stack  amidships 

LENGTH:  128' 0"  (loa)   BEAM:  30' 0"   DRAFT:  1 1 ' 0"   TONNAGE:  617  displ  ("light") 

PROPULSION:  Diesel  -  one  Atlas  Imperial  8  cyl,  direct  reversing  engine;  550  SHP 
@  750rpm;  7'dia  propeller;  max  speed  10.7  knots 

ILLUMINATING  APPARATUS:  Duplex  500mm  electric  lens  lantern  on  foremast  only; 

15,000cp  each  light 

FOG  SIGNAL:  Twin  P2T  diaphones  aft  of  pilot  house;  hand  operated  bell 


CONSTRUCTION 
-Commissioned 
-Same  general 
bulkheads  car 
before  lead in 
-Later  added 
headlights  rao 
lamp  housing; 
-1964  USCG  li 
radorae  on  mai 
-Radio  and  vi 


NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  WLV  604 

Dec  19,  1950;  delivered  Seattle  Mar  1951 

plan  as  for  WLV  189;  all-welded  construction  with  transverse 
ried  to  weather  deck  level;  hawsepipes  carried  to  weather  deck 
g  to  chain  locker;  alternating  current  electrical  system  throughout 
to  mainmast  was  a  high  intensity  light  using  24  locomotive 
unted  in  groups  of  6  on  each  face  of  a  4-sided  revolving 

originally  designated  WAL  604,  changed  to  WLV  1965 
sts  vessel  with  CG  high  intensity  optic  on  foremast,  600,000cp; 
n;  other  characteristics  as  shown  above 
sual  call  sign  NEWP  (1950-1979) 


STATION  ASSIGNMENTS:  WLV  604 
1951-1979  Columbia  River  (OR) 


HISTORICAL  NOTES:  VLV  604 

-1951/52  Took  aboard  man  and  daughter  lost  in  log  while  fishing;  later  taken 

ashore  by  USCG  utility  boat 

-1959/60  Took  aboard  crew  of  sinking  USCG  36  foot  motor  lifeboat;  later  taken 

ashore  by  utility  boat 

-1962/63  Blown  off  station  during  severe  storm  on  Columbus  Day 

-1963/64  Sideswiped  by  unknown  vessel;  withdrawn  for  repair  of  collision  damage 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1979      AGE:  29 

SUBSEQUENT  DISPOSITION:  Decommissioned  Dec  13,  1979;  sold  1980  to  Columbia 
River  Maritime  Museum,  Astoria  OR,  replacing  former  LV  S3.  Afloat  and  open  to 
public.  Last  lightship  to  serve  on  the  Vest  Coast 


COMMANDING  OFFICERS:  WLV  604 


1949-1951  Lt  George  E  Tardiff,  CO 

1951  CVO  John  O  Voodworth,  CO 
19l)l-1952  CVO  Francis  E  Barnett,  CO 

1952  VO  Perry  E  Christensen,  OIC 
1952-1954  CVO  Roland  E  Miller,  CO 

1963-1965  CVO  E  S  Slater,  CO 

1965-1966  CVO  Joseph  R  Rowland,  CO 

1966-1967  CVO  Joseph  E  McCarthy,  CO 

1967-      CVO  Leonard  S  Flood, ' CO 

1978-1979  CVO  Harold  Moorehead,  CO 
1978-1979  BMC  Villis  J  Blake ly,  Exec 
1979  BMC  Villis  J  Biakely,  OIC 


VESSEL  DESIGNATION:  WLV  605 

YEAR  BUIL'J  :   1950 

BUIL1  AT:  East  Boothbay  (ME)  BUILDER:  Rice  Brothers 

APPROPRIATION:  ?  CONTRACT  PRICE:  $651,000 

SISTER  VESSELS:  WLV  604 


DESIGN:  Diesel  propelled;  steel  hull  and  deckhouses;  breakwater  on  foredeck; 
2  masts;  stack  amidships 

LENGTH:  128' 0"  (loa)   BEAM:  30' 0"   DRAFT:  11' 0"   TONNAGE:  617  displ  flight") 

PROPULSION:  Diesel  -  Atlas  imperial  550HP  (?  750rpra;  7  *  d  i  a  propeller;  max  speed 
10.7  knots 

ILLUMINATING  APPARATUS:  Duplex  500mm  electric  lens  lantern  on  foremast  only; 

1 5  ,  0  0  0  c  p  e  a  c  h  1  i  g  h  t 

hUG  SIGNAL:  Twin  K21  diaphones  mounted  aft  of  pilot  house 

CONSTRUCTION  NOTES  -  MOD 1 F 1 CAT  1 ONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  WLV  605 

-Same  general  plan  and  features  as  for  WLV  180 

-Used  all-welded  construction  with  transverse  bulkhead-  carried  up  to  weather 

deck  level;  hawsepi  pec  carried  to  main  deck  before  leading  to  chain  locker; 

alternating  current  electrical  system  throughout 

-Laid  down  1049  Mar  1,   involved  in  fire  when  65%  complete';   launched  1950  May  4, 

sponsor  Miss  Eiizbeth  F  Loughlin,  Washington  DC;  Sea  trials  1951  Feb  7; 

delivered  1951  Feb  15. 

-Designated  WAL  605  when  built,  changed  to  WLV  in  1965 

-1964  USCG  Hats  vessel  with  CG  high  intensity  500,000cp  light  on  mainmast, 

duplex  375mm  lens  lantern  on  fore,  13.000cp  each  light:  CR-103  radar 

Radio  and  visual  call  sien  NKVY  (1951-1975) 


STATION  ASSIGNMENT;-;:  WLV  605 
1951-1960  Overfalls  (DE) 
1960-1969  Blunts  Reef  CCA) 
1969-1975  Relief  (West  Coast) 


HISTORICAL  NOTES:  VLV  605 


More  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1975      AGE:  25 

SUBSEQUENT  DISPOSITION:  Decommissioned  Jan  1,  1976;  acquired  by  State  Capital 
Museum  Association,  Olympia  WA  1976;  sold  1979  to  Alan  Hoskins  and  used  fur 
tours,  at  Hall  Moon  Bay  CCA).  Acquired  by  US  Lighthouse  Society,  San  Francisco, 
Dec  1986.  Berthed  San  Francisco  Bay  area,  on  display  as  floating  museum 


COMMANDING  OFFICERS:  WLV  60r 
1956  WO  L  R  Smith,  OIC 


VESSEL  DESIGNATION:  VLV  612 

YEAR  BUILT:  1950 

BUILT  AT:  Curtis  Bay  (MD) 

APPROPRIATION:  ? 

SISTER  VESSELS:  VLV  613 


BUILDER:  USCG  Yard 
CONTRACT  PRICE:  $500,000 


DESIGN:  Diesel  propelled;  steel  hull  and  deckhouses;  breakwater  on  foredeck; 
2  masts;  stack  amidships 

LENGTH:  128' 0"  doa)   BEAM:  30" 0"   DRAFT:  1 1 ' 0"   TONNAGE:  617  dlspl 

PROPULSION:  Diesel  -  550  HP 


ILLUMINATING  APPARATUS:  Duplex  500mm  electric  lens  lantern  on  foremast  only; 

15,000cp  each  light 

FOG  SIGNAL:  Twin  P2T  diaphones  mounted  aft  of  pilot  house 

CONSTRUCTION  NOTES  -  MODIFICATIONS  -  EQUIPMENT  CHANGES  &  IMPROVEMENTS:  WLV  612 

-Same  general  plan  and  features  as  WLV  189 

-Used  all-welded  construction;  transverse  bulkheads  carried  to  weather  deck 

level;  hawsepipes  carried  to  weather  deck  before  leading  to  chain  locker; 

alternating  current  electrical  system  throughout 

-Designated  WAL  612  when  built;  changed  to  WLV  1965 

-1971  High  intensity  light  installed  on  mainmast;  using  24  locomotive  headlights 

arranged  in  groups  of  6  on  each  face  of  a  4-sided  revolving  lamp  housing; 

duplex  lantern  retained  on  foremast 

-1982  RACON  installed 

-Radio/visual  call  sign  NMDN  (1960-1983) 


STATION  ASSIGNMENTS 


WLV  6i: 


1951-1969  San  Francisco  CCA) 
1969-1971  Blunts  Reef  CCA) 
1971-1976  Portland  (ME) 
1975-1983  Nantucket  Shoals  (MA) 


(designated  Nantucket  1  in  1979;  thereafter  WLV  612  &  613  alternated  on 
the  Nantucket  station,  relieving  each  other  approximately  every  21  days 
from  1979-1983) 


HISTOKICAL  NOTES:  WLV  612 

-1951/1971  Service  as  indicated  under  station  assignments 

-1971  Made  West  Coast  to  East  Coast  transit;  transferred  to  1st  District 

-1983  Dec  20,  relieved  by  WLV  613  at  0230  and  departed  for  Boston.   (WLV  613  then 

marked  the  Nantucket  station  briefly  until  approximately  0300  when  replaced 

by  LNE) 

-1984/85,  After  leaving  station,  WLV  612  remained  officially  designated  as  a 

lightship  although  performing  duty  as  a  cutter,  participating  in  various  law 

enforcement,  security  and  public  relations  missions 

-1985  Oct  3-Jan  25,  1986,  proceeded  to  southern  waters  and  participated  in 

exercises  to  evaluate  her  suitability  as  a  support  vessel  for  surface  effect 

ships  and  patrol  cutters  engaged  in  law  enforcement  operations.  The  extent 

of  modifications  required  for  this  use  were  not  considered  cost  effective  and 

the  vessel  returned  to  Boston 

-WLV  612  (Nantucket  I)  was  the  last  US  lightship  in  commission 


More  notes: 


RETIRED  EROM  LIGHTSHIP  DUTY:  1983      AGE:  33 

SUBSEQUENT  DISPOSITION:  Decommissioned  Mar  29,  1985;  sold  to  Boston  Educational 
Marine  Exchange  Jul  7,  1985;  to  be  given  pseudo  name  "Boston".  Returned  to  GSA 
due  to  financial  problems.   Acquired  by  Boston  MDC,  to  be  placed  on  display  at 
Georges  Island,  Boston  Harbor. 

COMMANDING  OFFICERS:  WLV  612 

1971  LCDR  Jack  E  Arrington,  CO  (voyage  commander,  San  Francisco  -Boston) 
1971-1973  CWO  Richard  D' Entreraont ,  CO 

1975  CWO  Richard  E  Rainvilie,  CO 

1975-1977  CWO  J  P  Allwein,  CO 

1977-1979  CWO  D  W  Coiwell,  CO 

1979-1981  CWO  Larry  A  Everman,  CO 

1981  CWO  H  W  Davis  Jr,  CO 

1981-1983  CWO  Robert  C  Collins,  CO 

1983-1985  CWO  Dana  P  Lewis 


VESSEL  DESIGNATION:  Wl.V  613 

YEAR  BUILT:  1952 

BUILT  AT:  Curtis  Bay  (MD)  BUILDER:  USCG  Yard 

APPROPRIATION:  ?  CONTRACT  PRICE:  $500,000 

SISTER  VESSELS:  WLV  612 

DESIGN:  Diesel  propelled;  steel  hull  and  deckhouses:  breakwater  on  foredeck; 
tripod  foremast  with  large  gallery;  conventional  mainmast.;  stack  amidships 

LENGTH:   128'0"  (ioa)   BEAM:  30'0"   DRAFT:   ll'O"   TONNAGE:  CIV  displ  (It) 

PROPULSION:  Diesel  -  Cooper-Bessemer  560  SHP  0  274rpm;  Epeed  10. a  knots  during 
sea  tria Ls 

LLLUKINATING  APPARATUS:  Duplex  375mm  electric  lens  lantern  mounted  above  gallery 

on  foremast;  15,000cp  each  light 

FOG  SIGNAL:  Twin  F2T  dlaphones  mounted  aft  of  pilot  house 

CONSTRUCTION  NOTES  -  MODIFICATIONS    EQUIPMENT  CHANGE;::  &  IMPROVEMENTS:  WLV  613 
-1952  Feb  4,  Keel  laid;  Aug  4,  launched  (sponsored  by  Kiss  Cynthia  Ross); 
commissioned  Sep  12.  Designated  VAL  613  when  built;  changed  to  WLV  in  1065 
-Used  all-welded  steel  construction;  transverse  bulkheads  carried  to  weather 
deck  level;  hawsepipes  carried  to  weather  deck  before  leading  to  chain  locker; 
alternating  current  electrical  system  throughout 

-1953  Large  cylindrical  lantern  housing  installed  on  tripod  foremast  with  a 
duplex  revolving  high  intensity  light  of  British  design.  Optic  consisted  of  two 
sets  of  four  18  inch  parabolic  mirrors  revolving  as  a  unit  around  two   1000  watt 
lamps.  Focal  plane  56  ft  above  water.  Light  intensity  variable  from  250,000  to 
5  million  cp  in  3  steps.  Backup  500mm  electric  lens  lantern  mounted  atop  lantern 
housing.  Fitted  with  CR-103  radar 

-1982  RACUN  ins.tailed  on  lantern  housing;  backup  lens  lantern  moved  to  mainmast; 
this  was  the  only  lightship  equipped  with  RACON 
-Radio/ visual  call  sign  NGJE  ('1962-1983) 

STATION  ASSIGNMENTS:  WLV  613 
1952-1967  Ambrose  Channel  (NY) 
1967-1979  Relief  (MA) 
1979-1983  Nantucket  Shoals  (MA) 

(withdrawn  from  Ambrose  station  Aug  24,  1967,  station  discontinued) 
(designated  Nantucket  II  in  1979;  thereafter  WLV  623  and  WLV  612  alternated 
on  the  Nantucket  station,  relieving  each  other  approximately  every  21  days 
during  the  period  1979-1983) 


HISTORICAL  NOTES:  WLV  613 

-  iy'Sk,'  Oct  3,  placed  on  Ambrose  Channel  station. 

-1953  Apr,  Conventional  illuminating  apparatus  was  removed  and  replaced  with 

multi-catoptric  biforn  optica!  apparatus  as  described  under  Construction  Notes. 

The  equipment  was  supplied  by  Chance  Brothers  Ltd  of  Birmingham,  Eric  land ,  and 

provided  a  hi'gh-intensity  triple  flash  rated  at  5.5  million  candlepower  with 

intermediate  adjustable  ranges  from  250,000  cp  to  the  Deak  value. 

-1983  Dec  20,  WLV  613  relieved  WLV  612  at  0230,  remaining  on  the  Nantucket 

station  until  approximately  0800  when  replaced  by  a  LNB.  Therefore,  even  though 

not  completing  a  full  duty  tour,  WLV  613  was  the  last  US  lightship  to  mark  the 

Nantucket  .Shoals  station. 


Mare  notes: 


RETIRED  FROM  LIGHTSHIP  DUTY:  1983      AGE:  31 

SUBSEQUENT  DISPOSITION:  After  leaving  station,  participated  la  various  law 
enforcement,  security  and  public  relations  missions:  sold  Jul  7,     1984  to  New 
England  Historic  Seaport,  tor  use  as  floating  museum  at  Boston.  Present  at 
St  ■  ue  '"■  *  Liherty  re  '■>■  t  Loi  ceremony  "  u 1  3/A     193CJ  New  xork  Harboi 

COMMANDING  OFFICERS:  WLV  613 

L952-1954  CWO  Roy  V  Wood,  CO 

-1956  WO   Eric  G  Bragg.  OIC 

1965-  1 966  CWO  I  R  Ml 1  lard.  CO 

L9fcSV  CWO  David  S  Russell,  CO 

L978-1980  CWO  N  E  Lemoine,  CO 
L9  .0-1982  CWO  J  L  Williams,  CO 
■   -1  984  CWO  L  I  Cu.1  ley,  i  ;i 


U.S.      NAVY      TEl^EF-ORARY      LIGHTSHIPS 


Under  its  responsibility  for  providing  safe  return  of  troops  from  Europe  after 
World  War  I,  and  in  view  of  the  danger  from  enemy  mines  existing  off  the  east 
coast,  the  Navy  performed  minesweeping  to  insure  a  safe  channel  into  the 
principal  ports  of  debarkation.  The  center  line  of  the  offshore  entrance  to 
these  one  mile  wide  channels  were  marked  by  temporary  lightship  stations 
maintained  by  the  Navy.  These  swept  channels  extended  from  existing  approach 
aids  maintained  by  the  Lighthouse  Service  to  more  than  30  miles  offshore  from 
Boston,  New  York,  Delaware  Bay,  Chesapeake  Bay,  and  Charleston  to  facilitate 
landfall  for  troop  carriers  following  great  circle  tracks  from  French  and 
Mediterranean  ports.  The  seven  vessels  involved  were  Navy  minesweepers,  using 
additional  equipment  provided  by  the  Lighthouse  Service.  These  "lightships" 
were  placed  on  station  commencing  December  1918,  and  were-  discontinued  during 
the  summer   of    1919. 

A  brief  description  of  these  vessels  is  given  on  the  following  pages. 


U.S.  NAVY  TEMPORARY  LIGHTSHIPS 


USS  EASTHAMPTON  (No.  573)  ' 

Former  commercial  ocean  going  tug 

Built  1913  -  162'9"  loa  -  purchased  by  USN  1917  and  converted  for  towing  and 

minesweeping 

Equipped  with  a  cluster  of  three  80cp  electric  lens  lanterns  at  41  feet,  steam 

whistle,  and  submarine  bell  signal 

Painted  gray,  no  distinguishing  marks 

Stationed  16.4  mi  -  077  degrees  from  Boston  Lightship 

Decommissioned  1919,  sold  to  private  interests  1920 

USS  CARDINAL  (AM-6) 

Lapwing  Class  minesweeper 

Built  1918  -  187'10'loa  x  36'6"  x  10'  -  950  tons  displ 

Crew  complement  78 

Equipped  with  a  cluster  of  three  80cp  electric  lens  lanterns  at  51  feet,  steam 

siren,  submarine  bell  signal 

Painted  gray  with  white  bows,  marked  "NY  2"  in  black 

Stationed  29.5  mi  -  115  degrees  from  Ambrose  Lightship 

Later  wrecked  near  Dutch  Harbor'  AK  in  1923 

USS  FINCH  fAM-9) 

Lapwing  Class  minesweeper 

Built   1918  -   187'10"   loa  x  36'6H  x   10'   -   950   tons   displ 

Crew  complement  78 

Equipped  with  a  cluster  of  three  SOcp  electric    lens    lanterns  at  51   feet,  steam 

siren,  and  submarine  bell  signal 

Painted  gray  with  black  bows,  marked  "NY  1"  in  white 

Stationed  56  mi  -  115  degrees  from  Ambrose  Lightship 

Later  sunk  by  Japanese  bomber  near  Corregidor  in  1942 

USS  FALCON  (AM-28 ) 

Lapwing  Class  minesweeper 

Built    1918  -    187'10"    loa   x  36'6"  x    10'   -   950   tons   displ 

Crew  complement  78 

Equipped   with  a  cluster  of   three  SOcp  electric    lens    lanterns  at  51    feet,  steam 

siren,  and  submarine  bell  signal 

Painted  gray,  no  distinguishing  marks 

Stationed  57  mi  -  072  degrees  from  Five  Fathom  Bank  Lightship 

Later  converted  to  submarine  rescue  vessel    (ASR-2),  and  noted  for  participation 

in    salvage    operations    in    connection    with    submarines    S-51    and    SQUALUS. 

Decommissioned  1946 


USS  BRANT  (AM-24) 

Lapwing  Class  minesweeper 

Built  1918  -  187'10"  loa  x  36'6"  x  10'  -  950  tone  displ 

Crew  complement  78 

Equipped  with  a  cluster  of  three  80cp  electric  lens  lanterns  at  50  feet,  and 

steam  siren 

Painted  gray, marked  BRANT  on  sides  in  black 

Stationed  56.1  miles  -  081  degrees  from  Cape  Henry  Light 

Converted  to  tug    (AT -132)  in   1919,  and  during  WWII  to  salvage  tug    CAES-32),  then 

transferred  to  US  Maritime  Commission  1936 

USS  OWL  <AM-2) 

Lapwing  Class  minesweeper 

Built    1918   -    187'10"    loa   x   36'6"   x    10'   -   950   tons   displ 

Crew  complement  78 

Equipped   with   a    cluster    of    three   80cp   electric    lens    lanterns   at    50    feet,    and 

steam  s iren 

Painted  gray,  marked  OWL  on  sides  in  black 

Stationed  21  mi  -  090  dtigrees  from  Cape  Henry  Light 

Converted  to  tug  CAT-  137)  in  1919,  then  (ATO-137).  Later  participated  in  "D-Day" 

operations  during  the  Normandy  landing.  Decommissioned  1946 

USS  LONG_  ISLAND 

Former  offshore  trawler  built  1912  -  164 '4"  loa  x  24 '1"  x  6'9" 

Purchased  by  USN  1917  and  converted  for  towing  and  minesweeping 

Equipped  with  a  cluster  of  three  80cp  electric  lens  lanterns  at  50  feet,  and 

steam  whistle 

Painted  gray 

Stationed  33.5  ml  -  088  degrees  from  Charleston  Lightship 

Decommissioned  and  sold  1919 


All  of  the  foregoing  vessels  were  converted  to  lightship  use  with  equipment 
supplied  by  the  United  States  Lighthouse  Service 

Canavas  covered  crows  nests  on  each  mast  served  as  daymarks 

A  Crosby  automatic  signal  control  was  fitted  to  the  vessels'  normal  sound  signal 
which  then  served  as  the  fog  signal.  A  controller  was  also  provided  to  produce 
the  specified  light  characteristic 

All  vessels  were  moored  with  a  5,000  pound  mushroom,  using  2  1/4  inch  wire  rope 
from  the  towing  winch  aft,  led  through  a  turning  block  and  thence  forward  along 
the  ports ide  passageway  to  the  hawsepipe 

(For  further  details,  see  also  the  Reference  Notes  for  US  Lightship  Stations, 
Index  Numbers  117  through  123) 


HARLY     L  IGHTSH  URS 


early    u  .s  .    l  ightsh  ips 

Although  in  1792  the  records  mention  three  floating  beacons  in  the  Chesapeake 
Bay,  and  although  from  that  time  forward,  many  forms  of  unmanned  small  craft 
equipped  with  lights  were  used  as  aids  to  navigation,  what  is  commonly  known 
today  as  a  lightvessel  or  lightship  probably  did  not  come  into  being  in  this 
country  until  1820. 

It  all  began  in  1819  when  Congress  appropriated  money  for  two  lightvessels,  one 
to  be  stationed  at  Wolf  Trap  Shoal,  and  the  other  near  Villoughby  Spit  -  both  in 
the  Virgina  area  of  lower  Chesapeake  Bay.  A  contract  was  awarded  Sep  2,  1819  to 
James  Poole  of  Hampton  Virginia  for  construction  of  a  vessel  "of  70  tons 
burthen,  copper  fastened  and  coppered ...  .a  cabin  with  at  least  four 
berths apartment  for  cooking,  spars,  a  capstan  belfry,  yawl  and  davids." 

This  lightship  was  placed  off  Willoughby  Spit,  Virginia  in  the  summer  of  1820. 
but  took  such  a  beating  it  was  soon  moved  to  a  less  exposed  location  near  Craney 
Island  in  the  Elizabeth  River  off  the  port  of  Norfolk.  Also  in  1820,  three  more 
lightships  were  authorized  for  Southern  waters  and  in  1822,  appropriations  were 
made  for  the  first  lightvessel  for  Mew  York  Harbor  off  Sandy  Hook. 

In  1823,  an  expenditure  of  $25,000  was  authorized  for  a  vessel  of  "not  less  than 
250  tons"  to  be  stationed  off  Cape  Hatteras,  Worth  Carolina  to  mark  Outer 
Diamond  Shoal.  This  vessel  was  built  by  Henry  Eckford  and  took  station  in  1824, 
serving  intermittently  until  1827  when  it  was  blown  ashore  and  later  broken  up 
for  salvage.  The  Diamond  Shoal  station  was  not  marked  again  by  a  lightship 
until   1897  -  70  years   later. 

From  this  modest  beginning,  advantages  of  the  lightship  became  apparent  and 
their  construction  and  use  developed  rather  rapidly,  particularly  after  1837 
when  Congress  divided  the  Atlantic  Coast  into  six,  and  the  Great  Lakes  into  two, 
Lighthouse  Districts  with  a  Naval  officer  detailed  to  each  District.  This 
permitted  a  decentralized  and  more  objective  assessment  of  needs  for 
navigational  aids,  which  would  be  responsive  to  local  interests. 

Prior  to  1867,  there  was  no  uniform  or  permanent  method  for  identifying 
individual  lightships.  It  is  quite  obvious  from  early  records  that  these 
vessels  were  referred  to  invariably  by  name  -  usually  that  of  the  station, 
locality  or  hazard  where  they  were  positioned,  but  in  a  few  cases  by  the  name  of 
a  prominent  citizen.  "Willoughby 's  Spit",  "Galveston",  "Pleasonton",  "the 
Rattlesnake  Shoal  light  vessel",  "Succonnessett",  and  "the  Relief"  are  typical 
examples  of  early  references  to  these  first  lightships.  Use  of  names  persisted 
until    1867. 

Although  it  has  been  said  that  these  early  vessels  were  identified 
alphabetically,  and  also  it  has  been  said  that  numbers  were  used  to  identify 
them,  official  records  provide  no  basis  for  this  belief.  No  case  has  been  found 
in  early  records  or  correspondence  prior  to  1867  where  lightships  were 
identified  or  referred  to  by  either  a  letter  or  number  designation. 

The  numbers  sometimes  related  to  early  lightships  may  have  been  erroneously 
derived  through  association  with  the  sequential  numbers  used  in  early  versions 
of    Light   Lists   published    by   the   Treasury   Department.       At    the   time,   "floating 


lights"  were  listed  (and  numbered)  consecutively  from  North  to  South  along  the 
Atlantic  Coast  then  East  to  Vest  on  the  Gulf  Coast  followed  by  those  on  the 
Great  Lakes.  It  is  contended  that  the  numbers  used  were  not  related  to  vessel 
numbers,  but  simply  identified  the  vessel's  position  on  the  List  -  an  index  or 
reference  number  much  the  same  as  the  "light  list  numbers"  found  in  present  day 
Light  Lists. 

With  respect  to  the  alphabetical  designations,  here  again  no  case  has  been  found 
in  early  correspondence  or  records  where  a  lightship  was  identified  by 
letter  (s).  Instead,  there  is  good  reason  to  believe  that  the  letter 
designations  were  applied  much  later,  long  after  the  fact,  and  that  only  names 
(primarily  station  names)  were  used  into  the  1860's.  Also,  it  will  be  seen  that 
the  alphabetical  designations  follow  no  geographical  or  chronological  pattern; 
some  letters  of  the  alphabet  were  apparently  not  used;  and  some  vessels  known  to 
have  been  in  the  inventory,  were  not  labelled  at  all.  It  is  unlikely  that  such 
an  unsystematic  procedure  would  have  resulted,  had  alphabetical  designations 
been  universally  applied  in  early  times. 

Use  of  names  was  probably  adequate  at  the  outset.  However,  when  it  was  later 
found  necessary  to  transfer  a  vessel  to  a  different  station,  or  to  replace  a 
vessel  with  a  new  ship,  the  names  became  a  highly  confusing  means  of 
identification  which  went  from  bad  to  worse  upon  transfer  and  exchange  of 
vessels  on  a  regional  basis. 

Such  movement  required  either  renaming  the  vessel  by  the  gaining  District,  or 
maintaining  the  original  name.  As  an  example  of  the  latter,  one  vessel  served 
as  Relief  in  the  Second  District  for  a  year,  then  was  stationed  on  Succonnessett 
Shoal  in  the  Second  District  for  seven  years,  and  next  transferred  to  Relief 
duty  in  the  Third  District  for  five  years.  During  this  entire  period  the  vessel 
was  identified  in  the  records  as  "Relief  Succonessett". 

These  are  reasons  why  it  is  difficult  to  trace  the  early  vessels 
chronologically,  and  why  so  little  is  known  of  their  use  and  distinguishing 
characteristics.  Information  exists,  but  there  is  no  means  for  associating  it 
with  the  proper  vessel. 

Recognizing  the  problem,  albeit  belatedly,  the  Lighthouse  Board  in  1867  adopted 
a  standard  and  permanent  numbering  system  which  was  applied  to  all  existing 
lightships,  and  subsequently  applied  to  all  lightships  built  thereaf tei- .  This 
action  benefited  the  existing  and  future  situation,  but  did  nothing  to  assist  in 
accounting  for  the  earlier  ships.  Over  the  years,  records  are  replete  with 
correspondence  from  the  Lighthouse  Board  requesting  historical  data  from 
District  Inspectors.  The  replies  in  most  cases  are  sketchy,  giving  the  date  the 
vessel  was  acquired  from  another  District,  supposition  as  to  where  it  was  used 
earlier,  but  failing  to  provide  factual  information  on  its  origin. 

A  typical  case  is  found  in  the  1874  correspondence  where  the  Inspector.  Third 
District  in  responding  to  a  request  from  the  Lighthouse  Board  for  a  history  of 
"Relief  Vessel  No.  17",  stated  that  "previous  to  1867,  accounts  of  vessels  and 

stations  were  not  kept the  vessels  had  no  permanent  numbers — correspondence 

of  this  office  referred  rather  to  the  station  than  to  the  ship.... makes  material 
for  forming  their  history  scant  indeed". 

Much  later,  in  1938,  the  Bureau  of  Lighthouses  complied  a  list  of  lightship 


stations  and  lightships  for  inclusion  in  a  proposed  publication  concerning 
vessels  of  the  Lighthouse  Service.  This  was  based  on  an  earlier  list  published 
in  1927.  By  letter  dated  April  6,  1938,  the  Commissioner  of  Lighthouses  sent  a 
copy  of  the  listing  to  all  District  Superintendents  asking  that  the  information 
be  carefully  checked  and  corrected  as  necessary.  One  paragraph  in  this  letter 
stated  that  "Early  ships  which  were  not  numbered  have  been  assigned  an  arbitrary- 
letter  for  purposes  of  this  listing".  This  would  appear  to  be  the  first  use  of 
letters  to  designate  early  lightships. 

Examination  of  early  records  and  correspondence  supports  the  premise  that 
lightships  were  identified  solely  by  name  until  1867,  and  that  alphabetical 
designations  were  not  applied  to  lightships  until  much  later,  probably  in  the 
1930s.  At  that  time,  the  alphabetical  designation  appears  to  have  been  used  as 
a  device  for  accounting  convenience  to  cover  gaps,  conflicts,  and  conjecture  in 
the  records  pertaining  to  early  lightships.  In  summary,  it  appears  that  when 
faced  with  the  need  to  differentiate  among  a  group  of  light  vessels  whose 
history  could  not  be  effectively  traced,  and  whose  characteristics  and  use  were 
subject  to  question,  someone  arbitrarily  assigned  alphabetical  designations  in 
order  to  account  for  a  vessel's  existence  and  presence  at  known  locations. 
Although  there  is  no  absolute  proof,  this  presentation  adopts  that  point  of 
view. 

Available  information  on  the  early  lightships  is  listed  on  the  following  pages. 


EARLY  U.S.  LIGHTSHIP  DATA 
"A" 


Tonnage:     72;  wood   hull 

Stations:      1838-1859  St  Helena  Bar    (SO 
1859-1868  Combahee  Bank   (SO 


"B» 


Funds  appropriated:  1820 

Tonnage:   120;  wood  hull 

Station:   1821-1861  Smith  Point    (VA) 

Note:  Sunk  by  Confederate  forces,  1861 


'C 


Funds  appropriated:  1819;  contract  awarded  Sept  2,   1819 
Built:   1819  by  James  Poole,  Hampton  VA 
Tonnage:  70;  wood  hull,  copper  fastened  and  sheathed 
Stations:      1820  Villoughby's  Spit    (VA.) 

1821-1859  Craney   Island    (VA) 
Notes:      The    first    U.S.     lightship.         Placed    at    the    northern    extremity    of 
Willoughby  Bank,  a  shoal  making  out  from  Willoughby's  Spit,  however   the  vessel 
was  unable  to  endure  sea  conditions  at  this  location  and  was  shortly  moved  to  a 
position  off  Craney   Island  in  the  Elizabeth  River  off  the  port  of  Norfolk. 

"D" 

Station:      1854-1860  Frying  Pan  Shoal    (NO 

Note:      Removed,  sunk  or  destroyed  by  Confederate  forces 


Station:      1854-1860  Rattlesnake  Shoal   (SO 

Note:      Removed,  sunk  or  destroyed  by  Confederate  Forces 


Cost:      $12,774.63 

Illumination:     Records  show  red  lights  on  both  masts  at  36  and  45  feet,  however, 

the  1854  Light  List  gives  2  fixed  white   lights  at  30  and   45  feet 

Stations:      1849-1859  Ship  Shoal    (LA) 

1860-  ?        Relief    (VA> 
Notes:      This    was    the    former    Revenue    Cutter    MCLANE    converted    to    lightship 
service.        Referred    to    in    the    records    variously    as    "Ship    Shoal"    and    "the 
Pleasonton".     Ship  Shoal  station  was  located  inside  the  shoal  at  the  west  end. 


Station:   1865-1866  Cross  Rip  <MA) 

Notes:  Dec  28,  1866,  parted  moorings  during  a  gale  and  after  being  carried  to 
sea,  was  abandoned  in  sinking  condition  on  Dec  30.  Benjamin  F  Gardner,  Master; 
Charles  M  Thomas,  Mate.   Said  to  have  been  identical  to  "H". 

"H" 


Built:      1828  at  New  York      Cost:    $8,000 

Length:      76'      Beam:      21'6"       Tonnage:      115 

Illumination:     Single  10-wick  compass  lamp  at  38  feet 

Station:      1828-1864  Cross  Rip   (Tuckernuck  Shoal)   (MA) 

Notes:      Said    to    have    been    named    PRESIDENT    when    launched.        Referred    to    as 

"Tuckanuck   Shoals    lightboat".        In    1841,    14,885   vessels    were    logged   as   passing 

the  vessel.      Criticized   for  being   absent   from  station   for    lengthy   periods. 

Blown  ashore  and  wrecked  at  Cape  Poge,  Martha's  Vineyard  in  1864 

Nothing  found 

"J" 
Nothing  found 

"K" 

Stations:   1839-1855  Martins  Industry  (SO 
1855-1859  Calibouge  Sound'  (SO 


Tonnage:   41;  wood  hull 

Stations:   1835-1849  Bartlett  Reef  (CT) 

1849-  ?    Eel  Grass  Shoal  (CT) 


'M' 


Tonnage:     41;  wood  hull 

Station:      1826-1855  Wade  Point  Shoal    (NO 


'N' 


Built:    1823  at  New  York 

Length:   72'   Beam:   20'   Tonnage:   110  displ,  120  gross 

Illumination:   Two  oil  lamps,  each  with  12  cylindrical  wicks,  One  lamp  on 
foremast  at  42  feet,  the  other  on  mainmast  at  45  feet 
Fog  Signal:  450  lb  hand  operated  bell 
Stations:   1823-1850  Brandywine  Shoal  (DE) 
1851-1854  Minots  Ledge  (MA) 

1855  Relieved  Cross  Rip  (MA) 

1855  Relieved  Five  Fathom  Bank  (NJ) 
Notes:   Sister  to  "X".    Referred  to  as  "lightboat  Brandywine",  "old  Brandywine" 
and  "Brandywine  No.  1".   Capt  Joseph  Battles,  Master  1851-1854 
Vessel  retired  1859. 


"0" 

Tonnage:  54;  wood  hull 

Station:   1835-1861  Bowlers  Rock  <VA) 

Note:   Removed,  sunk  or  destroyed  by  Confederate  forces 


Tonnage:  125;  wood  hull 

Station:   1848-  ?   Tybee  Island  Knoll  (GA) 

"Q" 

Built:   1821 

Tonnage:     120;  wood  hull 

Station:      1821-1847  Willoughby's  Spit   <VA) 

Note:      Replaced  "C"  after  it  was  moved  to  Craney  Island  station 

"R" 


Tonnage:  400;  iron  hull 

Illumination:  Fitted  with  two  lights 

Station:   1847-1867  Willoughby's  Spit  (VA) 

Retired:  Aug  1867 

Notes:  Former  Revenue  Cutter  SPENCER  converted  to  lightship  service  following 

the  Mexican  War.    Retired  from  lightship  duty  when  hull  plating  found  to  to  be 

too  thin  at  water  line 


Appropriation:  Used  same  1819  appropriation  as  "C" 

Built:   1820 

Station:      1821-  ?        Wolf  Trap  Shoal   <VA) 


Built:      1856  at  Philadelphia  Navy  Yard 

Length:      81'6"       Beam:      21'6"       Depth:      10*6"       Tonnage:     "about"   150;   wood   hull 

Stations:     During   the   period    1856-1861,   used   on   both   Wolf   Trap    (VA)   and    York 

Spit    (VA) 

Note:   Removed,  sunk  or  destroyed  by  Confederate  forces,  1861 

"U" 


Station:      1834-1861  Windmill  Point   <VA) 

Note:      Removed,  sunk  or  destroyed  by  Confederate  forces,  1861 


Station:      1863-1864  Fishing  Rip   (SO 

Notes:  Former  schooner  ASCENSION,  a  Civil  War  prize  purchased  from  USN  May 
1863.  Commandeered  by  USN  during  period  Jul  5,  1863  -  Mar  1864,  then  returned 
to  station.  Found  rotten,  and  worm  damaged  then  retired  1864.  Later  used  for 
storing  lighthouse  supplies. 


"V" 

Tonnage:     400;    iron   hull 

Station:      184V- I860  Merrills  Shell  Bank    <MS) 

Illumination:      Single  lantern  on  mast  amidships 

Notes:      This  was  the  former  Revenue  Cutter  LEGARE  converted  to  lightship  service 

in  1847  after  the  Mexican  War.       Sunk  by  Confederate  forces  1860 


Built:      1823  by  Henry  Eckford  at  New  York 

Length:      72'      Beam:      20'      Tonnage:      120;  wood  hull 

Station:      1823-1845  Upper  Middle  Shoal   (Cross  Ledge)   (DE) 

Illumination:      One  oil  lamp  45  feet  above  water 

Fog  Signal:  450  lb.  hand  operated  bell 

Notes:     Sister  to  "N".       Hull  painted  straw  color.      Referred  to  as  "Upper   Middle 

No.      2"   (being  one  of  two  lightships  then  in  Delaware  Bay).      There  is  reason  to 

believe  that  this  vessel  may  have  been  rebuilt  and  enlarged  on  2  occasions  and 

later  designated  LV  19. 


Station:      1857-1861  Dames  Point   (FL) 


"Z* 


Built:         1847,  at  Washington    (DC) 

Length:     78'      Beam:      20'      Tonnage:     155;  wood  hull 

Illumination:     Fitted  with  2  lights 

Station:      1847-1860  Vineyard  Sound  (MA) 

"AA" 


Station:      1825-1841?   Carysfort  Reef  (FL) 

Notes:     May  have  been   converted  to  a   bell   boat    in    1841.        A  conflicting  report 

indicates  it  may  have  been  retired  in  1830  due  to  excessive  rot. 

*»BB" 


Tonnage:  225;  wood  hull 

Station:   1841-1852  Carysfort  Reef  (FL) 

Note:   Said  to  have  been  named  FLORIDA.   Possibly  the  former  Federal  sloop  USS 

FLORIDA,  used  earlier  in  the  area  as  a  survey  vessel 

"CC" 

Nothing  found 

"DP" 

Tonnage:  72;  wood  hull 

Station:   1825-1861  Lower  Cedar  Point  (MD) 

Note:   Removed,  sunk  or  destroyed  by  Confederate  forces 


"BE" 

Tonnage:     72;  wood  hull 

Station:        ?      -1859  Upper  Cedar  Point    (MD) 

"PP" 
Station:      1831-   ?        Brant  Island  Shoal    (NO 

Station:      ?      -1863      Brant  Island  Shoal   (NO 

"HH" 

Tonnage:     125;  wood  hull 

Station:      1828-1862  Neuse  River    (NO 

"II" 

Nothing  found 

"JJ" 

Tonnage:  145;  wood  hull 

Station   1825-1861  Long  Shoal  (NO 

Note:   Removed,  sunk  or  destroyed  by  Confederate  forces 

"KK" 

Station:      1864-1867  Long  Shoal    (NO 

Station:      1821-   ?        Upper  Cedar  Point   (MD) 

"MM" 

Tonnage:  12;  wood  hull 

Station:   1835-1861  Roanoke  River  (NO 

Note:   Removed,  sunk  or  destroyed  by  Confederate  forces 

"NN" 


Tonnage:     145;  wood  hull 

Station:      1838-1854  Northwest  Passage   (Key  Vest)   (FL) 

"00" 

Nothing  found 
»»P"p»» 

Station:   1846-1853  Sand  Key  (FL) 


"QQ" 

Tonnage:  72;  wood  hull 

Station:   1836-1861  Harbor  Island  (NO 

Note:   Removed,  sunk  or  destroyed  by  Confederate  forces 

"RR" 


Tonnage:  72;  wood  hull 

Station:   1835-1861  Roanoke  Island  (Croatan)  (NO 


Tonnage:   70;  wood  hull 

Stations:  1827-1859  Nine  Foot  Shoal  <NC) 

1859-1861  Upper  Cedar  Point  (MD) 
Note:   Removed,  sunk  or  destroyed  by  Confederate  forces  1861 

"TT" 
Station:   1852-1859  Okracoke  Channel  (NO 

"UU" 
Station:   1851-1870  Horseshoe  Shoal  (NO 

"W" 

Built:         1822/23  at  New  York      Cost:      $17,702 

Length:     90'      Beam:      23'      Tonnage:     154     (also  shown  as  195);  wood  hull 

Station:      1823-1829  Sandy  Hook   (NY) 

Note:      Said  to  have  been  the  first  lightship  equipped  with  reflector-type  lamps 

"WW" 


Built:    1837  Cost:  $15,900 

Length:  98'6"   Beam:   24*6"   Depth:   12'   Tonnage:  230;  wood  hull 

Illumination:  Two  4-sided  lanterns  using  sperm  oil  compass  lamps.   Foremast 

lantern  at  37  feet  and  main  lantern  at  48  feet.   Visible  4  miles  "under  ordinary 

circumstances" 

Station:   1839-1854  Sandy  Hook  (NY);   position  given  as  43-26-20  North,  73-55-00 

West,  Sandy  Hook  Light  bearing  W  x  N  distant  6  1/2  miles 

Notes:  Henry  P.  Lunt,  her  Master  in  1850  reported  vessel  had  broken  adrift  18 

times  in  13  years  resulting  in  absences  from  station  of  from  5  weeks  to  4 

months 


"XX" 

Appropriation:  $12,500 

Built:    1849  Cost:    $11,000 

Design:  Wood  hull;  2  masts;  daymark  on  mainmast  only;  schooner  rigged 

Tonnage:  149 

Illumination:  Single  lantern  having  one  oil  lamp  with  9  wicks,  35  feet  above 

water 

Fog  Signal:   Hand  operated  bell 

Station:   1849-1870?  Galveston  (TX) 

Notes:  Original  station  position  given  as  29-20-50  North,  94-43-30  West;  hull 

color  "sandy  yellow".   Sister  to  Atchafalaya  Bay  lightship.   Withdrawn  from 

station  1853  to  serve  as  quarantine  ship  during  a  summer  "epidemic".  In  Mar  1859 

Congress  appropriated  funds  for  construction  of  range  beacons  to  replace  the 

lightship  which  was  "so  much  decayed  as  to  be  unworthy  of  repairs  authorized  by 

Congress".  Even  though  the  range  lights  were  placed  in  operation  in  1860,  the 

Lighthouse  Board  did  not  discontinue  the  station  "until  Congress  could  again 

pass  upon  the  case".    How  long  this  vessel  remained  in  service  is  unclear,  but 

the  aging  LV  28  was  transferred  from  Bowlers  Rock  <VA)  and  placed  on  the 

Galveston  station  in  1870 


Built:   1832  at  Detroit  <MI)    Cost:  $7,350;  said  to  have  been  built  by  Oliver 

Newbury  and  christened  LOUIS  MCLANE 

Length:  47'   Beam:   17*9"   Tonnage:  61;  wood  hull 

Station:   1832-1851  Mackinaw  Straight  (MI) 

Note:   Constructed  with  copper  sheathed  bottom.   Despite  the  builder's  claim 

that  this  was  unnecessary  in  fresh  water,  it  was  decided  that  costs  involved  in 

a  contract  change  would  exceed  the  cost  for  copper  sheathing 

"ZZ" 


Built:     1820 

Station:      1820-1823  Northeast  Pass   (LA) 

Note:      Stationed    near    Franks     Island    Lighthouse    while     it    was    being 

rebuilt.      Unknown  whether  lightship  was  positioned   inside  or  outside  the  Pass 

entrance.     Should    it   have  been   outside,   this   would   have   been   the   first   U.S. 

lightship  on  an  "exposed"  station. 


Built:      1823  by  Henry  Eckford  at  New  York 

Tonnage:     300;  wood  hull,   iron  fastened,  copper  sheathed; 

fitted  with  two  3000  lb  mushroom  anchors,  each  with  120  fathoms  of  chain 

Illumination:     Two    lanterns   3   ft   square   x   5   ft   high,   each   having   oil   compass 

lamps  with  12  wicks 

Station:      1824-1827  Diamond  Shoal   (Cape  Hatteras)   (NO 

Note:      Blown  ashore  and  wrecked  near  Okracoke  Inlet  1827 


Station:      1853-1867  Janes   Island    (MD);  vessel  sold   1867 


22 

Built:  1849      Cost:    S7.992.79 

Station:      1849-1858  Atchafalaya  Bay   <LA) 

Illumination:      Showed  single  light  35  feet  above  water 

Notes:     Said  to  have  been  a  sister  to  "XX".       Hull  color  "sandy  yellow" 

?? 

Tonnage:     140 

Station:      1826-1861  Royal  Shoal    (NO 

Note:      Removed,  sunk  or  destroyed  by  Confederate  forces 

?? 

Ballou's  Pictorial  of  1853  shows  a  Diamond  Shoal  lightship  with  hull  shape 
similar  to  "W"  and  having  three  masts,  2  with  lights,  1  with  riding  sail. 
However,  official  records  do  not  show  any  lightship  on  that  station  during  the 
period  1827-1897) 

?? 

Blunt's  American  Coast  Pilot  of  1837  lists  a  "floating  Light  vessel"  with  one 
light  marking  Fourteen  Foot  Bank  (DE)  in  1837,  stating  that  the  vessel  was 
placed  on  station  from  March  to  December.  Since  there  is  no  record  of  a  vessel 
on  Fourteen  Foot  Bank  at  that  time,  it  may  have  been  a  private  aid 


Operation  of  the  early  lightships  was  often  inefficient  and  less  than 
dependable.  There  being  no  Relief  lightships,  stations  frequently  went  unmarked 
for  weeks  or  months  on  end  during  periods  when  it  was  necessary  to  withdraw  the 
assigned  vessel  for  repair.  Some  of  the  early  vessels  were  operated  by 
contract,  with  officers  and  crew  being  drawn  from  the  local  civilian  community. 
Such  personnel  could  in.  no  way  be  classed  as  seamen  in  terms  of  either 
inclination  or  competence,  In  the  early  1800s,  crew  on  the  early  lightships 
ranged  from  one  officer  and  four  or  five  crewmen  to  two  officers  and  eight  or 
ten  crewmen  on  the  larger  vessels.  The  Masters  and  Mates  were  classed  as 
"Keeper"and  "Assistant  Keeper"  respectively  until  November  1892  at  which  time 
the  classification  was  changed.  Living  conditions  aboard  were  uniformly  poor, 
discipline  was  frequently  deficient,  and  the  personnel  turnover  rate  was 
enormous . 

In  1838,  Lt  William  Porter  USN,  upon  arrival  at  the  Smith  Point  <VA)  light  vessel 
for  inspection  found  the  Captain  and  entire  crew  absent  for  a  week  with  the 
vessel  left  in  charge  of  a  14  year  old  boy.  The  vessel  was  found  in  poor 
condition,  and  the  boy  was  incapable  of  hoisting  the  lantern  up  to  its  night 
position. 

In  1850,  the  "Keeper"  (Master)  of  the  Sandy  Hook  lightship  was  paid  $700  per 
year  and  his  Mate  received  $30  per  month.  Other  monthly  rates  were  $18  for  the 
Cook/Steward;  $15  each  for  the  six  AB  seamen;  and  $12  each  for  the  three 
ordinary  seamen.  All  but  the  Master  received  an  additional  20  cents  per  day  as 
ration  allowance,  with  a  deduction  of  20  cents  per  month  for  hospitalization. 

With  the  advent  of  the  Lighthouse  Board  in  1852,  the  situation  was  somewhat 
improved,  but  it  was  not  until  1910  when  the  U.S.  Lighthouse  Service  came  into 
being  that  lightships  found  a  place  in  a  truly  reliable,  service-oriented 
organization  emphasizing  professional  competence  in  officers  and  crew  members, 
and  remedying  longstanding  problems  with  pay,  living  conditions,  benefits  and 
technology.  These  high  standards  were  carried  onward  by  the  U.S.  Coast  Guard  in 
operating  the  lightships  from  1939  until  they  were  phased  out  in  1983. 


THE    L  IGHTSII  IF    STATIONS 


LIGHTSHIP      STAT  IOHSTS  —  EXPLANATORY      NOTES 

The  information  presented  here  is  designed  as  a  companion  and  complement  to  the 
earlier  Lightship  Reference  Notes,  focusing  on  the  characteristics  of  the 
lightship  station  instead  of  details  of  individual  vessels.  Although  the  light 
vessels  themselves  cannot  be  ignored,  they  are  viewed  here  from  the  standpoint 
of  the  marinex —  as  a  floating  platform  located  at  a  known  position,  possessing 
singular  characteristics  and  equipment  which  permit  the  station  vessel  to  be 
readily  identified  and  distinguished  from  other  vessels,  other  navigational 
aids,  and  other  objects  in  the  vicinity  by  night  and  by  day.  Although  some 
redundancy  with  the  Lightship  Reference  Notes  is  unavoidable,  it  has  been 
minimized. 

The  lightship  stations  included  are  limited  to  those  maintained  by  the  United 
States  Government  -  those  found  in  the  lists  of  lightship  stations  and  Light 
Lists  published  by  the  US  Lighthouse  Service  and  Coast  Guard.  For  this  reason, 
a  few  earlier  cases  where  lightships  were  temporarily  placed  near  locations 
where  lighthouses  were  being  built  or  rebuilt  are  not  included.  An  exception 
was  made  in  the  case  of  seven  temporary  lightship  stations  established  and 
maintained  by  the  US  Navy  immediately  following  World  War  I.  These  supported  the 
Navy  mission  for  safe  return  of  troops  from  Europe  and  have  been  included  since 
they  were  allied  closely  with  our  existing  lightship  stations. 

The  lightship  stations  are  listed  consecutively  by  INDEX  number  from  001  through 
116  followed  by  the  seven  temporary  US  Navy  stations  117  through  123.  This 
sequence  produces  a  station  listing  which  runs  roughly  from  north  to  south  down 
the  Atlantic  coast,  from  east  to  west  along  the  Gulf  coast,  from  south  to  north 
up  the  Pacific  coast,  and  from  east  to  west  through  the  Great  Lakes,  ending  with 
the  Navy  stations  running  from  north  to  south  along  the  Atlantic  coast.  A 
locator  list  arranged  alphabetically  by  station  is  provided  for  convenience  in 
finding  the  desired  Index  number. 

The  material  consists  of  two  sheets  of  formatted  data  for  each  lightship 
station.  To  assist  the  user,  an  explanation  of  the  format  and  content  is 
provided  below. 

INDEX:  An  arbitrary  reference  number  for  convenience  in  identifying  and 
addressing  each  station  in  the  computer  data  file.  It  has  no  other 
significance. 

STATION  NAME:  This  gives  the  official  name  of  the  lightship  station.  The  most 
recent  name  is  given  first,  followed  by  any  earlier  name.  Multiple  names 
resulted  in  the  case  of  stations  which  were  relocated  or  renamed  to  better  serve 
the  same  purpose. 

ESTABLISHED,  DISCONTINUED,  YEARS  MAINTAINED:  Self-explanatory  items  summarizing 
the  length  of  service  of  the  station.  In  some  cases,  the  total  years  maintained 
does  not  reconcile  with  the  span  between  the  dates  established  and  discontinued 
because  several  stations  were  discontinued  then  re-established  at  a  later  date. 
Between  1820  and  1983,  116  lightship  stations  were  established  at  one  time  or 
another.  The  maximum  number  of  stations  reached  56  in  1909,  dropping  to  46  by 
1927,  and  to  30  in  1939.  Thereafter,  the  number  of  stations  continued  to 
decline,  until  the  last  station,  Nantucket,  was  discontinued  in  1983. 


LOCATION  AND  USAGE:  Provides  a  brief  description  of  the  general  geographic 
location,  and  the  purpose  served  by  the  lightship  station. 

LIGHTSHIPS  ASSIGNED:  Gives  a  chronological  listing  of  all  vessels  assigned  to 
mark  the  station.  The  listing  does  not,  of  course,  include  Relief  lightships 
which  may  have  been  placed  on  the  station  from  time  to  time.  Many  lightships 
were  withdrawn  from  station  and  replaced  by  buoys  in  the  wartime  period 
1942-1945.  The  lightships  withdrawn  served  the  Navy  as  examination  vessels, 
guard  ships,  and  net  tenders.  Effective  June  23,  1945,  all  examination  vessels 
and  guard  ships  were  discontinued,  and  although  some  were  replaced  by  "traffic 
vessels",  all  lightships  were  released  to  Coast  Guard  control,  and  made 
available  for  reactivating  the  lightship  stations.  Considerable  effort  was 
required  to  reinstall  illuminating  apparatus,  repaint  the  vessels  with  proper 
color  and  markings,  and  remove  any  armament  provided.  All  of  the  affected 
stations  were  reactivated  during  1945,  but  this  required  many  temporary 
assignments  and  swaps.  For  this  reason,  in  the  period  immediately  following 
World  War  II  there  may  be  some  inaccuracies  for  Atlantic  Coast  lightship 
assignments.  During  the  years  1945-1947,  descriptive  information  shown  in  Light 
Lists  does  not  always  coincide  with  known  characteristics  of  the  vessels  listed 
herein.  It  appears  that  Relief  or  other  lightships  may  have  been  used  at  random 
during  1945  to  temporarily  restore  service  on  those  stations  from  which  the 
assigned  vessel  had  been  withdrawn  in  1942.  In  the  absence  of  any  Coast  Guard 
records,  it  has  not  been  possible  to  accurately  resolve  these  discrepancies. 

STATION  POSITION:  Lists  the  latitude  and  longitude  of  the  lightship  station. 
The  coordinates  shown  were  drawn  from  a  variety  of  sources  including  Light 
Lists,  Notices  to  Mariners,  and  Nautical  Charts.  For  uniformity,  and  for  the 
convenience  of  those  who  might  be  interested  in  locating  the  former  stations  on 
a  chart,  all  positions  have  been  expressed  in  degrees  and  minutes  rounded  to  the 
nearest  tenth.  There  were  many  instances  where  positions  given  in  different 
sources  during  the  same  time  frame  did  not  coincide;  sometimes  with  substantial 
differences,  and  the  error  could  not  be  reconciled.  In  these  cases,  the  Light 
List  position  was  used.  Other  discrepancies  arise  due  to  changes  in  chart 
datums  which  have  taken  place  over  the  years,  and  to  the  early  practice  of 
referencing  longitude  to  other  than  the  Greenwich  meridian.  To  compensate  for 
some  of  the  inconsistencies,  and  to  eliminate  confusion  among  geographic 
coordinates,  a  bearing  and  distance  from  a  fixed  object  has  been  given  wherever 
possible.  Attempts  to  plot  some  of  the  early  lightship  positions  on  current 
charts  are  sometimes  disappointing.  Consideration  must  be  given  to  radical 
changes  in  hydrography  which  have  occurred  over  the  years.  This  is  particularly 
noticeable  for  the  Bay  and  Sound  stations  on  the  East  and  Gulf  coasts  where 
extreme  shoaling  has  taken  place.  By  the  very  nature  of  their  environment, 
lightships  were  veritable  targets  for  approaching  traffic.  There  are  150 
documented  instances  of  major  collisions  with  lightships  -  five  of  which 
resulted  in  loss  of  the  lightship.  Although  remedied  in  recent  years,  the 
practice  of  positioning  lightships  in  raid-channel  coupled  with  publications 
which  openly  encouraged  passing  close  aboard,  appears  to  have  been  a 
contributing  factor  in  many  of  these  collisions. 

STATION  REPLACED  BY:  Shows  the  aid  to  navigation,  if  any,  which  supplanted  the 
former  lightship  station. 

HISTORICAL  NOTES:  Significant  or  unusual  events  related  to  each  station. 


RECOGNITION  FEATURES  -  ILLUMINATION  AND  SIGNALING  SYSTEMS:  This  section  gives 
information  used  by  the  mariner  in  making  a  positive  identification  -  those 
singular  features  which  made  it  possible  to  distinguish  one  station  vessel  from 
another,  and  to  distinguish  the  lightship  from  other  vessels  or  navigational 
aids  in  the  vicinity.  At  a  distance,  the  early  schooner -type  light  vessels  were 
easily  confused  with  other  sailing  vessels,  making  it  difficult  to  get  reliable 
bearings.  Visual  aspects  of  the  lightships  -  the  relative  merits  of  various 
colors  for  the  hull, superstructure,  and  spars;  the  color  and  characteristics  of 
the  lights;  and  the  color  and  shape  of  daymarks  -  evolved  through  trial  and 
error,  expedience,  and  tradition.  Even  today,  little  is  known  from  a  scientific 
standpoint  about  the  actual  visual  effectiveness  of  such  information,  and  the 
Coast  Guard  has  long  been  involved  with  research  and  development  efforts  in  this 
area.  IF  NO  DATA  IS  ENTERED  UNDER  A  CAPTION  IN  THIS  SECTION,  IT  SIGNIFIES  THAT 
THE  CAPABILITY  OR  EQUIPMENT  REFERRED  TO  WAS  NOT  PROVIDED. 

HULL  COLOR:  Shows  the  paint  color  used  on  the  hull  of  the  vessel.  For  early 
lightvessels,  there  no  color  was  specified,  and  little  information  exists  on 
their  actual  color.  In  fact,  no  systematic  distinction  among  colors  for  buoys 
or  any  other  aids  to  navigation  was  made  until  the  1850s.  Many  of  the  early 
lightships  were  black  and  later,  as  will  be  seen,  a  variety  of  colors  were 
used.  In  most  cases  these  appear  to  have  been  selected  to  provide  best  contrast 
against  shoreline  features,  or  contrast  with  merchant  vessels.  Disregarding  a 
few  lightships  with  multicolored  checks  and  stripes;  red,  black,  gray  and 
various  shades  of  yellow  were  predominant  in  the  ISOOs.  Only  one  station  vessel 
is  known  to  have  been  green.  Gradually  red  and  black  came  to  the  fore  during 
most  of  the  1900s,  providing  the  same  lateral  significance  as  buoys  marking  the 
port  and  starboard  sides  of  channels.  The  Coast  Guard  adopted  and  implemented  a 
standard  color  scheme  for  all  lightships  in  1940  -  red  hull  with  white 
lettering,  white  superstructure,  and  buff-color  stack,  masts,  lantern  galleries, 
and  ventilators.  By  January  1941,  all  lightships  in  the  U.S.,  except  Ambrose 
and  Lake  Huron  used  this  standard  color  scheme.  Ambrose  was  changed  from  black 
to  red  in  1945  with  Huron  being  the  only  hold-out;  retaining  its  black  hull 
until  the  station  was  discontinued  in  1970. 

HULL  MARKING:  Shows  the  identification  lettered  on  the  sides  of  the  station 
vessel.  This  was  generally  the  station  name  sometimes  supplemented  with  the 
lightship's  hull  number.  These  vessel  numbers  sometimes  were  placed  on  both 
bows,  or  aft  at  the  quarters,  or  on  the  transom.  Occasionally  the  number  both 
preceded  and  followed  the  station  name.  Information  in  the  Light  Lists  on  the 
placement  of  these  numbers  was  often  at  odds  with  photographs  of  the  vessels. 
To  eliminate  confusion  in  the  information  shown  here,  when  numerals  precede  the 
station  name,  it  means  that  the  numbers  were  located  forward  of  the  station 
name,  e.g.  54  BOSTON  signifies  that  the  numbers  appeared  forward  of  the  station 
name  on  both  sides.  BOSTON  54  signifies  that  the  number  appears  aft  of  the 
station  name  on  both  sides,  and  54  BOSTON  54  would  indicate  that  the  vessel 
number  preceded  and  followed  the  station  name  on  both  sides.  In  some  cases, 
station  names  were  quite  lengthy,  for  example  NANTUCKET  NEW  SOUTH  SHOAL,  or 
CORNFIELD  POINT  LIGHT  VESSEL.  This,  coupled  with  the  numbers  dictated  rather 
small  lettering.  To  improve  the  visibility  of  the  lettering,  a  directive  issued 
in  1913  instructed  that  the  names  of  all  light  vessels  be  simplified  to  one 
word,  painted  in  large  letters. 

MASTS/DA YMARKS:  Shows  the  number  of  masts,  and  the  masthead  daymarks  which 


distinguished  the  station  vessel.  Where  the  term  "tubular"  is  given  under 
MASTS,  it  signifies  a  mast  of  2  1/2  foot  inside  diameter  or  larger,  sometimes 
permitting  access  to  lantern  from  below.  Daymarks  were  particularly  important 
from  early  years  until  the  mid  1920s,  permitting  the  lightship  to  stand  out  in  a 
crowd,  and  while  still  hull-down,  to  be  set  apart  from  other  vessels  or  terrain 
features  in  the  vicinity.  Most  of  the  lightship  daymarks  were  ball  shaped  - 
large  metal  hoops,  and  circular  or  oval  lattice  structures  to  reduce  wind 
resistance.  These  were  mounted  near  one  or  both  of  the  mastheads,  and  were 
painted  a  distinctive  color.  Occasionally  the  masthead  daymarks  were 
supplemented  with  an  elliptical  structure  on  the  jackstay  between  masts.  When 
acetylene  and  electric  lens  lanterns  came  into  common  use,  daymarks  as  such  were 
abandoned,  with  the  circular  lantern  galleries  providing  the  same  visual 
recognition. 

LIGHT  CHARACTERISTICS:  Gives  the  distinguishing  features  of  the  illumination 
provided  by  the  station  vessel.  Lights  shown  in  the  form  "2  FW  38ft"  signify 
one  white  light  on  each  mast,  both  shown  at  38  feet  above  water.  The  form  "2  FW 
25/45ft"  signifies  one  white  light  on  the  foremast  shown  at  28  feet  and  one 
white  light  on  the  mainmast  shown  at  45  feet.  The  form  "1  FR  +  1  FW  28/ 45ft" 
signifies  1  red  light  at  28  feet  on  the  foremast,  and  one  white  light  at  45  feet 
on  the  main.  Early  light  vessels  equipped  with  oil  lamps  showed  fixed  lights 
only  -  recognition  being  made  by  the  number  of  lights  shown,  their  relative 
height  above  water,  and  their  color.  Although  a  few  devices  were  used  with  oil 
lights  to  produce  a  flash  by  rotation  or  by  temporarily  obscuring  the  light, 
flashing  and  occulting  lights  did  not  find  widespread  use  on  lightships  until 
acetylene  lamps  were  adopted.  Acetylene  lamps  were  equipped  with  a  continuously 
burning  pilot  flame  and  a  solenoid  gas  valve  which  supplied  the  main  burner.  A 
clockwork  and  cam  device  located  below-deck  provided  electrical  impulses  which 
turned  the  masthead  gas  valve  off  and  on  to  provide  the  desired  duration  and 
frequency  of  flashes  or  occultations.  Acetylene  lamps  were  widely  used  on 
lightships  and  saw  service  well  into  the  1930s  when  electricity  became  the 
primary  illuminant.  Most  lightships  were  equipped  with  a  riding  light,  shown 
from  the  forestay  commencing  in  1923.  The  range  of  visibility  given  in  the 
earlier  Light  Lists  appears  to  be  more  wishful  thinking  than  fact.  The  listed 
12  mile  range  of  the  Sandy  Hook  lightship  in  the  1850s,  was  reported  by  mariners 
to  be  actually  about  4  miles  under  normal  conditions.  Ranges  given  here  are 
predominantly  the  geographic  range.  Some  Light  Lists  gave  both  geographic  and 
nominal  range,  while  the  roo?~e  recent  Lists  gave  only  the  nominal  range.  Many, 
if  not  most  of  the  lights  designated  as  Occulting  up  through  the  1930s  were 
actually  what  was  later  termed  Equal  Interval,  a  perfectly  understandable  terra 
now  changed  to  Isophase  by  some  jargon  mechanic. 

FOG  SIGNAL:  Lists  the  type  of  sound  signal  used  by  the  station  vessel  during 
periods  of  reduced  visibility.  The  earliest  lightships  to  have  any  fog  signal 
equipment  were  provided  with  large  bells,  struck  by  hand.  For  a  short  period  in 
the  1850s,  the  bells  were  supplemented  with  guns.  The  obvious  hazards  of  fire, 
from  storing  and  handling  explosive  materials  brought  a  rapid  end  to  these  small 
cannon.  Following  this  period,  in  1859  there  was  a  time  where  "bell  and  horn" 
signals  were  used.  The  Lighthouse  Board  directed  that  all  lightships  provide 
signals  in  thick  weather  by  alternately  striking  a  bell,  fallowed  by  rapid  horn 
blasts  -  the  sequence  to  be  repeated  at  five  minute  intervals.  The  horn  in  this 
case  was  similar  to  the  mechanically  operated  diaphragm  horns  used  on  fishing 
vessels.  Later,  this  double-barreled  approach  was  overtaken  by  "bell  or  horn" 
which  signified  an  either /or  capability.   Twelve  and  six  inch  chime  and  bell 


whistles  powered  by  steam  came  into  widespread  use  in  the  1890s  and  for  many 
years  were  the  most  common  fog  signal  used  on  lightships.  Whistles,  diaphragm 
horns  of  various  types,  sirens,  and  diaphones;  all  powered  by  steam  or 
compressed  air  found  widespread  use  in  the  1900s.  Steam  powered  fog  signals, 
although  effective  and  distinctive,  represented  an  enormous  fuel  requirement, 
particularly  for  the  coal  fired  lightships.  This  placed  a  burdensome  and 
expensive  resupply  requirement  on  tenders.  Steam  ultimately  gave  way  to 
compressed  air,  although  limited  use  was  made  of  electrically  operated  diaphragm 
horns  and  sirens.  Whistles  produce  sound  by  steam  or  compressed  air  forced 
through  a  circumferential  slot  into  a  cylindrical  resonating  chamber.  Diaphragm 
horns  produce  sound  by  a  disk  diaphragm  vibrated  by  steam,  compressed  air  or 
electricity.  Several  different  types  of  diaphragm  horns  were  used  on 
lightships,  but  by  far  the  most  common  was  the  17  inch  Leslie  Typhon.  A  few 
duplex  and  triplex  horns  were  used  to  produce  a  chime  signal.  Sirens  produce 
sound  by  the  passage  of  puffs  of  steam  or  air  through  either  a  rotating  slotted 
disk  or  cup-shaped  rotor.  Unlike  their  counterparts  found  on  fire  apparatus, 
the  marine  version  turned  at  constant  speed  and  produced  an  unwavering  tone  of 
low  pitch.  Diaphones  produce  sound  by  the  passage  of  puffs  of  steam  or  air 
through  slots  in  a  reciprocating  piston,  the  speed  of  the  to-and-fro  motion 
being  used  to  control  the  pitch.  Two  types  of  diaphone  were  used  on 
lightships.  The  first  produced  a  single  low  pitched  tone  which  ended  in  a 
characteristic  grunt.  The  second,  and  probably  most  familiar,  sounded  two 
separate  tones  of  different  pitch;  the  first  blast  of  higher  pitch  immediately 
followed  by  a  lower  pitch  blast,  each  of  about  one  second  duration.  For  persons 
who  have  never  experienced  any  of  these  fog  signals,  it  is  difficult  to  grasp 
the  magnitude  of  the  shock  wave  and  vibration  effects  produced  by  the  shattering 
roar  of  these  signals  at  close  range. 

SUBMARINE  SIGNALS:  Lists  any  submarine  signaling  devices  fitted  to  the  station 
vessel.  Submarine  bells  first  appeared  on  lightships  in  190G  and  continued  to 
see  service  until  1940.  The  device  consisted  of  a  very  thick  bell  shaped 
casting  with  an  internal  striker  operated  mechanically  or  by  compressed  gas. 
This  rig  was  suspended  over  the  side  below  the  ship.  A  distinctive  code  was 
assigned  to  each  station,  often  the  number  of  the  station  vessel,  and  this  code 
was  repeated  continuously.  For  example  the  code  (5-4)  would  consist  of  5 
strokes  about  1  second  apart,  a  pause,  then  4  strokes.  After  a  longer  pause, 
the  sequence  was  repeated.  Any  other  vessel  equipped  with  suitable  receiving 
gear  consisting  of  sensors  installed  forward  on  both  sides  of  the  hull  underbody 
could,  with  headphones,  detect  the  bell  signals  (more  like  clanks  or  clunks), 
and  get  a  crude  approximation  of  the  lightship's  relative  bearing  for  homing 
purposes.  These  underwater  signals  were  readily  detectable  at  ten  miles  or 
more,  and  distances  up  to  22  miles  have  been  reported.  Range  was  somewhat 
dependent  on  the  depth  of  water,  bottom  contour,  and  presence  of  shoals  or 
obstructions  in  the  receiving  path.  Audibility  also  depended  on  the  receiving 
vessel's  heading  relative  to  the  lightship,  being  greatest  when  headed  directly 
toward  the  lightship.  Signal  strength  decreased  sharply  as  the  angle  on  the  bow 
increased.  A  more  sophisticated  version  -  the  submarine  oscillator,  was 
introduced  about  1923,  and  ranges  up  to  40  miles  were  achievable  with  this 
system.  The  receiving  installation  was  expensive,  however,  and  this,  coupled 
with  increasing  availability  of  the  radiobeacon,  halted  further  use  of  submarine 
oscillators. 

RADIOBEACON:  Shows  the  capability  and  distinctive  code  signal  for  the  station 
vessel.  Radiobeacon  equipment  as  such  came  into  operational  use  in  this  country 


when  the  Ambrose  lightship  station  was  equipped  with  the  capability  in  1921. 
The  first  radio  beacons  were  called  radio  fog  signals,  being  activated  only 
during  periods  of  reduced  visibility.  These  used  spark  or  arc  type  transmitting 
equipment  operating  on  frequencies  just  below  the  broadcast  band.  When 
radiobeacons  came  into  use  in  the  present  low  frequency  beacon  band,  a  few  of 
the  radio  fog  signals  continued  in  operation.  Early  radio  beacons  operated  only 
at  specified,  scheduled  times  which  were  given  in  the  Light  Lists.  Later,  with 
the  advent  of  vacuum  tube  transmitters  in  the  mid  1920s,  the  beacons  operated 
continously  or  were  sequenced  with  a  group  of  other  stations  to  provide  bearing 
and  position  fixing  capability  on  a  24  hour  basis.  Early  in  the  scheme  of 
things,  radiobeacon  transmissions  were  synchronized  with  the  lightship's  fog 
signal  to  provide  means  for  determining  both  distance  and  bearing.  By  the  early 
1930s  practically  all  lightship  stations  could  serve  as  distance  finding 
stations. 

VISUAL  AND  RADIO  CALL  SIGNS:  These  give  the  call  signs  assigned  for  identifying 
the  lightship  station.  Visual  call  signs  using  the  International  Code  of 
Signals  were  assigned  to  lightship  stations  in  1912,  except  for  the  Great  Lakes 
stations  which  did  not  display  visual  identification  signals  until  the  Coast 
Guard  era.  The  signals  consisted  of  a  three  or  four  letter  flag  hoist  required 
to  be  displayed  to  all  approaching  vessels,  or  upon  request.  Initially  the 
visual  call  differed  from  the  radio  call,  but  in  later  years,  both  calls  were 
made  identical.  The  first  lightship  radio  call  signs  consisted  of  two  letters 
assigned  by  the  Navy.  These  were  supplanted  later  by  three  and  four  letter 
calls  assigned  first  by  the  Bureau  of  Standards  and  thereafter  by  the  Federal 
Communications  Commission.  Radio  equipment  on  lightships  initially  was 
supplied,  installed,  and  operated  by  Navy  personnel  until  responsibility  was 
taken  over  by  the  Lighthouse  Service  in  the  1920s.  Although  experiments  with 
radio  aboard  lightships  had  been  conducted  earlier,  the  first  radio  installation 
placed  in  operational  service  occurred  in  1904  at  the  Nantucket  Shoals  station. 
During  1918-1919,  radio  capability  was  added  at  practically  all  lightship 
stations, but  only  the  most  important  seacoast  stations  maintained  a  continuous 
radio  watch  for  accepting  messages  other  than  distress  calls  from  passing 
vessels.  All  others  maintained  listening  watch  on  a  scheduled  basis  only,  with 
the  schedule  being  published  in  Light  Lists.  By  the  mid  1920s,  radio  had  been 
discontnued  on  most  all  of  the  "inside"  bay,  sound,  and  harbor  lightship 
stations  due  primarily  to  the  considerable  salary  and  wages  requirement  for 
operator  and  maintenance  personnel.  Lightship  radio  call  signs  were 
restructured  and  reassigned  several  times  between  1920  and  1939  and  this 
presented  a  rather  confusing  situation  until  a  separate  call  was  assigned 
permanently  to  identify  each  station  regardless  of  which  vessel  marked  the 
station.  In  1940,  the  Coast  Guard  assigned  new  visual  and  radio  call  signs, 
using  the  same  radio  call  and  flag  hoist  to  identify  the  lightship  station,  and 
a  separate  set  of  calls  for  communication  when  off  station.  Even  though  the 
station  had  radio  capability,  the  call  signs  were  often  not  shown  in  Light  Lists 
except  for  those  stations  which  were  authorized  to  "receive  messages  of 
importance  in  the  maintenance  of  aids  to  navigation  or  other  urgent  matters." 
For  such  messages,  the  listening  watch  aboard  lightships  was  normally  limited  to 
the  period  0800  -  2000. 

RACON:  These  are  radar  transponders  which,  when  triggered  by  a  distant  radar, 
transmit  a  Morse  character  which  is  displayed  on  the  radar  screen  of  the 
approaching  "vessel  at  the  precise  location  of  the  RACON.  Nantucket  Shoals  was 
the  only  lightship  station  to  be  provided  with  this  capability. 


ABBREV  IAT  IOlNrJE 


LIGHTS 

F  -  FIXED:  a  continuous  steady  light 

Fl   -   FLASHING:   a   single    flash   at    regular    intervals;   duration   of    light 
always  less  than  the  period  of  darkness 

Gp    Fl    -    GROUP    FLASHING:    groups    of    two    or    more    flashes    at    regular 
intervals 

Occ  -  OCCULTING:  a   fixed    light  eclipsed  at   regular    intervals;  duration 
of  light  always  greater  than  the  period  of  darkness 

Gp  Occ   -   GROUP   OCCULTING:    a    fixed    light   with   groups    of   two   or   more 
eclipses  at  regular  intervals 

S-L    -    SHORT-LONG    FLASHING:    a    flash    composed    of    a    dot-dash     (Morse 
character  "A")  repeated  at  regular  intervals 

G  -  GREEN 

R  -  RED 

W  -  WHITE 

(Many  of  the  lights  classed  by  the  Lighthouse  Service  as  Occulting  were  actually 
equal  intervals  of  light  and  darkness) 

FOG  SIGNALS 

Horn  -  DIAPHRAGM  HORN:  includes  all  types 

2T  -  TWO  TONE:  alternate  blasts  of  higher  and  lower  pitch 

Chime  -  a  blast  composed  of  high  and  low  tones  produced  simultaneously 

(1/60)  -  One  blast  sounded  every  60  seconds 

(2V30  -  group  of  two  blasts  sounded  every  30  seconds 

SUBMARINE  SIGNAL  CODES 

(7-4)  -  groups  of   bell  strokes  or  oscillator  tones  repeated  at  regular 
intervals;  in  this  example,  7  strokes  followed  by  4  strokes 

RADIQBEACQN/RACON  CODES 

(-.-)  -  groups  of  Morse  dots  and  dashes  repeated  at  specified  intervals; 
in  this  example  the  Morse  character  "K" 

(HLLH)  -  groups  of  high  (H)  and  low  (L)  tones  repeated  at  specified 
inter va Is 


OTHER  ABBREVIATIONS  USED 

deg.  -  degrees  measured  from  True  North,  (used  here  to  avoid  a 
cumbersome  process  required  for  producing  a  degree  symbol) 

LB  -  lighted  buoy 

LBB  -  lighted  bell  buoy 

LHB  -  lighted  horn  buoy 

LNB  -  large  navigational  buoy 

LVB  -  lighted  whistle  buoy 

mi.  -  miles   (all  distances  in  Nautical  miles  except  on  Lakes  where 
Statute  miles  are  used) 

PA  -  position  approximate;  used  here  in  cases  where  the  records  gave 
latitude/ longitude  coordinates  only  to  the  nearest  whole  minute 


LOCATOR     L  ISTS 


STAT  IONS  MA  INT  A INED  BY  U  .S.  L IGHTHOUSE  SERV  ICE  AND  COAST  GUARD 

Alphabetically  by  Station  Name 

Geographically  by  Index  Number 

Years  Maintained 

TEMPORARY  STATIONS  MAINTAINED  BY  U.S.   NAVY 

Alphabetically  by  Station  Name 
Geographically  by  Index  Number 


ALPHABETICAL  LOCATOR 


STATION  NAME 


Ambrose  Channel  (NY) 
Atchafalaya  Bay  (LA) 
Ballard  Reef 
Bar  Point  Shoal 
Barnegat  (NJ ) 
Bartlett  Reef  (CT) 
Bishop  and  Clerks  (MA) 
Blunts  Reel  (CA) 
Boston  (MA) 
Bowlers  Rock  (VA) 
Brandywine  Shoal  (DE) 
Brant  Island  Shoal  (NO 
Brenton  Reef  (RI) 
Brunswick  (GA) 
Buffalo  (NY) 
Bush  Bluff  (VA) 
Buzzards  Bay  (MA) 
Calibouge  Sound  (SO 
Cape  Charles  (VA) 
Cape  Elizabeth  (ME) 
Cape  Hatteras  (NO 
Cape  Lookout  Shoals  (NO 
Carysfort  Reef  (FL) 
Charleston  (SO 
Chesapeake  (VA) 
Choptank  River  (MD) 
Columbia  River  (OR) 
Combahee  Bank  (SO 
Cornfield  Point  (CT) 
Craney  Island  (VA) 
Cross  Rip  (MA) 
Dames  Point  (FL) 
Delaware  (DE) 
Diamond  Shoal  (NO 
Eel  Grass  Shoal  (CT) 
Eleven  Foot  Shoal  (MI) 
Fenwick  Island  Shoal  (DE) 
Fire  Island  (NY) 
Fishing  Rip  (SO 
Five  Fathom  Bank  (NJ) 
Fourteen  Foot  Bank  (DE) 
Frying  Pan  Shoal  (NO 
Galveston  (TX) 
Grays  Reef  (MI) 
Great  Round  Shoal  (MA) 
Grosse  Point  (MI) 
Handkerchief  (MA) 
Harbor  Island  (NO 
Heald  Bank  (TX) 
Hedge  Fence  (MA) 
Hen  and  Chickens  (MA) 
Hog  Island  (RI) 


ESTABLISHED   DISCONTINUED   INDEX 


1908 

1967 

026 

1849 

1859 

089 

1883 

1899 

103 

1893 

1919 

.  100 

1927 

1969 

028 

1835 

1933 

021 

1856 

1858 

010 

1905 

1971 

094 

1894 

1975 

002 

1835 

1868 

047 

1823 

1850 

032 

1831 

1863 

061 

1853 

1962 

017 

1907 

1929 

077 

1912 

1918 

098 

1891 

1918 

041 

1954 

1961 

016 

1855 

1869 

074 

1888 

1928 

038 

1903 

1912 

001 

1824 

1827 

064 

1905 

1933 

065 

1825 

1852 

080 

1894 

1933 

069 

1928 

1965 

038 

1870 

1872 

053 

1892 

1979 

095 

1859 

1868 

070 

1856 

1957 

022 

1820 

1859 

042 

1852 

1963 

Oil 

1857 

1861 

079 

1960 

1970 

035 

1897 

1966 

064 

1849 

1884 

019 

1893 

1936 

115 

1888 

1933 

036 

1896 

1942 

024 

1863 

1869 

073 

1837 

1972 

030 

1876 

1886 

033 

1854 

1964 

066 

1849 

1906 

092 

1891 

1936 

111 

1890 

1932 

006 

1887 

1911 

104 

1858 

1951 

009 

1836 

1867 

060 

1905 

1936 

091 

1908 

1933 

013 

1866 

1954 

015 

1886 

1901 

018 

ALPHABETICAL  LOCATOR 


STAT I OH  JAMB 


ESTABLISHED   D I SCOHT I HUBD   INDEX 


Hoopers  Straight  <MD) 
Horseshoe  Shoal  (NO 
Janes  Island  (MD) 
Key  Vest  <FL) 
Lake  Huron  MI) 
Lake  St  Clair  (MI) 
Lansing  Shoal  (MI) 
Lime  Kiln  Crossing  North 
Lime  Kiln  Crossing  South 
Long  Shoal  (NO 
Lower  Cedar  Point  (MD) 
Mackinaw  Straights  (MI) 
Martin  Reef  (MI) 
Martins  Industry  (SO 
Merrills  Shell  Bank  (LA) 
Milwaukee  (WI ) 
Minots  Ledge  (MA) 
Nantucket  New  South  Shoal 
Nantucket  Shoals  (MA) 
Neuse  River  (NO 
New  Orleans  (LA) 
Nine  Foot  Shoal  (NO 
North  Manitou  Shoal  (MI) 
Northeast  End  (NJ) 
Northeast  Pass  (LA) 
Northwest  Passage  (FL) 
Okracoke  Channel  (NO 
Overfalls  (DE) 
Peshtigo  Reef  (WI) 
Poe  Reef  (MI) 
Pollock  Rip  (MA) 
Pollock  Rip  Shoals  (MA) 
Pollock  Rip  Slue  (MA) 
Portland  (ME) 
Ram  Island  (CT) 
Rattlesnake  Shoal  (SO 
Roanoke  Island  (NO 
Roanoke  River  (NO 
Royal  Shoal  (NO 
San  Francisco  (CA) 
Sand  Key  (FL) 
Sandy  Hook  (NY) 
Savannah  (GA) 
Scotland  (NJ) 
Ship  Shoal  (LA) 
Shovelful  Shoal  (MA) 
Simmons  Reef  (MI) 
Smith  Point  (VA) 
Smith  Point  (VA) 
South  Pass  (LA) 
Southeast  Shoal  (OH) 
Southwest  Pass  (LA) 


(MA) 


1827 
1851 
1853 

1893 
1912 
1900 
1893 
1893 
1825 
1825 
1832 
1909 
1839 
1847 
1912 
1851 
1854 
1892 
1828 
1965 
1827 
1910 
1882 
1820 
1838 
1852 
1898 
1906 
1893 
1849 
1902 
1913 
1912 
1886 
1854 
1835 
1835 
1826 
1898 
1846 
1823 
1922 
1891 
1849 
1852 
1891 
1821 
1895 
1894 
1901 
1912 


1867 
1870 
1867 

1970 
1939 
1928 
1910 
1910 
1867 
1867 
1851 
1927 
1922 
1860 
1932 
1860 
1892 
1983 
1862 
1971 
1859 
1935 
1932 
1823 
1854 
1859 
1961 
1936 
1929 
1969 
1913 
1923 
1975 
1925 
1894 
1861 
1866 
1867 
1971 
1853 
1908 
1964 
1962 
1859 
1916 
1900 
1868 
1897 
1933 
1910 
1918 


052 
067 
049 
082 
105 
104 
114 
102 
101 
057 
050 
108 
107 
072 
083 
113 
003 
007 
007 
063 
087 
062 
112 
029 
084 
082 
058 
031 
116 
106 
004 
005 
005 
001 
020 
069 
056 
055 
059 
093 
081 
026 
076 
027 
088 
008 
110 
048 
048 
085 
099 
086 


ALPHABETICAL  LOCATOR 


STAT I OH  HAKE 


St  Helena  Bar  (SO 
St  Johns  River  <FL) 
Stonehorse  Shoal  (MA) 
Stratford  Shoal  (CT) 
Succonnessett  Shoal  (MA) 
Swlftsure  Bank  (WA) 
Tail  of  the  Horseshoe  (VA) 
Thirty  Five  Foot  Channel  (VA) 
Trinity  Shoal  (LA) 
Tuckernuck  Shoal  (MA) 
Tybee  Island  Knoll  (GA) 
Umatilla  Reef  (VA) 
Upper  Cedar  Point  (MD) 
Upper  Middle  (DE) 
Vineyard  Sound  (MA) 
Wades  Point  Shoal  (NO 
White  Shoal  (MI) 
Willoughbys  Spit  (VA) 
Windmill  Point  (VA) 
Winter  Quarter  Shoal  (VA) 
Wolf  Trap  (VA) 
Wolf  Trap  (VA) 
Wreck  of  Oregon  (NY) 
Wreck  of  Scotland  (NJ) 
Wreck  of  Scotland  (NJ) 
Wreck  of  Weehawken  (SO 
York  Spit  (VA) 


ESTABLISHED   DISCOHTIHUED   IHDEX 


1833 

1859 

071 

1929 

1954 

078 

1916 

1963 

008 

1837 

1877 

023 

1854 

1912 

012 

1909 

1961 

097 

1900 

1922 

039 

1908 

1919 

043 

1881 

1894 

090 

1828 

1852 

011 

1848 

1880 

075 

1898 

1971 

096 

1821 

1867 

051 

1823 

1875 

034 

1847 

1954 

014 

1826 

1855 

054 

1891 

1909 

109 

1821 

1872 

040 

1834 

1869 

046 

1874 

1960 

037 

1821 

1870 

045 

1893 

1895 

045 

1886 

1886 

025 

1868 

1870 

027 

1874 

1891 

027 

1865 

1872 

068 

1855 

1870 

044 

GEOGRAPHICAL  LOCATOR 


INDEX 


STATION  NAME 


ESTABLISHED   DISCONT I NUED 


001  Cape  Elizabeth  (ME)  1903 

001  Portland  (ME)  1912 

002  Boston  (MA)  1894 

003  Mlnots  Ledge  (MA)  1851 

004  Pollock  Rip  (MA)  1849 

005  Pollock  Rip  Shoals  (MA)  1902 

005  Pollock  Rip  Slue  (MA)  1913 

006  Great  Round  Shoal  (MA)  1890 

007  Nantucket  New  South  Shoal  (MA)   1854 

007  Nantucket  Shoals  (MA)  1892 

008  Shovelful  Shoal  (MA)  1852 

008  Stonehorse  Shoal  (MA)  1916 

009  Handkerchief  (MA)  1858 

010  Bishop  and  Clerks  (MA)  1856 

011  Cross  Rip  (MA)  1852 

011  Tuckernuck  Shoal  (MA)  1828 

012  Succonnessett  Shoal  (MA)  1854 

013  Hedge  Fence  (MA)  1908 

014  Vineyard  Sound  (MA)  1847 

015  Hen  and  Chickens  (MA)  1866 

016  Buzzards  Bay  (MA)  1954 

017  Brenton  Reef  (RI)  1853 

018  Hog  Island  (RI)  1886 

019  Eel  Grass  Shoal  (CT)  1849 

020  Ram  Island  (CT)  1886 

021  Bartlett  Reef  (CT)  1835 

022  Cornfield  Point  (CT)  1856 

023  Stratford  Shoal  (CT)  1837 

024  Fire  Island  (NY)  1896 

025  Wreck  of  Oregon  (NY)  1886 

026  Ambrose  Channel  (NY)  1908 

026  Sandy  Hook  (NY)  1823 

027  Scotland  (NJ)  1891 
027  Wreck  of  Scotland  (NJ )  1868 

027  Wreck  of  Scotland  (NJ)  1874 

028  Barnegat  (NJ)  1927 

029  Northeast  End  (NJ)  1882 

030  Five  Fathom  Bank  (NJ)  1837 

031  Overfalls  (DE)  1898 

032  Brandywine  Shoal  (DE)  1823 

033  Fourteen  Foot  Bank  (DE)  1876 

034  Upper  Middle  (DE)  1823 

035  Delaware  (DE)  1960 

036  Fenwick  Island  Shoal  (DE)  1888 

037  Winter  Quarter  Shoal  (VA)  1874 

038  Cape  Charles  (VA)  1888 

038  Chesapeake  (VA)  1928 

039  Tail  of  the  Horseshoe  (VA)  1900 

040  Willoughbys  Spit  (VA)  1821 

041  Bush  Bluff  (VA)  1891 

042  Craney  Island  (VA)  1820 

043  Thirty  Five  Foot  Channel  (VA)    1908 


1912 

1975 

1975 

1860 

1969 

1913 

1923 

1932 

1892 

1983 

1916 

1963 

1951 

1858 

1963 

1852 

1912 

1933 

1954 

1954 

1961 

1962 

1901 

1884 

1925 

1933 

1957 

1877 

1942 

1886 

1967 

1908 

1962 

1870 

1891 

1969 

1932 

1972 

1961 

1850 

1886 

1875 

1970 

1933 

1960 

1928 

1965 

1922 

1872 

1918 

1859 

1919 


GEOGRAPHICAL  LOCATOR 


IJDEX 

044 
045 
045 
046 
047 
048 
048 
049 
050 
051 
052 
053 
054 
055 
056 
057 
058 
059 
060 
061 
062 
063 
064 
064 
065 
066 
067 
068 
069 
069 
070 
071 
072 
073 
074 
075 
076 
077 
078 
079 
080 
081 
082 
082 
083 
084 
085 
086 
087 
088 
089 
090 


STAT I OH  FAME 


York  Spit  (VA) 
Wolf  Trap  <VA) 
Volf  Trap  <VA) 
Windmill  Point  <VA) 
Bowlers  Rock  (VA) 
Smith  Point  (VA) 
Smith  Point  (VA) 
Janes  Island  (MD) 
Lower  Cedar  Point  (MD) 
Upper  Cedar  Point  (MD) 
Hoopers  Straight  (MD) 
Choptank  River  (MD) 
Wades  Point  Shoal  (NO 
Roanoke  River  (NO 
Roanoke  Island  (NO 
Long  Shoal  (NO 
Okracoke  Channel  (NO 
Royal  Shoal  (NO 
Harbor  Island  (NO 
Brant  Island  Shoal  (NO 
Nine  Foot  Shoal  (NO 
Neuse  River  (NO 
Cape  Hatteras  (NO 
Diamond  Shoal  (NO 
Cape  Lookout  Shoals  (NO 
Frying  Pan  Shoal  (NO 
Horseshoe  Shoal  (NO 
Wreck  of  Weehawken  (SO 
Charleston  (SO 
Rattlesnake  Shoal  (SO 
Combahee  Bank  (SO 
St  Helena  Bar  (SO 
Martins  Industry  (SO 
Fishing  Rip  (SO 
Calibouge  Sound  (SO 
Tybee  Island  Knoll  (GA) 
Savannah  (GA) 
Brunswick  (GA) 
St  Johns  River  (FL) 
Dames  Point  (FL) 
Carysfort  Reef  (FL) 
Sand  Key  (FL) 
Key  West  (FL) 
Northwest  Passage  (FL) 
Merrills  Shell  Bank  (LA) 
Northeast  Pass  (LA) 
South  Pass  (LA) 
Southwest  Pass  (LA) 
New  Orleans  (LA) 
Ship  Shoal  (LA) 
Atchafalaya  Bay  (LA) 
Trinity  Shoal  (LA) 


ESTABLISHED   DISCONTINUED 


1855 

1870 

1821 

1870 

1893 

1895 

1834 

1869 

1835 

1868 

1821 

1868 

1895 

1897 

1853 

1867 

1825 

1867 

1821 

1867 

1827 

1867 

1870 

1872 

1826 

1855 

1835 

1866 

1835 

1861 

1825 

1867 

1852 

1859 

1826 

1867 

1836 

1867 

1831 

1863 

1827 

1859 

1828 

1862 

1824 

1827 

1897 

1966 

1905 

1933 

1854 

1964 

1851 

1870 

1865 

1872 

1894 

1933 

1854 

1894 

1859 

1868 

1833 

1859 

1839 

1922 

1863 

1869 

1855 

1869 

1848 

1880 

1922 

1964 

1907 

1929 

1929 

1954 

1857 

1861 

1825 

1852 

1846 

1853 

1838 

1854 

1847 

1860 

1820 

1823 

1894 

1933 

1912 

1918 

1965 

1971 

1849 

1859 

1849 

1859 

1881 

1894 

GEOGRAPHICAL  LOCATOR 


INDEX 

091 
092 
093 
094 
095 
096 
097 
098 
099 
100 
101 
102 
103 
104 
104 
105 
106 
107 
108 
109 
110 
111 
112 
113 
114 
115 
116 


STATION  NAME 


Heald  Bank  (TX) 
Galveston  <TX) 
San  Francisco  (CA) 
Blunts  Reef  (CA) 
Columbia  River  (OR) 
Umatilla  Reef  (WA) 
Swiftsure  Bank  (VA) 
Buffalo  (NY) 
Southeast  Shoal  (OH) 
Bar  Point  Shoal 
Lime  Kiln  Crossing  South 
Lime  Kiln  Crossing  North 
Ballard  Reef 
Grosse  Point  (MI ) 
Lake  St  Clair  (MI) 
Lake  Huron  MI ) 
Poe  Reef  (MI) 
Martin  Reef  (MI) 
Mackinaw  Straights  (MI) 
White  Shoal  (MI) 
Simmons  Reef  (MI) 
Grays  Reef  (MI ) 
North  Manitou  Shoal  (MI) 
Milwaukee  (WI ) 
Lansing  Shoal  (MI) 
Eleven  Foot  Shoal  (MI) 
Peshtigo  Reef  (WI ) 


ESTABLISHED   DISCONTINUED 


1905 

1936 

1849 

1906 

1898 

1971 

1905 

1971 

1892 

1979 

1898 

1971 

1909 

1961 

1912 

1918 

1901 

1910 

1893 

1919 

1893 

1910 

1893 

1910 

1883 

1899 

1887 

1911 

1912 

1939 

1893 

1970 

1893 

1929 

1909 

1927 

1832 

1851 

1891 

1909 

1891 

1900 

1891 

1936 

1910 

1935 

1912 

1932 

1900 

1928 

1893 

1936 

1906 

1936 

YEARS  KA I ETA I FED 
YEARS  STAT  IOJ  FAME 


144  Ambrose  Channel  (Sandy  Hook)  (NY) 

135  Cross  Rip  (Tuckernuck  Shoal)  (MA) 

135  Five  Fathom  Bank  (NJ) 

129  Nantucket  Shoals  (Nantucket  New  South  Shoal)  (MA) 

120  Pollock  Rip  (MA) 

110  Frying  Pan  Shoal  (NO 

109  Brenton  Reef  (RI) 

10?  Vineyard  Sound  (MA) 

101  Cornfield  Point  (CT) 

101  Stonehorse  (Shovelful  Shoal)  (MA) 

98  Bartlett  Reef  (CT) 

93  Handkerchief  (MA) 

90  Scotland  (Wreck  of  Scotland)  (NJ) 

88  Hen  &  Chickens  (MA) 

87  Columbia  River  (OR) 

86  Winter  Quarter  Shoal  (VA) 

83  Martins  Industry  (SO 

81  Boston  (MA) 

79  Charleston  (Rattlesnake  Shoal)  (SO 

77  Chesapeake  (Cape  Charles)  (VA) 

73  Lake  Huron  (MI) 

73  San  Francisco  (CA) 

73  Umatilla  Reef  (WA) 

72  Diamond  Shoal  (Cape  Hatteras)  (NO 

72  Portland  (Cape  Elizabeth)  (ME) 

66  Blunts  Reef  (CA) 

63  Overfalls  (DE) 

62  Swiftsure  Bank  (WA) 

58  Succonnessett  Shoal  (MA) 

57  Galveston  (TX) 

52  Upper  Middle/Cross  Ledge  (DE) 

51  Lake  St  Clair  (Grosse  Point)  (MI) 

51  Willoughby's  Spit  (VA) 

51  Wolf  Trap  (VA) 

50  Northeast  End  (NJ ) 

49  Smith  Point  (VA) 

46  Fire  Island  (NY) 

46  Upper  Cedar  Point  (MD) 

45  Fenwlck  Island  Shoal  (DE) 

45  Grays  Reef  (MI) 

43  Eleven  Foot  Shoal  (MI) 

42  Barnegat  (NJ 

42  Great  Round  Shoal  (MA) 

42  Long  Shoal  (NO 

42  Lower  Cedar  Point  (MD) 

42  Savannah  (GA) 

41  Royal  Shoal  (NO 

40  Hoopers  Straight  (MD) 

40  Stratford  Shoal  (CT) 

39  Craney  Island  (VA) 

39  Ram  Island  (CT) 

39  South  Pass  (LA) 


YEARS  MAINTAINED 
YEARS  STATION  FAKE 


36  Poe  Reef  (MI) 

35  Eel  Grass  Shoal  (CT) 

35  Windmill  Point  <VA) 

34  Neuse  River  (NO 

33  Bowlers  Rock  (VA) 

32  Brant  Island  Shoal  <NC) 

32  Nine  Foot  Shoal  (NO 

32  Tybee  Island  Knoll  (GA) 

31  Harbor  Island  (NO 

31  Heald  Bank  (TX) 

31  Roanoke  River  (NO 

29  Peshtigo  Reef  (VI) 

29  Wades  Point  Shoal  (NO 

28  Cape  Lookout  Shoals  (NO 

27  Brandywine  Shoal  (DE) 

27  Bush  Bluff  (VA) 

27  Carysfort  Reef  (FL) 

27  Lansing  Shoal  (MI) 

26  Bar  Point  Shoal 

26  Roanoke  Island  (NO 

25  Hedge  Fence  (MA) 

25  North  Manitou  (MI) 

25  St  Johns  River  (FL) 

22  Brunswick  (GA) 

22  Tail  of  the  Horseshoe  (VA) 

21  Pollock  Rip  Slue  (Pollock  Rip  Shoals)  (MA) 

21  St  Helena  Bar  (SO 

20  Milwaukee  (WI) 

19  Horseshoe  Shoal  (NO 

19  Mackinaw  Straights  (MI) 

18  Martin  Reef  (MI) 

18  White  Shoal  (MI) 

17  Lime  Kiln  Crossing  North 

17  Lime  Kiln  Crossing  South 

16  Northwest  Passage  (Key  West)  (FL) 

15  Hog  Island  (RI) 

15  York  Spit  (VA) 

14  Calibouge  Sound  (SO 

14  Janes  Island  (MD) 

13  Merrills  Shell  Bank  (MS) 

13  Trinity  Shoal  (LA) 

11  Thirty  Five  Foot  Channel  (VA) 

10  Atchafalaya  Bay  (LA) 

10  Delaware  (DE) 

10  Fourteen  Foot  Bank  (DE) 

10  Ship  Shoal  (LA) 

9  Combahee  Bank  (SO 

9  Minots  Ledge  (MA) 

9  Simmons  Reef  (MI) 

9  Southeast  Shoal 

7  Buzzards  Bay  (MA) 

7  Okracoke  Channel  (NO 


YEARS  MAIHTAI1TED 

YEARS  STATION  HA  ME 

7  Sand  Key  <FL) 

7  Wreck  of  Veehawken  (SO 

6  Ballard  Reef 

6  Buffalo  (NY) 

6  Dames  Point  (FL) 

6  Fishing  Rip  (SO 

6  New  Orleans  (LA> 

6  Southwest  Pass  (LA) 

3  Northeast  Pass  (LA) 

2  Bishop  &  Clerks  (MA) 

1  Choptank  River  (MD) 

1  Wreck  of  Oregon  (NY) 


NAVY  -  ALPHABETICAL 

STATION  NAME ESTABLISHED 

Boston  Approach 
Charleston  Approach 
Chesapeake  Bay  Approach 
Chesapeake  Bay  Approach 
Delaware  Bay  Approach 
New  York  Approach  #1 
New  York  Approach  #2 


1919 

1919 

117 

1918 

1919 

123 

#1   1918 

1919 

121 

#2   1918 

1919 

122 

1918 

1919 

120 

1918 

1919 

118 

1918 

1919 

119 

FAVY  -  GEOGRAPHICAL 

IHDEX  STAT  I  OH  HAME ESTABL 

117  Boston  Approach 

118  New  York  Approach  #1 

119  New  York  Approach  #2 

120  Delaware  Bay  Approach 

121  Chesapeake  Bay  Approach  #1 

122  Chesapeake  Bay  Approach  #2 

123  Charleston  Approach 


1919 

1919 

1918 

1919 

1918 

1919 

1918 

1919 

1918 

1919 

1918 

1919 

1918 

1919 

STAT  IOJNT     LISTINGS 


INDEX:  001 

STATION  NAME:  Portland  (ME) 

Station  named  Cape  Elizabeth  1903-1912  then  renamed  Portland 

ESTABLISHED:  1903  Mar  7    DISCONTINUED:  1975  YEARS  MAINTAINED:  72 

LOCATION  &  USAGE: 

In  150  feet,  about  5  mi  southeasterly  from  Cape  Elizabeth,  marking  the 
approaches  to  Portland  harbor.   (5.0  mi  -  121  deg.  from  present  Cape  Elizabeth 
Light  tower) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1903-1931  LV  74  1903-1975  43  31.6  -  70  05.5  in  150ft 

1931-1942  LV  90/VAL  514 

1942-1945  (marked  by  buoy  WWII) 

1945-1952  LV  90/WAL  514 

1952-1969  LV  111  WAL  533 

1969-1971  LV  114/WAL  536 

1971-1975  WLV  612 


STATION  REPLACED  BY:  Portland  Lighted  Horn  Buoy  "P"  (LNB) 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  broke  adrift  or  dragged  off  station  5  times  in 

severe  weather 

-1942  Lightship  withdrawn,  station  marked  by  buoy 

-1945  Jun  23,  Examination  Vessel  (LV  112/WAL  534)  discontinued  and  "traffic 

vessel  established  6600  yards  -  016  degrees  from  Portland  Head  Light  to  insure 

orderly  traffic  control" 

-1945  Sept  29,  station  reestablished  and  lightship  replaced  on  station  after 

being  withdrawn  in  1942 


STATION:   (001)  Portland  (ME) 

RECOGNITION  FEATURES 


ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1903-1975  Red 


HULL  MARKING: 

1903-1912  74  CAPE  ELIZABETH  74,  white 
1912-1975  PORTLAND,  white 


MASTS: 

1903-1975  2  masts 


DAYMARKS: 

1903-1918  2  circular,  red 

1918-1931  1  circular,  red,  foremast 

1931-1975  Lantern  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 


1903-1918  1 
1918-1937  1 
1937-1942  1 
1945-1952  1 
1952-1971  1 
FOG  SIGNAL: 
1903-1933 
1933-1945 
1945-1971 


FR  +  1  FV  33/45ft  llmi/12mi 
Occ  V  2sec  70ft  llmi 
Occ  V  6sec  70ft  14mi 
Occ  V  6sec  70ft  14mi 
Occ  V  6sec  65ft  14mi 


1971-1975  1  Gp  Fl  W  (2)  55ft  24mi 


12"  steam  Whistle  (l/30sec) 
17"  steam  Horn  (l/30sec) 
air  Horn  (l/30sec) 

1971-1975  air  Diaphone  2T/30sec 
SUBMARINE  SIGNALS: 

1907-1930  Bell,  coded  (7-4)/33sec 


RADIO  BEACON: 

1926-1930  coded  (-. . ) 
1930-1975  coded  (-.-) 


VISUAL  CALL  SIGN: 
1912-1931  BALV 
1931-1940  WPB 
1940-1975  NNBT 


RADIO  CALL  SIGN: 
1919-1923  NAMS 
1940-1975  NNBT 


(disc.  1923) 


RACON:  None 


REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-During  1942-1945,  station  was  marked  by  Portland  LWB  " P" ,  Red, 

16ft  9mi.  Lightship  replaced  on  station  Sep  29,  1945 
-Illurainants:  1903-1912,  oil;  1912-1931,  acetylene;  1931-1975, 


Occ  W  6sec, 


electricity 


INDEX:  002 

STATION  NAME:  Boston  (MA) 


ESTABLISHED:  1894  Oct  1 


DISCONTINUED:  1975 


YEARS  MAINTAINED:  81 


LOCATION  &  USAGE: 

Reference  mark  for  Boston  harbor  approaches.  Originally  in  84  feet  about  6 
miles  ESE  of  Boston  Light  with  Long  Island  Head  Light  in  range,  and  3.2  mi 
002  deg.  from  Minots  Ledge  Light. 


1/4 


LIGHTSHIPS  ASSIGNED: 
1894-1940  LV  54/VAL  502 
1940-1942  LV  81/WAL  507 
1942-1943  (marked  by  buoy  WWII) 
1943-1946  LV  54/VAL  502 
1946-1951  LV  81/WAL  507 
1951-1962  LV  85/WAL  510 
1962-1972  LV  118/VAL  539 
1972-1975  VLV  189 


STATION  POSITIONS  <N  Lat  -  V  Long): 


1894-1900  42  19.4 

1900-1943  42  20.4 

1943-1945  42  21. 4 

1945-1973  42  20. 4 

1973-1975  42  22.7 


70  45. 1  in  84ft 

70  45.5  in  108ft 

70  43.2  in  144ft 

70  45.5  in  108ft 

70  47. 0  in  98ft 


(1900  Jan  9,  moved  1  mi  -  348  deg.  to 

mark  better  water  following  the  stranding 

of  the  SS  ULTONIA  on  the  rocks  off 

Point  Allerton) 

(1943  moved  1.8  mi  -  056  deg.  temporarily 

during  WWII) 

(1973  moved  2.9  mi  -  292  deg.  to  conform 

with  the  traffic  separation  scheme  for 

the  approaches  to  Boston  Harbor) 


STATION  REPLACED  BY:  Boston  Lighted  Horn  Buoy  "B"  (LNB) 


HISTORICAL  NOTES: 

-There  was  one  instance  of  the  station  vessel  being  blown  or  dragged  off  station 

in  severe  weather.  There  were  two  collisions  with  the  station  vessel,  and  many 

accounts  of  minor  bumps  and  sideswipes. 

-1915  Apr,  lightship  rammed  by  SS  QUANTICO 

-1919  The  USN  minesweeper  EAST  HAMPTON,  fitted  out  as  a  temporary  lightship  was 

stationed  16.4  mi  -  072  deg  from  the  Boston  station  Jan-May  1919  near  the 

northeast  end  of  Stellwagen  Bank  to  facilitate  return  of  troops  from  Europe 

-1935  Dec  20,  lightship  rammed  by  British  SS  SEVEN  SEAS  SPRAY;  LV  54  was  holed 

at  the  waterline.  Crew  stuffed  bags  of  coal  into  the  gash  to  remain  afloat  until 

towed  into  drydock  by  tender  ARBUTUS 

-1945  Jun  23,  Examination  Vessel  discontinued  and  "traffic  vessel  established 

off  entrance  to  North  Channel  to  insure  orderly  traffic  control" 

-For  many  years,  Mr  James  Dean  of  Brookline  and  Cohasset ,  a  president  of  the 

Boston  Stock  Exchange  and  avid  yachtsman,  had  delivered  Sunday  papers  to  the 

lightship,  weather  permitting.  At  his  death  in  1942,  his  will  placed  $10,000  in 

trust,  its  income  to  be  used  for  delivery  of  all  Boston  Sunday  newspapers  to  the 

lightship  on  the  Boston  station. 


STATION:   (002)  Boston  (MA) 

RECOGNITION  FEATURES 

HULL  COLOR: 

1894-1975  Red 


ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  MARKING: 

1894-1913  54  BOSTON,  white 
1913-1975  BOSTON,  white 


MASTS: 

1894-1914  2 

1914-1940  1 

1940-1942  2 


1943-1946  1 
1946-1975  2 


DAYMARKS: 

1894-1914  2  red,  oval 

1914-1940  red  gallery 

1940-1942  galleries 


LIGHTS 
1894 
1914 
1920 
1940 
1943 

FOG  SI 
1894 
1915 
1940 
1943 

SUBMAR 
1907 
1937 
1939 

RADIO 
1923 
1936 


FR    38ft    11.5nii 

FV    48ft 

Fl  W  3sec  40ft  12mi 
V  3sec  65ft  14mi 
W  3sec  40ft  12mi 


1946- 

-1962 

1 

Fl 

V 

3sec  65ft 

14rai 

1962- 

1972 

1 

Fl 

V 

3sec  53ft 

14  mi 

1972- 

-1975 

1 

Fl 

V 

3sec  65ft 

14mi 

Fl 
Fl 


SHOWN  (Number,  Characteristic,  Height,  Visibility) 
-1914 

1921 

-1940 

-1942 

-1946 

GNAL: 

-1915  12"  steam  Whistle  (l/60sec) 
-1940  air  Siren 
-1942  air  Diaphone  2T/20sec 
-1946  air  Diaphone  (l/20sec) 
INE  SIGNALS: 

-1937  Bell,  coded  (5-4)/18sec 
-1939  Oscillator  coded  (5-5)/90sec 
-1942  Oscillator  coded  (5)/20sec 
BEACON: 

1936  RBN  coded  (-. ) 

1975  RBN  coded  ( — .  .  ) 


1943-1946  1  gallery 
1946-1975  galleries 


1946-1951  air  Diaphone  2T/20sec 
1951-1975  air  Diaphone  (l/20sec) 


VISUAL  CALL  SIGN: 
1912-1931  BAGY 
1931-1940  WPO 
1940-1975  NNBC 


RADIO  CALL  SIGN: 
1919-1925  NADX 
1931-1940  WPO 
1940-1975  NNBC 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-During  1942-1943  station  was  marked  by  Boston  LWB  " B" ,  Red,  Fl  W  3sec 

16ft  9mi. 
-Vessel  assignment  shown  for  1943-1946  may  be  in  error,  however,  Light  Lists 

for  this  period  show  a  single  masted  vessel  on  station.  LV  54  fits  that 

description  and  was  on  hand  in  First  District,  whereas  the  regular  station 

vessel  LV  81  was  in  the  Fifth  District  1942-1945. 
-Illuminants:  1894-1914,  oil;  1914-1920,  incandescent  oil  vapor;  1920-1929, 

acetylene;  1929-1975,  electricity 


INDEX:  003 

STATION  NAME:  Minots  Ledge  (MA) 

ESTABLISHED:  1851  Apr  18   DISCONTINUED:  1860  Nov  15   YEARS  MAINTAINED:  9 

LOCATION  &  USAGE: 

Southerly  from  the  entrance  to  Boston  Harbor,  the  station  was  located  seaward 
(0.8  ml  -  360  deg.  )  from  Minots  Ledge  Light  to  serve  as  a  temporary  replacement 
for  the  steel  skeleton  lighthouse  destroyed  during  a  storm  in  1851.  Lightship 
station  was  maintained  until  the  present  granite  Minots  Ledge  Light  had  been 
constructed  and  activated 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1851-1854  "N"  1851-1860   42  17.0  -  70  45.6 

1854-1860  LV  7 

(1851  Apr  18  -  May  22,  pending  arrival  of  the  assigned  lightship,  the  station 
was  temporarily  marked  by  the  Boston  tugboat  R  B  FORBES 
(1854  Nov  3,  LV  7  replaced  "N") 


STATION  REPLACED  BY:   Station  no  longer  needed  when  Minots  Ledge  Light 
was  re-activated 

HISTORICAL  NOTES: 

-The  first  vessel  assigned  to  the  station  was  formerly  stationed  at  Brandywine 
Shoal  in  Delaware  Bay,  and  since  lightships  at  that  time  were  not  numbered,  the 
vessel  continued  to  be  referred  to  as  "old  Brandywine"  while  at  Minots  Ledge 


STATION:  (003)  Minots  Ledge  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1851-1854  Black 
1854-1860  Cream 


HULL  MARKING: 

1851-1854  No  markings 
1854-1860  MINOTS  LEDGE  In  black 


MASTS:  DAYMARKS: 

1851-1860  2  masts  1851-1854  None 

1854-1860  2  red,  circular 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1851-1854  1  FV  38ft 
1854-1860  2  FW  42ft  12mi 


FOG  SIGNAL: 

1854-1860  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS:  Illuminant:  oil 


INDEX:  004 

STATION  NAME:  Pollock  Rip  (MA) 


ESTABLISHED:  1849 


DISCONTINUED:  1969 


YEARS  MAINTAINED:  120 


LOCATION  &  USAGE: 

Initially  located  at  the  junction  of  the  natural  Pollock  Rip  and  Pollock  Rip 
Slue  channels,  8.3  mi  -  159  deg.  from  Chatham  Light,  and  about  4  1/2  mi  east  of 
Monomoy  Point.  Used  as  a  guide  for  transiting  the  "Monomoy  Passage"  which 
accessed  the  eastern  end  of  Nantucket  Sound.  The  route  was  heavily  used  by 
coastwise  shipping  to  avoid  an  offshore  passage  seaward  of  Nantucket  Shoals,  but 
was  subject  to  prolonged  periods  of  heavy  fog  in  spring  and  summer  months. 
Station  discontinued  for  a  short  time  in  1923,  then  reestablished  about  2  1/4 
miles  northeast  of  the  original  station.  Channel  is  now  seldom  used  commercially 
due  to  extreme  shoaling.    (see  also  005,  Pollock  Rip  Slue) 


LIGHTSHIPS  ASSIGNED: 

1849-1875  LV  2 

1875-1877  LV  40 

1877-1892  LV  42 

1892-1923  LV  47 

1923  (Feb  16-Oct  16,  discontinued) 

1923-1924  LV  73/VAL  503 

1924-1942  LV  110/VAL  532 

1942-1945  (marked  by  buoy) 

1945-1947  LV  110/VAL  532 

1947-1958  VLV  196 

1958-1969  LV  114/VAL  536 


STATION  POSITIONS  (N 

Lat  - 

V 

Long) : 

1849-1863 

41  32. 5  - 

69  53. 

1 

1863-1870 

41  32. 1  - 

69  54. 

8 

1870-1889 

41  32. 1  - 

69  55. 

1 

1899-1923 

41  32. 3  - 

69  54. 

6 

in  39ft 

1923-1926 

41  34.5  - 

69  53. 

2 

1926-1969 

41  36. 1  - 

69  51. 

1 

in  60ft 

(1863  moved  1.3  mi  -  253  deg.) 
(1870  moved  0.2  mi  -  270  deg.) 
(1889  moved  0.4  mi  -  340  deg.) 
(1899  moved  0.6  mi  -  111  deg.) 
(1923  Feb  16,  discontinued;  reestablished 

Oct  16  2.4  mi  -  025  from  former  location, 

replacing  Pollock  Rip  Slue) 
(1926  Oct  26,  moved  seaward  2.2  mi  -  045) 


STATION  REPLACED  BY:  Original  station  replaced  by  spar  buoy,  since  discontinued. 
Final  station  replaced  Lighted  Horn  Buoy  "PR",  relocated  in  1988 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  22  times 

in  severe  weather  conditions 

-There  were  30  recorded  collisions  with  the  lightship  on  station;  the  impact  of 

one  on  Dec  5,  1895  being  sufficient  to  knock  the  crew  off  their  feet  and  shatter 

all  16  lamp  chimneys 

-1887  Apr  2,  station  vessel  blown  60  miles  to  sea  during  gale;  off  station  for  a 

period  of  13  days 

-1892  Fog  signal  operated  1146  hours  during  the  year 

-1898  Nov  27,  station  vessel  blown  to  sea;  later  picked  up  and  towed  to  Delaware 

Bay  by  a  passing  steamer.  Off  station  14  days 

-1909  Dec  1,  station  vessel  dismasted  and  severely  damaged  in  collision  with 

4-masted  schooner  KATHERINE  PERRY 

-1915  Jun  8,  station  vessel  rescued  and  accommodated  6  fisherman  lost  and  adrift 

in  fog  for  3  days  from  the  schooner  VASHAKIE 

-1924  Mar  11/12,  vessel  heavily  damaged  by  boarding  seas  during  easterly  gale 

-1935  Sep  16,  lightship  crew  rescued  3  USCG  aviators  from  their  amphibian 

aircraft  which  had  crashed  while  attempting  to  land  nearby  in  heavy  seas 


STATION:   <004)  Pollock  Rip  (MA) 
RECOGNITION  FEATURES 


ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1849-1354  Not  found 
1854-1969  Red 


HULL  MARKING: 

1849-1881  None  listed 
1889-1892  42  POLLOCK  RIP  42,  white 
1892-1913  47  POLLOCK  RIP  47,  white 
1913-1969  POLLOCK,  white 


MASTS : 

DAYMARKS: 

1849-1969 

2  masts 

1849- 

1877 

1S77- 

1924 

1924- 

1969 

LIGHTS  SHOWN  (Number,  Characteristic,  He 

lght, 

1849-1876 

1  FW  45ft  12mi 

1924 

1876-1892 

2  FR  45ft  13mi 

1945 

1892-1918 

2  FR  37ft  11. 5mi 

1947 

1919-1923 

2  FV  llmi/8rai 

1958 

1923-1924 

1  FV+1  FR  llrai/8mi 

FOG  SIGNAL: 

1849- 

Bell 

1937 

1863-1876 

Bell , Horn, Gun 

1945 

1881-1882 

Air  Siren 

1947 

1882-1937 

12"  steam  Whistle 

(l/30sec) 

1958 

SUBMARINE  S 

[GNALS: 

1910-1919 

Bell,  coded  (4-7) 

1919-1923 

Bell,  coded  (5) 

1924-1930 

Bell,  coded  (3)/10 

sec 

1  Red,  hoop  iron 

2  Red,  circular 
Gal ler ies 

Visibility) : 

-1942  1  Occ  W  5sec  65ft 

-1947  1  Occ  W  5sec  65ft 

-1958  1  Occ  W  5sec  57ft 

-1969  1  Occ  W  5sec  69ft 


14mi 
14mi 
14mi 
14mi 


1942  17"  steam  Horn  (l/30sec) 
■1947  17"  steam  Horn  (l/30sec) 

1958  air  Diaphone  (l/30sec) 
■1969  17"  air  Horn  (l/30sec) 


RADIO  BEACON: 

1928-1969  coded 


VISUAL  CALL  SIGN: 

1912-1923  BAFN 

1923-1931  BAEK 

1931-1940  WPQ 

1940-1969  NNBS 

RACON: 


RADIO  CALL  SIGN: 
1919-1923  NANS 
1923-1925  NAFT 
1925-1931  WWAG 
1931-1940  WPQ 
1940-1969  NNBS 


REMARKS: 

-1892  Nov  1,  vessels  marking  Pollock  Rip  and  Great  Round  Shoal  were  exchanged 
during  the  same  day.  Details  of  color  and  marking  changes  not  found. 
-Riding  light  shown  from  forestay  1923  and  thereafter 
-During  1942-1944  station  marked  by  Pollock  Rip  LWB  "PR",  Red,  Occ  W  5sec, 

16ft  9mi,  and  during  1944-1945  marked  by  Pollock  Rip  LWB  "PR",  Red,  Fl  W  6sec 

16ft  9rai .  Lightship  replaced  on  station  Jun  9  1945 
-llluminants:  1849-1920,  oil;  1920-1923,  acetylene;  1924-1969,  electricity 


INDEX:  005 

STATION  NAME:  Pollock  Rip  Slue  (MA) 

Named  Pollock  Rip  Shoals  1-902-1913;  renamed  Pollock  Rip  Slue  1913  Aug  19. 

ESTABLISHED:  1902  Jan  20   DISCONTINUED:   1923  Oct  17   YEARS  MAINTAINED:  21 

LOCATION  &  USAGE: 

Pollock  Rip  Shoals  station  was  established  as  a  guide  for  transiting  the  Slue 
channel  after  shoaling  at  its  north  end  resulted  in  many  collisions  and 
groundings.  Located  4.4  mi  -147  deg.  from  Chatham  Light,  it  was  renamed  Pollock 
Rip  Slue  in  1919  then  moved  south  in  1923  to  mark  the  entrance  to  a  new  dredged 
channel.  Shortly  thereafter,  the  station  was  renamed  Pollock  Rip 

(see  also  004  Pollack  Rip) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1902-1923  LV  73/WAL  503  1902-1923   41  36.7  -  69  53.8  in  46ft 

1923-1923   41  34.5  -  69  53.2  in  53ft 

(1923  Feb  16,  station  moved  2.2  miles  170  degrees,  off  entrance  to  new  Pollock 
Rip  dredged  channel.  On  Oct  16,  Slue  station  renamed  Pollock  Rip.   See  also 
004  Pollock  Rip) 


STATION  REPLACED  BY:  No  further  need  for  an  aid  to  navigation  at  the  original 
position.  Second  position  marked  by  Pollock  Rip  Entrance  lighted  whistle  buoy  PS 

HISTORICAL  NOTES: 

-Assigned  vessel  was  blown  adrift  in  severe  weather  on  2  occasions  and  one 

collision  was  recorded 

-1913  Jun  8,  lightship  crew  rescued  and  accomodated  2  fishermen,  lost  and  adrift 

in  fog  for  3  days  from  their  schooner  WASHAKIE 
-1921  Feb  20,  during  northeast  gale  gusting  to  75mph,  boarding  seas  demolished 
the  whaleboat,  smashed  the  after  skylight,  broke  the  steering  wheel  and  washed 
binnacle  and  compass  overboard 

-1923  Officers  and  crew  of  lightship  commended  for  rescue  of  2  men  lost  and 
adrift  from  fishing  schooner  ROB  ROY  on  Apr  30 


STATION:   (005)  Pollock  Rip  Slue  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1902-1923  Red 


HULL  MARKING: 

1902-1913  73  POLLOCK  RIP  SHOALS  73,  white 
1913-1923  SLUE,  white 


MASTS:  DAYMARKS: 

1902-1923  2  roasts  1902-1923  2  red,  circular 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1902-1923  1FW  +  1FR  30ft/42ft  10ini/12mi 


FOG  SIGNAL: 

1902-1923  12"  steam  Whistle  (l/15sec) 


SUBMARINE  SIGNALS: 

1907-1923  Bell,  coded  (7-3) 
1923-1923  Bell,  coded  (3) 

RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1923  BAEK  1918-1923  NAFT 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  Apr  16,  until  station  discontinued 
-Illuminants:  1902-1920,  oil;  1920-1923,  acetylene 


INDEX:  006 

STATION  NAME:  Great  Round  Shoal  (MA) 

ESTABLISHED:  1890  Oct  10   DISCONTINUED:  1932 


YEARS  MAINTAINED:  42 


LOCATION  &  USAGE: 

Located  5.8  mi  -  084  degrees  from  Great  Point  Light,  Nantucket;  on  the  south 
side  of  the  channel.  Served  as  a  reference  mark  to  assist  in  making  a  required 
course  change  in  transiting  Great  Round  Shoal  Channel  which  accessed  Nantucket 
and  the  eastern  end  of  Nantucket  Sound.  Although  slightly  longer  than  the  , 
passage  via  Pollock  Rip  Channel,  deeper  draft  could  be  accommodated  and  the 
route  was  less  demanding  in  terms  of  hazards  and  abrupt  course  changes.  In 
earlier  times,  the  route  was  widely  used  by  commercial  fishermen  and  coastwise 
freight  and  passenger  shipping,  but  at  present  there  is  little  commercial 
traffic  through  Nantucket  Sound 


LIGHTSHIPS  ASSIGNED: 


1890-1891 
1891-1892 
1892-1913 
1913-1918 
1918-1923 
1923-1932 


Relief  LV  9 

LV  47 

LV  42 

LV  86/WAL  511 

LV  66 

LV  86/VAL  511 


(1890-1891  Relief  LV  9  temporarily 
marked  the  station  pending  completion 
of  LV  47) 


STATION  POSITIONS  <N  Lat  -  V  Long): 
1890-1891   41  24.4  -  69  54.5 
1891-1932   41.24.2  -  69  54.9  in  72ft 

(1891  moved  0.4  mi  -  236  deg.  so  that 
channel  could  be  entered  from  seaward 
with  lightship  and  Great  Point  Light 
in  range) 


STATION  REPLACED  BY:  Improved  buoyage  marking  Great  Round  Shoal  channel.  A  can 
buoy  is  near  the  former  lightship  station 


HISTORICAL  NOTES: 

-Assigned  vessel  was  blown  adrift  once  and  2  collisions  were  recorded  with 

passing  vessels 

-1891  Fog  signal  in  operation  856  hours  during  the  year 

-1895  Hand  operated  fog  bell  had  to  be  used  Jul  1  -  Oct  1  due  to  boiler  failure 

-1900  Jun  15,  station  vessel  damaged  by  fire  caused  by  explosion  of  the 

vaporizer  used  in  starting  the  kerosene  driven  fog  signal  machinery 


STATION:   (006)  Great  Round  Shoal  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1890-1891  Red 

1892-1923  Lead  color 

1923-1932  Black 

HULL  MARKING: 

1890-1891  RELIEF  NO. 9,  white  1918-1932  GREAT  ROUND,  white 

1892-1907  GREAT  ROUND  SHOAL,  black 

1907-1913  42  GREAT  ROUND  SHOAL  42,  black 

1913-1914  86  GREAT  ROUND  SHOAL  86,  black 

1914-1918  GREAT  ROUND,  black 
MASTS: 

1890-1932  2  masts 


AYMARKS: 
1890-1891  2  red,  hoop 

1891-1923  2  lead  color,  circular 

1923-1932  black  galleries 

ic,  Height,  Visibility): 

1923-1929  1  Occ  V  lOsec  50ft 

12mi 

1929-1932  1  Occ  W  lOsec  67ft 

14  mi 

LIGHTS  SHOWN  (Number,  Character 

1890-1891  2  FV  40ft  ll.Srai 

1891-1892  2  FV  37ft 

1892-1913  2  FV  45ft  12mi 

1913-1918  2  FV  50ft  12mi 

1918-1923  1  Occ  V  2sec  50ft  12mi 
FOG  SIGNAL: 

1890-1891  Bell  1918-1932  12"  steam  Vhistle  (l/60sec) 

1891-1895  12"  steam  Vhistle  (l/60sec) 

1895-1907  10"  steam  Vhistle  (l/60sec) 

1907-1918  10"  air  Vhistle  (l/60sec) 
SUBMARINE  SIGNALS: 

1910-1932  Bell,  coded  (2)/7sec 

RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1932  BAFK  1918-1923  NAJJ  (disc.  1923) 


RACON: 

REMARKS: 

-Station  marked  temporarily  by  RELIEF  LV  9  during  1890-1891 

-1892  Nov  1,  vessels  marking  Pollock  Rip  and  Great  Round  Shoal  were  exchanged 

same  day,  details  of  color  and  marking  changes  not  found 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1890-1918,  oil;  1918-1923,  acetylene;  1923-1932,  electricity 

-1929,  electric  lights  in  masthead  galleries  installed  on  LV  86 


INDEX:  007 


STATION  NAME:  Nantucket  Shoals  (MA) 
1854-1896  Nantucket  New  South  Shoal 
1896-1983  Nantucket  Shoals 
(commonly  referred  to  as  "South  Shoal") 
ESTABLISHED:  1854  Jun  15   DISCONTINUED: 


1983  Dec  20   YEARS  MAINTAINED:  129 


LOCATION  &  USAGE: 

Marked  the  southern  extremity  of  the  extensive  shoals  which  make  out  south  and 
east  from  Nantucket  Island.  Served  as  a  primary  leading  mark  for  both 
coastwise  and  trans-Atlantic  traffic.  Located  variously  at  distances  from  20  to 
50  miles  from  the  nearest  land.  Repositioned  several  times  to  provide  a  greater 
safety  margin  from  shoal  areas,  and  to  conform  to  changes  in  the  international 
traffic  lanes.  One  of  the  most  exposed  lightship  stations  in  the  world.  The  last 
of  the  US  lightship  stations  to  be  discontinued 


LIGHTSHIPS  ASSIGNED: 

1854-1855  LV  11 

1856-1892  LV  1 

1892-1894  LV  54/WAL  502 

1894-1896  LV  58 

1896-1907  LV  66 

1907-1923  LV  85/VAL  510 

1923-1931  LV  106/WAL  528 

1931-1934  LV  117 

1934-1936  LV  106/WAL  528 

1936-1942  LV  112/VAL  534 

1942-1945  (marked  by  buoy  WWII) 

1945-1958  LV  112/WAL  534 

1958-1960  WLV  196 

1960-1975  LV  112/WAL  534 

1975-1983  WLV  612  (Nantucket  I) 

1979-1983  WLV  613  (Nantucket  II) 

(LV  71  temporarily  marked  the  station 

STATION  REPLACED  BY: 

Nantucket  Shoals  lighted  horn  buoy  "  N' 


STATION  POSITIONS  (N  Lat  -  W  Long): 

69  51. 5  in  80ft 
69  49. 4 

69  56. 0  in  108ft 
69  37. 1  in  180ft 
69  18.5  in  180ft 
69  28. 0  in  192ft 


-  135  deg. ) 

-  209  deg. ) 

-  122  deg. ) 

-  090  deg. ) 

-  226  deg. ) 


1854-1884 

40  56. 

5 

1884-1892 

40  54. 

9 

1892-1896 

40  46. 

0 

1896-1946 

40  37. 

0 

1946-1955 

40  37, 

0 

1955-1983 

40  30. 

0 

(1884  move 

d  2.3  mi 

(1892  move 

d  10.2 

mi 

(1896  move 

d  16.  9 

mi 

(1946  move 

d  14.  1 

mi 

(1955  moved  10.1  mi 


1906  Jan  19  -  Mar  7) 
(LNB)  at  40-30N   69-26W 


HISTORICAL  NOTES: 

-Vessels  marking  this  station  were  blown  adrif 
in  severe  weather. 

-There  were  2  collisions  with  vessels  marking 
-Two  vessels  marking  the  station  were  sunk  at 
-1855  Feb,  assigned  vessel  blown  ashore  at  Man 
-1905  Dec  11,  while  marking  the  station,  Relie 
severe  weather  and,  while  being  towed  in  by  th 
abandoned  and  sank  about  18  mi  NW  of  the  stati 
-1934  Jan  6,  assigned  vessel  sideswiped  in  hea 
-1934  May  15,  assigned  vessel  rammed  and  sunk 
sister  to  the  TITANIC.  Four  lightship  crewmen 
died  later  from  exposure  and  injuries 
-1945  After  being  withdrawn  from  station  1942, 
station  Jun  30,  1945  using  Relief  vessel;  then 
Aug  23,  1945 


t  or  dragged  off  station  29  times 

the  station 

or  near  the  station 

tank,  Long  Island;  later  repaired 

f  LV  58  developed  leaks  during 

e  tender  AZALEA,  the  lightship  was 

on 

vy  fog  by  SS  WASHINGTON 

on  station  by  British  SS  OLYMPIC, 

went  down  with  the  ship  and  three 

lightship  reestablished  on 
replaced  with  assigned  vessel 


w 

(2) 

lOsec  67ft 

14mi 

V 

(2) 

lOsec  55ft 

14mi 

STATION:   (007)  Nantucket  Shoals  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1854-1983  Red 


HULL  MARKING: 

1854-1856  None  listed  1896-1907  66  NANTUCKET  SHOALS  66,  white 

1856-1889  NANTUCKET  SHOALS,  white  1907-1913  NANTUCKET  SHOALS,  white 

1889-1892  NANTUCKET  NEW  SOUTH  SHOAL  NO.l,  white      1913-1983  NANTUCKET,  white 
1892-1894  54  NANTUCKET  NEW  SOUTH  SHOAL,  white 
1894-1896  58  NANTUCKET  NEW  SOUTH  SHOAL,  white 

MASTS:  DAYMARKS: 

1854-1983  2  masts  1854-1896  2  red  1923-1983  galleries 

1896-1907  2  galleries    (signal  yard  on  each 
1907-1923  2  red  mast  1936-1958) 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1854-1892  2  FW  44ft  12mi  1960-1975  Gp  Fl 

1892-1896  2  FW  39ft  11.5mi  1975-1983  Gp  Fl 

1896-1907  2  Occ  W  15sec  57ft  13mi 

1907-1936  Occ  W  15sec  65ft  14mi 

1936-1960  Gp  Fl  W  (3)  9sec  65ft  14mi 
FOG  SIGNAL: 

1854-1856  Bell,  Guns  "when  necessary"    1936-1969  air  Diaphone  2T/15sec 

1856-188?  Bell  &  Horn  1969-1983  air  Diaphone  2T/30sec 

1887-1992  Bell  or  Horn 

1892-1936  12"  steam  Whistle  (l/30sec) 
SUBMARINE  SIGNALS: 

1907-1923  Bell,  coded  (6) 

1923-1936  Oscillator,  coded  (6-6)/90sec 

1936-1942  Oscillator,  coded  (3)/15sec 
RADIO  BEACON: 

1923-1960  RBN  coded  ( ) 

1934  Low  power  proximity  beacon  added 

1960-1975  RBN  coded  ( -)  (OT) 

1975-1983  RBN  coded  (-.  ...)  (NS) 

VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1931  BAFE  1904-      PI 

1931-1940  WPS  1919-1925  NLA 

1940-1983  NNBN  1925-1931  WWAH 

1931-1940  WPS 
1940-1983  NNBN 
RACON:  1982-1983  coded  (-.  ) 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-During  1942-1945  station  marked  by  LWB  "NS" ,  Red,  Fl  W  lOsec  16ft  9mi 
-Lightship  showed  400,000cp  light  1969-1975,  nominal  range  23mi 
-Nominal  range  of  light  1975-1983,  23mi 
-Illuminants:  1854-1896,  oil;  1896-1983,  electricity 

-US  Nautical  Magazine  and  Naval  Journal  of  Nov  1855  states  that  the  "new 
vessel"  (LVD  was  "to  be"  marked  SOUTH  SHOALS.  Whether  this  was  done  is  not 
clear  as  subsequent  Light  Lists  show  markings  as  given  above. 


INDEX:  008 

STATION  NAME:  Stonehorse  Shoal  (MA) 


Named  Shovelful  Shoal  1852^1916,  then  renamed  Stonehorse  Shoal. 

to  locally  as  Butlers  Hole 

ESTABLISHED:  1852  DISCONTINUED:  1963  YEARS  MAINTAINED 


Also  referred 
101 


LOCATION  &  USAGE: 

About  1/2  mile  off  the  southern  end  of  Monomoy  Point,  at  the  eastern  end  of 
Nantucket  Sound.  Positioned  to  mark  a  course  change  required  when  using  Pollock 
Rip  Channel.  Originally  the  channel  was  entered  from  seaward  with  Pollock  Rip 
and  Shovelful  lightships  in  range,  however  this  route  was  later  blocked  by 
shoaling,  and  the  Northeast  or  Slue  channel  had  to  be  used  until  replaced  in 
1923  by  a  dredged  channel.  Station  was  relocated  several  times  due  to  shoaling 
and  changes  in  the  configuration  of  the  channel. 


LIGHTSHIPS  ASSIGNED: 
1852-1916  LV  3 
1916-1923  LV  5 
1924-1934  LV  47 
1934-1951  LV  53/WAL  501 
1951-1963  LV  101/WAL  524 

(Lightship  was  not  withdrawn 
during  WWII) 


STATION  POSITIONS 
1852-1870  41  31.9 
1870-1898  41-32.2 
1898-1919  41-32.5 
1919-1963  41-32.8 


(N  Lat  -  V  Long) : 

-  70  00.5 

-  69  59. 3 

-  69  59. 3  in  78ft 

-  69  59. 1  in  84ft 


(1870  moved  0.9  mi  -  072  deg.) 
(1898  moved  0.3  mi  -  360  deg.) 
(1919  moved  0.3  mi  -  027  deg.) 


STATION  REPLACED  BY:  Lighted  Horn  Buoy,  since  discontinued.  Pollock  Rip  Channel 
Lighted  Buoy  8  is  close  to  the  former  lightship  station 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  stations  5  times 
in  severe  weather,  and  14  collisions  with  the  lightship  were  recorded  during 
the  period  1852-1916 


STATION:   (008)  Stonehorse  Shoal  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1852-  Green 

1889-1916  Black,  white  band 

1916-1940  Black 

1940-1963  Red 
HULL  MARKING: 

1852-1889  none  listed 

1889-1901  SHOVELFUL  NO. 3,  white 

1901-1913  SHOVELFUL  NO. 3,  black 

1916-1963  STONEHORSE,  white 

MASTS: 

1852-1934  2  masts 

1934-1951  1  tubular  mast 

1951-1963  1  tubular  +  jigger 


LIGHTS  SHOWN  (Number,  Characteristic,  H 

1852-1881 

1  FV  40ft  12mi 

1 

1881-1916 

1  FR  40ft  11.5mi 

1916-1920 

1  FV  39  ft 

1920-1934 

1  Occ  V  4sec  60ft 

12mi 

1934-1951 

1  Occ  V  4sec  48ft 

12mi 

FOG  SIGNAL: 

1852- 

Bell 

1916- 

-1923 

1863- 

Bel 1 , Horn, Gun 

1924- 

1934 

1881-1891 

Bell  &  Horn 

1934- 

1940 

1891-1916 

Bell  or  Horn 

1940- 

1963 

SUBMARINE  SIGNALS: 

1924-1934 

Bell,  coded  (5)/12sec 

DAYMARKS: 

1852-1863  1  Green  ball 
1863-1916  1  Red  hoop 
1916-1923  2  black 


Height,  Visibility): 
1-1963  1  Occ  V  4sec 


1924-1934  1  black 
1934-1963  gallery 


50ft  12mi 


8"  air  Whistle 
10"  steam  Whistle 
air  Diaphone  (l/15sec) 
air  Diaphone  2T/15sec 


RADIO  BEACON: 

1937-1963  RBN  coded  (HL) 


VISUAL  CALL  SIGN: 

1912-1937  BAEP 

1937-1940  WWBZ 

1940-1963  NNBX 


RADIO  CALL  SIGN: 
1919-1922  NANT 
1940-1963  NNBX 


(disc.  1922) 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1852-1920,  oil;  1920-1930,  acetylene;  1930-1963,  electricity 


INDEX:  009 

STATION  NAME:  Handkerchief  <MA) 


ESTABLISHED:  185S  Oct  1 


DISCONTINUED:  1951 


YEARS  MAINTAINED:  93 


LOCATION  &  USAGE: 

Located  near  the  eastern  end  of  Nantucket  Sound,  guarding  the  extensive 

Handkerchief  Shoal  and  serving  as  a  reference  mark  for  the  western  entrance  to 

the  Pollock  Rip  Channel.  Moored  about  4.5  miles  SSV  of  Monomoy  Point  and 

5  miles  northerly  from  Great  Point  Nantucket.  In  earlier  times  the  lightship 

was  an  important  junction  mark  for  traffic  passing  through  Nantucket  Sound  by 

both  the  Main  Channel  and  the  North  Channel 


LIGHTSHIPS  ASSIGNED: 
1858-1916  LV  4 
1916-1923  LV  3 
1923-1924  LV  5 
1924-1930  LV  41 
1930-1951  LV  98/WAL  521 

(Lightship  was  not  withdrawn 
during  WW I  I ) 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1858-1870  41  29.8  -  70  02.3 
1870-1891  41  29.6  -  70  03.3 
1891-1894  41  29.6  -  70  03.7  in  42ft 
1894-1951  41  29.2  -  70  04.0  in  49ft 

(1870  moved  0.8  mi  -  255  deg.) 
(1891  moved  0.3  mi  -  270  deg.) 
(1894  moved  0.5  mi  -  209  deg.) 


STATION  REPLACED  BY: 
discontinued 


Handkerchief  Shoal  lighted  whistle  buoy  "H",  since 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  5  times 
in  severe  weather,  and  16  collisions  with  the  lightship  were  recorded  1858-1907 
-1884  21,109  vessels  were  logged  passing  the  lightship  station  during  the  year, 
which  would  average  58  per  day  or  about  1  passage  every  half  hour 


STATION:   (009)  Handkerchief  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1858-1930  Straw 
1930-1951  Red 


HULL  MARKING: 

1858-1863  None  listed 
1863-1916  HANDKERCHIEF  NO. 4,  black 
1916-1930  HANDKERCHIEF,  black 
1930-1951  HANDKERCHIEF,  white 

MASTS:  DAYMARKS: 

1858-1916  2  1858-1916  2  black    1930-1951  gallery 

1916-1923  1  skeleton  tower  1916-1923  gallery 

1923-1930  2;  1930-1951  1  1923-1930  1  red 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1858-1897  1  FV  40ft  10ml 

1897-1916  2  FV  40ft  11.5mi 

1916-1924  1  Fl  V  3sec  40ft  12mi 

1924-1930  1  Fl  W  3sec  60ft  12mi 

1930-1951  1  Gp  Fl  V  (3)  8sec  40ft  12mi 
FOG  SIGNAL: 

1858-  Bell                      1917-1924  Bell  (automatic) 

1870-  Bell, Horn, Gun            1924-1926  10"  air  Whistle 

1881-1891  Bell  &  Horn               1926-1930  air  Siren 

1891-1917  Bell  or  Horn             1930-1951  air  Horn  (l/30sec) 
SUBMARINE  SIGNALS: 

None 


RADIO  BEACON: 

19377-1939  RBN  code  ( ) 

1939-1951  RBN  code  (HHL) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1937  BAEM  1919-1922  NAQS  (disc.  1922) 

1937-1940  WWEX  1940-1951  NNBO 

1940-1951  NNBO 

RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1858-1916,  oil;  1916-1930,  acetylene;  1930-1951  electricity 


INDEX:  010 

STATION  NAME:  Bishop  and  Clerks  <MA) 

ESTABLISHED:  1856  Jan  10   DISCONTINUED:  1858  Sep      YEARS  MAINTAINED:  2 

LOCATION  &  USAGE:  South  and  east  of  Hyannls  Harbor,  2  1/2  mi  south  of  Point 
Gammon,  guarding  the  southern  extremity  of  a  dangerous  group  of  rocks  called 
Bishop  and  Clerks.  At  the  time,  the  station  was  an  important  reference  mark  for 
the  approaches  to  Hyannis  harbor,  and  for  the  considerable  volume  of  traffic 
using  the  North  Channel  of  Nantucket  Sound  to  and  between  ports  along  the  south 
coast  of  Cape  Cod 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  W  Long): 

1856-1858  LV  4  1856-1858  41-34   70-16  (PA)  in  27ft 


STATION  REPLACED  BY:  Bishop  and  Clerks  Lighthouse,  since  discontinued  and 
replaced  by  pyramidal  daybeacon 

HISTORICAL  NOTES: 


STATION:   (010)   Bishops  h    Clerks  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 
Straw 


HULL  MARKING: 

BISHOP  &  CLERKS,  black 


MASTS:  DAYMARKS: 

1856-1858  2  1856-1858  2,  black  hoop 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1856-1858  1  FV  40ft 


FOG  SIGNAL: 

1856-1858  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1856-1858,  oil 


INDEX:  Oil 

STATION  NAME:  Cross  Rip  (MA) 

Named  Tuckernuck  Shoal  1828.-1852,  then  moved  and  renamed  Cross  Rip 

ESTABLISHED:  1828  DISCONTINUED:  1963  YEARS  MAINTAINED:  135 

LOCATION  &  USAGE:  Originally  positioned  off  the  northeast  end  of  Tuckernuck 
Shoal  in  the  approaches  to  Nantucket  Harbor,  then  moved  westward  off  Cross  Rip 
Shoal.  An  important  waypoint  during  transit  of  Nantucket  Sound,  being  at  the 
narrowest  part  of  the  channel  flanked  by  Cross  Rip  Shoal  to  the  south  and 
Horseshoe  Shoal  to  the  north.  Moored  7.4  mi  -  077  deg  from  Cape  Poge  Light  on 
Martha's  Vineyard. 


LIGHTSHIPS  ASSIGNED: 


1828- 
1864- 
1867- 
1915- 
1918- 

1923- 
1934- 
1937- 
1954- 
1958- 
1962- 


1864 
1866 


•H' 


1915  LV  5 
1918  LV  6 

1922  LV  20 

1923  LV  47 
1934  LV  66 
1937  LV  72 

1954  LV  96/WAL  520 
1958  LV  110/VAL  532 

1962  LV  118/WAL  539 

1963  LV  102/VAL  525 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1828-1852  41-26  -  70  08  (PA) 
1852-1863  41  26.7  -  70  17.1  in  42ft 
1863-1889  41-26.7  -  70  17.4  in  39ft 
1889-1963  41  26.8  -  70  17.5  in  42ft 

(1852  moved  6.9  mi  -  276  deg.  and  renamed 
Cross  Rip) 

(1863  moved  200  yds  -  270  deg. ) 

(1889  moved  200  yds  -  360  deg. ) 


(Lightship  was  not  withdrawn 
during  VWI I ) 


STATION  REPLACED  BY:  Cross  Rip  Lighted  Horn  Buoy 


HISTORICAL  NOTES: 

-1826  Recommendation  for 

during  1826 

-1828-1852  station  vesse 

-Vessels  marking  the  sta 

in  severe  weather 

-There  were  21  collision 

period  1874-1906 

-1837  During  the  year,  1 

-1841  Inspection  report 

its  station 

-1864  " H"  blown  ashore  a 

-1866  "G"  parted  its  moo 

abandoned  in  sinking  con 

-1883  20,000  vessels  wer 

-1918  Feb  4,  LV  6  caught 

shoal  channel  with  loss 


placing  a  lightship  near  Tuckanuck  Shoal  was  approved 

1  referred  to  as  Tuckernuck  (Tuckanuck)  Shoals  lightboat 
tion  were  blown  adrift  or  dragged  off  station  9  times 

s  with  the  lightships  marking  the  station  during  the 

0,518  vessels  were  reported  as  passing  the  station 
was  critical  of  the  vessel's  lengthy  absences  from 

nd  wrecked  at  Cape  Poge  on  Martha's  Vineyard 
ring  during  a  gale;  was  carried  to  sea  and 
dition  Dec  30,  1866 
e  logged  as  passing  the  station  during  the  year 

in  moving  ice  and  carried  to  sea  through  Great  Round 
of  all  6  crewmen  aboard 


STATION:   (Oil)  Cross  Rip  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1828-1849  Color  not  listed  1940-1963  Red 

1854-1870  Straw,  red  stripe 

1870-1913  Black,  white  stripe 

1913-1940  Black 
HULL  MARKING: 

1828-1881  None  listed 

1889-1915  CROSS  RIP  NO. 5,  white 

1915-1963  CROSS  RIP,  white 

MASTS:  1918-1922  1  DAYMARKS:  1828-1854  None  listed;  1863-  ?  1  red; 

1828-1866  1  1923-1937  2  1870-  ?   1  white;  1889-1914  2  white; 

1867-1914  2  1937-1954  1  1914-1963  galleries 

1914-1918  tower  1954-1963  2 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1828-1866  1  FW  39ft  7mi         1923-1937  1  Fl  V  3sec  50ft  12mi 
1866-1894  1  FW  39ft  11.5mi      1937-1954  1  Occ  W  3sec  40ft  12mi 
1894-1918  1  FR  39ft  11. 5ml      1954-1958  1  Occ  W  3sec  65ft  14mi 
1918-1919  1  Fl  R  3sec  38ft      1958-1962  1  Occ  W  3sec  53ft  13mi 
1919-1922  1  Fl  W  3sec  7mi       1962-1963  1  Occ  W  3sec  50ft  12ml 

FOG  SIGNAL: 

1828-      Bell  1911-1918  air  Whistle 

1870-      Bell, Horn, Gun   1918-1923  Bell 
1881-1891  Bell  &  Horn     1923-1934  steam  Whistle 
1891-1911  Bell  or  Horn    1934-1963  air  Horn  (l/15sec) 

SUBMARINE  SIGNALS: 

1923-1936  Bell,  coded  (5)/12sec 

RADIO  BEACON: 

1937-1963  RBN  coded  (HHLLH) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1937  BAES  1919-1923  NAQB  (disc.  1923) 

1937-1939  WWEM  1940-1963  NNBH 

1939-1940  WWEZ 

1940-1963  NNBH 

RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1828-1918,  oil;  1918-1930,  acetylene;  1930-1963  electricity 


INDEX:  012 

STATION  NAME:  Succonnessett  Shoal  <MA) 


ESTABLISHED:  1854 


DISCONTINUED:  1912 


YEARS  MAINTAINED:  58 


LOCATION  &  USAGE:  Served  as  a  reference  mark  for  vessels  using  the  north 
channel  of  Nantucket  Sound.  In  early  times,  before  and  after  the  advent  of  rail 
service  to  Cape  Cod  (to  Sandwich  in  1848  and  to  Hyannis  in  1854),  most  trans- 
portation needs  for  goods  and  services  were  handled  by  water  among  the  ports  on 
the  south  coast  of  the  Cape  with  Hyannis  being  the  focal  point  for  service 
between  these  ports  and  the  islands  of  Nantucket  and  Martha's  Vineyard.  As  land 
transportation  improved  and  expanded,  traffic  in  the  North  Channel  of  Nantucket 
Sound  faded  away.  The  lightship  was  stationed  about  2  1/2  miles  offshore,  in 
mid-channnel ,  southeasterly  from  Succonnessett  Point,  not  far  from  the 
present  community  of  New  Seabury,  and  10.3mi  -  083  deg.  from  Nobska  Point  Light. 


LIGHTSHIPS  ASSIGNED: 
1854-1855  (?) 
1855-1862  LV  13 
1862-1912  LV  6 

(1854-1855  Although  listed  as  Relief 
it  appears  likely  that  LV  13  marked 
the  station  during  this  period) 
(1863-1912  station  was  occasionally 
vacant  during  this  period  while  LV  6 
was  used  to  relieve  Cross  Rip) 


STATION  POSITIONS  (N  Lat  -  W  Long): 

1854-1881   41  32.0  -  70  26.3 

1881-1894   41  32.0  -  70  26.7 

1894-1912   41  31.9  -  70  26.3  in  30ft 

(1881  moved  0.3  mi  -  270  deg.) 

(1894  moved  0.3  mi  -  108  deg.) 


STATION  REPLACED  BY:  Buoys  on  Eldridge  and  Wreck  Shoals  mark  both  sides  of  the 
channel  and  a  lighted  bell  buoy  is  700  yards  west  of  the  former  station 


HISTORICAL  NOTES: 

-As  the  result  of  a  survey  in  1838,  Lt  E.V  Carpenter  USN  recommended  that  a 
lightship  be  placed  at  this  station.  The  Customs  Collector  at  Edgartown, 
Martha's  Vineyard  was  opposed,  based  on  his  anticipation  of  difficulties 
with  ice  during  winter  months.  No  action  was  taken  at  the  time 


STATION:   (012)  Succonnessett  Shoal  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1854-1889  Red  &  Cream  squares 
1889-1912  Straw 


HULL  MARKING: 

1854-1889  SUCCONNESSETT  SHOAL,  red 
1889-1912  SUCCONNESSETT  NO. 6,  black 


MASTS:  DAYMARKS: 

1854-1912  2  1854-1870  2  red 

1870-1912  1  red 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1854-1912  1  FW  40ft  11.5mi 


FOG  SIGNAL: 

1854-      Bell 
1863-      Bell, horn, gun 
1881-1891  Bell  &  Horn 
1891-1912  Bell  or  Horn 

SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1854-1912,  oil 


INDEX:  013 

STATION  NAME:  Hedge  Fence  (MA) 


ESTABLISHED:  1908 


DISCONTINUED:  1933  Jun  12   YEARS  MAINTAINED:  25 


LOCATION  &  USAGE: 

Marked  a  dangerous  long  and  narrow  shoal  which  rises  abruptly  on  the  north 
side  of  the  western  end  of  the  Nantucket  Sound  main  channel.  Lightship  station 
was  located  off  Edgartown  on  Martha's  Vineyard;  7.7  mi  -  106  deg  from  Nobska 
Point  Light  and  about  3  1/2  miles  northwesterly  from  Cape  Poge  Light. 


LIGHTSHIPS  ASSIGNED: 
1908-1910  LV  90/WAL  514 
1910-1915  LV  41 
1915-1925  LV  9 
1925-1930  LV  49 
1930-1933  LV  41 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1908-1924   41  28.7  -  70  29.5 
1924-1933   41  28.3  -  70  29.1  in  54ft 

(1924  moved  0.5  mi  -  143  deg.) 


STATION  REPLACED  BY:  Buoys  marking  the  extremities  of  Hedge  Fence  Shoal 


HISTORICAL  NOTES: 

-1925  Nov  11,  LV  49  was  rammed  and  sunk  on  station  by  the  Danish  SS  M  C  HOLM. 
The  lightship  crew  launched  a  boat  and  landed  safely  at  Vineyard  Haven. 
Relief  LV  5  was  placed  on  station  the  same  day.  LV  49  was  later  raised, 
repaired  and  returned  to  the  Hedge  Fence  station 


STATION:   (013)  Hedge  Fence  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1908-1933  Red 


HULL  MARKING: 

1908-1913  Not  found 
1913-1933  FENCE,  white 


MASTS:  DAYMARKS: 

1908-1933  2  1908-1931  2  red 


1931-1933  Galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1908-1915  2  FW 

1915-1925  2  FV  34ft/42ft  llmi/12roi 
1925-1930  2  FW  55ft  12mi 
1930-1933  1  Occ  W  4sec  55ft  12ml 

FOG  SIGNAL: 

1908-1933  air  Siren   (2)/60sec 


SUBMARINE  SIGNALS: 

1908-1933  Bell,  coded  (2)/15sec 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1933  BAET  1919-1922  NATO  (disc.  1922) 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1926  and  thereafter 

-Illuminants:  1908-1920,  oil;  1930-1931,  acetylene;  1931-1933,  electricity 


INDEX:  014 

STATION  NAME:  Vineyard  Sound  (MA) 

Often  referred  to  as  "Sow  and  Pigs" 

ESTABLISHED:  1847  DISCONTINUED:  1954 


YEARS  MAINTAINED:  107 


LOCATION  &  USAGE: 

Marked  the  north  side  of  the  western  entrance  to  Vineyard  Sound.  Located 

off  the  rocks  called  Sow  and  Pigs,  2.3  mi  -  219  deg.  from  Cuttyhunk  Light 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1847-1881   41  23.0  -  70  58.7 
1881-1894   41  22.0  -  70  58.7  in  81ft 
1894-1954   41  22.8  -  71  00.0  in  102ft 

(1881  moved  1 . 0  mi  -  180  deg.) 
(1894  moved  1.0  mi  -  347  deg.) 


LIGHTSHIPS  ASSIGNED: 
1847-1860  "Z" 
1861-1875  LV  7 
1875-1876  LV  39 
1876-1910  LV  41 
1910-1915  LV  90/WAL  514 
1915-1924  LV  41 
1924-1944  LV  73/WAL  503 
1944-1947  LV  87/WAL  512 
1947-1954  LV  110/WAL  532 

(Lightship  was  not  withdrawn  during  WWII) 

(This  station  along  with  the  Hen  &  Chickens  station  was  discontinued 
A  new  station  named  Buzzards  Bay  was  established  simultaneously  at  a 
location,  replacing  both  former  stations) 


in  1954 
different 


STATION  REPLACED  BY:   Vineyard  Sound  Junction  Lighted  Whistle  Buoy  "  VS'1 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  12  times 

in  severe  weather,  and  there  were  4  collisions  with  lightships  on  the  station 

-1891  Fog  signal  in  operation  1,134  hours  during  the  year 

-1923  Apr  29,  21  survivors  of  the  SS  SEACONNET,  sunk  1  mile  south  of  the  station 

were  taken  aboard  the  lightship  and  accomodated  until  taken  ashore  by  the 

tender  ANEMONE 

-1944  Sep  14,  Assigned  vessel  LV  73  was  carried  off  station  and  sunk  during  a 

hurricane,  with  loss  of  all  hands.  Wreck  was  later  located  and  inspected  by 

divers,  but  no  salvage  attempt  was  made. 


STATION:   (014)  Vineyard  Sound  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1847-1854  None 
1854-1891  Red, 
1891-1954  Red 


listed 
yellow  stripe 


HULL  MARKING: 


1847-1863 
1863-1876 
1876-1910 
1910-1913 
1913-1954 
MASTS: 

1842-1954 


None  listed 
VINEYARD  SOUND 
41  VINEYARD  SOUND  41, 
VINEYARD  SOUND,  white 
VINEYARD,  white 


wh  i  t  e 


DAYMARKS: 
1847-1854 
1854-1924 
1924-1929 


None  listed 
2  red 
1  red 


1929-1954  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1847-1354  2  FW  40ft/50ft  1924-1929  1 

1854-1861  2  FV  40ft/23ft  7ml  1929-1954  1 

1861-1875  2  FW  34ft/23ft 

1875-1894  2  FW  34ft  llmi 

1894-1924  2  FR  34  ft  12mi 

FOG  SIGNAL:  1918-1924 

1847-1863  Bell  1924-1931 

1863-1881  Bell  &  Horn  1931-1939 

1881-1882  steam  Siren  1939-1944 

1882-1918  12"  steam  Whistle  (l/51sec)  1944-1950 

SUBMARINE  SIGNALS:  1950-1954 

1907-1937  Bel 


Fl  W  3sec  12mi 
Occ  W  lOsec  65ft 


14  mi 


air  Siren 

steam  Whistle 

air  Whistle 

air  Diaphone  (l/30sec) 

steam  Horn  (l/30sec) 

air  Horn  (l/30sec) 


coded  (7)/13sec 


RADIO  BEACON: 

1928-1954  RBN  coded  (. 


VISUAL  CALL  SIGN: 

1912-1937  BACI 

1937-1940  WWEO 

1940-1954  NNBY 


RADIO  CALL  SIGN: 

1919-1922  NACX  (disc. 
1940-1954  NNBY 


1922) 


RACON: 


REMARKS: 

-Riding  light 
- I lluminants: 


shown  from  forestay  1923  and  thereafter 
1847-1924,  oil;  1924-1929,  acetylene;  1929-1954, 


electricity 


INDEX:  015 

STATION  NAME:  Hen  and  Chickens  (MA) 


ESTABLISHED:  1866  Oct  24   DISCONTINUED:  1954 


YEARS  MAINTAINED:  88 


LOCATION  &  USAGE: 

Marked  the  north  side  of  the  western  entrance  to  Buzzards  Bay.  Located  1  mile 

south  of  Hen  &  Chickens  Reef,  about  2  miles  off  Horseneck  Beach 

and   3.7  mi  -  304  deg.  from  Cuttyhunk  Light 


LIGHTSHIPS  ASSIGNED: 

1866-1867  LV  5 

1867-1877  LV  8 

1877-1907  LV  2 

1908-1913  LV  86/WAL  511 

1913-1932  LV  42 

1932-1933  LV  74 

1933-1934  LV  49 

1934-1954  LV  86/WAL  511 


STATION  POSITIONS  <N  Lat  -  W  Long): 

1866-1889   41  27.0  -  71  00.8 

1889-1898   41  27.0  -  70  59.0  in  54ft 

1898-1936   41  27.1  -  71  01.1  in  60ft 

1936-1954   41  27.0  -  71  01.1  in  60ft 

(1889  moved  1.3  mi  -  090  deg.) 

(1898  moved  1.6  mi  -  274  deg.) 

(1936  moved  0.1  mi  -  180  deg. ) 


(Lightship  was  not  withdrawn  during  WWII) 

(Hen  &  Chickens  and  Vineyard  Sound  stations  were  discontinued  in  1954  and  a 
new  station  named  Buzzards  Bay  was  established  simultaneously  at  a  new  location 
replacing  both  the  former  stations 


STATION  REPLACED  BY:  Buoyage 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  4  times 

in  severe  weather 

-1897  Liberty  boat  and  2  crewmen  were  lost  at  sea  while  attempting  passage  from 

New  Bedford  to  the  lightship 


STATION:   (015)  Hen  &  Chickens  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  81  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1866-1883  Lead  color 

1883-1940  Black 

1940-1954  Red 

HULL  MARKING: 

1866-1877  HEN  &  CHICKENS,  black 
1877-1883  HEN  &   CHICKENS  NO. 2,  black 
1883-1907  HEN  &  CHICKENS  NO. 2,  white 
1908-1954  HEN  &  CHICKENS,  white 

MASTS:  DAYMARKS: 

1866-1926  2  1870-1883  2  gray  1907-1926  2  black 

1926-1932  1  skeleton  tower        1883-1891  2  red  1926-1932  1  Gallery 

1932-1954  2  1891-1907  1  black  1932-1954  Galleries 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1866-1877  1  FV  34ft  llmi 

1877-1907  1  FW  25ft  10ml 

1918-1926  1  FW  45ft  12mi 

1926-1932  1  Occ  W  4sec  38ft  llmi 

1932-1954  1  Occ  W  4sec  67ft  14mi 
FOG  SIGNAL: 

1866-      Bell  &  Horn 

1889-      Bell  or  Horn 

1918-1934  10"  Air  Whistle 

1934-1954  17"  air  chime  Horn  (l/15sec) 
SUBMARINE  SIGNALS: 


RADIO  BEACON: 

1937-1954  RBN  coded  (HHLL) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1937  AZXT  1919-1923  NAPP  (disc.  1923) 

1937-1940  WWEP  1940-1954  NNBP 
1940-1954  NNBP 

RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illumlnants:  1866-1927,  oil;  1927-1932,  acetylene;  1932-1954,  electricity 


INDEX:  016 

STATION  NAME:  Buzzards  Bay  (MA) 


ESTABLISHED:  1954 


DISCONTINUED:  1961 


YEARS  MAINTAINED:  7 


LOCATION  &  USAGE: 

Located  4.2  mi  -  256  deg.  from  Cuttyhunk  Light  at  the  western  entrance  to 
Buzzards  Bay.  The  Vineyard  Sound  and  Hen  &  Chickens  stations  were  replaced 
simultaneously  by  the  Buzzards  Bay  station  which  was  established  at  a  new 
location  to  better  serve  Buzzards  Bay  traffic  lanes  and  at  the  same  time  serve 
as  a  reference  mark  for  diminishing  traffic  using  Vineyard  Sound 


LIGHTSHIPS  ASSIGNED: 
1954-1959  LV  86/WAL  511 
1959-1961  LV  110/VAL  532 


STATION  POSITIONS  (N  Lat  -  W  Long) 
1954-1958   41  23.8  -  71  02.5 
1958-1961   41  23.7  -  71  03.2 

(1958  moved  0.5  mi  -  259  deg.) 


STATION  REPLACED  BY:  Buzzards  Bay  Light  tower 


HISTORICAL  NOTES: 

-1956  Assigned  vessel  dragged  off  station  in  severe  weather 


STATION:   <016)  Buzzards  Bay  (MA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1954-1961  Red 


HULL  MARKING: 

1954-1961  BUZZARDS,  white 


MASTS:  DAYMARKS: 

1954-1961  2  1954-1961  2  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1954-1959  1  Gp  Fl  V  (4)  (-...)  20sec  67ft  14mi 
1959-1961  1  GP  Fl  V  (4)  (-...)  20sec  65ft  14rai 


FOG  SIGNAL: 

1954-1961  Air  Horn  (2)/20sec 


SUBMARINE  SIGNALS: 
None 


RADIO  BEACON: 

1954-1961  RBN  coded  (.-..) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1954-1961  NEXU  1954-1961  NEXU 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay 
-  I llurainant :  electricity 


INDEX:  017 

STATION  NAME:  Brenton  Reef  (RI) 

Originally  called  "Brenton* s  Reef" 

ESTABLISHED:  1853  Mar      DISCONTINUED:  1962 


YEARS  MAINTAINED:  109 


LOCATION  &  USAGE: 

Guarded  Brenton  Reef  and  served  to  mark  the  approaches  to  Narrangansett  Bay, 

being  positioned  off  its  East  Passage,  originally  3.5  mi  -  124  deg. 

from  Beavertail  Light,  then  later  moved  southerly. 


LIGHTSHIPS  ASSIGNED: 
1853-1856  LV  14 
1856-1897  LV  11 
1897-1935  LV  39 
1935-1962  LV  102/VAL  525 

(Lightship  was  not  withdrawn 
during  WWII) 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1853-1889   41  25.0  -  71  21.5  in  84ft 
1889-1942   41  25.9  -  71  22.6  in  88ft 
1942-1962   41  25.6  -  71  22.6  in  90ft 


<1889  moved  1 . 2  mi 
(1955  moved  0.3  mi 


180  deg. ) 
180  deg. ) 


STATION  REPLACED  BY:  Brenton  Reef  Light  tower, 
final  lightship  station 


0.6mi  -270  deg.  from  the 


HISTORICAL  NOTES: 

-1865  Oct  19,  station  vessel  blown  ashore  on  rocks  off  Brenton  Point;  severe 

damage  to  frame,  bottom  planking  and  rudder.  Repaired  and  returned  to  station 

-1890  Nov  26,  station  vessel  struck  by  British  SS  CURLEW 

-1905  Aug,  station  vessel  struck  by  battleship  USS  IOWA,  carrying  away  part  of 

stem  and  damaging  headstays 


STATION:   (017)  Brenton  Reef  (RI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1853-1935  Straw 
1935-1962  Red 

HULL  MARKING: 

1853-      None  listed 
1863-1897  BRENTON* S  REEF,  black 
1897-1913  BRENTON  REEF  NO. 39,  black 
1913-1962  BRENTON 

MASTS:  DAYMARKS: 

1853-1921  2  1853-1921  2  black 

1921-1935  Skeleton  tower+Hast  1921-1935  1  black 

1935-1962  1,  tubular  1935-1962  None 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1853-1897  2  FV  50ft/40ft  12 . 5mi/l 1 . 5mi 

1897-1921  2  FW  38ft  11.5mi 

1921-1935  1  Occ  W  4sec  57ft  12mi 

1935-1946  1  Occ  V  4sec  50ft  13mi 

1946-1962  1  Occ  W  4sec  50ft  12mi 
FOG  SIGNAL: 

1854-1863  Bell  1907-1921  6"+12"  steam  Whistles 

1863-1891  Bell  &  Horn  providing  hi-lo/30sec 

1891-1897  Bell  or  Gong  1921-1935  6"+10"  air  Whistles  (as  above) 

1897-1907  12"  steam  Whistle       1935-1955  air  Diaphone  (l/30sec) 
SUBMARINE  SIGNALS:  1955-1962  air  Diaphone  2T/15sec 

1907-1935  Bell,  coded  (3-9) 

RADIO  BEACON: 

1935-1962  RBN  coded  (HLH) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1937  AZXK  1919-1923  NASB  (disc.  1923) 

1937-1940  WWEJ  1940-1962  NNBD 

1940-1962  NNBD 

RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1853-1921,  oil;  1921-1935,  acetylene;  1935-1962  electricity 
-Fifth  Order  lens  mounted  in  a  large  cylindrical  housing  was  in  use  1935-1955; 
thereafter  duplex  375mm  lens  lantern 


INDEX:  018 

STATION  NAME:  Hog  Island  (RI) 

ESTABLISHED:  1885  DISCONTINUED:  1901  Nov  4    YEARS  MAINTAINED:  16 

LOCATION  &  USAGE: 

In  upper  Narragansett  Bay  off  Hog  Island  Shoal  at  the  junction  of  Narragansett 

Bay  and  Mount  Hope  Bay.  Served  as  a  Junction  mark  for  traffic  bound  north  for 

Providence,  and  for  eastbound  traffic  to  Bristol  and  Fall  River  via  Mount  Hope 

Bay 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1885-1901  LV  12  (ex  LV  22)  1885-1901   41  37.8  -  71  16.3 

A  buoy  marked  this  location  as  early  as  1838  and  remained  there  until  replaced 
by  a  floating  light  at  this  approximate  position,  privately  maintained  by 
the  Old  Colony  Steamboat  Co.  during  the  period  1866-1885,  at  which  time  the 
US  Government  established  the  lightship  station) 


STATION  REPLACED  BY:  Hog  Island  Shoal  lighthouse 


HISTORICAL  NOTES: 


STATION:   (018)  Hag  Island  Shoal  (RI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1886-1901  Lead  color 


HULL  MARKING: 

1886-1901  HOG  ISLAND  SHOAL  NO. 12,  black 


MASTS:  DAYMARKS: 

1886-1901  2  1886-1901  1  black,  square  cage 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1886-1901  1  FV  38ft  11.5mi 


FOG  SIGNAL: 

1886-1901  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1886-1901,  oil 


INDEX:  019 

STATION  NAME:  Eel  Grass  Shoal  (CT) 


ESTABLISHED:  1849 


DISCONTINUED:  1884 


YEARS  MAINTAINED:  35 


LOCATION  &  USAGE: 

Marked  Eel  Grass  Shoal  In  Fishers  Island  Sound  off  Mystic  CT,  serving  as  a 
guide  for  traffic  using  the  ports  of  Mystic  and  Noank.   (Located  0.5mi  -  281  deg. 
from  present  Latimer  Reef  Lighthouse. )   Two  years  after  this  station  was 
discontinued,  Ram  Island  lightship  was  established  a  short  distance  to  the  west 


LIGHTSHIPS  ASSIGNED: 
1849-   ?   "L" 

?  -1871  LV  12  (old) 
1371-1872  LV  12  (ex  LV  22) 
1872-1877  LV  25 
1877-1882  LV  17 
1882-1884  LV  12  (ex  LV  22) 


STATION  POSITIONS  (N  Lat  -  W  Long) 
1849-1884   41  18.4  -  71-56.7 


(A  "floating  light"  was  privately  maintained  at  this  approximate  location  by 
railroad  and  steamboat  interests  from  1837-1849  at  which  time  the  lightship 
station  was  established  by  the  US  Government) 


STATION  REPLACED  BY:  Latimer  Reef  Lighthouse,  0.5  mi  -  101  deg.  from  the  former 
lightship  station 


HISTORICAL  NOTES: 


STATION:  (019)  Eel  Grass  Shoal  (CT) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1849-1854  Not  found 
1854-1884  Lead  color 


HULL  MARKING: 

1849-1863  None  listed 

1863-1884  EEL  GRASS  SHOAL,  in  black,  on  quarters 


MASTS: 

1849-1871  Not  found 
1871-1884  2 


DAYMARKS: 

1849-1871  Not  found        1882-1884  1  black, 
1971-1872  1  black,  square  square 

1872-1882  Not  found 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1849-1871  Not  found 
1871-1884  1  FW  32ft  llmi 


FOG  SIGNAL: 

1849-1863  Bell 
1863-1884  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 


REMARKS: 

-Illuminant:  1849-1884,  oil 


INDEX:  020 

STATION  NAME:  Ram  Island  <CT) 

ESTABLISHED:  1886  Dec  20   DISCONTINUED:  1925  Apr  4    YEARS  MAINTAINED:  39 

LOCATION  &  USAGE: 

Moored  in  42  feet  off  Ram  Island  Reef  in  Fishers  Island  Sound,  south  of  the 
town  of  Mystic.  Located  1.9  mi  -  267  from  Latimer  Reef  Lighthouse  <a  short 
distance  west  of  the  former  Eel  Grass  Shoal  station).  Served  as  a  guide  for 
approaching  the  ports  of  Mystic  and  Noank 


LIGHTSHIPS  ASSIGNED: 
1886-1894  LV  19 
1894-1925  LV  23 


STATION  POSITIONS  (N  Lat  -  W  Long): 
1886-1925   41  18.2  -  71  58.5  in  42ft 


STATION  REPLACED  BY:  Ram  Island  Reef  Lighted  Bell  Buoy  is  near  the  former 
station 


HISTORICAL  NOTES: 


STATION:   (020)  Ram  Island  (CT) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1886-1894  Straw 
1894-1925  Red 


HULL  MARKING: 

1886-1894  RAM  ISLAND  NO. 19, black 
1894-1913  RAM  ISLAND  REEF,  white 
1913-1925  RAM,  white 


MASTS:  DAYMARKS: 

1886-1925  2  1886-1894  2  red 

1894-1925  2  black 


LIGHTS  SHOWN  (Number.  Characteristic,  Height,  Visibility) 
1886-1923  1  FV  43ft  11.5mi 
1923-1925  1  Occ  V  lOsec  35ft  llroi 


FOG  SIGNAL: 

1886-  Bell  (automatic),  or  Horn 

1907-1918  Bell,  by  hand  (3/30sec) 

1918-1925  10"  air  Whistle 

SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1925  AZUB  1919-1919  NARX  (disc.  Aug  19,  1919) 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 
- 1 lluminants:  1886-1923,  oil;  1923-1925,  acetylene 


INDEX:  021 

STATION  NAME:  Bartlett  Reef  (CT) 

Also  called  Bartlett' s  Reef  in  early  years 

ESTABLISHED:  1835  Jan      DISCONTINUED:  1933  May  19   YEARS  MAINTAINED:  98 

LOCATION  &  USAGE: 

In  66  feet,  about  3  1/2  miles  southwesterly  from  New  London  Lighthouse.  Marked 

Bartlett  Reef  in  the  approaches  to   New  London 


LIGHTSHIPS  ASSIGNED: 
1835-1848  "L" 
1848-1867  LV  17 
1867-1933  LV  13 


STATION  POSITIONS  (N  Lat  -  W  Long): 

1835-1898   41  16.0  -  72  07.5  in  66ft 

1898-1933   41  16.3  -  72  07.8  in  78ft 

(1898  moved  0.4  mi  -  323  deg.) 


STATION  REPLACED  BY:   No  longer  considered  necessary 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  carried  off  station  by  moving  ice  on  4 

occasions 

-1838  An  inspection  report  recommended  that  a  larger  vessel  be  provided 

-1888  Station  vessel  struck  by  coal  barge;  leaking  badly,  slipped  chain  and 

sailed  to  Ne*-'  '  ondon  for  repair 

-1918  Feb,  blown  off  station  and  aground  during  gale 


STATION:   (021)  Bartlett  Reef  (CT) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1835-1854  None  listed 

1854-1870  Straw 

1870-1924  Black,  white  stripe 

1924-1933  Black 
HULL  MARKING: 

1835-1881  None  listed 

1881-1894  BARTLETT' S  REEF,  black 

1894-1913  13  BARTLETT  REEF,  black  (on  quarters) 

1913-1933  BARTLETT,  white 

MASTS:  DAYMARKS: 

1835-1933  2  1835-1891  2  1920-1933  None 

1891-1918  2  straw  color 
1918-1920  2  black 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1835-1854  Not  found 
1854-1881  2  FW  28ft/35ft  lOmi 
1881-1920  2  FV  28ft  10ml 
1920-1933  1  Occ  V  7sec  28ft  lOmi 

FOG  SIGNAL: 

1835-1854  Not  found       1898-1920  air  Siren 

1854-1863  Bell  1920-1933  air  Whistle 

1863-1889  Bell  &  Horn 

1889-1898  Bell  or  Horn 
SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1933  AZTP 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 
-Illuminants:  1835-1920,  oil;  1920-1933,  acetylene 


INDEX:  022 

STATION  NAME:  Cornfield  Point  <CT) 


ESTABLISHED:  1856  Dec  1 


DISCONTINUED:   1957 


YEARS  MAINTAINED:  101 


LOCATION  &  USAGE: 

Southerly  from  the  town  of  Old  Saybrook,  off  Cornfield  Point  and  the  mouth  of 
the  Connecticut  River,  3.3  mi  -  211  deg.  from  Lynde  Point  Lighthouse.  Moored 
south  of  the  center  of  Long  Sand  Shoal.  An  important  reference  mark  for  traffic 
passing  through  Long  Island  Sound 


LIGHTSHIPS  ASSIGNED: 
1856-1872  LV  14 
1872-1882  LV  12  (ex  LV  22) 
1882-1892  LV  23 
1892-1894  LV  51 
1894-1895  Relief  LV  20 
1895-1925  LV  48 
1926-1939  LV  44 
1939-1957  LV  118/WAL  539 

(Lightship  was  not  withdrawn 
during  WW I  I) 


STATION  POSITIONS  (N  Lat  -  W  Long): 
1856-1889   41  13.5  -  72  22.8  in  150ft 
1889-1892   41  13.5  -  72  23.6 
1892-1907   41  12.9  -  72  22.6  in  150ft 
1907-1957   41  12.8  -  72  22.2  in  162ft 

(1889  moved  0.6  mi  -  270  deg.) 

(1892  Dec  15,  moved  1 . 0  mi  -  129  deg.) 

(1907  moved  0.3  mi  -  108) 


STATION  REPLACED  BY:  A  lighted  bell  buoy  is  located  about  2  mi  northeasterly 
from  the  former  lightship  station 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  3  times 

in  severe  weather;  carried  off  station  in  moving  ice  16  times;  and  struck  by 

passing  vessels  5  times 

-1900  Oct  19,  crew  of  schooner  sunk  5  mi  east  of  the  station  was  accomodated 

aboard  the  lightship 

-1900  Dec  24,  lightship  crew  rescued  the  crew  of  capsized  schooner  and 

accomodated  them  for  3  days  until  taken  ashore 

-LV  51,  the  station  vessel  from  1892-1894  was  the  first  US  lightship  equipped 

with  electric  lighting  when  built. 

-LV  44,  the  station  vessel  from  1926-1938  was  the  last  lightship  in  service 

with  no  propelling  machinery.   Badly  strained  in  the  1938  hurricane,  the  vessel 

was  withdrawn  and  retired.  Station  was  assumedly  marked  by  a  Relief  vessel 

pending  commissioning  of  LV  118/WAL  539. 


STATION:   (022)  Cornfield  Point  (CT) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1856-1957  Red 


HULL  MARKING: 

1856-1892  CORNFIELD  POINT,  white 

1892-1894  NO. 51  CORNFIELD  POINT  LIGHT  VESSEL,  white 

1895-1913  48  CORNFIELD  POINT,  white 

1913-1957  CORNFIELD,  white 


DAYMARKS: 

1856-1872  1  red, square 

1872-1892  2  black 

1892-1894  2  Galleries 

eristic,  Height,  Visibility): 

1926-1939  1  Occ 
1939-1957  1  Occ 

ft  12mi 

FR  37ft  11. 5mi 

FR  63ft/37ft  11 mi 


MASTS: 

1856-1926 

2 

1926-1938 

2  skeleton  towers 

1939-1957 

1 

LIGHTS  SHOWN  (Number,  Char act 

1856- 

1  FW  40ft  lOmi 

1881-1892 

1  FR  40ft  12mi 

1892-1894 

1  Occ  W  15  sec  54 

1894-1918 

1  Fl  V  30sec  +  1 

1918-1925 

1  Occ  V  2sec  +  1 

FOG  SIGNAL: 

1856-1892 

Bell  &  Horn 

1892-1894 

12"  steam  Whistle 

1694-1895 

Bell 

1895-1913 

12"  steam  Whistle 

1894-1926  2  black 
1926-1938  Galleries 
1939-1957  1  Gallery. 


2sec 
2sec 


49ft 
53ft 


12mi 

13mi 


1913-1939 
1939-1957 

(2)/37sec 


air  Siren  (l/15sec) 
air  Diaphone  2T/15sec 


SUBMARINE  SIGNALS: 

1907-1925  Bell,  coded 


(4-8) 


RADIO  BEACON: 

1936-1957  RBN  coded 


(HLLH) 


VISUAL  CALL  SIGN: 

1912-1925  AZTO 

1925-1931  WWAM 

1931-1940  WPX 

1940-1957  NNBG 


RADIO  CALL  SIGN: 
1919-1925  NASC 
1925-1931  WWAM 
1931-1940  WPX 
1940-1957  NNBG 


RACON: 


REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1856-1892,  oil;  1892-1894,  electricity;  1895-1925,  acetylene; 

1926-1938,  electricity 


INDEX:  023 

STATION  NAME:  Stratford  Shoal  <CT) 

Early  records  refer  to  the  station  Interchangeably  as  Stratford  Point  and/or 

Stratford  Shoal 

ESTABLISHED:  1833  Dec      DISCONTINUED:   1877  Dec      YEARS  MAINTAINED:  39 

LOCATION  &  USAGE: 

Southerly  from  Bridgeport  off  Stratford  Point  and  moored  near  the  Middle  Ground 
of  Long  Island  Sound.  At  the  time  the  lightship  was  an  important  leading  mark 
for  traffic  passing  through  Long  Island  Sound 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1838-1877  LV  15  1838-1877   41  03  -  73  06  (PA) 

(Oct  1855  issue  of  U.S  Nautical  Magazine  and  Naval  Journal  states  that  the 
Stratford  Shoals  Lightship  was  replaced  by  a  relief  lightship  painted  red 
and  showing  2  fixed  white  lights  from  44  feet  above  the  sea,  and  the  November 
issue  states  that  this  lightship  was  temporarily  replaced  by  "a  large  boat 
from  the  Navy  Yard" ) 


STATION  REPLACED  BY:  Stratford  Shoal  Lighthouse.  A  can  buoy  is  near  the 
farmer  lightship  station 

HISTORICAL  NOTES: 

-1838  Records  indicate  frequent  problems  with  dragging.  Mooring  the  vessel 

with  2  anchors  provided  no  improvement 

-1856  Station  vessel  was  reported  by  the  3d  District  as  "altogether  too  small" 

-Carried  off  station  in  moving  ice  7  times  during  the  period  1857-1875;  once 

going  aground  at  Orient,  Long  Island 


STATION:  (023)  Stratford  Shoal  (CT) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1838-1854  None  listed 
1854-      Lead  color 
1863-1877  Straw 

HULL  MARKING: 

1838-1854  None  listed 

1863-1877  STRATFORD  SHOAL,  black 


MASTS:  DAYMARKS: 

1838-1877  2  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1838-1877  2  FV  32ft/40ft  lOmi 


FOG  SIGNAL: 

1838-1854  Bell 
1863-1877  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1838-1877,  oil;  (compass  lamps  replaced  with  reflector  type  1856) 


INDEX:  024 

STATION  NAME:  Fire  Island  (NY) 

ESTABLISHED:  1896  Jul  16   DISCONTINUED:  1942 


YEARS  MAINTAINED:  46 


LOCATION  &  USAGE: 

About  40  miles  eastward  of  the  entrance  to  New  York  harbor  and  about  9  miles 
off  Fire  Island  (9.7  mi  -  160  deg.  from  Fire  Island  Light).  Served  as  reference 
mark  for  transatlantic  traffic  using  the  New  York  -  Nantucket  lanes,  and  for 
coastwise  traffic  between  New  York  and  northern  US  ports 


LIGHTSHIPS  ASSIGNED: 
1896-1897  LV  58 
1897-1930  LV  68 
1930-1942  LV  114/VAL  536 

(1896-1897  LV  58  temporarily 
assigned  due  to  delay  in 
completion  of  LV  68) 


STATION  POSITIONS  (N  Lat  -  W  Long): 
1896-1898   40  28.3  -  73  11.3 
1898-1942   40  28.7  -  73  11.4  in  96ft 

(1898  moved  0.4  mi  -  349  deg.) 


STATION  REPLACED  BY:   Unmarked  until  1945  when  replaced  by  Fire  Island  Lighted 
Whistle  Buoy  "2FI",  since  replaced  by  New  York  -  Nantucket  Traffic  Lane  buoyage 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  carried  off  station  twice  in  severe  weather 
-1916  May  8,  lightship  rammed  by  SS  PHILADELPHI AN  at  0500;  side  plating  holed 
and  stove  in  to  a  depth  of  2  feet.  Crew  shifted  coal  and  swung  out  the  boats 
filled  with  water  to  heel  ship  and  reduce  leakage.  Later  towed  in  by  tender 
PANSY.  Station  was  marked  by  a  tender  until  a  Relief  lightship  arrived.  Officers 
and  crew  were  commended  by  Secretary  of  Commerce  for  prompt  and  effective  action 
-1924  Mar  30,  lightship  rammed  by  SS  CASTILLIAN,  opening  a  large  hole  in  port 
quarter.  Hole  was  patched  with  planks  and  tarps  and  vessel  steamed  to  drydock. 
Station  temporarily  marked  by  LV  108. 


STATION:   (024)  Fire  Island  (NY) 
RECOGNITION  FEATURES 


ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1896-1942  Red 


HULL  MARKING: 

1896-1897  FIRE  ISLAND,  white 
1897-1913  68  FIRE  ISLAND  68,  white 
1913-1942  FIRE  ISLAND,  white 


MASTS: 

1896-1942  2 


DAYMARKS: 

1896-1897  2  red 
1897-1942  2  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1896-1897  2  FW  39ft  11.5ml 
1897-1930  2  FV  57ft  13mi 
1930-1942  1  Gp  Fl  W  <2)  6sec  57ft  12mi 


FOG  SIGNAL: 

1896-1937  12"  steam  Whistle,   <2)/30sec 
1937-1942  air  Dlaphone  (l/20sec) 


SUBMARINE  SIGNALS: 

1906-1940  Bell,  coded  (6-8)/38sec 


RADIO  BEACON: 

1921-1942  RBN  coded  ( — ) 


VISUAL  CALL  SIGN: 

1912-1925  AZMK 

1925-1931  WWAN 

1931-1940  WPZ 

1940-1942  NNBK 

RACON: 


RADIO  CALL  SIGN: 
1916-1925  NLS 
1925-1931  WWAN 
1931-1940  WPZ 
1940-1942  NNBK 


REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1896-1897,  oil;  1897-1920,  electricity;  1920-1928,  acetylene; 

1928-1942,  electricity 


INDEX:  025 

STATION  NAME:  Wreck  of  Oregon  (NY) 

ESTABLISHED:  1886  Apr  10   DISCONTINUED:  1886  Nov      YEARS  MAINTAINED:  1 

LOCATION  &  USAGE: 

Temporarily  marked  the  wreck  of  the  steamship  OREGON  off  Fire  Island.  Located 
19.3  mi  -  103  deg.  from  Fire  Island  Light  and  about  9  miles  offshore  south  of 
the  town  of  Mystic  Beach.  Station  was  discontinued  later  in  the  same  year  when 
the  wreck  was  no  longer  considered  a  hazard  to  navigation 

(The  lightship  was  16  mi  -  074  deg.  from  the  position  later  occupied  by  Fire 
Island  lightship) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  W  Long): 

1886-1886  LV  20  1886   40  33  -  72  51  (PA) 


STATION  REPLACED  BY:  No  replacement  necessary 


HISTORICAL  NOTES: 


STATION:   (025)  Wreck  of  Oregon  (NY) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 
Lead  color 


HULL  MARKING: 

WRECK  OF  OREGON  NO. 20,  black 


MASTS:  DAYMARKS: 

2  2  circular 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
2  FW  45ft  lOmi 


FOG  SIGNAL: 
Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

- 1 1 luminant :  oil 


INDEX:  026 

STATION  NAME:  Ambrose  Channel  (NY) 

Station  named  Sandy  Hook  1823-1908,  then  renamed  Ambrose  Channel 

ESTABLISHED:  1823  DISCONTINUED:  1967  Aug  24   YEARS  MAINTAINED:  144 

LOCATION  &  USAGE: 

Off  the  entrance  to  New  York  Bay,  east  and  south  of  Sandy  Hook  (6.2  mi  -  097  deg 
from  Sandy  Hook  Light).  Discontinued  in  1829  when  lighthouses  were  built  on  the 
Navesink  Highlands,  but  was  reestablished  in  1838  to  provide  a  better  mark  for 
vessels  approaching  New  York.  An  important  leading  mark  for  both  coastwise  and 
transatlantic  shipping.  Position  was  moved  several  times  to  conform  to 
improvements  in  navigational  aids  in  the  approaches  to  New  York 


LIGHTSHIPS  ASSIGNED: 

1823-1829  "VV" 

1829-1838  (station  discontinued) 

1839-1854  "WW" 

1854-1891  LV  16 

1891-1894  LV  48 

1894-1908  LV  51 

1908-1932  LV  87/WAL  512 

1932-1952  LV  111/WAL  533 

1952-1967  WLV  613 

(1823-1854  Both  station  vessels 

assigned  during  this  period  were 

identified  only  as  "Sandy  Hook 

Lightboat") 

(Lightship  was  not  withdrawn 

during  WWI I) 


STATION  POSITIONS  (N  Lat  -  W  Long): 
1823-1829   40  26  -  73  52  (PA) 
(discontinued) 
40  26.9  -  73  52. 0 


1829-1838 
1838-1891 
1891-1894 
1894-1902 
1902-1929 
1929-1967 


40  26.2  -  73  51.7  in  85ft 

40  28.3  -  73  50.2  in  78ft 

40  28.0  -  73  50.0  in  75ft 

40  27.1  -  73  49.4  in  78ft 


(1838  reestablished) 
(1891  moved  0.7  mi  - 
(1894  moved  2.4  mi  - 
(1902  moved  0.3  mi  - 
(1929  moved  0.9  mi  - 
a  course  change  when  entering  the  channel) 


162  deg. ) 
029  deg. ) 
153  deg. ) 
150  deg.  to  eliminate 


STATION  REPLACED  BY:  Ambrose  Light  tower,  0.5 
position  of  the  former  lightship  station 


mi 


308  dee;,  from  the  final 


HISTORICAL  NOTES: 

-1838  Inspection  report  stated  the  vessel  had  broken  adrift  Sep  12  and  sailed  to 

New  York  on  the  14th,  but  had  not  yet  been  sent  back  to  station  as  of  Oct  14 

-1850  Reported  to  have  gone  adrift  18  times  in  prior  years  resulting  in 

absences  from  station  ranging  from  5  weeks  to  4  months 

-1874  Station  vessel  struck  by  SS  CHARLESTON 

-1888  Station  vessel  struck  by  British  bark  STAR  OF  THE  EAST 

-1902  Apr  7,  station  vessel  struck  by  barge  under  tow 

-1907  Light  List  indicated  navigational  aids  and  ranges  were  being  established 

for  a  new  Ambrose  Channel  station  to  be  marked  by  LV  87,  and  that  an  additional 

"Junction  Light  Vessel"  was  to  be  established.  The  plan  was  apparently  abandoned 

-1919  USN  minesweepers  FINCH  &  CARDI NAL , fitted  out  as  temporary  lightships,  were 

stationed  southeasterly  from  Ambrose,  marking  a  mine  swept  channel  extending  56 

miles  offshore  for  use  by  troopships  returning  from  Europe. 

-1921  May,  the  first  US  lightship  station  to  be  provided  with  a  radiobeacon; 

Fire  Island  lightship  and  Sea  Girt  Light  Station  were  similarly  equipped  at 

about  the  same  time. 

-1924  Equipped  with  vacuum  tube  radiobeacon  transmitter;  first  of  its  type  to 

be  used  anywhere  in  the  US 

-1927  Feb  21,  station  vessel  dragged  off  station  in  northeast  gale 


STATION:   (026)  Ambrose  Channel  (NY) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1823-1849 

1854-1908 

1908-1937 

1937-1945 
HULL  MARKING: 

1823-1854  None 

1854-1891 

1891-1894 

1694-1908 

1908-1913 
MASTS: 

1823-1967 

1952-1967 


Not  listed 
Red 
Straw 
Black 

listed 

SANDY  HOOK  16,  white 

48  SANDY  HOOK,  white 

SANDY  HOOK,  white 


51 

87 


1945-1967  Red 


1913-1967  AMBROSE,  white 


AMBROSE  CHANNEL 


(tripod  foremast) 


87,  black 
DAYMARKS: 
1823-1854 
1854-1894 
1894-1952 


Not  found 
2  black 
c;al  ler  ies 


1952-1967  large  lantern 


LIGHTS 
1823 
1839 
1854 
1873 
1891 

FOG  SI 
1823 
1863 
1889 
1891 

SUBMAR 
1906 


SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1838  Not  found  1894-1908  1 

2  FV  50ft/60ft  1908-1952  1 

2  FV  45ft  12mi  1952-1953  1 

2  FR  45ft  llmi  1953-1967  1  Gp 

1  Fl  R  30sec+l  FR  37ft  llmi  (0. 


-1854 
1873 
1891 

-1894 

GNAL: 
-1854 


Occ  W 

Occ  W 

Gp  Fl 

Fl 


Bell 

Bell  &  Horn 
-1891  Bell 
-1932  12"  steam  Whi 
INE  SIGNALS: 
-1940  Bell,  coded 


FR    37ft     llmi 

1932-1934 
1934-1952 
1952-1967 
rtle     (l/15sec) 


(2-2)/12sec 


6"  air  Siren 
17"  air  Horn 
air  Diaphone 


15sec 
15sec 

V  (3) 

V  (3) 


54ft 
52ft 
8sec 
8sec 


2sec  flash  at 

(l/15sec) 
(l/15sec) 
2T/15sec 


65ft  14 mi 
56ft  13  mi 
250, OOOcp) 


RADIO  BEACON: 

1921-1936  RBN  coded  (-)  short  dashes 

1936-1955  RBN  coded  (. )  dots 

1955-1967  RBN  coded  (-)  short  dashes 


VISUAL  CALL  SIGN: 
1912-1925  AZMY 
1925-1931  WWAT 
1931-1940  VRG 
1940-1967  NNBA 


RADIO    CALL    SIGN: 
1918-1925    NALS 
1925-1931    WAT 
1931-1940    VRG 
1940-1967    NNBA 


RACON: 


REMARKS: 

-Station  was  not  in  service  1829-1838 

-Riding  light  shown  from  forestay  1923  and  thereafter 

- 1 lluminants:  1823-1891,  oil;  1891-1967,  electricity;  lights  were  changed  from 

incandescent  to  arc  several  times  during  the  period  1908-1922;  incandescent 

thereafter 


INDEX:  027 


STATION  NAME:  Scotland  (NJ ) 


Station  named  Wreck  of  Scotland  1868-1891,  then  renamed  Scotland 


ESTABLISHED:  1868  Apr  15   DISCONTINUED:  1962 


YEARS  MAINTAINED:  90 


LOCATION  &  USAGE: 

Established  in  1868  to  mark  the  wreck  of  SS  SCOTLAND.  The  wreck  was  removed  in 

1870  and  the  station  was  discontinued.  Shipping  interests  considered  the  station 

necessary  and  therefore  it  was  reestablished  in  1874.  Moored  3.2  mi  -  103  deg. 

from  Sandy  Hook  Light  and  about  4  1/2  mi  westerly  from  Ambrose  lightship.  Used 

as  a  reference  mark  primarily  by  north-south  coastwise  traffic  using  the  Sandy 

Hook  and  Ambrose  channels  in  the  approaches  to  New  York  Bay 

(The  Scotland  radiobeacon  is  said  to  have  been  widely  used  by  commercial 

aircraft  making  an  approach  to  Idlewild/JFK  airport) 


LIGHTSHIPS  ASSIGNED: 
1868-1870  LV  20 
1870-1874  (discontinued) 
1874-1876  LV  23 
1876-1880  LV  20 
1881-1902  LV  7 
1902-1925  LV  11 
1925-1936  LV  69 
1936-1942  LV  87/WAL  512 
1942-1945  (marked  by  buoy  VVI I ) 
1945-1947  LV  78/WAL  505 
1947-1962  LV  87/WAL  512 


STATION  POSITIONS  (N  Lat  -  W  Long): 
1868-1870   40  27  -  73  56  (PA) 
1870-1874  (discontinued) 
1874-1891   40  26.4  -  73  55.9 
1891-1907   40  26.8  -  73  55.3  in  58ft 
1907-1962   40  26.6  -  73  55.2  in  63ft 

(1868-1870  position  described  as  in  line 

with  wreck  and  Sandy  Hook  lighthouse) 

(1874  reestablished) 

(1891  moved  0.6  mi  -  049  deg.  and  renamed 

Scotland) 

(1907  moved  0.1  mi  -  143  deg.) 


STATION  REPLACED  BY:  Scotland  Lighted  Horn  Buoy-"S",  0.4  mi  -  143  deg. 
final  lightship  station,  and  equipped  with  RACON  and  passing  light 


from  the 


HISTORICAL  NOTES: 

-1892  Station  vessel  struck  by  Italian  bark  CHIARINA 

-1894  Feb  23-1895  Jul  21,  submarine  cable  was  installed  between  Sandy  Hook  and 

the  lightship  station,  and  experiments  were  conducted  with  various  telephone, 

and  signaling  and  alarm  systems.  Although  no  operational  use  was  made  of  the 

capability,  it  was  perhaps  a  harbinger  of  automation 

-1900  Station  vessel  struck  by  British  schooner  GOLDSEEKER 

-1903/1905  Struck  by  passing  vessels  4  times  during  the  period 

-1925  Oct  30,  when  withdrawn  from  this  station  and  retired,  LV  11  was  the  oldest 

US  lightship  existing,  having  been  in  continuous  service  for  72  years 

-1950  An  experimental  unmanned,  radio  controlled  lightship  referred  to  as  Sandy 

Hook  Experimental  Lighship  EXP  was  scheduled  to  be  placed  1.3  mi  -  315  deg  from 

the  Scotland  station  in  1950  for  evaluation.  This  plan  was  postponed 

indefinitely  and  the  experimental  vessel  apparently  was  never  placed  in  service. 


STATION:   (027)  Scotland  <NJ) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1868-1870  Straw 

1874-1936  Lead  color 

1936-1962  Red 

HULL  MARKING: 

1868-1870  WRECK  OF  SCOTLAND  NO. 20,  black      1902-1936  SCOTLAND,  black 

1874-1876  WRECK  OF  SCOTLAND  NO. 23,  black      1936-1962  SCOTLAND,  white 

1876-1880  WRECK  OF  SCOTLAND  NO. 20,  black 

1881-1891  WRECK  OF  THE  SCOTLAND,  black 

1891-1902  SCOTLAND  7,  black 
MASTS:  DAYMARKS: 

1868-1962  2  1868-1925  2  black,  circular 

1925-1962  galleries 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1868-1870  2  FR  25ft/45ft  1925-1942  1  Occ  W  6sec  57ft  13mi 

1874-1876  2  FR  1945-1962  1  Occ  W  6sec  57ft  13mi 

1876-1912  2  FR  45ft  12mi 

1912-1924  1  GpFl  W  (3)  18sec  +  1  FR  45ft 

1924-1925  1  Occ  W  6sec  +  1  FR  45ft  llmi 
FOG  SIGNAL: 

1868-1870  Bell  1937-1942  17"air  Horn  (2-2)/20sec 

1870-1876  Bell  &  Horn  1945-1962  17"air  Horn  (2-2)/20sec 

1876-1925  Bell 

1925-1937  12"  steam  Whistle 
SUBMARINE  SIGNALS: 

None 

RADIO  BEACON: 

1932-1962  RBN  coded  (-.-.) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1937  AZNB  1919-1922  NARV  (disc.  1922) 

1937-1940  WWEN  1940-1962  NNBU 

1940-1962  NNBU 

RACON: 

REMARKS: 

-Station  discontinued  during  1870-1874 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-During  1942-1944,  station  marked  by  Scotland  LBB,  Black/White,  Occ  W  6sec, 

17ft  9mi 
-During  1944-1945,  station  marked  by  Scotland  LBB,  Black/White,  S-L  FL  V, 

17ft  9mi 
-Illuminants:  1868-1912,  oil;  1912-1920,  oil-gas;  1920-1962,  electricity 


INDEX:  028 

STATION  NAME:  Barnegat  (NJ ) 

ESTABLISHED:  1927  Aug  15   DISCONTINUED:  1969  YEARS  MAINTAINED:  42 

LOCATION  &  USAGE: 

Off  the  New  Jersey  coast,  about  8  miles  offshore  east  of  Barnegat  Inlet. 
Station  was  established  to  provide  a  leading  mark  for  the  point  where  a 
course  change  is  required  by  north-south  coastal  traffic  to  and  from  New  York. 
Earlier  proposals  for  the  lightship  station,  coupled  with  more  than  50  reported 
strandings  nearby  on  the  Jersey  Coast  between  1904  and  1923  ultimately  led  to 
approval  and  establishment  of  the  lightship  station  in  1927 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1927-1942  LV  79/VAL  506  1927-1969   39  45.8  -  73  56.0  in  78ft 

1942-1945  (marked  by  buoy  WWII) 
1945-1967  LV  79/WAL'  506 
1967-1969  LV  110/WAL  532 


STATION  REPLACED  BY:  Barnegat  Offshore  Lighted  Whistle  Buoy  "2".     Then  Barnegat 
Lighted  Horn  Buoy  " B"  was  later  placed  about  8  miles  seaward  of  former  station. 

HISTORICAL  NOTES: 


STATION:   (028)  Barnegat  CNJ) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1927-1940  Black 
1940-1969  Red 


HULL  MARKING: 

1927-1969  BARNEGAT,  white 


MASTS:  DAYMARKS: 

1927-1969  2  1927-1969  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1927-1939  1  Occ  V  lOsec  65ft  12mi 
1939-1969  1  Occ  W  lOsec  65ft  14mi 


FOG  SIGNAL: 

1927-1933  12"  steam  Whistle 
1933-1969  17"  air  Horn  (l/20sec) 


SUBMARINE  SIGNALS: 

1927-1940  Bell,  coded  (3)/15sec 


RADIO  BEACON: 

1930-1969  RBN  coded  ( ) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1927-1940  WRA  1931-1940  WRA 

1940-1969  NNBB  1940-1969  NNBB 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay 

-During  1942-1945,  station  marked  by  LWB  "BLS",  Red,  Occ  W  lOsec  16ft  9mi 

-Illuminant  1927-1969,  electricity 


INDEX:  029 

STATION  NAME:  Northeast  End  (NJ > 

ESTABLISHED:  1882  Jun  1    DISCONTINUED:  1932  Aug  31   YEARS  MA INTA INED: ■ 50 

LOCATION  Si  USAGE: 

Off  the  New  Jersey  coast  about  12  miles  east  of  Hereford  Inlet  and 

19.7  ml  -  085  deg.  from  Cape  May  Light.  Marked  the  northeast  extremity  of  Five 

Fathom  Bank  and  served  as  a  reference  mark  for  coastwise  traffic.  The  station 

was  about  9  miles  northeasterly  from  the  Five  Fathom  Bank  lightship  station 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1882-1926  LV  44  1882-1894   38  57.9  -  74  32.4 

1927-1932  LV  111/VAL  533  1894-1932   38  57.8  -  74  29.6  in  84ft 

(Relief  LV  79  marked  the  station       (1894  moved  2.2  mi  -  093  deg.  in  84  feet) 
briefly  in  1926  between  departure 
of  LV  44  and  arrival  of  newly  built 
LV  111) 


STATION  REPLACED  BY:  Five  Fathom  Bank  Northeast  Lighted  Whistle  Bouy  "2FB"  is 
close  to  the  former  lightship  station 

HISTORICAL  NOTES: 


STATION:   (029)  Northeast  End  <NJ) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1882-1932  Red 


HULL  MARKING: 

1882-1907  NORTHEAST  END  44,  black 
1907-1913  44  NORTHEAST  END  44,  black 
1913-1932  NORTHEAST,  white 

MASTS:  DAYMARKS: 

1882-1912  2  1882-1922  1  black  hoop  +  ball,  foremast 

1912-1926  2  skeleton  towers       1922-1926  None 

1927-1932  2  masts  1927-1932  Galleries 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1882-1912  1  FR  +  1FW  40ft/25ft  llmi/lOmi 
1912-1926  1  Occ  W  2sec  49ft  12mi 
1927-1932  1  Occ  W  2sec  65ft 

FOG  SIGNAL: 

1892-1912  12"  steam  Whistle  (2)/120sec 
1912-1932  steam  Siren 

SUBMARINE  SIGNALS: 

1910-1932   Bell,  coded  (4-5) 

RADIO  BEACON: 
None 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1925  AZHQ  1919-1925  NARS 

1925-1931  WWAQ  1925-1931  WWAQ 

1931-1932  WRD  1931-1932  WRD 

RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1882-1912,  oil;  1912-1927,  acetylene;  1927-1932,  electricity 


INDEX:  030 

STATION  NAME:  Five  Fathom  Bank  (NJ) 

ESTABLISHED:  1837  DISCONTINUED:  1972  YEARS  MAINTAINED:  135 

LOCATION  &  USAGE: 

Off  the  south  end  of  Five  Fathom  Bank,  14.7  ml  -  100  deg.  from  Cape  May  Light. 
Marked  the  shoal  and  served  as  a  reference  mark  for  the  northern  approach 
to  Delaware  Bay 

(Blunts  Coast  Pilot  of  1837  indicates  a  lightboat  here,  as  does  an  1838  Treasury 
report  to  Congress.  Although  later  records  list  the  station  as  established  1839, 
in  all  probability  there  was  a  lightship  here  from  1837  onward. ) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1837-1839  (see  note)  1837-1881   38  53.5  -  74  39.0  in  51ft 

1839-1869  LV  18  1881-1894   38  48.4  -  74  36.2 

1869-1876  LV  37  1894-1972   38  47.3  -  74  34.6  in  91ft 

1877-1904  LV  40 

1904-1924  LV  79/WAL  506  (1881  moved  5.6  mi  -  157  deg.,  shoaling) 

1924-1942  LV  108/WAL  530  (1894  Sep  1,  moved  1.7  mi  -  131  deg.) 

1942-1945  (marked  by  buoy  WWII) 

1945-1970  LV  108/WAL  530 

1970-1971  LV  110/WAL  532 

1971-1972  WLV  189 

-Blunts  Coast  Pilot  of  1837  and  a  Treasury  report  of  1838  refer  to  a  light 

vessel  on  this  station,  vessel  not  identified,  but  reported  "decayed  and  leaky" 

-1891  Apr,  station  vessel  temporarily  replaced  by  Coast  and  Geodetic  Survey 

schooner  DRIFT  during  repairs  to  fog  signal  machinery  on  station  vessel 

-1897  Jun  5-29,  station  temporarily  marked  by  whistle  buoy  while  lightship  being 

repaired 

-1971  Jun  7  -  Jul  6,  station  temporarily  marked  by  LHB  "F"  for  evaluation 

STATION  REPLACED  BY:  Five  Fathom  Bank  Lighted  Horn  Buoy-"F"  (LNB) ,  positioned  at 

the  final  lightship  station 

HISTORICAL  NOTES: 

-1826  Recommendation  for  a  lightship  at  Five  Fathom  was  approved  in  1826  but 

apparently  was  not  acted  upon  at  the  time 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  11  times 

in  severe  weather 

-1874  The  station  liberty  boat  capsized  in  heavy  weather  while  crossing  Cold 

Spring  Bar  enroute  to  the  lightship.  Four  of  five  crewmen  were  lost;  one  rescued 

by  pilot  boat 

-1880  Dec  26,  lightship  partially  flooded  by  boarding  seas;  boats  stove  in  and 

chain  parted;  worked  into  Delaware  Bay  on  Jan  2,  1881 

-1893  Aug  23/24,  while  relieving  the  station  vessel,  LV  37  capsized  and  sank  at 

0147  Aug  24  in  hurricane  force  winds  and  heavy  seas,  with  the  loss  of  four  of 

the  six  crewmen  aboard.  Two  were  picked  up  by  the  pilot  boat.  This  was  the  first 

US  lightship  sunk  on  station 

-1919  USN  minesweeper  FALCON,  fitted  out  as  a  temporary  lightship  was  positioned 

57  miles  northeasterly  from  this  station  to  mark  a  mineswept  channel  for  use  by 

troop  ships  returning  from  Europe. 

-1929  Jun  8,  lightship  crew  rescued  pilot  of  USCG  amphibian  aircraft  which  made 

a  forced  landing  near  the  station.  Plane  was  brought  alongside,  and  both  pilot 

and  plane  were  later  taken  ashore  by  a  lighthouse  tender 


STATION:   (030)  Five  Fathom  Bank  <NJ> 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1837-1839  Not  found 

1839-1854  None  listed 

1854-1939  Straw 

1939-1972  Fed 
HULL  MARKING: 

1837-1839  Not  found 

1839-1854  None  listed 

1854-1877  FIVE  FATHOM  BANK,  black 

1887-1904  FIVE  FATHOM  BANK  NO. 40,  black 

1904-1913  FIVE  FATHOM  BANK, NO. 40,  black 
MASTS:  DAYMARKS: 

1837-1839  Not  found  1837-1839 

1839-1972  2 


1913-1939  FIVE  FATHOM,  black 
1939-1972  FIVE  FATHOM,  white 


Not  found 
1839-1872  None  listed 
1872-1876  1,  black 


1877-1921  2,  red  hoop 
1921-1950  galleries 
1950-1972  1  gallery 


LIGHTS  SHOWN  (Number,  Characteristic 

1937-1839  2  FV 

1839-1904  2  FW  40ft/45ft  llmi/12mi 

1904-1921  2  FV  50ft 

1921-1924  1  Occ  V  6sec  65ft  12mi 

1924-1942  1  Occ  W  6sec  65ft  14rai 
FOG  SIGNAL: 

1839-1904  Bell 

1870-  Bell , Horn, Gun 

1877-1935  12"  steam  Whistle  (l/60sec) 

1935-1939  17"  steam  Horn  (l/15sec) 
SUBMARINE  SIGNALS: 

1910-1940  Bell,  coded  (4-2)/28sec 


Height,  Visibility): 
1942-1945  (marked  by  buoy) 
1945-1960  1  Occ  W  6sec  65ft  14rai 
1960-1972  1  Occ  W  6sec  63ft  13mi 

1972  1  Gp  Fl  W  (2)  20sec  66ft  14ml 


1939-1960  twin  steam  Horns  (l/15sec) 
1960-1972  air  Diaphone  2T/30sec 


RADIO  BEACON: 

1924-1937  RBN  coded  (-...) 
1937-1972  RBN  coded  (.. — ) 


VISUAL  CALL  SIGN: 

1912-1925  AZHP 

1925-1931  WWAR 

1931-1940  WRE 


1940-1972  NNBL 


RADIO  CALL  SIGN: 
1918-1925  NADV 
1925-1931  WWAR 
1931-1940  WRE 
1940-1972  NNBL 


RACON: 


REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 
-Radiobeacon  sequenced  with  Overfalls  and  Winter  Quarter  1930 

-Fog  signal  1939-1960  was  two  horns  aimed  athwartship  and  sounded  alternately 
-1942-1945  Station  marked  by  LBB  " FLS" ,  Red,  Occ  W  6sec,   16ft  9rai 
-Illuminants:  1837-1921,  oil;  1922-1924,  acetylene;  1924-1972,  electricity 
(bowl  lamps  replaced  with  Argand  lamps  and  reflectors  1855) 


INDEX:  031 

STATION  NAME:  Overfalls  (DE) 

Referred  to  locally  as  South  Shoal 

ESTABLISHED:  1898  Dec  2    DISCONTINUED:  1960  Nov  15   YEARS  MAINTAINED:  62 

LOCATION  &  USAGE: 

Off  the  south  side  of  Delaware  Bay  entrance,  about  3  1/2  miles  east  of  Cape 
Henlopen  and  8.5  ml  -  200  deg.  from  Cape  May  Light.  Marked  the  southern  end 
of  extensive  shoal  area  known  as  Overfalls  (sometimes  referred  to  locally  as 
South  Shoal),  and  marked  the  junction  of  traffic  lanes  leading  north  and  south 
from  the  Delaware  Bay  entrance 


LIGHTSHIPS  ASSIGNED: 
1898-1901  LV  46 
1901-1925  LV  69 
1926-1951  LV  101/WAL  524 
1951-1960  VLV  605 


STATION  POSITIONS  <N  Lat  -  W  Long): 
1898-1944   38  48.0  -  75  01.4  in  66ft 
1944-1961   38  47.1  -  75  00.7  in  66ft 

(1944  moved  1.1  mi  -  149  deg.) 


(Lightship  not  withdrawn  during  WWII) 

(1960  Notices  to  Mariners  show  a 

"newly  assigned  lightvessel"  coming 

on  station  Apr  23,  showing  a  light  at 

51ft  and  having  a  single  tone  diaphone. 

Vessel  has  not  been  identified) 

(1960,  Lightship  withdrawn  and  station 

discontinued  for  a  1  year  trial  period 

Nov  15,  1960,  simultaneously  with 

establishment  of  the  new  Delaware  station. 

The  Overfalls  station  was  never  reactivated 

after  that  date) 

STATION  REPLACED  BY:  Buoyage  for  Delaware  Bay  traffic  separation  zones 


HISTORICAL  NOTES: 
-During  the  period 
by  moving  ice 


189£ 


•1904  station  vessels  were  frequently  carried  off  station 


STATION:   <031)  Overfalls  (DE) 

RECOGNITION  FEATURES  -  ILLUMINATION  &    SIGNALING  SYSTEMS: 

HULL  COLOR: 

1898-1926  Straw 

1926-1940  Black 

1940-1960  Red 

HULL  MARKING: 

1898-1901  OVERFALLS,  black 
1901-1926  69  OVERFALLS,  black 
1926-1960  OVERFALLS,  white 

MASTS:  DAYMARKS: 

1898-1925  2  1898-1901  2,  red  1951-1960  galleries 

1926-1951  1  tubular  +  jigger      1901-1925  2  red  galleries 

1951-1960  2  1926-1951  1  gallery 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1989-1901  2  FW  45ft  12mi 

1901-1926  2  Occ  V  15sec  57ft  13ml 

1926-1951  1  Occ  V  15sec  50ft  12mi 

1951-1960  1  Occ  V  15sec  57ft  13mi 

1960  1  Occ  V  15sec  51ft  13mi 
FOG  SIGNAL: 

1898-1926  12"  steam  Whistle  (l/30sec)      1960  air  Diaphone  <2)/20sec 

1926-1935  10"  air  Whistle 

1935-1955  air  Diaphone  2T  <2)/20sec) 

1955-1960  air  Horn  (2)/20sec 
SUBMARINE  SIGNALS: 

1907-1937  Bell,  coded  (6-9)/38sec 

RADIO  BEACON: 

1930-1960  RBN  coded  (.-.) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1937  AZHT  1919-1923  HAKT  (disc.  1923) 

1937-1940  WWHF  1940-1960  NNBQ 

1940-1960  NNBQ 

RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 
-Radio  beacon  sequenced  with  Five  Fathom  and  Winter  Quarter  1930 
-Illuminants:  1898-1901,  oil;  1901-1920,  electricity;  1920-1925,  acetylene; 
1926-1931,  oil;  1931-1960,  electricity.   (Original  electric  lights  on  LV  69 
were  replaced  with  acetylene  1920-1925.  During  1926-1931,  LV  101  was  equipped 
with  revolving  flash  panel  lens  and  kerosene  lamp) 


INDEX:  032 

STATION  NAME:  Brandy wine  Shoal  (DE) 

ESTABLISHED:  1823  DISCONTINUED:  1850           YEARS  MAINTAINED:  27 

LOCATION  &  USAGE: 

In  Delaware  Bay  about  12  miles  above  the  entrance,  and  1  mile  west  of  Brandywine 
Shoal,  marking  the  east  side  of  the  main  channel  as  a  guide  for  passing  clear  of 

the  shoal  area.   (11.6  mi  -  350  deg.  from  present  Cape  Henlopen  radiobeacon  site) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1823-1850  "N"  1823-1850   38  59  -  75  08  (PA) 

(1823-1850  Station  vessel  was  referred  to  in  the  records  as  "lightboat 
Brandywine"  and/or  "Brandywine  No.  1") 

(An  1854  Coast  Survey  chart  indicates  a  "lightboat"  at  this  approximate 
position,  possibly  during  repairs  to  the  lighthouse) 


STATION  REPLACED  BY:  No  longer  needed  when  Brandywine  Shoal  Lighthouse  was 
activated  1  mile  eastward  of  the  former  lightship  station 

HISTORICAL  NOTES: 

-1838  An  inspection  report  stated  that  the  boat  was  "fifteen  years  old;  very 

much  out  of  order;  requires  thorough  repairs" 


STATION:   (032)  Brandywine  Shoal  (DE) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1823-1850  None  listed 


HULL  MARKING: 

1823-1850  None  listed 


MASTS:  DAYMARKS: 

1823-1850  2  1823-1350  2 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1823-1850  2  FW  42ft/45ft 


FOG  SIGNAL: 

1823-1950  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1823-1850,  oil 


INDEX:  033 

STATION  NAME:  Fourteen  Foot  Bank  (DE) 

ESTABLISHED:  1876  Aug  22   DISCONTINUED:  1886  Dec  1    YEARS  MAINTAINED:  10 

LOCATION  &  USAGE: 

In  Delaware  Bay  about  16  miles  above  the  entrance,  marking  shoal  water  lying 
west  of  the  main  channel.   (Fourteen  Foot  Bank  no  longer  appears  on  current 
charts  although  there  is  still  a  lighthouse  bearing  the  name) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1876-1886  LV  19  1876-1886   39  03.0  -  75  11.0 

(Blunt' s  American  Coast  Pilot  1837  mentions  a  "floating  light  vessel"  at  this 
station  in  1837  during  May  to  December, and  an  1838  Treasury  report  to  Congress 
mentions  a  lightboat  referred  to  as  "No.  2"  at  this  station.  However  Light  Lists 
of  1839,1849,1854,  and  1863  do  not  list  the  station.  It  seems  likely  that  these 
earlier  references  were  confused  with  the  Upper  Middle  light  vessel,  or  that 
the  earlier  vessel  was  privately  maintained  and  temporary 


STATION  REPLACED  BY:  No  longer  needed  after   Fourteen  Foot  Bank  Lighthouse  was 
constructed  about  1/2  mile  southeast  of  the  former  lightship  station 

HISTORICAL  NOTES: 


STATION:   <033)  Fourteen  Foot  Bank  (DE) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1876-1886  Yellow 


HULL  MARKING: 

1876-1886  None  listed 


MASTS:  DAYMARKS: 

1876-1886  2  1876-1886  2 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1876-1886  2  FW  43ft/29ft 


FOG  SIGNAL: 

1876-1886  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1876-1886,  oil 


INDEX:  034 

STATION  NAME:  Upper  Middle  <DE) 

Station  is  also  referred  .to  as  Cross  Ledge  in  the  records 

ESTABLISHED:  1823  DISCONTINUED:  1875  Dec  8    YEARS  MAINTAINED:  52 

LOCATION  &  USAGE: 

Near  the  middle  of  Delaware  Bay  about  21  miles  above  the  entrance  off  the  south 
end  of  Cross  Ledge  Shoal.   (About  3/4  mi  southerly  from  the  existing  abandoned 
Cross  Ledge  Lighthouse  tower  and  about  2  miles  northerly  from  the  present  Cross 
Ledge  Light).  Upper  Middle  Shoal  no  longer  appears  on  current  charts,  apparently 
being  now  part  of  Joe  Flogger  Shoal. 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1823-1845  "X"  1823-1875   30  08.8  -  75  14.2 

1845-1875  LV  19 

(Prior  to  1867  when  numbers  were  assigned  to  lightships,  vessels  assigned  to 
this  station  were  referred  to  in  the  records  variously  as  "Upper  Middle", 
"Upper  Middle  No.  2",  and/or  "Cross  Ledge") 


STATION  REPLACED  BY:  No  longer  needed  when  Cross  Ledge  Lighthouse  was  activated 
3/4  mi  north  of  the  former  station,  and  since  abandoned. 

HISTORICAL  NOTES: 

-1838  An  inspection  report  referred  to  the  vessel  as  "lightboat  No.  2,  Delaware 

Bay. . . .very  old;  rotten  in  upper  works;  lantern  leaks" 


STATION:   (034)  Upper  Middle  (DE) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1823-1875  Straw 


HULL  MARKING: 

1823-1863  None  listed 
1863-1875  "Name  on  each  side' 


MASTS:  DAYMARKS: 

1823-1845  1  (?)  1845-1875  2 

1845-1875  2 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1823-1875  1  FW  39ft  9mi 


FOG  SIGNAL: 

1823-      Bell 
1863-1875  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-I llurainants:  1823-1875,  oil.   (1848,  a  second  lantern  was  added;  1868,  lamps 
converted  to  reflector  type) 


INDEX:  035 

STATION  NAME:  Delaware  (DE) 

ESTABLISHED:  1960  Nov  15   DISCONTINUED:  1970  YEARS  MAINTAINED:  10 

LOCATION  &  USAGE: 

Southeasterly  from  Delaware  Bay  entrance,  17  mi  -  089  deg.  from  Fenwick  Island 
Light  in  100  feet.  Served  as  a  reference  mark  for  coastwise  traffic,  and  for 
making  the  approach  to  Delaware  Bay  from  the  south,   (positioned  about  4  miles 
seaward  of  the  former  Fenwick  Island  Shoal  station) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1960-1965  LV  107/WAL  529  1960-1970   38  27.3  -  74  35.1  in  100  feet 

1965-1970  LV  116/WAL  538 


STATION  REPLACED  BY:  Delaware  Lighted  Horn  Buoy-"D"  CLNB) 


HISTORICAL  NOTES: 


STATION:   (035)  Delaware  (DE) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1960-1970  Red 


HULL  MARKING: 

1960-1970  DELAWARE,  white 


MASTS:  DAYMARKS: 

1960-1970  2  1960-1965  1  gallery,  foremast 


1965-1970  1  gallery,  mainmast 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1960-1970  1  Gp  Fl  W  (4)  30sec  66ft  14mi 


FOG  SIGNAL: 

1960-1970  Diaphone  2T/(3)/60sec 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 

1960-1970  RBN  coded  (.-.-.-) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1960-1970  NNBE  1960-1970  NNBE 


RACON: 

REMARKS: 

-Illuminant :  1960-1970,  electricity 
-Riding  light  shown  from  forestay  1960-1970 


INDEX:  036 

STATION  NAME:  Fenwick  Island  Shoal  <DE> 

ESTABLISHED:  1888  Oct  29   DISCONTINUED:   1933  Jun  30   YEARS  MAINTAINED:  45 

LOCATION  &  USAGE: 

Originally  positioned  7.8  mi  -  096  deg.  from  Fenwick  Island  Light,  east  of 

Fenwick  Island  Shoal;  later  moved  seaward.  Used  as  a  reference  mark  by  coastwise 

traffic,  and  for  making  the  approach  to  Delaware  Bay  from  the  south 


LIGHTSHIPS  ASSIGNED: 
1888-1892  LV  37 
1892-1930  LV  52 
1930-1933  LV  116/WAL  538 


STATION  POSITIONS  (N  Lat  -  V  Long): 

1888-1891   38  26.3  -  74  53.4 

1891-1909   38  26.8  -  74  50.8  in  60ft 

1909-1933   38  27.6  -  74  46.4 


(1891  moved  2 . 1  mi 
(1909  moved  3.5  mi 


076  deg. ) 

077  deg. ) 


STATION  REPLACED  BY:  Fenwick  Shoal  Lighted  Whistle  Buoy  "2"  is  2.4  mi  -  171  deg. 
from  the  final  lightship  position 


HISTORICAL  NOTES: 

-1918  Jun  4,  lightship  crew  launched  boat  and  provided  assistance  to  a  disabled 

seaplane  which  had  landed  nearby 

-1928  Sep  18/19,  lightship  rode  out  hurricane  and  maintained  station  with 

violent  seas  breaking  aboard  for  2  days.  Vessel  worked  severely,  but  no  serious 

leaks  developed 

-1936  Sep  17/18  lightship  parted  chain  and  went  adrift  in  hurricane.  Dropped 

spare  anchor  and  steamed  full  ahead  for  10  hours,  but  continued  to  drag.  All 

boats  and  davits  carried  away 


STATION:   (036)  Fenwlck  Island  Shoal  <DE) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1888-1930  Red,  white  band 
1930-1933  Red 

HULL  MARKING: 

1888-1892  FENWICK  ISLAND  SHOAL  37,  black 
1892-1913  52  FENWICK  ISLAND  SHOAL,  black 
1913-1930  FENWICK,  black 
1930-1933  FENWICK,  white 

MASTS:  DAYMARKS: 

1888-1933  2  1888-1892  1  black  ball    1923-1933  galleries 

1892-1916  1  black,  foremast 

1916-1923  2  black 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1888-1916  2  FR  20ft/38ft  9mi/11.5mi 
1916-1923  1  FW  +  1FR  56ft 

1923-1930  1  Gp  Fl  W  (3)  12sec  56ft  13mi 
1930-1933  1  Gp  Fl  W  (3)  12sec  66ft  14mi 

FOG  SIGNAL: 

1888-1892  Bell  or  Horn 

1892-1912  12"  steam  Whistle  (2)/120sec 

1912-1933  air  Siren 

SUBMARINE  SIGNALS: 

1907-1933  Bell,  coded  (3) 

RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1931  AZHJ  1919-1925  NAJS 

1931-1933  WRN  1925-1931  WWAW 

1931-1933  WRN 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-I lluminants:  1888-1916,  oil;  1916-1917,  oil-gas;  1917-1923,  acetylene; 

1923-1933,  electricity 


INDEX:  037 

STATION  NAME:  Winter  Quarter  Shoal  <VA) 

ESTABLISHED:  1874  Nov  15   DISCONTINUED:  1960  YEARS  MAINTAINED-:  86 

LOCATION  &  USAGE: 

In  66  feet  about  8  1/2  miles  offshore  from  Assateague  Island  <13  mi  -  080  deg. 
from  Assateague  Light).  Moved  several  times  to  a  final  position  about  9.5  miles 
east  southeast  from  the  shoal.  Guarded  Winter  Quarter  Shoal  and  served  as  a 
reference  mark  for  coastwise  traffic,  and  for  making  the  approach  to  Chesapeake 
bay  from  the  north 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat 

1874-1875  LV  24  1874-1897   37  57.0 

1875-1876  LV  2  1897-1909   37  56.5 

1876-1888  LV  37  1909-1960   37  55.5 

1888-1908  LV  45 

1908-1934  LV  91/WAL  515  (1897  moved  0.8  mi 

1934-1942  LV  107/WAL  529  (1909  moved  7.9  mi  ■■  091  deg.) 

1942-1945  (marked  by  buoy  WWII) 

1945-1960  LV  107/WAL  529 


Lat  -  W 

Long) : 

75  05.5 

in  66ft 

75  04. 1 

in  78ft 

74  56. 4 

in  78ft 

130  deg. 

) 

STATION  REPLACED  BY:  A  lighted  bell  buoy  "6  WQS"  is  near  the  original  station 
position 

HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  11  times 
in  severe  weather,  in  one  case  in  1889  being  picked  up  28  miles  off  Cape 
Hatteras  and  towed  into  Chesapeake  Bay  by  British  SS  VIOLA,  and  in  1922  being 
blown  135  miles  to  sea.  Severe  damage  to  hull  and  superstructure  was  sustained 
on  several  of  these  occasions.  There  were  2  collisions  with  vessels  marking  the 
stat  ion 


STATION:   (037)  Winter  Quarter  Shoal  <VA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1874-1908  Red 

1908-1940  Straw 

1940-1960  Red 

HULL  MARKING: 

1874-1888  WINTER  QUARTER,  white 

1888-1908  WINTER  QUARTER  45,  white  +  45  in  white  on  sterna 

1908-1940  WINTER  QUARTER,  black 

1941-1960  WINTER  QUARTER,  white 

MASTS:  DAYMARKS: 

1874-1960  2  1874-1888  1  1908-1924  galleries 

1888-1891  2  red  1924-1960  1  gallery 

1891-1908  1  red,  mainmast 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1874-1889  1  FW 

1889-1924  1  FR  45ft  12mi 

1924-1934  1  Gp  Fl  W  <2)  20sec  65ft  14mi 

1934-1942  1  Gp  Fl  W  (2)  20sec  66ft  14mi 

1945-1960  1  Gp  Fl  W  (2)  20sec  66ft  14mi 
FOG  SIGNAL: 

1874-1876  Bell                       1934-1942  17"  steam  Horn  <l/60sec) 

1876-1888  Bell  or  Horn               1945-1946  17"  steam  Horn  (l/60sec) 

1888-1895  12"  steam  Whistle         1946-1960  air  Diaphone  2T/60sec 

1895-1934  air  Whistle  (l/60sec) 
SUBMARINE  SIGNALS: 

1907-1940  Bell,  coded  (4)/15sec 

RADIO  BEACON: 

1927-1960  RBN  coded  ( .) 

1930  sequenced  with  Five  Fathom  and  Overfalls 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1928  AZHD  1919-1924  NADT  (disc.  1924) 

1928-1931  WWAX  1928-1931  WWAX 

1931-1940  WRA  1931-1940  WRO 

1940-1960  NNBZ  1940-1960  NNBZ 

RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-During  1942-1945,  station  marked  by  Winter  Quarter  LBB  "6A",  Red,  Fl  W  4sec, 

16ft  9mi 
-Illuminants:  1874-1915,  oil;  1915-1924,  acetylene;  1924-1960,  electricity 


INDEX:  038 

STATION  NAME:  Chesapeake  (VA) 

Named  Cape  Charles  1888-1928,  then  renamed  Chesapeake 

ESTABLISHED:  1888  Feb  17   DISCONTINUED:  1965  YEARS  MAINTAINED":  77 

LOCATION  &  USAGE: 

Originally  located  9.3  ml.-  102  deg.  from  Cape  Charles  Light,  marking  the 
north  side  of  Chesapeake  Bay  entrance.  Moved  southeasterly  in  1922  in  the 
interest  of  deeper  draft  vessels,  and  moved  south  in  1928  to  conform  with 
improvements  in  aids  marking  the  approach  lanes  for  Chesapeake  Bay.  Final 
position  15  mi  -  078  deg.  from  Cape  Henry  Light. 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1888-1891  LV  46                         1888-1922   37  05.5  -  75  43.0  in  39ft 

1891-1916  LV  49                           1922-1928   37  05.0  -  75  40.3  in  56ft 

1916-1924  LV  101/WAL  524                 1928-1965   36  58.7  -  75  42.2  in  63ft 
1924-1927  LV  80 

1927-1933  LV  72                         (1922  moved  2 . 2  mi  -  103  deg.) 

1933-1942  LV  116/WAL  538                (1928  moved  6.5  mi  -  194  deg.) 

1942-1945  (marked  by  buoy  WWII) 

1945-1965  LV  116/WAL  538 


STATION  REPLACED  BY:  Chesapeake  Light  tower,  about  14  miles  east  of  Cape  Henry 
and  4.4  mi  186  deg.  from  the  final  lightship  station  position 

HISTORICAL  NOTES: 

-Lightships  marking  the  station  were  blown  or  dragged  off  station  9  times  in 

severe  weather,  and  there  was  one  collision  with  the  station  vessel 

-1896  Oct  11,  Parted  chain  and  drifted  16  miles  southeast  of  Cape  Henry;  towed 

in  by  USS  COLUMBIA 

-1898  Apr  27,  blown  off  station  and  picked  up  off  Currituck  NC 

-1898  During  the  year,  11,281  vessels  were  logged  as  passing  the  station 

-1912  Dec  18,  rammed  by  SS  GRAYSON 

-1919  USN  minesweepers  OWL  and  BRANT,  temporarily  fitted  out  as  lightships 

were  stationed  eastward  of  Chesapeake  Bay  entrance,  marking  a  mine  swept  channel 

extending  about  50  miles  offshore  for  use  by  troopships  returning  from  Europe. 

-1927  Dec,  during  severe  northeast  storm,  boarding  seas  damaged  the  after 

deckhouse,  disabled  the  radio  room,  partially  flooded  the  engine  room  and 

demolished  all  boats. 

-1936  Sep  17/18,  blown  off  station  during  hurricane;  dropped  spare  anchor  and 

steamed  full  ahead  for  10  hours  to  reduce  dragging. 

-1945  Jun  23,  Guard  Ship  off  Cape  Henry  discontinued;  Examination  Vessel  north 

of  Cape  Henry  discontinued,  and  both,  being  lightships,  were  released  to  Coast 

Guard  control.   (All  lightships  which  had  served  the  Navy  as  Examination  Vessels, 

Guard  Ships,  and  Net  Tenders  were  released  to  the  Coast  Guard  same  date) 


STATION:   (038)  Chesapeake  <VA) 

RECOGNITION  FEATURES 

HULL  COLOR: 

1888-1965  Red 


-  ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  MARKING: 

1888-1891  CAPE  CHARLES  NO. 46,  white 
1891-1913  CAPE  CHARLES  NO. 49,  white 
1913-1928  CHARLES,  white 
1928-1965  CHESAPEAKE,  white 


MASTS: 

1888-1916  2 

1916-1924  1  tubular 

1924-1965  2 


DAYMARKS: 

1888-1916  2  red,  cage 
1916-1924  black  lantern  housing 
1924-1965  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 

1888-1916  2  FV  45ft  12mi 

1916-1924  1  Occ  W  4sec  50ft  12mi 

1924-1933  1  Occ  V  4sec  65ft  14mi 

1933-1942  1  Occ  W  4sec  66ft  14mi 

1945-1965  1  Occ  V  4sec  66ft  14 mi 
FOG  SIGNAL: 

1888-1916  12"  steam  Whistle  (l/20sec) 

1916-1924  air  Siren  (l/20sec) 

1924-1935  17"  air  Horn 

1935-1965  air  Diaphone  2T/30sec 
SUBMARINE  SIGNALS: 

1910-1940  Bell,  coded  (2)/10sec 


RADIO  BEACON: 

1927?- 1965  RBN  coded  (. 


VISUAL  CALL  SIGN: 

1912-1925  AZGP 

1925-1931  WWAY 

1931-1940  WRS 

1941-1965  NNBF 

RACON: 


RADIO  CALL  SIGN: 
1919-1925  NAJV 
1925-1931  WWAY 
1931-1941  WRS 
1941-1965  NNBF 


REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Radiobeacon  synchronized  with  fog  signal  for  distance  finding  1935 

-During  1942-1945,  station  marked  by  Chesapeake  LWB  " 16CLS" ,  Red,  Occ  W  4sec, 

16ft  9mi 
-Illuminants:  1888-1916,  oil;  1916-1924,  acetylene;  1924-1965,  electricity 
-Light  Lists  1936-1950  indicate  a  vessel  with  a  single  tubular  mast  showing  a 

light  at  66ft.  This  does  not  coincide  with  the  assigned  LV  116/WAL  538  or  any 

other  known  lightship 


INDEX:  039 

STATION  NAME:  Tail  of  the  Horseshoe  <VA) 


ESTABLISHED:  1900  Sep 


DISCONTINUED:  1922 


YEARS  MAINTAINED:  22 


LOCATION  &  USAGE: 

Inside  the  entrance  to  Chesapeake  Bay,  3.4  mi  -  331  deg.  from  Cape  Henry  Light. 
Off  the  southeast  end  of  the  extensive  shoal  area  lying  between  the  Thimble 
Shoal  Channel  and  the  northbound  Chesapeake  Channel.  Guarded  the  shoal  area  and 
marked  the  junction  of  the  two  channels 


LIGHTSHIPS  ASSIGNED: 
1900-1901  LV  71 
1901-1922  LV  46 

(1900-1901  LV  71  marked  the 
station  on  a  temporary  basis 
since  no  vessel  had  yet  been 
assigned) 

(1903  Apr  10  -  Jun  3,  station 
marked  by  buoy  while  assigned 
vessel  under  repair) 


STATION  POSITIONS  (N  Lat  -  W  Long): 
1900-1922   36  58.6  -  76  02.5  in  33ft 


STATION  REPLACED  BY:  No  longer  needed  when  buoyage  in  the  Chesapeake  Bay 
entrance  was  expanded  and  improved 


HISTORICAL  NOTES: 

-1918  Jan  4,  lightship  carried  off  station  and  outside  the  Chesapeake  Bay 

entrance  in  moving  ice;  replaced  on  station  by  tender  ORCHID  Jan  6 


STATION:   (039)  Tail  of  Horseshoe  (VA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1900-1901  Red 

1901-1913  Straw 

1913-1922  Red 

HULL  MARKING: 

1900-1901  (marking  not  found) 

1901-1913  TAIL  OF  THE  HORSESHOE  46,  black 

1913-1922  TAIL  OF  SHOE,  white 

MASTS:  DAYMARKS: 

1900-1922  2  1900-1901  galleries 

1901-1922  2  red,  hoop 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1900-1922  2  FV  45ft  12mi 


FOG  SIGNAL: 

1900-1922  12"  steam  Whistle  (l/30sec) 


SUBMARINE  SIGNALS: 

1910-1922  Bell,  coded  (?) 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1922  AYUM  1919-1922  NAZR 


RACON: 

REMARKS: 

-Illuminants:  1900-1901,  electricity;  1901-1922,  oil 


INDEX:  040 

STATION  NAME:  Villoughby's  Spit  <VA) 

(The  location  is  now  named  Willoughby  Spit) 

ESTABLISHED:  1821  DISCONTINUED:  1872 


YEARS  MAINTAINED:  51 


LOCATION  &  USAGE: 

In  lower  Chesapeake  Bay,  2.9  mi  -  090  deg. from  Old  Point  Comfort  Light.  Moored 
at  the  east  end  of  Willoughby  Bank,  an  extensive  shoal  area  lying  north  of 
Willoughby  Spit.  Marked  the  south  side  of  the  channel  for  entering  Hampton  Roads 


LIGHTSHIPS  ASSIGNED: 
1820       "C" 
1821-1847  "Q" 
1847-1867  "R" 
1867-1868  LV  21 
1868-1872  LV  23 


STATION  POSITIONS  <N  Lat  -  W  Long) 
1821-1872   37  00.1  -  76  14.8 


(1820  Although  Willoughby  Spit  is  not  considered  to  be  the  first  US  lightship 
station,  our  first  lightship  "C"  was  positioned  here  briefly,  but  was  unable  to 
withstand  weather  and  sea  conditions  and  was  moved  to  establish  the  more 
protected  Craney  Island  station.  Because  of  this,  the  Willoughby  Spit  station 
was  not  formally  established  until  1821  when  the  lightvessel  "Q"  arrived) 


STATION  REPLACED  BY:  Not  considered  necessary  after  Thimble  Shoals  Lighthouse 
was  activated  0.9  mi  -  022  deg.  from  the  former  lightship  station 


HISTORICAL  NOTES: 

-Assigned  vessel  was  blown  off  station  on  one  occasion  and  one  collision  with 
the  lightship  was  recorded 

-Lightship  referred  to  as  "R"  was  the  former  Revenue  Cutter  SPENCER,  converted 
to  lightship  use  after  being  decommissioned 


STATION:   (040)  Villoughby's  Spit  <VA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1821-1854  None  listed 
1854-1872  Red 


HULL  MARKING: 

1821-1863  None  listed 

1863-1872  WILLOUGHBYS  SPIT,  white 


MASTS:  DAYMARKS: 

1821-1347  Not  found  1821-1868  Not  found 

1847-1872  2  1868-1872  2 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1821-1847  Not  found 
1847-1867  2  FW  32ft/41ft 
1867-1872  2  FV  35ft/48ft  llml/12mi 


FOG  SIGNAL: 

1821-  ?    Bell 
1863-1872  Bell  &    Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant  1821-1872,  oil 


INDEX:  041 

STATION  NAME:  Bush  Bluff  (VA) 

Also  called  "Bushes  or  Bush's  Bluff  In  early  correspondence 

ESTABLISHED:  1891  Jul  16   DISCONTINUED:  1918  YEARS  MAINTAINED:  27 

LOCATION  &  USAGE: 

Lower  Chesapeake  Bay,  in  the  Elizabeth  River  about  3  miles  south  of  Sewells 
Point  and  1  1/2  miles  north  of  Craney  Island.  Marked  Bush  Bluff  Shoal  and 
served  as  a  guide  for  transit  of  Norfolk  Harbor  Reach  in  the  approaches  to 
the  harbors  of  Portsmouth  and  Norfolk 


LIGHTSHIPS  ASSIGNED: 
1891-1893  LV  46 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1891-1918   36  54.6  -  76  20.3  in  18ft 


1893-1895 
1895-1911 
1911-1912 
1912-1918 


'see  note.) 
LV  97 

(marked  by  buoy) 
LV  97 


(During  1893-1895  the  tender  HOLLY,  the  Coast  &  Geodetic  Survey  schooner  DRIFT, 
(later  to  become  LV  97>,  and  LV  46  were  used  interchangeably  for  short  periods 
to  mark  this  station,  and  LV  46  was  used  at  Wolf  Trap  for  much  of  the  period. 
Therefore,  it  is  not  clear  which  vessel  was  actually  assigned) 


STATION  REPLACED  BY:  Buoyage 


HISTORICAL  NOTES: 

-1913  Equipped  with  battery  powered  electric  lamp  and  motor-driven  revolving 
reflector  mounted  on  a  compound  pendulum.  Produced  a  flash  every  10  seconds, 
rated  at  90,000cp.  Batteries  were  taken  ashore  for  recharging.  Said  to  have 
been  the  first  light  of  this  type  in  the  world.  After  evaluation,  this 
arrangement  was  removed  in  1915  and  replaced  with  a  lens  lantern  using  oil-gas. 


STATION:   (041)  Bush  Bluff  <VA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1891-1918  Red 


HULL  MARKING: 

1891-1913  BUSH  BLUFF,  white 
1913-1918  BUSH,  white 


MASTS:  DAYMARKS: 

1891-1895  2  1891-1895  2 

1895-1918  1  1895-1918  None 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1891-1913  2  FW  57ft 
1913-1918  1  Fl  V  lOsec  50ft 


FOG  SIGNAL: 

1891-1893  12"  steam  Whistle 

1893-1895  (various  vessels  marked  the  station) 

1895-1918  Bell 

SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1918  AYVC 


RACON: 

REMARKS: 

-Station  marked  by  buoy  1911-1912 

-Illuminants:  1891-1913,  oil;  1913-1915,  electricity;  1915-1918,  oil-gas 


INDEX:  042 

STATION  NAME:  Craney  Island  CVA) 

ESTABLISHED:  1820  DISCONTINUED:  1859  YEARS  MAINTAINED:'  39 

LOCATION  &  USAGE: 

Lower  Chesapeake  Bay,  in  the  Elizabeth  River  off  Craney  Island  apposite  the  port 
of  Norfolk,  marking  the  west  side  of  Craney  Island  Reach.  Served  as  a  guide  in 
the  approach  to  Norfolk  and  Portsmouth  harbors 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1820-1859  "C"  1820-1859   36  53    76  20  (PA> 

(Although  "C",  the  first  US  lightship  served  briefly  at  Willoughby  Spit  in 
1820,  that  station  was  not  formally  established  until  1821.  Therefore, 
Craney  Island  is  considered  by  historians  to  be  the  first  US  lightship 
stat  ion) 


STATION  REPLACED  BY:  Craney  Island  Lighthouse,  since  discontinued 


HISTORICAL  NOTES: 

-1838  Aug  14,  station  vessel  struck  by  schooner  LEANDER  of  Baltimore 

-1838  An  inspection  report  of  the  station  vessel  stated  "boat  and  light  are 

badly  kept;  requires  new  lightboat  at  this  place",  and  "lanterns  hoist  on 

2  slides  28  feet  high;  mast  partially  eclipses  the  light" 


STATION:   (042)  Craney  Island  (VA> 

RECOGNITION  FEATURES  -  ILLUMINATION  &    SIGNALING  SYSTEMS: 

HULL  COLOR: 

1820-1859  Lead  color 


HULL  MARKING: 

1820-1859  None  listed 


MASTS:  DAYMARKS: 

1820-1859  1  1820-1859  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility.) 
1820-1859  1  FW  33ft  8mi 


FOG  SIGNAL: 

1820-1859  None  listed 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1820-1859,  oil 


INDEX:  043 

STATION  NAME:  Thirty  Five  Foot  Channel  (VA) 


ESTABLISHED:  1908 


DISCONTINUED:  1919 


YEARS  MAINTAINED:  11 


LOCATION  &  USAGE: 

Lower  Chesapeake  Bay,  10.8  mi  -  331  deg.  from  Cape  Henry  Light.  Guarded  the 

western  side  of  Middle  Ground  Shoal  and  served  as  a  Junction  mark  for  traffic 

westbound  for  the  York  River  entrance  and  northbound  via  the  main  Chesapeake 

Channel 


LIGHTSHIPS  ASSIGNED: 

1908-1918  LV  45 

1918-1919  (marked  by  buoy) 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1908-1919   37  05  -  76  07  (PA) 


(1918  Jul,  LV  45,  while  under  repair  was  partially  destroyed  by  fire  and  the 
station  was  marked  by  a  buoy  until  discontinued  in  1919) 


STATION  REPLACED  BY:  Thirty  Five  Foot  Channel  Lighted  Whistle  Buoy,  since 
discontinued 


HISTORICAL  NOTES: 


STATION:   (043)  Thirty  Five  Foot  Channel  (VA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1908-1918  Red 


HULL  MARKING: 

1908-1913  35  FOOT  CHANNEL,  white 
1913-1918  35  FOOT,  white 


MASTS:  DAYMARKS: 

1908-1918  2  1908-1918  1  red 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1908-1918  1  FW  +  1  FR  35ft/45ft 


FOG  SIGNAL: 

1908-1918  12"  air  whistle 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1918  AYUX 


RACON: 

REMARKS: 

-Station  marked  by  buoy  July  1918  until  discontinued  in  1919. 
-Illuminant:  1908-1918,  oil 


INDEX:  044 

STATION  NAME:  York  Spit  <VA> 


ESTABLISHED:  1855  Dec  3 


DISCONTINUED:  1870 


YEARS  MAINTAINED:"  15 


LOCATION  &  USAGE: 

Chesapeake  Bay  west  side,  off  the  entrance  to  the  York  River.  Moored  off  the 
southeast  end  of  the  extensive  shoal  comprising  York  Spit.  Positioned  on  the 
north  side  of  the  entrance  channel  serving  as  a  guide  for  traffic  to  and  from 
the  York  River 


LIGHTSHIPS  ASSIGNED 
1855-  ?     ? 
?  -1861 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1855-1870   37  12.0  -  76  13.7  in  24ft 


1861-1863 
1863-1864 
1864-1867 
1867-1870 


it  fn 

(station  vacant) 
LV  22 

(station  vacant) 
LV  24 


(1861-1863  Lightvessel  "T"  was  sunk  or  removed  by  Confederate  forces  in  1861 
and  the  station  remained  unmarked  until  reestablished  in  1863  at  the  request 
of  the  War  Department  "to  facilitate  troop  movements".  Station  again 
discontinued  Aug  2  1864,  then  reestablished  1867) 

(LV  22  was  renumbered  12  in  1871  and  is  listed  as  LV  12(2)  in  the  Lightship 
Reference  Notes) 


STATION  REPLACED  BY:  No  longer  needed  after  construction  of  York  River 
Lighthouse,  1.4  mi  -  295  deg.  from   the  former  lightship  station 


HISTORICAL  NOTES: 


STATION:   (044)  York  Spit  <VA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1855-1861  "Cream  Yellow" 
1863-1870  Yellow 


HULL  MARKING: 

1855-1861  YORK  SPIT,  black 
1863-1870  YORK  SPIT,  black 


MASTS:  DAYMARKS: 

1855-1861  2  1863-1864  1 

1863-1870  2  1867-1870  1  square,  foremast 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1855-1861  1  FW  40ft  9mi 

1863-1864  2  FW  40ft  9mi 

1867-1870  1  FW  40ft  9mi 


FOG  SIGNAL: 

1855-1861  Not  found 
1863-1870  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Station  vacant  1861-1863  and  1864-1867 
-Illuminant  1855-1870,  oil 


INDEX:  045 

STATION  NAME:  Wolf  Trap  (VA) 


ESTABLISHED:  1821 


DISCONTINUED:  1895 


YEARS  MAINTAINED':  51 


LOCATION  &  USAGE: 

Chesapeake  Bay  west  side,  about  7  miles  northeasterly  from  New  Point  Comfort. 
Moored  4  miles  offshore  (about  1.1  mi  -  095  deg.  )  from  present  Wolf  Trap  Light. 
Used  as  a  guide  for  passing  clear  of  Wolf  Trap  Shoal 


LIGHTSHIPS 
1821-  ? 
1855-  ? 
1861-1864 


ASSIGNED: 
"S" 

(station  vacant) 


STATION  POSITIONS  (N  Lat  -  W  Long) 
1821-1870  37  23.3  -  76  10.0 
1893-1895  37  23.3  -  76  11.6 


1864-1870  LV  22 


1893-1895  LV  46 


(1861-1864,  lightship  removed,  sunk  or  destroyed  by  Confederate  forces) 

(Station  was  discontinued  in  1870  when  Wolf  Trap  Lighthouse  was  first  activated, 

however  the  light  was  destroyed  by  ice  in  winter  of  1892  and  the  lightship 

station  was  temporarily  reestablished  1893-1895  while  the  lighthouse  was  being 

rebuilt) 

(LV  22  was  renumbered  12  in  1871  and  is  referred  to  as  LV  12(2)  in  the  Lightship 

Reference  Notes) 

STATION  REPLACED  BY:  No  longer  needed  when  Wolf  Trap  Lighthouse  was  activated 
about  1.1  mi  -  275  deg.  from  the  former  lightship  station 


HISTORICAL  NOTES: 

-1893  Aug  28,  a  boiler  explosion  aboard  the  station  vessel  killed  the 
engineer  and  one  seaman.  Fog  signal  out  of  service  for  a  considerable  period 
thereafter 


STATION:  <045)  Wolf  Trap  (VA) 

RECOGNITION  FEATURES 


ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1821-1854  None  listed 
1854-1870  Lead  color 
1893-1895  Red 

HULL  MARKING: 

1821-1861  None  listed 

1864-1870  WOLF  TRAP,  black 

1893-1895  WOLF  TRAP,  white 


MASTS: 

1821-1854  Not  found 
1854-1870  2 
1893-1895  2 


DAYMARKS: 

1821-1861  Not  found 
1864-1870  1 
1893-1895  2  red  cage 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1821-1854  Not  found 
1854-  ?    2  FW  30ft/38ft  10ml 

?   -1870  1  FW  39ft  11 mi 
1893-1895  2  FW  45ft  12mi 

FOG  SIGNAL: 

1821-1854  Not  found 
1854-1870  Bell  &  Horn 
1893-1895  12"  steam  Whistle 

SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Station  vacant  1861-1864 

-Illuminants:  1821-1870  and  1893-1895,  oil 


INDEX:  046 

STATION  NAME:  Windmill  Point  (VA) 


ESTABLISHED:  1834 


DISCONTINUED:  1869 


YEARS  MAINTAINED:  35 


LOCATION  &  USAGE: 

Chesapeake  Bay  west  side,  off  the  Rappahannock  River  entrance.  Moored  on  the 
north  side  of  the  entrance  channel  to  mark  the  extensive  shoal  area  extending 
southeasterly  from  Windmill  Point,  and  serve  as  a  guide  for  traffic  transiting 
the  river 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  W  Long): 

1834-1861  "U"  1834-1869   37  54.8  -  76  11.5 

1861-1863  (station  vacant) 
1863-1869  ? 

1869  Relief  LV  21 

(1861,  Lightship  removed,  sunk  or  destroyed  by  Confederate  forces) 

(Although  Light  Lists  of  1839,1849,1854  and  1863  confirm  the  existence  of 

the  station,  no  information  could  be  found  for  vessels  assigned  during  the 

period  1863-1969,  except  that  Relief  LV  21  was  temporarily  assigned  Mar  8  - 

Sep  1  1869  during  lighthouse  construction.  From  this,  it  seems  probable  that  the 

station  actually  remained  vacant  until  LV  21  was  placed  there  temporarily) 


STATION  REPLACED  BY:  No  longer  needed  after  Windmill  Point  Lighthouse  was 
constructed  about  1  mile  NNW  of  the  lightship  station 


HISTORICAL  NOTES: 


STATION:   (046)  Windmill  Point  (VA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1834-1854  None  listed 
1854-1861  Straw 
1863-  ? 

HULL  MARKING: 

1834-1854  None  listed 

1854-1861  WINDMILL  POINT,  black 

1863-  ? 


MASTS: 

Not  found 


DAYMARKS: 
Not  found 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1834-1849  Not  found 
1849-1861  1  FW  34ft  10ml 
1863-      ? 


FOG  SIGNAL: 

1834-1854  Not  found 

1854-      Bell 

-1861  Bell  &  Horn 

1863-      ? 
SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 


REMARKS: 

-Station  vacant  1861-1863  (and  possibly  until  1869) 
-Illuminant:  1834-1869,  oil 


INDEX:  047 

STATION  NAME:  Bowlers  Rock  <VA) 


ESTABLISHED:   1835 


DISCONTINUED:  1868 


YEARS  MAINTAINED:  33 


LOCATION  8j  USAGE: 

In  the  upper  Rappahannock  River,  about  34  miles  above  its  entrance  into 
Chesapeake  Bay,  and  about  8  1/2  miles  downriver  from  the  town  of  Tappahannock. 
Moored  on  the  easterly  side  of  the  channel  to  mark  a  rock  off  Bowlers  Wharf 


1835-1861  "O" 

1861-1863  (station  vacant) 

1864-1868  LV  28 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1835-1868   37  49.2  -  76  43.3 


(1861-1863,  lightship  removed,  sunk  or  destroyed  by  Confederate  forces) 


STATION  REPLACED  BY:  No  longer  needed  when  Bowlers  Rock  Lighthouse  was  activated 
about  1  mile  upriver  from  the  lightship  station 


HISTORICAL  NOTES: 

-1338  An  inspection  report  stated  that  the  Captain,  mate  and  crew  were  absent, 
at  the  time  of  the  inspection,  and  that  the  vessel  was  too  small  for  the  size 
of  the  lantern  with  which  it  was  equipped 


STATION:   (047)  Bowlers  Rock  (VA) 

RECOGNITION  FEATURES  - 

HULL  COLOR: 

1835-1854  None  listed 
1854-1868  Lead  color 


ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  MARKING: 

1835-1854  None  listed 
1854-1868  BOWLERS  ROCK,  black 


MASTS: 

1835-1861  Not  found 
1864-1868  2 


DAYMARKS: 

1835-1861  Not  found 
1864-1868  1  black,  hoop 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1835-1861  1  FW  5mi 
1864-1868  1  FW 


FOG  SIGNAL: 

1835-      Bell 

-1861  Bell  &  Horn 
1864-1868  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 


REMARKS: 

-Station  vacant  1861-1863 
-Illuminant:  1835-1868,  oil 


INDEX:  048 

STATION  NAME:  Smith  Point  (VA) 

Called  Smith's  Point  in  early  years 

ESTABLISHED:  1821  DISCONTINUED:  1897 


YEARS  MAINTAINED:  49 


LOCATION  &  USAGE: 

Chesapeake  Bay  west  side,  off  the  south  side  of  the  Potomac  River  entrance. 
Moored  about  3  miles  offshore  guarding  the  shoal  area  off  Smith  Point  and 
serving  as  a  reference  mark  for  the  southern  approach  to  the  Potomac  River,  and 
as  a  waypoint  for  north-south  traffic  using  the  main  Chesapeake  Channel 


LIGHTSHIPS  ASSIGNED: 
1821-1861  "B" 

1861-1862  (station  vacant) 
1862-1868  LV  23 


STATION  POSITIONS  <N  Lat  -  W  Long) 
1821-1868   37  52.7  -  76  10.1 
1893-1895   same 


1895-1897  LV  46 

(1861-1862  lightship  removed,  sunk  or  destroyed  by  Confederate  forces) 
(1895-1897  station  temporarily  reestablished  in  1895  when  Smith  Point 
Lighthouse  was  being  rebuilt  after  being  destroyed  in  a  winter  storm) 


STATION  REPLACED  BY:  No  longer  needed  after  Smith  Point  Lighthouse  was  activated 
about  3/4  mile  WSW  of  the  lightship  station 


HISTORICAL  NOTES: 

-1838  When  inspected  by  Lt  William  D  Porter  USN,  the  Captain  and  all  crew  were 

found  to  have  been  absent  for  a  week,  and  the  boat  left  in  charge  of  a  14  year 

old  boy.  The  lantern  had  been  left  at  half-mast,  and  the  boy  was  incapable  of 

hoisting  it  by  himself.  Boat  also  reported  to  be  "in  bad  order  throughout" 

-1862  Mar,  "a  competent  military  guard  has  been  detailed  for  duty"  aboard 

the  lightship  (when  the  original  vessel  was  replaced  in  1862) 

-1867  Jan  19,  lightship  caught  in  moving  ice  and  drifted  for  2  days.  Towed 

into  the  Wicomico  River,  but  did  not  return  to  station  until  Feb  23 


STATION:   (048)  Smith  Point  (VA) 
RECOGNITION  FEATURES 


ILLUMINATION  &  SIGNALING  SYSTEMS 


HULL  COLOR: 

1821-1854  None  listed 

1854-1868  Lead  color 

1895-1897  Red 

HULL  MARKING: 

1821-1861  None  listed 
1862-1868  SMITHS  POINT,  black 
1895-1897  SMITHS  POINT,  white 


MASTS : 

1821-1849  Not 
1849-1868  2 
1895-1897  2 


found 


DAYMARKS: 

1821-1849  Not  found 
1849-1868  2 
1895-1897  2 


LIGHTS  SHOWN  (Number,  Characteristic. 
1821-1849  Not  found 

1849-1868  2  FV  35ft/39ft  lOrai/llmi 
1895-1897  2  FV  57ft 


Height,  Visibility) 


FOG  SIGNAL: 
1821-1849 
1849-1861 
1862-1868 
1895-1897 

SUBMARINE  S 


None  listed 
Bell 

Bell  &  Horn 
12"  steam  whistle 
IGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Station  vacant  1861-1862;  discontinued  1868  then  temporarily  reestablished 

1895-1897  during  lighthouse  rebuild 
-Illuminant:   1821-1868  and  1895-1897,  oil 


INDEX:  049 

STATION  NAME:  Janes  Island  (MD) 

ESTABLISHED:  1853  DISCONTINUED:  1867  YEARS  MAINTAINED:  14 

LOCATION  &  USAGE: 

Chesapeake  Bay  east  side,  between  Smith  Island  and  the  eastern  shore  of  the 
Bay.  Moored  about  1  mile  off  the  entrance  to  the  Little  Annamessex  River. 
Marked  the  approaches  to  the  port  of  Crisfield  MD,  and  served  as  a  guide  for 
traffic  in  Tangier  Sound,   (former  station  location  now  shoaled  to  3  feet) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1853-1867   ?  1853-1867  37  57.6  -  77  55.4 

(Although  Lightlists  of  1854  and  1863  confirm  the  presence  of  a  lightship  at 

this  station,  no  information  on  vessel  assignments  was  found) 


STATION  REPLACED  BY:  No  longer  needed  when  Janes  Island  Lighthouse  was  activated 
about  1/4  mile  SW  of  the  lightship  station 

HISTORICAL  NOTES: 


STATION:  (049)  Janes  Island  (MD) 

RECOGNITION  FEATURES  -  ILLUMINATION  &   SIGNALING  SYSTEMS: 

HULL  COLOR: 

1853-1867  Cream  color 


HULL  MARKING: 

1853-1867  JANES  ISLAND,  black 


MASTS:  DAYMARKS: 

1853-1867  Not  found  1853-1867  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1853-1867  1  FV  30ft  16mi 


FOG  SIGNAL: 

1853-      Bell 

-1867  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1853-1867,  oil 


INDEX:  050 

STATION  NAME:  Lower  Cedar  Point  <MD) 


ESTABLISHED:  1825 


DISCONTINUED:  1867  Aug  6    YEARS  MAINTAINED:  42 


LOCATION  &  USAGE: 

In  the  section  of  the  Potomac  River  referred  to  as  "narrows  of  the  Potomac", 
about  40  miles  uprlver  from  Chesapeake  Bay.  Moored  on  the  westerly  side  of  the 
channel,  off  the  present  Naval  Proving  Ground  at  Dahlgren  VA,  and  about  1  mile 
south  of  the  present  highway  bridge  for  Route  301.  Assisted  the  transit  of  a 
series  of  sharp  bends  in  the  river.  Former  station  position  now  in  shoal  water 


LIGHTSHIPS  ASSIGNED: 
1825-1861  "DD" 
1861-1864  (station  vacant) 
1864-1867  LV  24 


STATION  POSITIONS  (N  Lat  -  W  Long) 
1825-1867  38  21.0  -  77  00.5 


(1861-1864  Lightship  removed,  sunk  or  destroyed  by  Confederate  forces  and 
station  remained  unmarked  during  the  period) 


STATION  REPLACED  BY:  No  longer  needed  upon  activation  of  Lower  Cedar  Point 
Lighthouse  (discontinued)  about  1  mile  downriver  from  the  lightship  station 


HISTORICAL  NOTES: 

-1838  When  inspected  during  the  year,  the  report  referred  to  the  station  vessel 
as  "Narrows  of  Potomac  light  boat",  and  went  on  to  state  "Captain  and  crew 
absent;  boat  in  very  bad  order" 


STATION:   (050)  Lower  Cedar  Point  (MD) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1825-1867  Lead  color 


HULL  MARKING: 

1825-1861  None  listed 

1864-1867  LOWER  CEDAR  POINT,  black 


MASTS:  DAYMARKS: 

1825-1861  Not  found  1825-1861  Not  found 

1864-1867  2  1864-1867  1  black  hoop 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1825-1861  1  FW  33ft  10ml 
1864-1867  1  FW  22ft  8mi 


FOG  SIGNAL: 

1825-      Bell 

-1867  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Station  vacant  1861-1864 
-Illuminant:  1825-1867,  oil 


INDEX:  051 

STATION  NAME:  Upper  Cedar  Point  (MD) 


ESTABLISHED:  1821  Sep 


DISCONTINUED:  1867  Jul  20   YEARS  MAINTAINED:  46 


LOCATION  &  USAGE: 

In  the  section  of  the  Potomac  River  referred  to  as  "narrows  of  the  Potomac", 
about  44  miles  upriver  from  Chesapeake  Bay.  Moored  on  the  southerly  side  of  the 
channel  off  the  mouth  of  the  Tobacco  River  and  about  2  3/4  miles  upriver  from 
the  present  highway  bridge  for  Route  301.  Assisted  transit  of  one  of  a  series 
of  sharp  bends  in  the  river.  Former  station  position  now  in  shoal  water 


LIGHTSHIPS  ASSIGNED: 
1821-  ?    "LL" 
?  -1859  "EE" 
1859-1861  "SS" 
1861-1864  (station  vacant) 
1864-1867  LV  21 


STATION  POSITIONS  <N  Lat  -  V  Long) 
1821-1867  38  24.0  -  77  03.5 


(1861-1864  Lightship  removed,  sunk  or  destroyed  by  Confederate  Forces  and 
station  remained  unmarked  during  the  period) 


STATION  REPLACED  BY:  No  longer  needed  upon  activation  of  Upper  Cedar  Point  Light 
(since  discontinued),  about  1/4  mile  upriver  from  the  lightship  station 


HISTORICAL  NOTES: 

-1838  An  inspection  report  stated  that  "lantern  is  hidden  by  the  head  of  slides; 

cannot  be  seen  300  yards  when  the  boat  is  head  on" 


STATION:   (051)  Upper  Cedar  Point  <MD) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1821-1854  None  listed 
1854-  ?    Yellow 
?   -1867  Cream 

HULL  MARKING: 

1821-1861  None  listed 

1864-1867  UPPER  CEDAR  POINT,  black 


MASTS:  DAYMARKS: 

1821-1861  Not  found  1821-1867  None  listed 

1864-1867  2 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1821-1849  Not  found 
1849-      1  FW  34ft  (above  deck) 
1854-1861  1  FV  40ft 
1864-1867  1  FW  28ft  10ml 

FOG  SIGNAL: 

1825-1861  Bell 
1864-1867  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Station  vacant  1861-1864 
-Illuminant:  1825-1867,  oil 


INDEX:  052 

STATION  NAME:  Hoopers  Straight  <MD) 

Later  called  Hooper  Straight 

ESTABLISHED:  1827  DISCONTINUED:  1867  Sep  14   YEARS  MAINTAINED:  40 

LOCATION  &  USAGE: 

Chesapeake  Bay  east  side,  north  of  Bloodsworth  Island  opposite  the  Honga  River 
entrance.  Marked  the  northern  extremity  of  shoals  off  Bloodsworth  Island  at  the 
west  end  of  the  Straight.  Former  station  position  now  in  shoal  water 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long) 

1827-1867  LV  25  1827-1867   38  13.0  -  76  05.0 


STATION  REPLACED  BY:  No  longer  needed  upon  activation  of  Hoopers  Island 
Lighthouse  (since  discontinued)  about  3/4  mile  NNE  of  the  lightship  station 

HISTORICAL  NOTES: 

-1838  An  inspection  of  the  station  vessel  stated  "rotten  in  upperworks, 

requires  new  lamp  and  lantern;  rides  hard  to  her  moorings" 


STATION:   (052)  Hoopers  Straight  (MD) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1827-1867  Lead  color 


HULL  MARKING: 

1827-1867  None  listed 


MASTS:  DAYMARKS: 

1827-1867  2  1827-1867  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1827-1867  1  FV  34ft  10ml 


FOG  SIGNAL: 

1827-  ?    Bell 
?   -1867  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1827-1867,  oil 


INDEX:  053 

STATION  NAME:  Choptank  River  <MD) 


ESTABLISHED:  1870  Jun  1 


DISCONTINUED:   1871 


YEARS  MAINTAINED: 


LOCATION  &  USAGE: 

Chesapeake  Bay  east  side,  in  the  Choptank  River  near  the  SE  extremity  of  the 
shoal  making  out  from  Benonis  Point  at  the  junction  of  the  Choptank  and  Tred- 
Avon  Rivers.  Used  as  a  leading  mark  by  traffic  in  the  Choptank  River;  as  a  guide 
for  entering  the  Tred-Avon  River,  and  as  a  guide  for  passing  between  Castle 
Haven  and  Chlora  Points 


LIGHTSHIPS  ASSIGNED: 
1870-1871  LV  25 


STATION  POSITIONS  <N  Lat  -  W  Long): 
Listed  in  Notice  to  Mariners  as  "off 
the  mouth  of  Choptank  River" ,  no 
position  given 


Although  a  Notice  to  Mariners  confirms  that  a  lightship  was  placed  here  in 
1870,  the  station  does  not  appear  in  official  station  records  of  the  Lighthouse 
Service.  It  appears  that  the  station  was  a  temporary  expedient  used  during 
construction  of  the  Choptank  River  Lighthouse.  LV  25  was  carried  in  Relief 
status  during  this  period. 


STATION  REPLACED  BY:  No  longer  needed  when  Choptank  River  Lighthouse  was 
activated  about  1/2  mile  south  of  the  lightship  station 


HISTORICAL  NOTES: 


STATION:   <053)  Choptank  River  (MD) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1870-1871  Lead  color 


HULL  MARKING: 

1870-1871  CHOPTANK  RIVER  NO.  25,  white 


MASTS:  DAYMARKS: 

1870-1871  2,  white  1870-1871  None 


LIGHTS  SHOWN  (Number ,  Characteristic,  Height,  Visibility) 
1870-1871  1  FV  34ft  lOroi 


FOG  SIGNAL: 

1870-1871  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1870-1871,  oil 


INDEX:  054 

STATION  NAME:  Wades  Point  Shoal  (NO 

ESTABLISHED:  1826  DISCONTINUED:  1855  YEARS  MAINTAINED:  29 

LOCATION  &  USAGE: 

Southeasterly  from  Elizabeth  City  in  eastern  Albermarle  Sound  at  the  west  side 

of  the  Posquotank  River  entrance.  Used  as  a  guide  for  entering  the  river. 

CI.  8  mi  -  217  deg.  from  present  Posquotank  River  Entrance  Light) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long) 

1826-1855  "M"  1826-1855   36  08  -  76  00  (PA) 


STATION  REPLACED  BY:  Wades  Point  Lighthouse,  since  replaced  by  Posquotank  River 
Entrance  Light,  1.8  mi  -  037  deg.  from  former  lightship  station 

HISTORICAL  NOTES: 

-1838  An  inspection  report  stated  "Captain  absent  nearly  a  week;  boat  in  very 

bad  order" 


STATION:  (054)  Wades  Point  Shoal  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1826-1854  None  listed 
1854-1855  Yellow 


HULL  MARKING: 

1826-1855  None  listed 


MASTS:  DAYMARKS: 

1826-1855  1  1826-1855  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1826-1855  1  FW  40ft  11  mi 


FOG  SIGNAL: 

1826-1855  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1826-1855,  oil 


INDEX:  055 

STATION  NAME:  Roanoke  River  (NO 


ESTABLISHED:  1835 


DISCONTINUED:  1866 


YEARS  MAINTAINED:  31 


LOCATION  &  USAGE: 

Southeasterly  from  the  town  of  Edenton,  In  western  Albermarle  Sound 

(2.2  mi  -  286  deg.  from  present  Roanoke  River  Channel  Entrance  Light  "1") 

Used  as  a  reference  mark  for  picking  up  the  river  entrance  when  proceeding 

west  in  Albemarle  Sound. 


LIGHTSHIPS  ASSIGNED: 
1835-1861  "MM" 
1861-1863  (station  vacant) 
1863-1866  ? 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1835-1866   35  58  -  76  42  (PA) 


("MM"  was  removed,  sunk  or  destroyed  by  Confederate  forces.  Although  the  station 

is  listed  in  the  1863  Light  List,  no  information  was  found  to  identify  the 

vessel (s)  marking  the  station  during  1863-1866.  It  is  conceivable  that  "MM" 
could  have  been  restored  to  service) 


STATION  REPLACED  BY:  Roanoke  River  Lighthouse,  since  replaced  by  Roanoke  River 
Channel  Entrance  Light  "1",  2.2  mi  -  106  deg.  from  former  lightship  station 


HISTORICAL  NOTES: 


STATION:   <055)  Roanoke  River  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1835-1854  None  listed 
1854-1866  Straw  color 


HULL  MARKING: 

1835-1866  None  listed 


MASTS:  DAYMARKS: 

1835-1866  1  1835-1866  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1835-1849  Not  found 

1849-1854  1  FV  42ft  15mi 

1854-1866  1  FV  42ft  llmi 


FOG  SIGNAL: 

1835-1854  Bell 
1863-1866  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Station  vacant  1861-1863 
-Illuminant:  1835-1866,  oil 


INDEX:  056 

STATION  NAME:  Roanoke  Island  (NO 

ESTABLISHED:  1835  DISCONTINUED:  1861  YEARS  MAINTAINED:  26 

LOCATION  &  USAGE: 

Near  the  junction  of  Albermarle  and  Croatan  Sounds,  about  3  miles  westerly  from 
the  town  of  Manteo.   (3.5  mi  -  141  deg.  from  present  Croatan  Sound  Approach 
Light  "3").  Served  as  a  guide  for  the  Croatan  Sound  passage  and  marked  a  course 
change . 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long) 

1835-1861  "RR"  1835-1861   35  54  -  75  44  (PA) 


STATION  REPLACED  BY:  Croatan  Lighthouse,  since  replaced  by  Croatan  Sound 
Approach  Light  "3"  which  is  3.5  mi  -  321  deg.  from  the  former  lightship  station 

HISTORICAL  NOTES: 


STATION:   (  056 ;  Rnanoke  Island  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1835-1861  Lead  color 


HULL  MARKING: 

1835-1861  None  listed 


MASTS:  DAYMARKS: 

1835-1861  Not  found  1835-1861  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1849-1854  I  FW  38ft 
18541861  1  FW  31ft  lOmi 


FOG  SIGNAL: 

1835-1861  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant :  1835-1861,  oil 


INDEX:  057 

STATION  NAME:  Long  Shoal  (NO 


ESTABLISHED:  1825 


DISCONTINUED:  1867 


YEARS  MAINTAINED:  42 


LOCATION  &  USAGE: 

About  15  miles  east  of  the  town  of  Engelhard  In  northern  part  of  Pamlico  Sound, 
off  the  east  end  of  Long  Shoal,  and  3.8  mi  -  118  deg.  from  present  Long  Shoal 
Light.  Served  as  a  guide  for  passing  clear  of  the  shoal 


LIGHTSHIPS  ASSIGNED: 
1825-1861  "JJ" 
1861-1864  (station  vacant) 
1864-1867  "KK" 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1825-1867   35  32  -  76  40  (PA) 


(1861-1864  lightship  removed,  sunk  or  destroyed  by  Confederate  forces) 


STATION  REPLACED  BY:  Long  Shoal  Light,  3.8  mi  -  298  deg.  from  the  former 
lightship  station 


HISTORICAL  NOTES: 


STATION:   (057)  Long  Shoal  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1825-1854  None  listed 
1854-1867  Straw 


HULL  MARKING: 

1825-1867  None  listed 


MASTS:  DAYMARKS: 

Not  found  1825-1864  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1825-1849  Not  found 
1849-1854  1  FW  40ft 
1854-1867  1  FV  46ft  11 mi 


FOG  SIGNAL: 

1825-1861  Bell 
1864-1867  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Station  vacant  1861-1864 
-Illuminant:  1825-1867,  oil 


INDEX:  058 

STATION  NAME:  Okracoke  Channel  <NC> 

ESTABLISHED:  1S52  DISCONTINUED:  1859  YEARS  MAINTAINED:  7 

LOCATION  &  USAGE: 

In  the  entrance  to  Okracoke  Inlet  about  300  yards  off  the  south  end  of  Okracoke 
Island,  and  2.9  ml  -  210  deg.  from  Okracoke  Light.  Used  as  a  guide  when 
transiting  the  Inlet  via  several  channels  which  were  then  in  existence 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1852-1859  "TT"  1852-1859   35  04  -  76  01  <PA) 


STATION  REPLACED  BY:  Buoyage 


HISTORICAL  NOTES: 


STATION:   (058)  Okracoke  Channel 

RECOGNITION  FEATURES  -   ILLUMINATION  81    SIGNALING  SYSTEMS: 

HULL  COLOR: 

1852-1854  Not  found 
1854-1859  Yellow 


HULL  MARKING: 

1852-1859  None  listed 


MASTS:  DAYMARKS: 

1852-1859  2  1852-1859  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1852-1859  2  FV  28ft/39ft  11 mi 


FOG  SIGNAL: 

1852- 1859  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-  II luminant :  1852-1859,  oil 


INDEX:  059 

STATION  NAME:  Royal  Shoal  (NO 

ESTABLISHED:  1826  DISCONTINUED:  1867  YEARS  MAINTAINED:  41 

LOCATION  &  USAGE: 

In  Pamlico  Sound  off  the  southwest  point  of  Royal  Shoal  and  8.8  ml  -  273  deg. 
from  Okracoke  Light.  Served  as  a  guide  for  traffic  using  ports  in  the  western 
part  of  the  Sound.  The  original  channel  between  this  station  and  Okracoke  Inlet 
has  undergone  extensive  shoaling. 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1826-1867   ?  1826-1867   35  07  -  76  10  (PA) 

(No  information  was  found  for  vessels  assigned  to  this  station) 


STATION  REPLACED  BY:  Southwest  Point,  Royal  Shoal  Lighthouse,  since  replaced  by 
Southwest  Point,  Royal  Shoal  Light  "SV",  1.3  mi  -  112  deg.  from  former  lightship 

HISTORICAL  NOTES: 


STATION:   C059;  Royal  Shoal  (NO 
RECOGNITION  FEATURES 


ILLUMINATION  &  SIGNALING  SYSTFMS: 


HULL  COLOR: 

1826-1854  None  listed 
1854-1867  Lead  color 


HULL  MARKING: 

1826-1867  None  listed 


MASTS: 

Not  found 


DAY MARKS: 

1826-1867  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1826-1849  Not  found 
1849-1854  1  FV  40ft 
1854-1867  1  FV  43ft  11 mi 


FOG  SIGNAL: 

1826-1854  Bell 
1854-1867  Bell 


Horn 


SUBMARINE  SIGNALS 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 


REMARKS: 

-Illuminant:  1826-1867,  oil 


INDEX:  060 

STATION  NAME:  Harbor  Island  (NO 


ESTABLISHED:  1836 


DISCONTINUED:  1867 


YEARS  MAINTAINED:  31 


LOCATION  &  USAGE: 

In  Pamlico  Sound  near  the  north  end  of  Core  Sound,  13.3  ml 
Okracoke  Light.  Marked  the  bar  extending  north  from  Harbor 
as  a  guide  for  entering  Core  Sound  via  a  channel  which  has 


-  246  deg.  from 
Island,  and  served 
now  shoaled  in. 


LIGHTSHIPS 
1836-1861 
1861-1863 
1863-1867 


ASSIGNED: 
"QQ" 
(station  vacant) 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1836-1867   35  01  -  76  14  (PA) 


(1861-1863  lightship  was  removed,  sunk  or  destroyed  by  Confederate  forces. 
Undetermined  whether  original  vessel  was  restored  to  service  or  replaced 
by  another) 


STATION  REPLACED  BY:  Harbor  Island  Lighthouse, 
Core  Sound  Daybeacon  "5A"  is  2.2  mi  -  146  deg. 


since  discontinued.   (Present 
from  former  lightship  station) 


HISTORICAL  NOTES: 


STATION:   (060)  Harbor  Island  <NC) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEM;; 

HULL  COLOR: 

1836-1854  None  listed 
1854-1867  Red 


HULL  MARKING: 

1836-1867  None  listed 


MASTS: 

Not  found 


DAYMARKS: 

1836-1867  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic: 
1836-1849  Not  found 
1849-1867  1  FV  34ft  lOmi 


Height,  Visibility) 


FOG  SIGNAL: 

1836-1854  Bell 
1854-1867  Bell  &  Horn 


JUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 


REMARKS: 

-Station  vacant  1861-1863 
-Illuminant:  1836-1867,  oil 


INDEX:  061 

STATION  NAME:  Brant  Island  Shoal  (NO 

ESTABLISHED:  1831  DISCONTINUED:  1863  YEARS  MAINTAINED:  32 

LOCATION  &  USAGE: 

Southern  part  of  Pamlico  Sound  off  the  point  of  Brant  Island  Shoal,  and 
15.0  mi  -  276  deg.  from  Okracoke  Light.  Used  as  a  guide  by  east-west  traffic 
in  Pamlico  Sound 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1831-  ?    "FF"  1831-1863   35-05   76-17 

?   -1863  "GG" 


STATION  REPLACED  BY:  Brant  Island  Shoal  Lighthouse,  since  replaced  by  Brant 
Island  Shoal  Light  "BS",  0.5  mi  -  289  deg.  from  former  lightship  station 

HISTORICAL  NOTES: 


STATION:  <061)  Brant  Island  Shoal  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1831-1854  None  listed 
1854-1863  Straw 


HULL  MARKING: 

1831-1863  None  listed 


MASTS: 

Not  found 


DAYMARKS: 

1831-1863  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1831-1849  Not  found 
1849-1863  1  FW  45ft  llmi 


FOG  SIGNAL: 

1831-  ?    Bell 
?   -1863  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 


REMARKS: 

-Illuminant:  1831-1863,  oil 


INDEX:  062 

STATION  NAME:  Nine  Foot  Shoal  (NO 

Also  referred  to  In  the  records  as  Nine  Feet  Shoal 


ESTABLISHED:  1827 


DISCONTINUED:  1859 


YEARS  MAINTAINED:  32 


LOCATION  &  USAGE: 

In  Pamlico  Sound,  4.2  mi  -  326  deg.  from  Okracoke  Light.  Moored  off  the  north 

end  of  the  Teaches  Hole  -  Big  Foot  Slough  channels  into  Pamlico  Sound.  Nine 

Foot  Shoal  is  no  longer  identifiable  due  to  heavy  shoaling  in  the  entire 

vicinity. 


LIGHTSHIPS  ASSIGNED: 
1827-1859  "SS" 


STATION  POSITIONS  <N  Lat  -  V  Long) 
1827-1859   35  10  -  76  02  <PA) 


STATION  REPLACED  BY:  Nine  Foot  Shoal  Lighthouse,  since  discontinued 


HISTORICAL  NOTES: 

-1838  An  inspection  report  of  the  vessel  stated  "boat  is  in  great  want  of 

attention;  decks  very  much  injured  by  chopping  wood" 


STATION:   (062)  Nine  Foot  Shoal  <NC) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1827-1854  None  listed 
1854-1859  White 


HULL  MARKING: 

1827-1859  None  listed 


MASTS: 

Not  found 


DAYMARKS: 

1827-1859  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1827-1849  1  FW  40ft 
1849-1859  1  FW  42ft  11ml 


FOG  SIGNAL: 

1827-1859  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 


REMARKS: 

-Illuminant:  1827-1859,  oil 


INDEX:  063 

STATION  NAME:  Neuse  River  (NO 

ESTABLISHED:  1828  DISCONTINUED:  1862  YEARS  MAINTAINED:  34 

LOCATION  &  USAGE: 

Western  part  of  Pamlico  Sound  about  8  1/2  miles  northeasterly  from  Oriental  NC. 
Positioned  inside  the  entrance  to  the  Neuse  River  off  Point  of  Marshes. 
(Station  was  3.4  mi  -  240  deg.  from  present  Neuse  River  Entrance  Light  on  the 
Inland  Waterway) .  Served  as  a  guide  for  traffic  transiting  the  Neuse  River 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long; 

1828-1862  "HH"  1828-1862   35  05  -  76  02  <PA) 


STATION  REPLACED  BY:  Neuse  River  Lighthouse,  since  discontinued 


HISTORICAL  NOTES: 


STATION:   (063)  Neuse  River  (NO 

RECOGNITION  FEATURES 

HULL  COLOR: 

1828-1854  None  listed 
1854-1862  Lead  color 


ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  MARKING: 

1828-1862  None  listed 


MASTS: 

Not  found 


DAYMARKS: 

1828-1862  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1828-1854  1  FV  40ft 
1854-1862  1  FV  38ft  11 mi 


FOG  SIGNAL: 

1828-1862  Bell 


SUBMARINE  SIGNALS 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON : 

REMARKS: 

- Illuminant:  1828-1862,  oil 


INDEX:  054 

STATION  NAME:  Diamond  Shoal  (NO 

Referred  to  as  Cape  Hatteras  1824-1827 

ESTABLISHED:   1824  DISCONTINUED:  1966 


YEARS  MAINTAINED:  72 


LOCATION  &  USAGE: 

Off  Outer  Diamond  Shoal,  1897  position  was  15  mi  -  128  deg  from  Cape  Hatteras 

Light.  The  lightship  was  an  extremely  important  mark,  assisting  north-south 

coastwise  traffic  in  staying  clear  of  the  hazardous  shoals,  while  at  the  same 

time  avoiding  the  strong  set  of  the  Gulf  Stream  only  a  short  distance  to  the 

eastward 


LIGHTSHIPS  ASSIGNED: 
1824-1827  (see  note) 
1827-1897  (station  vacant) 
1897-1901  LV  69  &  LV  71 
1901-1918  LV  71  &  LV  72 
1918-1922  LV  72 
1922-1942  LV  105/WAL  527 
1942-1945  (marked  by  buoy) 
1945-1947  LV  114/VAL  536 
1947-1966  WLV  189 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1824-1827   35  05  -  75  20  (PA) 
1897-1902   35  06.1  -  75-16.7 
1902-1936   35  05.2  -  75  18.7  in  180ft 
1936-1966   35  05.3  -  75  19.7  in  174ft 

(1897  reestablished) 

(1902  moved  1.9  mi  -  241  deg.) 

(1936  moved  0.8  mi  -  277  deg.) 


(1824-1827  Original  vessel  was  called  "Cape  Hatteras"  no  other  identification) 
(1897-1901  LV  69  &  LV  71  alternately  relieved  each  other  on  the  Diamond  Shoal 
station  at  3  month  invervals,  with  the  vessel  not  on  station  often  being  used 
to  relieve  other  stations.  The  same  situation  prevailed  with  LV  71  and  LV  72 
during  the  period  1901-1918) 

(1942-1945  lightship  withdrawn  during  WWII,  station  vessel  LV  105/WAL  527  was 
rammed  and  sunk  at  Portsmouth  VA  in  1944  while  serving  as  an  Examination  Vessel) 
STATION  REPLACED  BY:  Diamond  Shoal  Light  tower,  4 . 1  mi  -  021  deg.  from  the 
final  lightship  station 


HISTORICAL  NOTES: 

-Assigned  vessels  were  blown  adrift  or  dragged  off  station  22  times  in  severe 

weather,  on  one  occasion  being  blown  ashore  and  on  two  other  occasions  being 

severely  damaged.  During  a  hurricane  in  1933,  officers  and  crew  were  commended 

by  the  President  for  the  high  order  of  seamanship  and  bravery  displayed  in 

keeping  the  lightship  afloat.  One  collision  with  the  lightship  was  recorded 

-1827  Original  vessel  blown  ashore  and  wrecked  near  Okracoke  Inlet.  Station 

then  remained  vacant  (marked  by  buoy)  until  1897 

-1891  A  lighthouse  structure  for  Outer  Diamond  Shoal  had  been  proposed  and  was 

funded  in  1891.  Attempts  to  build  a  lighthouse  ended  in  failure  and  remaining 

funds  were  diverted  to  construction  of  LV  69 

-1899  5,146  vessels  were  logged  as  passing  the  lightship  during  the  year 

-1912  Jun  9,  lightship  rammed  by  schooner  JOHN  BOSSERT,  damaging  hull  plating 

-1915  Rescued  and  accommodated  the  Master,  his  wife  and  10  crewmen  from  the  five 

masted  schooner  M  D  CRESSY,  wrecked  nearby  on  Diamond  Shoals 

-1917  Arrangements  made  with  USN  and  Weather  Bureau  for  transmitting  weather 

ports  twice  daily  by  radio 

-1918  Aug  6,  Assigned  vessel  (LV  71)  was  sunk  on  station  by  surface  gunfire  from 

the  German  submarine  U-104.  Lightship  crew  was  given  opportunity  to  abandon  ship 

in  the  boats  prior  to  the  sinking,  and  got  ashore  safely 


STATION:   <064)  Diamond  Shoal  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1824-1827  Not  found 
1897-1966  Red 


HULL  MARKING: 

1824-1827  Not  found 
1897-1901  69  DIAMOND  SHOAL 
1901-1913  71  DIAMOND  SHOAL 
1913-1966  DIAMOND,  white 

MASTS : 

1824-ie27  2 
1897-1966  2 


69  or  71  DIAMOND  SHOAL  71,  white 
71  or  72  DIAMOND  SHOAL  72,  white 


DAYMARKS: 

1824-1827  Not  found 
1897-1966  galleries 


LIGHTS  SHOWN  (Number 

1824-1827  2  FV 

1897-1918 

1918-1922 

1922-1942 

1945-1966 
FOG  SIGNAL: 

1824-1827 

1897-1932 

1932-1942 

1945-1947 


Characteristic,  Height,  Visibility) 


2  Occ 

W 

15sec 

57  ft 

13mi 

2  Occ 

w 

30sec 

57ft 

13mi 

1  Occ 

V 

2  0sec 

65ft 

14  mi 

1  Occ 

¥ 

20sec 

66ft 

14mi 

Bell 

12"  steam  Whistle  (l/60sec) 
17"  steam  Horn  <l/60sec) 
air  Diaphone  l/60sec 


1947-1966  air  Diaphone  2T/60sec 


SUBMARINE  SIGNALS: 

1910-1940  Bell,  coded 


(5)/12sec 


RADIO  BEACON: 

1922-1935  RBN  coded  C — ) 
1935-1966  RBN  coded  < — .) 


VISUAL  CALL  SIGN: 

1912-1925  AYTB 

1925-1931  WWAZ 

1931-1940  WRV 

1940-1966  NNBJ 

RACON: 


RADIO  CALL  SIGN: 


1904- 

QP 

1919- 

1925 

NITQ 

1925- 

-1931 

WWAZ 

1931- 

1941 

WRV 

1941- 

1966 

NNBJ 

REMARKS: 

-Station  vacant  1827-1897 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Fitted  with  18"  searchlight  in  1905,  shown  at  45  degrees  to  horizon 

-During  1942-1945,  station  marked  by  LWB  " 12A" ,  Red,  Occ  W  lOsec  16ft  9mi 

- Illuminants:  1824-1827,  oil;  1897-1922,  electricity;  1922-1923,  acetylene; 

1923-1966,  electricity  (electric  arc  lamps  were  used  1908-1910) 

-Vessel  marking  the  station  1945-1947  has  not  been  identified.  Assigned 

vessel  LV  105/WAL  527  was  sunk  in  1944,  and  WLV  189  was  not  delivered 

until  1947 


INDEX:  065 

STATION  NAME:  Cape  Lookout  Shoals  <NC) 

ESTABLISHED:  1905  Apr  1    DISCONTINUED:  1933 


YEARS  MAINTAINED:  28 


LOCATION  &  USAGE: 

Southeasterly  from  Beaufort  NC  and  20.3ml  -  162  deg.  from  Cape  Lookout  Light. 
Stationed  off  the  shoals  which  extend  nearly  9  miles  southeasterly  from  Cape 
Lookout  and  used  as  a  reference  mark  for  coastwise  traffic,  and  for  making  the 
approach  to  Beaufort  Inlet 


LIGHTSHIPS  ASSIGNED: 
1905-1924  LV  80 
1924-1933  LV  107/WAL  529 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1905-1907   34  20.0  -  76  25.0 
1907-1933   34  18.4  -  76  24.4  in  78ft 

<1907  moved  1.7  mi  -  163  deg.) 


STATION  REPLACED  BY:  Cape  Lookout  Lighted  Bell  Buoy  "14"  is  near  the  former 
lightship  station 


HISTORICAL  NOTES: 

-Assigned  vessels  were  blown  adrift  or  dragged  off  station  7  times  in  severe 

weather 


STATION:   (065)  Cape  Lookout  Shoals  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1905-1933  Yellow  with  red  ends 


HULL  MARKING: 

1905-1907  80  CAPE  LOOKOUT,  black 
1907-1913  CAPE  LOOKOUT,  black 
1913-1933  LOOKOUT,  black 


MASTS: 

1905-1933  2 


DAYMARKS: 

1905-1922  2,  brown 
1922-1933  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1905-1922  1  FV  +  1  FR  50ft  12mi 
1922-1933  1  Gp  Fl  V  (3)  12sec  50ft  12mi 


FOG  SIGNAL: 

1905-1933  12"  steam  Whistle  (l/20sec) 


SUBMARINE  SIGNALS: 

1910-1933   Bell,  coded  (2) 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 
1912-1925  AYOT 
1925-1931  WWBA 
1931-1933  WRY 


RADIO  CALL  SIGN: 
1919-1925  NABV 
1925-1931  WWBA 
1931-1933  WRY 


RACON: 


REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants:  1905-1922.  oil;  1922-1924,  acetylene;  1924-1933,  electricity 


INDEX:  066 

STATION  NAME:  Frying  Pan  Shoal  (NO 


ESTABLISHED:  1854  Jul  4 


DISCONTINUED:  1964 


YEARS  MAINTAINED:   110 


LOCATION  &  USAGE: 

Off  the  outer  end  of  the  extensive  shoals  making  out  nearly  17  miles  south  and 

east  of  Cape  Fear.  Served  as  a  guide  for  passing  clear  of  the  shoal  area  in 

the  approach  to  the  Cape  Fear  River  which  accessed  Southport  and  Wilmington 

(original  position  21.1  mi  -  152  deg.  from  present  Oak  Island  Light) 

(final  position  34.8  mi  -  137  deg.  from  Oak  Island  Light) 


L  I GHTSH  I  Pi 

3  ASSIGNED: 

1854-1860 

"D" 

1860-1863 

(station  vacant) 

1863-1864 

LV  32 

1865-1871 

LV  29 

1871-1875 

LV  34 

1875-1877 

LV  29 

1877-1883 

LV  32 

1883-1888 

LV  38 

1888-1892 

LV  29 

1892-1896 

LV  53/WAL  501 

1896-1911 

LV  1 

1911-1930 

LV  94/WAL  518 

1930-1942 

LV  115/WAL  537 

1942-1945 

(marked  by  buoy 

1945-1964 

LV  115/VAL  537 

STATION  POSITIONS  (N  Lat  -  V  Long): 
1854-1894   33  35.0  -  77  50.0 
1894-1907   33  34.4  -  77  49.2  in  60ft 
1907-1930   33  33.8  -  77  48.9  in  60ft 
1930-1964   33  28.0  -  77  33.8  in  60ft 


(1894  moved  0.9  mi  - 
(1907  moved  0.7  mi  • 
(1930  moved  13.9  mi 


132  deg. ) 
157  deg. ) 

■  115  deg. ) 


WWI  I) 
(see  Historical  Notes  for  additional  comments  on  lightships  assigned) 


STATION  REPLACED  BY:  Frying  Pan  Shoal  Light  tower,  1.7  mi 
final  position  of  the  former  lightship  station 


309  deg.  from  the 


HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  12  times 
in  severe  weather,  and  1  collision  with  the  lightship  was  recorded 
-1860-1863  LV  8  was  assigned,  but  was  sunk  by  Confederate  forces  in  the  Cape 
Fear  River  prior  to  taking  station,  leaving  the  station  vacant  until  1863 
-During  the  period  1863-1883,  LV  29,  32,  and  34  were  apparently  interchanged 
among  stations  in  the  District  without  regard  to  any  permanent  assignments 
-  The  1909  report  of  the  Lighthouse  Board  stated  that  a  lightship  was  to  be 
"established  in  1910  in  the  Sixth  District,  Knuckle  of  Frying  Pan  Shoals, 
No.  94."   Photos  show  that  LV  94  was  marked  KNUCKLE  by  the  builder  when 
launched,  however,  the  marking  was  changed  to  FRYING  PAN  SHOALS  before  the 
vessel  was  placed  on  station  in  1911. 

-1917  Arrangements  made  with  USN  and  Weather  Bureau  for  transmitting  weather 
reports  twice  daily  by  radio 


STATION:   (066)  Frying  Pan  Shoal  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1854-1940  Yellow 
1940- 1901  Red 

HULL  MARKING: 


1854-1892 

FRYING  PAN  SHOALS, 

black           1940-1942  FRYING  PAN,  white 

1892-1896 

FRYING  PAN  SHOALS 

53,  black        1945-1964  FRYING  PAN,  white 

1896-19  11 

FRYING  PAN  SHOALS 

NO  1,  black 

1911-1913 

FRYING  PAN  SHOALS, 

black  (see  remarks) 

1913-1940 

FRYING  PAN,  black 

MASTS: 

DAYMARKS: 

1854-1911 

2 

1854-1860  1  black         1930-1964  ftallerie 

1911-1930 

1 

1863-1911  2  black 

1930-1964 

2 

1911-1930  Lantern  housing 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1854-1896 

2  FV  40ft  11. 5mi 

1937-1964  Gp  Fl  W  (2-2)  20sec  63ft  14 

1892-1896 

2  FW  38ft  11.  2mi 

1896-1911 

2  FV  44ft  12mi 

1911-1920 

1  FW  68ft  14mi 

1920-1937 

1  Gp  Fl  W  (2-2)  30 

sec  63ft  14mi 

FOG  SIGNAL: 

1854-1888 

Bell 

1936-1964  sir  Diaphone  2T/30sec 

1888-1892 

Bell  &  Horn 

1892-1930 

12"  steam  Whistle 

(l/60sec) 

1930-1936 

electric  diaphragn 

Horn 

SUBMARINE  SIGNALS: 

1910-1938 

Bell,  coded  (1) 

RADIO  BEACON: 

1928-1964  RBN  coded  ( — ) 


VISUAL  CALL  SIGN: 
1912-1925  AYOR 
1925-1931  WWBE 
1931-1940  WSD 
1940-1964  NNBM 


RADIO  CALL  SIGN: 
1919-1925  NLC 
1925-1931  WWBE 
1931-1940  WSD 
1940-1964  NNBM 


RACON: 


REMARKS: 

-Station  vacant  1860-1863 

-Riding  light  shown  from  forestav  1923  and  thereafter 

-During  1942-1945,  station  marked  by  LWB  "FP" ,  Red,  Gp  Fl  W  (3)  12  sec. 

17ft  9mi 

-Illuminants:  1854-1911,  oil;  1911-1920,  incandescent  oil  vapor;  1920-1930, 

acetylene;  1930-1964,  electricity 

-LV  94  was  originally  marked  KNUCKLE  when  launched,  but  this  was  changed 

before  the  vessel  took  station  (see  Historical  Notes) 


INDEX:  067 

STATION  NAME:  Horseshoe  Shoal  (NO 

ESTABLISHED:   1851  DISCONTINUED:  1870  YEARS  MAINTAINED:  19 

LOCATION  &  USAGE: 

In  the  Cape  Fear  River  about  4  miles  upriver  from  Southport  and  2  miles  above 
Price  Creek  entrance.  Guarded  Horseshoe  Shoal  and  assisted  a  required  course 
change  when  making  the  Southport  -  Wilmington  passage 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1851-1870  "UU"  1851-1870   33  57.3  -  77  57.4 

(The  1863  Light  List  shows  "extinguished"  for  this  station,  signifying  that 
the  vessel  was  removed,  sunk  or  destroyed  by  Confederate  forces.  Duration  of 
time  that  the  station  was  vacant  was  not  found) 


STATION  REPLACED  BY:  Buoyage  and  range  lights 


HISTORICAL  NOTES: 


STATION:   (067)  Horseshoe  Shoal  (NO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS 

HULL  COLOR: 

1851-1870  Yellow 


HULL  MARKING: 

1851-1870  None  listed 


MASTS: 

Not  found 


DAYMARKS: 

None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1851-1870  1  FW  43ft  9ml 


FOG  SIGNAL: 

1851-  ?    Bell 
?   -1870  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON; 


REMARKS: 

-Station  was  vacant  for  some  unknown  period  during  the  Civil  War 
-Illuminant:  1851-1870,  oil 


INDEX:  068 

STATION  NAME:  Wreck  of  Veehawken  (SO 

Listed  only  as  Weehawken  in  some  publications 

ESTABLISHED:  1865  May  17   DISCONTINUED:   1872  Jul  15   YEARS  MAINTAINED:  7 

LOCATION  &  USAGE: 

In  Charleston  Harbor,  0.8  mi  -  225  deg.  from  Charleston  Light  and  1  mi  -100  deg , 

from  Fort  Sumter.  Marked  the  wreck  of  the  monitor  WEEHAWKEN 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  W  Long) 

1865-1871  LV  31  1865-1872   32  45.0  -  79  51.7 

1871-1872  LV  21 


STATION  REPLACED  BY:  Range  beacons  in  Charleston  Harbor.  A  lighted  buoy  is 
close  to  the  former  lightship  station 

HISTORICAL  NOTES: 


STATION:   (068)  Wreck  of  Weehawken 

RECOGNITION  FEATURES  -   ILLUMINATION  &  SIGNALING  SYSTEMS 

HULL  COLOR: 

1865-1872  Red 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

1865-1871  1  1865-1871  None  listed 

1871-1872  2  1871-1872  Not  found 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1865-1872  1  FR 
1871-1872  2  FW  44ft 


FOG  SIGNAL: 

1865-1871  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON : 

REMARKS: 

-Illuminant:  1865-1872,  oil 


INDEX:  069 

STATION  NAME:  Charleston  (SO 

Named  Rattlesnake  Shoal  1854-1894,  moved  and  renamed  Charleston  May  31,1894 

ESTABLISHED:  1854  DISCONTINUED:  1933  YEARS  MAINTAINED:  79 

LOCATION  &  USAGE: 

At  the  entrance  to  Charleston  Harbor,  about  8  1/2  miles  easterly  from  Fort 
Sumter  off  the  east  end  of  Rattlesnake  Shoal.   (6.5  ml  -  119  deft,  from  present 
Sullivans  Island  Light.  Used  as  guide  for  passing  clear  of  Rattlesnake  Shoal 
when  entering  Charleston  Harbor 


LIGHTSHIPS  ASSIGNED: 
1854-1860  "E" 

1861-1863  (station  vacant) 
1863-1871  LV  30 
1871-1880  LV  38 
1880-1886  LV  34 
1886-1889  LV  32 
1889-1892  LV  38 
1892-1924  LV  34 
1924-1933  LV  53/WAL  501 


STATION  POSITIONS  (N  Lat  -  W  Long): 

1854-1889   32  44.2  -  79  43.6  in  33ft 

1889-1894   32  44.1  -  79  43.6 

1894-1933   32  42.1  -  79  46.1  in  39ft 


(1889  moved  0 . 1  mi 
(1894  moved  2.9  mi 
Charleston) 


180  deg. ,  shoaling) 
226  deg.  and  renamed 


(1861-1863,  first  vessel  was  removed,  sunk  or  destroyed  by  Confederate  forces  and 
not  replaced  until  LV  30  had  been  built) 

(1865,  station  relocated  temporarily  "off  Charleston  Bar"  for  evaluation  of  new 
position.  Although  recommended  that  the  new  position  be  adopted  permanently,  no 
action  was  taken  at  the  time) 


STATION  REPLACED  BY:  Range  lights  and  buoyage 


HISTORICAL  NOTES: 

-1919  USN  minesweeper  LONG  ISLAND,  fitted  out  as  a  temporary  lightship,  was 
positioned  31.5  mi  -  088  deg.  from  this  station,  marking  the  offshore  entrance 
to  a  mine  swept  channel  for  use  by  troopships  returning  from  Europe 


STATION:   (069)  Charleston  (SO 
RECOGNITION  FEATURES 


ILLUMINATION  St   SIGNALING  SYSTEMS: 


HULL  COLOR: 

1854-1863  None  listed 
1863-1924  White 
1924-1933  Red 


HULL  MARKING: 

1854-1889  None  listed 
1889-1894  RATTLESNAKE  SHOAL,  black 
1894-1924  CHARLESTON  34,  black 
1924-1933  CHARLESTON,  white 


MASTS: 

1854-1860  Not  found 
1863-1924  2 
1924-1933  1 


DAYMARKS: 

1854-1860  Not  found 
1863-1924  2  black,  oval 
1924-1933  lantern  housing 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 


FW 

FW  44ft  12mi 

FW  40ft  11.5mi 

Gp  Fl  W  (2)  6sec  44ft  12mi 

Gp  Fl  W  (2)  6sec  48ft  12mi 


1854-1860  2 

1863-1892  2 

1892-1916  2 

1916-1924  1 

1924-1993  1 
FOG  SIGNAL: 

1854-1860  Bell 

1863-1891  Bell  &  Horn 

1891-1892  Bell  or  Horn 

1892-1907  12"  steam  Whistle  (l/60sec) 
SUBMARINE  SIGNALS: 


1924-1933  1  Gp  Fl  W  (2)  6sec  48ft  12mi 


1907-1916  8"  air  Whistle  (l/63sec) 
1916-1924  air  Diaphone 
1924-1933  12"  steam  Whistle 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 
1912-1933  AYOQ 


RADIO  CALL  SIGN: 
1904-  ?    QV 
1919-1923  NAZJ 


(disc.  1923) 


RACON: 

REMARKS: 

-Station  vacant  1861-1863 

-Riding  liRht  shown  from  forestay  1926  and  thereafter 

-Illuminants:  1854-1916,  oil;  1916-1928,  acetylene;  1928-1933,  electricity 

-First  US  lightship  station  equipped  with  diaphone  fog  signal 


INDEX:  070 

STATION  NAME:  Combahee  Bank  (SO 


ESTABLISHED:  1859 


DISCONTINUED:  1868 


YEARS  MAINTAINED:  9 


LOCATION  &  USAGE: 

Inside  St  Helena  Sound  off  the  south  end  of  Combahee  Bank  and  about  200  yards 
southeast  of  the  present  Combahee  Bank  Light.  Used  as  a  guide  for  passing 
between  Combahee  and  Pelican  Banks 


LIGHTSHIPS  ASSIGNED: 
1859-1868  "A" 


STATION  POSITIONS 
1859-1868   32  28  - 


(N  Lat  -  V  Long) 
80  26  (PA) 


STATION  REPLACED  BY:  Combahee  Bank  Lighthouse,  since  replaced  by  another  li^ht 
of  the  same  name,  about  200  yards  northwest  of  the  former  lightship  station 


HISTORICAL  NOTES: 


STATION:   (070)  Combahee  Bank  (SO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1859-1868  White 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

1859-1868  1  None  listed 


LIGHTS  SHOWN  (Number.  Characteristic,  Height,  Visibility) 
1859-1868  1  FW  30ft  lOroi 


FOG  SIGNAL: 

1859-1868  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1859-1868,  oil 


INDEX:  071 

STATION  NAME:  St  Helena  Bar  (SO 


ESTABLISHED:  1S38 


DISCONTINUED:  1859 


YEARS  MAINTAINED:  21 


LOCATION  &  USAGE: 

Off  the  entrance  to  St  Helena  Sound, 

5  fathom  curve  and  7.1  ml  -  103  deg. 


east  of  Hunting  Island  about  on  the 

from  the  abandoned  tower  of  Hunting  Island 


Lighthouse.   Marked  the  approach  to  St  Helena  Sound  and  the  Coosaw  River 


LIGHTSHIPS  ASSIGNED: 
1838-1859  "A" 


STATION  POSITIONS  <N  Lat  -  W  Long) 
1838-1859   32  21  -  80  18  (PA) 


STATION  REPLACED  BY:  Hunting  Island  Lighthouse,  since  abandoned.  Buoys  about 
0.7  mi  north  of  farmer  lightship  station  now  mark  the  entrance  channel 


HISTORICAL  NOTES: 


STATION:   (071)  St  Helena  Sound  (SO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1838-1859  White 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

1838-1859  1  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1838-1859  1  FW  20ft 


FOG  SIGNAL: 

1838-1859  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1838-1859,  oil 


INDEX:  072 

STATION  NAME:  Martins  Industry  <SC> 

Until  about  1850,  station  .was  often  referred  to  as  Tvbee  Channel 

ESTABLISHED:  1839  DISCONTINUED:  1922  YEARS  MAINTAINED:  83 

LOCATION  Si    USAGE: 

Off  the  entrance  to  Port  Royal  Sound  about  15  miles  eastward  from  Tybee  Light, 
and  about  7  miles  southeasterly  from  Hilton  Head  Island.  Served  as  a  reference 
mark  lor  coastwise  traffic  ,  and  as  a  guide  for  passing  between  extensive  shoals 
lying  off  Port  Royal  Sound  which  accessed  Port  Royal  and  Beaufort  SC 


LIGHTSHIPS  ASSIGNED: 
1839-1855  "K" 
1856-1861  LV  35 
1861-1862  (station  vacant) 
1862-1864  LV  33 

1871  LV  32 

1875  LV  29 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1839-1861   32  05.5  -  80  35.2 
1861-1862   (station  vacant) 
1862-1892   32  05.5  -  80  35.2 
1892-1922   32  05.6  -  80  33.3  in  52ft 


(1892  moved  1 .  6  mi 


086  deg. ) 


1864- 
1871- 
1876-1880  LV  34 
1880-1887  LV  29 
1837-1892  LV  34 
1892-1896  LV  1 
1896-1906  LV  53/WAL  501 
1906-1911  LV  29 
1911-1922  LV  1 

(1861-1862  LV  35  was  removed  and  sunk  in  the  Savannah  River  by  Confederate 
forces  in  1861  and  station  was  unmarked  until  reestablished  in  1862  "to 
facilitate  Naval  movements  at  Port  Royal" 

STATION  REPLACED  BY:  Lighted  Whistle  Buoy  "2PR"  ,  1100  yards-  151  dee;,  from 
the  former  lightship  station 


HISTORICAL  NOTES: 

-1881  Aug  27  Blown  off  station  in  hurricane  and  driven  ashore  at  Tybee  Island 

GA;  extensively  damaged;  repaired  and  returned  to  station 

-1922  Martins  Industry  station  discontinued  and  new  Savannah  station  established 

concurrently,  with  LV  1  being  moved  10.8  mi  -  213  deg.  and  assigned  to  the  new 

stat  ion 


STA'IION:   (072)  Martins  Industry  <SC) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1839-1922  Red 


HULL  MARKING: 


1839-1887 

None  listed                     1911-1913  MARTINS  INDUSTRY  N 

1887-1892 

MARTINS  INDUSTRY,  white         1913-1922  MARTINS  INDUSTRY, 

1892-1896 

MARTINS  INDUSTRY  NO.l.  white 

1896-19  06 

MARTINS  INDUSTRY  53,  white 

1906-1911 

MARTINS  INDUSTRY  29,  white 

MASTS: 

DAYMARKS: 

1839-1861 

not  found 

1839-1861  None  listed     1911-1922 

1862-1922 

2 

1862-1864  2  red 
1864-1911  2  black 

LIGHTS  SHOWN  (Number. 

Characteristic.  Height,  Visibility): 

1839-1855 

1  FW  22ft 

1911-1922  1  FW  +  1  FR  44ft  12mi/llmi 

1855-1861 

1  FW  40ft 

12rai 

1862-1896 

2  FW  44ft 

12mi 

1896-1906 

2  FW  38ft 

llmi 

1906- 1911 

2  FW  44ft 

12  mi 

FOG  SIGNAL: 

1839-1861 

Bell 

1911-1915  12"  steam  Whistle 

1862-1892 

Bell  &  Horn            1915-1922  air  Siren 

1892-1906 

12"  steam 

Whistle 

1906-1911 

Bell  &  Hoi 

~n 

SUBMARINE  SIGNALS: 

0.1,  white 
white 


red 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 
1912-1922  AYNL 


RADIO  CALL  SIGN: 
1919-1922  NART 


(disc.  1922) 


RACON: 

REMARKS: 

-Station  vacant  1861-1862 
-Illuminant:  1839-1922,  oil 


INDEX:  073 

STATION  NAME:  Fishing  Rip  <SC) 


ESTABLISHED:  1863 


DISCONTINUED:  1869 


YEARS  MAINTAINED:  6 


LOCATION  &  USAGE: 

In  Port  Roval  Sound  about  2  miles  east  of  Port 
Island  and  about  2.4  miles  south  of  Bav  Point, 
on  the  west  side  of  the  channel 


Royal  Plantation  on  Hilton  Head 
Marked  a  group  of  shoal  spots 


LIGHTSHIPS  ASSIGNED: 
1863-1864  "V 
1864-1866   ? 
1866-1868  Relief  LV  34 
1868-1869  LV  33 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1863-1869   32  13  -  80  38  (PA) 


(1863-1864  Lightship  was  commandeered  bv  USN  from  Jul  5  1863  to  Mar  4  1864 
then  returned  to  station.  Later  in  1864,  vessel  was  found  rotten  and  retired) 


STATION  REPLACED  BY:  Lighted  Bell  Buov.  A  lighted  bell  buov 
750  yards  easterly  from  the  former  lightship  station 


"19"  is  presently 


HISTORICAL  NOTES: 


STATION:   (073)  Fishing  Rip  (SO 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 
Not  found 


HULL  MARKING: 
Not  found 


MASTS:  DAYMARKS: 

1863-1869  2  1863-1869  2 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1863-1869  2  FV  44ft  12mi 


FOG  SIGNAL: 

1863-1869  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1863-1869,  oil 


INDEX:  074 
STATION  NAME:  Calibouge  Sound  CSC) 

ESTABLISHED:  1855  DISCONTINUED:   1369  YEARS  MA INTA I  NED:  '  14 

LOCATION  &  USAGE: 

In  the  entrance  to  Calibouge  Sound  about  0.7  mile  off  the  south  end  of  Hilton 
Head  Island  and  2.6  mi  -  204  dee;,  from  present  Harbor  Town  Light.  Served  as  a 
guide  for  passing  between  Grenadier  and  Barrett  Shoals 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long) 

1855-1869  "K"  1855-1869   32  06  -  80  50  (PA) 


STATION  REPLACED  BY:  Daufuskie  Island  Range  Lights,  since  discontinued.  An 
unlighted  buov  " B"  is  400  yards  -  162  deg.  from  the  former  lightship  station 

HISTORICAL  NOTES: 


STAT  1  UN:   (074)  CalibouRe  Sound  (SO 

RECOGNITION  FEATURES    ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1355-1869  Red 


HULL  MARKING: 

1855-1869  None  listed 


MASTS:  DAYMARKS: 

1855-1869  1  1855-1869  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1855-1869  1  FW  30ft 


FOG  SIGNAL: 

1355-  ?    Bell 
?   -1869  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1855-1869,  oil 


INDEX:  075 

STATION  NAME:  Tvbee  Island  Knoll  <GA) 


ESTABLISHED:  1848 


DISCONTINUED:  1880  Jan 


YEARS  MAINTAINED:  '  32 


LOCATION  &  USAGE: 

Inside  the  Savannah  River,  0.7  mi  -  340  deg.  from  Tvbee  Light.  Served  as  a  guide 

when  transiting  the  channel  above  Tvbee  Roads 


LIGHTSHIPS  ASSIGNED: 
1848-  ?    "P" 

?   -1869   ? 
1869-1872  LV  33 
1872-1880  LV  21 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1848-1880   32  02  -  80  51  (PA) 


STATION  REPLACED  BY:  Range  lights  and  buovage 


HISTORICAL  NOTES: 


STATION:  (075)  Tvbee  Island  Knoll  (GA> 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1848-1872  No  color  listed 
1872-1880  Not  found 


HULL  MARKING: 
None  listed 


MASTS: 

1848-1869  Not  found 
1869-1880  2 


DAYMARKS: 

1848-1869  None  listed 
1869-1872  2  red 
1872-1880  Not  found 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1848-1869  1  FV  40ft  10  mi 
1869-1880  2  FW  44ft  12 mi 


FOG  SIGNAL: 

1848-1863  Bell 
1863-1880  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-  1 1 luminant 


1848-1880.  oil 


INDEX:  076 

STATION  NAME:  Savannah  (GA) 


ESTABLISHED:  1922 


DISCONTINUED:  1964 


YEARS  MAINTAINED:'  42 


LOCATION  &    USAGE: 

In  1922,  the  Martins  Industry  station  was  discontinued,  with  the  lightship  being 
moved  to  establish  the  Savannah  station  concurrently.  Positioned  off  the 
entrance  to  the  Savannah  River,  10.5  mi  -  117  deg.  from  Tybee  Light,  marking 
the  approaches  to  the  Savannah  River  entrance  channel 


LIGHTSHIPS  ASSIGNED: 
1922-1930  LV  1 
1930-1954  LV  94/WAL  518 
1954-1964  LV  109/WAL  531 


STATION  POSITIONS  <N  Lat  -  V  Long): 
1922-1964   31  56.6  -  80  39.8  in  48ft 


(Lightship  was  not  withdrawn 
during  WW I  I ) 


STATION  REPLACED  BY:  Savannah  Light  tower, 
former  lightship  station 


about  0.8  mi  -  270  deg.  from  the 


HISTORICAL  NOTES: 

-1930  When  replaced  bv  LV  94 ,  LV  1,  which  had  been  in  continuous  service  for  75 
years,  left  the  station  and  proceeded  to  Charleston  SC  under  sail,  unassisted. 
This  was  the  last  US  lightship  without  propelling  machinery  to  be  stationed  in 
the  open  sea 


STATION:   (076)  Savannah  (GA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1922-1964  Red 


HULL  MARKING: 

1922-1964  SAVANNAH,  white 


MASTS: 

1922-1964  2 


DAYMARKS: 

1922-1930  2  red 

1930-1954  1  black  gallery, 

1954-1964  galleries 


foremast 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1922-1925  1  FV  +  1  FR  44ft  12mi/llmi 

1925-1930  1  Fl  W  44ft  12mi 

1930-1942  1  Gp  Fl  V  <2)  15sec  45ft  12mi 

1942-1945  1  Gp  Fl  V  (2)  15sec  66ft  12mi 

1945-1964  1  Gp  Fl  W  <2)  15sec  66ft  14mi 
FOG  SIGNAL: 

1922-1932  air  Siren 

1932-1933  12"  steam  Whistle 

1933-1936  17"  steam  Horn 


1936-1954  17"  air  Horn  (l/20sec) 
1954-1964  air  Diaphone  2T/20sec 


SUBMARINE  SIGNALS: 

1922-1930  Bell,  coded  (2) 


RADIO  BEACON: 

1930-1964  RBN  coded  <  .  .  — 


VISUAL  CALL  SIGN: 

1922-1928  AYNL 
1928-1940  WWAN 
1940-1964  NNCX 


RADIO  CALL  SIGN: 

1922-1928  None  listed 
1928-1940  WWAN 
1940-1964  NNCX 


RACON: 


REMARKS: 

-RidinR  li*ht  shown  from  forestav  1923  and  thereafter 

-Illuminants:  1922-1925,  oil;  1925-1930,  acetylene;  1930-1962,  electricity 


INDEX:  077 

STATION  NAME:  Brunswick  (GA> 

ESTABLISHED:  1907  DISCONTINUED:  1929  YEARS  MA  I NTA I  NED:  '  22 

LOCATION  &  USAGE: 

Marked  the  approaches  to  Brunswick;  positioned  southeasterly  from  Jekyll  Island 

and  14mi  -  124  dep;.  from  St  Simons  Light 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1907-1929  LV  84/VAL  509  1907-1929   31  00  -  81  10  <PA) 


STATION  REPLACED  BY:  Brunswick  lighted  whistle  buov 


HISTORICAL  NOTES: 


STATION:   (077)  Brunswick  <GA> 

RECOGNITION  FEATURES 


ILLUMINATION  &  SIGNALING  SYSTEMS: 


HULL  COLOR: 

1907-1929  Yellow 


HULL  MARKING: 

1907-1929  BRUNSWICK,  black 


MASTS: 

1907-1919  2 


DAYMARKS: 

1907-  ?    2  red 
?   -1929  None 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1907-1920 
1920-1929  1  Gp  Fl  W  (3)  20sec  66ft  13mi 


FOG  SIGNAL: 

1907-1929  12"  steam  Whistle 


SUBMARINE  SIGNALS: 

1907-1929  Bell,  coded  (8-4) 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 
1912-1925  AYKV 
1925-1929  WWBG 


RADIO  CALL  SIGN: 
1918-1925  NABX 
1925-1929  WWBG 


RACON: 


REMARKS: 

-Riding  light  shown  from  forestav  1923  and  thereafter 
-I lluminants:  1907-1920,  oil;  1920-1929,  acetylene 


INDEX:  078 

STATION  NAME:  St  Johns  River  <FL) 


ESTABLISHED:  1929 


DISCONTINUED:  1954 


YEARS  MAINTAINED:  '  25 


LOCATION  &  USAGE: 

Easterly  iron  Jacksonville,  about  5  miles  offshore  marking  the  approach 
for  entering  the  St  Johns  River.   <6.5  mi  -  092  deg.  from  Mavport  Tower. ) 
The  lightship  was  positioned  on  the  prolongation  of  the  St  Johns  Bar  Cut 
range  line 


LIGHTSHIPS  ASSIGNED: 
1929-1954  LV  84/WAL  509 

(.Lightship  was  not  withdrawn 
during  WWII) 


STATION  POSITIONS  <N 
1929-1954   30  23.5  - 


Lat  -  W  Long) : 
81  18. 0  in  57ft 


STATION  REPLACED  BY:  Lighted  Whistle  Buoy  "2STJ"  is  close  to  the  former  station 


HISTORICAL  NOTES: 


STATION:   (078)  St  Johns  River  (FL) 

RECOGNITION  FEATURES  -  ILLUMINATION  &    SIGNALING  SYSTEMS: 

HULL  COLOR: 

1929-1940  Yellow 
1940-1954  Red 


HULL  MARKING: 

1929-1940  ST  JOHNS,  black 
1940-1954  ST  JOHNS,  white 


MASTS: 

1929-1954  2 


DAYMARKS: 

1929-1954  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1929-1954  1  Gp  Fl  V  (3)  20sec  66ft  13mi 


FOG  SIGNAL: 

1929-1935  12"  steam  Whistle 
1935-1954  17"  air  Horn  (l/30sec) 


SUBMARINE  SIGNALS: 
None 


RADIO  BEACON: 

1929-1954  RBN  coded  <- 


VISUAL  CALL  SIGN: 
1931-1940  WSJ 
1940-1954  NNBW 


RADIO  CALL  SIGN: 
1931-1940  WSJ 
1940-1954  NNBW 


RACON: 


REMARKS: 

-Riding  light  shown  from  forestav 
-Radiobeacon  synchronized  with  fog  signal  1935 
-Illuminant:  1929-1954,  electricity 


INDEX:  079 

STATION  NAME:  Dames  Point  (FL) 

ESTABLISHED:  1857  DISCONTINUED:  1863  YEARS  MAINTAINED:'  6 

LOCATION  &  USAGE: 

In  the  St  Johns  River  about  5  miles  above  the  entrance.  Moored  off  Dames  Point 

and  used  as  a  guide  in  transiting  the  river 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1857-1863  "Y"  1857-1863   30  23  -  81  34  (PA) 

(Although  some  records  shown  this  station  discontinued  1861,  it  was  listed 
as  active  in  the  1863  Light  List) 


STATION  REPLACED  BY:  Dames  Point  lighthouse 


HISTORICAL  NOTES: 


STATION:   (079)  Dames  Point  (FL) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1857-1863  None  listed 


HULL  MARKING: 

1857-1863  None  listed 


MASTS:  DAYMARKS: 

Not  found  1857-1863  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1857-1863  1  FV  5mi 


FOG  SIGNAL: 

1857-  ?    Bell 
?   -1863  Bell  &  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACOH: 

REMARKS: 

- Illuminant:  1857-1863,  oil 


INDEX:  080 

STATION  NAME:  Carysfort  Reef  (FL> 


ESTABLISHED:  1825 


DISCONTINUED:   1852 


YEARS  MAINTAINED- 


LOCATION  fU    USAGE: 

In  the  Florida  Straights  off  Key  Largo.   Moored  close  in  to  the  site  of  the 

present  Carysfort  Reef  Light 


LIGHTSHIPS  ASSIGNED: 
1825-1841  "AA" 
1841-1852  "BB" 


STATION  POSITIONS  <N  Lat  -  V  Long): 

1825-1852   25  08  -  80  27  (PA) 

(Above  position  given  in  the  records 

appears  to  be  grossly  in  error) 


"Near  an  elbow  off  Carysfort  Reef,  Florida,  a  vessel  with  two  lights  at  50  and 
60  feet  above  the  sea  visible  4  leagues  off".  The  foregoing  from  Memoir, 
Descriptive  and  Explanatory,  to  Accompany  Charts  of  the  Northern  Atlantic  Ocean; 
and  Comprising  Instructions  General  and  Particular  for  the  Navigation  of  that 
Sea,  by  John  Purdy,  London  1845 


STATION  REPLACED  BY:  Carysfort  Reef  Lighthouse 


HISTORICAL  NOTES: 

By  letter  dated  Sep  19,  1825,  Stephen  Pleasonton,  Fifth  Auditor  of  the  Treasury 
advised  Jonathan  Thompson  (possibly  his  Florida  agent)  that  he  had  been  informed 
by  Isaac  Veil  &  Co  (the  builder)  that  the  newly  built  Carysfort  Reef  light 
vessel  had  been  "run  ashore  to  the  northward  of  Cape  Florida  and  abandoned  bv 
her  commander",  but  had  been  gotten  off  bv  wreckers  and  moved  to  Key  Vest  where 
"she  will  be  dealt  with  according  to  the  wrecking  laws".  Pleasonton  told 
Thompson  to  inform  the  builder  that  "the  floating  light  must  be  delivered  in 
complete  working  order  agreeably  to  the  terms  of  their  contract  before  payment 
can  be  made . " 


STATION:   (080)  Carysfort  Reef  <FL) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS 

HULL  COLOR: 

1849-1852  None  listed 


HULL  MARKING: 

1849-1852  None  listed 


MASTS:  DAYMARKS: 

1825-1841  Not  found  None  listed 

1841-1852  2 


LIGHTS  SHOWN  (Number,  Characteristic,  HelRht,  Visibility) 
1825-1841  Not  found 
1841-1852  2  FV  40ft/30ft  12mi 


FOG  SIGNAL: 
None  listed 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

- Illuminant:  1825-1852,  oil 


INDEX:  081 

STATION  NAME:  Sand  Key  <FL) 


ESTABLISHED:  1846 


DISCONTINUED:  1853 


YEARS  MAINTAINED: 


LOCATION  &  USAGE: 

About  7  miles  southwesterly  from  Key  Vest,  and  about  5  miles  westward  from  the 
entrance  to  the  main  ship  channel  to  Key  west.  Moored  close  in  to  Sand  Key,  and 
used  as  a  reference  mark  for  entering  the  Rock  Key  Channel,  the  Southwest 
Channel,  and  the  Main  Ship  Channel;  all  of  which  provided  access  to  Key  West 
from  the  Florida  Straights. 


LIGHTSHIPS  ASSIGNED: 
1846-1853  "PP" 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1846-1853   24  27  -  81  53  (PA) 


STATION  REPLACED  BY:  Sand  Key  Lighthouse,  0.4  mi  -  047  deg.  from  the  former 
lightship  station 


HISTORICAL  NOTES: 


STATION:   (081)  Sand  Key  (FL) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 
HULL  COLOR: 


(NO  INFORMATION  FOUND  ON  THE  DISTINGUISHING 
HULL  MARKING:       CHARACTERISTICS  OF  THE  VESSEL  OR  STATION) 


MASTS:  DAYMARKS: 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 


FOG  SIGNAL: 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 
REMARKS: 


INDEX:  082 

STATION  NAME:  Northwest  Passage  <FL> 

Also  referred  to  as  Key  Vest 

ESTABLISHED:  1838  DISCONTINUED:  1854           YEARS  MAINTAINED:  16 

LOCATION  &  USAGE: 

About  V  miles  north  and  west  from  Key  West,  marking-  the  offshore  end  of  the 

channel  which  leads  northwesterly  from  Key  West  to  the  Gulf  of  Mexico 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  W  Long): 

1838-1854  "NN"  1838-1854   24  38  -  81  54  <PA) 


STATION  REPLACED  BY:  Northwest  Passage  Lighthouse,  since  discontinued.  Present 
Key  West  Northwest  Entrance  LBB  "1"  is  close  to  the  former  station  position 

HISTORICAL  NOTES: 

-1838  An  inspection  report  stated  "lightship  Key  West  at  the  bar  of  NW  Channel 

leading  into  the  Gulf  of  Mexico;  is  a  useful  but  feeble  light" 


STATION:   (082)  Northwest  Passage  <FL) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS 

HULL  COLOR: 

1838-1854  None  listed 


HULL  MARKING: 

1838-1854  None  listed 


MASTS:  DAYMARKS: 

Not  found  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1838-1854  1  FV  "seen  12  miles" 


FOG  SIGNAL: 
None  listed 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illumlnant:  1838-1854,  oil 


INDEX:  083 

STATION  NAME:  Merrills  Shell  Bank  <MS) 

ESTABLISHED:  1847  DISCONTINUED:  1860  YEARS  MAINTAINED:  13 

LOCATION  &  USAGE: 

Southwesterly  from  Gulfport  MS  off  Pass  Christian  and  the  entrance  to  Bay 

St  Louis.  Moored  4  mi  -  270  deg.  from  the  west  end  of  Cat  Island.  Marked  the 

north  end  of  the  Cat  Island  Channel  which  accessed  Bay  St  Louis  and  Lake  Borgne 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  W  Long): 

1847-1860  "V"  1847-1860   30  14  -  89  14  <PA> 


STATION  REPLACED  BY:  Lightship  sunk  by  Confederate  forces  in  I860,  later 
replaced  by  Merrills  Shell  Bank  Lighthouse,  since  dismantled 

HISTORICAL  NOTES: 

-The  iron  hulled  station  vessel  was  the  former  Revenue  Cutter  LEGARE,  which 

after  service  in  the  Mexican  War,  was  fitted  out  as  a  lightship 


STATION:   (083)  Merrills  Shell  Bank  (MS) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1847-  ?    Black 
?   -1860  Lead  color 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

1847-1860  1  1847-1860  None 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1847-1860  1  FW  38ft 


FOG  SIGNAL: 

1847-1860  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1847-1860,  oil 


INDEX:  084 

STATION  NAME:  Northeast  Pass  (LA) 


ESTABLISHED:  1820 

LOCATION  &  USAGE: 
Oil  the  entrance  to  the 
position  given  was  10.8 
The  lightship  served  as 
Lighthouse  was  being  rebuilt 


DISCONTINUED:  1823 


YEARS  MAINTAINED:  3 


Northeast  Pass,  Mississippi  River  Delta,  and  from  the 
mi  -  041  deg.  from  present  South  Pass  Front  Range  Light, 
a  temporary  aid  during  the  period  Frank's  Island 


LIGHTSHIPS  ASSIGNED: 
1820-1823  "ZZ" 


STATION  POSITIONS  <N  Lat  -  W  Long) 
1820-1823   29  08  -  89  01  (PA) 


STATION  REPLACED  BY:  No  longer  needed  when  reconstruction  of  Frank's  Island 
lighthouse  was  completed.   (Lighthouse  discontinued  1856) 


HISTORICAL  NOTES: 

-Although  Northeast  Pass  was  established  in  1820,  most  historians  agree  that 

first  US  lightship  station  was  at  Craney  Island  VA,  also  established  in  1820 


the 


STATION:   (084)  Northeast  Pass  (LA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

(NO  INFORMATION  FOUND  ON  THE  DISTINGUISHING 
CHARACTERISTICS  OF  THE  VESSEL  OR  STATION) 

HULL  MARKING: 


MASTS:  DAYMARKS: 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 


FOG  SIGNAL: 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 
REMARKS: 


INDEX:  085 

STATION  NAME:  South  Pass  (LA) 


ESTABLISHED:  1894  Nov  5 


DISCONTINUED:  1933 


YEARS  MAINTAINED:  39 


LOCATION  &  USAGE: 

Off  the  entrance  to  the  South  Pass  of  the  Mississippi  River  Delta.  Moored 
in  72  feet,  about  one  mile  southeasterly  from  the  east  jetty  light. 
(Position  was  1.5  mi  -  114  deg.  from  present  South  Pass  Front  Range  Light) 


LIGHTSHIPS  ASSIGNED: 
1894-1912  LV  43 
1912-1918  (station  vacant) 
1918-1933  LV  102/WAL  525 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1894-1933   28  59.2  -  89  06.8  in  72ft 


(1894-1899  Lightship  was  withdrawn  each  year  from  June  through  September  "there 
being  no  fog  during  summer  months".  In  later  years  the  lightship  was  withdrawn 
from  Aug  1  -  Oct  15  each  year) 

(1912-1918  Due  to  heavy  silting,  the  South  Pass  was  not  in  use,  and  traffic 
was  diverted  to  the  Southwest  Pass  during  the  period) 


STATION  REPLACED  BY:  Considered  unnecessary 


HISTORICAL  NOTES: 


STATION:   <085)  South  Pass  (LA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1894-1912  Red 
1918-1933  Red 


HULL  MARKING: 

1894-1912  SOUTH  PASS,  white  <43  on  stern  in  white) 
1918-1933  SOUTH,  white 


MASTS:  DAYMARKS: 

1894-1912  2  1894-1912  2  red 

1918-1933  1  tubular  +  jigger        1918-1933  large  black  lantern  housing 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1894-1903  1  FV  40ft  12mi 
1903-1912  2  FV  40ft  12mi 
1918-1933  1  Gp  Fl  V  (2)  15sec  50ft  13mi 

FOG  SIGNAL: 

1894-1912  12"  steam  Whistle  (l/60sec) 
1918-1933  6"  air  Siren  (l/60sec) 

SUBMARINE  SIGNALS: 

1910-1933  Bell,  coded  (2) 

RADIO  BEACON: 

1931-1933  RBN  coded  ( — ) 

(1926-1931  Radiobeacon  removed  and  installed  ashore  at  West  Jetty  Light) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1928  AWYO  1919-1928  NAGT 

1928-1933  WSW  1928-1933  WSW 


RACON: 

REMARKS: 

-Station  vacant  1912-1918 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illurainants:  1894-1912,  oil;  1918-1932,  incandescent  oil  vapor;  1932-1933, 

electricity 


INDEX:  086 

STATION  NAME:  Southwest  Pass  (LA) 

ESTABLISHED:  1912  DISCONTINUED:   1918  YEARS  MAINTAINED: 

LOCATION  &  USAGE: 

Off  the  entrance  to  the  Southwest  Pass  of  the  Mississippi  River  Delta, 

1.8  mi  -  217  deg.  from  the  Southwest  Pass  East  Jetty  Light 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1912-1917  LV  43  1912-1918   28  53  -  89  27  (PA) 

1917-1918  LV  102/WAL  525 

(A  bell  boat  is  said  to  have  been  stationed  here  in  1856) 

(Use  of  Southwest  Pass  was  discontinued  in  1918  due  to  heavy  silting,  and 

South  Pass  was  reopened) 


STATION  REPLACED  BY:  Considered  unnecessary.  A  lighted  buoy  "SV"  is  near  the 
former  lightship  station 

HISTORICAL  NOTES: 


STATION:   (086)  Southwest  Pass  (LA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1912-1918  Red 


HULL  MARKING: 

1912-1917  SOUTH  VEST,  white 
1917-1918  SOUTHWEST,  white 


MASTS:  DAYMARKS: 

1912-1917  2  1912-1917  2  red 

1917-1918  1  tubular  +  jigger      1917-1918  large  black  lantern  housing 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1912-1917  2  FW  40ft  12mi 
1917-1918  1  Gp  Fl  W  (2)  15sec  50ft  13mi 


FOG  SIGNAL: 

1912-1917  12"  steam  Whistle  (l/60sec) 
1917-1918  6"  air  Siren  (l/60sec) 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1912-1918  AXBF 


RACON: 

REMARKS: 

-Illumlnants:  1912-1917,  oil;  1917-1918,  incandescent  oil  vapor 


INDEX:  087 

STATION  NAME:  New  Orleans  (LA) 

ESTABLISHED:  1965  Mar  13   DISCONTINUED:  1971 


YEARS  MAINTAINED: 


LOCATION  &  USAGE: 

Northeasterly  from  the  Delta  entrances,  In  Breton  Sound  off  the  Mississippi 
River  Gulf  Outlet  which  runs  Just  west  of  Lake  Borgne.  Marked  the  approach 
for  entering  the  Gulf  Outlet 


LIGHTSHIPS  ASSIGNED: 
1965-1966  LV  109/VAL  531 
1966-1971  WLV  189 


STATION  POSITIONS  <N  Lat  -  W  Long): 
1965-1968   29  22.8  -  88  54.2  in  60ft 
1968-1971   29  22.8  -  88  55.3  in  65ft 

<1968  moved  1.0  mi  -  270  deg. ) 


STATION  REPLACED  BY:  Mississippi  River  Gulf  Outlet  Approach  LHB  "NO" 
in  48  feet  about  4  miles  north  of  the  former  lightship  station 


located 


HISTORICAL  NOTES: 


STATION:   (087)  New  Orleans  (LA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1965-1971  Red 


HULL  MARKING: 

1965-1971  NEV  ORLEANS,  white 


MASTS:  DAYMARKS: 

1965-1971  2  1965-1971  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1965-1971  1  Gp  Fl  W  (2)  66ft  14mi 


FOG  SIGNAL: 

1965-1971  air  Diaphone  2T/30sec 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 

1965-1966  RBN  coded  (. ) 

1966-1971  RBN  coded  (-.  )  (Morse  NO) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1965-1971  NMNO  1965-1971  NMNO 


RACON: 

REMARKS: 

-Riding  light  shown  from  forestay 

-Illuminant:  1965-1970,  electricity 

-High  intensity  700,000cp  light  shown  1966-1971,  nominal  range  24mi 


INDEX:  088 

STATION  NAME:  Ship  Shoal  (LA) 

ESTABLISHED:  1849  DISCONTINUED:  1859  YEARS  MAINTAINED:  10 

LOCATION  &  USAGE: 

South  of  Gaillou  Bay  LA,  toward  the  west  end  of  Ship  Shoal  and  about  1  mile 
north  of  it.  Used  as  a  guide  for  the  narrow  passage  between  Ship  Shoal  and 
Isles  Dernieres.   (1.5  mi  -  340  deg.  from  the  present  abandoned  Ship  Shoal 
lighthouse  tower) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  W  Long) 

1849-1859  "F"  1849-1859   28  56  -  91  05  <PA) 


STATION  REPLACED  BY:  Ship  Shoal  Lighthouse,  1.5  mi  -  160  deg.  from  the  former 
lightship  station,   (lighthouse  discontinued  and  abandoned,  structure  remains) 

HISTORICAL  NOTES: 

-Station  vessel  was  the  former  Revenue  Cutter  MCLANE,  decommissioned  after 

the  Mexican  War,  then  converted  for  use  as  a  lightship.   While  assigned  to 

this  station  the  vessel  was  referred  to  in  the  records  as  "Ship  Shoal" 

and  "Pleasonton" 

-1855  Letter  from  Customs  Collector  at  Franklin  LA  states  that  the  lightship 

Pleasonton  broke  from  her  moorings  during  a  gale  and  was  driven  ashore  on 

Shell  Keys,  15  miles  east  of  Vermillion  Light 


STATION:   (088)  Ship  Shoal  (LA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1849-1859  Black 


HULL  MARKING: 

1849-1859  None  listed 


MASTS:  DAYMARKS: 

1849-1859  2  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1849-1959  2  FV  50ft/30ft 
(although  one  source  mentions  red  lights,  Light  Lists  show  white) 


FOG  SIGNAL: 

1849-1859  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1849-1859,  oil 


INDEX:  089 

STATION  NAME:  Atchafalaya  Bay  (LA) 

ESTABLISHED:  1849  Dec  29   DISCONTINUED:  1859  YEARS  MAINTAINED:'  10 

LOCATION  &  USAGE: 

Off  the  entrance  to  Atchafalaya  Bay,  7.3  ml  -  306  deg.  from  Point  Au  Fer,  and 
2.0  ml  -  083  deg.  from   the  Southwest  Reef  Lighthouse  tower.  Used  as  a  reference 
mark  for  entering  the  Bay.  (The  lightship  position  was  considerably  north  and 
west  of  the  present  buoyed  entrance  channel,  undoubtedly  due  to  shoaling  over 
the  years) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1849-1859  ?  1849-1859   29  24  -  91  28  (PA) 

(Vessel  marking  the  station  was  referred  to  as  "Atchafalaya".  No  other 
designation  was  found.  Probably  a  sister  to  the  Galveston  lightship  built 
in  the  same  year) 


STATION  REPLACED  BY:  Considered  unnecessary  when  Southwest  Reef  Lighthouse 
was  activated  (lighthouse  abandoned  but  remains  and  is  listed  as  a  daybeacon) 

HISTORICAL  NOTES: 

-1855  Letter  from  the  Customs  Collector  at  Franklin  LA  states  that  the 
lightship  Atchafalaya  broke  from  her  moorings  and  was  driven  ashore  near 
Bayou  Salle 


STATION:   (089)  Atchafalaya  Bay  (LA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1849-1859  Black 

(although  one  source  shows  the  vessel  as  "sandy  yellow",  It  Is  shown  as 

black  In  Light  Lists) 

HULL  MARKING: 

1849-1859  None  listed 


MASTS:  DAYMARKS: 

1849-1859  2  1849-1859  1  black 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1849-1859  1  FV  35ft  lOmi 


FOG  SIGNAL: 

1949-1859  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1849-1859,  oil 


INDEX:  090 

STATION  NAME:  Trinity  Shoal  (LA) 

ESTABLISHED:  1831  Jun  10   DISCONTINUED:  1894  Aug  15   YEARS  MAINTAINED:"  13 

LOCATION  &  USAGE: 

Southerly  from  Vermilion  Bay  and  Marsh  Island,  about  18  miles  offshore.  Served 
as  "a  guide  through  the  channel  between  Tiger  and  Trinity  Shoals"  -  a  channel 
which  has  now  largely  shoaled  in.  The  lightship  station  was  positioned  1.5 
miles  north  of  Trinity  Shoal,  about  midway  between  its  ends. 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1881-1894  LV  43  1881-1894   29  15.0  -  92  10.0  in  21ft 


STATION  REPLACED  BY:  Initially  replaced  by  bell  buoy  which  was  in  turn  replaced 
by  lighted  whistle  buoy;  both  long  since  discontinued 

HISTORICAL  NOTES: 

-1873  Nov  16-18,  during  a  hurricane,  a  lighthouse  under  construction  at 

Trinity  Shoal  was  destroyed,  and  the  tender  GUTHRIE,  standing  by  at  the  site 

was  wrecked.  As  a  result,  the  Lighthouse  Board  decided  that  a  lightship  would 

would  be  more  suitable  for  such  an  exposed  location,  therefore  lighthouse 

construction  was  halted.  Eight  years  then  elapsed  before  the  lightship  station 

was  established.  Materials  salvaged  from  the  original  lighthouse  work  were 

stored  and  later  used  to  build  South  Pass  Lighthouse 

-1889  Aug  8,  broke  adrift  in  hurricane,  but  was  brought  up  with  spare  anchor, 

200  yards  from  station.  Repositioned  Aug  11  by  tender  PANSY 

-1894  Station  discontinued  -  "commerce  having  fallen  off  to  nothing" 


STATION:   (090)  Trinity  Shoal  (LA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1881-1894  Red 


HULL  MARKING: 

1881-1894  TRINITY  SHOAL  43,  white 


MASTS:  DAYMARKS: 

1881-1894  2  1881-1894  2  red,  circular 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1881-1894  1  FV  40ft  11.5mi 


FOG  SIGNAL: 

1881-1894  12"  steam  whistle  (l/60sec) 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1881-1894,  oil 


INDEX:  091 

STATION  NAME:  Heald  Bank  (TX) 

ESTABLISHED:  1905  Apr  3    DISCONTINUED:  1936  Jun  15   YEARS  MAINTAINED:  31 

LOCATION  &  USAGE: 

Southeasterly  from  Galveston  Harbor  entrance,  29.5  ml  -  118  deg.  from  present 
Galveston  South  Jetty  Light.   Moored  3/4  mile  southwesterly  from  the  shoalest 
part  of  Heald  Bank,  and  served  as  a  leading  mark  for  the  making  the  approach 
to  Galveston 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1905-1936  LV  81/VAL  507  1905-1938   29  06.1  -  94  12.5  in  42ft 

(During  the  1930s  the  lightship  was  withdrawn  from  station  and  replaced  by 

a  lighted  whistle  buoy  Jun  15  -  Oct  15  each  year) 

(1936  Jun  15,  lightship  withdrawn.  Notice  to  Mariners  1938  stated  the  lightship 

was  withdrawn  in  1936  and  would  not  be  returned;  station  had  been  discontinued) 


STATION  REPLACED  BY:  A  lighted  bell  buoy  is  2 . 1  mi  -  239  deg.  from  the  former 
lightship  station 

HISTORICAL  NOTES: 

-1917  Arrangements  were  made  with  USN  and  Weather  Bureau  for  recording  and 

reporting  weather  information  twice  daily  by  radio 


STATION:   (091)  Heald  Bank  <TX) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1905-1936  Red 


HULL  MARKING: 

1903-1913  81  HEALD  BANK  81,  white 
1913-1936  HEALD,  white 


MASTS: 

1905-1936  2 


DAYMARKS: 

1905-1927  2  red 
1927-1936  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1905-1927  2  FV  50ft  llmi 
1927-1936  1  Occ  W  2sec  50ft  12rai 


FOG  SIGNAL: 

1905-1934  12"  steam  Whistle  C2)/30sec 
1934-1936  17"  steam  Horn 


SUBMARINE  SIGNALS: 

1910-1936  Bell,  coded  (2-2) 


RADIO  BEACON: 

1936-1936  RBN  code  (HL) 


VISUAL  CALL  SIGN: 

1912-1925  AWVH 

1925-1931  WWBJ 

1931-1936  WSU 


RADIO  CALL  SIGN: 
1915-1925  NLP 
1925-1931  WWBJ 
1931-1936  WSU 


RACON: 


REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-Illuminants: 1905-1927,  oil;  1927-1931,  acetylene;  1931-1938,  electricity 


INDEX:  092 

STATION  NAME:  Galveston  <TX) 

ESTABLISHED:  1849  DISCONTINUED:   1906  Apr  23   YEARS  MAINTAINED:  57 

LOCATION  &  USAGE: 

At  the  entrance  to  Galveston  Harbor,  Inside  Galveston  Bar.  Marked  the  best  water 

for  passage  over  the  bar.   (The  position  was  about  midway  between  the  present 

jetties) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1849-1853  "XX"  1849-1894   29  20.8  -  94  43.5  in  28ft 

1853-1854  (station  vacant)  1894-1906   29  20.8  -  94  43.0  in  28ft 

1854-1860  "XX" 

1860-1870   ?  (see  historical  notes)    (1894  moved  0.4  mi  -  090  deg.) 
1870-1906  LV  28 

(1853-1854  Lightship  withdrawn  and  used  as  a  hospital  quarantine  ship  during 
a  summer  epidemic) 

(1898  Lightship  withdrawn  from  May  -  Sep  when  Galveston  Harbor  entrance  was 
mined  during  the  Spanish-American  War 


STATION  REPLACED  BY:  Buoyage  marking  the  entrance  channel 


HISTORICAL  NOTES: 

-In  1859  Congress  authorized  construction  of  range  lights  to  replace  the 

lightship,  and  authorized  funds  for  "restoration"  of  the  lightship.  However, 

the  vessel  was  found  too  rotten  to  be  rebuilt.  Although  the  range  lights  were 

placed  in  operation  in  1860,  the  lightship  station  was  not  discontinued  "until 

Congress  can  again  pass  upon  the  case".   How  long,  or  if  the  lightship  remained 

on  station  after  1860  is  not  clear.  Since  the  range  lights  remained  in 

operation,  it  is  possible  that  the  station  was  vacant  during  part  or  all  of 

the  period  1860-1870,  at  which  time  LV  28  was  assigned 

-1900  Sep,  parted  chain  during  hurricane  and  was  driven  into  Galveston  Bay,  with 

the  vessel  sustaining  "severe  injury" 


STATION:   (092)  Galveston  (TX) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1849-1870  "Sandy  Yellow" 
1870-1906  Straw 


HULL  MARKING: 

1849-1870  None  listed 
1870-1906  GALVESTON  28,  black 


MASTS:  DAYMARKS: 

1849-1906  2  1849-1870  None  listed 


1870-1906  1  black,  hoop 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1849-1870  1  FW  35ft  lOmi 
1870-1881  1  FV  48ft  12mi 
1881-1906  1  FR  48ft  12mi 


FOG  SIGNAL: 

1849-1870  Bell 

1870-1881  Bell  &  Horn 

1881-1906  Bell 

SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1849-1906,  oil 


INDEX:  093 

STATION  NAME:  San  Francisco  (CA) 

ESTABLISHED:  1898  Apr  7    DISCONTINUED:  1971  Apr      YEARS  MAINTAINED-  73 

LOCATION  &  USAGE: 

Off  San  Francisco,  8.6  mi  -  244  deg.  from  Point  Bonita  Light.  Marked  the 

approaches  to  the  main  ship  channel  into  San  Francisco 

(Original  position  was  described  as  "3  1/4  miles  outside  the  bar  in  109  feet, 
with  Alcatraz  and  Fort  Point  lighthouses  in  range") 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1898-1930  LV  70  1898-1971   37  45.0  -  122  41.5  in  108ft 

1930-1942  LV  83/WAL  508 

1942-1945  (marked  by  buoy  WWII) 

1945-1951  LV  83/WAL  508 

1951-1969  WLV  612 

1969-1971  LV  100/WAL  523 


STATION  REPLACED  BY:  San  Francisco  lighted  horn  buoy  "SF"  (LNB) 


HISTORICAL  NOTES: 

-1891  Records  show  that  a  temporary  lightship  (not  described)  was  stationed  on 

San  Francisco  Bar  to  mark  a  wreck 

-1899  Aug,  wireless  telegraph  equipment  installed  for  experimental  use  during  a 

17  day  period.  Carrier  pigeons  furnished  to  the  lightship  were  sent  ashore  to 

compare  accuracy  of  messages  received  by  radio.  Equipment  removed  after  tests 

-1901  Records  show  that  a  lightship  of  some  sort  was  placed  temporarily  in 

San  Francisco  Bay  to  mark  the  wreck  of  the  MAY  FLINT.  This  lightvessel  was  later 

rammed  and  sunk  by  the  USS  IOWA.  A  small  sailboat  then  marked  the  wreck  until 

replaced  by  a  buoy 

-1901  Sep  15,  Master  reported  large  number  of  shore  birds  (owls,  cranes  and 

hummingbirds)  had  roosted  aboard  the  lightship  -  appparently  lost  in  dense  smoke 

from  northern  forest  fires 

-1903  239  tons  of  coal  were  consumed  during  the  year  by  the  station  vessel 

-1905  Lightship  logged  5,258  vessels  passing  the  station  during  the  year 

-1906  Apr  18,  while  docked  for  repairs,  the  station  vessel's  electric  plant  was 

ashore  for  repair  during  the  earthquake,  and  was  destroyed  by  fire.  Vessel 

returned  to  station  showing  oil  lamps  until  new  generators  were  procured 

-1927  Mar  1,  commenced  broadcasting  weather  information  twice  daily  by  radio 


STATION:   (093)  San  Francisco  (CA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1898-1971  Red 


HULL  MARKING: 

1898-1971  SAN  FRANCISCO,  white 


MASTS: 
1898- 


1971  2 


DAYMARKS: 

1898-1971  galleries 


LIGHTS 
1898 
1916-1930 
1930-1942 
1945-1951 
1951-1969 

FOG  SIGNAL: 
1898-1932 
1932-1934 
1934-1951 
1951-1971 


SHOWN  (Number, 
1916  2  Occ  V 


Characteristic, 


Fl 
Fl 
Fl 
Fl 


15sec 
15sec 
15sec 
lOsec 


57ft 
65ft 
65ft 
55ft 


13mi 
14mi 
14  mi 
13mi 


Height,  Vis 
1969-1971 


ibility) : 

1  Fl  V  lOsec 


65ft  14mi 


12"  steam  Whistle  (l/30sec) 
17"  steam  Horn  <l/30sec) 
air  Diaphone  (l/30sec) 
air  Diaphone  2T/30sec 


SUBMARINE  SIGNALS: 

1910-1930  Bell,  coded 


<7)/15sec 


RADIO  BEACON: 

1922-1971  RBN  code 


synchronized  with  fog  signal  1934 


VISUAL 

CALL 

SIGN 

1912- 

-1925 

AUGE 

1925- 

-1931 

WWBV 

1931- 

-1940 

KCN 

1940- 

-1971 

NNCS 

RADIO  CALL  SIGN: 
1918-1925  NAKS 
1925-1931  WWBV 
1931-1940  KCN 
1940-1971  NNCS 


RACON: 


REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-During  1942-1945,  station  marked  by  LWB  "J".  Black/White,  Occ  W  lOsec 

16ft  9mi 

-Illuminants:  1898-1900,  electricity;  1900-1904,  oil;  1904-1971,  electricity. 

(oil  lamps  shown  1900-1904  due  to  recurring  problems  with  boilers  and 

electric  plant;  oil  lamps  again  shown  in  1906  awaiting  replacement  generators) 

-High  intensity  450,000cp  light  shown  1951-1971,  24mi  nominal  range 


INDEX:  094 

STATION  NAME:  Blunts  Reef  CCA) 

ESTABLISHED:  1905  DISCONTINUED:   1971  YEARS  MAINTAINED:  66 

LOCATION  &  USAGE: 

Oft  Cape  Mendocino  about  1.9  ml  -  239  deg .  from  Blunts  Reef  and 

4.55  mi  -  266  deg.  from  Cape  Mendocino  Light.  Served  as  a  reference  mark  for 

coastwise  traffic  in  passing  clear  of  Blunts  Reef  and  other  shoal  spots  in  the 

vicinity. 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1905-1930  LV  83/VAL  508  1905-1942   40  26.1  -  124  30.2  in  168ft 

1930-1942  LV  100/VAL  523  1945-1960   40  25.9  -  124  30.3  in  162ft 

1942-1945  (marked  by  buoy  WWII)  1960-1971   40  26.4  -  124  30.3  in  186ft 

1945-1959  LV  100/VAL  523 

1960-1969  VLV  605  (1942  moved  0.2  mi  -  201  deg.) 

1969-1971  VLV  612  (1960  moved  0.5  mi  -  360  deg.) 


STATION  REPLACED  BY:  Blunts  Reef  Lighted  Horn  Buoy  " B" 


HISTORICAL  NOTES: 

-Station  vessel  dragged  off  station  6  times  in  severe  weather  during  the  period 

1906-1915.  Vinds  gusting  to  110  mph  were  recorded  on  one  occasion 

-1906  Fitted  with  special  submersible  mooring  buoy  to  relieve  strain  on  anchor 

chain 

-1916  Jun  15,  between  0145  and  0330,  155  people  were  taken  aboard  the 

lightship.  These  were  passengers  and  crew  of  the  SS  BEAR  which  had  gone  aground 

nearby  in  dense  fog.  Personnel  were  later  transferred  to  other  vessels  in  the 

vicinity  and  taken  ashore 

-1927  Mar  1,  commenced  broadcasting  weather  information  twice  daily  by  radio 


STATION:   (094)  Blunts  Reef  <CA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1905-1971  Red 


HULL  MARKING: 

1905-1971  BLUNTS,  white 


MASTS:  DAYMARKS: 

1905-1971  2  1905-1930  2  red,  circular 

1930-1971  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1905-1930  2  FV  50ft  11 mi 
1930-1960  1  Occ  V  15sec  65ft  14mi 
1960-1971  1  Fl  V  lOsec  55ft  13rai 


FOG  SIGNAL: 

1905-1930  12"  steam  Whistle  (l/30sec) 

1930-1959  air  Diaphone  (l/30sec) 

1959-1971  air  Diaphone  2T/30sec 

SUBMARINE  SIGNALS: 

1906-1930  Bell  coded  C8-3)/22sec 


RADIO  BEACON: 

1922-1926  RBN  code  <-)  (short  dashes) 
1926-1971  RBN  code  (.-.-) 
(synchronized  with  fog  signal  1933) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

1918-1925  AUFL  1918-1925  NACT 

1925-1931  WWBU  1925-1931  WWBU 

1931-1940  KCM  1931-1940  KCM 

1940-1971  NNCB  1940-1971  NNCB 

RACON: 

REMARKS: 

-Riding  light  shown  from  forestay  1923  and  thereafter 

-During  1942-1945,  station  marked  by  LWB  "BR",  Red,  Fl  W  lOsec  16ft  10ml 

-Illumlnants:  1905-1930,  oil;  1930-1971,  electricity 

-High  intensity  450,000cp  light  shown  1960-1971,  nominal  range  24mi 


INDEX:  095 

STATION  NAME:  Columbia  River  (OR) 

ESTABLISHED:  1892  Apr  11   DISCONTINUED:  1979 


YEARS  MAINTAINED:  87 


LOCATION  &  USAGE: 

Off  the  Columbia  River  entrance,  southwesterly  from  Cape  Disappointment. 
Originally  4.4  mi  -  232  deg.  from  Cape  Disappointment  Light  but  shortly 
thereafter  moved  3  miles  southwesterly.  A  leading  mark  for  malting  the 
approach  to  the  main  channel  entrance.  This  was  the  first  lightship  station 
Pacific  Coast,  and  the  last  of  the  west  coast  stations  to  be  discontinued 


LIGHTSHIPS  ASSIGNED: 
1892-1897  LV  50 


1898  LV  67 

1899  LV  50 


(marked  by  can  buoy) 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1892-1892   46  14.2  -  124  07.4 
1892-1916   46  12.1  -  124  10.5  in  180  ft 
1916-1971   46  11.1  -  124  11.0  in  210  ft 

(1892  moved  3  mi  -  225  deg) 

(1916  moved  1 . 1  mi  -  199  deg.  to  be  on  the 
range  line  for  the  main  channel  entrance) 


1897- 
1898- 
1899-1901 
1901-1905  LV  50 
1905-1906  LV  67 
1906-1909  LV  50 
1909-1939  LV  88/WAL  513 
1939-1951  LV  93/WAL  517 
1951-1979  WLV  604 

(1897-1899  LV  67  temporarily  marked  the  station  while  LV  50  extensively  repaired 
(1899-1901  LV  50  out  of  service  after  being  blown  ashore  and  heavily  damaged) 
(1905-1906  LV  67  temporarily  withdrawn  from  Umatilla  station  to  mark  Columbia 
station  while  LV  50  out  of  service  and  under  repair  after  second  grounding) 


STATION  REPLACED  BY:  Lighted  Horn  Buoy  **CR"  (LNB) 
former  lightship  station 


about  0.2  mi  north  of  the 


HISTORICAL  NOTES: 

-Lightships  marking  the  station  were  blown  adrift  or  dragged  off  station 

6  times  in  severe  weather 

-1899  Nov  29,  station  vessel  broke  adrift  in  74  mph  winds,  later  going  aground 

1/4  mi  east  of  Cape  Disappointment.  Vessel  remained  stranded  for  16  months  until 

hauled  700  yards  overland  and  relaunched  in  Baker  Bay.  Repaired  and  returned  to 

service  1901  Aug  18. 

-1905  Oct  6,  again  blown  adrift  in  severe  gale  and  grounded  inside  Cape 

Disappointment.  Refloated  Oct  16,  then  repaired  and  returned  to  service 

Oct  9  1906. 

-1914  Jan  2,  during  severe  southeast  gale  and  with  engine  running  ahead  for 

11  hours  to  maintain  station,  a  boarding  sea  stove  in  the  pilot  house,  sheared 

off  steering  compass  and  bent  the  steering  wheel  shaft;  carried  away  the  bridge 

binnacle,  ventilators,  galley  stack,  and  deck  stanchions;  damaged  engine  room 

skylight  and  stove  in  2  ports  on  the  after  house.  Two  crew  members  injured  by 

flying  glass 

-1927  Mar  1,  commenced  broadcasting  weather  information  twice  daily  by  radio 


STATION:   (095)  Columbia  River  (OR) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1892-1979  Red 


HULL  MARKING: 
1892-1899  None 
1901-1979  COLUMBIA, 


white 


MASTS: 

1892-1979  2 


DAYMARKS: 

1892-1927  2  red 
1927-1979  galleries 


LIGHTS  SHOWN  (Number,  Characteristic, 
1892-1939  2  FV  50ft  llmi 
1939-1951  1  Occ  V  lOsec  63ft  14mi 
1951-1960  1  Occ  W  lOsec  57ft  13ml 
1960-1979  1  Fl  W  lOsec  57ft  13mi 


Height,  Visibility): 


FOG  SIGNAL: 

1892-1933  12" 

1933-1935  17" 

1935-1939  17" 

1939-1951  17" 
SUBMARINE  SIGNALS: 

1909-1930  Bell  coded 


steam  Whistle  (l/20sec) 
steam  Horn  (l/20sec) 
air  Horn  (l/20sec) 
steam  Horn  (l/20sec) 


(8-8)/32sec 


1951-1979  air  Diaphone  2T/20sec 


RADIO  BEACON: 

1924-1941  RBN  code  ( ) 

1941-1979  RBN  code  ( — ..) 

(synchronized  with  fog  signal  1934) 


VISUAL  CALL  SIGN: 
1912-1925  AUCY 
1925-1931  WWBQ 
1931-1940  KCK 
1940-1979  NNCR 

RACON: 


RADIO  CALL  SIGN: 
1919-1925  NA.JT 
1925-1931  WWBQ 
1931-1940  KCK 
1940-1979  NNCR 


REMARKS: 

-Lightship  was  not  withdrawn  from  this  station  during  WWII 
-Illuminants:  1892-1897,  oil;  1897-1898  electricity;  1898-1927,  oil: 
1927-1979,  electricity 
-High  intensity  600,000cp  light  shown  1960-1979,  nominal  range  24mi 


INDEX:  096 

STATION  NAME:  Umatilla  Reef  (WA) 

ESTABLISHED:  1898  May  22   DISCONTINUED:   1971  YEARS  MAINTAINED:  73 

LOCATION  &  USAGE: 

About  4  miles  seaward  from  Cape  Alava,  and  2.5  mi  southwest  from  Umatilla  Reef 

(14.1  mi  -  197  deg.  from  Cape  Flattery  Light).  Served  as  a  reference 

mark  for  passing  clear  of  Umatilla  Reef 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1898-1905  LV  67  1898-1971   48  10.0  -  124  50.4  in  150ft 

1905-1906  Relief  LV  76 

1906-1930  LV  67 

1930-1939  LV  93/WAL  517 

1939-1942  LV  88/WAL  513 

1942-1945  (marked  by  buoy  WWII) 

1945-1959  LV  88/WAL  513 

1959-1961  (marked  by  buoy) 

1961  LV  113/WAL  535 

1961-1971  VLV  196 

(1905-1906  Relief  LV  76  marked  the  station  while  LV  67  temporarily  placed  on 
Columbia  River  station) 


STATION  REPLACED  BY:  Lighted  Whistle  Buoy  "2UR",  1.3  mi  -  025  deg.  from  the 
former  lightship  station 

HISTORICAL  NOTES: 

-Vessels  marking  the  station  were  blown  adrift  or  dragged  off  station  6  times 

in  severe  weather 

-1938  Dec  2,  lightship  heavily  damaged  by  boarding  seas  during  a  severe  storm 

with  winds  estimated  Force  12.  Maintained  station  with  engine  running  full 

ahead 


STATION:   (096)  Umatilla  Reef  <WA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1898-1971  Red 


(vessel  withdrawn  1942-1945  and  1959-1961 


see  remarks) 


HULL  MARKING: 

1898-1905  UMATILLA  REEF,  white 

1905-1906  RELIEF,  white 

1906-1913  UMATILLA  REEF,  white 

1913-1971  UMATILLA,  white 

MASTS : 

1898-1971  2 


DAYMARKS: 

1898-1916  2  white 
1916-1971  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1898-1930  2  FV  39ft  llmi 

1930-1961  1  Gp  Fl  V  (2)  20sec  67ft  14mi 
1961-1971  1  Gp  Fl  V  (2)  20sec  56ft  13mi 


FOG  SIGNAL: 
1898-1932 
1932-1939 
1939-1942 
1942-1945 

SUBMARINE  S 


12"  steam  Whistle  <l/30sec) 
17"  steam  Horn  (l/30sec) 
17"  air  Horn  2T/30sec 
(marked  by  buoy) 
IGNALS: 


1945-1959  17"  air  Horn  2T/30sec 
1959-1961  (marked  by  buoy) 
1961-1971  air  Diaphone  2T/30sec 


1910-1930  Bell,  coded  (6-7)/24sec 


RADIO  BEACON: 
1930-1971  RBN 


code  ( . - . ) 


VISUAL  CALL  SIGN: 

1912-1925  AUCK 

1925-1931  WWPB 

1931-1940  KCJ 

1940-1971  NNCL 


RADIO  CALL  SIGN: 
1919-1925  NACV 
1925-1931  WWPB 
1931-1940  KCJ 
1940-1971  NNCL 


RACON: 


REMARKS: 


-Riding  light  shown  from  forestav  1923  and  thereafter 

-During  1942-1945,  station  marked  by  LWB  "UR",  Red,  Gp  Fl  W  (2)  20sec  16ft  9mi 

-During  1959-1961,  station  temporarily  marked  by  LWB  "2UR",  Red,  Gp  Fl  W  (2), 

20sec  16ft  9ml 
-Illuminants:  1898-1900,  electricity;  1900-1930,  oil;  1930-1971,  electricity 
-High  intensity  600,000cp  light  shown  1961-1971,  nominal  range  24mi 


INDEX:  097 

STATION  NAME:  Swiftsure  Bank  <VA) 

ESTABLISHED:  1909  DISCONTINUED:  1961  YEARS  MAINTAINED:  52 

LOCATION  &  USAGE: 

Seaward  of  the  entrance  to  the  Straight  of  San  Juan  de  Fuca ,  on  the  southwest 
edge  of  Swiftsure  Bank  and  13.3  ml  -  308  deg.  from  Cape  Flattery  Light.  Used  as 
a  reference  mark  for  approaching  and  entering  the  Straight 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  V  Long): 

1909-1930  LV  93/WAL  517  1909-1942   48  31.7  -  125  00.0  in  156ft 

1930-1942  LV  113/VAL  535  1945-1959   48  32.6  -  124  59.6  in  195ft 

1942-1945  (marked  by  buoy  WWII)         1959-1961   48  32.0  -  124  59.7  in  180ft 
1945-1961  LV  113/VAL  535 

(1945  moved  0.4  mi  -  034  deg.) 

(1959  moved  0.6  mi  -  186  deg.) 


STATION  REPLACED  BY:  No  replacement 


HISTORICAL  NOTES: 

-1927  Mar  1,  commenced  broadasting  weather  information  twice  daily  by  radio 


STATION:   (097)  Swiftsure  Bank  <VA) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1909-1940  Yellow 
1940-1961  Red 


HULL  MARKING: 

1909-1940  SWIFTSURE,  black 
1940-1961  SWIFTSURE,  white 


MASTS: 

1909-1961  2 


DAYMARKS: 

1909-1930  2  white  oval 
1930-1961  galleries 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1909-1930  1  FR  +  1  FW  50ft 
1930-1961  1  Fl  W  15sec  65ft  14 mi 


FOG  SIGNAL: 

1909-1930  12"  steam  Whistle  (2)/30sec 
1930-1961  air  Diaphone  (2)/30sec 


SUBMARINE  SIGNALS: 

1909-1930  Bell  coded  (9-3)/60sec 


RADIO  BEACON: 

1924-1961  RBN  code  ( — ) 
(synchronized  with  fog  signal  1935) 


VISUAL  CALL  SIGN: 

1912-1925  ATXJ 

1925-1931  WWBO 

1931-1940  KCI 

1940-1961  NNCD 

RACON: 


RADIO  CALL  SIGN: 
1919-1925  NABT 
1925-1931  WWBO 
1931-1940  KCI 
1940-1961  NNCD 


REMARKS: 

-Riding  light  shown  from  forestav  1923  and  thereafter 
-During  1942-1945,  station  marked  by  LWB  "SB",  Red,  Fl  W 
-Illuminants:  1909-1930,  oil;  1930-1961,  electricity 


15sec  16ft  9mi 


INDEX:  098 

STATION  NAME:  Buffalo  (NY) 

ESTABLISHED:  1912  Aug  3    DISCONTINUED:  1918 


YEARS  MAINTAINED:  6 


LOCATION  &  USAGE: 

Eastern  end  of  Lake  Erie,  about  13  miles  off  the  entrance  to  Buffalo  Harbor 

narking  the  approaches  to  Buffalo 


LIGHTSHIPS  ASSIGNED: 
1912-1913  LV  82 
1914  LV  96 
1915-1918  LV  98/VAL  521 


STATION  POSITIONS  (N  Lat  -  V  Long) 
1912-1918   42  46  -  79  06  (PA) 


(1913  Nov  10,  LV  82  sunk  near  station  and  was  not  replaced  until  Oct  1914) 
(1914  Oct,  LV  96  marked  the  station  temporarily  until  close  of  navigation) 
(1915  Jun  12,  newly  completed  LV  98  assigned  to  station) 


STATION  REPLACED  BY: 
Lighthouse  (Canada) 


Buffalo  Approach  lighted  bell  buoy  " B" ;  and  Point  Albino 


HISTORICAL  NOTES: 

-1913  Nov  13,  lightship  sunk  near  station  during  hurricane  with  loss  of  all  6 
men  aboard.  The  wreck  was  located  May  9,  1914  about  1  7/8  mi  NNE  of  station. 
On  Sep  16,  1915,  vessel  was  raised  and  later  repaired  and  returned  to  service. 
The  body  of  Engineer  C. V.  Butler  was  recovered  in  the  Niagara  River  Oct  29,  1918 


STATION:   <098)  Buffalo  (NY) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1912-1918  Red 


HULL  MARKING: 

1912-1913  (.not  found) 
1914-1918  BUFFALO,  white 


MASTS:  DAYMARKS: 

1912-1913  1  +  Jigger  1912-1913  1 

1914-1918  1  tubular  1914-1918  large  lantern  housing 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1912-1913  1  FW 
1914-1918  1  Fl  W  42ft 


FOG  SIGNAL: 

1912-1913  12"  steam  Whistle 
1914-1918  6"  air  Siren 


SUBMARINE  SIGNALS: 
1916-1918  Bell 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminants:  1912-1913,  oil;  1914-1918,  electricity 


INDEX:  099 

STATION  NAME:  Southeast  Shoal 

ESTABLISHED:  1901  DISCONTINUED:  1910  YEARS  MAINTAINED:  9 

LOCATION  &  USAGE: 

Western  end  of  Lake  Erie  (In  Canadian  waters)  about  800  yards  off  the  end 
of  Southeast  Shoal.  Guarded  the  shoal  and  marked  the  eastern  entrance  to  the 
Point  au  Pelee  Passage 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1901-1910  SS  KEWAUNEE  1901-1910   42  49  -  82  28  (PA) 

(KEWAUNEE  was  not  a  lightship  per  se ,  but  was  a  steam  schooner  converted  to 
lightship  use,  owned  and  operated  by  the  Lakes  Pilots  Association  and  under 
contract  to  the  U.S.  during  this  period) 


STATION  REPLACED  BY:  Continued  to  be  maintained  by  the  Canadian  Goverment 

from  1910-1927,  then  discontinued  and  replaced  by  Southeast  Shoal  Light  (Canada) 

HISTORICAL  NOTES: 

-This  station  was  marked  by  the  Canadian  Government  1896-1901  then  discontinued. 

The  Lakes  Carriers  Association  considered  a  lightship  necessary  and  placed 

KEWAUNEE  on  the  station  1901-1910,  being  reimbursed  by  the  U.S.  for  operating 

expenses.  In  1910,  Canada  again  assumed  reponsibi 1 ity  and  maintained  a  lightship 

at  the  station  until  Jul  14,  1927  when  Southeast  Shoal  Light  (Canada)  was 

activated 


STATION:   (099)  Southeast  Shoal 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1901-1910  Red 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

Not  found  Not  found 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1901-1910  1  FV  30ft 


FOG  SIGNAL: 

1901-1910  8"  steam  Whistle 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1901-1910,  oil 


INDEX:  100 

STATION  NAME:  Bar  Point  Shoal 

ESTABLISHED:  1893  Sep  20   DISCONTINUED:  1919  YEARS  MAINTAINED:  26 

LOCATION  &  USAGE: 

Western  end  of  Lake  Erie  at  the  entrance  to  the  Detroit  River  about  1  1/4  mile 
off  Bar  Point  (in  Canadian  waters).  Station  was  located  close  to  the  junction  of 
the  present  Livingstone  and  Amherstburg  Channels 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1893-1910  LV  59  1893-1919   42  02.3  -  83  08.0  in  17ft 

1911-1919  LV  62 

(At  its  own  expense,  the  Lakes  Carriers  Association  established  and  maintained 
a  lightship  here  1889-1893  at  the  request  of  US  vessel  owners.  That  vessel 
was  a  wooden  barge,  painted  gray  and   showing  1  FR  +  1FW.  It  was  listed  in 
the  Dominion  of  Canada  List  of  Lights  during  its  existence) 


STATION  REPLACED  BY:   Subsequently  marked  by  a  Canadian  lightship  since 
discontinued;  presently  marked  by  Bar  Point  Lighted  Bell  Buoy 

HISTORICAL  NOTES: 

-1898  Dec  11,  carried  off  station  by  moving  ice  and  adrift  for  10  days  in 

western  Lake  Erie 

-1906  Oct  17,  damaged  in  collision  by  coal  barge  under  tow 

-1919  Station  discontinued  by  U.S.  and  responsibility  assumed  by  Canada  then 

Canadian  lightship  No.  21  was  placed  on  the  station 


STATION:   (100)  Bar  Point  Shoal 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1893-1919  Black 


HULL  MARKING: 

1893-1913  NO. 59  BAR  POINT  SHOAL,  white 


MASTS:  DAYMARKS: 

1893-1919  1  +  .ligger  1893-1910  1  black,  cage 

1910-1919  none 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1893-1919  1  FV  40ft  13.5mi 


FOG  SIGNAL: 

1893-1919  6"  steam  Whistle 


SUBMARINE  SIGNALS: 
1907-1919  Bell 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

None  None 


RACON: 

REMARKS: 

-Illuminant:  1893-1919,  oil 


INDEX:  101 

STATION  NAME:  Lime  Kiln  Crossing  South 

ESTABLISHED:  1393  Sep  15   DISCONTINUED:  1910 


YEARS  MAINTAINED:  17 


LOCATION  &  USAGE: 

Lower  Detroit  River  in  Canadian  waters.  Due  to  the  many  changes  in  the 

configuration  of  the  dredged  channels  in  this  area  of  the  river,  the  location 

of  the  station  cannot  be  accurately  determined.  It  appears  to  have  been  about 

1/2  mile  above  Amherstburg  Canada  and  about  1/2  mile  above  the  north  end  of 

Bois  Blanc  Island,  on  the  west  side  of  the  channel 

(see  also  Historical  Notes) 


LIGHTSHIPS  ASSIGNED: 
1393-1910  LV  64 


STATION  POSITIONS  (N  Lat  -  W  Long): 
1893-1910   42  07  -  83  07  (PA)  in  17ft 

(Position  was  shifted  frequently  due 
to  dredging  operations  in  progress) 


STATION  REPLACED  BY:  Station  continued  to  be  maintained  by  Canada  1910-1913, 
then  replaced  by  buoyage  and  range  lights 


HISTORICAL  NOTES: 

-The  station  marked  the  southwest  corner  of  Lime  Kiln  Crossing,  a  narrow  curved 

cut  which  had  been  constructed  at  great  expense  by  the  US  with  permission  of  the 

Canadian  Government.  The  lightship  was   considered  to  be  a  temporary  expedient 

to  a  variety  of  privately  maintained  aids  until  Congress  would  approve  permanent 

lighting  arrangements  for  the  Detroit  River 

-There  were  7  collisions  with  the  lightship  during  the  period  1893-1902 


STATION:   (101)  Lime  Kiln  Crossing  South 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1893-1910  White 


HULL  MARKING: 

1893  LIME  KILN  CROSSING  SOUTH,  black 
1894-1910  LIME  KILN  CROSSING  SOUTH,  red 


MASTS:  DAYMARKS: 

1893-1910  1  tripod  None 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1893-1910  1  FW  19ft 


FOG  SIGNAL: 

1893-1910  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON : 

REMARKS: 

-Illuminant:  1893-1910,  oil 


INDEX:  102 

STATION  NAME:  Lime  Kiln  Crossing  North 

ESTABLISHED:  1893  Sep  15   DISCONTINUED:  1910 


YEARS  MAINTAINED:  17 


LOCATION  &    USAGE: 

Lower  Detroit  River  in  Canadian  waters.  Due  to  many  changes  in  the  configuration 
of  the  dredged  channels  in  this  area  of  the  river,  the  location  of  the  station 
cannot  be  determined  accurately.  It  appears  to  have  been  about  0.3  mile  south 
of  the  present  Lime  Kiln  Crossing  Reach  Front  Range  Light,  off  the  end  of  the 
former  car  ferry  wharf,   (see  also  historical  notes) 


LIGHTSHIPS  ASSIGNED: 
1893-1910  LV  65 


STATION  POSITIONS 
1893-1910   42  07  - 


(N  Lat  -  V  Long) : 
83  07  (PA)  in  17ft 


(position  was  shifted  frequently  due 
to  dredging  operations  in  progress) 


STATION  REPLACED  BY:  Station  continued  to  be  mantained  by  Canada  1910-1913  then 
discontinued  and  replaced  by  buoyage  and  range  lights 


HISTORICAL  NOTES: 

-The  station  marked  the  northwest  corner  of  Lime  Kiln  Crossing,  a  narrow  curved 

cut  constructed  at  great  expense  by  the  U.S.  with  permission  of  Canada.  The 

station  was  considered  as  a  temporary  expedient  to  a  variety  of  private  aids 

until  Congress  would  approve  permanent  lighting  arrangements  for  the  Detroit 

River 

-There  were  3  collisions  with  the  lightship  during  the  period  1893-1907 


STATION:   (102)  Lime  Kiln  Crossing  North 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1893-1910  White 


HULL  MARKING: 

1893  LIME  KILN  CROSSING  NORTH,  black 
1893-1910  LIME  KILN  CROSSING  NORTH,  red 


MASTS:  DAYMARKS: 

1  tripod  None 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1  FW  19ft 


FOG  SIGNAL: 

1893-1910  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1893-1910,  oil 


INDEX:  103 

STATION  NAME:  Ballard  Reef  (MI) 

Also  called  Ballard's  Reef  in  some  publications 

ESTABLISHED:  1893  Jul  1    DISCONTINUED:  1899  Dec  13   YEARS  MAINTAINED:  6 

LOCATION  &  USAGE: 

In  the  Detroit  River.  Due  to  many  changes  in  the  configuration  of  the  dredged 
channels  in  this  area  of  the  river,  the  location  of  the  station  cannot  be 
accurately  determined.  It  appears  to  have  been  about  400  yards  off  the  east 
side  of  Grosse  Isle  at  what  was  then  the  east  end  of  Ballard  Reef.  Station 
was  near  the  junction  of  the  present  Livingstone  and  Ballard  Reef  Channels, 
about  2.3  miles  upriver  from  present  Lime  Kiln  Crossing  Front  Range  Light. 


LIGHTSHIPS  ASSIGNED: 
1893-1899  LV  63 


STATION  POSITIONS  <N  Lat  -  W  Long): 
1893-1899   42  09.0  -  83  07.8  in  15ft 


STATION  REPLACED  BY:  Buoyage  and  range  lights 


HISTORICAL  NOTES: 

-This  station  was  established  as  a  temporary  expedient  to  serve  until  a 
proposed  lighthouse  for  Ballards  Reef  could  be  approved  and  funded. 
Construction  of  the  light  was  never  undertaken 


STATION:   (103)  Ballard  Reef  (MI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1893-1899  Red 


HULL  MARKING: 

1893-1899  BALLARD  REEF,  white 


MASTS:  DAYMARKS: 

1893-1899  1  tripod  None 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1893-1899  1  FR  19ft 


FOG  SIGNAL: 

1893-1899  Bell 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1893-1899,  oil 


INDEX:  104 

STATION  NAME:  Lake  St  Clair  <MI) 

Station  named  Grosse  Poirite  1887-1911  then  moved  and  renamed  Lake  St  Clair 


ESTABLISHED:  1887  Apr  20   DISCONTINUED:  1939 


YEARS  MAINTAINED:  51 


LOCATION  &  USAGE: 

In  Lake  St  Clair,  originally  1 .  5rai  -  098  deg.  from  the  present  Grosse  Pointe 
Club  Dock  South  Light.  Later  moved  about  7  miles  northeasterly  and  positioned  on 
the  westerly  side  of  the  dredged  channel  to  mark  a  turn.  In  1926  the  station 
vessel  was  equipped  for  unattended  operation,  and  in  1935  was  provided  with 
capability  for  radio  control  of  light,  fog  signal  and  radio  beacon  from  ashore  - 
the  first  lightship  in  the  US  to  be  so  equipped 


LIGHTSHIPS  ASSIGNED: 
1887-1902  LV  10 
1902-1939  LV  75 


STATION  POSITIONS  (N  Lat  -  W  Long): 
1887-1911   42  22.8  -  82  51.8  in  20ft 
1911-1939   42  27.8  -  82.45.5  in  20ft 


(1888  moved  slightly  to  form  a  range 
with  Belle  Isle  lighthouse,  5.5  miles 
distant ) 

(1911  moved  6.8  mi  -  043  deg.  to  mark  a 
turn  in  the  dredged  channel) 


STATION  REPLACED  BY:  Lake  St  Clair  Light,  500  yards  -  060  degrees  from  the 
former  lightship  station 


HISTORICAL  NOTES: 

-1888  Lightship  logged  6,657  vessels  passing  the  station  during  the  navigation 

season 

-1926  Light  and  fog  signal  automated  for  unattended  operation 

-1935  Equipped  for  remote  control  by  radio  of  light,  fog  signal  and  radiobeacon 


STATION:   (104)  Lake  St  Clair  (Ml > 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1887-1911  Red 
1911-1939  Black 


HULL  MARKING: 

1887-1890  Not  marked 
1891-1911  GROSSE  POINTE  NO. 10, 
1911-1939  ST  CLAIR,  white 


black 


MASTS: 

1887-1909  1 


DAYMARKS: 

1887-1902  1  black  cage 
1902-1922  none 
1922-1939  black  gallery 


LIGHTS  SHOWN  (Number,  Characteristic.  Height,  Visibility): 
1887-1902  1  FW  25ft  11ml 
1902-1922  1  FW  35ft 
1922-1930  1  Fl  W  3sec  35ft 
1930-1939  1  Fl  G  5sec  37ft  13mi 

FOG  SIGNAL: 

1887-1926  Bell 

1926-1935  Bell  (automatic)  (l/15sec) 

1935-1939  air  Horn  (automatic)  (l/20sec) 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 

1935-1939  RBN  code  (.. — ) 

(operated  only  during  periods  of  poor  visibility) 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 

REMARKS 

-  I  1 luminants: 


uiumuautb;  1887-1922,  oil;  1922-1939,  acetylene 
-Unattended  operation  1926-1934  (automatic  operation  of  light 
-Unattended  and  radio  controlled  1934-1939  (light,  fog  signal 
were  controlled  from  ashore) 


and  fog  signal) 
&  radiobeacon 


INDEX:  105 

STATION  NAME:  Lake  Huron  (MI) 

(referred  to  locally  as  Northwest  Shoal) 

ESTABLISHED:  1893  Sep  15   DISCONTINUED:  1970 


YEARS  MAINTAINED:  77 


LOCATION  &  USAGE: 

South  end  of  Lake  Huron  off  the  entrance  to  the  St.  Clair  River,  and  3.0  ml  - 

009  deg.  from  Fort  Gratiot  Light.  Marked  an  11  foot  spot  north  and  west  from 

Northwest  Shoal  with  the  channel  passing  close  aboard  the  lightship  to  its 

west 


LIGHTSHIPS  ASSIGNED: 
1893-1920  LV  61 
1921-1935  LV  96/WAL  520 
1936-1970  LV  103/WAL  526 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1893-1939   43  02.8  -  82  24.8  in  20ft 
1939-1960   43  03.6  -  82  25.1  in  25ft 
1960-1970   43  05.5  -  82  24.9  in  26ft 

(1930  moved  to  a  position  650  feet  west 

of  the  Port  Edward  Range  centerline) 
(1960  moved  1.9  mi  -  004  deg.) 


STATION  REPLACED  BY:  Buoyage;  a  lighted  horn  buoy  and  lighted  RACON  buoy  near 
the  pilot  station  now  mark  the  entrance  channel  3  miles  north  of  former  station 


HISTORICAL  NOTES: 

-1913  Aug,  Master  and  Engineer  launched  a  boat  and  rescued  2  people  from  a 

rowboat  in  danger  of  foundering 


STATION:  (105)  Lake  Huron  <MI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1893-  ?  Straw,  white  band 

?   -1935  Red 

1936-1970  Black 

HULL  MARKING: 

1893-1913  61  LAKE  HURON,  black 
1913-1970  HURON,  white 


MASTS: 

1893-1920  1  +  jigger 
1921-1935  1  tubular 
1936-1970  1  tubular  +  jigger 


DAYMARKS: 

1893-1902  1  black,  circular 
1921-1935  large  lantern  housing 
1936-1970  gallery 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1893-1920  1  FV  40ft  13.5mi 
1921-1935  1  Gp  Fl  V  (2)  lOsec  42ft 
1935-1970  1  Gp  Fl  V  (2)  lOsec  44ft  14mi 


FOG  SIGNAL: 

1893-1920  6"  steam  Whistle 
1921-1935  6"  air  Siren 
1935-1958  steam  Horn  l/20sec 
1958-1970  Diaphone  2T/20sec 

SUBMARINE  SIGNALS: 
1910-1933  Bell 


RADIO  BEACON: 

1925-1970  RBN  code  ( ) 

(Synchronized  with  fog  signal  1932) 

(Low  power  proximity  warning  beacon  added  1934  Sep  20) 


VISUAL  CALL  SIGN: 
1940-1944  NNBR 
1944-1970  NMGS 


RADIO  CALL  SIGN: 
1940-1944  NNBR 


RACON: 

REMARKS: 

-Illuminants:  1893-1920,  oil;  1921-1970,  electricity 
-After  1945,  this  was  the  only  US  lightship  painted  black 


INDEX:   106 

STATION  NAME:  Poe  Reef  (MI) 

ESTABLISHED:  1893  Sep  29   DISCONTINUED:   1929  Aug  15   YEARS  MAINTAINED:  36 

LOCATION  &  USAGE: 

Northern  Lake  Huron,  southeast  of  Bois  Blanc  Island  in  the  entrance  to  the 
South  Channel,  Straights  of  Mackinac.  Moored  near  mid-channel  off  the  east 
end  of  Poe  Reef.   (0.5  mi  -  000  deg.  from  present  Poe  Reef  Light) 


LIGHTSHIPS  ASSIGNED: 
1893-1910  LV  62 
1911-1914  LV  59 
1915-1920  LV  96/WAL  520 
1921-1929  LV  99/WAL  522 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1893-1929   45  42.2  -  84  21.7  in  30ft 


STATION  REPLACED  BY: 
lightship  station 


Poe  Reef  Lighthouse,  0.5  ml  -  180  deg.  from  the  former 


HISTORICAL  NOTES: 

-1896  Station  vessel  reported  to  be  "in  fair  condition  and  not  appropriate  for 
so  exposed  a  station."   Funds  for  a  replacement  vessel  were  requested  but  not 
acted  upon  by  the  Lighthouse  Board 


STATION:   (106)  Poe  Reef  CMI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1893-1929  Red 


HULL  MARKING: 

1893-1910  NO. 62  POE  REEF,  white 
1911-1914  POE  REEF  NO. 59,  white 
1915-1929  POE,  white 


MASTS:  DAYMARKS: 

1893-1914  1  +  jigger  1893-1914  1  black 

1915-1920  1  tubular  1915-1920  lantern  housing 

1921-1929  1  tubular  +  Jigger  1921-1929  gallery 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 

1893-1914  1  FV  40ft  13.5mi 

1915-1920  1  Fl  W 

1921-1929  1  Gp  Fl  W  (2)  lOsec  42ft 


FOG  SIGNAL: 

1893-1914  6"  steam  Whistle 

1915-1920  6"  air  Siren 

1921-1929  10"  steam  Whistle 

SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminants:  1893-1914,  oil;  1915-1920,  electricity;  1921-1929,  acetylene 


INDEX:  107 

STATION  NAME:  Martin  Reef  <MI ) 

ESTABLISHED:  1909  DISCONTINUED:  1927  YEARS  MAINTAINED:  18 

LOCATION  St    USAGE: 

Northern  Lake  Michigan,  about  8  1/2  miles  southeasterly  from  Marquette  Island 

and  south  of  Martins  Reef.  Marked  the  reef  and  served  as  a  reference  mark  for 

traffic  approaching   the  Detour  Passage  to  Lake  Superior. 

(0.8  mi  -  185  deg.  from  present  Martin  Reef  Light) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1909-1927  LV  89  1909-1927   45  54  -  84  09  (PA) 


STATION  REPLACED  BY:  Martin  Reef  Lighthouse,  0 . 8  mi  -  005  deg.  from  former 
lightship  station 

HISTORICAL  NOTES: 


STATION:   (107)  Martin  Reef  <MI> 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1909-1927  Red 


HULL  MARKING: 

1909-1913  89  MARTIN  REEF  89,  white 
1913-1927  MARTIN,  white 


MASTS:  DAYMARKS: 

1909-1927  2  1909-1927  1  red 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1909-1927  1  FV  35ft 


FOG  SIGNAL: 

1909-1927  6"  steam  Whistle 


SUBMARINE  SIGNALS: 
1915-1927  Bell 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-1 lluminant:  1909-1927,  oil 


INDEX:  108 

STATION  NAME:  Mackinaw  Straights  <MI ) 

ESTABLISHED:  1832  DISCONTINUED:  1851  YEARS  MAINTAINED:  19 

LOCATION  &  USAGE: 

Northern  Lake  Michigan  in  the  western  approaches  to  the  Straights  of  Mackinac. 
Moored  2.7  mi  -  333  deg.  from  the  west  end  of  Vaugoshance  Island  on  or  near 
Rose  Shoal.   < 1 . 05  mi  -  336  deg.  from  existing  abandoned  Vaugoshance  Light  tower) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long) 

1832-1851  "YY"  1832-1851   45  48  -  85  06  (PA) 


STATION  REPLACED  BY:  Vaugoshance  Lighthouse,  1.05  mi  -  156  deg.  from  former 
lightship  station.   (Light  discontinued  and  abandoned;  structure  remains) 

HISTORICAL  NOTES: 

-  Vessel  was  built  at  Detroit  by  Oliver  Newbury  in  1832  and  christened 

Louis  McLane. 

-Frequently  blown  or  dragged  off  station 

-1838   An  inspection  report  stated  that  the  vessel  had  been  "driven  from  the 

mooring  and  thrown  upon  the  beach"  in  a  heavy  gale  during  the  previous  year, 

but  had  not  yet  been  repaired  "due  to  difficulty  in  obtaining  both  mechanics 

and  materials having  always  to  send  to  Detroit" 


STATION:   <108)  Mackinaw  Straights  (MI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 
None  listed 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

Not  found  Not  found 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1832-1851  1  FV 


FOG  SIGNAL: 
None  listed 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1832-1851,  oil 


INDEX:  109 

STATION  NAME:  White  Shoal  (MI) 

ESTABLISHED:  1891  Oct  24   DISCONTINUED:  1909  Dec      YEARS  MAINTAINED:  18 

LOCATION  &  USAGE: 

Northern  end  of  Lake  Michigan  in  the  western  approaches  to  the  Straights  of 
Mackinac.  Moored  off  the  northeast  side  of  White  Shoal  and  4.4  mi  -  330  deg. 
from  Waugoshance  Light  abandoned  tower 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1891-1909  LV  56  1891-1909   45  50.3  -  85  08.4  in  42ft 

(In  1878,  an  "old  waterlogged  vessel"  serving  as  a  lightship  was  placed  and 
maintained  near  White  Shoal  by  the  Chicago  Lumbering  Company.  Duration  of 
service  not  found) 


STATION  REPLACED  BY:  White  Shoal  Lighthouse,  0.3  mi  -  046  deg.  from  former 
lightship  station 

HISTORICAL  NOTES: 


STATION:   (109)  White  Shoal  (MI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1891-1909  White 


HULL  MARKING: 

1891-1909   56  WHITE  SHOAL  56,  black 


MASTS:  DAYMARKS: 

1891-1909  2  1891-1901  2  black,  oval 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1891-1909  2  FW  30ft  1 1 . 2mi 


FOG  SIGNAL: 

1891-1909  6"  steam  Whistle 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1891-1909,  oil 


INDEX:  110 

STATION  NAME:  Simmons  Reef  (MI) 

ESTABLISHED:  1891  Oct  24   DISCONTINUED:  1900  Dec  10   YEARS  MAINTAINED:  9 

LOCATION  &  USAGE: 

Northern  Lake  Michigan  In  the  western  approaches  to  the  Straights  of  Mackinac. 
Moored  off  the  south  side  of  Simmons  Reef,  9.25  mi  -  325  deg.  from 
Vaugoshance  Light  abandoned  tower 


LIGHTSHIPS  ASSIGNED: 
1891-1900  LV  55 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1891-1900   45  54.4  -  84  21.7  in  19ft 


STATION  REPLACED  BY:  Lighted  buoy,  0.8  mi  -  279  deg.  from  former  lightship 
station 


HISTORICAL  NOTES: 


STATION:  (110)  Simmons  Reef  (Ml) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1891-1900  Red 


HULL  MARKING: 

1891-1900   55  SIMMONS  REEF  55,  white 


MASTS:  DAYMARKS: 

1891-1900  2  1891-1898  2  red,  oval 

1898-1900  1  black 


LIGHTS  SHOVN  (Number,  Characteristic,  Height,  Visibility) 
1891-1900  2  FR  30ft  8.5mi 


FOG  SIGNAL: 

1891-1900  6"  steam  Whistle 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1891-1900,  oil 


INDEX:  111 

STATION  NAME:  Grays  Reef  <MI) 

ESTABLISHED:  1891  Oct  24   DISCONTINUED:  1936  Sep 


YEARS  MAINTAINED:  45 


LOCATION  &  USAGE: 

Northern  end  of  Lake  Michigan.  Moored  off  the  eastern  end  of  Grays  Reef, 

4.9  ml  -  271  deg.  from  the  Waugoshance  Light  abandoned  tower.  Used  as  a  guide 

for  transiting  Grays  Reef  Passage. 


LIGHTSHIPS  ASSIGNED: 
1891-1923  LV  57 
1924-1926  LV  103/WAL  526 
1927-1928  LV  56 

1929  LV  103/WAL  526 
1929-1936  LV  99/WAL  522 


STATION  POSITIONS  (N  Lat  -  V  Long): 
1891-1936   45  47.2  -  85  11.4  in  20ft 

(1901  Apr  26,  moved  3150  ft  -  123.5  deg) 


STATION  REPLACED  BY: 
lightship  station 


Grays  Reef  Lighthouse,  1.4  mi  -  147  deg.  from  the  former 


HISTORICAL  NOTES: 

-1896  Fog  signal  in  operation  353  hours  during  the  navigation  season,  consuming 

15  tons  of  coal  plus  2  cords  of  wood 


STATION:   (111)  Grays  Reef  (MI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1891-1923  Red,  white  band 
1924-1936  Red 

HULL  MARKING: 

1891-1913  GRAYS  REEF  57,  black 
1913-1923  GRAYS,  black 
1924-1936  GRAYS,  white 

MASTS:  DAYMARKS: 

1691-1923  2  1891-1898  2  black;  1898-1923  1  black; 

1923-1926  1  +  Jigger  1924-1926  gallery;  1927-1928  1  black; 

1927-1928  2;  1929-1936  1  +  Jigger    1929-1936  1  black 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1891-1923  1  FV  +  1  FR  30ft  1 1 . 5mi/8 .  5mi 
1924-  ?    1  FV  46ft 
?  -1936    ? 

FOG  SIGNAL: 

1891-1923  6"  steam  Whistle 

1924-1926  10"  steam  Whistle 

1927-1928  6"  steam  Whistle 

1929-1936  10"  steam  Whistle 
SUBMARINE  SIGNALS: 

1924-1931  Bell,  coded  (?) 

RADIO  BEACON: 

1930-1936  RBN  code  (?) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminants:  1891-1923,  oil;  1924-1925,  acetylene;  1925-1926,  electricity; 
1927-1928,  oil;  1929-1936,  electricity 


INDEX:  112 

STATION  NAME:  North  Manitou  Shoal  (MI) 


ESTABLISHED:  1910 


DISCONTINUED:  1935 


YEARS  MAINTAINED:  25 


LOCATION  &  USAGE: 

Eastern  side  of  Lake  Michigan,  south  of  North  Manitou  Island,  moored  off  the 
end  of  North  Manitou  Shoal.  Used  as  a  guide  in  passing  between  North  Manitou 
and  Pyramid  Point  Shoals  when  transiting  North  Manitou  Passage 


LIGHTSHIPS  ASSIGNED: 
1910-1926  LV  56 
1927-1933  LV  89 
1934-1935  LV  103/WAL  526 


STATION  POSITIONS  <N  Lat  -  V  Long) 
1901-1935   45  01  -  85  57  <PA) 


STATION  REPLACED  BY:  North  Manitou  Shoal  Lighthouse,  400  yards 
the  former  lightship  station 


311  deg.  from 


HISTORICAL  NOTES: 


STATION:  (112)  North  Manitou  Shoal  (Ml) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1910-1926  White 
1927-1935  Red 


HULL  MARKING: 

1910-1913   56  NORTH  MANITOU  56,  black 

1913-1926   MANITOU,  black 

1927-1935   MANITOU,  white 


MASTS: 

1910-1926  2 
1927-1935  1  +  jigger 


DAYMARKS: 

1910-1913  2  black 
1913-1926  1  black 
1927-1933  1  black 


1934-1935  gallery 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1910-1933  1  FW  35ft 
1934-1935  1  FW  40ft  13.5mi 


FOG  SIGNAL: 

1910-1935  6"  steam  Whistle 


SUBMARINE  SIGNALS: 
1910-      Bell 


RADIO  BEACON: 


VISUAL  CALL  SIGN: 


RADIO  CALL  SIGN: 


RACON: 


REMARKS: 

-Illuminants:  1891-1920,  oil;  1921-1926,  acetylene;  1927-1933,  oil; 
1934-1935,  electricity 


INDEX:  113 

STATION  NAME:  Milwaukee  <VI ) 

ESTABLISHED:  1912  DISCONTINUED:  1932  YEARS  MAINTAINED:  20 

LOCATION  &  USAGE: 

Vest  side  of  Lake  Michigan  off  Milwaukee,  Moored  2.2  mi  -  079  deg.  from 

Milwaukee  North  Breakwater  Light,  marking  the  approaches  to  Milwaukee 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  <N  Lat  -  W  Long): 

1912-1932  LV  95/VAL  519  1912-1932   43  02  -  87-50  (PA) 


STATION  REPLACED  BY:  Not  replaced 


HISTORICAL  NOTES: 


STATION:   (113)  Milwaukee  (VI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1912-1932  Red 


HULL  MARKING: 

1912-1913  95  MILWAUKEE  95,  white 
1914-1932  MILWAUKEE,  white 


MASTS:  DAYMARKS: 

1912-1932  2  1912-1916  Lantern  housing 

1916-1932  Gallery 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1912-1916  1  Fl  W  45ft 
1916-1932  1  Gp  Occ  W  (4)  15sec  45ft 


FOG  SIGNAL: 

1912-  ?    12"  steam  Whistle 
?   -1932  17"  air  Horn 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1912-1932,  electricity 


INDEX:  114 

STATION  NAME:  Lansing  Shoal  (MI) 

ESTABLISHED:  1901  Jul  10   DISCONTINUED:   1928  Oct  6    YEARS  MAINTAINED:  27 

LOCATION  &  USAGE: 

Northern  Lake  Michigan  west  of  the  Straights  of  Mackinac  and  northwesterly 
from  Garden  Island.  Moored  300  yards  south  of  Lansing  Shoal  (0.3  ml  -  226  deg. 
from  present  Lansing  Shoal  Light  tower) 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  (N  Lat  -  V  Long): 

1901-1920  LV  55  1901-1928   45  54  -  85  34  (PA) 

1920-1928  LV  98/WAL  521 


STATION  REPLACED  BY:  Lansing  Shoal  Lighthouse,  0.3  mi  -  046  deg.  from  former 
lightship  station 

HISTORICAL  NOTES: 

-1928  Lightship  struck  by  passing  vessels  in  heavy  fog  Jul  8  and  Aug  4 


STATION:  (114)  Lansing  Shoal  (MI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1901-1928  Red 


HULL  MARKING: 

1901-1913  55  LANSING  SHOAL  55,  white 
1914-1920  LANSING  SHOAL,  white 
1920-1928  LANSING,  white 

MASTS:  DAYMARKS: 

1901-1920  2  1901-1913  1  black 

1913-1920  2  black 

1920-1928  black  lantern  housing 

LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1901-1920  2  FV  35ft 
1920-1928  1  Fl  W  lOsec  42ft 


FOG  SIGNAL: 

1901-1920  6"  steam  Whistle 
1920-1928  6"  air  Siren 


SUBMARINE  SIGNALS: 
1906-      Bell 


RADIO  BEACON: 

1926-1928  RBN  code  (?) 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminants:  1901-1920,  oil;  1920-1928,  electricity 


INDEX:  115 

STATION  NAME:  Eleven  Foot  Shoal  (MI) 

ESTABLISHED:  1893  Oct  6    DISCONTINUED:  1936  YEARS  MAINTAINED:  43 

LOCATION  &  USAGE: 

In  Lake  Michigan  at  the  northern  end  of  Green  Bay,  southeasterly  from  Escanaba. 
and  northwesterly  from  Washington  Island.   Moored  southward  and  westward  from 
Corona  and  Eleven  Foot  Shoals  and  8.2  mi  -  169  deg.  from  Escanaba  Light  on  Sand 
Point.  Marked  the  course  change  necessary  for  entering  Little  Bay  de  Noc 


LIGHTSHIPS  ASSIGNED:  STATION  POSITIONS  CN  Lat  -  V  Long): 

1893-1925  LV  60  1893-1936   45  36.7  -  87  00.0  in  60ft 

1926-1936  LV  82 


STATION  REPLACED  BY:  Eleven  Foot  Shoal  Lighthouse 


HISTORICAL  NOTES: 


STATION:   (115)  Eleven  Foot  Shoal  (MI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1893-1936  Black 


HULL  MARKING: 

1893-1913  No.  60  ELEVEN  FOOT  SHOAL,  white 
1913-1936  ELEVEN  FOOT,  white 


MASTS:  DAYMARKS: 

1893-1936  1  +  .jigger  1893-  ?    1  black,  circular 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1893-1936  1  FV  40ft  13.5mi 


FOG  SIGNAL: 

1893-1917  6"  steam  Whistle 
1917-1936  10"  steam  Whistle 


SUBMARINE  SIGNALS: 
1906-      Bell 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminants:  1893-1925,  oil;  1926-1936,  acetylene 


INDEX:  116 

STATION  NAME:  Peshtigo  Reef  (VI ) 

ESTABLISHED:  1906  Apr  28   DISCONTINUED:  1935  Aug  26   YEARS  MAINTAINED:  29 

LOCATION  &  USAGE: 

Lake  Michigan,  on  the  west  side  of  lower  Green  Bay,  easterly  from  the  mouth 
of  the  Peshtigo  River.  Moored  about  3/4  mile  southeasterly  from  the  end  of 
Peshtigo  Reef  (0.8  mi  -  122  deg.  from  present  Peshtigo  Reef  Light),  and  used 
as  a  guide  for  passing  clear  of  the  shoal 


LIGHTSHIPS  ASSIGNED: 
1906-1935  LV  77 


STATION  POSITIONS  (N  Lat  -  W  Long) 
1906-1935   44  57  -  87  34  (PA) 


STATION  REPLACED  BY:  Peshtigo  Reef  Light,  0.8  mi  -  308  deg.  from  the  former 
lightship  station 


HISTORICAL  NOTES: 


STATION:   (116)  Peshtigo  Reef  (VI) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

1906-1935  Black 


HULL  MARKING: 

1906-1913  PESHTIGO  REEF,  white 
1913-1935  PESHTIGO,  white 


MASTS:  DAYMARKS: 

1906-1935  1  +  Jigger  1906-1935  1  black 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1906-1935  1  FW  25ft 


FOG  SIGNAL: 

1906-1912  Bell 

1912-1935  8"  air  Whistle 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 


RACON: 

REMARKS: 

-Illuminant:  1906-1935,  ail 


INDEX:  117 

STATION  NAME:  Boston  Approach  <USN  temporary) 


ESTABLISHED:  1919  Jan 


DISCONTINUED:  1919  May 


YEARS  MAINTAINED: 


LOCATION  &    USAGE: 

Temporarily  established  and  maintained  by  the  US  Navy  after  VVI  .  Located  in  the 
approaches  to  Boston  Harbor  marking  the  axis  of  a  one  mile  wide  mine-swept 
channel  extending  northeasterly  from  Boston  Lightship.  The  station  position  was 
16.4  mi  -  077  deg.  from  Boston  Lightship,  on  the  20  fathom  curve  near  the 
northeast  end  of  Stellwagen  Bank 


LIGHTSHIPS  ASSIGNED: 

USS  EASTHAMPTON 

(a  Navy  tug  fitted  out  as  a 

temporary  lightship) 


STATION  POSITIONS  (N  Lat  -  W  Long) 
42  24.1  -  70  23.8  in  90ft 


STATION  REPLACED  BY:  No  replacement  required 


HISTORICAL  NOTES:  Within  its  responsibility  for  safe  return  of  troops  from 
Europe  after  VVI,  and  in  view  of  the  danger  from  enemy  mines  existing  off  the 
east  coast,  the  USN  conducted  minesweeping  to  provide  a  safe  channel  into  the 
principal  ports  of  debarkation.  The  centerlines  of  these  1  mile  wide  swept 
channels  were  marked  by  temporary  lightship  stations  maintained  by  the  Navy, 
offshore  from  Boston,  New  York,  Delaware  Bay,  Chesapeake  Bay  and  Charleston, 
and  extended  from  existing  approach  aids  maintained  by  the  US  Lighthouse 
Service,  to  more  than  30  miles  offshore  to  facilitate  a  safe  landfall  for 
troop  carriers  following  great  circle  tracks  from  French  and  Mediterranean 
ports.  The  seven  temporary  Navy  lightships  were  Lapwing  Class  minesweepers, 
and  were  equipped  with  illumination,  fog  signal,  and  submarine  bell  signal 
apparatus  provided  by  the  Lighthouse  Service.  These  lightships  were  placed 
on  station  commencing  December  1918,  and  were  withdrawn  during  the  summer  of 
1919. 


STATION:  Boston  Approach  (USN  temporary) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

Not  listed  -  assumed  to  be  gray 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

2  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1  Fl  W  3sec  (lsec  flash)  41ft  12mi 


FOG  SIGNAL: 

Steam  Whistle  <l/30sec  -  3sec  blast) 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

None  listed  None  listed 


RACON: 
REMARKS: 


INDEX:  118 

STATION  NAME:  New  York  Approach  #1  <USN  temporary) 

ESTABLISHED:  1918  Dec  23   DISCONTINUED:  1919  Jul  19   YEARS  MAINTAINED: 

LOCATION  &  USAGE: 

Temporarily  established  and  maintained  by  US  Navy  after  WVI  in  the  approaches 
to  New  York  Lower  Bay.  This  was  the  outermost  of  two  lightship  stations  marking 
the  axis  of  a  one  mile  wide  mine-swept  channel  extending  southeasterly  from 
Ambrose  Channel  Lightship.  Station  was  positioned  56.0  miles  -  115  deg.  from 
Ambrose  Lightship,  on  the  30  fathom  curve 


LIGHTSHIPS  ASSIGNED: 

USS  FINCH 

(a  Navy  minesweeper  fitted 

out  as  a  temporary  lightship) 


STATION  POSITIONS  (N  Lat  -  V  Long) 
40  04.3  -  72  43.5  in  180ft 


STATION  REPLACED  BY:  No  replacement  required 


HISTORICAL  NOTES:  Under  its  reponsibi 1 ity  for  safe  return  of  troops  from 
Europe  after  WVI,  and  in  view  of  the  danger  from  enemy  mines  existing  off 
the  east  coast,  the  USN  conducted  minesweeping  to  provide  a  safe  channel  into 
the  principal  ports  of  debarkation.  The  centerlines  of  these  one  mile  wide 
swept  channels  were  marked  by  temporary  lightships  maintained  by  the  Navy, 
offshore  from  Boston,  New  York,  Delaware  Bay,  Chesapeake  Bay,  and  Charleston, 
extending  from  existing  approach  aids  maintained  by  the  US  Lighthouse  Service, 
to  more  than  30  miles  offshore  to  facilitate  a  landfall  for  troop  carriers 
following  great  circle  tracks  from  French  and  Mediterannean  ports.  The  seven 
temporary  lightships  were  Lapwing  Class  minesweepers  and  were  equipped  with 
illumination,  fog  signal,  and  submarine  bell  signal  apparatus  provided  by  the 
Lighthouse  Service.  The  lightships  were  placed  on  station  commencing  in  December 
1918,  and  were  withdrawn  during  the  summer  of  1919. 


STATION:  New  York  Approach  #1  <USN  temporary) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

White  from  bow  to  aft  end  of  wheelhouse;  gray  from  wheelhouse  to  stern 


HULL  MARKING: 

NY  1 ,  in  black  on  bows 


MASTS:  DAYMARKS: 

2  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1  Occ  W  5sec  <2sec  eclipse)  51ft 


FOG  SIGNAL: 

Siren  <l/20sec  -  2sec  blast) 
Steam  whistle  if  siren  disabled 


SUBMARINE  SIGNALS: 
Bell  (l/10sec) 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

NAJP  None  listed 


RACON: 
REMARKS: 


INDEX:  119 

STATION  NAME:  New  York  Approach  #2  <USN  temporary) 

ESTABLISHED:  1918  Dec  23   DISCONTINUED:  1919  Jul  10   YEARS  MAINTAINED: 

LOCATION  &  USAGE: 

Temporarily  established  and  maintained  by  the  US  Navy  after  VVI  in  the 
approaches  to  New  York  Lower  Bay.  This  was  the  innermost  of  two  lightships 
marking  the  axis  of  a  one  mile  wide  mine-swept  channel  extending  southeasterly 
from  Ambrose  Channel  Lightship.  This  station  was  positioned  29.5  mi  -  115  deg. 
from  Ambrose  Lightship,  on  the  20  fathom  curve 


LIGHTSHIPS  ASSIGNED: 

USS  CARDINAL 

(a  Navy  minesweeper  fitted 

out  as  a  temporary  lightship) 


STATION  POSITIONS  <N  Lat  -  V  Long) 
40  16.0  -  73  15.5  in  120ft 


STATION  REPLACED  BY:  No  replacement  required 


HISTORICAL  NOTES:  Under  its  responsibility  for  safe  return  of  troops  from 
Europe  after  WVI,  and  in  view  of  the  danger  from  enemy  mines  existing  off  the 
east  coast,  the  USN  conducted  minesweeping  to  provide  a  safe  channel  into  the 
principal  ports  of  debarkation.  The  centerlines  of  these  one  mile  wide  swept 
channels  were  marked  by  temporary  lightship  stations  maintained  by  the  Navy, 
offshore  from  Boston,  New  York,  Delaware  Bay,  Chesapeake  Bay,  and  Charleston, 
and  extended  from  existing  approach  aids  provided  by  the  US  Lighthouse  Service 
to  more  than  30  miles  offshore  to  facilitate  a  landfall  for  troop  carriers 
following  great  circle  tracks  from  French  and  Mediterranean  ports.  The  seven 
temporary  Navy  lightships  were  Lapwing  Class  minesweepers  and  were  equipped 
with  illumination,  fog  signal,  and  submarine  bell  signal  apparatus  supplied 
by  the  Lighthouse  Service.  The  lightships  were  placed  on  station  commencing 
in  December  1918,  and  were  withdrawn  during  the  summer  of  1919 


STATION:  New  York  Approach  #2  (USN  temporary) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

Black  from  bow  to  aft  end  of  wheelhouse;  then  gray  to  stern 


HULL  MARKING: 

NY  2 ,  in  white  on  bows 


MASTS:  DAYMARKS: 

2  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1  Occ  V  6sec  (lsec  eclipse)  51ft 


FOG  SIGNAL: 

Siren  (l/30sec  -  2  sec  blast) 
Steam  whistle  if  siren  disabled 


SUBMARINE  SIGNALS: 
Bell  (2/10sec) 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

NAFN  None  listed 


RACON: 
REMARKS: 


INDEX:  120 

STATION  NAME:  Delaware  Bay  Approach  (USN  temporary) 

ESTABLISHED:  1918  Dec  30   DISCONTINUED:  1919  May  25   YEARS  MAINTAINED: 

LOCATION  &  USAGE: 

Temporarily  established  and  maintained  by  the  US  Navy  after  WVI  in  the 
approaches  to  Delaware  Bay.  The  lightship  station  marked  the  axis  of  a  one 
mile  wide  mine-swept  channel  extending  northeasterly  from  Five  Fathom  Bank 
Lightship.  This  station  was  57.0  miles  -  072  deg.  from  Five  Fathom  Lightship, 
in  35  fathoms 


LIGHTSHIPS  ASSIGNED: 

USS  FALCON 

(a  Navy  minesweeper  fitted 

out  as  a  temporary  lightship) 


STATION  POSITIONS  (N  Lat  -  W  Long) 
39  04.5  -  73  25.0  in  210ft 


STATION  REPLACED  BY:  No  replacement  required 


HISTORICAL  NOTES:  Under  its  reponsibi 1 ity  for  safe  return  of  troops  from 
Europe  after  VVI ,  and  in  view  of  the  danger  from  enemy  mines  existing  off  the 
east  coast,  the  USN  conducted  minesweeping  to  provide  a  safe  channel  into  the 
principal  ports  of  debarkation.  The  centerlines  of  the  one  mile  wide  swept 
channels  were  marked  by  temporary  lightship  stations  maintained  by  the  Navy 
offshore  from  Boston,  New  York,  Delaware  Bay,  Chesapeake  Bay  and  Charleston, 
and  extended  from  the  exisiting  approach  aids  maintained  by  the  US  Lighthouse 
Service  to  more  than  30  miles  offshore,  facilitating  a  safe  landfall  for 
troop  carriers  following  great  circle  tracks  from  French  and  Mediterranean 
ports.  The  seven  temporary  lightships  were  Lapwing  Class  minesweepers  equipped 
with  illumination,  fog  signal,  and  submarine  bell  signal  apparatus  provided 
by  the  Lighthouse  Service.  The  lightships  were  placed  on  station  commencing  in 
December  1918,  and  were  withdrawn  during  the  summer  of  1919. 


STATION:  Delaware  Bay  Approach  <USN  temporary) 

RECOGNITION  FEATURES  -  ILLUMINATION  81    SIGNALING  SYSTEMS: 

HULL  COLOR: 

Not  listed  -  assumed  to  be  gray 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

2  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1  Occ  V  12sec  (4sec  eclipse)  51ft 


FOG  SIGNAL: 

Siren  <l/60sec  -  3  sec  blast) 


SUBMARINE  SIGNALS: 
Bell  <3/10sec) 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

None  listed  None  listed 


RACON: 
REMARKS: 


INDEX:  121 

STATION  NAME:  Chesapeake  Bay  Approach  #1  <USN  temporary) 


ESTABLISHED:  1918  Dec 


DISCONTINUED:  1919  May  25   YEARS  MAINTAINED: 


LOCATION  &  USAGE: 

Temporarily  established  and  maintained  by  the  US  Navy  after  WI  in  the 
approaches  to  Chesapeake  Bay.  This  was  the  outermost  of  two  lightship  stations 
marking  the  axis  of  a  one  mile  wide  mine-swept  channel  extending  northeasterly 
from  Chesapeake  Outer  Lighted  Whistle  and  Submarine  Bell  Buoy  "2CB"  which  was 
located  about  9  miles  southeast  of  Cape  Henry  Light.  This  station  was  49.5  mi  - 
072  deg.  from  buoy  "2CB"  or  about  56. 1  miles  -  081  deg.  from  Cape  Henry  Light 
on  the  30  fathom  curve 


LIGHTSHIPS  ASSIGNED: 

USS  BRANT 

(a  Navy  minesweeper  fitted 

out  as  a  temporary  lightship) 


STATION  POSITIONS  (N  Lat  -  V  Long) 
37  04.6  -  74  51.1  in  180ft 


STATION  REPLACED  BY:  No  replacement  required 


HISTORICAL  NOTES:  Under  its  responsibility  for  safe  return  of  troops  from 
European  ports  after  VVI,  and  view  of  the  danger  from  enemy  mines  existing  off 
the  east  coast,  the  USN  conducted  minesweeping  to  provide  a  safe  channel  into 
the  principal  ports  of  debarkation.  The  centerlines  of  these  swept  channels 
were  marked  by  temporary  lightship  stations  maintained  by  the  Navy  offshore 
from  Boston,  New  York,  Delaware  Bay,  Chesapeake  Bay,  and  Charleston.  The  cleared 
channels  extended  from  existing  appoach  aids  maintained  by  the  US  Lighthouse 
Service  to  more  than  30  miles  offshore  to  facilitate  a  safe  landfall  for 
troop  carriers  following  great  circle  tracks  from  French  and  Mediterranean 
ports.  The  seven  temporary  lightships  were  Lapwing  Class  minesweepers,  and  were 
equipped  with  illumination,  fog  signal,  and  submarine  bell  signal  apparatus 
provided  by  the  Lighthouse  Service.  The  lightships  were  placed  on  station 
commencing  in  December  1918,  and  were  withdrawn  during  the  summer  of  1919. 


STATION:  Chesapeake  Bay  Approach  #1  (USN  temporary) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 
Gray 


HULL  MARKING: 
BRANT,  white 


MASTS:  DAYMARKS: 

2  Canvas  covered  crows  nest,  both  masts 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1  Occ  V  12sec  <2sec  eclipse)  50ft 


FOG  SIGNAL: 

Siren  cl/20sec  -  5sec  blast) 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

None  listed  None  listed 


RACON: 
REMARKS: 


INDEX:  122 

STATION  NAME:  Chesapeake  Bay  Approach  #2  <USN  temporary) 


ESTABLISHED:  1918  Dec 


DISCONTINUED:  1919  Jul  10   YEARS  MAINTAINED: 


LOCATION  &    USAGE: 

Temporarily  established  and  maintained  by  US  Navy  after  WWI  in  the  approaches 
to  Chesapeake  Bay.  This  was  the  innermost  of  two  lightship  stations  marking  the 
axis  of  a  one  mile  wide  mine-swept  channel  extending  northeasterly  from 
Chesapeake  Outer  Lighted  Whistle  and  Submarine  Bell  Buoy  "2CB"  which  was  located 
about  9  miles  southeast  of  Cape  Henry  Light.  This  station  was  14.0  mi  -  072  deg. 
from  buoy  "2CB"  or  about  21.0  miles  -  090  deg.  from  Cape  Henry  Light  in 
9  fathoms 


LIGHTSHIPS  ASSIGNED: 

USS  OWL 

(a  Navy  minesweeper  fitted 

out  as  a  temporary  lightship) 


STATION  POSITIONS  <N  Lat  -  W  Long) 
36  54.5  -  75  34.0  in  54ft 


STATION  REPLACED  BY:  No  replacement  required 


HISTORICAL  NOTES:  Under  its  responsibility  for  safe  return  of  troops  from 
Europe  after  WWI,  and  in  view  of  the  danger  from  enemy  mines  existing  off  the 
east  coast,  the  USN  conducted  minesweeping  to  provide  a  safe  channel  into  the 
principal  ports  of  debarkation.  The  centerlines  of  these  one  mile  wide  swept 
channels  were  marked  by  temporary  lightship  stations  maintained  by  the  Navy 
offshore  from  Boston,  New  York,  Delaware  Bay,  Chesapeake  Bay  and  Charleston, 
and  extending  from  existing  approach  aids  maintained  by  the  US  Lighthouse 
Service  to  more  than  30  miles  offshore  to  facilitate  a  safe  landfall  for 
troop  carriers  following  great  circle  tracks  from  French  and  Mediterranean 
ports.  The  seven  temporary  lightships  were  Lapwing  Class  minesweepers,  and 
were  equipped  with  illumination,  fog  signal,  and  submarine  bell  signal 
apparatus  provided  by  the  Lighthouse  Service.   The  lightships  were  placed 
on  station  commencing  in  December  1918,  and  withdrawn  during  the  summer  of 
1919 


STATION:  Chesapeake  Bay  Approach  #2  (USN  temporary) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 
Gray 


HULL  MARKING: 
OWL,  white 


MASTS:  DAYMARKS: 

2  Canvas  covered  crows  nest,  both  masts 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility): 
1  Gp  Fl  V  <2)  30sec  50ft 


FOG  SIGNAL: 

Siren  <l/30sec  -  3sec  blast) 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

None  listed  None  listed 


RACON: 
REMARKS: 


INDEX:  123 

STATION  NAME:  Charleston  Approach  (USN  temporary) 

ESTABLISHED:  1918  Dec(?)   DISCONTINUED:  1919  May  25   YEARS  MAINTAINED: 

LOCATION  &  USAGE: 

Temporarily  established  and  maintained  by  USN  after  WI  in  the  approaches  to 
Charleston.  This  lightship  station  marked  the  axis  of  a  one  mile  wide  mine-swept 
channel  extending  easterly  from  Charleston  Lightship.  The  station  position  was 
33.5  mi  -  088  deg.  from  Charleston  Lightship,  on  the  30  fathom  curve 


LIGHTSHIPS  ASSIGNED: 
USS  LONG  ISLAND 
(a  Navy  tug  fitted  out 
as  temporary  lightship) 


STATION  POSITIONS  <N  Lat  -  V  Long) 
32  42.0  -  79  06.3  in  180ft 


STATION  REPLACED  BY:  No  replacement  required 


HISTORICAL  NOTES:  Under  its  responsibility  for  safe  return  of  troops  from 
Europe  after  WVI,  and  in  view  of  the  danger  from  enemy  mines  existing  off  the 
east  coast,  the  USN  conducted  minesweeping  to  provide  a  safe  channel  into  the 
principal  ports  of  debarkation.  The  centerlines  of  the  one  mile  wide  swept 
channels  were  marked  by  temporary  lightship  stations  maintained  by  the  Navy 
offshore  from  Boston,  New  York,  Delaware  Bay,  Chesapeake  Bay,  and  Charleston; 
and  extending  from  existing  approach  aids  maintained  by  the  US  Lighthouse 
Service  to  more  than  30  miles  offshore  to  facilitate  a  safe  landfall  for 
troop  carriers  following  great  circle  tracks  from  French  and  Mediterranean 
ports.  The  temporary  lightships  were  Lapwing  Class  minesweepers  equipped  with 
illumination,  fog  signal,  and  submarine  bell  signal  apparatus  provided  by  the 
Lighthouse  Service.   The  lightships  were  placed  on  station  commencing  in 
December  1918,  and  were  withdrawn  during  the  summer  of  1919. 


STATION:  Charleston  Approach  (USN  temporary) 

RECOGNITION  FEATURES  -  ILLUMINATION  &  SIGNALING  SYSTEMS: 

HULL  COLOR: 

Not  listed,  assumed  to  be  gray 


HULL  MARKING: 
None  listed 


MASTS:  DAYMARKS: 

2  None  listed 


LIGHTS  SHOWN  (Number,  Characteristic,  Height,  Visibility) 
1  Fl  W  3sec  -  lsec  flash  (no  height  listed) 


FOG  SIGNAL: 

Steam  Whistle  (l/30sec  -  5sec  blast) 


SUBMARINE  SIGNALS: 


RADIO  BEACON: 


VISUAL  CALL  SIGN:  RADIO  CALL  SIGN: 

None  listed  None  listed 


RACON: 
REMARKS: 


SOURCE    MATERIAL 


source    intatieir  ial 


U.S.  COAST  GUARD  RECORDS 

"Annual  Reports  of  the  Light  House  Board  and  Commissioner  of  Lighthouses", 
Records  Group  26,  (U.S.  National  Archives,  Washington  DC),  1854-1910, 
1910-1939. 

"Records  of  the  Light  House  Board  and  Commissioner  of  Lighthouses",  Record  Group 
26,  (U.S.  National  Archives,  Washington,  DC),  General  Correspondence  Files 
1901-1939. 

"Clipping  Files",  Record  Group  26,  (U.S.  National  Archives,  Washington  DC), 
Lightvessels  1-93. 

"Lightship  Stations  Maintained  by  the  United  States",  Record  Group  26,  (U.S. 
National  Archives,  Washington  DC),  Correspondence  -  Commissioner  of  Lighthouses 
1927  and    1938. 

"Contract  Specifications",  Record  Group  26,  (U.S.  National  Archives,  Washington 
DC),   Lightvessels    47,    48,    49,    51,    52,    53,    54,    58,    96,    98. 

"Official  Photographs",  Record  Group  26,  (U.S.  National  Archives,  Washington 
DC),  Lightvessels  1-7,  9-13,  16,  19,  20,  23,  28,  39-49,  51-61,  63-67,  79-91, 
93-103,    105,    106,    108,    110-118,    189,    196,    604,    605,    612,    613. 

"Register  of  Masters,  Mates,  and  Light  Keepers",  Record  Group  26,  (U.S.  National 
Archives,  Washington  DC),  Handwritten  document  created  by  the  Lighthouse  Board, 
1852-1907. 

"Lightships  Decommissioned",  (U.S.  Coast  Guard,  Washington  DC,  G-OF  OFFAC), 
History  Record  Book. 

"Tenders  and  Lightships",  (U.S.  Coast  Guard,  Washington  DC,  G-BPA),  Handwritten 
document  created  by  the  Lighthouse  Board,  1852-1907. 

U.S.  COAST  GUARD  PUBLICATIONS 

"Chronology  of  Aids  to  Navigation  and  the  old  Lighthouse  Service  1716-1939", 
CG-458    1974. 

"Lighthouses  and  Lightships  of  the  Northern  Gulf  of  Mexico",  Public  Affairs 
Office,  Eighth  District   1976. 

"Alumni  Association  Bulletin",  (U.S.  Coast  Guard  Academy  Library,  New  London 
CT),    Jan    1946,    Dec    1946,    May    1950. 

"U.S.  Lightship  87  -  Historical  Data",  (U.S  Coast  Guard  Academy  Library,  New 
London  CT),  MVF  223. 

"U.S  Coast  Guard  Standard  Distribution  List",  (U.S.  Coast  Guard  Academy  Library, 
New  London  CT),  Selected  issues  1943-1950. 


TREASURY  DEPARTMENT  PUBLICATIONS  AND  CORRESPONDENCE 

"A  Report  to  the  Fifth  Auditor  in  relation  to  the  execution  of  the  Act  of  7th 
July  last,  for  Building  Lighthouses,  Lightboats,  &c",  Record  Group  56,  (U.S. 
National  Archives,  Washington  DC),  Letter  dated  December  3,  1838. 

"A  Report  upon  the  Condition  of  Lighthouses,  Beacons,  Buoys  and  Navigation  upon 
the  Coasts  of  Maine,  New  Hampshire  and  Massachusetts",  Record  Group  56,  (U.S. 
National  Archives,  Washington  DC),  Report  by  I.W.P  Lewis  to  the  Secretary  of  the 
Treasury,  1843. 

"List  of  Lighthouses,  Lighted  Beacons  and  Floating  Lights  of  the  U.S.",  Stephen 
Pleasonton,  Fifth  Auditor;  Gideon  &  Company  Printers,  Washington  DC,  1849. 

COMMERCE  DEPARTMENT  PUBLICATIONS 

"Lighthouse  Service  Bulletin",  (Shore  Village  Museum,  Rockland  ME),  Bureau  of 
Lighthouses  (monthly),  Jan  1912  -  Dec  1939. 

"Nautical  Charts",  (National  Ocean  Survey,  NOAA,  Washington  DC),  Coast  & 
Geodetic  Survey  Charts  No.  111(1874),  112(1874),  344(1876),  1209(1919), 
250(1923,1926),  1107(1954). 

"Notices  to  Mariners",  (National  Ocean  Survey,  NOAA  Library,  Rockville  MD) 
1877-1970. 

AUTHORS 

Cook,  George  C,  "The  Evolution  of  the  Lightship",  Transactions  of  the  Society 
of  Naval  Architects  and  Marine  Engineers,  1913. 

Cook,  George  C,  "The  United  States  Lightvessels  Nos.  101  and  102",  Transactions 
of  the  International  Engineering  Congress,  1915. 
Congress,  1915. 

Floherty,  John  J.,  "Sentinels  of  the  Sea",  J.  B.  Lippencott  Co.,  1942 

Gibbs,  Jim  A.,  "Lighthouses  of  the  Pacific",  Shiffer  Publishing  Ltd.,  1986 

Pratt,  William  A.,  "The  New  American  Coast  Pilot  or  Yachtsmen  and  Coasters 
Reference  Book  -  St  Johns  to  Mobile  Bay",  Charles  C.  Hutchinson  Co.,  Boston, 
1883,  1891. 

Scheina,  Robert  L.,  "U.S.  Coast  Guard  Cutters  and  Craft  of  World  War  11",  Naval 
Institute  Press,  1982. 

Thompson,  Frederic  L.,  "The  Lightships  of  Cape  Cod",  Congress  Square  Press, 
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OTHER 

Data  extracted  from  U.S.  Light  Lists,  Notices  to  Mariners,  and  Nautical  Charts 
spanned  a  period  of  more  than  160  years.  It  was  not,  therefore,  considered 
necessary  or  practical  to  provide  a  detailed  listing  of  all  publications  used. 


